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9.2.1.38 Measurement Increase/Decrease Threshold 303 

9. 2. 1.38 A Measurement Recovery Behavior 305 

9.2.1.38B Measurement Recovery Reporting Indicator 305 

9.2.1.38C Measurement Recovery Support Indicator 305 

9.2.1.39 Measurement Threshold 305 

9.2.1.39A Message Structure 307 

9.2.1.40 Message Type 308 

9.2.1.41 Multiple URAs Indicator 310 

9.2.1.41a NACC Related Data 310 

9.2.1.41A Neighbouring UMTS Cell Information 310 

9.2.1.41B Neighbouring FDD Cell Information 310 

9.2.1.41C Neighbouring GSM Cell Information 311 

9.2.1.41D Neighbouring TDD Cell Information 313 

9.2.1.41Dd Neighbouring TDD Cell Measurement Information LCR 314 

9.2.1.41E Paging Cause 314 

9.2.1.41F Paging Record Type 314 
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9.2.1.41Fa Partial Reporting Indicator 315 

9.2.1.41G Neighbouring FDD Cell Measurement Information 315 

9.2.1.41H Neighbouring TDD Cell Measurement Information 315 

9.2.1.411 NRT Load Information Value 315 

9.2.1.42 Payload CRC Present Indicator 316 

9.2.1.43 PCCPCH Power 316 

9.2.1.44 Primary CPICH Power 317 

9.2.1.45 Primary Scrambling Code 317 

9.2.1.45A Priority Queue ID 317 

9.2.1.45B Process Memory Size 317 

9.2.1.46 Puncture Limit 318 

9.2.1.46A QE-Selector 318 

9.2.1.47 RANAP Relocation Information 318 

9.2.1.48 Report Characteristics 318 

9.2.1.48a Report Periodicity 320 

9.2.1.48A Requested Data Value 320 

9.2.1.48B Requested Data Value Information 321 

9.2.1.48C Restriction State Indicator 321 

9.2.1.48D RLCMode 321 

9.2.1.49 RLID 322 

9.2.1.49A RL Specific DCH Information 322 

9.2.1.50 RNC-ID 322 

9.2.1.50A SAT ID 322 

9.2.1.50B RT Load Value 323 

9.2.1.51 SCH Time Slot 323 

9. 2. 1.51 A Scheduling Priority Indicator 323 

9.2.1.52 Service Area Identifier (SAI) 323 

9.2.1.52A SEN 324 

9.2.1.52B SFN-SFN Measurement Threshold Information 324 

9.2.1.52C SFN-SFN Measurement Value Information 324 

9.2.1.52Ca Shared Network Area (SNA) Information 325 

9.2.1.52D SID 326 

9.2.1.53 S-RNTI 326 

9.2.1.53a S-RNTI Group 326 

9.2.1.54 Sync Case 327 

9.2.1.54A Tl 327 

9.2.1.55 TFCI Presence 327 

9.2.1.56 Time Slot 327 

9.2.1.56A TNLQoS 328 

9.2.1.57 ToAWE 328 

9.2.1.58 ToAWS 328 

9.2.1.58a Trace Depth 328 

9.2.1.58b Trace Recording Session Reference 329 

9.2.1.58c Trace Reference 329 

9.2.1.58A Traffic Class 329 

9.2.1.59 Transaction ID 329 

9.2.1.59A Transmitted Carrier Power 330 

9.2.1.59B TuTRAN-GPs Accuracy Class 330 

9.2.1.59C TuTRAN-GPs Measurement Threshold Information 330 

9.2.1.59D TuTRAN-GPs Measurement Value Information 330 

9.2.1.60 Transport Bearer ID 331 

9.2.1.61 Transport Bearer Request Indicator 331 

9.2.1.62 Transport Layer Address 332 

9.2.1.63 Transport Format Combination Set (TFCS) 332 

9.2.1.64 Transport Format Set 333 

9.2.1.65 TrCH Source Statistics Descriptor 335 

9.2.1.66 UARFCN 335 

9.2.1.66A UE Identity 335 

9.2.1.67 ULEPMode 335 

9.2.1.68 UL Interference Level 336 

9.2.1.68A Uncertainty Ellipse 336 

9.2.1.68B Unidirectional DCH Indicator 336 
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9.2.1.69 Uplink SIR 336 

9.2.1.70 URAID 336 

9.2.1.70A UTRAN Access Point Position 336 

9.2.1.70B URA Information 337 

9.2.1.70C User Plane Congestion Fields Inclusion 337 

9.2.1.71 UTRAN Cell Identifier (UC-ID) 337 

9.2.1.72 Neighbouring TDD Cell Information LCR 337 

9.2.1.73 Permanent NAS UE Identity 338 

9.2.1.74 SFN-SFN Measurement Reference Point Position 338 

9.2.1.75 UTRAN Access Point Position with Altitude 338 

9.2.1.76 SFN-SFN Measurement Time Stamp 339 

9.2.1.77 SFN-SFN Value 339 

9.2.1.78 SCTD Indicator 339 

9.2.1.79 Congestion Cause 339 

9.2.1.80 TMGI 340 

9.2.1.81 Transmission Mode 340 

9.2.1.82 Access Point Name 340 

9.2.1.83 IP Multicast Address 341 

9.2.1.84 MBMS Bearer Service Full Address 341 

9.2.1.85 Provided Information 341 

9.2.1.86 MBMS Channel Type Information 341 

9.2.1.87 MBMS Preferred Frequency Layer Information 342 

9.2.1.88 E-DCH DDI Value 342 

9.2.1.89 E-DCH MAC-d Flow Multiplexing List 342 

9.2.1.90 E-DCH MAC-d Flows To Delete 343 

9.2.1.91 E-DCH MAC-d Flow ID 343 

9.2.1.92 E-DCH Logical Channel Information 343 

9.2.1.93 E-DCH Logical Channel To Modify 344 

9.2.1.94 E-RNTI 344 

9.2.1.95 E-DCH Processing Overload Level 345 

9.2.1.96 E-DCH Power Offset for Scheduling Info 345 

9.2.1.97 Logical channel ID 345 

9.2.1.98 MAC-es Guaranteed Bit Rate 345 

9.2.1.99 MAC-e Reset Indicator 345 

9.2.1.100 Maximum Number of Retransmissions for E-DCH 346 

9.2.1.101 Scheduling Information 346 

9.2.2 FDD Specific Parameters 346 

9.2.2.a ACK-NACK Repetition Factor 346 

9.2.2.b ACK Power Offset 346 

9. 2. 2. A Active Pattern Sequence Information 346 

9.2.2.B Adjustment Period 347 

9.2.2.C Adjustment Ratio 347 

9.2.2.Ca Bundling Mode Indicator 347 

9.2.2.D Cell Capability Container FDD 348 

9.2.2.E Cell Portion ID 350 

9.2.2.1 Chip Offset 350 

9.2.2.2 Closed Loop Model Support Indicator 350 

9.2.2.3 Closed Loop Mode2 Support Indicator 350 

9.2.2.3A Closed Loop Timing Adjustment Mode 350 

9.2.2.4 Compressed Mode Method 350 

9.2.2.4A DCH FDD Information 350 

9.2.2.4B E-DCH FDD Information 351 

9.2.2.4C E-DCH FDD Information Response 351 

9.2.2.4D E-DCH FDD DL Control Channel Information 352 

9.2.2.4E E-DCH RL Indication 354 

9.2.2.4F E-DCH FDD Information To Modify 354 

9.2.2.4G E-DCH Transport Format Combination Set Information (E-TFCS Information) 356 

9.2.2.4J E-TTI 356 

9.2.2.4K E-DPCCH Power Offset 356 

9.2.2.4KA Void 357 

9.2.2.4L E-DCH HARQ Power Offset FDD 357 

9.2.2.4M Void 357 
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9.2.2.4MA Void 357 

9.2.2.4MB Void 357 

9.2.2.4MC E-DCH MAC-d Flows Information 357 

9.2.2.4MD Void 358 

9.2.2.4ME Void 358 

9.2.2.4MF Void 358 

9.2.2.4MG E-DCH Maximum Bitrate 359 

9.2.2.4MH Void 359 

9.2.2.4MI E-DCH Reference Power Offset 359 

9.2.2.4MJ Void 359 

9.2.2.4N Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission 359 

9.2.2.40 HARQ Process Allocation For 2ms TTl 359 

9.2.2.4P Reference E-TFCI Power Offset 359 

9.2.2.5 D-Field Length 360 

9.2.2.6 Diversity Control Field 360 

9.2.2.7 Diversity Indication 360 

9.2.2.8 Diversity Mode 360 

9.2.2.9 DL DPCH Slot Format 360 

9.2.2.9A DL DPCH Timing Adjustment 360 

9.2.2.10 DL Power 360 

9.2.2. lOA DL Power Balancing Information 361 

9.2.2. lOB DL Power Balancing Activation Indicator 361 

9.2.2. IOC DL Reference Power Information 361 

9.2.2. lOD DL Power Balancing Updated Indicator 362 

9.2.2.11 DL Scrambling Code 362 

9.2.2.12 Downlink Frame Type 362 

9.2.2.12A DPCMode 362 

9.2.2.13 DRAC Control 363 

9.2.2.13A DSCH FDD Information 363 

9.2.2.13B DSCH FDD Information Response 363 

9.2.2.13Bb DSCH-RNTI 363 

9.2.2.13C FDD DCHs To Modify 363 

9.2.2.13D Enhanced DSCH PC 363 

9.2.2.13E Enhanced DSCH PC Counter 364 

9.2.2.13F Enhanced DSCH PC Indicator 364 

9.2.2.13G Enhanced DSCH PC Wnd 364 

9.2.2.13H Enhanced DSCH Power Offset 364 

9.2.2.131 Enhanced Primary CPICH Ec/No 364 

9.2.2.14 FDD DL Channelisation Code Number 364 

9.2.2.14A FDD DL Code Information 364 

9.2.2.15 FDD S-CCPCH Offset 365 

9.2.2.16 FDD TPC Downlink Step Size 365 

9.2.2.16A First RLS Indicator 365 

9.2.2.17 Gap Position Mode 365 

9.2.2.18 Gap Period (TGP) 365 

9.2.2.19 Gap Starting Slot Number (SN) 365 

9.2.2.19a HS-DSCH FDD Information 365 

9.2.2.19b HS-DSCH FDD Information Response 367 

9.2.2.19c HS-DSCH FDD Update Information 368 

9.2.2.19C HS-DSCH configured indicator 368 

9.2.2.19 d HS-SCCH Power Offset 368 

9.2.2.19e E-DCH FDD Update Information 368 

9.2.2.19f HS-DSCH Serving Cell Change Information 369 

9.2.2.19g HS-DSCH Serving Cell Change Information Response 369 

9.2.2. 19h E-DCH Serving Cell Change Information Response 369 

9.2.2.20 IB_SG_POS 370 

9.2.2.21 IB_SG_REP 370 

9.2.2.21a Inner Loop DL PC Status 370 

9.2.2.21b Initial DL DPCH Timing Adjustment Allowed 370 

9. 2.2.21 A Limited Power Increase 370 

9.2.2.21B IPDL FDD Parameters 371 

9.2.2.21C Length of TFCI2 371 
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9.2.2.21D Void 371 

9.2.2.21E Void 371 

9.2.2.21F Void 371 

9.2.2.22 Max Adjustment Period 371 

9.2.2.23 Max Adjustment Step 371 

9.2.2.24 Max Number of ULDPDCHs 372 

9.2.2.24a CQI Feedback Cycle k 372 

9.2.2.24b CQI Power Offset 372 

9.2.2.24c CQI Repetition Factor 372 

9.2.2.24d Measurement Power Offset 372 

9.2.2.24e Maximum Set of E-DPDCHs 372 

9.2.2.24f Void 373 

9.2.2.24A Min DL Channelisation Code Length 373 

9.2.2.25 Min UL Channelisation Code Length 373 

9.2.2.26 Multiplexing Position 373 

9.2.2.26a NACK Power Offset 373 

9.2.2.26A Number of DL Channelisation Codes 373 

9.2.2.27 Pattern Duration (PD) 374 

9.2.2.27a PC Preamble 374 

9.2.2.27A PDSCH Code Mapping 374 

9.2.2.27B Phase Reference Update Indicator 374 

9.2.2.28 Power Adjustment Type 374 

9.2.2.29 Power Control Mode (PCM) 374 

9.2.2.30 Power Offset 374 

9.2.2.31 Power Resume Mode (PRM) 375 

9. 2.2.31 A Preamble Signatures 375 

9.2.2.32 Primary CPICH Ec/No 375 

9.2.2.32A Primary CPICH Usage For Channel Estimation 375 

9.2.2.33 Propagation Delay (PD) 375 

9.2.2.33a Extended Propagation Delay 375 

9.2.2.33A PRACH Minimum Spreading Factor 376 

9.2.2.34 QE-Selector 376 

9.2.2.34a Qth Parameter 376 

9.2.2.34A RACH Sub Channel Numbers 376 

9.2.2.35 RLSetlD 376 

9.2.2.35a RL Specific E-DCH Information 376 

9.2.2.35A Received Total Wide Band Power 376 

9.2.2.36 S -Field Length 376 

9.2.2.36A Void 377 

9.2.2.37 Scrambling Code Change 377 

9.2.2.37A Scrambling Code Number 377 

9.2.2.37B Secondary CCPCH Info 377 

9.2.2.38 Secondary CCPCH Slot Format 377 

9.2.2.38A Secondary CPICH Information 377 

9.2.2.38B Secondary CPICH Information Change 377 

9.2.2.38C Serving E-DCH RL 377 

9.2.2.39 Slot Number (SN) 378 

9.2.2.39a Split Type 378 

9.2.2.39A SRB Delay 378 

9.2.2.40 SSDT Cell Identity 378 

9.2.2.40A SSDT Cell Identity for EDSCHPC 378 

9.2.2.41 SSDT Cell Identity Length 378 

9.2.2.42 SSDT Indication 378 

9.2.2.43 SSDT Support Indicator 378 

9.2.2.44 STTD Indicator 378 

9.2.2.45 STTD Support Indicator 378 

9. 2. 2.45 A Synchronisation Indicator 379 

9.2.2.46 TFCI Signalling Mode 379 

9.2.2.46A TFCI PC Support Indicator 379 

9.2.2.47 Transmission Gap Distance (TGD) 379 

9.2.2.47A Transmission Gap Pattern Sequence Information 379 

9.2.2.47B Transmission Gap Pattern Sequence Scrambling Code Information 381 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 1 5 ETSI TS 1 25 423 V7.4.0 (2007-03) 

9.2.2.48 Transmit Diversity Indicator 381 

9.2.2.49 Transmit Gap Length (TGL) 381 

9.2.2.50 Tx Diversity Indicator 382 

9.2.2.50A UE Support Of Dedicated Pilots For Channel Estimation 382 

9.2.2.50B UE Support Of Dedicated Pilots For Channel Estimation Of HS-DSCH 382 

9.2.2.51 UL/DL Compressed Mode Selection 382 

9.2.2.52 UL DPCCH Slot Format 382 

9.2.2.52A UL DPDCH Indicator for E-DCH operation 382 

9.2.2.53 UL Scrambling Code 382 

9.2.2.54 Uplink Delta SIR 383 

9.2.2.55 Uplink Delta SIR After 383 

9.2.2.56 DPC Mode Change Support Indicator 383 

9.2.2.57 HARQ Preamble Mode 383 

9.2.2.58 HARQ Preamble Mode Activation Indicator 383 

9.2.2.59 Frequency Band Indicator 383 

9.2.2.60 E-RGCH Release Indicator 384 

9.2.2.61 E-AGCH Power Offset 384 

9.2.2.62 E-RGCH Power Offset 384 

9.2.2.63 E-HICH Power Offset 385 

9.2.2.64 E-RGCH 2-Index-Step Threshold 385 

9.2.2.65 E-RGCH 3-Index-Step Threshold 385 

9.2.2.66 HARQ Info for E-DCH 385 

9.2.2.67 DCH Indicator For E-DCH-HSDPA Operation 385 

9.2.2.68 E-RGCH and E-HICH Channelisation Code Validity Indicator 386 

9.2.2.69 E-DCH Minimum Set E-TFCI Validity Indicator 386 

9.2.2.70 Fast Reconfiguration Mode 386 

9.2.2.71 Fast Reconfiguration Permission 386 

9.2.2.72 Continuous Packet Connectivity DTX-DRX Information 386 

9.2.2.73 Continuous Packet Connectivity DTX-DRX Information To Modify 387 

9.2.2.74 Continuous Packet Connectivity HS-SCCH less Information 389 

9.2.2.75 Continuous Packet Connectivity HS-SCCH less Information Response 389 

9.2.2.76 MIMO Information 389 

9.2.2.77 MIMO Information To Modify 390 

9.2.2.78 MIMO Information Response 390 

9.2.2.79 SixtyfourQ AM DL Support Indicator 390 

9.2.3 TDD Specific Parameters 390 

9.2.3.a Alpha Value 390 

9.2.3.A Block STTD Indicator 390 

9.2.3.1 Burst Type 390 

9.2.3.1a Cell Capability Container TDD 391 

9.2.3.1b Cell Capability Container TDD LCR 391 

9.2.3.2 CCTrCHID 391 

9.2.3.2A DCH TDD Information 392 

9.2.3.2B DCH TDD Information Response 392 

9.2.3.2C DL Timeslot Information 393 

9.2.3.2D DL Time Slot ISCP Info 393 

9.2.3.2E DL Timeslot Information LCR 393 

9.2.3.2F DL Time Slot ISCP Info LCR 394 

9.2.3.3 DPCHID 394 

9.2.3.3a DSCH TDD Information 394 

9.2.3.3aa HS-DSCH TDD Information 395 

9.2.3.3ab HS-DSCH TDD Information Response 396 

9.2.3.3ac HS-DSCH TDD Update Information 399 

9.2.3.3ad HS-SICH ID 399 

9.2.3.3ae DSCH ID 399 

9.2.3.3af DSCH Initial Window Size 399 

9.2.3.3ag DSCH Flow Control Information 399 

9.2.3.3ah DSCH-RNTI 400 

9.2.3.3A Maximum Number of Timeslots 400 

9.2.3.3B Maximum Number of UL Physical Channels per Timeslot 400 

9.2.3.3C Maximum Number of DL Physical Channels 400 

9. 2. 3. 3D Maximum Number of DL Physical Channels per Timeslot 401 
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9.2.3.4 Midamble Shift And Burst Type 401 

9.2.3.4A Minimum Spreading Factor 402 

9.2.3.4B IPDL TDD parameters 402 

9.2.3.4Bb IPDL TDD parameters LCR 402 

9.2.3.4C Midamble shift LCR 402 

9.2.3.4D Neighbouring TDD Cell Information LCR 403 

9.2.3.5 Primary CCPCH RSCP 403 

9.2.3.5a Primary CCPCH RSCP Delta 403 

9.2.3.5A PRACH Midamble 403 

9.2.3.5B RB Identity 403 

9.2.3.6 Repetition Length 404 

9.2.3.7 Repetition Period 404 

9.2.3.7A Rx Timing Deviation 404 

9.2.3.7B Secondary CCPCH Info TDD 404 

9.2.3.7C Secondary CCPCH TDD Code Information 405 

9.2.3.7D Special Burst Scheduling 405 

9.2.3.7E Synchronisation Configuration 405 

9.2.3.7F Secondary CCPCH Info TDD LCR 406 

9.2.3.7G Secondary CCPCH TDD Code Information LCR 406 

9.2.3.7H Support of 8PSK 407 

9.2.3.71 TDD ACK NACK Power Offset 407 

9.2.3.8 TDD ChanneHsation Code 407 

9.2.3.8a TDD Channelisation Code LCR 407 

9.2.3.8A TDD DPCH Offset 408 

9.2.3.8B TDD DCHs To Modify 408 

9.2.3.8C TDD DL Code Information 408 

9.2.3.8D TDD DL Code Information LCR 409 

9.2.3.8E TDD DL DPCH Time Slot Format LCR 409 

9.2.3.9 TDD Physical Channel Offset 409 

9.2.3.10 TDD TPC Downlink Step Size 410 

9.2.3.10a TDD TPC Uplink Step Size 410 

9.2.3. lOA TDD UL Code Information 410 

9.2.3. lOB TDD UL Code Information LCR 410 

9.2.3. IOC TDD UL DPCH Time Slot Format LCR 411 

9.2.3.11 TFCI Coding 411 

9.2.3.12 DL Timeslot ISCP 411 

9.2.3.12a Time Slot LCR 411 

9.2.3. 12A Timing Advance Applied 411 

9.2.3.13 Transport Format Management 411 

9.2.3. 13A UL Timeslot ISCP 412 

9.2.3. 13B UL PhysCH SF Variation 412 

9.2.3. 13C UL Timeslot Information 412 

9.2.3. 13D UL Time Slot ISCP Info 412 

9.2.3. 13E TSTD Indicator 413 

9.2.3. 13F TSTD Support Indicator 413 

9.2.3. 13Fa UE Measurement Hysteresis Time 413 

9.2.3. 13Fb UE Measurement Parameter Modification Allowed 413 

9.2.3. 13Fc UE Measurement Report Characteristics 414 

9.2.3. 13Fd UE Measurement Threshold 414 

9.2.3.13Fe UE Measurement Timeslot Information HCR 415 

9.2.3. 13Ff UE Measurement Timeslot Information LCR 415 

9.2.3. 13Fg UE Measurement Time to Trigger 415 

9.2.3. 13Fh UE Measurement Type 416 

9.2.3. 13Fi UE Measurement Value 416 

9.2.3. 13Fj UE Measurement Value Information 417 

9.2.3. 13G UL Timeslot Information LCR 417 

9.2.3. 13H UL Time Slot ISCP Info LCR 417 

9.2.3.131 Uplink Synchronisation Frequency 418 

9.2.3. 13J Uplink Synchronisation Step Size 418 

9.2.3. 13K Uplink Timing Advance Control LCR 418 

9.2.3.14 USCHID 419 

9.2.3.15 USCH Information 419 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 1 7 ETSI TS 1 25 423 V7.4.0 (2007-03) 

9.2.3.16 Support of PLCCH 420 

9.2.3.17 PLCCH Information 420 

9.2.3.18 PLCCH Sequence Number 421 

9.2.3.19 Minimum Spreading Factor 7.68Mcps 421 

9.2.3.20 Maximum Number of DL Physical Channels 7.68Mcps 421 

9.2.3.21 Maximum Number of DL Physical Channels per Timeslot 7.68Mcps 421 

9.2.3.22 Secondary CCPCH Info 7.68Mcps TDD 421 

9.2.3.23 Midamble Shift And Burst Type 7.68Mcps 422 

9.2.3.24 Secondary CCPCH TDD Code Information 7.68Mcps 423 

9.2.3.25 TDD Channelisation Code 7.68Mcps 423 

9.2.3.26 UL Timeslot Information 7.68Mcps 424 

9.2.3.27 TDD UL Code Information 7.68Mcps 424 

9.2.3.28 DL Timeslot Information 7.68Mcps 424 

9.2.3.29 TDD DL Code Information 7.68Mcps 425 

9.2.3.30 Rx Timing Deviation 7.68Mcps 425 

9.2.3.31 Cell Capability Container 7.68 Mcps TDD 425 

9.2.3.32 Neighbouring TDD Cell Measurement Information 7.68Mcps 426 

9.2.3.33 UE Measurement Timeslot Information 7.68Mcps 426 

9.2.3.34 DPCH ID 7.68Mcps 426 

9.2.3.35 Rx Timing Deviation 3.84Mcps Extended 427 

9.2.3.36 E-PUCH Information 427 

9.2.3.36a E-PUCH Information LCR 427 

9.2.3.37 E-TFCS Information TDD 428 

9.2.3.38 E-DCH MAC-d Flows Information TDD 428 

9.2.3.39 E-DCH Non-scheduled Grant Information TDD 429 

9.2.3.39a E-DCH Non-scheduled Grant Information LCR TDD 429 

9.2.3.40 E-DCH TDD Information 430 

9.2.3.40a E-DCH TDD Information LCR 430 

9.2.3.41 E-DCH TDD Information Response 430 

9.2.3.41a E-DCH TDD Information Response 1.28Mcps 431 

9.2.3.42 E-DCH TDD Information to Modify 432 

9.2.3.43 E-DCH Grant Type 433 

9.2.3.44 Timeslot Resource Related Information 433 

9.2.3.44a Timeslot Resource Related Information LCR 434 

9.2.3.45 Power Resource Related Information 434 

9.2.3.46 E-PUCH Offset 434 

9.2.3.47 E-DCH TDD Maximum Bitrate 434 

9.2.3.48 E-HICH Time Offset 434 

9.2.3.48a E-HICH Time Offset LCR 434 

9.2.3.49 E-DCH HARQ Power Offset TDD 435 

9.2.3.49a E-DCH MAC-d Flow Retransmission Timer 435 

9.2.3.50 E-DCH Non-scheduled Grant Information 7.68Mcps TDD 435 

9.2.3.51 E-DCH TDD Information 7.68Mcps 435 

9.2.3.52 E-DCH TDD Information Response 7.68Mcps 435 

9.2.3.53 E-DCH TDD Maximum Bitrate 7.68Mcps 436 

9.2.3.54 E-DCH Physical Layer Category LCR 436 

9.3 Message and Information Element Abstract Syntax (with ASN.l) 437 

9.3.0 General 437 

9.3.1 Usage of Private Message Mechanism for Non-standard Use 437 

9.3.2 Elementary Procedure Definitions 437 

9.3.3 PDU Definitions 450 

9.3.4 Information Element Definitions 594 

9.3.5 Common Definitions 720 

9.3.6 Constant Definitions 721 

9.3.7 Container Definitions 734 

9.4 Message Transfer Syntax 739 

9.5 Timers 739 

10 Handling of Unknown, Unforeseen and Erroneous Protocol Data 739 

10.1 General 739 

10.2 Transfer Syntax Error 739 

10.3 Abstract Syntax Error 740 
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10.3.1 General 740 

10.3.2 Criticality Information 740 

10.3.3 Presence Information 741 

10.3.4 Not Comprehended IE/IE Group 741 

10.3.4.1 Procedure ID 741 

10.3.4.1A Type of Message 741 

10.3.4.2 lEs Other Than the Procedure ID and Type of Message 741 

10.3.5 Missing IE or IE Group 743 

10.3.6 lEs or IE Groups Received in Wrong Order or With Too Many Occurrences or Erroneously Present ....744 
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Foreword 



rd , 



This Technical Specification (TS) has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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Scope 



The present document specifies the radio network layer signaUing procedures of the control plane between RNCs in 
UTRAN, between RNC in UTRAN and BSS in GERAN lu mode and between BSSs in GERAN lu mode. 
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3 Definitions, Symbols and Abbreviations 

3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply: 

Elementary Procedure: RNSAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit 
of interaction between two RNCs. An EP consists of an initiating message and possibly a response message. Two kinds 
of EPs are used: 

Class 1: Elementary Procedures with response (success or failure); 

Class 2: Elementary Procedures without response. 

For Class 1 EPs, the types of responses can be as follows: 

Successful 

A signalling message explicitly indicates that the elementary procedure has been successfully completed with 
the receipt of the response. 

Unsuccessful 

A signalling message explicitly indicates that the EP failed. 

Class 2 EPs are considered always successful. 

Prepared Reconfiguration: A Prepared Reconfiguration exists when the Synchronised Radio Link Reconfiguration 
Preparation procedure has been completed successfully. The Prepared Reconfiguration does not exist anymore only 
after either of the procedures Synchronised Radio Link Reconfiguration Commit or Synchronised Radio Link 
Reconfiguration Cancellation has been completed. In particular, the Prepared Reconfiguration still exists if the object 
(e.g. Radio Link) concerned by the Synchronised Radio Link Reconfiguration (e.g. in the case of an HS-DSCH Setup) 
is removed, but the UE Context still exists. 

UE Context: The UE Context contains the necessary information for the DRNC/DBSS to communicate with a specific 
UE. The UE Context is created by the Radio Link Setup procedure or by the Uplink Signalling Transfer procedure 
when the UE makes its first access in a cell controlled by the DRNS/DBSS. The UE Context is deleted by the Radio 
Link Deletion procedure, by the Common Transport Channel Resources Release procedure, or by the Downlink 
Signalling Transfer procedure when neither any Radio Links nor any common transport channels are established 
towards the concerned UE. The UE Context is identified by the SCCP Connection for messages using connection 
oriented mode of the signalling bearer and the D-RNTI for messages using connectionless mode of the signalling 
bearer, unless specified otherwise in the procedure text. 

Distant RNC Context: The Distant RNC context is created by the first Common Measurement Initiation Procedure or 
Information Exchange Initiation Procedure initiated by one RNC/BSS and requested from another RNC/BSS. The 
Distant RNC Context is deleted after the Common Measurement Termination, the Common Measurement Failure, the 
Information Exchange Termination or the Information Exchange Failure procedure when there is no more Common 
Measurement and no more Information to be provided by the requested RNC/BSS to the requesting RNC/BSS. The 
Distant RNC Context is identified by an SCCP connection as, for common measurements and information exchange, 
only the connection oriented mode of the signalling bearer is used. 

Signalling radio bearer 2: The signalling radio bearer 2 is used by the UE to access a GERAN cell in order to perform 
RRC procedures [36]. 
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UE Link: see definition in [50]. 

URA Link: see definition in [50]. 

MBMS Bearer Service: see defintion in [51]. 

MBMS session: see defintion in [50]. 

MBMS session start: see defintion in [50]. 

MBMS session stop: see defintion in [50]. 

MBMS Selected Services: see defintion in [50]. 

3.2 Symbols 

Void. 

3.3 Abbreviations 

For the purposes of the present document, the following abbreviations apply: 

A-GPS Assisted-GPS 

ALCAP Access Link Control Application Part 

APN Access Point Name 

ASN. 1 Abstract Syntax Notation One 

BER Bit Error Rate 

BLER Block Error Rate 

BSS Base Station Subsystem 

CBSS ControlHng BSS 

CCCH Common Control Channel 

CCPCH Common Control Physical Channel 

CCTrCH Coded Composite Transport Channel 

CFN Connection Frame Number 

C-ID Cell Identifier 

CM Compressed Mode 

CN Core Network 

CPICH Common Pilot Channel 

CRNC Controlling RNC 

DBSS Drift BSS 

C-RNTl Cell Radio Network Temporary Identifier 

CS Circuit Switched 

CTFC Calculated Transport Format Combination DCH Dedicated Channel 

DGPS Differential GPS 

DL Downlink 

DPC Downlink Power Control 

DPCCH Dedicated Physical Control Channel 

DPCH Dedicated Physical Channel 

DPDCH Dedicated Physical Data Channel 

DRNC Drift RNC 

DRNS Drift RNS 

D-RNTl Drift Radio Network Temporary Identifier 

DRX Discontinuous Reception 

DSCH Downlink Shared Channel 

Ec Energy in single Code 

E-AGCH E-DCH Absolute Grant Channel 

E-DCH Enhanced UL DCH 

E-HICH E-DCH HARQ Acknowledgement Indicator Channel 

E-PUCH Enhanced Uplink Physical Channel (TDD only) 

E-RNTl E-DCH RNTl 

E-RUCCH E-DCH Random Access Uplink Control Channel (TDD only) 
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E-TFCI E-DCH Transport Format Combination Indicator 

E-UCCH E-DCH Uplink Control Channel (TDD only) 

EDSCHPC Enhanced Downlink Shared Channel Power Control 

EP Elementary Procedure 

EACH Forward Access Channel 

FDD Frequency Division Duplex 

F-DPCH Fractional DPCH 

FN Frame Number 

FP Frame Protocol 

GERAN GSM EDGE Radio Access Network 

GA Geographical Area 

GAI Geographical Area Identifier 

GPS Global Positioning System 

GRA GERAN Registration Area 

GSM Global System Mobile 

HSDPA High Speed Downlink Packet Access 

HW Hardware 

IB Information Block 

ID Identity or Identifier 

IE Information Element 

IMSI International Mobile Subscriber Identity 

IP Internet Protocol 

IPDL Idle Period DownLink 

ISCP Interference Signal Code Power 

LAC Location Area Code 

LCR Low Chip Rate ( L 28 Mcps) 

LCS Location Services 

MAC Medium Access Control 

MBMS Multimedia Broadcast Multicast Service 

MS Mobile Station 

NACC Network Assissted Cell Change 

NAS Non Access Stratum 

No Reference Noise 

NRT Non Real Time 

O&M Operation and Maintenance 

P(-)CCPCH Primary CCPCH 

PCH Paging Channel 

OTD Observed Time Difference 

P(-)CPICH Primary CPICH 

PCS Personal Communication Services 

PDSCH Physical Downlink Shared Channel 

PDU Protocol Data Unit 

PhCH Physical Channel 

PICH Paging Indication Channel 

PLCCH Physical Layer Common Control Channel 

Pos Position or Positioning 

PRACH Physical Random Access Channel 

PTP Point To Point 

PTM Point To Multipoint 

PS Packet Switched 

QE Quality Estimate 

RAC Routing Area Code 

RACH Random Access Channel 

RAN Radio Access Network 

RANAP Radio Access Network Application Part 

RB Radio Bearer 

RL Radio Link 

RLC Radio Link Control 

RLS Radio Link Set 

RM Rate Matching 

RNC Radio Network Controller 

RNS Radio Network Subsystem 
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RNSAP Radio Network Subsystem Application Part 

RNTI Radio Network Temporary Identifier 

RRC Radio Resource Control 

RT Real Time 

RSCP Received Signal Code Power 

SBSS Serving BSS 

Rx Receive or Reception 

Sat Satellite 

SCCP Signalling Connection Control Part 

S(-)CCPCH Secondary CCPCH 

SCH Synchronisation Channel 

SCTD Space Code Transmit Diversity 

SDU Service Data Unit 

SF System Frame 

SFN System Frame Number 

SHCCH Shared Control Channel 

SIR Signal-to-Interference Ratio 

SNA Shared Network Area 

SRB2 Signalling radio bearer 2 

SRNC Serving RNC 

SRNS Serving RNS 

S-RNTI Serving Radio Network Temporary Identifier 

STTD Space Time Transmit Diversity 

TDD Time Division Duplex 

TF Transport Format 

TFCI Transport Format Combination Indicator 

TFCS Transport Format Combination Set 

TFS Transport Format Set 

TGCFN Transmission Gap Connection Frame Number 

TMGI Temporary Mobile Group Identity 

ToAWE Time of Arrival Window Endpoint 

ToAWS Time of Arrival Window Startpoint 

TPC Transmit Power Control 

TrCH Transport Channel 

TS Time Slot 

TSG Technical Specification Group 

TSTD Time Switched Transmit Diversity 

TTI Transmission Time Interval 

TX Transmit or Transmission 

UARFCN UTRA Absolute Radio Frequency Channel Number 

UDP User Datagram Protocol 

UC-ID UTRAN Cell Identifier 

UE User Equipment 

UL Uplink 

UMTS Universal Mobile Telecommunications System 

URA UTRAN Registration Area 

U-RNTI UTRAN Radio Network Temporary Identifier 

USCH Uplink Shared Channel 

UTRA Universal Terrestrial Radio Access 

UTRAN Universal Terrestrial Radio Access Network 



General 



4.1 Procedure Specification Principles 

The principle for specifying the procedure logic is to specify the functional behaviour of the DRNC/CRNC exactly and 
completely. The SRNC functional behaviour is left unspecified. The Physical Channel Reconfiguration procedure, 
[TDD - the UE Measurement Inititation, the UE Measurement Reporting, UE Measurement Termination, UE 
Measurement Failure,] and the Reset procedure are an exception from this principle. 
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The following specification principles have been applied for the procedure text in subclause 8: 
The procedure text discriminates between: 

1) Functionality which "shall" be executed 

The procedure text indicates that the receiving node "shall" perform a certain function Y under a certain 
condition. If the receiving node supports procedure X but cannot perform functionality Y requested in the 
REQUEST message of a Class 1 EP, the receiving node shall respond with the message used to report 
unsuccessful outcome for this procedure, containing an appropriate cause value. 

2) Functionality which "shall, if supported" be executed 

The procedure text indicates that the receiving node "shall, if supported," perform a certain function Y under 
a certain condition. If the receiving node supports procedure X, but does not support functionality Y, the 
receiving node shall proceed with the execution of the EP, possibly informing the requesting node about the 
not supported functionality. 

Any required inclusion of an optional IE in a response message is explicitly indicated in the procedure text. If 
the procedure text does not explicitly indicate that an optional IE shall be included in a response message, the 
optional IE shall not be included. For requirements for including Criticality Diagnostics IE, see section 10. For 
examples on how to use the Criticality Diagnostics IE, see Annex C. 

4.2 Forwards and Backwards Compatibility 

The forwards and backwards compatibility of the protocol is assured by a mechanism in which all current and future 
messages, and lEs or groups of related lEs, include ID and criticality fields that are coded in a standard format that will 
not be changed in the future. These parts can always be decoded regardless of the standard version. 

4.3 Source Signalling Address Handling 

The sender of an RNSAP messages shall include the Source Signalling Address, i.e. the Signalling Address of the 
sending node. 

4.4 Specification Notations 

For the purposes of the present document, the following notations apply: 

[FDD] This tagging of a word indicates that the word preceding the tag "[FDD]" applies only to FDD. 

This tagging of a heading indicates that the heading preceding the tag "[FDD]" and the section 
following the heading applies only to FDD. 

[TDD] This tagging of a word indicates that the word preceding the tag "[TDD]" applies only to TDD, 

including 3.84Mcps TDD, 7.68Mcps TDD and 1.28Mcps TDD. This tagging of a heading 
indicates that the heading preceding the tag "[TDD]" and the section following the heading applies 
only to TDD, including 3.84Mcps TDD, 7.68Mcps TDD and 1.28Mcps TDD. 

[3.84Mcps TDD] This tagging of a word indicates that the word preceding the tag "[3.84Mcps TDD]" applies only 
to 3.84Mcps TDD. This tagging of a heading indicates that the heading preceding the tag 
"[3.84Mcps TDD]" and the section following the heading applies only to 3.84Mcps TDD. 

[1.28Mcps TDD] This tagging of a word indicates that the word preceding the tag "[1.28Mcps TDD]" applies only 
to 1.28Mcps TDD. This tagging of a heading indicates that the heading preceding the tag 
"[1.28Mcps TDD]" and the section following the heading applies only to 1.28Mcps TDD. 

[7.68Mcps TDD] This tagging of a word indicates that the word preceding the tag "[7.68Mcps TDD]" applies only 
to 7.68Mcps TDD. This tagging of a heading indicates that the heading preceding the tag 
"[7.68Mcps TDD]" and the section following the heading applies only to 7.68Mcps TDD. 
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[FDD - ...] This tagging indicates that the enclosed text following the "[FDD - " applies only to FDD. 

Multiple sequential paragraphs applying only to FDD are enclosed separately to enable insertion of 
TDD specific (or common) paragraphs between the FDD specific paragraphs. 

[TDD - ...] This tagging indicates that the enclosed text following the "[TDD - " applies only to TDD 

including 3.84Mcps TDD, 7.68Mcps TDD and 1.28Mcps TDD. Multiple sequential paragraphs 
applying only to TDD are enclosed separately to enable insertion of FDD specific (or common) 
paragraphs between the TDD specific paragraphs. 

[3.84Mcps TDD - ...] This tagging indicates that the enclosed text following the "[3.84Mcps TDD - " applies only 
to 3.84Mcps TDD. Multiple sequential paragraphs applying only to 3.84Mcps TDD are enclosed 
separately to enable insertion of FDD and TDD specific (or common) paragraphs between the 
3.84Mcps TDD specific paragraphs. 

[1.28Mcps TDD - ...] This tagging indicates that the enclosed text following the "[1.28Mcps TDD - " applies only 
to 1.28Mcps TDD. Multiple sequential paragraphs applying only to 1.28Mcps TDD are enclosed 
separately to enable insertion of FDD and TDD specific (or common) paragraphs between the 
1.28Mcps TDD specific paragraphs. 

[7.68Mcps TDD - ...] This tagging indicates that the enclosed text following the "[7.68Mcps TDD - " applies only 
to 7.68Mcps TDD. Multiple sequential paragraphs applying only to 7.68Mcps TDD are enclosed 
separately to enable insertion of FDD and TDD specific (or common) paragraphs between the 
7.68Mcps TDD specific paragraphs. 

Procedure When referring to an elementary procedure in the specification, the Procedure Name is written 

with the first letters in each word in upper case characters followed by the word "procedure", e.g. 
Radio Link Setup procedure. 

Message When referring to a message in the specification, the MESSAGE NAME is written with all letters 

in upper case characters followed by the word "message", e.g. RADIO LINK SETUP REQUEST 

message. 

IE When referring to an information element (IE) in the specification, the Information Element Name 

is written with the first letters in each word in upper case characters and all letters in Italic font 
followed by the abbreviation "IE", e.g. Transport Format Set IE. 

Value of an IE When referring to the value of an information element (IE) in the specification, the "Value" is 

written as it is specified in subclause 9.2 enclosed by quotation marks, e.g. "Abstract Syntax Error 
(Reject)". 



RNSAP Services 



5.1 RNSAP Procedure Modules 

The lur interface RNSAP procedures are divided into four modules as follows: 

1 . RNSAP Basic MobiHty Procedures; 

2. RNSAP Dedicated Procedures; 

3. RNSAP Common Transport Channel Procedures; 

4. RNSAP Global Procedures; 

5. RNSAP MBMS Procedures. 

The Basic Mobility Procedures module contains procedures used to handle the mobility within UTRAN, within 
GERAN and between UTRAN and GERAN. 

The Dedicated Procedures module contains procedures that are used to handle DCHs, [FDD - F-DPCH,] [TDD - 
DSCHs, USCHs], HS-DSCH and E-DCH between two RNSs. If procedures from this module are not used in a specific 
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lur, then the usage of DCH, [FDD - F-DPCH,] [TDD - DSCH, USCH], HS-DSCH and E-DCH traffic between 
corresponding RNSs is not possible. 

The Common Transport Channel Procedures module contains procedures that are used to control common transport 
channel data streams (excluding the DSCH, HS-DSCH and USCH) over lur interface. 

The Global Procedures module contains procedures that are not related to a specific UE. The procedures in this module 
are in contrast to the above modules involving two peer CRNCs/CBSSs. 

The MBMS Procedures module contains procedures that are specific to MBMS and used for cases that cannot be 
handled by other modules. 

5.2 Parallel Transactions 

Unless explicitly indicated in the procedure specification, at any instance in time one protocol peer shall have a 
maximum of one ongoing RNSAP DCH procedure related to a certain UE. 



6 Services Expected from Signalling Transport 

The signalling transport shall provide two different service modes for the RNSAP. 

1 . Connection oriented data transfer service. This service is supported by a signalling connection between two 
RNCs. It shall be possible to dynamically establish and release signalling connections based on the need. Each 
active UE shall have its own signalling connection. The signalling connection shall provide in sequence delivery 
of RNSAP messages. RNSAP shall be notified if the signalling connection breaks. 

2. Connectionless data transfer service. RNSAP shall be notified in case a RNSAP message did not reach the 
intended peer RNSAP entity. 



7 Functions of RNSAP 

The RNSAP protocol provides the following functions: 

Radio Link Management. This function allows the SRNC to manage radio links using dedicated resources in a 
DRNS; 

Physical Channel Reconfiguration. This function allows the DRNC to reallocate the physical channel resources 
for a Radio Link; 

Radio Link Supervision. This function allows the DRNC to report failures and restorations of a Radio Link; 

Compressed Mode Control [FDD]. This function allows the SRNC to control the usage of compressed mode 
within a DRNS; 

Measurements on Dedicated Resources. This function allows the SRNC to initiate measurements on dedicated 
resources in the DRNS. The function also allows the DRNC to report the result of the measurements; 

DL Power Drifting Correction [FDD]. This function allows the SRNC to adjust the DL power level of one or 
more Radio Links in order to avoid DL power drifting between the Radio Links; 

DCH Rate Control. This function allows the DRNC to limit the rate of each DCH configured for the Radio 
Link(s) of a UE in order to avoid congestion situations in a cell; 

CCCH Signalling Transfer. This function allows the SRNC and DRNC to pass information between the UE and 
the SRNC on a CCCH controlled by the DRNS; 

- GERAN SignalHng Transfer. This function allows the SBSS and DBSS, the SRNC and DBSS or the SBSS and 
DRNC to pass information between the UE/MS and the SRNC/SBSS on an SRB2/CCCH controlled by the 
DBSS/DRNC; 
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- Paging. This function allows the SRNC/SBSS to page a UE in a URA/GRA or a cell in the DRNS; 

Common Transport Channel Resources Management. This function allows the SRNC to utilise Common 
Transport Channel Resources within the DRNS; 

Relocation Execution. This function allows the SRNC/SBSS to finalise a Relocation previously prepared via 
other interfaces; 

Reporting of General Error Situations. This function allows reporting of general error situations, for which 
function specific error messages have not been defined. 

DL Power Timeslot Correction [TDD]. This function enables the DRNS to apply an individual offset to the 
transmission power in each timeslot according to the downlink interference level at the UE. 

Measurements on Common Resources. This function allows an RNC/BSS to request from another RNC/BSS to 
initiate measurements on Common Resources. The function also allows the requested RNC/BSS to report the 
result of the measurements. 

Information Exchange. This function allows an RNC to request from another RNC the transfer of information. 
The function also allows the requested RNC to report the requested information. 

Resetting the lur. This function is used to completely or partly reset the lur interface. 

UE Measurement Forwarding[TDD]. This function allows the DRNC to request and receive UE measurements 
from the SRNC. 

Tracing. This function allows the SRNC to activate or deactivate trace in a DRNC. 

MBMS UE Linking/De-linking. This function allows the SRNC to provide/update/remove the UE Link 
to/in/from the DRNC. 

MBMS URA Linking/De-linking. This function allows the SRNC to provide/update/remove the URA Link 
to/in/from the DRNC. 

MBMS Channel Type Indication. This function allows the DRNC to indicate to the SRNC the selected channel 
type for an MBMS bearer service within certain cells in the DRNS. 

MBMS Preferred Frequency Layer Indication. This function allows the DRNC to indicate to the SRNC the 
preferred frequency layer for an MBMS bearer service within certain cells in the DRNS. 

Direct Information Transfer. This function allows an RNC to transfer information to another RNC. 

The mapping between the above functions and RNSAP elementary procedures is shown in the Table I. 
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Table 1 : Mapping between functions and RNSAP elementary procedures 



Function 


Elementary Procedure(s) 


Radio Link IVIanagement 


a) Radio Link Setup 

b) Radio Link Addition 

c) Radio Link Deletion 

d) Unsynchronised Radio Link Reconfiguration 

e) Synchronised Radio Link Reconfiguration 
Preparation 

f) Synchronised Radio Link Reconfiguration 
Commit 

g) Synchronised Radio Link Reconfiguration 
Cancellation 

h) Radio Link Pre-emptioni) Radio Link 

Activation 

j) Radio Link Parameter Update 


Physical Channel Reconfiguration 


Physical Channel Reconfiguration 


Radio Link Supervision 


a) Radio Link Failure 

b) Radio Link Restoration 


Compressed Mode Control [FDD] 


a) Radio Link Setup 

b) Radio Link Addition 

c) Compressed Mode Command 

d) Unsynchronised Radio Link Reconfiguration 

e) Synchronised Radio Link Reconfiguration 
Preparation 

f) Synchronised Radio Link Reconfiguration 
Commit 

g) Synchronised Radio Link Reconfiguration 
Cancellation 


Measurements on Dedicated Resources 


a) Dedicated Measurement Initiation 

b) Dedicated Measurement Reporting 

c) Dedicated Measurement Termination 

d) Dedicated Measurement Failure 


DL Power Drifting Correction [FDD] 


Downlink Power Control 


DCH Rate Control 


a) Radio Link Setup 

b) Radio Link Addition 

c) Unsynchronised Radio Link Reconfiguration 

d) Synchronised Radio Link Reconfiguration 
Preparation 

e) Radio Link Congestion 


CCCH Signalling Transfer 


a) Uplink Signalling Transfer 

b) Downlink Signalling Transfer 


GERAN Signalling Transfer 


a) GERAN Uplink Signalling Transfer 

b) Downlink Signalling Transfer 


Paging 


Paging 


Common Transport Channel Resources 
Management 


a) Common Transport Channel Resources 
Initiation 

b) Common Transport Channel Resources 
Release 


Relocation Execution 


Relocation Commit 


Reporting of General Error Situations 


Error Indication 


Measurements on Common Resources 


a) Common Measurement Initiation 

b) Common Measurement Reporting 

c) Common Measurement Termination 

d) Common Measurement Failure 


Information Exchange 


a) Information Exchange Initiation 

b) Information Reporting 

c) Information Exchange Termination 

d) Information Exchange Failure 


DL Power Timeslot Correction [TDD] 


Downlink Power Timeslot Control 


Reset 


Reset 


UE Measurement Forwarding[TDD] 


a) UE Measurement Initiation 

b) UE Measurement Reporting 

c) UE Measurement Termination 

d) UE Measurement Failure 


Trace 


a) lur Invoke Trace 

b) lur Deactivate Trace 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



31 



ETSI TS 125 423 V7.4.0 (2007-03) 



Function 


Elementary Procedure(s) 


MBMS UE Linking/De-linking 


a) Common Transport Channel Resources 
Initiation 

b) Radio Link Setup 

c) Downlink Signalling Transfer 

d) MBMS Attach 

e) MBMS Detach 


MBMS Channel Type Indication 


a) Direct Information Transfer 

b) Uplink Signalling Transfer 

c) Radio Link Setup 

d) Radio Link Addition 

e) Common Transport Channel Resources 
Initiation 


IVIBMS Preferred Frequency Layer Indication 


a) Direct Information Transfer 

b) Radio Link Setup 
d) Radio Link Addition 


IVIBMS URA Linking/De-linking 


a) Downlink Signalling Transfer 

b) MBMS Attach 

c) MBMS Detach 


Direct Information Transfer 


a) Direct Information Transfer 



7.1 RNSAP functions and elementary procedures for lur-g. 

The functions and RNSAP elementary procedures, which are appUcable on the lur-g interface are shown in the Table 
lA. 

Table 1 A: RNSAP elementary procedures applicable on the lur-g interface 



Function 


Elementary Procedure(s) 


GERAN Signalling Transfer 


a) GERAN Uplink Signalling Transfer 

b) Downlink Signalling Transfer 


Paging 


Paging 


Relocation Execution 


Relocation Commit 


Reporting of General Error Situations 


Error Indication 


Measurements on Common Resources 


a) Common Measurement Initiation 

b) Common Measurement Reporting 

c) Common Measurement Termination 

d) Common Measurement Failure 


Information Exchange 


a) Information Exchange Initiation 

b) Information Reporting 

c) Information Exchange Termination 

d) Information Exchange Failure 



Note: In the connection with the functions related to the GERAN and UTRAN, the term RNC shall refer to RNC/BSS. 



8 



RNSAP Procedures 



8.1 Elementary Procedures 

In the following tables, all EPs are divided into Class 1 and Class 2 EPs. 
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Table 2: Class 1 Elementary Procedures 



Elementary 
Procedure 


Initiating Message 


Successful Outcome 


Unsuccessful Outcome 


Response message 


Response message 


Radio Link Setup 


RADIO LINK SETUP 
REQUEST 


RADIO LINK SETUP 
RESPONSE 


RADIO LINK SETUP 
FAILURE 


Radio Link 
Addition 


RADIO LINK 
ADDITION REQUEST 


RADIO LINK 

ADDITION 

RESPONSE 


RADIO LINK ADDITION 
FAILURE 


Radio Link 
Deletion 


RADIO LINK 
DELETION REQUEST 


RADIO LINK 

DELETION 

RESPONSE 




Synchronised 
Radio Link 
Reconfiguration 
Preparation 


RADIO LINK 

RECONFIGURATION 

PREPARE 


RADIO LINK 

RECONFIGURATION 

READY 


RADIO LINK 

RECONFIGURATION 

FAILURE 


Unsynchronised 
Radio Link 
Reconfiguration 


RADIO LINK 

RECONFIGURATION 

REQUEST 


RADIO LINK 

RECONFIGURATION 

RESPONSE 


RADIO LINK 

RECONFIGURATION 

FAILURE 


Physical Channel 
Reconfiguration 


PHYSICAL CHANNEL 
RECONFIGURATION 
REQUEST 


PHYSICAL CHANNEL 
RECONFIGURATION 
COMMAND 


PHYSICAL CHANNEL 
RECONFIGURATION 
FAILURE 


Dedicated 

Measurement 

Initiation 


DEDICATED 
MEASUREMENT 
INITIATION REQUEST 


DEDICATED 
MEASUREMENT 
INITIATION 
RESPONSE 


DEDICATED 
MEASUREMENT 
INITIATION FAILURE 


Common 

Transport 

Channel 

Resources 

Initialisation 


COMMON 

TRANSPORT 

CHANNEL 

RESOURCES 

REQUEST 


COMMON 

TRANSPORT 

CHANNEL 

RESOURCES 

RESPONSE 


COMMON TRANSPORT 
CHANNEL RESOURCES 
FAILURE 


Common 

Measurement 

Initiation 


COMMON 
MEASUREMENT 
INITIATION REQUEST 


COMMON 
MEASUREMENT 
INITIATION 
RESPONSE 


COMMON 
MEASUREMENT 
INITIATION FAILURE 


Information 

Exchange 

Initiation 


INFORMATION 
EXCHANGE 
INITIATION REQUEST 


INFORMATION 
EXCHANGE 
INITIATION 
RESPONSE 


INFORMATION 
EXCHANGE INITIATION 
FAILURE 


Reset 


RESET REQUEST 


RESET RESPONSE 




UE Measurement 
Initiation! lUD] 


UE MEASUREMENT 
INITIATION REQUEST 


UE MEASUREMENT 

INITIATION 

RESPONSE 


UE MEASUREMENT 
INITIATION FAILURE 



Table 3: Class 2 Elementary Procedures 



Elementary Procedure 


Initiating Message 


Uplink Signalling Transfer 


UPLINK SIGNALLING TRANSFER 
INDICATION 


GERAN Uplink Signalling Transfer 


GERAN UPLINK SIGNALLING 
TRANSFER INDICATION 


Downlink Signalling Transfer 


DOWNLINK SIGNALLING 
TRANSFER REQUEST 


Relocation Commit 


RELOCATION COMMIT 


Paging 


PAGING REQUEST 


Synchronised Radio Link 
Reconfiguration Commit 


RADIO LINK RECONFIGURATION 
COMMIT 


Synchronised Radio Link 
Reconfiguration Cancellation 


RADIO LINK RECONFIGURATION 
CANCEL 


Radio Link Failure 


RADIO LINK FAILURE INDICATION 


Radio Link Restoration 


RADIO LINK RESTORE INDICATION 


Dedicated Measurement Reporting 


DEDICATED MEASUREMENT 
REPORT 


Dedicated Measurement 
Termination 


DEDICATED MEASUREMENT 
TERMINATION REQUEST 


Dedicated Measurement Failure 


DEDICATED MEASUREMENT 
FAILURE INDICATION 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



33 



ETSI TS 125 423 V7.4.0 (2007-03) 



Elementary Procedure 


Initiating Message 


Downlink Power Control [FDD] 


DL POWER CONTROL REQUEST 


Compressed Mode Command 
[FDD] 


COMPRESSED MODE COMMAND 


Common Transport Channel 
Resources Release 


COMMON TRANSPORT CHANNEL 
RESOURCES RELEASE REQUEST 


Error Indication 


ERROR INDICATION 


Downlink Power Timeslot Control 
[TDD] 


DL POWER TIMESLOT CONTROL 
REQUEST 


Radio Link Pre-emption 


RADIO LINK PREEMPTION 
REQUIRED INDICATION 


Radio Link Congestion 


RADIO LINK CONGESTION 
INDICATION 


Common IVIeasurement Reporting 


COMMON MEASUREMENT 
REPORT 


Common Measurement 
Termination 


COMMON MEASUREMENT 
TERMINATION REQUEST 


Common Measurement Failure 


COMMON MEASUREMENT 
FAILURE INDICATION 


Information Reporting 


INFORMATION REPORT 


Information Exchange Termination 


INFORMATION EXCHANGE 
TERMINATION REQUEST 


Information Exchange Failure 


INFORMATION EXCHANGE 
FAILURE INDICATION 


MBMS Attach 


MBMS ATTACH COMMAND 


MBMS Detach 


MBMS DETACH COMMAND 


Radio Link Parameter Update 


RADIO LINK PARAMETER UPDATE 
INDICATION 


UE Measurement Reporting [TDD] 


UE MEASUREMENT REPORT 


UE Measurement Termination 
[TDD] 


UE MEASUREMENT TERMINATION 
REQUEST 


UE Measurement Failure [TDD] 


UE MEASUREMENT FAILURE 
INDICATION 


lur Invoke Trace 


lUR INVOKE TRACE 


lur Deactivate Trace 


lUR DEACTIVATE TRACE 


Direct Information Transfer 


DIRECT INFORMATION TRANSFER 



8.2 Basic Mobility Procedures 
8.2.1 Uplink Signalling Transfer 
8.2.1.1 General 

The procedure is used by the DRNC to forward a Uu message received on the CCCH to the SRNC. 
This procedure shall use the connectionless mode of the signalling bearer. 
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8.2.1.2 



Successful Operation 



DRNC 



SRNC 




Uu message received from UE 
containing S-RNTI and SRNC ID 
as addressing information 



UPLINK SIGNALLING TRANSFER INDICATION 



Figure 1 : Uplink Signalling Transfer procedure, Successful Operation 

When the DRNC receives an Uu message on the CCCH in which the UE addressing information is U-RNTI, i.e. S- 
RNTl and SRNC-ID, DRNC shall send the UPLINK SIGNALLING TRANSFER INDICATION message to the SRNC 
identified by the SRNC-ID received from the UE. 

If at least one URA Identity is being broadcast in the cell where the Uu message was received (the accessed cell), the 
DRNC shall include a URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator IE indicating whether 
or not multiple URA Identities are being broadcast in the accessed cell, and the RNC Identity of all other RNCs that are 
having at least one cell within the URA where the Uu message was received in the URA Information IE in the UPLINK 
SIGNALLING TRANSFER INDICATION message. 

The DRNC shall include in the message the C-RNTI that it allocates to identify the UE in the radio interface in the 
accessed cell. If there is no valid C-RNTI for the UE in the accessed cell, the DRNS shall allocate a new C-RNTI for 
the UE. If the DRNS allocates a new C-RNTI it shall also release any C-RNTI previously allocated for the UE. 

If the DRNS has any RACH and/or EACH resources allocated for the UE identified by the U-RNTI in another cell than 
the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and/or transport bearer are 
different from those in the old cell, then the DRNS shall not include the Common Transport Channel Resources 
Initialisation Not Required IE in the UPLINK SIGNALLING TRANSFER INDICATION message. In addition the 
DRNS shall release these RACH and/or EACH resources in old cell. 

If the DRNS has any RACH and/or EACH resources allocated for the UE identified by the U-RNTI in another cell than 
the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and transport bearer are the same 
as in the old cell, there is no need for Common Transport Channel Resources Initialisation to be initiated. In that case, 
DRNC may include the Common Transport Channel Resources Initialisation Not Required IE in the UPLINK 
SIGNALLING TRANSFER INDICATION message. In addition, the DRNS shall move these RACH and/or EACH 
resources to the new cell. If no Common Transfer Channel Resources Initialisation procedure is executed, the currently 
applicable Mac SDU sizes, flow control settings (including credits) and transport bearer shall continue to be used while 
the UE is in the new cell. 

If no context exists for this UE in the DRNC, the DRNC shall create a UE Context for this UE, allocate a D-RNTI for 
the UE Context, and include the D-RNTI IE and the identifiers for the CN CS Domain and CN PS Domain that the 
DRNC is connected to in the UPLINK SIGNALLING TRANSFER INDICATION message. These CN Domain 
Identifiers shall be based on the LAC and RAC respectively of the cell where the message was received from the UE. 

Depending on local configuration in the DRNS, it may include the geographical co-ordinates of the cell, represented 
either by the Cell GAI IE or by the Cell GA Additional Shapes IE, in which the Uu message was received in the 
UPLINK SIGNALLING TRANSFER INDICATION message. If the DRNC includes the Cell GA Additional Shapes IE 
in the UPLINK SIGNALLING TRANSFER INDICATION message, it shall also include the Cell GAI IE. 

[FDD - The DRNC shall include the DP C Mode Change Support Indicator IE in the UPLINK SIGNALLING 
TRANSFER INDICATION message if the accessed cell supports DPC mode change.] 

The DRNC shall include [FDD - the Cell Capability Container FDD IE] [3.84Mcps TDD - the Cell Capability 
Container TDD IE] [1.28Mcps TDD - the Cell Capability Container TDD LCR IE] [7.68Mcps TDD - the Cell 
Capability Container 7.68Mcps TDD IE] in the UPLINK SIGNALLING TRANSFER INDICATION message if the 
accessed cell supports any functionalities listed in [FDD - 9.2.2.D] [3.84Mcps TDD - 9.2.3.1a] [1.28Mcps TDD - 
9.2.3.1b] [7.68Mcps TDD - 9.2.3.31]. 
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If available, the DRNC shall include the SNA Information IE for the concerned cell. 

When receiving the SNA Information IE, the SRNC should use it to restrict cell access based on SNA information. See 
also [40] for a broader description of the SNA access control. 

[FDD - The DRNC shall include the Cell Portion ID IE in the UPLINK SIGNALLING TRANSFER INDICATION 

message if available.] 

[FDD - If the propagation delay value exceeds the range of the Propagation Delay IE then the DRNC shall if supported 
include the Extended Propagation Delay IE and set the Propagation Delay IE to its maximum value.] 

If the D-RNTI IE is not to be included in the UPLINK SIGNALLING TRANSFER INDICATION message and the UE 
Link is currently stored in the UE Context in the DRNC, the DRNC shall assume that the UE changes the cell under 
which it camps in the DRNS (see ref. [50], section 5.L6 on intra-DRNC cell change). In this case, if an MBMS session 
for some MBMS bearer services contained in the UE Link is ongoing in the cell identified by the UC-ID IE, the DRNC 
shall include in the Active MBMS Bearer Service List IE the Transmission Mode IE for each of these active MBMS 
bearer services. Or else, if the DRNC receives a Uu message on the CCCH in which the short identities for MBMS 
Selected Services are included, and the Uu message requests for MBMS PtP radio bearer establishment, the DRNC 
shall determine which TMGIs correspond with the short identities and shall include in the Active MBMS Bearer Service 
List IE the TMGI IE together with the Transmission Mode IE for each of these MBMS Selected Services. 

If the CCCH message contains Measurement results for monitored cells on non-used frequencies IE in Measured Result 
on RACH IE, the DRNC may include in the UPLINK SIGNALLING TRANSFER INDICATION message the Inter- 
frequency Cell List IE for each of the measured inter-freqeuncy cells. The order of cells in Measurement results for 
monitored cells on non-used frequencies IE in the CCCH message shall be preserved in Inter-frequency Cell List IE. If 
the UL UARFCN IE in the Inter-frequency Cell List IE is not present, the default duplex distance defined for the 
operating frequency band shall be used in the SRNC (see ref. [43]). 

[3.84 Mcps TDD - the DRNC shall include the Rx Timing Deviation IE unless the cell to which the CCCH message was 
sent is configured to use the extended timing advance in which case Rx Timing Deviation 3.84Mcps Extended IE shall 
be included.] 

[7.68 Mcps TDD - the DRNC shall include the Rx Timing Deviation 7.68Mcps IE.] 



8.2.1.3 



Abnormal Conditions 



8.2.1 A GERAN Uplink Signalling Transfer 



8.2.1A.1 



General 



The procedure is used by the DBSS to forward an Um message received on the SRB2 to the SBSS/SRNC. The 
procedure is also used by the DRNC to forward a Uu message received on the CCCH to the SBSS. 

This procedure shall use the connectionless mode of the signalling bearer. 

8.2.1A.2 Successful Operation 



DBSS/DRNC 



Um/Uu message received from 
UE/MS containing S-RNTI and 
RNC/BSC ID as addressing 
information 



SBSS/SRNC 



GERAN UPLINK SIGNALLING TRANSFER 



Figure 1 A: GERAN Uplink Signalling Transfer procedure, Successful Operation 
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When the DBSS receives an Um message on the SRB2 in which the MS addressing information is G-RNTI, i.e. S- 
RNTI and BSC-ID, DBSS shall send the GERAN UPLINK SIGNALLING TRANSFER INDICATION message to the 
SBSS/SRNC identified by the BSC-ID received from the MS. 

Alternatively, when the DRNC receives an Uu message on the CCCH in which the UE addressing information is U- 
RNTI, i.e. S-RNTI and SRNC-ID, and in which the SRNC-ID points to a GERAN BSS, the DRNC shall send the 
GERAN UPLINK SIGNALLING TRANSFER INDICATION message to the SBSS identified by SRNC-ID received 
from the UE. 

If at least one GRA/URA Identity is being broadcast in the cell where the Um/Uu message was received (the accessed 
cell), the DBSS/DRNC shall include a GRA/URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator 
IE indicating whether or not multiple GRA/URA Identities are being broadcast in the accessed cell, and the RNC/BSS 
Identity of all other RNC/BSSs that are having at least one cell within the GRA/URA where the Um/Uu message was 
received in the URA Information IE in the GERAN UPLINK SIGNALLING TRANSFER INDICATION message. 

If no context exists for this UE/MS in the DBSS/DRNC, the DBSS/DRNC shall create a UE Context for this UE/MS, 
allocate a D-RNTI for the UE Context, and include the D-RNTI IE and the identifiers for the CN CS Domain and CN 
PS Domain that the DBSS/DRNC is connected to in the GERAN UPLINK SIGNALLING TRANSFER INDICATION 
message. These CN Domain Identifiers shall be based on the LAC and RAC respectively of the cell where the message 
was received from the UE/MS. 

8.2.1 A.3 Abnormal Conditions 



8.2.2 Downlink Signalling Transfer 

8.2.2.1 General 

The procedure is used by the SRNC to request to the DRNC the transfer of a Uu message on the CCCH in a cell. When 
used, the procedure is in response to a received Uplink Signalling Transfer procedure. 

This procedure shall use the connectionless mode of the signalling bearer. 

8.2.2.1 .1 Downlink Signalling Transfer for lur-g 

The procedure is used by the SRNC/SBSS to request to the DBSS the transfer of an Um message on the SRB2 in a cell. 
The procedure is used by the SBSS to request to the DRNC the transfer of a Uu message on the CCCH in a cell. 

8.2.2.2 Successful Operation 

DRNC SRNC 



DOWNLINK SIGNALLING TRANSFER REQUEST 



Figure 2: Downlink Signalling Transfer procedure, Successful Operation 

The procedure consists of the DOWNLINK SIGNALLING TRANSFER REQUEST message sent by the SRNC to the 
DRNC. 

The message contains the Cell Identifier (C-ID) contained in the received UPLINK SIGNALLING TRANSFER 
INDICATION message and the D-RNTI. 

Upon receipt of the message, the DRNC shall send the L3 Information on the CCCH in the cell indicated by the C-ID 
IE to the UE identified by the D-RNTI IE. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 37 ETSI TS 1 25 423 V7.4.0 (2007-03) 

If the D-RNTI Release Indication IE is set to "Release D-RNTI" and the DRNS has no dedicated resources (DCH, 
[TDD - USCH and/or DSCH]) allocated for the UE, the DRNS shall release the D-RNTI, the UE Context and any 
RACH and EACH resources and any C-RNTI allocated to the UE Context upon receipt of the DOWNLINK 
SIGNALLING TRANSEER REQUEST message. If a UE Link is currently stored in the UE Context, the DRNC shall 
perform UE De-linking as specified in [50], section 5.L6. 

If the D-RNTI Release Indication IE is set to "Release D-RNTI" and the DRNS has dedicated resources allocated for the 
UE, the DRNS shall only release any RACH and EACH resources and any C-RNTI allocated to the UE Context upon 
receipt of the DOWNLINK SIGNALLING TRANSFER REQUEST message. 

If the MBMS Bearer Service List IE is included and URA-ID IE is not included in the DOWNLINK SIGNALLING 
TRANSEER REQUEST message, the DRNC shall perform the UE Linking as specified in [50], section 5.L6. 

If the MBMS Bearer Service List IE is included and the URA-ID IE is included in the DOWNLINK SIGNALLING 
TRANSEER REQUEST message, the DRNC shall perform the URA Linking as specified in [50], section 5.L10. 

If the MBMS Bearer Service List IE is included and the Old URA-ID IE is included in the DOWNLINK SIGNALLING 
TRANSEER REQUEST message, the DRNC shall perform URA De-linking for the URA identified by the Old URA-ID 
IE as specified in [50], section 5.L10. 

8.2.2.2.1 Successful Operation for lur-g 

The procedure consists of the DOWNLINK SIGNALLING TRANSEER REQUEST message sent by the SRNC/SBSS 
to the DBSS or by the SBSS to the DRNC. 

The message contains the Cell Identifier (C-/D) contained in the received UPLINK SIGNALLING TRANSFER 
INDICATION message and the D-RNTI. 

Upon receipt of the message, the DBSS shall send the L3 Information on the SRB2 in the cell indicated by the C-ID IE 
to the UE/MS identified by the D-RNTI IE. 

Upon receipt of the message, the DRNC shall send the L3 Information on the CCCH in the cell indicated by the C-ID 
IE to the UE/MS identified by the D-RNTI IE. 

8.2.2.3 Abnormal Conditions 

If the user identified by the D-RNTI IE has already accessed another cell controlled by the DRNC than the cell 
identified by the C-ID IE in the DOWNLINK SIGNALLING TRANSFER REQUEST message, the message shall be 
ignored. 

8.2.2.3.1 Abnormal Conditions for lur-g 

If the user identified by the D-RNTI IE has already accessed another cell controlled by the DRNC/DBSS than the cell 
identified by the C-ID IE in the DOWNLINK SIGNALLING TRANSFER REQUEST message, the message shall be 
ignored. 

If the DRNC receives from the SBSS the DOWNLINK SIGNALLING TRANSEER REQUEST message, in which the 
D-RNTI Release Indication IE is set to "not Release D-RNTI", the DRNC shall ignore this IE and release the D-RNTI. 

If the DBSS receives from the SBSS/SRNC the DOWNLINK SIGNALLING TRANSFER REQUEST message, in 
which the D-RNTI Release Indication IE is set to "not Release D-RNTI", the DBSS shall ignore this IE and release the 
D-RNTI. 

8.2.3 Relocation Commit 
8.2.3.1 General 

The Relocation Commit procedure is used by source RNC to execute the Relocation. This procedure supports the 
Relocation procedures described in [2]. 

This procedure shall use the signalling bearer mode specified below. 
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8.2.3.2 



Successful Operation 

Source 
RNC 



Target 
RNC 



RELOCATION COMMIT 



Figure 3: Relocation Commit procedure, Successful Operation 

The source RNC sends the RELOCATION COMMIT message to the target RNC to request the target RNC to proceed 
with the Relocation. When the UE is utilising one or more radio links in the DRNC the message shall be sent using the 
connection oriented service of the signalling bearer and no further identification of the UE Context in the DRNC is 
required. If on the other hand, the UE is not utilising any radio link the message shall be sent using the connectionless 
service of the signalling bearer and the D-RNTI IE shall be included in the message to identify the UE Context in the 
DRNC. 

Upon receipt of the RELOCATION COMMIT message from the source RNC the target RNC finalises the Relocation. 
If the message contains the transparent RANAP Relocation Information IE the target RNC shall use this information 
when finalising the Relocation. 



8.2.3.2.1 



Successful Operation for lur-g 



The source RNC/BSS sends the RELOCATION COMMIT message to the target RNC/BSS to request the target 
RNC/BSS to proceed with the Relocation. 

The message shall be sent using the connectionless service of the signalling bearer and the D-RNTI IE shall be included 
in the message to identify the UE/MS context in the DBSS. 

Upon receipt of the RELOCATION COMMIT message from the source RNC/BSS, the target RNC/BSS finaHses the 
Relocation. If the message contains the transparent RANAP Relocation Information IE the target RNC/BSS shall use 
this information when finalising the Relocation. 



8.2.3.3 



Abnormal Conditions 



8.2.4 Paging 



8.2.4.1 



General 



This procedure is used by the SRNC to indicate to a CRNC that a UE shall be paged in a cell or URA that is under the 
control of the CRNC. 

This procedure shall use the connectionless mode of the signalling bearer. 

8.2.4.2 Successful Operation 

SRNC 

PAGING REQUEST 



CRNC 

► 



Figure 4: Paging procedure, Successful Operation 

The procedure is initiated with a PAGING REQUEST message sent from the SRNC to the CRNC. 
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If the message contains the C-ID IE, the CRNC shall page in the indicated cell. Alternatively, if the message contains 
the URA-ID IE, the CRNC shall page in all cells that it controls in the indicated URA. 

If the PAGING REQUEST message includes the CN Originated Page to Connected Mode UE IE, the CRNC shall 
include the information contained in the CN Originated Page to Connected Mode UE IE when paging the UE. 

The CRNC shall calculate the Paging Occasions from the IMSI IE and the DRX Cycle Length Coefficient IE according 
to specification in ref. [15] and apply transmission on PICH and PCH accordingly. 

8.2.4.2.1 Successful Operation for lur-g 

The procedure is initiated with a PAGING REQUEST message sent from the SBSS to the CRNC/CBSS or from the 
SRNC to the CBSS. 

If the message contains the URA-ID IE, the CRNC/CBSS shall page in all cells that it controls in the indicated 
URA/GRA. 

If the PAGING REQUEST message includes the CN Originated Page to Connected Mode UE IE, the CRNC/CBSS 
shall include the information contained in the CN Originated Page to Connected Mode UE IE when paging the UE. 

The CBSS shall calculate the Paging Occasions from the IMSI IE and the GERAN DRX Cycle Length Coefficient IE 
according to specification in ref. [36] and apply transmission on PCCCH or PACCH accordingly. 

8.2.4.3 Abnormal Conditions 

8.2.4.3.1 Abnormal Conditions for lur-g 

If the DRNC receives a PAGING REQUEST message from the SBSS, which contains the C-ID IE, the message shall 
be ignored. 

If the DBSS receives a PAGING REQUEST message from the SBSS/SRNC, which contains the C-ID IE, the message 
shall be ignored. 

8.3 Dedicated Procedures 
8.3.1 Radio Link Setup 

8.3.1.1 General 

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links. 

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure. 

8.3.1.2 Successful Operation 



SRNC DRNC 

RADIO LINK SETUP REQUEST 



-> 



RADIO LINK SETUP RESPONSE 



Figure 5: Radio LmV. Setup procedure: Successful Operation 

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a 
specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to 
request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP 
REQUEST message sent from the SRNC to the DRNC. 
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Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and 
configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of 
parameters is specified in other specifications. 

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A. 

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the 
request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request. 

Transport Channels Handling: 

DCH(s): 

[TDD - If the DCH Information IE is present in the RADIO LINK SETUP REQUEST message, the DRNS 
shall configure the new DCHs according to the parameters given in the message.] 

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH 
Specific Info lEs, then the DRNS shall treat the DCHs in the DCH Information IE as a set of co-ordinated 
DCHs. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the 
DRNS shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH 
is not included as a part of the downlink CCTrCH. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the 
DRNS shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is 
not included as a part of the uplink CCTrCH. 

[FDD - For each DCH which do not belong to a set of co-ordinated DCHs, and which includes a QE-Selector 
IE set to "selected", the DRNS shall use the Transport channel BER from that DCH for the QE in the UL data 
frames. If no Transport channel BER is available for the selected DCH, the DRNS shall use the Physical 
channel BER for the QE, ref. [4]. If the QE-Selector IE is set to "non-selected", the DRNS shall use the 
Physical channel BER for the QE in the UL data frames, ref. [4].] 

For a set of co-ordinated DCHs, the DRNS shall use the Transport channel BER from the DCH with the QE- 
Selector IE set to "selected" for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER 
is available for the selected DCH, the DRNS shall use the Physical channel BER for the QE, ref [4]. If all 
DCHs have QE-Selector IE set to "non-selected", the DRNS shall use the Physical channel BER for the QE, 
ref. [4].] [TDD - If no Transport channel BER is available for the selected DCH, the DRNS shall use for the 
QE,ref. [4].] 

The DRNS shall use the included UL DCH FP Mode IE for a DCH or a set of co-ordinated DCHs as the 
DCH FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs. 

The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival 
Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs. 

The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival 
Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs. 

The Frame Handling Priority IE defines the priority level that should be used by the DRNS to prioritise 
between different frames of the data frames of the DCHs in the downlink on the radio interface in congestion 
situations once the new RL(s) have been activated. 

The Traffic Class IE may be used to determine the transport bearer characteristics to apply between DRNC 
and Node B for the related DCH or set of co-ordinated DCHs. The DRNC should ignore the Traffic Class IE 
if the TrCH Source Statistics Descriptor IE indicates the value "RRC". 

If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the TNL 
QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for 
the related DCH or set of co-ordinated DCHs. 

If the DCH Information IE contains a DCH Specific Info IE which includes the Guaranteed Rate Information 
IE, the DRNS shall treat the included lEs according to the following: 
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If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the 
Guaranteed Rate in the uplink of this DCH. The DRNS may decide to request the SRNC to limit the 
user rate of the uplink of the DCH at any point in time. The DRNS may request the SRNC to reduce 
the user rate of the uplink of the DCH below the guaranteed bit rate, however, whenever possible the 
DRNS should request the SRNC to only reduce the user rate between the maximum bit rate and the 
guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not include the 
Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the uplink of the DCH. 

If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the 
Guaranteed Rate in the downlink of this DCH. The DRNS may decide to request the SRNC to limit 
the user rate of the downlink of the DCH at any point in time. The DRNS may request the SRNC to 
reduce the user rate of the downlink of the DCH below the guaranteed bit rate, however, whenever 
possible the DRNS should request the SRNC to only reduce the user rate between the maximum bit 
rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH Information IE does not 
include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the downlink of the 
DCH. 

[TDD-DSCH(s)]: 

[TDD - If the DSCH Information IE is included in the RADIO LINK SETUP REQUEST message, the 
DRNC shall establish the requested DSCHs. If the Transport Layer Address IE and Binding ID IE are 
included in the DSCH Information IE the DRNC may use the transport layer address and the binding 
identifier received from the SRNC when establishing a transport bearer for the DSCH. In addition, the DRNC 
shall send a valid set of DSCH Scheduling Priority IE and MAC-c/sh SDU Length IE parameters to the SRNC 
in the RADIO LINK SETUP RESPONSE message. If the PDSCH RL ID IE indicates a radio link in the 
DRNS, then the DRNC shall allocate a DSCH-RNTI to the UE Context and include the DSCH-RNTI IE in 
the RADIO LINK SETUP RESPONSE message.] 

[TDD - If the DSCH Information IE is included in the RADIO LINK SETUP REQUEST message, the 
DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC 
and Node B for the related DSCHs.] 

[TDD - The DRNC shall include the DSCH Initial Window Size IE in the RADIO LINK SETUP 
RESPONSE message for each DSCH, if the DRNS allows the SRNC to start transmission of MAC-c/sh 
SDUs before the DRNS has allocated capacity on user plane as described in [32].] 

[TDD - If the RADIO LINK SETUP REQUEST message includes the TNL QoS IE in the DSCH TDD 
Information IE and if ALCAP is not used, the DRNS may use the TNL QoS IE to determine the transport 
bearer characteristics to apply in the uplink for the related DSCH.] 

[TDD - USCH(s)]: 

[TDD - The DRNS shall use the list of RB Identities in the RB Info IE in the USCH information IE to map 
each RB Identity IE to the corresponding USCH. If the Transport Layer Address IE and Binding ID IE are 
included in the USCH Information IE the DRNC may use the transport layer address and the binding 
identifier received from the SRNC when establishing a transport bearer for the USCH.] 

[TDD - If the USCH Information IE is included in the RADIO LINK SETUP REQUEST message, the DRNS 
may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and 
Node B for the related USCHs.] 

[TDD - If the USCH Information IE is included in the RADIO LINK SETUP REQUEST message and 
contains the TNL QoS IE, and if ALCAP is not used, the DRNS may use the TNL QoS IE to determine the 
transport bearer characteristics to apply in the uplink for the related USCH.] 

[TDD - If the USCH Information IE is included in the RADIO LINK SETUP REQUEST message, the DRNS 
shall establish the requested USCHs, and the DRNC shall provide the [3.84 Mcps TDD - USCH Information 
Response IE] [L28 Mcps TDD - USCH Information Response LCR IE] [7.68 Mcps TDD - USCH 
Information Response 7.68 Mcps IE] in the RADIO LINK SETUP RESPONSE message.] 

[TDD - CCTrCH Handling]: 

[TDD - If the UL CCTrCH Information IE is present in the RADIO LINK SETUP REQUEST message, the 
DRNS shall configure the new UL CCTrCH(s) according to the parameters given in the message.] 
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[1.28Mcps TDD - If the UL CCTrCH Information LCR IE includes the TDD TPC Uplink Step Size IE, the 
DRNS shall configure the uplink TPC step size according to the parameters given in the message.] 

[TDD - If the DL CCTrCH Information IE is present in the RADIO LINK SETUP REQUEST message, the 
DRNS shall configure the new DL CCTrCH(s) according to the parameters given in the message.] 

[TDD - If the TPC CCTrCH List IE is present in the RADIO LINK SETUP REQUEST message, the DRNS 
shall configure the identified UL CCTrCHs with TPC according to the parameters given in the message.] 

HS-DSCH: 

If the HS-DSCH Information IE is present in the RADIO LINK SETUP REQUEST message, then: 

- The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link 
indicated by the HS-PDSCH RL ID IE. 

- The DRNC shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD 
Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK 
SETUP RESPONSE message. 

- The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE 
in the RADIO LINK SETUP RESPONSE message. 

- The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Binding ID IE and 
Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow 
being established. 

- If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and 
Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may 
use the transport layer address and the binding identifier received from the SRNC when establishing a 
transport bearer for the concerned HS-DSCH MAC-d flow. 

- The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the 
transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics 
Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then 
the DRNC should ignore the Traffic Class IE. 

If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for 
HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in 
the HS-DSCH Information Response IE. 

- If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for a 
Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then 
the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA 
Priority Queue. 

- If the RADIO LINK SETUP REQUEST message includes the Discard Timer IE for a Priority Queue 
in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall 
use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue. 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD 
Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK 
SETUP RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS 
allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on 
user plane as described in [32]. 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in 
the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. 
The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.] 

[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information 
Response IE in the RADIO LINK SETUP RESPONSE message.] 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 43 ETSI TS 1 25 423 V7.4.0 (2007-03) 

- [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC 
shall include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information 
Response IE in the RADIO LINK SETUP RESPONSE message.] 

- [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the 
DRNC shall include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps 
TDD - HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific 
Information Response 7.68 Mcps IE] in the HS-DSCH TDD Information Response IE in the RADIO 
LINK SETUP RESPONSE message.] 

- [TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information 
Response IE] [1.28 Mcps TDD - HS-PDSCH Timeslot Specific Information Response LCR IE] [7.68 
Mcps TDD - HS-PDSCH Timeslot Specific Information Response IE] in the HS-DSCH Information 
Response IE in the RADIO LINK SETUP RESPONSE message.] 

- [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS- 
DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the HARQ Preamble Mode IE in 
the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as 
described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this 
case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator 
IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message. If 
the HARQ Preamble Mode IE is not included or if the mode is applied, then the DRNC shall not 
include the HARQ Preamble Mode Activation Indicator IE in the RADIO LINK SETUP RESPONSE 
message.] 

- [FDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink 
between the DRNS and the SRNC for the related MAC-d flow.] 

- [FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST 
message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH 
Radio Link at the next coming CFN with a value equal to the value requested by the SRNC] 

- [FDD - MIMO Information IE is included in the HS-DSCH FDD Information IE, then] 

- [FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link and use the UE 
reporting configuration in MIMO N/M ratio IE according to [10].] 

- [FDD - The DRNS shall decide the pilot configuration for MIMO and include the MIMO 
Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK 
SETUP RESPONSE message.] 

- [FDD - The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the RADIO LINK 
SETUP RESPONSE message.] 

[FDD - E-DCH:] 

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E- 
TFCI Validity Indicator IE the DRNS shall ignore the value in E-DCH Minimum Set E-TFCI IE. If the E- 
DCH Minimum Set E-TFCI validity indicator IE is absent DRNS shall use the value for the related resource 
allocation operation.] 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK SETUP REQUEST message 
then:] 

[FDD - The DRNS shall setup the requested E-DCH resources on the Radio Links indicated by the E- 
DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the HARQ Process Allocation For 
2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource 
allocation operation.] 
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- [FDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE 
and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the 
DRNC may use the transport layer address and the binding identifier received from the SRNC when 
establishing a transport bearer for the concerned E-DCH MAC-d flow.] 

- [FDD - The DRNS may use the Trajfic Class IE for a specific E-DCH MAC-d flow to determine the 
transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics 
Descriptor IE is present with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the 
DRNC should ignore the Traffic Class IE.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate 
IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flow Specific Information IE 
in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e 
scheduling decisions.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow 
Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related 
resource allocation operation.] 

- [FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as 
being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall 
assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the 
information within the WARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if 
included, for the related resource allocation operation.] 

- [FDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as 
being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume 
scheduled grants being configured for that E-DCH MAC-d flow.] 

- [FDD - If the TNL QoS IE is included for a E-DCH MAC-d flow and if ALCAP is not used, the TNL 
QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the 
uplink for the related MAC-d flow.] 

- [FDD - The DRNC may include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE 
and shall include the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH 
Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence 
IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE 
message, for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL 
Information IE.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH ReferencePower Offset 
IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the 
MAC-e PDU and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of 
scheduling information without any MAC-d PDUs.] 

- [FDD - If the RADIO LINK SETUP REQUEST message contains the Serving E-DCH RL IE 
indicating that the Serving E-DCH RL is in this DRNS:] 

[FDD - The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or 
both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E- 
AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response 
IE for the indicated RL in the RADIO LINK SETUP RESPONSE message.] 

[FDD - The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant 
Selector IE in the RADIO LINK SETUP RESPONSE message for the initial grant for the serving 
E-DCH RL.] 

[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled 
transmission shall be changed, the DRNS shall allocate resources according to the new/changed 
configuration and include the new/changed configuration in the E-DCH FDD Information 
Response IE in the RADIO LINK SETUP RESPONSE message.] 
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- [FDD - If a serving cell change is performed the RADIO LINK SETUP RESPONSE message may 
contain invalid data (see 9.2.2.4C).] 

[FDD - If the DRNS has no valid data for the E-RGCH and E-HICH Channelisation Code IE in the E- 
DCHFDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message, 
then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE in the E-DCH 
FDD DL Control Channel Information IE, to indicate that the E-RGCH and E-HICH Channelisation 
Code IE contains invalid data.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the Bundling Mode Indicator IE 
for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD 
Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to 
"2ms", then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related 
MAC-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames 
for the related MAC-d flow.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Maximum Bitrate IE 
for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and 
when applicable, for E-DCH scheduling.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload 
Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive 
number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, 
the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-AGCH Power Offset IE in 
the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH 
power. The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-RGCH Power Offset IE in 
the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH 
power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this 

UE.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-HICH Power Offset IE in the 
RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH 
power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this 
UE.] 

- [FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST 
message, then the DRNS shall activate the resources that are allocated for the new serving E-DCH 
Radio Link at the next coming CFN with a value equal to the value requested by the SRNC] 

[FDD - E-DCH -HS-DSCH]: 

[FDD - If the RADIO LINK SETUP REQUEST message includes the DCH Indicator For E-DCH-HSDPA 
Operation IE, then the DRNS shall ignore the DCH Information IE in the RADIO LINK SETUP REQUEST 

message.] 

Physical Channels Handling: 

[FDD - Compressed Mode]: 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence 
Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be 
used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the 
DRNS until the next Compressed Mode Configuration is configured in the DRNS or the last Radio Link is 
deleted.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence 
Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to 
activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration 
Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN lEs 
as follows:] 
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[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, 
the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.] 

[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration 
Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the 
TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern 
Sequence as activated at that CFN.] 

- [FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence 
Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after 
the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap 
Pattern Sequence.] 

[FDD - If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is 
set to "SF/2" in the RADIO LINK SETUP REQUEST message and the UE Context is configured to use 
DPCH in the downlink, the DRNS shall include the Transmission Gap Pattern Sequence Scrambling Code 
Information IE in the RADIO LINK SETUP RESPONSE message indicating for each DL ChanneUsation 
Code whether the alternative scrambling code shall be used or not.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence 
Information IE and the Active Pattern Sequence Information IE and the concerned UE Context is configured 
to use F-DPCH in the downlink, the DRNS shall ignore, when activating the Transmission Gap Pattern 
Sequence(s), the information provided by the Downlink Compressed Mode Method IE if included for the 
concerned Transmission Gap Pattern Sequence(s).] 

[FDD - DL Code Information]: 

[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be 
mapped on to DL DPDCHs according to [8]. When/? number of DL DPDCHs are assigned to each RL, the 
first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 
7", the second to "PhCH number 2", and so on until thepth to "PhCH number p" .] 

[FDD - Phase Reference Handling]: 

[FDD - If Primary CPICH is not to be used as a Phase Reference for this Radio Link, the DRNC shall 
include the Primary CPICH Usage For Channel Estimation IE set to the value "Primary CPICH shall not be 
used" in the RADIO LINK SETUP RESPONSE message.] 

[FDD - If Secondary CPICH may be used as a Phase Reference for this Radio Link, the DRNC shall include 
the Secondary CPICH Information IE in the RADIO LINK SETUP RESPONSE message.] 

[FDD - If the DRNC doesn't include the Secondary CPICH Information IE in the RADIO LINK SETUP 
RESPONSE message, it shall not include the Primary CPICH Usage For Channel Estimation IE set to the 
value "Primary CPICH shall not be used" in the RADIO LINK SETUP RESPONSE message.] 

General: 

[FDD - If the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the 
DRNS may use this information to speed up the detection of UL synchronisation on the Uu interface.] 

[FDD - If the received Limited Power Increase IE is set to "Used", the DRNS shall, if supported, use Limited 
Power Increase according to ref. [10] subclause 5.2.1 for the inner loop DL power control.] 

[TDD - If the RADIO LINK SETUP REQUEST message includes the [L28 Mcps TDD and 3.84 Mcps TDD 
- Maximum Number ofDL Physical Channels per Timeslot IE] [7.68 Mcps TDD - Maximum Number ofDL 
Physical Channels per Timeslot 7.68 Mcps IE] the DRNC shall take this value into account when allocating 
physical resources, otherwise the DRNC can assume that this UE capability is consistent with the other 
signalled UE capabilities.] 

[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Support for 8PSKIE within 
the DL Physical Channel Information IE or UL Physical Channel Information IE, the DRNC shall take this 
into account in the specified direction when allocating physical resources, otherwise the DRNC can assume 
that this UE does not support 8PSK resource allocation.] 
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[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Support for PLCCH IE 
within the DL Physical Channel Information IE , the DRNC shall take this into account when allocating 
PLCCH sequence numbers, otherwise the DRNC can assume that this UE does not support PLCCH.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL DPCH Information IE, then the 
DRNS shall configure the concerned UE Context to use DPCH in the downlink, i.e. with a DL DPCCH and a 
DL DPDCH.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE, then the 
DRNS shall configure the concerned UE Context to use F-DPCH in the downlink, i.e. with transmission of 
only the TPC field.] 

[FDD - E-DPCH Handling:] 

[FDD - If the UL DPDCH Indicator for E-DCH operation IE is included in the UL DPCH Information IE 
and set to "UL-DPDCH not present" the Min UL Channelisation Code Length IE, the Puncture Limit IE and 
the TFCS IE, within the UL DPCH Information IE shall be ignored.] 

[FDD - Continuous Packet Connectiviy Handling]: 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity DTX- 
DRX Information IE, then:] 

[FDD - The DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DTX 
operation according to [10].] 

[FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information 
IE, then the DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DRX 
operation according to [10].] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Continuous Packet Connectivity HS- 
SCCH less Information IE, then;] 

- [FDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL 
ID IE for Continuous Packet Connectiviy HS-SCCH less operation according to [10].] 

- [FDD - The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include 
the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK 
SETUP RESPONSE message.] 

- [FDD - If at least one of HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall 
include HS-PDSCH Second Code Index IE in the RADIO LINK SETUP RESPONSE message.] 

Radio Link Handling: 

Diversity Combination Control: 

[FDD - The Diversity Control Field IE indicates for each RL except for the first RL whether the DRNS shall 
combine the RL with any of the other RLs or not.] 

- [FDD - If the Diversity Control Field IE is set to "May" (be combined with another RL), the DRNS shall 
decide for any of the alternatives.] 

- [FDD - If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the 
other RL.] 

- [FDD - If the Diversity Control Field IE is set to "Must not", the DRNS shall not combine the RL with 
any other existing RL.] 

[FDD - When an RL is to be combined, the DRNS shall choose which RL(s) to combine it with.] 

[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be 
assumed to be set to "May".] 

[FDD - In the RADIO LINK SETUP RESPONSE message, the DRNC shall indicate for each RL with the 
Diversity Indication in the RL Information Response IE whether the RL is combined or not.] 
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- [FDD - In case of not combining with a RL previously listed in the RADIO LINK SETUP RESPONSE 
message or for the first RL in the RADIO LINK SETUP RESPONSE message, the DRNC shall] 

[FDD - in case of requested DCHs, include in the DCH Information Response IE in the RADIO LINK 
SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport 
bearer to be established for each DCH of this RL.] 

[FDD - in case of a requested E-DCH, include in the E-DCH FDD Information Response IE in the 
RADIO LINK SETUP RESPONSE message the Binding ID IE and the Transport Layer Address IE 
for the establishment of transport bearers for every E-DCH MAC-d flow being established.] 

[FDD - Otherwise in case of combining, the RL ID IE indicates (one of) the RL(s) previously listed in this 
RADIO LINK SETUP RESPONSE message with which the concerned RL is combined and if the 
ALCAP is not used, the Transport Layer Address IE and the Binding ID IE in the RL Specific DCH 
Information IE included in the RL Information IE for a specific RL in the RADIO LINK SETUP 
REQUEST message, shall not be used. In case of combining an E-DCH RL, one of the RLs previously 
Hsted in this RADIO LINK SETUP RESPONSE message including the E-DCH FDD Information 
Response IE shall be regarded as the RL with which the concerned E-DCH RL is combined and if the 
ALCAP is not used, the Transport Layer Address IE and the Binding ID IE in the RL SpecificE- DCH 
Information IE included in the RL Information IE for a specific RL in the RADIO LINK SETUP 
REQUEST message, shall not be used.] 

[TDD - The DRNC shall always include in the RADIO LINK SETUP RESPONSE message both the 
Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH, 
DSCH and USCH of the RL.] 

In the case of a set of co-ordinated DCHs requiring a new transport bearer the Binding ID IE and the 
Transport Layer Address IE shall be included in the RADIO LINK SETUP RESPONSE message for only 
one of the DCHs in the set of co-ordinated DCHs. 

[FDD - Transmit Diversity]: 

[FDD - If the cell in which the RL is being set up is capable to provide Close loop Tx diversity, the DRNC 
shall include the Closed Loop Timing Adjustment Mode IE in the RADIO LINK SETUP RESPONSE 
message indicating the configured Closed loop timing adjustment mode of the cell.] 

[FDD - When the Diversity Mode IE is set to "STTD", or "Closed loop model", the DRNC shall 
activate/deactivate the Transmit Diversity for each Radio Link in accordance with the Transmit Diversity 
Indicator IE]. 

DL Power Control: 

[FDD - If both the Initial DL TX Power IE and Uplink SIR Target IE are included in the message, the DRNS 
shall use the indicated DL TX Power and Uplink SIR Target as initial value. If the value of the Initial DL TX 
Power IE is outside the configured DL TX power range, the DRNS shall apply these constraints when setting 
the initial DL TX power. The DRNS shall also include the configured DL TX power range defined by 
Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP RESPONSE 
message. The DRNS shall not transmit with a power higher than indicated by the Maximum DL TX Power IE 
or lower than indicated by the Minimum DL TX Power IE on any DL DPCH or on the F-DPCH of the RL 
except, if the UE Context is configured to use DPCH in the downlink, during compressed mode, when the 
dPcurn as described in ref.[10] subclause 5.2. L3, shall be added to the maximum DL power for the associated 
compressed frame.] 

[FDD - If both the Initial DL TX Power and the Uplink SIR Target lEs are not included in the RADIO LINK 
SETUP REQUEST message, then DRNC shall determine the initial Uplink SIR Target and include it in the 
Uplink SIR Target IE in the RADIO LINK SETUP RESPONSE message.] 

[TDD - The DRNC shall use the Uplink SIR Target CCTrCH lEs in the RADIO LINK SETUP RESPONSE 
message to indicate for any UL CCTrCH an Uplink SIR Target value in case this is deviating from the value 
included in the Uplink SIR Target IE specified for the Radio Link. If in any [3.84Mcps TDD - UL CCTrCH 
Information IE] [L28Mcps TDD - UL CCTrCH Information LCR IE] [7.68Mcps TDD - UL CCTrCH 
Information 7.68 Mcps IE] the Uplink SIR Target CCTrCH IE is not included, the value of the Uplink SIR 
Target IE shall apply to the respective UL CCTrCH.] 
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[FDD - If the Primary CPICH Ec/No IE is present, the DRNC should use the indicated value when deciding 
the Initial DL TX Power. If the Enhanced Primary CPICH Ec/No IE is present, the DRNC should use the 
indicated value when deciding the Initial DL Tx Power.] 

[TDD - If [3.84Mcps TDD and 7.68 Mcps TDD - the DL Time Slot ISCP Info IE] [1.28Mcps TDD - the DL 
Time Slot ISCP Info LCR IE] is present, the DRNSshould use the indicated value when deciding the Initial 
DL TX Power for the Radio Link. The DRNS shall use the indicated DL Timeslot ISCP when determining 
the initial DL power per timeslot as specified in [22], i.e. it shall reduce the DL TX power in those downlink 
timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots 
where the interference is high, while keeping the total downlink power in the radio link unchanged.] 

[TDD - If the Primary CCPCH RSCP Delta IE is included, the DRNS should assume that the reported value 
for Primary CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH 
RSCP Delta IE. If the Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is 
included, the DRNS should assume that the reported value is in the non-negative range as per [24], and the 
value is equal to the Primary CCPCH RSCP IE. The DRNS should use the indicated value when deciding the 
Initial DL TX Power for the Radio Link.] 

[3.84 Mcps TDD and 7.68 Mcps TDD - The DL TX power upper and lower limit is configured in the 
following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in 
the RADIO LINK SETUP RESPONSE message. If the maximum or minimum power needs to be different 
for particular DCH type CCTrCHs, the DRNC shall include the value(s) for that CCTrCH in the CCTrCH 
Maximum DL TX Power IE and CCTrCH Minimum DL TX Power IE. The DRNS shall not transmit with a 
higher power than indicated by the appropriate Maximum DL TX Power lE/CCTrCH Maximum DL TX 
Power IE or lower than indicated by the appropriate Minimum DL TX Power lE/CCTrCH Minimum DL TX 
Power IE on any DL DPCH within each CCTrCH of the RL.] 

[L28 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC 
shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK SETUP 
RESPONSE message. If the maximum or minimum power needs to be different for particular timeslots 
within a DCH type CCTrCH, the DRNC shall include the value(s) for that timeslot in the Maximum DL TX 
Power IE and Minimum DL TX Power IE within the DL Timeslot Information LCR IE. The DRNS shall not 
transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE or lower than 
indicated by the appropriate Minimum DL TX Power IE on any DL DPCH within each timeslot of the RL.] 

[L28McpsTDD - If the TSTD Support Indicator IE is present, the DRNS shall apply this information when 
configuring the transmit diversity for the new radio link.] 

[FDD - The DRNS shall start any DL transmission using the indicated DL TX power level (if received) or 
the decided DL TX power level on each DL channelisation code or on the F-DPCH of a RL until UL 
synchronisation is achieved on the Uu interface for the concerned RLS or Power Balancing is activated. No 
inner loop power control or power balancing shall be performed during this period. The DL power shall then 
vary according to the inner loop power control (see ref.[10] subclause 5.2. L2) and the power control 
procedure (see 8.3.15).] 

[TDD - The DRNS shall start any DL transmission using the decided DL TX power level on each DL 
channelisation code and on each Time Slot of a RL until UL synchronisation is achieved on the Uu interface 
for the concerned RL. No inner loop power control shall be performed during this period. Then after UL 
synchronisation, the DL power shall vary according to the inner loop power control (see ref. [22] subclause 
4.2.3.3).] 

[FDD - If the received Inner Loop DL PC Status IE is set to "Active", the DRNS shall activate the inner loop 
DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the DRNS shall deactivate 
the inner loop DL power control for all RLs according to ref. [10].] 

[FDD - If the DPC Mode IE is present in the RADIO LINK SETUP REQUEST message, the DRNC shall 
apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed during 
the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK SETUP REQUEST message, 
DPC mode shall be appHed (see ref. [10]).] 

[FDD - If the RADIO LINK SETUP REQUEST message includes the DL Power Balancing Information IE 
and the Power Adjustment Type IE is set to "Common" or "Individual", the DRNS shall activate the power 
balancing, if activation of power balancing by the RADIO LINK SETUP REQUEST message is supported, 
according to subclause 8.3.15, using the DL Power Balancing Information IE. If the DRNS starts the DL 
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transmission and the activation of the power balancing at the same CFN, the initial power of the power 
balancing i.e. P,„„ shall be set to the power level indicated by the Initial DL TX Power IE (if received) or the 
decided DL TX power level on each DL channelisation code of a RL based on the Primary CPICH Ec/No IE 
or the Enhanced Primary CPICH Ec/No IE.] 

[FDD - If activation of power balancing by the RADIO LINK SETUP REQUEST message is supported by 
the DRNS, the DRNC shall include the DL Power Balancing Activation Indicator IE in the RL Information 
Response IE in the RADIO LINK SETUP RESPONSE message.] 

Neighbouring Cell Handling: 

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then: 

- The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring FDD Cell 
Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell 
Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the 
information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the 
Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, 
Closed Loop Model Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and 
HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual 
Offset IE, DPCH Constant Value IE, the PCCPCH Power IE, Coverage Indicator IE, Antenna Co- 
location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the 
Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the 
Sync Case IE for the set to "Casel", the DRNC shall include the Time Slot For SCH IE in the 
Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes Sync 
Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell 
Information IE. 

If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the 
RADIO LINK SETUP RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain 
Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS 
neighbouring cell. 

- If the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE 

message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD 
Cell Information IE 

The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE 
and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell 
supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b. 

- For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the 
RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise the Restriction 
Statelindicator IE may be absent. The DRNC shall include in the RADIO LINK SETUP RESPONSE 
message the Restriction Statelindicator IE for the neighbouring cells which are controlled by the DRNC 
in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the 
Neighbouring TDD Cell Information LCR IE. 

If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the 
Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the 
Neighbouring TDD Cell Information LCR IE. 

If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring 
cells in the Neighbouring FDD Cell Information IE. 

If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in 
the RADIO LINK SETUP RESPONSE message the Neighbouring GSM Cell Information IE for each of the 
GSM neighbouring cells. If available the DRNC shall include in the RADIO LINK SETUP RESPONSE 
message the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of 
the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring 
GSM Cell Information IE. If available the DRNC shall also include in the RADIO LINK SETUP 
RESPONSE message the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the 
Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE 
for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE. 
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When receiving the SNA Information IE in the RADIO LINK SETUP RESPONSE message, the SRNC 
should use it to restrict cell access based on SNA information. See also [40] for a broader description of the 
SNA access control. 

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall 
include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the 
RADIO LINK SETUP RESPONSE message for each of the GERAN cells. 

If there are GERAN lu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC 
shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is 
included in the RADIO LINK SETUP RESPONSE message for each of the GERAN lu-mode neighbouring 
cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation 
of the Relocation Preparation procedure. 

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]: 

[If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated values of 
Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of 
the UL synchronisation.] 

[l,28Mcps TDD - Uplink Timing Advance Control LCR]: 

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK 
SETUP RESPONSE message.] 

MBMS Handling: 

If the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message, the DRNC 
shall perform the UE Linking as specified in [50], section 5.L6. If the UE Link is currently stored in the UE 
Context or the MBMS Bearer Service List IE is included in the RADIO LINK SETUP REQUEST message 
and if an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in some of the 
cells identified by the C-ID lEs in the RADIO LINK SETUP REQUEST message, the DRNC shall include 
for each of these active MBMS bearer services in the Active MBMS Bearer Service List IE the Transmission 
Mode IE in the concerned RL Information Response lEs in the RADIO LINK SETUP RESPONSE message. 

If the UE Link is currently stored in the UE Context or the MBMS Bearer Service List IE is included in the 
RADIO LINK SETUP REQUEST message and if an MBMS preferred frequency layer for some active 
MBMS bearer services contained in the UE Link is set in some of the cells identified by the C-ID lEs in the 
RADIO LINK SETUP REQUEST message, the DRNC shall include for each of these active MBMS bearer 
services in the Active MBMS Bearer Service List IE the Preferred Frequency Layer IE in the concerned RL 
Information Response lEs in the RADIO LINK SETUP RESPONSE message. 

General: 

If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the DRNC 
may use the transport layer address and the binding identifier received from the SRNC when establishing a 
transport bearer for the DCH or the set of co-ordinated DCHs. 

If no D-RNTIIE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall include in 
the RADIO LINK SETUP RESPONSE message the D-RNTI IE, the CN PS Domain Identifier IE and/or the 
CN CS Domain Identifier IE for the CN domains (using LAC and RAC of the current cell) to which the 
DRNC is connected. 

[FDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall 
include in the RADIO LINK SETUP RESPONSE message the Primary Scrambling Code IE, the UL 
UARFCN IE and the DL UARFCN IE.] 

[TDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall 
include in the RADIO LINK SETUP RESPONSE message the UARFCN IE, the Cell Parameter ID IE and 
the SCTD Indicator IE.] 

[3.84Mcps TDD and 7.68 Mcps TDD - If the D-RNTI IE was included in the RADIO LINK SETUP 
REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Sync 
Case IE and if the Sync Case IE is set to "Case 2", the DRNC shall also include the SCH Time Slot IE in the 
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RADIO LINK SETUP RESPONSE message. If the included Sync Case IE is set to "Casel", the DRNC shall 
also include the Time Slot For SCH IE.] 

[3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK 
SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response 
IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also 
include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least 
one DSCH Information Response IE or USCH Information Response IE is included in the message and the 
SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by 
the UE from system information.] 

[1.28 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
SETUP RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information 
Response LCR IE is included in the message and at least one DCH is configured for the radio link. The 
DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK SETUP 
RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response 
LCR IE is included in the message and the SHCCH messages for this radio link will be transmitted over a 
different secondary CCPCH than selected by the UE from system information.] 

[7.68 Mcps TDD - The DRNC shall include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO 
LINK SETUP RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH 
Information Response 7.68 Mcps IE is included in the message and at least one DCH is configured for the 
radio link. The DRNC shall also include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO LINK 
SETUP RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH 
Information Response 7.68 Mcps IE is included in the message and the SHCCH messages for this radio link 
will be transmitted over a different secondary CCPCH than selected by the UE from system information.] 

For each Radio Link established in a cell in which at least one URA Identity is being broadcast, the DRNC 
shall include in the URA Information IE within the RADIO LINK SETUP RESPONSE message URA 
Innformation for this cell including the URA ID IE, the Multiple URAs Indicator IE indicating whether or not 
multiple URA Identities are being broadcast in the cell, and the RNC-ID lEsof all other RNCs that have at 
least one cell within the URA identified by the URA ID IE. 

Depending on local configuration in the DRNS, the DRNC may include in the RADIO LINK SETUP 
RESPONSE message the UTRAN Access Point Position IE and the geographical co-ordinates of the cell, 
represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE. If the DRNC includes the Cell 
GA Additional Shapes IE in the RADIO LINK SETUP RESPONSE message, it shall also include the Cell 
GAI IE. 

If the DRNS need to limit the user rate in the uplink of a DCH due to congestion caused by the UL UTRAN 
Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall 
include in the RADIO LINK SETUP RESPONSE message the Allowed UL Rate IE in the DCH Information 
Response IE for this Radio Link. 

If the DRNS need to limit the user rate in the downlink of a DCH due to congestion caused by the DL 
UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC 
shall include in the RADIO LINK SETUP RESPONSE message the Allowed DL Rate IE in the DCH 
Information Response IE for this Radio Link. 

If the Permanent NAS UE Identity IE is included in the RADIO LINK SETUP REQUEST message, the 
DRNS shall store the information for the considered UE Context for the life-time of the UE Context. 

If the RADIO LINK SETUP REQUEST message includes the Permanent NAS UE Identity IE and a C-ID IE 
corresponding to a cell reserved for operator use, the DRNS shall use this information to determine whether it 
can set up a Radio Link on this cell or not for the considered UE Context. 

If the HCS priority information is available in the DRNS, it shall include the HCS Prio IE for each of the 
established RLs in the RADIO LINK SETUP RESPONSE message. 

The DRNS shall start receiving on the new RL(s) after the RLs are successfully established. 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Cell Portion ID IE, the DRNS shall 
use this information when it decides to use beamforming for the new RL.] 
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[FDD - If the RADIO LINK SETUP REQUEST message includes the Initial DL DPCH Timing Adjustment 
Allowed IE, then the DRNS may perform an initial DL DPCH Timing Adjustment (i.e. perform a timing 
advance or a timing delay with respect to the SEN timing) on a Radio Link. In this case, the DRNS shall 
include, for the concerned Radio Link(s), the Initial DL DPCH Timing Adjustment IE in the Radio Link 
Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

[FDD - Radio Link Set Handling]: 

[FDD - The First RLS Indicator IE indicates if the concerned RL shall be considered part of the first RLS established 
towards this UE. The DRNS shall use the First RLS Indicator IE to determine the initial TPC pattern in the DL of the 
concerned RL and all RLs which are part of the same RLS, as described in [10], section 5.1.2.2.1.2.] 

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS 
shall assign to the RL a unique value for the RL Set ID IE which uniquely identifies the RL as an RL Set within the UE 
Context. In case of E-DCH, the generation of E-HICH related information for RLs in different RL Set(s) shall not be 
common.]] 

[FDD - For all RLs having a common generation of the TPC commands in the DL with another RL, the DRNS shall 
assign to each RL the same value for the RL Set ID IE which uniquely identifies these RLs as members of the same RL 
Set within the UE Context. In case of E-DCH, the generation of E-HICH information for all RLs in a RL Set shall be 
common.] 

[FDD -The UL oout-of-sync algorithm defined in ref. [10] shall, for each of the established RL Set(s), use the 
maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting 
the radio links of the RL Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use 
the minimum value of the parameters N_INS YNC_IND that are configured in the cells supporting the radio links of the 
RL Set.] 

[FDD - For all RLs having a common generation of E-RGCH information with another RL, or are candidates for a 
common generation of E-RGCH information with another RL, when this DRNS would contain the E-DCH serving RL, 
the DRNS shall assign to each RL the same value for the E-DCH RL Set ID IE which uniquely identifies these RLs as 
members of the same E-DCH RL Set within the UE Context.] 

[TDD- E-DCH]: 

[TDD - If the [3.84Mcps - E-DCH Information IE][1.28Mcps - E-DCH Information 1.28Mcps IE][7.68Mcps TDD - E- 
DCH Information 7.68Mcps IE] is present in the RADIO LINK SETUP REQUEST message:] 

[TDD - The DRNS shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH 
Serving RL IE.] 

- [TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d 
flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer 
characteristics to apply in the uplink for the related MAC-d flow.] 

- [TDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding 
ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the DRNC may use 
the transport layer address and the binding identifier received from the SRNC when establishing a transport 
bearer for the concerned E-DCH MAC-d flow.] 

- [TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MA C-d Flow Multiplexing List IE 
for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the DRNS shall use this 
information for the related resource allocation operation.] 

- [TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d 
Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the DRNS shall assume non- 
scheduled grants are configured for that E-DCH MAC-d flow.] 

- [TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d 
Flows Information TDD IE is set to "Scheduled" the DRNS shall assume that it may issue scheduled grants for 
the concerned E-DCH MAC-d flow.] 

- [TDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E- 
DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the DRNS shall 
use this information to optimise MAC-e scheduling decisions for the related queue.] 
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- [3.84Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate 
IE in the E-DCH TDD Information IE for an E-DCH, the DRNS shall use this information for the related 
resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [ 1 .28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Physical Layer 
Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the DRNS shall use this information 
for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [7.68Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate 
7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this information 
for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [3.84Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload 
Level IE in the E-DCH TDD Information IE, then if the DRNS could not decode the E-PUCH for the last 
consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing 
issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

- [7.68Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload 
Level IE in the E-DCH TDD Information 7.68Mcps IE, then if the DRNS could not decode the E-PUCH for the 
last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing 
issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

- [ 1 .28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload 
Level IE in the E-DCH TDD Information LCR IE, then if the DRNS could not decode the E-PUCH for the last 
consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing 
issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

[TDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B.] 

- [TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info 
IE in the E-DCH MAC-d Flows Information TDD IE, then the DRNS shall use this value as a power offset for 
the transmission of scheduling information without any MAC-d PDUs.] 

[3.84Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non-scheduled Grant Information TDD IE in the E-DCH Information Response IE in 
the RADIO LINK SETUP RESPONSE message.] 

- [3.84Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E- 
AGCH(s) assigned in the E-DCH Information Response IE in the RADIO LINK SETUP RESPONSE message.] 

[L28Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non-scheduled Grant Information LCR TDD IE in the E-DCH Information Response 
1.28Mcps IE in the RADIO LINK ADDITION RESPONSE message.] 

- [1.28Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier, the E- 
AGCH(s) and E-HICH(s) assigned in the E-DCH Information Response 1.28Mcps IE in the RADIO LINK 
SETUP RESPONSE message.] 

[7.68Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non-scheduled Grant Information?. 68Mcps TDD IE in the E-DCH Information 
Response 7.68Mcps IE in the RADIO LINK SETUP RESPONSE message.] 

- [7.68Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E- 
AGCH(s) assigned in the E-DCH Information Response 7.68Mcps IE in the RADIO LINK SETUP RESPONSE 

message.] 

Response Message: 

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS allocates the requested type of 
channelisation codes and other physical channel resources for each RL and assigns a binding identifier and a transport 
layer address for each DCH, for each set of co-ordinated DCHs [TDD - and for each DSCH and USCH]. This 
information shall be sent to the SRNC in the RADIO LINK SETUP RESPONSE message when all the RLs have been 
successfully established. 
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[1.28 Mcps TDD - if the DRNS assigns one or more PLCCH sequence numbers to the radio Hnk, then the PLCCH 
assignment(s) shall be sent to the SRNC in the RADIO LINK SETUP RESPONSE message.] 

After sending the RADIO LINK SETUP RESPONSE message the DRNS shall continuously attempt to obtain UL 
synchronisation on the Uu interface and start reception on the new RL. 

For each RL for which the Delayed Activation IE is not included in the RADIO LINK SETUP REQUEST message the 
DRNS shall: 

[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4].] 

[TDD - start transmission on the new RL immediately as specified in ref. [4].] 

For each RL for which the Delayed Activation IE is included in the RADIO LINK SETUP REQUEST message, the 
DRNS shall: 

if the Delayed Activation IE indicates "Separate Indication": 

not start any DL transmission for the concerned RL on the Uu interface; 

if the Delayed Activation IE indicates "CFN": 

[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4], however never before 
the CFN indicated in the Activation CFN IE.] 

[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in ref. 
[4].] 

8.3.1.3 Unsuccessful Operation 

SRNC DRNC 

RADIO LINK SETUP REQUEST 



-> 



RADIO LINK SETUP FAILURE 



Figure 6: Radio Linit Setup procedure: Unsuccessful Operation 

If the establishment of at least one radio link is unsuccessful, the DRNC shall respond with a RADIO LINK SETUP 
FAILURE message. The DRNC shall include in the RADIO LINK SETUP FAILURE message a general Cause IE or a 
Cause IE for each failed radio link. The Cause IE indicates the reason for failure. 

[FDD - If some radio Unks were established successfully, the DRNC shall indicate this in the RADIO LINK SETUP 
FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message.] 

If the RADIO LINK SETUP REQUEST message includes a C-ID IE corresponding to a cell reserved for operator use 
and the Permanent NAS UE Identity IE is not present, the DRNC shall reject the procedure and send the RADIO LINK 
SETUP FAILURE message. 

[FDD - If the RL identified by the HS-PDSCH RL ID IE is a radio link in the DRNS and this RL is successfully 
established, then the DRNC shall allocate a HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE, 
the HS-DSCH FDD Information Response IE and the SixtyfourQAM DL Support Indicator IE in the RADIO LINK 
SETUP FAILURE message.] 

Typical cause values are: 

Radio Network Layer Causes: 

[FDD - UL Scrambling Code Already in Use]; 
DL Radio Resources not Available; 
UL Radio Resources not Available; 
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[FDD - Combining Resources not available]; 

Combining not Supported 

Requested Configuration not Supported; 

Cell not Available; 

[FDD - Requested Tx Diversity Mode not Supported]; 

Power Level not Supported; 

Number of DL codes not supported; 

Number of UL codes not supported; 

Dedicated Transport Channel Type not Supported; 

DL Shared Channel Type not Supported; 

[TDD - UL Shared Channel Type not Supported]; 

[FDD - UL Spreading Factor not Supported]; 

[FDD - DL Spreading Factor not Supported]; 

- CM not Supported; 

[FDD - DPC mode change not Supported]; 

Cell reserved for operator use; 

Delayed Activation not supported; 

E-DCH not supported; 

F-DPCH not supported; 

[FDD - Contiuous Packet Connectivity DTX-DRX operation not Supported]; 

[FDD - Contiuous Packet Connectivity HS-SCCH less operation not Supported]; 

- [FDD -MIMO not supported]. 
Transport Layer Causes: 

Transport Resource Unavailable. 
Miscellaneous Causes: 

Control Processing Overload; 

- HW Failure; 

Not enough User Plane Processing Resources. 

8.3.1.4 Abnormal Conditions 

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established the DRNC shall send the 
RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure. 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Active Pattern Sequence Information IE, but the 
Transmission Gap Pattern Sequence Information IE is not present, then the DRNC shall reject the procedure using the 
RADIO LINK SETUP FAILURE message.] 

[FDD - If the RADIO LINK SETUP REQUEST message includes both the Initial DL TX Power IE and the Primary 
CPICH Ec/No IE or does not include either of these lEs, then the DRNC shall reject the procedure using the RADIO 
LINK SETUP FAILURE message.] 
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If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a 
set of co-ordinated DCHs has the QE-Selector l¥. set to "selected"] the DRNS shall reject the Radio Link Setup 
procedure and shall respond with a RADIO LINK SETUP FAILURE message. 

[FDD - If only the Initial DL TX Power IE or the Uplink SIR Target IE is included in the RADIO LINK SETUP 
REQUEST message, then DRNC shall reject the Radio Link Setup procedure and shall respond with the RADIO LINK 
SETUP FAILURE message.] 

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info lEs, 
and if the DCHs in the DCH Information IE do not have the same Transmission Time Interval IE in the Semi-static 
Transport Format Information IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP 
FAILURE message. 

[FDD - If the RADIO LINK SETUP REQUEST message includes the Enhanced Primary CPICH Ec/No IE, but not the 
Primary CPICH Ec/No IE, then the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE 

message.] 

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and the Binding ID IE in the 
RL Specific DCH Information IE included in the RL Information IE for a specific RL and the Diversity Control Field IE 
is set to "Must", the DRNC shall reject the Radio Link Setup procedure and the DRNC shall respond with the RADIO 
LINK SETUP FAILURE message. 

If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address 
IE and the Binding ID IE in the RL Specific DCH Information IE nor RL Specific E-DCH Information IE in the RL 
Information IE for a specific RL and the Diversity Control Field IE is set to "May", the DRNC shall reject the Radio 
Link Setup procedure and respond with the RADIO LINK SETUP FAILURE message. 

If ALCAP is not used, if the RADIO LINK SETUP REQUEST message does not include the Transport Layer Address 
IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL and the 
Diversity Control Field IE is set to "Must Not", the DRNC shall reject the Radio Link Setup procedure and respond 
with the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE or the Binding ID IE, and 
not both are present for a transport bearer intended to be established, the DRNC shall reject the Radio Link Setup 
procedure and the DRNC shall respond with the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message includes an HS-PDSCH RL-ID IE not referring to one of the radio 
links to be established, the DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message contains the HS-DSCH Information IE and if the Priority Queues 
associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, the 
DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message. 

[FDD - If the RADIO LINK SETUP REQUEST message includes the F-DPCH Information IE and the DL DPCH 
Information IE, then the DRNS shall reject the procedure using the RADIO LINK SETUP FAILURE message.] 

[FDD - If the RADIO LINK SETUP REQUEST message contains the E-DCH RL Indication IE set to "E-DCH", but 
does not contain the E-DCH FDD Information IE, or if the message contains the E-DCH FDD Information IE, but does 
not contain the E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO 
LINK SETUP FAILURE message.] 

If the RADIO LINK SETUP REQUEST message contains information which would configure a HS-DSCH Radio 
Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the 
DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message. 

If the RADIO LINK SETUP REQUEST message contains information which would configure an E-DCH Radio Link, 
but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the DRNC shall 
reject the procedure using the RADIO LINK SETUP FAILURE message. 

[FDD - If the RADIO LINK SETUP REQUEST message contains the HS-PDSCH RL ID IE and the E-DPCH 
Information IE which includes the HS-DSCH Configured Indicator IE set as "HS-DSCH not configured" then the 
DRNC shall reject the procedure using the RADIO LINK SETUP FAILURE message.] 
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[FDD - If the RADIO LINK SETUP REQUEST message contains the Serving Cell Change CFN IE, but neither the 
Serving E-DCH RL IE nor HS-DSCH Information IE is included, then the DRNS shall reject the procedure using the 
RADIO LINK SETUP FAILURE message.] 

[FDD - If the RADIO LINK SETUP REQUEST message contains the UL DPCH Information IE which includes the 
Diversity Mode IE set to "Closed loop mode 1 "and the Continuous Packet Connectivity DTX-DRX Information IE with 
the CPC DPCCH Slot Format IE not set to "3", then the DRNC shall reject the procedure using the RADIO LINK 
SETUP FAILURE message.] 

8.3.2 Radio Link Addition 
8.3.2.1 General 

This procedure is used for establishing the necessary resources in the DRNS for one [FDD - or more] additional RLs 
towards a UE when there is already at least one RL established to the concerned UE via this DRNS. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 
subclause 3.1. 

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, 
if they existed before.] 



8.3.2.2 Successful Operation 



SRNC DRNC 

RADIO LINK ADDITION REQUEST 



RADIO LINK ADDITION RESPONSE 



Figure 7: Radio Link Addition procedure: Successful Operation 

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC. 

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters 
given in the message. Unless specified below, the meaning of parameters is specified in other specifications. 

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A. 

Transport Channel Handling: 

[3.84 Mcps TDD - The DRNC shall include the UUDL DPCH Information IE within the UUDL CCTrCH 
Information IE for each CCTrCH that requires DPCHs.] 

[1.28 Mcps TDD - The DRNC shall include the UL/DL DPCH Information LCR IE within the UL/DL 
CCTrCH Information LCR IE for each CCTrCH that requires DPCHs.] 

[7.68 Mcps TDD - The DRNC shall include the UUDL DPCH Information 7.68 Mcps IE within the UL/DL 
CCTrCH Information 7.68 Mcps IE for each CCTrCH that requires DPCHs.] 

[TDD - DSCH:] 

[3.84 Mcps TDD - If the radio link to be added includes a DSCH, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a DSCH Information Response IE for each DSCH.] 

[1.28 Mcps TDD - If the radio link to be added includes a DSCH, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a DSCH Information Response LCR IE for each DSCH.] 
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[7.68 Mcps TDD - If the radio link to be added includes a DSCH, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a DSCH Information Response 7.68 Mcps IE for each DSCH.] 

[TDD - USCH:] 

[3.84 Mcps TDD - If the radio link to be added includes any USCHs, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a USCH Information Response IE for each USCH.] 

[1.28 Mcps TDD - If the radio Hnk to be added includes any USCHs, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a USCH Information Response LCR IE for each USCH.] 

[7.68 Mcps TDD - If the radio Unk to be added includes any USCHs, the DRNC shall include in the RADIO 
LINK ADDITION RESPONSE message a USCH Information Response 7.68 Mcps IE for each USCH.] 

Physical Channels Handling: 

[FDD -Compressed Mode]: 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Active Pattern Sequence 
Information IE, the DRNS shall use the information to activate the indicated (all ongoing) Transmission Gap 
Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to the latest 
passed CFN with that value. The DRNS shall treat the received TGCFN lEs as follows:] 

[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, 
the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.] 

[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration 
Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the 
TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern 
Sequence as activated at that CFN.] 

[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence 
Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the 
CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern 
Sequence.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Active Pattern Sequence 
Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall 
ignore, when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method 
information, if existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode 
Configuration.] 

[FDD - If the Active Pattern Sequence Information IE is not included, the DRNS shall not activate the 
ongoing compressed mode pattern in the new RLs, but the ongoing pattern in the existing RL shall be 
maintained.] 

[FDD - If some Transmission Gap Pattern sequences using SF/2 method are initialised in the DRNS and the 
UE Context is configured to use DPCH in the downlink, the DRNC shall include the Transmission Gap 
Pattern Sequence Scrambling Code Information IE in the DL Code Information IE in the RADIO LINK 
ADDITION RESPONSE message to indicate the Scrambling code change method that it selects for each 
channelisation code.] 

[FDD - DL Code Information]: 

[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be 
mapped on to DL DPDCHs according to [8]. When/? number of DL DPDCHs are assigned to each RL, the 
first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 
7", the second to "PhCH number 2", and so on until thepth to "PhCH number p" .] 

[TDD - CCTrCH Handling]: 

[TDD - If thef/L CCTrCH Information IE is present, the DRNS shall configure the new UL CCTrCH(s) 
according to the parameters given in the message.] 
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[1.28Mcps TDD - If the UL CCTrCH Information IE includes the TDD TPC Uplink Step Size IE, the DRNS 
shall configure the uplink TPC step size according to the parameters given in the message, otherwise it shall 
use the step size configured in other radio link.] 

[TDD - If the DL CCTrCH Information IE is present, the DRNS shall configure the new DL CCTrCH(s) 
according to the parameters given in the message.] 

[TDD - If the DL CCTrCH Information IE includes the TDD TPC Downlink Step Size IE, the DRNS shall 
configure the downlink TPC step size according to the parameters given in the message, otherwise it shall use 
the step size configured in other radio link.] 

General: 

[FDD - The DRNS shall use the provided Uplink SIR Target value as the current target for the inner-loop 
power control.] 

Radio Link Handling: 

Diversity Combination Control: 

The Diversity Control Field IE indicates for each RL whether the DRNS shall combine the new RL with 
existing RL(s) or not on the lur. 

If the Diversity Control Field IE is set to "May" (be combined with another RL), the DRNS shall decide 
for any of the alternatives. 

If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other 
RL. When a new RL is to be combined the DRNS shall choose which RL(s) to combine it with. 

If the Diversity Control Field IE is set to "Must not", the DRNS shall not combine the RL with any other 
existing RL. 

[FDD - The Diversity Control Field IE is only applicable for DCHs, in case of E-DCH it shall always be 
assumed to be set to "May".] 

In the case of not combining a RL with a RL established with a previous Radio Link Setup or Radio Link 
Addition Procedure or a RL previously listed in the RADIO LINK ADDITION RESPONSE message, the 
DRNC shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK 
ADDITION RESPONSE message that no combining is done. In this case the DRNC shall include in the 
DCH Information Response IE both the Transport Layer Address IE and the Binding ID IE for the transport 
bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message. 

[FDD - In case of not combining E-DCH, the E-DCH FDD Information Response IE shall be included in the 
RADIO LINK ADDITION RESPONSE message containing the Binding ID IE and the Transport Layer 
Address IE for the establishment of transport bearers for every E-DCH MAC-d flow being established.] 

In the case of combining with a RL established with a previous Radio Link Setup or Radio Link Addition 
Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE message, the DRNC 
shall indicate with the Diversity Indication in the RL Information Response IE in the RADIO LINK 
ADDITION RESPONSE message that the RL is combined. In this case, the RL ID IE indicates (one of) the 
previously established RL(s) or a RL previously listed in this RADIO LINK ADDITION RESPONSE 
message with which the new RL is combined and if the ALCAP is not used, the Transport Layer Address IE 
and the Binding ID IE in the RL Specific DCH Information IE included in the RL Information IE for a 
specific RL in the RADIO LINK ADDITION REQUEST message, shall not be used. 

[FDD - In the case of combining with an E-DCH RL established with a previous Radio Link Setup or Radio 
Link Addition Procedure or with a RL previously listed in this RADIO LINK ADDITION RESPONSE 
message, one of the previously established RLs or a RL previously listed in this RADIO LINK ADDITION 
RESPONSE message including the E-DCH FDD Information Response IE shall be regarded as the RL with 
which the concerned E-DCH RL is combined and if the ALCAP is not used, the Transport Layer Address IE 
and the Binding ID IE in the RL Specific E-DCH Information IE included in the RL Information IE for a 
specific RL in the RADIO LINK ADDITION REQUEST message, shall not be used. In case E-DCH RL is 
established for the first time, the DRNC shall include E-DCH FDD Information Response IE instead of 
using the Diversity Indication of DCH RL in the RL Information Response IE in the RADIO LINK 
ADDITION RESPONSE message. It shall include in the E-DCH FDD Information Response IE the Binding 
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ID IE and Transport Layer Address IE for the transport bearers to be established for each E-DCH MAC-d 
flow of this E-DCHRL.] 

[TDD - The DRNC shall always include in the RADIO LINK ADDITION RESPONSE message both the 
Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DSCH 
andUSCHoftheRL.] 

In the case of a set of co-ordinated DCHs, the DRNC shall include in the RADIO LINK ADDITION 
RESPONSE message the Binding ID IE and the Transport Layer Address IE for only one of the DCHs in the 
set of co-ordinated DCHs. 

If the DRNS needs to limit the user rate in the uplink of a DCH due to congestion caused by the UL UTRAN 
Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall 
include in the RADIO LINK ADDITION RESPONSE message the Allowed UL Rate IE in the DCH 
Information Response IE for this Radio Link. 

If the DRNS needs to limit the user rate in the downlink of a DCH due to congestion caused by the DL 
UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC 
shall include in the RADIO LINK ADDITION RESPONSE message the Allowed DL Rate IE in the DCH 
Information Response IE for this Radio Link. 

[FDD - Transmit Diversity]: 

[FDD - The DRNS shall activate any feedback mode diversity according to the received settings.] 

[FDD - If the cell in which the RL is being added is capable to provide Close loop Tx diversity, the DRNC 
shall indicate the Closed loop timing adjustment mode of the cell by including the Closed Loop Timing 
Adjustment Mode IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - When the Transmit Diversity Indicator IE is present the DRNS shall activate/deactivate the Transmit 
Diversity for each new Radio Link in accordance with the Transmit Diversity Indicator IE using the diversity 
mode of the existing Radio Link(s).] 

DL Power Control: 

[FDD - If the Primary CPICH Ec/No IE or the Primary CPICH Ec/No IE and the Enhanced Primary CPICH 
Ec/No IE measured by the UE are included for an RL in the RADIO LINK ADDITION REQUEST message, 
the DRNS shall use this in the calculation of the Initial DL TX Power for this RL. If the Primary CPICH 
Ec/No IE is not present, the DRNS shall set the Initial DL TX Power based on the power relative to the 
Primary CPICH power used by the existing RLs.] 

[TDD - If [3.84Mcps TDD and 7.68 Mcps TDD - the DL Time Slot ISCP Info IE] [L28Mcps TDD - the DL 
Time Slot ISCP Info LCR IE] is included in the RADIO LINK ADDITION REQUEST message, the DRNS 
shall use it in the calculation of the Initial DL TX Power.] 

[TDD - If the Primary CCPCH RSCP Delta IE is included, the DRNS shall assume that the reported value for 
Primary CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH 
RSCP Delta IE. If the Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is 
included, the DRNS shall assume that the reported value is in the non-negative range as per [24], and the 
value is equal to the Primary CCPCH RSCP IE. The DRNS shall use it in the calculation of the Initial DL TX 
Power.] 

[TDD - If the Primary CCPCH RSCP IE, Primary CCPCH RSCP Delta IE, [3.84Mcps TDD and 7.68 Mcps 
TDD - and the DL Time Slot ISCP Info IE] [L28Mcps TDD - and the DL Time Slot ISCP Info LCR IE] are 
not present, the DRNS shall set the Initial DL TX Power based on the power relative to the Primary CCPCH 
power used by the existing RL.] 

[FDD - The Initial DL TX Power shall be applied until UL synchronisation is achieved on the Uu interface 
for that RLS or Power Balancing is activated. No inner loop power control or power balancing shall be 
performed during this period. The DL power shall then vary according to the inner loop power control (see 
ref. [10] subclause 5.2.1.2) and the power control procedure (see 8.3.7).] 

[TDD - The Initial DL TX Power shall be applied until UL synchronisation is achieved on the Uu interface 
for that RL. No inner loop power control shall be performed during this period. The DL power shall then 
vary according to the inner loop power control (see ref. [22] subclause 4.2.3.3).] 
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[3.84 Mcps TDD and 7.68 Mcps TDD - The DL TX power upper and lower limit is configured in the 
following way: The DRNC shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in 
the RADIO LINK ADDITION RESPONSE message. If the maximum or minimum power needs to be 
different for particular DCH type CCTrCHs, the DRNC shall include the value(s) for that CCTrCH in the 
CCTrCH Maximum DL TX Power IE and CCTrCH Minimum DL TX Power. The DRNS shall not transmit 
with a higher power than indicated by the appropriate Maximum DL TX Power lE/CCTrCH Maximum DL TX 
Power IE or lower than indicated by the appropriate Minimum DL TX Power lE/CCTrCH Minimum DL TX 
Power IE on any DL DPCH within each CCTrCH of the RL.] 

[1.28 Mcps TDD - The DL TX power upper and lower limit is configured in the following way: The DRNC 
shall include the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK 
ADDITION RESPONSE message. If the maximum or minimum power needs to be different for particular 
timeslots within a DCH type CCTrCH, the DRNC shall include the value(s) for that timeslot in the Maximum 
DL TX Power IE and Minimum DL TX Power within the DL Timeslot Information LCR IE The DRNS shall 
not transmit with a higher power than indicated by the appropriate Maximum DL TX Power IE or lower than 
indicated by the appropriate Minimum DL TX Power IE on any DL DPCH within each timeslot of the RL.] 

[FDD - If the DPC Mode IE is present in the RADIO LINK ADDITION REQUEST message, the DRNC 
shall apply the DPC mode indicated in the message, and be prepared that the DPC mode may be changed 
during the lifetime of the RL. If the DPC Mode IE is not present in the RADIO LINK ADDITION 
REQUEST message, DPC mode shall be appHed (see ref. [10]).] 

The DRNC shall provide the configured Maximum DL TX Power IE and Minimum DL TX Power IE for 
every new RL to the SRNC in the RADIO LINK ADDITION RESPONSE message. The DRNS shall not 
transmit with a power higher than indicated by the Maximum DL TX Power IE or lower than indicated by the 
Minimum DL TX Power IE on any DL DPCH [FDD - or on the F-DPCH] of the RL [FDD - except, if the UE 
Context is configured to use DPCH in the downlink, during compressed mode, when the SPcum as described 
in ref [10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.] 

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to 
"Individual" in the existing RL(s) and the RADIO LINK ADDITION REQUEST message includes the DL 
Reference Power IE, the DRNS shall activate the power balancing and use the DL Reference Power IE for 
the power balancing procedure in the new RL(s), if activation of power balancing by the RADIO LINK 
ADDITION REQUEST message is supported by the DRNS, according to subclause 8.3.15. In this case, the 
DRNC shall include the DL Power Balancing Activation Indicator IE in the RL Information Response IE in 
the RADIO LINK ADDITION RESPONSE message. If the DRNS starts the DL transmission and the 
activation of the power balancing at the same CFN, the initial power of the power balancing, i.e. P,„„ shall be 
set to the power level which is calculated based on the Primary CPICH Ec/No IE or the Enhanced Primary 
CPICH Ec/No IE (if received), or to the power level which is calculated based on the power relative to the 
Primary CPICH power used by the existing RLs.] 

UL Power Control: 

The DRNC shall also provide the configured UL Maximum SIR and UL Minimum SIR for every new RL to 
the SRNC in the RADIO LINK ADDITION RESPONSE message. These values are taken into consideration 
by DRNS admission control and shall be used by the SRNC as limits for the UL inner-loop power control 
target. 

Neighbouring Cell Handling: 

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then: 

- The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Neighbouring FDD 
Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell 
Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the 
information is available, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message 
the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, 
Closed Loop Model Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and 
HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual 
Offset IE, DPCH Constant Value IE and the PCCPCH Power IE, Coverage Indicator IE, Antenna Co- 
location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the 
Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the 
Sync Case IE set to "Casel", the DRNC shall include the Time SlotFor SCH IE in the Neighbouring TDD 
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Cell Information IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to 
"Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE. 

If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the 
RADIO LINK ADDITION RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain 
Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS 
neighbouring cell. 

- [FDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the DPC Mode 
Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE if this 
information is available.] 

The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE, 
Cell Capability Container 7.68Mcps TDD IE and/or the Cell Capability Container TDD LCR IE if the 
DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 
9.2.3.1b. 

- For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the 
RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise Restriction 
State Indicator IE may be absent. The DRNC shall include the Restriction State Indicator IE for the 
neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the 
Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE. 

If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the 
Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the 
Neighbouring TDD Cell Information LCR IE. 

If available, the DRNC shall include the Frequency Band Indicator IE for the concerned neighbouring 
cells in the Neighbouring FDD Cell Information IE. 

If there are GSM neighbouring cells to the cell(s) in which a radio link is established, the DRNC shall include 
the Neighbouring GSM Cell Information IE in the RADIO LINK ADDITION RESPONSE message for each 
of the GSM neighbouring cells. If available the DRNC shall include the Cell Individual Offset IE, and if the 
Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the 
Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the 
DRNC shall also include the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in 
the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information 
IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE. 

When receiving the SNA Information IE in the RADIO LINK ADDITION RESPONSE message, the SRNC 
should use it to restrict cell access based on SNA information. See also [40] for a broader description of the 
SNA access control. 

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall 
include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the 
RADIO LINK ADDITION RESPONSE message for each of the GERAN cells. 

If there are GERAN lu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC 
shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is 
included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN lu-mode 
neighbouring cells. Ref [39] defines when the transmission of the GERAN Classmark IE will be required at 
the initiation of the Relocation Preparation procedure. 

[l,28Mcps TDD - Uplink Synchronisation Parameters LCR]: 

[1.28Mcps TDD - If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the 
indicated values of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when 
evaluating the timing of the UL synchronisation.] 

[l,28Mcps TDD - Uplink Timing Advance Control LCR]: 

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK 
ADDITION RESPONSE message.] 

MBMS Handling: 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 64 ETSI TS 1 25 423 V7.4.0 (2007-03) 

If the UE Link is currently stored in the UE Context and an MBMS session for some MBMS bearer services 
contained in the UE Link is ongoing in some of the cells identified by the C-ID lEs in the RADIO LINK 
ADDITION REQUEST message, the DRNC shall include for each of these active MBMS bearer services in 
the Active MBMS Bearer Service List IE the Transmission Mode IE in the concerned RL Information 
Response lEs in the RADIO LINK ADDITION RESPONSE message. 

If the UE Link is currently stored in the UE Context and an MBMS preferred frequency layer for some active 
MBMS bearer services contained in the UE Link is set in some of the cells identified by the C-ID lEs in the 
RADIO LINK ADDITION REQUEST message, the DRNC shall include for each of these active MBMS 
bearer services in the Active MBMS Bearer Service List IE the Preferred Frequency Layer IE in the 
concerned RL Information Response lEs in the RADIO LINK ADDITION RESPONSE message. 

General: 

If the RADIO LINK ADDITION REQUEST message includes the RL Specific DCH Information IE, the 
DRNC may use the transport layer address and the binding identifier received from the SRNC when 
establishing a transport bearer for the DCH or the set of co-ordinated DCHs. 

Depending on local configuration in the DRNS, the DRNC may include in the RADIO LINK ADDITION 
RESPONSE message the UTRAN Access Point Position IE and the geographical co-ordinates of the cell, 
represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE. If the DRNC includes the Cell 
GA Additional Shapes IE in the RADIO LINK ADDITION RESPONSE message, it shall also include the 
CellGAIlE. 

For each Radio Link established in a cell in which at least one URA Identity is being broadcast, the DRNC 
shall include in the RADIO LINK ADDITION RESPONSE message a URA Information for this cell 
including the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities 
are being broadcast in the cell, and the RNC-ID lEs of all other RNCs that have at least one cell within the 
URA identified by the URA ID IE. 

[3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK 
ADDITION RESPONSE message if at least one DSCH Information Response IE or USCH Information 
Response IE is included in the message and at least one DCH is configured for the radio link. The DRNC 
shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK ADDITION RESPONSE 
message if at least one DSCH Information Response IE or USCH Information Response IE is included in the 
message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH 
than selected by the UE from system information.] 

[1.28 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
ADDITION RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information 
Response LCR IE is included in the message and at least one DCH is configured for the radio link. The 
DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK ADDITION 
RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response 
LCR IE is included in the message and the SHCCH messages for this radio link will be transmitted over a 
different secondary CCPCH than selected by the UE from system information.] 

[7.68 Mcps TDD - The DRNC shall include the Secondary CCPCH Info 7.68 Mcps TDD IE in the RADIO 
LINK ADDITION RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH 
Information Response 7.68 Mcps IE is included in the message and at least one DCH is configured for the 
radio link. The DRNC shall also include the Secondary CCPCH Info 7.68 Mcps TDD IE in the RADIO LINK 
ADDITION RESPONSE message if at least one DSCH Information Response 7.68 Mcps IE or USCH 
Information Response 7.68 Mcps IE is included in the message and the SHCCH messages for this radio link 
will be transmitted over a different secondary CCPCH than selected by the UE from system information.] 

If the Permanent MAS UE Identity IE is present in the RADIO LINK ADDITION REQUEST message, the 
DRNS shall store the information for the considered UE Context for the lifetime of the UE Context. 

If the RADIO LINK ADDITION REQUEST message includes a C-ID IE corresponding to a cell reserved for 
operator use and the Permanent NAS UE Identity is available in the DRNC for the considered UE Context, 
the DRNC shall use this information to determine whether it can add the Radio Link on this cell or not. 

If the HCS priority information is available in the DRNS, it shall include the HCS Prio IE for each of the 
established RLs in the RADIO LINK ADDITION RESPONSE message. 
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The DRNS shall start receiving on the new RL(s) after the RLs are successfully established. 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Initial DL DPCH Timing 
Adjustment Allowed IE, then the DRNS may perform an initial DL DPCH Timing Adjustment (i.e. perform a 
timing advance or a timing delay with respect to the SEN timing) on a Radio Link. In this case, the DRNS 
shall include, for the concerned Radio Link(s), the Initial DL DPCH Timing Adjustment IE in the Radio Link 
Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Synchronisation Indicator IE, set 
to "Timing Maintained Synchronisation", the DRNS shall use synchronisation procedure B according to 
subclause 4.3.2.4 in [10]. The DRNS shall select the TPC pattern as if "first RLS indicator" is set to "first 
RLS" according to subclause 5.1.2.2.1.2 in [10].] 

[FDD - Radio Link Set Handling]: 

[FDD - For each RL not having a common generation of the TPC commands in the DL with another RL, the 
DRNS shall assign to the RL a unique value for the RL Set ID IE which uniquely identifies the RL as an RL 
Set within the UE Context. In case of E-DCH, the generation of E-HICH information for RLs in different RL 
Sets shall not be common.] 

[FDD - For all RLs having a common generation of the TPC commands in the DL with another new or 
existing RL, the DRNS shall assign to each RL the same value for the RL Set ID IE which uniquely identifies 
these RLs as members of the same RL Set within the UE Context. In case of E-DCH, the generation of E- 
HICH related information for all RLs in a RL Set shall be common.] 

[FDD - After addition of the new RL(s), the UL out-of-sync algorithm defined in ref. [10] shall, for each of 
the previously existing and newly established RL Set(s), use the maximum value of the parameters 
N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL 
Set. The UL in-sync algorithm defined in [10] shall, for each of the established RL Set(s), use the minimum 
value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL 
Set.] 

[FDD - For all RLs having a common generation of E-RGCH information with another RL, or are candidates 
for a common generation of E-RGCH information with another RL, when this DRNS would contain the E- 
DCH serving RL, the DRNS shall assign to each RL the same value for the E-DCH RL Set ID IE which 
uniquely identifies these RLs as members of the same E-DCH RL Set within the UE Context.] 

[FDD - Serving HS-DSCH Radio Link Change:] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information 
IE, then the HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:] 

[FDD - In the new configuration the DRNS shall allocate the HS-PDSCH resources for the new Serving HS- 
PDSCH Radio Link.] 

- [FDD - The DRNS may include the HARQ Memory Partitioning IE in the HS-DSCH FDD Information 
Response IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for 
HSDPA in the DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS- 
DSCH Information Response IE.] 

- [FDD - The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE 
in the RADIO LINK ADDITION RESPONSE message.] 

- [FDD - If a reset of the MAC-hs is not required the DRNS shall include the MAC-hs Reset Indicator IE in the 
RADIO LINK ADDITION RESPONSE message.] 

[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in 
the RADIO LINK ADDITION RESPONSE message.] 

- [FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH 
Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK 
ADDITION RESPONSE message.] 
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- [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the 
DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC 
for the related MAC-d flow. 

[FDD - If the HS-DSCH Serving Cell Change Information IE includes the Continuous Packet Connectivity HS- 
SCCH less Information IE, then:] 

- [FDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID 
IE for Continuous Packet Connectiviy HS-SCCH less operation according to [10].] 

- [FDD - The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include 
the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK 
ADDITION RESPONSE message.] 

- [FDD - If at least one of HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall include HS- 
PDSCH Second Code Index IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - HS-DSCH Setup at Serving HS-DSCH Radio Link Change:] 

[FDD - If the HS-DSCH Information IE is present in the HS-DSCH Serving Cell Change Information IE, 
then:] 

[FDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio 
Link indicated by the HS-PDSCH RL ID IE.] 

[FDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine 
the transport bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics 
Descriptor IE is present with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then 
the DRNC should ignore the Traffic Class IE. If the TNL QoS IE is included for a MAC-d flow and if 
ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer 
characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit 
Rate IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH 
Information IE, then the DRNS shall use this information to optimise MAC-hs scheduling decisions 
for the related HSDPA Priority Queue.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a 
Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then 
the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA 
Priority Queue.] 

[FDD - The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS- 
DSCH MAC-d flow being established, if the DRNS allows the SRNC to start transmission of MAC- 
d PDUs before the DRNS has allocated capacity on user plane as described in [32].] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset 
IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH 
power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HARQ Preamble Mode 
IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as 
described in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this 
case, if the mode I is applied, the DRNC shall include the HARQ Preamble Mode Activation 
Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK ADDITION 
RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode is applied, 
then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH 
Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 
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- [FDD - If the MIMO Information IE is included in the HS-DSCH FDD Information IE, then ] 

- [FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link and use the UE 
reporting configuration in MIMO N/M ratio IE according to [10].] 

- [FDD - The DRNS shall decide the pilot configuration for MIMO and include the MIMO 
Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK 
ADDITION RESPONSE message.] 

- [FDD - The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d 
flow in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

- [FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, 
then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the 
next coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new 
configuration the DRNS shall, if applicable, de-allocate the HS-PDSCH resources of the old Serving HS- 
PDSCH Radio Link. The DRNS shall deactivate those resources at the the next coming CFN with a value equal 
to the value requested by the SRNC. ] 

[FDD - If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the 
resources that are allocated for the new serving HS-PDSCH Radio Link, and shall keep active the resources that 
are allocated for the previous serving HS-PDSCH Radio Link.] 

[FDD - If the requested Serving HS-DSCH Radio Link Change was successful or unsucessful, the DRNS shall 
indicate this in the HS-DSCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION 
RESPONSE message.] 

[FDD - E-DCH:] 

[FDD - If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE, set to "E-DCH", in 
the RL Information IE, then for every such RL.] 

[FDD - The DRNS shall setup the E-DCH resources as configured in the UE context.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE 
and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the DRNC 
may use the transport layer address and the binding identifier received from the SRNC when establishing 
a transport bearer for the concerned E-DCH MAC-d flow.] 

- [FDD - The DRNC may include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE and 
shall include the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH Signature 
Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E- 
DCHFDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message, 
for every RL indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in 
the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH 
power for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this 
UE.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in 
the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH 
power for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

- [FDD - If the DRNS has no valid data for the E-RGCH and E-HICH Channelisation Code IE in the E- 
DCHFDD DL Control Channel Information IE in the RADIO LINK ADDITION REQUEST message, 
then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE in the E-DCH 
FDD DL Control Channel Information IE, to indicate that the E-RGCH and E-HICH Channelisation 
Code IE contains invalid data.] 



[FDD - Serving E-DCH Radio Link Change:] 
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[FDD - If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL IE, this indicates the 
new Serving E-DCH Radio Link:] 

- [FDD - If the new Serving E-DCH RL is in this DRNS:] 

[FDD - The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and 
include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH 
FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE for 
the indicated RL in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the 
E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE 
message for the initial grant for the new serving E-DCH RL.] 

[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled 
transmission shall be changed, the DRNS shall allocate resources according to the new/changed 
configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the 
E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE 

message.] 

- [FDD - If a serving cell change is performed the RADIO LINK ADDITION RESPONSE message may 
contain invalid data (see 9.2.2.4C).] 

- [FDD - The DRNS may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature 
Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release 
Indicator IE in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change 
Information Response IE in the RADIO LINK ADDITION RESPONSE message for any of the other E-DCH 
Radio Link in the DRNS Communication Context that have not been included in the E-DCH FDD DL Control 
Channel Information IE in RL Information Response IE.] 

- [FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, 
then the DRNS shall activate the resources that are allocated for the new serving E-DCH Radio Link at the next 
coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new 
configuration the DRNS shall, if applicable, de-allocate the E-AGCH resources of the old Serving E-DCH Radio 
Link. The DRNS shall deactivate those resources at the the next coming CFN with a value equal to the value 
requested by the SRNC] 

[FDD- If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the 
resources that are allocated for the new serving E-DCH Radio Link, and shall keep active the resources that are 
allocated for the previous serving E-DCH Radio Link.] 

[FDD - If the addition of the requested Serving E-DCH Radio Link was successful but the Serving E-DCH 
Radio Link change was unsuccessful, the DRNS shall indicate this in the E-DCH Serving Cell Change 
Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - E-DPCH Handling]: 

[FDD - If the the RADIO LINK ADDITION REQUEST message includes an E-DPCH Information IE, the DRNS shall 
use the new parameters for the related resource allocation operations] 

[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the DRNS shall use the E-TFCS 
Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The DRNS shall apply 
the new TECS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set 
E-TFCI Validity Indicator IE the DRNS shall ignore the value in E-DCH Minimum Set E-TFCI IE. If the E-DCH 
Minimum Set E-TFCI validity indicator IE is absent DRNS shall use the value for the related resource allocation 
operation.] 

[FDD - E-DCH Setup:] 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK ADDITION REQUEST message then:] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in 
the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the DRNS shall use this 
information to optimise MAC-e scheduling decisions.] 
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- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing 
List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation 
operation.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the HARQ Process Allocation For 2ms 
Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource allocation 
operation.] 

- [FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being 
"E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume non- 
scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ 
Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource 
allocation operation.] 

- [FDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type is indicated as being 
"E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume scheduled grants 
being configured for that E-DCH MAC-d flow.] 

[FDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 

- [FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related 
MAC-d flow.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the Bundling Mode Indicator IE for a E- 
DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and 
the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then the DRNS shall use 
the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise the DRNS shall use 
the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Maximum Bitrate IE for an 
E-DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, 
for E-DCH scheduling.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing Overload Level 
IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number of TTIs, 
indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall notify the 
SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Reference Power Offset IE, 
then the DRNS may use this value as a default HARQ power offset if it is not able to decode the MAC-e PDU 
and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-AGCH Power Offset IE in the RL 
Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. The E- 
AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-RGCH Power Offset IE in the RL 
Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power for the RL. 
The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.] 

- [FDD - If the RADIO LINK ADDITION REQUEST message includes the E-HICH Power Offset IE in the RL 
Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power for the RL. 
The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

- [FDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info 
IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information without 
any MAC-d PDUs.] 

[TDD - HS-DSCH Setup]: 

[TDD - If the HS-DSCH Information IE is present in the RADIO LINK ADDITION REQUEST message, then]: 
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- [TDD - The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link 
indicated by the HS-PDSCH RL ID IE.] 

- [TDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information 
Response IE in the RADIO LINK ADDITION RESPONSE message.] 

- [TDD - The DRNS may use the Trajfic Class IE for a specific HS-DSCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 

- [TDD - The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in 
the RADIO LINK ADDITION RESPONSE message.] 

- [TDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Binding ID IE and 
Transport Layer Address IE for establishment of transport bearer for every HS-DSCH MAC-d flow being 
established.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and 
Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, then the DRNC may use the 
transport layer address and the binding identifier received from the SRNC when establishing a transport bearer 
for the concerned HS-DSCH MAC-d flow. If the TNL QoS IE is included for a MAC-d flow and if ALCAP is 
not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in 
the uplink between the DRNS and the SRNC for the related MAC-d flow.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE for 
a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the 
DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority 
Queue.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall use 
this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.] 

- [TDD - The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the HS-DSCH TDD 
Information Response IE in the RADIO LINK ADDITION RESPONSE message for every HS-DSCH MAC-d 
flow being established, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS 
has allocated capacity on user plane as described in [32].] 

- [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH 
Specific Information Response LCR IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK 
ADDITION RESPONSE message.] 

[TDD - Intra-Node B Serving HS-DSCH Radio Link Change]: 

[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the new 
Serving HS-DSCH Radio Link]: 

- [TDD - The DRNC shall include the HARQ Memory Partitioning IE in the HS-DSCH TDD Information 
Response IE in the RADIO LINK ADDITION RESPONSE message.] 

- [TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH 
Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps 
IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.] 

[TDD - E-DCH]: 

[3.84Mcps TDD, 1.28Mcps TDD and 7.68Mcps TDD - If the [3.84Mcps TDD - E-DCH Information IE][1.28Mcps 
TDD - E-DCH Information 1.28Mcps IE] [7.68Mcps TDD - E-DCH Information 7.68Mcps IE] is present in the 
RADIO LINK ADDITION REQUEST message:] 

[TDD - The DRNS shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH 
Serving RL IE.] 
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- [TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d 
flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer 
characteristics to apply in the uplink for the related MAC-d flow.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and 
Binding ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the DRNC 
may use the transport layer address and the binding identifier received from the SRNC when establishing a 
transport bearer for the concerned E-DCH MAC-d flow.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing 
List IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the DRNS shall use this 
information for the related resource allocation operation.] 

- [TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC- 
d Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the DRNS shall assume non- 
scheduled grants are configured for that E-DCH MAC-d flow.] 

- [TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC- 
d Flows Information TDD IE is set to "Scheduled" the DRNS shall assume that it may issue scheduled grants for 
the concerned E-DCH MAC-d flow.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in 
the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the DRNS 
shall use this information to optimise MAC-e scheduling decisions for the related queue.] 

- [3.84Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum 
Bitrate IE in the E-DCH TDD Information IE for an E-DCH, the DRNS shall use this information for the related 
resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [ 1 .28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Physical Layer 
Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the DRNS shall use this information 
for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum 
Bitrate 7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this 
information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

- [3.84Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing 
Overload Level IE in the E-DCH TDD Information IE, then if the DRNS could not decode the E-PUCH for the 
last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a processing 
issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

- [7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing 
Overload Level IE in the E-DCH TDD Information 7.68Mcps IE, then if the DRNS could not decode the E- 
PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because 
of a processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

- [ 1 .28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing 
Overload Level IE in the E-DCH TDD Information LCR IE, then if the DRNS could not decode the E-PUCH for 
the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of a 
processing issue, the DRNS shall notify the SRNC by initiating the Radio Link Failure procedure.] 

[TDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B.] 

- [TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling 
Info IE in the E-DCH MAC-d Flows Information TDD IE, then the DRNS shall use this value as a power offset 
for the transmission of scheduling information without any MAC-d PDUs.] 

[3.84Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non-scheduled Grant Information TDD IE in the E-DCH Information Response IE in 
the RADIO LINK ADDITION RESPONSE message.] 
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- [3.84Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E- 
AGCH(s) assigned in the E-DCH Information Response IE in the RADIO LINK ADDITION RESPONSE 

message.] 

[1.28Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non- scheduled Grant Information LCR TDD IE in the E-DCH Information Response 
1.28Mcps IE in the RADIO LINK ADDITION RESPONSE message.] 

- [1.28Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier, the E- 
AGCH(s) and E-HICH(s) assigned in the E-DCH Information Response 1.28Mcps IE in the RADIO LINK 
ADDITION RESPONSE message.] 

[7.684Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and 
return this in the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE in the E-DCH Information 
Response 7.68Mcps IE in the RADIO LINK ADDITION RESPONSE message.] 

- [7.68Mcps TDD - The DRNS shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E- 
AGCH(s) assigned in the E-DCH Information Response 7.68Mcps IE in the RADIO LINK ADDITION 
RESPONSE message.] 

[3.84Mcps TDD - Intra-Node B Serving E-DCH Radio Link Change]: 

[3.84Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE, this 
indicates the new Serving E-DCH Radio Link]: 

[3.84Mcps TDD - The Node B shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response IE in the E-DCH Information Response IE in the RADIO LINK 
ADDITION RESPONSE message.] 

[1.28Mcps TDD - Intra-Node B Serving E-DCH Radio Link Change]: 

[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE, this 
indicates the new Serving E-DCH Radio Link]: 

[L28Mcps TDD - The Node B shall allocate E-AGCH parameters and E-HICH parameters corresponding to the 
E-DCH and include the E-AGCH Specific Information Response IE and the E-HICH Specific Information 
Response IE in the E-DCH Information Response 1.28Mcps IE in the RADIO LINK ADDITION RESPONSE 

message.] 

[7.68Mcps TDD - Intra-Node B Serving E-DCH Radio Link Change]: 

[7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE, this 
indicates the new Serving E-DCH Radio Link]: 

[7.68Mcps TDD - The Node B shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response 7.68Mcps TDD IE in the E-DCH Information Response 7.68Mcps IE in 
the RADIO LINK ADDITION RESPONSE message.] 

Response message: 

If all requested RLs are successfully added, the DRNC shall respond with a RADIO LINK ADDITION RESPONSE 

message. 

After sending the RADIO LINK ADDITION RESPONSE message the DRNS shall continuously attempt to obtain UL 
synchronisation on the Uu interface. 

For each RL for which the Delayed Activation IE is not included in the RADIO LINK ADDITION REQUEST message 
the DRNS shall: 

[FDD -start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4].] 

[TDD - start transmission on the new RL immediately as specified in ref. [4].] 

For each RL for which the Delayed Activation IE is included in the RADIO LINK ADDITION REQUEST message, the 
DRNS shall: 
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if the Delayed Activation IE indicates "Separate Indication": 

not start any DL transmission for the concerning RL on the Uu interface; 

if the Delayed Activation IE indicates "CFN": 

[FDD - start transmission on the DL DPDCH(s) of the new RL as specified in ref. [4], however never before 
the CFN indicated in the Activation CFN IE.] 

[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in ref. [4].] 

[L28 Mcps TDD - if the DRNS assigns one or more PLCCH sequence numbers to the radio link, then the PLCCH 
assignment(s) shall be sent to the SRNC in the RADIO LINK ADDITION RESPONSE message.] 

8.3.2.3 Unsuccessful Operation 

SRNC DRNC 

RADIO LINK ADDITION REQUEST 



RADIO LINK ADDITION FAILURE 
< 



Figure 8: Radio Linit Addition procedure: Unsuccessful Operation 

If the establishment of at least one RL is unsuccessful, the DRNC shall respond with a RADIO LINK ADDITION 
FAILURE message. DRNC shall include in the RADIO LINK ADDITION FAILURE message a general Cause IE or a 
Cause IE for each failed radio link. The Cause IE indicates the reason for failure. 

[FDD - If some RL(s) were established successfully, the DRNC shall indicate this in the RADIO LINK ADDITION 
FAILURE message in the same way as in the RADIO LINK ADDITION RESPONSE message.] 

[FDD - If the requested Serving HS-DSCH Radio Link Change was successful, or if the addition of the requested 
serving HS-DSCH Radio Link was successful or existed already but the Serving HS-DSCH Radio Link change was 
unsucessful, the DRNS shall indicate this in the HS-DSCH Serving Cell Change Information Response IE in the 
RADIO LINK ADDITION FAILURE message] 

[FDD - If the requested Serving E-DCH Radio Link Change was successful, or if the addition of the requested serving 
E-DCH Radio Link was successful or existed already but the Serving E-DCH Radio Link change was unsucessful, the 
DRNS shall indicate this in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK 
ADDITION FAILURE message.] 

Typical cause values are: 

Radio Network Layer Causes: 

DL Radio Resources not Available; 
UL Radio Resources not Available; 
Combining Resources not Available; 
Combining not Supported 
Cell not Available; 

[FDD - Requested Tx Diversity Mode not Supported]; 
Power Level not Supported; 
- CM not Supported; 

Reconfiguration CFN not Elapsed; 
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Number of DL Codes not Supported; 
Number of UL codes not Supported; 
[FDD - DPC mode change not Supported]; 
Cell reserved for operator use; 
Delayed Activation not supported. 
F-DPCH not supported. 
E-DCH not supported. 

- [FDD - MIMO not supported] 
Transport Layer Causes: 

Transport Resource Unavailable. 
Miscellaneous Causes: 

Control Processing Overload; 

- HW Failure; 

Not enough User Plane Processing Resources. 

8.3.2.4 Abnormal Conditions 

If the RADIO LINK ADDITION REQUEST message includes a C-ID IE corresponding to a cell reserved for operator 
use and the Permanent NAS UE Identity is not available in the DRNC for the considered UE Context, the DRNC shall 
reject the procedure for this particular Radio Link and send the RADIO LINK ADDITION FAILURE message. 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Transmission Gap Pattern Sequence Status 
lEs in the Active Pattern Sequence Information IE and it does not address exactly all ongoing compressed mode 
patterns the DRNS shall reject the Radio Link Addition procedure and shall respond with a RADIO LINK ADDITION 
FAILURE message with the Cause IE value "Invalid CM settings".] 

[FDD - If the RADIO LINK ADDITION REQUEST message is used to establish a new RL without compressed mode 
when compressed mode is active for the existing RL(s) (as specified in subclause 8.3.2.2), and if at least one of the new 
RLs is to be established in a cell that has the same UARFCN (both UL and DL) as at least one cell with an already 
existing RL, the DRNS shall reject the Radio Link Addition procedure and shall respond with a RADIO LINK 
ADDITION FAILURE message with the cause value "Invalid CM settings".] 

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to 
"Individual" in the existing RL(s) and if the DL Reference Power lEs are included in the RL Information IE but the DL 
Reference Power IE is not present for each RL in the RL Information IE, the DRNC shall reject the Radio Link 
Addition procedure and shall respond with a RADIO LINK ADDITION FAILURE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the DL Reference Power lEs in the RL 
Information IE but the power balancing is not active in the existing RL(s) or the power balancing is active with the 
Power Balancing Adjustment Type of the UE Context set to "Common" in the existing RL(s), the DRNC shall reject the 
Radio Link Addition procedure and shall respond with a RADIO LINK ADDITION FAILURE message with the cause 
value "Power Balancing status not compatible".] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Enhanced Primary CPICH Ec/No IE, but 
not the Primary CPICH Ec/No IE, then the DRNC shall reject the procedure using the RADIO LINK ADDITION 
FAILURE message.] 

If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and the Binding ID IE 
in the RL Specific DCH Information IE included in the RL Information IE for a specific RL and the Diversity Control 
Field IE is set to "Must", the DRNC shall reject the Radio Link Addition procedure and respond with the RADIO LINK 
ADDITION FAILURE message. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 75 ETSI TS 1 25 423 V7.4.0 (2007-03) 

If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer 
Address IE and the Binding ID IE in the RL Specific DCH Information IE nor RL Specific E-DCH Information IE in the 
RL Information IE for a specific RL and the Diversity Control Field IE is set to "May", the DRNC shall reject the Radio 
Link Addition procedure and respond with the RADIO LINK ADDITION FAILURE message. 

If ALCAP is not used, if the RADIO LINK ADDITION REQUEST message does not include the Transport Layer 
Address IE and the Binding ID IE in the RL Specific DCH Information IE in the RL Information IE for a specific RL 
and the Diversity Control Field IE is set to "Must Not", the DRNC shall reject the Radio Link Addition procedure and 
respond with the RADIO LINK ADDITION FAILURE message. 

If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE or the Binding ID IE, 
and not both are present for a transport bearer intended to be established, the DRNC shall reject the Radio Link 
Addition procedure and respond with the RADIO LINK ADDITION FAILURE message. 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Serving Cell Change Information 
IE but not the HS-DSCH FDD Information IE and the UE Context is not configured for HS-DSCH, then the DRNS 
shall reject the procedure using the RADIO LINK ADDITION FAILURE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving Cell Change CFNIE but neither the 
Serving E-DCH RL IE nor the HS-DSCH Serving Cell Change Information IE, then the DRNS shall reject the procedure 
using the RADIO LINK ADDITION FAILURE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the Serving E-DCH RL IE but the UE Context is 
not configured for E-DCH, then the DRNS shall reject the procedure using the RADIO LINK ADDITION FAILURE 

message.] 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK ADDITION REQUEST message, but the E- 
DPCH Information IE is not present, then the DRNS shall reject the procedure using the RADIO LINK ADDITION 
FAILURE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH RL Indication IE set to "E-DCH", 
but no E-DCH FDD Information IE, and the UE Context is not configured for E-DCH, then the DRNC shall reject the 
procedure using the RADIO LINK ADDITION FAILURE message.] 

[FDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH FDD Information IE but no E-DCH 
RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK ADDITION 
FAILURE message.] 

[TDD - If the RADIO LINK ADDITION REQUEST message includes the HS-PDSCH RL-ID IE not equal to the RL ID 
IE, the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message.] 

[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Serving RL IE not equal to the RL 
ID IE, the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.] 

If the RADIO LINK ADDITION REQUEST message contains information which would configure a HS-DSCH Radio 
Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the 
DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message. 

If the RADIO LINK ADDITION REQUEST message contains information which would configure an E-DCH Radio 
Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell then the 
DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message. 

[FDD - If the RADIO LINK ADDITION REQUEST message contains the HS-DSCH Serving Cell Change Information 
IE and the E-DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as "HS-DSCH not 
configured" then the DRNC shall reject the procedure using the RADIO LINK ADDITION FAILURE message.] 

8.3.3 Radio Link Deletion 
8.3.3.1 General 

The Radio Link Deletion procedure is used to release the resources in a DRNS for one or more established radio links 
towards a UE. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 
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The Radio Link Deletion procedure may be initiated by the SRNC at any time after establishing a Radio Link. 

8.3.3.2 Successful Operation 



SRNC 



DRNC 



RADIO LINK DELETION REQUEST 



RADIO LINK DELETION RESPONSE 



Figure 9: Radio Linit Deletion procedure, Successful Operation 

The procedure is initiated with a RADIO LINK DELETION REQUEST message sent from the SRNC to the DRNC. 

Upon receipt of this message, the DRNS shall delete the radio link(s) identified by the RL ID IE(s) in the message, shall 
release all associated resources and shall respond to the SRNC with a RADIO LINK DELETION RESPONSE message. 

If the radio link(s) to be deleted represent the last radio link(s) for the UE in the DRNS and if the UE is not using any 
common resources in the DRNS, then the DRNC shall release the UE Context. 

[FDD - After deletion of the RL(s), the UL out-of-sync algorithm defined in ref [10] shall for each of the remaining RL 
Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the 
cells supporting the radio links of the RL Set. The UL in-sync algorithm defined in ref. [10] shall for each of the 
remaining RL Set(s) use the minimum value of the parameters N_INS YNC_IND that are configured in the cells 
supporting the radio links of the RL Set.] 



8.3.3.3 



Unsuccessful Operation 



8.3.3.4 



Abnormal Conditions 



If the RL indicated by the RL ID IE does not exist, the DRNC shall respond with the RADIO LINK DELETION 
RESPONSE message. 

8.3.4 Synchronised Radio Link Reconfiguration Preparation 



8.3.4.1 



General 



The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio 
Link(s) related to one UE-UTRAN connection within a DRNS. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared 
Reconfiguration exists, as defined in subclause 3.1. 



8.3.4.2 



Successful Operation 



SRNC DRNC 

RADIO LINK RECONFIGURATION PREPARE 



RADIO LINK RECONFIGURATION READY 



Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation 
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The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO 
LINK RECONFIGURATION PREPARE message to the DRNC. 

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to 
the parameters given in the message. Unless specified below, the meaning of parameters is specified in other 
specifications. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS 
may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute 
the request. 

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A. 

DCH Modification: 

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Modify lEs, the DRNS shall 
treat them each as follows: 

- If the DCHs To Modify IE includes multiple DCH Specific Info lEs then the DRNS shall treat the DCHs in the 
DCHs To Modify IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new 
configuration only if it can include all of them in the new configuration. 

If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be modified, 
the DRNS shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated 
DCHs in the new configuration. 

If the DCHs To Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs to be modified, the 
DRNS shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

If the DCHs To Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs to be modified, the 
DRNS shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Frame Handling Priority IE for a 
DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The 
received Frame Handling Priority should be used when prioritising between different frames in the downlink on 
the radio interface in congestion situations within the DRNS once the new configuration has been activated. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Traffic Class IE for a DCH to be 
modified, the DRNS should store this information for this DCH in the new configuration. The Traffic Class IE 
may be used to determine the transport bearer characteristics to apply between DRNC and Node B for the related 
DCH or set of co-ordinated DCHs. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics 
Descriptor IE for this DCH indicates the value "RRC". 

[FDD - If the DCHs to Modify' IE contains a DCH Specific Info IE which includes the Unidirectional DCH 
indicator IE set to "Uplink DCH only", the DRNS shall ignore the Transport Format Set IE for the downlink for 
this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.] 

[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH 
indicator IE set to " Downlink DCH only", the DRNS shall ignore the Transport Format Set IE for the uplink for 
this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.] 

If the DCHs To Modify' IE contains a DCH Specific Info IE which includes the Transport Format Set IE for the 
UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in 
the new configuration. 

If the DCHs to Modify IE includes the TNL QoS IE for a DCH or a set of co-ordinated DCHs to be modified and 
if ALCAP is not used, the DRNS may store this information for this DCH in the new configuration. The TNL 
QoS IE may be used to determine the transport bearer characteristics to apply in the uplink for the related DCH 
or set of co-ordinated DCHs. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Transport Format Set IE for the 
DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH 
in the new configuration. 
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If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Allocation/Retention Priority IE, 
the DRNS shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to 
Annex A. 

- [TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the UL, the DRNS shall map the DCH onto 
the referenced UL CCTrCH in the new configuration.] 

- [TDD - If the DCHs To Modify IE includes the CCTrCH ID IE for the DL, the DRNS shall map the DCH onto 
the referenced DL CCTrCH in the new configuration.] 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Guaranteed Rate Information IE, 
the DRNS shall treat the included lEs according to the following: 

If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate in the uplink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the 
guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate 
between the maximum bit rate and the guaranteed bit rate. 

If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate in the downlink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below 
the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user 
rate between the maximum bit rate and the guaranteed bit rate. 

DCH Addition: 

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs To Add lEs, the DRNS shall treat 
them each as follows: 

The DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the 
parameters given in the message and include these DCH in the new configuration. 

If the DCH Information IE includes a DCHs To Add IE with multiple DCH Specific Info lEs, the DRNS shall 
treat the DCHs in the DCHs To Add IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in 
the new configuration only if it can include all of them in the new configuration. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the DRNS 
shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not 
included as a part of the downlink CCTrCH. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the 
DRNS shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not 
included as a part of the uplink CCTrCH. 

[FDD - For each DCH which do not belong to a set of co-ordinated DCHs and which includes a QE-Selector IE 
set to "selected", the DRNS shall use the Transport channel BER from that DCH for the QE in the UL data 
frames. If no Transport channel BER is available for the selected DCH, the DRNS shall use the Physical channel 
BER for the QE, ref. [4]. If the QE-Selector IE is set to "non-selected", the DRNS shall use the Physical channel 
BER for the QE in the UL data frames, ref. [4].] 

For a set of co-ordinated DCHs, the DRNS shall use the Transport channel BER from the DCH with the QE- 
Selector IE set to "selected" for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER is 
available for the selected DCH, the DRNS shall use the Physical channel BER for the QE, ref. [4]. If all DCHs 
have the QE-Selector IE set to "non-selected", the DRNS shall use the Physical channel BER for the QE, ref 
[4].] [TDD - If no Transport channel BER is available for the selected DCH, the DRNS shall use for the QE, 
ref. [4].] 

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new 
configuration. The received Frame Handling Priority should be used when prioritising between different frames 
in the downlink on the Uu interface in congestion situations within the DRNS once the new configuration has 
been activated. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 79 ETSI TS 1 25 423 V7.4.0 (2007-03) 

- If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the DRNS 
may use this information to determine the transport bearer characteristics to apply for the uplink for the related 
DCH or set of co-ordinated DCHs. 

The DRNS should store the Traffic Class IE received for a DCH to be added in the new configuration. The 
Traffic Class IE may be used to determine the transport bearer characteristics to apply between DRNC and Node 
B for the related DCH or set of co-ordinated DCHs. The DRNC should ignore the Traffic Class IE if the TrCH 
Source Statistics Descriptor IE indicates the value "RRC". 

The DRNS shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the 
new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new 
Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new 
Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

- [3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK 
RECONFIGURATION READY message if at least one DSCH or USCH exists in the new configuration.] 

- [ 1 .28Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
RECONFIGURATION READY message if at least one DSCH or USCH exists in the new configuration.] 

- [7.68Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD 7.68Mcps IE in the RADIO LINK 
RECONFIGURATION READY message if at least one DSCH or USCH exists in the new configuration.] 

If the DCHs To Add IE contains a DCH Specific Info IE which includes the Guaranteed Rate Information IE, the 
DRNS shall treat the included lEs according to the following: 

If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate of the uplink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the 
guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate 
between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCHs To Add 
IE does not include the Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the uplink of the 
DCH. 

If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate of the downlink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below 
the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user 
rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCHs To 
Add IE does not include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the downlink 
of the DCH. 

- [TDD - The DRNS shall apply the CCTrCH ID IE (for the DL) in the Downlink of this DCH in the new 

configuration.] 

- [TDD - The DRNS shall apply the CCTrCH ID IE (for the UL) in the Uplink of this DCH in the new 

configuration.] 

DCH Deletion: 

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH To Delete, the DRNS shall not 
include the referenced DCHs in the new configuration. 

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this 
set of co-ordinated DCHs in the new configuration. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 80 ETSI TS 1 25 423 V7.4.0 (2007-03) 

Physical Channel Modification: 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, the 
DRNS shall apply the parameters to the new configuration as follows:] 

[FDD - If the UL DPCH Information IE includes the Uplink Scrambling Code IE, the DRNS shall apply this 
Uplink Scrambling Code to the new configuration.] 

[FDD - If the UL DPCH Information IE includes the Min UL Channelisation Code Length IE, the DRNS shall 
apply the new Min UL Channelisation Code Length in the new configuration. The DRNS shall apply the 
contents of the Max Number of UL DPDCHs IE (if it is included) in the new configuration.] 

- [FDD - If the UL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the UL 
when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the 
uplink of the new configuration.] 

- [FDD - If the UL DPCH Information IE includes the UL DPCCH Slot Format IE, the DRNS shall apply the new 
UpUnk DPCCH Slot Format to the new configuration.] 

- [FDD - If the UL DPCH Information IE includes the UL SIR Target IE, the DRNS shall use the value for the UL 
inner loop power control when the new configuration is being used.] 

[FDD - If the UL DPCH Information IE includes the Puncture Limit IE, the DRNS shall apply the value in the 
uplink of the new configuration.] 

[FDD - If the UL DPCH Information IE includes the Diversity Mode IE, the DRNS shall apply diversity 
according to the given value.] 

- [FDD - If the UL DPCH Information IE includes the UL DPDCH Indicator For E-DCH Operation IE and it is 
set to "UL DPDCH not present", the UL DPDCH resources shall be removed from the configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE and the 
concerned UE Context is configured to use F-DPCH in the downlink in the old configuration, the DRNS shall configure 
the concerned UE Context to use DPCH in the downlink in the new configuration. In this case, if at least one 
Transmission Gap Pattern Sequence is configured with an SF/2 downlink compressed mode method in the new 
configuration, the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the 
RADIO LINK RECONFIGURATION READY message indicating for each Channelisation Code whether the 
alternative scrambling code shall be used or not]. 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power 
Information IE, the DRNS shall use the information contained in it for the power settings of the DL DPCH. In 
particular, if the received Inner Loop DL PC Status IE is set to "Active", the DRNS shall activate the inner loop 
DL power control for all RLs. If Inner Loop DL PC Status IE is set to "Inactive", the DRNS shall deactivate the 
inner loop DL power control for all RLs according to ref [10]. Furthermore, the DRNC shall include the DL 
Code Information IE in the RADIO LINK RECONFIGURATION READY.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE, the 
DRNS shall apply the parameters to the new configuration as follows:] 

[FDD - If the DL DPCH Information IE includes the Number ofDL Channelisation Codes IE, the DRNS shall 
allocate given number of Downlink Channelisation Codes per Radio Link and apply the new Downlink 
Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new 
configuration shall be included in the RADIO LINK RECONFIGURATION READY message within the DL 
Code Information IE as a FDD DL Channelisation Code Number IE when sent to the SRNC. If some 
Transmission Gap Pattern sequences using "SF/2" method are already initialised in the DRNS, DRNC shall 
include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK 
RECONFIGURATION READY message in case the DRNS selects to change the Scrambling code change 
method for one or more DL Channelisation Code.] 

[FDD - When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped 
on to DL DPDCHs according to [8]. When/? number of DL DPDCHs are assigned to each RL, the first pair of 
DL Scrambling Code and FDD DL Channelisation Code Number corresponds to " PhCH number 1", the second 
to "PhCH number 2", and so on until the/?th to " PhCH number p" .] 
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- [FDD - If the DL DPCH Information IE includes the TFCS IE, the DRNS shall use the TFCS IE for the DL 
when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the 
Downlink of the new configuration.] 

- [FDD - If the DL DPCH Information IE includes the DL DPCH Slot Format IE, the DRNS shall apply the new 
slot format used in DPCH in DL.] 

- [FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the DRNS shall apply the new 
signalling mode of the TFCI.] 

[FDD - If the DL DPCH Information IE includes the Multiplexing Position IE, the DRNS shall apply the new 
parameter to define whether fixed or flexible positions of transport channels shall be used in the physical 
channel.] 

[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Used", the DRNS shall, 
if supported, use Limited Power Increase according to ref. [10] subclause 5.2. 1 for the inner loop DL power 
control in the new configuration.] 

- [FDD - If the DL DPCH Information IE includes the Limited Power Increase IE set to "Not Used", the DRNS 
shall not use Limited Power Increase for the inner loop DL power control in the new configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE, the 
DRNS shall configure the concerned UE Context to use F-DPCH in the downlink in the new configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern 
Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to 
be used in the new Compressed Mode Configuration. Any Transmission Gap Pattern Sequences already existing in the 
previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode 
Configuration has been activated or once the previous Compressed Mode Configuration has been deactivated. This new 
Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is 
configured in the DRNS or until the last Radio Link is deleted.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Transmission Gap Pattern 
Sequence Information IE and the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern 
Sequence within the Transmission Gap Pattern Sequence Information IE is set to "SF/2" and the UE Context is 
configured to use DPCH in the downlink in the new configuration, the DRNC shall include the Transmission Gap 
Pattern Sequence Scrambling Code Information IE in the RADIO LINK RECONFIGURATION READY message 
indicating for each Channelisation Code whether the alternative scrambling code shall be used or not]. 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DPCH Information IE, the 
DRNS shall apply the parameters to the new configuration as follows:] 

- [FDD - If the E-DPCH Information IE includes the Maximum Set ofE-DPDCHs IE, the DRNS shall aplly the 
contents of the Maximum Set in the new configuration.] 

[FDD - If the E-DPCH Information IE includes the Puncture Limit IE, the DRNS shall apply the value in the 
uplink of the new configuration] 

- [FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the DRNS shall use the E-TFCS 
Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The DRNS 
shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E- 
DCH Minimum Set E-TFCI Validity Indicator IE the DRNS shall ignore the value in E-DCH Minimum Set E- 
TFCI IE. If the E-DCH Minimum Set E-TFCI validity indicator IE is absent DRNS shall use the value for the 
related resource allocation operation.] 

[FDD - If the E-DPCH Information IE includes the E-TTI IE, the DRNS shall use the value when the new 
configuration is being used.] 

- [FDD - If the E-DPCH Information IE includes the E-DPCCH Power Offset IE, the DRNS shall use the value 
when the new configuration is being used.] 

[FDD - If the E-DPCH Information IE includes the E-RGCH 2-Index-Step IE, the DRNS shall use the value 
when the new configuration is being used.] 
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- [FDD - If the E-DPCH Information IE includes the E-RGCH 3-Index-Step IE, the DRNS shall use the value 
when the new configuration is being used.] 

- [FDD - If the E-DPCH Information IE includes the E-DCH HARQ Info IE, the DRNS shall use the value when 
the new configuration is being used.] 

[FDD - If the E-DPCH Information IE includes the HS-DSCH Configured Indicator IE, the DRNS shall use the 
value when the new configuration is being used.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPAR message includes the Continuous Packet Connectivity 
DTX-DRX Information IE, then:] 

[FDD - The DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DTX 
operation according to [10].] 

[FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, 
then the DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DRX operation 
according to [10].] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity 
DTX-DRX Information To Modify IE, then:] 

[FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information 
To Modify' IE, then the DRNS shall apply the indicated Offset in UE DTX DRX Cycle IE in the new 
configuration.] 

[FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To 
Modify IE, then the DRNS shall use this value to determine the beginning of uplink transmission in the new 
configuration according to [10].] 

[FDD - If the DTX Information To Modify' IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall use this information to modify the indicated DTX Information 
parameter in the new configuration.] 

[FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall use this information to modify the indicated DRX Information 
in the new configuration.] 

[FDD - If the CPC DPCCH Slot Format IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall apply the indicated DPCCH slot format in the new 
configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity 
HS-SCCH less Information IE, then:] 

- [FDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for 
Continuous Packet Connectiviy HS-SCCH less operation according to [10].] 

- [FDD - The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the 
Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK 
RECONFIGURATION READY message.] 

- [FDD - If at least one of HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall include HS- 
PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION READY message.] 

[TDD - UL/DL CCTrCH Modification] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH To Modify' lEs or 
DL CCTrCH To Modify' lEs, then the DRNS shall treat them each as follows:] 

- [TDD - If any of the UL CCTrCH To Modify' lEs or DL CCTrCH To Modify' lEs includes any of the TFCS IE, 
TFCI coding IE, Puncture limit IE, or TPC CCTrCH ID lEs the DRNS shall apply these as the new values, 
otherwise the previous values specified for this CCTrCH are still applicable.] 

[TDD - If any of the following listed DPCH information lEs are modified in the new prepared configuration, the 
DRNC shall include in the RADIO LINK RECONFIGURATION READY message the lEs indicating the new 
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values: Repetition Period IE, Repetition Length IE, TDD DPCH Offset IE, [3.84Mcps TDD - UL Timeslot 
Information IE,] [1.28Mcps TDD - UL Timeslot Information LCR IE,] [7.68 Mcps TDD - UL Timeslot 
Information 7.68 Mcps IE,] [3.84Mcps TDD - DL Timeslot Information IE,] [1.28Mcps TDD - DL Timeslot 
Information LCR IE,] [7.68 Mcps TDD - DL Timeslot Information 7.68 Mcps IE,] [3.84Mcps TDD - Midamble 
Shift And Burst Type IE,] [1.28Mcps TDD - Midamble Shift LCR IE,] [7.68 Mcps TDD - Midamble Shift And 
Burst Type 7.68 Mcps IE,] TFCI Presence IE, [3.84Mcps TDD - TDD Channelisation Code IE,] [1.28Mcps 
TDD - and/or TDD Channelisation Code LCR IE,] [7.68 Mcps TDD - TDD Channelisation Code 7.68 Mcps IE,] 
[1.28Mcps TDD - TDD UL DPCH Time Slot Format LCR IE or TDD DL DPCH Time Slot Format LCR IE].] 

- [1.28Mcps TDD - If the UL CCTrCH To Modify IE includes the UL SIR Target IE, the DRNS shall use the value 
for the UL inner loop power control according [12] and [22] in the new configuration.] 

- [TDD - If any of the DL CCTrCH To Modify lEs includes any TPC CCTrCH ID lEs, the DRNS shall apply these 
as the new values, otherwise the previous values specified for this CCTrCH are still applicable.] 

- [ 1 .28Mcps TDD - If the UL CCTrCH to Modify IE includes the TDD TPC Uplink Step Size IE, the DRNS shall 
apply this value to the uplink TPC step size in the new configuration.] 

- [TDD - If the DL CCTrCH to Modify' IE includes the TDD TPC Downlink Step Size IE, the DRNS shall apply 
this value to the downlink TPC step size in the new configuration.] 

- [ 1 .28 Mcps TDD - if the DRNS modifies, deletes or grants a new PLCCH assignment(s) to the UL CCTrCH, 
then the resulting PLCCH assignment(s) shall be sent to the SRNC in the RADIO LINK RECONFIGURATION 
READY message.] 

[TDD - UL/DL CCTrCH Addition] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH To Add lEs or DL 
CCTrCH To Add lEs, the DRNS shall include this CCTrCH in the new configuration.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DCHs to Add lEs, the DRNC 
shall include in the RADIO LINK RECONFIGURATION READY message the DPCH information in [3.84Mcps TDD 
- UL DPCH to be Added lE/DL DPCH to be Added lEs] [ 1 .28Mcps TDD - UL DPCH to be Added LCR lE/DL DPCH 
to be Added LCR lEs] [7.68 Mcps TDD - UL DPCH to be Added 7.68 Mcps lE/DL DPCH to be Added 7.68 Mcps lEs]. 
[3.84Mcps TDD - If no UL DPCH is active before a reconfiguration which adds an UL DPCH, and if a valid Rx Timing 
Deviation measurement is known in DRNC, then the DRNC shall include the Rx Timing Deviation IE (or the Rx Timing 
Deviation 3.84 Mcps Extended IE if the cell containing the radio link is configured for extended timing advance) in the 
RADIO LINK RECONFIGURATION READY message]. [7.68 Mcps TDD - If no UL DPCH is active before a 
reconfiguration which adds an UL DPCH, and if a valid Rx Timing Deviation measurement is known in DRNC, then 
the DRNC shall include the Rx Timing Deviation 7.68 Mcps IE in the RADIO LINK RECONFIGURATION READY 
message].] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD TPC Downlink Step Size IE 
within a DL CCTrCH To Add IE, the DRNS shall set the TPC step size of that CCTrCH to that value, otherwise the 
DRNS shall use the same value as the lowest numbered DL CCTrCH in the current configuration.] 

[1.28Mcps TDD - The DRNS shall use the UL SIR Target IE in the UL CCTrCH To Add IE as the UL SIR value for the 
inner loop power control for this CCTrCH according [12] and [22] in the new configuration.] 

[TDD - If any of the DL CCTrCH To Add lEs includes any TPC CCTrCH ID lEs, the DRNS shall configure the 
identified UL CCTrCHs with TPC according to the parameters given in the message.] 

[ 1 .28Mcps TDD - If the UL CCTrCH To Add IE includes TDD TPC Uplink Step Size IE, the DRNS shall apply the 
uplink TPC step size in the new configuration.] 

[1.28 Mcps TDD - if the DRNS grants a PLCCH assignment(s) to the UL CCTrCH, then the resulting PLCCH 
assignment(s) shall be sent to the SRNC in the RADIO LINK RECONFIGURATION READY message.] 

[TDD - UL/DL CCTrCH Deletion] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any UL CCTrCH To Delete lEs or 
DL CCTrCH To Delete lEs, the DRNS shall remove this CCTrCH in the new configuration, and the DRNC shall 
include in the RADIO LINK RECONFIGURATION READY message corresponding UL DPCH to be Deleted lEs and 
DL DPCH to be Deleted lEs.] 
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DL Power Control: 

[FDD - If the RL Information IE includes the DL Reference Power lEs and power balancing is active, DRNS 
shall update the reference power of the power balancing in the indicated RL(s), if updating of power balancing 
parameters by the RADIO LINK RECONFIGURATION PREPARE message is supported, when the new 
configuration has been activated, according to subclause 8.3.15, using the DL Reference Power IE. If the CFN 
modulo the value of the Adjustment Period IE is not equal to 0, the power balancing continues with the old 
reference power until the end of the current adjustment period, and the updated reference power shall be used 
from the next adjustment period.] 

[FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION PREPARE message is 
supported by the DRNS, the DRNC shall include the DL Power Balancing Updated Indicator IE in the RL Information 
Response IE for each affected RL in the RADIO LINK RECONFIGURATION READY message.] 

[TDD - DSCH Addition/Modification/Deletion]: 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH To Add, DSCH To 
Modify or DSCH To Delete lEs, then the DRNS shall use this information to add/modify/delete the indicated DSCH 
channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH To Add IE, then the 
DRNS shall use the Allocation/Retention Priority IE, Scheduling Priority Indicator IE and TrCH Source Statistics 
Descriptor IE to define a set of DSCH Priority classes each of which is associated with a set of supported MAC-c/sh 
SDU lengths.] 

[TDD - The DRNC shall include in the RADIO LINK RECONFIGURATION READY message both the Transport 
Layer Address IE and the Binding ID IE for the transport bearer to be established for each added DSCH.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH To Add IE, then the 
DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node 
B for the related DSCHs.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the TNL QoS IE in the DSCH TDD 
Information IE and if ALCAP is not used, the DRNS may use the TNL QoS IE to determine the transport bearer 
characteristics to apply in the uplink for the related DSCH.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any DSCH To Modify IE, then the 
DRNS shall treat them each as follows:] 

- [TDD - The DRNC shall include in the RADIO LINK RECONFIGURATION READY message both the 
Transport Layer Address IE and the Binding ID IE for any new transport bearer to be established for each 
modified DSCH.] 

- [TDD - If the DSCHs To Modify IE includes the CCTrCH ID IE, then the DRNS shall map the DSCH onto the 
referenced DL CCTrCH.] 

[TDD - If the DSCHs To Modify IE includes any of the Allocation/Retention Priority IE, Scheduling Priority 
Indicator IE or TrCH Source Statistics Descriptor IE, the DNRS shall use them to update the set of DSCH 
Priority classes each of which is associated with a set of supported MAC-c/sh SDU lengths.] 

- [TDD - If the DSCHs To Modify IE includes any of the Transport Format Set IE or BLER IE, the DRNS shall 
apply the parameters to the new configuration.] 

[TDD - If the DSCHs To Modify' IE includes the Traffic Class IE, the DRNS may use this information to 
determine the transport bearer characteristics to apply between DRNC and Node B for the related DSCHs.] 

- [TDD - If the DSCHs To Modify IE includes the TNL QoS IE and if ALCAP is not used, the DRNS may use the 
TNL QoS IE to determine the transport bearer characteristics to apply in the uplink for the related DSCH.] 

[3.84 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK 
RECONFIGURATION READY message if a DSCH is added and at least one DCH exists in the new configuration. 
The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK RECONFIGURATION 
READY message if the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH 
than selected by the UE from system information.] 
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[1.28 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
RECONFIGURATION READY message if a DSCH is added and at least one DCH exists in the new configuration. 
The DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK RECONFIGURATION 
READY message if the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH 
than selected by the UE from system information.] 

[7.68 Mcps TDD - The DRNC shall include the Secondary CCPCH Info 7.68 Mcps TDD IE in the RADIO LINK 
RECONFIGURATION READY message if a DSCH is added and at least one DCH exists in the new configuration. 
The DRNC shall also include the Secondary CCPCH Info 7.68 Mcps TDD IE in the RADIO LINK 
RECONFIGURATION READY message if the SHCCH messages for this radio link will be transmitted over a different 
secondary CCPCH than selected by the UE from system information.] 

[TDD - The DRNC shall include the DSCH Initial Window Size IE in the RADIO LINK RECONFIGURATION 
READY message for each DSCH, if the DRNS allows the SRNC to start transmission of MAC-c/sh SDUs before the 
DRNS has allocated capacity on user plane as described in [32].] 

[TDD USCH Addition/Modification/Deletion] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH To Modify, USCH To 
Add or USCH To Delete lEs, then the DRNS shall use this information to add/modify/delete the indicated USCH 
channels to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH To Add IE, then, the 
DRNS shall use the Allocation/Retention Priority IE, Scheduling Priority Indicator IE and TrCH Source Statistics 
Descriptor IE to define a set of USCH Priority classes each of which is associated with a set of supported MAC-c/sh 
SDU lengths.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH To Add IE, then the 
DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node 
B for the related USCHs.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH To Add IE, if the TNL 
QoS IE is included and if ALCAP is not used, the DRNS may use the TNL QoS IE to determine the transport bearer 
characteristics to apply for the related USCHs.] 

[TDD - The DRNC shall include in the RADIO LINK RECONFIGURATION READY message both the Transport 
Layer Address IE and the Binding ID IE for the transport bearer to be established for each added USCH.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any USCH To Modify IE, then the 
DRNS shall treat them each as follows:] 

[TDD - If the USCH To Modify' IE includes any of the Allocation/Retention Priority IE, Scheduling Priority 
Indicator IE or TrCH Source Statistics Descriptor IE, the DNRS shall use them to update the set of USCH 
Priority classes.] 

- [TDD - If the USCH To Modify IE includes any of the CCTrCH ID IE, Transport Format Set IE, BLER IE or RB 
Info IE, the DRNS shall apply the parameters to the new configuration.] 

[TDD - If the USCHs To Modify IE includes the Traffic Class IE, the DRNS may use this information to 
determine the transport bearer characteristics to apply between DRNC and Node B for the related USCHs.] 

- [3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK 
RECONFIGURATION READY message if a USCH is added and at least one DCH exists in the new 
configuration. The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK 
RECONFIGURATION READY message if the SHCCH messages for this radio link will be transmitted over a 
different secondary CCPCH than selected by the UE from system information.] 

- [1.28Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
RECONFIGURATION READY message if a USCH is added and at least one DCH exists in the new 
configuration. The DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK 
RECONFIGURATION READY message if the SHCCH messages for this radio Unk will be transmitted over a 
different secondary CCPCH than selected by the UE from system information.] 

- [7.68Mcps TDD - The DRNC shall include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO LINK 
RECONFIGURATION READY message if a USCH is added and at least one DCH exists in the new 
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configuration. The DRNC shall also include the Secondary CCPCH Info 7.68Mcps TDD IE in the RADIO LINK 
RECONFIGURATION READY message if the SHCCH messages for this radio link will be transmitted over a 
different secondary CCPCH than selected by the UE from system information.] 

- [TDD - if the TNL QoS IE is included and if ALCAP is not used, the DRNS may use the TNL QoS IE to 
determine the transport bearer characteristics to apply for the related USCHs.] 

- [TDD - The DRNC shall include in the RADIO LINK RECONFIGURATION READY message both the 
Transport Layer Address IE and the Binding ID IE for any new transport bearer to be established for each 
modified USCH.] 

RL Information: 

[FDD - If the RL Information IE includes the DL DPCH Timing Adjustment IE, the DRNS shall adjust the timing of the 
radio link accordingly in the new configuration. If the UE Context is configured to use F-DPCH in the downlink in the 
new configuration, the DRNC may include the DL Code Information IE in the RADIO LINK RECONFIGURATION 
READY message.] 

HS-DSCH Setup: 

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, then: 

The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by 
the HS-PDSCH RL ID IE. 

- The DRNC shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information 
Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION 
READY message. 

- The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the 
RADIO LINK RECONFIGURATION READY message. 

The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer 
characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the 
value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class 
IE. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the 
DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH 
Information Response IE. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE 
for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the 
DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority 
Queue. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall 
use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue. 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD 
Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK 
RECONFIGURATION READY message for every HS-DSCH MAC-d flow being estabHshed, if the DRNS 
allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane 
as described in [32]. 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset 
IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The 
HS-SCCH Power Offset should be appUed for any HS-SCCH transmission to this UE.] 
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[FDD - The DRNC shall include the Measurement Power Ojfset IE in the HS-DSCH Information Response IE 
in the RADIO LINK RECONFIGURATION READY message.] 

[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include 
the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO 
LINK RECONFIGURATION READY message.] 

[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [L28Mcps TDD - HS-SCCH 
Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps 
IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY 

message.] 

[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode 
IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described 
in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is 
applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH 
Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ 
Preamble Mode IE is not included or if the mode is applied, then the DRNC shall not include the HARQ 
Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK 
RECONFIGURATION READY message.] 

- [FDD - If the MIMO Information IE is included in the HS-DSCH FDD Information IE, then] 

- [FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link and use the UE reporting 
configuration in MIMO N/M ratio IE according to [10].] 

- [FDD - The DRNS shall decide the pilot configuration for MIMO and include the MIMO Information 
Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION 
READY message.] 

Intra-DRNS Serving HS-DSCH Radio Link Change: 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE, this indicates the 
new Serving HS-DSCH Radio Link: 

- The DRNS shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS- 
PDSCH resources on the new Serving HS-DSCH Radio Link. 

- The DRNC may include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information 
Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION 
READY message. 

If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the 
DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH 
Information Response IE. 

- The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the 
RADIO LINK RECONFIGURATION READY message. 

If a reset of the MAC-hs is not required the DRNS shall include the MAC-hs Reset Indicator IE in the RADIO 
LINK RECONFIGURATION READY message. 

[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE 
in the RADIO LINK RECONFIGURATION READY message.] 

[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include 
the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO 
LINK RECONFIGURATION READY message.] 

[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1 .28Mcps TDD - HS-SCCH 
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Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps 
IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY 

message.] 

[TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information IE] [1.28 
Mcps TDD - HS-PDSCH Timeslot Specific Information LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot 
Specific Information 7.68 Mcps IE] in the HS-DSCH Information Response IE in the RADIO LINK 
RECONFIGURATION READY message.] 

- [FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow in 
the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the 
RADIO LINK RECONFIGURATION READY message. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the 
DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC 
for the related MAC-d flow. 

HS-DSCH Modification: 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, 
then: 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being 
modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE, if the 
DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user 
plane as described in [32]. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the Trafi'ic Class IE in the HS-DSCH 
Information To Modify IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to 
determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore 
the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow 
indicates the value "RRC". 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE 
in the HS-DSCH Information To Modify' IE, the DRNS shall use this information to optimise MAC-hs 
scheduling decisions for the related HSDPA Priority Queue. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH Information To Modify IE, then the DRNS shall use this information to discard out-of- 
date MAC-hs SDUs from the related HSDPA Priority Queue. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size IE or Tl 
IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated values in the new 
configuration for the related HSDPA Priority Queue. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-d PDU Size Index IE in the 
Modify' Priority Queue choice, the DRNS shall delete the previous list of MAC-d PDU Size Index values for the 
related HSDPA Priority Queue and use the MAC-d PDU Size Index values indicated in the MAC-d PDU Size 
Index IE in the new configuration. 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k 
IE, the CQI Repetition Factor IE, the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK 
Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify' IE, then the DRNS shall 
use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition 
Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.] 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 89 ETSI TS 1 25 423 V7.4.0 (2007-03) 

[FDD - If the HS-SCCH Power Ojfset IE is included in the HS-DSCH Information To Modify IE, the DRNS 
may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any 
HS-SCCH transmission to this UE.] 

- [TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD ACK NACK Power 
Ojfset IE in the HS-DSCH Information To Modify' IE, the DRNS shall use the indicated power offset in the new 
configuration.] 

[FDD - If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the 
DRNS may modify the HS-SCCH codes corresponding to the HS-DSCH. The DRNC shall then report the 
codes which are used in the new configuration specified in the HS-SCCH Specific Information Response IE in 
the RADIO LINK RECONFIGURATION READY message.] 

[FDD - If the HS-DSCH Information To Modify' IE includes the HS-PDSCH Code Change Grant IE, then the 
DRNS may modify the HS-PDSCH codes corresponding to the HS-DSCH. The DRNC shall then report the 
codes which are used in the new configuration specified in the Continuous Packet Connectivity HS-SCCH less 
Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the concerned 
DRNS is not in Continuous Packet Connectivity HS-SCCH less mode, the SRNC shall not include the HS- 
PDSCH Code Change Grant IE in the the HS-DSCH Information To Modify IE.] 

[TDD - If the HS-DSCH Information To Modify' IE includes the HS-SCCH Code Change Grant IE, then the 
DRNS may modify the HS-SCCH parameters corresponding to the HS-DSCH. The DRNC shall then report the 
values for the parameters which are used in the new configuration specified in the [3.84Mcps TDD - HS-SCCH 
Specific Information Response IE] [L28Mcps TDD - HS-SCCH Specific Information Response LCR IE] [7.68 
Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps IE] in the RADIO LINK 
RECONFIGURATION READY message.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode 
IE in the HS-DSCH Information To Modify IE, then the Node B shall use the indicated HARQ Preamble Mode 
in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and postamble is 
supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode 
Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION 
READY message. If the HARQ Preamble Mode IE is not included or if the mode is applied, then the DRNC 
shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE 
in the RADIO LINK RECONFIGURATION READY message.] 

- [FDD - If the MIMO Information To Modify IE is included in the HS-DSCH Information To Modify IE, then] 

- [FDD - If the MIMO Mode Indicator IE is included in the MIMO Information To Modify' IE, then 

- [FDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new 
configuration in accordance with the MIMO Mode Indicator IE.] 

- [FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot 
configuration for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

- [FDD - If the MIMO N/M ratio IE is included in the MIMO Information To Modify' IE, then the DRNS shall 
use the new UE reporting configuration in MIMO N/M ratio IE according to [10].] 

HS-DSCH MAC-d Flow Addition/Deletion: 

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH MAC-d Flows To Add or HS- 
DSCH MAC-d Flows To Delete lEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH 
MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated 
Priority Queues shall also be removed. 

If the RADIO LINK RECONFIGURATION PREPARE message includes w HS-DSCH MAC-d Flows To Delete IE 
requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the 
HS-DSCH configuration from the UE Context and release the HS-PDSCH resources. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d Flows To Add IE, 
then: 
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The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer 
characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the 
value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class 
IE. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

- The DRNC shall include the HS-DSH Initial Capacity Allocation IE in the RADIO LINK 
RECONFIGURATION READY message for every HS-DSCH MAC-d flow being added, if the DRNS allows 
the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as 
described in [32]. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE 
in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs 
scheduling decisions for the related HSDPA Priority Queue. 

- If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of- 
date MAC-hs SDUs from the related HSDPA Priority Queue. 

- The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION 
READY message. 

[FDD - E-DCH Setup:] 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message 
then:] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH Logical Channel Information IE in the E-DCH FDD Information IE, then the DRNS shall 
use this information to optimise MAC-e scheduling decisions.] 

[FDD - For all RLs having a common generation of E-RGCH information with another RL, or are candidates for 
a common generation of E-RGCH information with another RL, when this DRNS would contain the E-DCH 
serving RL, the DRNS shall assign to each RL the same value for the E-DCH RL Set ID IE, included in the 
RADIO LINK RECONFIGURATION READY message, to uniquely identify these RLs as members of the same 
E-DCH RL Set within the UE Context.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow 
Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource 
allocation operation.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation 
For 2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource 
allocation operation.] 

- [FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated 
as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume non- 
scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the WARQ 
Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource 
allocation operation.] 

- [FDD - If in the RADIO LINK RECONFIGURATION PREPARE message the E-DCH Grant Type is indicated 
as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume 
scheduled grants being configured for that E-DCH MAC-d flow.] 

- [FDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 
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- [FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related 
MAC-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator 
IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD 
Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then 
the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, otherwise 
the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate 
IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing 
Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number 
of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall 
notify the SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH ReferencePower 
Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the 
MAC-e PDU and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. 
The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power 
for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power 
for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

[FDD - E-DCH Radio Link Handling:] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE in the 
RL Information IE:] 

[FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the 
Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

- [FDD - The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall 
include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE 
and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control 
Channel Information IE in the RADIO LINK RECONFIGURATION READY message for every RL indicated 
by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

[FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E- 
DCH RL Indication IE set to "Non E-DCH", in the RL Information IE.] 

[FDD - Serving E-DCH Radio Link Change:] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL ID IE, this 
indicates the new Serving E-DCH Radio Link:] 

- [FDD - If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources 
of the old Serving E-DCH Radio Link at the activation of the new configuration.] 

- [FDD - If the new Serving E-DCH RL is within this DRNS:] 
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[FDD - the DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the 
new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of 
the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information 
Response IE for the indicated RL in the RADIO LINK RECONFIGURATION READY message.] 

[FDD - The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the 
RADIO LINK RECONFIGURATION READY message for the initial grant for the new serving E-DCH 
RL.] 

[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled 
transmission shall be changed, the DRNS shall allocate resources according to the new/changed 
configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the 
RADIO LINK RECONFIGURATION READY message.] 

- [FDD - If a serving cell change is performed the RADIO LINK RECONFIGURATION READY message 
may contain invalid data (see 9.2.2.4C).] 

[FDD - The DRNS may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature 
Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release 
Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK 
RECONFIGURATION READY message for every E-DCH Radio Links in the DRNS.] 

- [FDD - If the DRNS has no valid data for the E-RGCH and E-HICH Channelisation Code IE in the E-DCH 
FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION READY message, then 
it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE in the E-DCH FDD DL 
Control Channel Information IE, to indicate that the E-RGCH and E-HICH Channelisation Code IE contains 
invalid data.] 

[FDD - E-DCH Modification:] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To 
Modify IE, then:] 

[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE 
which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention 
Priority to this E-DCH in the new configuration according to Annex A.] 

- [FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related 
MAC-d flow.] 

- [FDD -If the Traffic Class IE is included for an E-DCH MAC-d flow then the DRNS may use the Traffic Class 
IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC 
and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this 
specific E-DCH MAC-d flow indicates the value "RRC".] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Data Description 
Indicator IE, the DRNC shall use the DDI values indicated in the Data Description Indicator IE in the new 
configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH FDD Information To Modify IE, the DRNS shall use this information to optimise MAC-e 
scheduling decisions.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum Number of 
Retransmissions for E-DCH IE for an E-DCH MAC-d flow in the E-DCH FDD Information To Modify IE, then 
the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH HARQ Power 
Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the DRNS shall use 
this information for calculating the unquantised gain factor for an E-TFC iPed.j.uq)^^ defined in [10].] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flow 
Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource 
allocation operation.] 
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- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and 
it is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS 
shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information 
within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the 
related resource allocation operation.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Grant Type and 
it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall 
assume scheduled grants being configured for that E-DCH MAC-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel 
To Add or E-DCH Logical Channel To Delete lEs, the DRNS shall use this information to add/delete the 
indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also 
removed.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Logical Channel 
To Modify IE, the DRNS shall use this information to modify the indicated logical channels:] 

[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS 
shall apply the values in the new configuration.] 

[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall 
apply the values in the new configuration.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Bundling Mode Indicator 
IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD 
Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to 
"2ms", then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, 
otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d 
flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Process Allocation 
For 2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource 
allocation operation.] 

- [FDD - If the E-DCH serving RL is in this DRNS, the DRNS may choose to change the E-DCH HARQ process 
allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the DRNS shall allocate 
resources according to the new/changed configuration and include the new/changed configuration in the E-DCH 
FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Maximum Bitrate 
IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Processing 
Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number 
of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall 
notify the SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH ReferencePower 
Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the 
MAC-e PDU and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-AGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. 
The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-RGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power 
for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.] 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 94 ETSI TS 1 25 423 V7.4.0 (2007-03) 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-HICH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power 
for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-e Reset Indicator IE 
in the E-DCH FDD Information To Modify IE, then the DRNS shall use this value to determine whether MAC-e 
Reset is performed in the UE for sending the HARQ Failure Indication.] 

[FDD - E-DCH MAC-d Flow Addition:] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Add IE, 
then the DRNS shall use this information to add the indicated E-DCH MAC-d flows.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add 
IE, then:] 

[FDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall 
use this information to optimise MAC-e scheduling decisions.] 

[FDD - E-DCH MAC-d Flow Deletion:] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete 
lEs, then the DRNS shall use this information to delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d 
flow is deleted, all its associated configuration shall also be removed.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete 
IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNC shall delete the E- 
DCH configuration from the UE Context and release the E-DCH resources.] 

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]: 

[L28Mcps TDD -If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated values 
of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of the UL 
synchronisation.] 

[1.28Mcps TDD - Uplink Timing Advance Control LCR]: 

[L28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK 
RECONFIGURATION READY message, if the Uplink Timing Advance Control parameters have been changed.] 

[TDD - DSCH RNTI Addition/Deletion]: 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the PDSCH RL ID IE, then the 
DRNS shall use it as the new RL identifier for PDSCH and PUSCH.] 

- [TDD - If the indicated PDSCH RL ID is in the DRNS and there was no DSCH-RNTI allocated to the UE 
Context, the DRNC shall allocate a DSCH-RNTI to the UE Context and include the DSCH-RNTI IE in the 
RADIO LINK RECONFIGURATION READY message.] 

- [TDD - If the indicated PDSCH RL ID is in the DRNS and there was a DSCH-RNTI allocated to the UE 
Context, the DRNC shall allocate a new DSCH-RNTI to the UE Context, release the old DSCH-RNTI and 
include the DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.] 

- [TDD - If the indicated PDSCH RL ID is not in the DRNS and there was a DSCH-RNTI allocated to the UE 
Context, the DRNC shall release this DSCH-RNTI.] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DSCHs To Delete IE and/or a 
USCHs To Delete IE which results in the deletion of all DSCH and USCH resources for the UE Context, then the 
DRNC shall release the DSCH-RNTI allocated to the UE Context, if there was one.] 
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[FDD - Phase Reference Handling]: 

[FDD - If Primary CPICH usage for channel estimation information has been reconfigured, the DRNC shall include the 
Primary CPICH Usage For Channel Estimation IE in the RADIO LINK RECONFIGURATION READY message.] 

[FDD - If Secondary CPICH information for channel estimation has been reconfigured, the DRNC shall include the 
Secondary CPICH Information Change IE in the RADIO LINK RECONFIGURATION READY message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes Phase Reference Update Indicator 
IE, DRNC shall modify the channel estimation information according to [10] subclause 4.3.2.1 and set the value(s) in 
Primary CPICH Usage For Channel Estimation IE and/or Secondary CPICH Information Change IE in the RADIO 
LINK RECONFIGURATION READY message accordingly.] 

[FDD - If the RADIO LINK RECONFIGURATION READY message includes the Primary CPICH Usage For 
Channel Estimation IE and/or the Secondary CPICH Information Change IE, the DRNC shall avoid the new 
configuration in which neither the Primary CPICH nor the Secondary CPICH is used as a Phase Reference for this 
Radio Link.] 

[FDD - Fast Reconfiguration]: 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Fast Reconfiguration Mode IE, 
the DRNS shall, if supported, and if it is possible to base the synchronization of the reconfiguration on the detection of 
the change in the uplink scrambling code for this reconfiguration, include the Fast ReconfigurationPermission IE in the 
RADIO LINK RECONFIGURATION READY message.] 

[TDD - Intra- DRNS Serving E-DCH Radio Link Change:] 

TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH Serving RL IE, this 
indicates the new Serving E-DCH Radio Link:] 

[TDD - In the new configuration the DRNS shall de-allocate the E-DCH resources of the old Serving E-DCH 
Radio Link and allocate the E-DCH resources for the new Serving E-DCH Radio Link.] 

[3.84Mcps TDD - The DRNS shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response IE in the E-DCH TDD Information Response IE in the RADIO LINK 
RECONFIGURATION READY message.] 

[1.28Mcps TDD - The Node B shall allocate E-AGCH parameters and E-HICH parameters corresponding to the 
E-DCH and include the E-AGCH Specific Information Response IE and the E-HICH Specific Information 
Response IE in the E-DCH Information Response 1.28Mcps IE in the RADIO LINK RECONFIGURATION 
READY message.] 

[7.68Mcps TDD - The DRNS shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response 7.68Mcps IE in the E-DCH TDD Information Response 7.68Mcps IE in 
the RADIO LINK RECONFIGURATION READY message.] 

- [TDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be 
used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d 
flow.] 

[TDD - E-PUCH Handling]: 

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E- 
PUCH Information IE, the DRNS shall apply the parameters to the new configuration.] 

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-PUCH Information 
LCR IE, the DRNS shall apply the parameters to the new configuration] 

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes anE- TFCS Information IE, the 
DRNS shall apply the beta parameters to the new configuration.] 

[3.84Mcps TDD - E-DCH Setup]: 

[3.84]VIcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH 
information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d 
Flows to Add IE and E-DCH TDD Information IE.] 
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[1.28Mcps TDD - E-DCH Setup]: 

[1.28cps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH 
informationelements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH 
MAC-d Flows to Add IE and E-DCH TDD Information LCR IE.] 

[7.68Mcps TDD - E-DCH Setup]: 

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH 
information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d 
Flows to Add IE and E-DCH TDD Information 7.68Mcps IE.] 

[TDD- E-DCH MAC-d Flow Addition/Deletion:] 

[TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or 
E-DCH MAC-d Flows To Delete lEs, then the DRNS shall use this information to add/delete the indicated E-DCH 
MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.] 

[TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete 
IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNS shall delete the E- 
DCH configuration from the UE Context and release the E-DCH resources.] 

[TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, 
then:] 

- [TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-e 
scheduling decisions.] 

[3.84Mcps TDD - E-DCH Non-scheduled allocations:] 

[3.84Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return 
this in the E-DCH Non-scheduled Grant Information TDD IE in the E-DCH Information Response IE in the RADIO 
LINK RECONFIGURATION READY message.] 

[1.28Mcps TDD - E-DCH Non-scheduled allocations:] 

[L28Mcps - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return this in 
the E-DCH Non-scheduled Grant Information LCR TDD IE in the E-DCH Information Response 1.28Mcps IE in the 
RADIO LINK RECONFIGURATION READY message.] 

[7.68Mcps TDD - E-DCH Non-scheduled allocations:] 

[7.68Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return 
this in the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE in the E-DCH Information Response 7.68Mcps 
IE in the RADIO LINK RECONFIGURATION READY message.] 

[3.84Mcps TDD - E-DCH Modification:] 

[3.84Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD 

Information IE, then:] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bit rate IE for an E- 
DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for 
E-DCH scheduUng.] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH Processing Overload Level IE, then if 
the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH 
Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by initiating the 
Radio Link Failure procedure.] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH Power Offset for Scheduling Info IE, 
then the DRNS shall use this value as a power offset for the transmission of scheduling information without any 
MAC-d PDUs.] 

[1.28Mcps TDD - E-DCH Modification:] 
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[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD 
Information LCR IE, then:] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR IE 
for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Processing Overload Level IE 
for an E-DCH, then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, 
indicated in the E-DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the 
SRNC by initiating the Radio Link Failure procedure.] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Power Offset for Scheduling 
Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information 
without any MAC-d PDUs.] 

[7.68Mcps TDD - E-DCH Modification:] 

[7.68Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD 

Information 7.68Mcps IE, then:] 

- [7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 
7.68Mcps IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, 
and when applicable, for E-DCH scheduling.] 

- [7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Processing Overload Level 
IE, then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E- 
DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by 
initiating the Radio Link Failure procedure.] 

- [7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

[TDD- If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD Information To 
Modify IE, then:] 

[TDD- If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE 
which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority 
to this E-DCH in the new configuration according to Annex A.] 

[TDD- If the E-DCH TDD Information To Modify IE contains a TNL QoS IE for an E-DCH MAC-d flow and if 
ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics 
to apply in the uplink for the related MAC-d flow.] 

[TDD- If the E-DCH TDD Information To Modify IE includes the Maximum Number of Retransmissions for E- 
DCH IE for an E-DCH MAC-d flow then the DRNS shall use this information to report if the maximum number 
of retransmissions has been exceeded.] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MA C-d Flow 
Retransmission Timer IE for an E-DCH MAC-d flow then the DRNS shall use this information to set the 

retransmission timer.] 

- [TDD- If the TNL QoS IE is included in the E-DCH TDD Information to Modify IE for an E-DCH MAC-d flow 
and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer 
characteristics to apply in the uplink for the related MAC-d flow.] 

- [TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH HARQ Power Offset TDD IE for an 
E-DCH MAC-d flow the DRNS shall use this new power offset value.] 

- [TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH MA C-d Flow Multiplexing List IE for 
an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation.] 

- [TDD- If the E-DCH TDD Information To Modify' IE contains the E-DCH Grant Type IE, the DRNS shall treat 
the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.] 
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- [TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH 
Logical Channel To Delete lEs, the DRNS shall use this information to add/delete the indicated logical channels. 
When a logical channel is deleted, all its associated configuration data shall also removed.] 

- [TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the 
DRNS shall use this information to modify the indicated logical channels:] 

[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS 
shall apply the values in the new configuration.] 

[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall 
apply the values in the new configuration.] 

[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B 
shall apply the values in the new configuration.] 

- [TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply 
the values in the new configuration.] 

- [TDD- If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE, then the DRNS 
shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure 
Indication.] 

General 

If the requested modifications are allowed by the DRNC and the DRNC has successfully reserved the required 
resources for the new configuration of the Radio Link(s), it shall respond to the SRNC with the RADIO LINK 
RECONFIGURATION READY message. When this procedure has been completed successfully there exists a 
Prepared Reconfiguration, as defined in subclause 3.1. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Layer Address IE and Binding 
ID IE in the [TDD - DSCHs To Modify IE, DSCHs To Add IE, USCHs To Modify' IE, USCHs To Add IE], HS-DSCH 
Information IE, HS-DSCH Information To Modify IE, HS-DSCH MAC-d Flows To Add IE, [FDD - RL Specific E-DCH 
Information IE,] [TDD -E-DCH MAC-d Flows to Add IE,] [TDD - E-DCH TDD Information to Modify IE,] or in the RL 
Specific DCH Information lEs, the DRNC may use the transport layer address and the binding identifier received from 
the SRNC when establishing a transport bearer for any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d 
flow being added, or any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d flow being modified for which 
a new transport bearer was requested with the Transport Bearer Request Indicator IE. 

The DRNC shall include in the RADIO LINK RECONFIGURATION READY message the Transport Layer Address 
IE and the Binding ID IE for any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d flow being added, or 
any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d flow being modified for which a new transport 
bearer was requested with the Transport Bearer Request Indicator IE. In the case of a set of co-ordinated DCHs 
requiring a new transport bearer on the lur interface, the Transport Layer Address IE and the Binding ID IE in the DCH 
Information Response IE shall be included for only one of the DCHs in the set of co-ordinated DCHs. 

In the case of a Radio Link being combined with another Radio Link within the DRNS, the Transport Layer Address IE 
and the Binding ID IE in the DCH Information Response IE shall be included for only one of the combined Radio 
Links. 

Any allowed rate for the uplink of a modified DCH provided for the old configuration will not be valid for the new 
configuration. If the DRNS needs to limit the user rate in the uplink of a DCH due to congestion caused by the UL 
UTRAN Dynamic Resources (see subclause 9.2. L79) in the new configuration for a Radio Link, the DRNC shall 
include in the RADIO LINK RECONFIGURATION READY message the Allowed UL Rate IE in the DCH 
Information Response IE for this Radio Link. 

Any allowed rate for the downlink of a modified DCH provided for the old configuration will not be valid for the new 
configuration. If the DRNS needs to limit the user rate in the downlink of a DCH due to congestion caused by the DL 
UTRAN Dynamic Resources (see subclause 9.2.1.79) in the new configuration for a Radio Link, the DRNC shall 
include in the RADIO LINK RECONFIGURATION READY message the Allowed DL Rate IE in the DCH 
Information Response IE for this Radio Link. 

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s) and the DRNC shall include in 
the RADIO LINK RECONFIGURATION READY message the Maximum Uplink SIR IE and Minimum Uplink SIR IE 
for each Radio Link when these values are changed. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 99 ETSI TS 1 25 423 V7.4.0 (2007-03) 

[FDD - If the DL TX power upper or lower limit has been re-configured, the DRNC shall include in the RADIO LINK 
RECONFIGURATION READY message the Maximum DL TX Power IE and Minimum DL TX Power IE respectively. 
The DRNS shall not transmit with a higher power than indicated by the Maximum DL TX Power IE or lower than 
indicated by the Minimum DL TX Power IE on any DL DPCH or on the F-DPCH of the RL -except, if the UE Context 
is configured to use DPCH in the downlink, during compressed mode, when the SPaur, as described in ref.[10] 
subclause 5.2. L3, shall be added to the maximum DL power for the associated compressed frame.] 

[3.84 Mcps TDD and 7.68 Mcps TDD - If the DL TX power upper or lower limit has been re-configured, the DRNC 
shall include the new value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK 
RECONFIGURATION READY message. If the maximum or minimum power needs to be different for particular DCH 
type CCTrCHs, the DRNC shall include the new value(s) for that CCTrCH in the CCTrCH Maximum DL TX Power IE 
and CCTrCH Minimum DL TX Power. The DRNS shall not transmit with a higher power than indicated by the 
appropriate Maximum DL TX Power W CCTrCH Maximum DL TX Power IE or lower than indicated by the appropriate 
Minimum DL TX Power lEI CCTrCH Minimum DL TX Power IE on any DL DPCH within each CCTrCH of the RL.] 

[L28 Mcps TDD - If the DL TX power upper or lower limit has been re-configured, the DRNC shall include the new 
value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK RECONFIGURATION 
READY message. If the maximum or minimum power needs to be different for particular timeslots within a DCH type 
CCTrCH, the DRNC shall include the new value(s) for that timeslot in the Maximum DL TX Power IE and Minimum 
DL TX Power within the DL Timeslot Information LCR IE. The DRNS shall not transmit with a higher power than 
indicated by the appropriate Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL TX 
Power IE on any DL DPCH within each timeslot of the RL.] 

[TDD - If the [3.84Mcps TDD and 7.68 Mcps TDD - DL Time Slot ISCP Info IE][L28Mcps TDD - DL Time Slot ISCP 
Info LCR IE] is present, the DRNS should use the indicated values when deciding the Initial DL TX Power.] 

[TDD - If the Primary CCPCH RSCP Delta IE is included, the DRNS shall assume that the reported value for Primary 
CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH RSCP Delta IE. If the 
Primary CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is included, the DRNS shall assume 
that the reported value is in the non-negative range as per [24], and the value is equal to the Primary CCPCH RSCP IE. 
The DRNS shall use the indicated values when deciding the Initial DL TX Power.] 

8.3.4.3 Unsuccessful Operation 

SRNC DRNC 

RADIO LINK RECONFIGURATION PREPARE 



RADIO LINK RECONFIGURATION FAILURE 

H 



Figure 11: Synchronised Radio Linit Reconfiguration Preparation procedure, Unsuccessful Operation 

If the DRNS cannot reserve the necessary resources for all the new DCHs of a set of co-ordinated DCHs requested to be 
added, it shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed. 

If the requested Synchronised Radio Link Reconfiguration Preparation procedure fails for one or more RLs, the DRNC 
shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure 
for each failed radio link in a Cause IE. 

Typical cause values are: 

Radio Network Layer Causes: 

UL Scrambling Code Already in Use; 
DL Radio Resources not Available; 
UL Radio Resources not Available; 
Requested Configuration not Supported; 
Number of DL Codes not Supported; 
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Number of UL Codes not Supported; 

Dedicated Transport Channel Type not Supported; 

DL Shared Channel Type not Supported; 

[TDD - UL Shared Channel Type not Supported]; 

[FDD - UL Spreading Factor not Supported]; 

[FDD - DL Spreading Factor not Supported]; 

- CM not Supported; 

RL Timing Adjustment not Supported; 

E-DCH not supported; 

F-DPCH not supported; 

[FDD - Contiuous Packet Connectivity DTX-DRX operation not Supported]; 

[FDD - Contiuous Packet Connectivity HS-SCCH less operation not Supported]; 

- [FDD -MIMO not supported]; 
Miscellaneous Causes: 

Control Processing Overload; 

Not enough User Plane Processing Resources. 

8.3.4.4 Abnormal Conditions 

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall 
reject the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and shall send the RADIO 
LINK RECONFIGURATION FAILURE message to the SRNC. 

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a 
set of co-ordinated DCHs has the QE-Selector \¥. set to "selected"] the DRNS shall reject the Synchronised Radio Link 
Reconfiguration Preparation procedure and the DRNC shall respond with a RADIO LINK RECONFIGURATION 
FAILURE message. 

If the RADIO LINK RECONFIGURATION PREPARE message includes a DCHs To Modify IE or DCHs To Add IE 
with multiple DCH Specific Info lEs, and if the DCHs in the DCHs To Modify IE or DCHs To Add IE do not have the 
same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the DRNC shall reject 
the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

[FDD - If the RL Information IE includes the DL Reference Power IE, but the power balancing is not active in the 
indicated RL(s), the DRNS shall reject the Synchronised Radio Link Reconfiguration Preparation procedure as having 
failed and the DRNC shall respond with the RADIO LINK RECONFIGURATION FAILURE message with the cause 
value "Power Balancing status not compatible".] 

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to 
"Common" in the existing RL(s) but the RADIO LINK RECONFIGURATION PREPARE message includes more than 
one DL Reference Power IE, the DRNS shall reject the Synchronised Radio Link Reconfiguration Preparation 
procedure as having failed and the DRNC shall respond with the RADIO LINK RECONFIGURATION FAILURE 
message with the cause value "Power Balancing status not compatible".] 

If the RADIO LINK RECONFIGURATION PREPARE message contains the Transport Layer Address IE or the 
Binding ID IE when establishing a transport bearer for any Transport Channel or HS-DSCH MAC-d flow being added, 
or any Transport Channel or HS-DSCH MAC-d flow being modified for which a new transport bearer was requested 
with the Transport Bearer Request Indicator IE., and not both are present for a transport bearer intended to be 
established, the DRNC shall reject the Synchronised Radio Link Reconfiguration Preparation procedure and the DRNC 
shall respond with a RADIO LINK RECONFIGURATION FAILURE message. 
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If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information To Modify 
IE, HS-DSCH MAC-d Flows To Add IE or HS-DSCH MAC-d Flows To Delete IE in addition to the HS-DSCH 
Information IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE 

message. 

If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information To Modify 
IE, HS-DSCH MAC-d Flows ToAddlE, HS-DSCH MAC-d Flows To Delete IE or HS-PDSCH RL ID IE and the 
Serving HS-DSCH Radio Link is not in the DRNS, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information IE and does not 
include the HS-PDSCH RL-ID IE, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE 
deleting the last remaining Priority Queue of an HS-DSCH MAC-d Flow, the DRNC shall reject the procedure using 
the RADIO LINK RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL-ID IE indicating a Radio 
Link not existing in the UE Context, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION PREPARE message contains any of the HS-DSCH Information IE, HS- 
DSCH Information To Modify' IE, or HS-DSCH MAC-d Flows To Add IE and if in the new configuration the Priority 
Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the F-DPCH Information IE and the 
DL DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION 
FAILURE message.] 

If the RADIO LINK RECONFIGURATION PREPARE message includes HS-DSCH Information IE and the HS-DSCH 
is already configured in the UE Context, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

[FDD - If the concerned UE Context is configured to use DPCH in the downlink in the old configuration and if the 
RADIO LINK RECONFIGURATION PREPARE message includes the DL DPCH Power Information IE, then the 
DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the concerned UE Context is configured to use F-DPCH in the downlink in the old configuration and the 
RADIO LINK RECONFIGURATION PREPARE message includes at least one but not all of the TFCS IE, DL DPCH 
Slot Format IE, TFCI Signalling Mode IE, Multiplexing Position IE, Limited Power Increase IE and DL DPCH Power 
Information IE in the DL DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 

[FDD - If the E-DCHFDD Information IE is present in the RADIO LINK RECONFIGURATION PREPARE message, 
but the E-DPCH Information IE is not present or if any of the Maximum Set of E-DPDCHs IE, Puncture Limit IE, E- 
TFCS Information IE, E-TTI IE or E-DPCCH Power Offset IE or HS-DSCH Configured Indicator IE are not present in 
the E-DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION 
FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH RL Indication IE set to 
"E-DCH", but no E-DCH FDD Information IE, and the UE Context is not configured for E-DCH, then the DRNC shall 
reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCHFDD Information IE but 
no E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 

If the RADIO LINK RECONFIGURATION PREPARE message contains information which would configure a HS- 
DSCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell 
then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 
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If the RADIO LINK RECONFIGURATION PREPARE message contains information which would configure an E- 
DCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell 
then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the HS-PDSCH RL ID IE and the E- 
DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as "HS-DSCH not configured" then 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains any of the E-DCH FDD Information 
To Modify IE, E-DCH MAC-d Flows To Add IE or E-DCH MAC-d Flows To Delete IE in addition to the E-DCH FDD 
Information IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE 

message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains any of the E-DCH FDD Information 
To Modify IE, E-DCH MAC-d Flows To Add IE, E-DCH MAC-d Flows To Delete IE and the UE Context is not 
configured for E-DCH, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION 
FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH FDD Information To 
Modify IE deleting the last remaining E-DCH Logical Channel of an E-DCH MAC-d Flow, the DRNC shall reject the 
procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes E-DCH FDD Information IE and the 
E-DCH is already configured in the UE Context, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 

[FDD - If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION PREPARE message 
and the UL Scrambling Code IE does not indicate an uplink scrambling code different from the currently used uplink 
scrambling code the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE 

message.] 

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Continuous Packet Connectivity 
DTX-DRX Information To Modify IE in addition to the Continuous Packet Connectivity DTX-DRX Information IE, then 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the concerned UE Context is configured to apply the closed loop mode 1 for UL DPCH in the new 
configuration and if the RADIO LINK RECONFIGURATION PREPARE message contains the Continuous Packet 
Connectivity DTX-DRX Information IE with the CPC DPCCH Slot Format IE not set to "3", then the DRNC shall reject 
the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the concerned UE Context is configured to apply the closed loop mode 1 for UL DPCH in the new 
configuration and if the RADIO LINK RECONFIGURATION PREPARE message contains the Continuous Packet 
Connectivity DTX-DRX Information to Modify IE with the CPC DPCCH Slot Format IE not set to "3", then the DRNC 
shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

8.3.5 Synchronised Radio Link Reconfiguration Commit 
8.3.5.1 General 

This procedure is used to order the DRNS to switch to the new configuration for the Radio Link(s) within the DRNS, 
previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 
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8.3.5.2 Successful Operation 

SRNC DRNC 

RADIO LINK RECONFIGURATION COMMIT 



Figure 12: Synchronised Radio Link Reconfiguration Commit procedure, Successful Operation 

The DRNS shall switch to the new configuration previously prepared by the Synchronised Radio Link Reconfiguration 
Preparation procedure at the "configuration switching point" occurring: 

[TDD - at the next coming CFN with a value equal to the value requested by the SRNC in the CFN IE (see 
ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the 
SRNC] 

- [FDD - if the Fast Reconfiguration IE is not included in the RADIO LINK RECONFIGURATION COMMIT 
message at the next coming CFN with a value equal to the value requested by the SRNC in the CFN IE (see 
ref.[17] subclause 9.4) when receiving the RADIO LINK RECONFIGURATION COMMIT message from the 
SRNC] 

- [FDD - if the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT 
message as soon as the DRNS detects that the UE uses the new configuration in the uplink (e.g. the NodeB 
indicates that the UE uses the new scrambling code used for the uplink by sending the RADIO LINK 
RESTORATION message). In order to limit the period for the detection in the DRNS the CFN in the RADIO 
LINK RECONFIGURATION COMMIT message indicates the earliest possible time instant at which the UE 
might use the new configuration.] 

[FDD - If the Active Pattern Sequence Information IE is included in the RADIO LINK RECONFIGURATION 
COMMIT message, the CM Configuration Change CFN IE in the Active Pattern Sequence Information IE shall be 
ignored by the DRNS.] 

[FDD - If the Active Pattern Sequence Information IE is not included in the RADIO LINK RECONFIGURATION 
COMMIT message and a new Compressed Mode Configuration exists in the prepared configuration, the DRNS shall 
behave as if an Active Pattern Sequence Information IE with an empty Transmission Gap Pattern Sequence Status IE 
was included.] 

When this procedure has been completed the Prepared Reconfiguration does not exist any more, see subclause 3.1. 

In the case of a transport channel modification for which a new transport bearer was requested and established, the 
switch to the new transport bearer shall also take place at the configuration switching point (defined above) indicated 
CFN. 

The detailed frame protocol handling during transport bearer replacement is described in [4], subclause 5. 10. 1 and in 
[32], subclause 5.3.1. 

[FDD - If the RADIO LINK RECONFIGURATION COMMIT includes the Active Pattern Sequence Information IE, 
the DRNS shall deactivate all the ongoing Transmission Gap Pattern Sequences at the configuration switching point 
(defined above). From that moment on all Transmission Gap Pattern Sequences included in Transmission Gap Pattern 
Sequence Status IE repetitions shall be started when the indicated TGCFN IE elapses. The CFN IE and TGCFN IE for 
each sequence refer to the next coming CFN with that value. If the values of the CFN IE and the TGCFN IE are equal, 
the concerned Transmission Gap Pattern Sequence shall be started immediately at the CFN with a value equal to the 
value received in the CFN IE.] 

[FDD - If the RADIO LINK RECONFIGURATION COMMIT message includes the Active Pattern Sequence 
Information IE and the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, 
when activating the Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if 
existing, for the concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration] 
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8.3.5.3 Abnormal Conditions 

If a new transport bearer is required for the new configuration and it is not available at the requested configuration 
switching point (defined in sub-clause 8.3.3.2), the DRNS shall initiate the Radio Link Failure procedure. 

[FDD - If the Fast Reconfiguration IE is included in the RADIO LINK RECONFIGURATION COMMIT message and 
the DRNC did not include the Fast ReconfigurationPermission IE in the RADIO LINK RECONFIGURATION 
READY message, the DRNC shall initiate the Radio Link Failure procedure.] 

8.3.6 Synchronised Radio Link Reconfiguration Cancellation 

8.3.6.1 General 

This procedure is used to order the DRNS to release the new configuration for the Radio Link(s) within the DRNS, 
previously prepared by the Synchronised Radio Link Reconfiguration Preparation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

8.3.6.2 Successful Operation 

SRNC DRNC 

RADIO LINK RECONFIGURATION CANCEL 



Figure 13: Synchronised Radio Linit Reconfiguration Cancellation procedure, Successful Operation 

Upon receipt of the RADIO LINK RECONFIGURATION CANCEL message from the SRNC, the DRNS shall release 
the new configuration ([FDD - including the new Transmission Gap Pattern Sequence parameters (if existing)]) 
previously prepared by the Synchronised RL Reconfiguration Preparation procedure and continue using the old 
configuration. When this procedure has been completed the Prepared Reconfiguration does not exist any more, see 
subclause 3.1. 

8.3.6.3 Abnormal Conditions 



8.3.7 Unsynchronised Radio Link Reconfiguration 
8.3.7.1 General 

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one 
UE-UTRAN connection within a DRNS. 

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link 
configuration in the cells used by the UE-UTRAN connection within the DRNS. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, 
as defined in subclause 3.1. 
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8.3.7.2 Successful Operation 

SRNC DRNC 

RADIO LINK RECONFIGURATION REQUEST 



RADIO LINK RECONFIGURATION RESPONSE 

H 



Figure 14: Unsynchronised Radio Linl< Reconfiguration procedure, Successful Operation 

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK 
RECONFIGURATION REQUEST message to the DRNC. 

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the 
message. Unless specified below, the meaning of parameters is specified in other specifications. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS 
may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute 
the request. 

The DRNS shall prioritise resource allocation for the RL to be modified according to Annex A. 

DCH Modification: 

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs To Modify lEs, then the DRNS 
shall treat them as follows: 

- If the DCHs To Modify IE includes multiple DCH Specific Info lEs, then the DRNS shall treat the DCHs as a set 
of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can include all of 
them in the new configuration. 

- If the DCHs To Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be modified, 
the DRNS shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated 
DCHs in the new configuration. 

- If the DCHs To Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs to be modified, the 
DRNS shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

If the DCHs To Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs to be modified, the 
DRNS shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes a Transport Format Set IE for the UL 
of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the 
new configuration. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes a Transport Format Set IE for the DL 
of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in 
the new configuration. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Frame Handling Priority IE, the 
DRNS should store this information for this DCH in the new configuration. The received Frame Handling 
Priority should be used when prioritising between different frames in the downlink on the radio interface in 
congestion situations within the DRNS once the new configuration has been activated. 

If the DCH Specific Info IE includes the Traffic Class IE, the DRNC may use this information to determine the 
transport bearer characteristics to apply between DRNC and Node B for the related DCH or set of co-ordinated 
DCHs. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this DCH 
indicates the value "RRC". 

[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH 
indicator IE set to "Uplink DCH only", the DRNS shall ignore the Transport Format Set IE for the downlink for 
this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.] 
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[FDD - If the DCHs to Modify IE contains a DCH Specific Info IE which includes the Unidirectional DCH 
indicator IE set to "Downlink DCH only", the DRNS shall ignore the Transport Format Set IE for the uplink for 
this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.] 

- If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the DRNS 
may use this information to determine the transport bearer characteristics to apply for the uplink for the related 
DCH or set of co-ordinated DCHs. 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Allocation/Retention Priority IE, 
the DRNS shall apply the new Allocation/Retention Priority to this DCH in the new configuration according to 
Annex A. 

- [TDD - If the DCHs To Modify IE contains a DCH Specific Info IE which includes the CCTrCH ID IE for the 
UL, the DRNS shall map the DCH onto the referenced UL CCTrCH in the new configuration.] 

- [TDD - If the DCHs To Modify IE contains a DCH Specific Info IE which includes the CCTrCH ID IE for the 
DL, the DRNS shall map the DCH onto the referenced DL CCTrCH in the new configuration.] 

If the DCHs To Modify IE contains a DCH Specific Info IE which includes the Guaranteed Rate Information IE, 
the DRNS shall treat the included lEs according to the following: 

If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate in the uplink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the 
guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate 
between the maximum bit rate and the guaranteed bit rate. 

If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user in the downlink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below 
the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user 
rate between the maximum bit rate and the guaranteed bit rate. 

DCH Addition: 

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs To Add lEs, then the DRNS shall 
treat them each as follows: 

The DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the 
parameters given in the message and include these DCH in the new configuration. 

- If the DCHs To Add IE includes multiple DCH Specific Info lEs then the DRNS shall treat the DCHs in the 
DCHs To Add IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration 
only if all of them can be in the new configuration. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only", the DRNS 
shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not 
included as a part of the downlink CCTrCH. 

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only", the 
DRNS shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not 
included as a part of the uplink CCTrCH. 

[FDD - For each DCH which does not belong to a set of co-ordinated DCHs, and which includes a QE-Selector 
IE set to "selected", the DRNS shall use the Transport channel BER from that DCH for the QE in the UL data 
frames. If no Transport channel BER is available for the selected DCH, the DRNS shall use the Physical channel 
BER for the QE, ref. [4]. If the QE-Selector IE is set to "non-selected", the DRNS shall use the Physical channel 
BER for the QE in the UL data frames, ref. [4].] 

For a set of co-ordinated DCHs, the DRNS shall use the Transport channel BER from the DCH with the 
QE-Selector IE set to "selected" for the QE in the UL data frames, ref. [4]. [FDD - If no Transport channel BER 
is available for the selected DCH, the DRNS shall use the Physical channel BER for the QE, ref. [4]. If all DCHs 
have the QE-Selector IE set to "non-selected", the DRNS shall use the Physical channel BER for the QE, ref. 
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[4].] [TDD - If no Transport channel BER is available for the selected DCH, the DRNS shall use for the QE, 
ref. [4].] 

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new 
configuration. The received Frame Handling Priority should be used when prioritising between different frames 
in the downlink on the Uu interface in congestion situations within the DRNS once the new configuration has 
been activated. 

The Trajfic Class IE may be used to determine the transport bearer characteristics to apply between DRNC and 
Node B for the related DCH or set of co-ordinated DCHs. The DRNC should ignore the Trajfic Class IE if the 
TrCH Source Statistics Descriptor IE indicates the value "RRC". 

- If the TNL QoS IE is included for a DCH or a set of co-ordinated DCHs and if ALCAP is not used, the DRNS 
may use this information to determine the transport bearer characteristics to apply for the uplink for the related 
DCH or set of co-ordinated DCHs. 

The DRNS shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the 
new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new 
Time of Arrival Window Startpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new 
Time of Arrival Window Endpoint in the user plane for the DCH or the set of co-ordinated DCHs in the new 
configuration. 

If the DCH Specific Info IE includes the Guaranteed Rate Information IE, the DRNS shall treat the included lEs 
according to the following: 

If the Guaranteed Rate Information IE includes the Guaranteed UL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the uplink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate of the uplink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the uplink of the DCH below the 
guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user rate 
between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH 
Information IE does not include the Guaranteed UL Rate IE, the DRNS shall not limit the user rate of the 
uplink of the DCH. 

If the Guaranteed Rate Information IE includes the Guaranteed DL Rate IE, the DRNS shall apply the new 
Guaranteed Rate in the downlink of this DCH in the new configuration. The DRNS may decide to request the 
SRNC to limit the user rate of the downlink of the DCH at any point in time after activating the new 
configuration. The DRNS may request the SRNC to reduce the user rate of the downlink of the DCH below 
the guaranteed bit rate, however, whenever possible the DRNS should request the SRNC to reduce the user 
rate between the maximum bit rate and the guaranteed bit rate. If the DCH Specific Info IE in the DCH 
Information IE does not include the Guaranteed DL Rate IE, the DRNS shall not limit the user rate of the 
uplink of the DCH. 

DCH Deletion: 

If the RADIO LINK RECONFIGURATION REQUEST message includes wy DCHs To Delete lEs, the DRNS shall 
not include the referenced DCHs in the new configuration. 

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this 
set of co-ordinated DCHs in the new configuration. 

[FDD - Physical Channel Modification:] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then 
the DRNS shall apply the parameters to the new configuration as follows: ] 

- [FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the DRNS shall apply the new TFCS 
in the Uplink of the new configuration.] 
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[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the 
DRNS shall apply the parameters to the new configuration as follows:] 

- [FDD - If the DL DPCH Information IE includes the TFCS IE for the DL, the DRNS shall apply the new TFCS 
in the Downlink of the new configuration.] 

- [FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE for the DL, the DRNS shall apply 
the new TFCI Signalling Mode in the Downlink of the new configuration.] 

[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to "Used", the 
DRNS shall, if supported, use Limited Power Increase according to ref. [10] subclause 5.2.1 for the inner loop 
DL power control in the new configuration.] 

[FDD - If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to "Not Used", 
the DRNS shall not use Limited Power Increase for the inner loop DL power control in the new configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern 
Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to 
be used in the new Compressed Mode configuration. Any Transmission Gap Pattern Sequences already existing in the 
previous Compressed Mode Configuration are replaced by the new sequences once the new Compressed Mode 
Configuration has been activated. This new Compressed Mode Configuration shall be valid in the DRNS until the next 
Compressed Mode Configuration is configured in the DRNS or last Radio Link is deleted.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Transmission Gap Pattern 
Sequence Information IE, and if the Downlink Compressed Mode Method in one or more Transmission Gap Pattern 
Sequence within the Transmission Gap Pattern Sequence Information IE is set to "SF/2", the DRNC shall include the 
DL Code Information IE in the RADIO LINK RECONFIGURATION RESPONSE message, without changing any of 
the DL Channelisation Codes or DL Scrambling Codes, indicating for each DL Channelisation Code whether the 
alternative scrambling code shall be used or not.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which 
contains the E-TFCS Information IE, the DRNS shall use the E-TFCS Information IE for the E-DCH when reserving 
resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the uplink of the new 
configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI Validity Indicator IE the DRNS 
shall ignore the value in E-DCH Minimum Set E-TFCI IE. If the E-DCH Minimum Set E-TFCI validity indicator IE is 
absent DRNS shall use the value for the related resource allocation operation.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains 
the E-DPCCH Power Offset IE, the DRNS shall use the value when the new configuration is being used.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains 
the E-RGCH 2-Index-Step IE, the DRNS shall use the value when the new configuration is being used.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains 
the E-RGCH 3 -Index-Step IE, the DRNS shall use the value when the new configuration is being used.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains 
the HARQ Info for E-DCH IE, the DRNS shall use the value when the new configuration is being used.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity 
DTX-DRX Information IE, then:] 

[FDD - The DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DTX 
operation according to [10].] 

[FDD - If DRX Information IE is included in the Continuous Packet Connectivity DTX-DRX Information IE, 
then the DRNS shall configure the concerned UE Context for Continuous Packet Connectiviy DRX operation 
according to [10].] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity 
DTX-DRX Information To Modify IE, then:] 

[FDD - If the UE DTX DRX Offset IE is included in the Continuous Packet Connectivity DTX-DRX Information 
To Modify' IE, then the DRNS shall apply the indicated Offset in UE DTX DRX Cycle IE in the new 
configuration.] 
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[FDD - If the Enabling Delay IE is included in the Continuous Packet Connectivity DTX-DRX Information To 
Modify IE, then the DRNS shall use this value to determine the beginning of uplink transmission in the new 
configuration according to [10] .] 

[FDD - If the DTX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall use this information to modify the indicated DTX Information 
parameter in the new configuration.] 

[FDD - If the DRX Information To Modify IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall use this information to modify the indicated DRX Information 
in the new configuration.] 

[FDD - If the CPC DPCCH Slot Format IE is included in the Continuous Packet Connectivity DTX-DRX 
Information To Modify IE, then the DRNS shall apply the indicated DPCCH slot format in the new 
configuration.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet 
Connectivity HS-SCCH less Information IE, then:] 

- [FDD - The DRNS shall configure the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE for 
Continuous Packet Connectiviy HS-SCCH less operation according to [10].] 

- [FDD - The DRNS shall allocate the HS-PDSCH codes needed for HS-SCCH less operation and include the 
Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message.] 

- [FDD - If at least one of HS-PDSCH Second Code Support IE is set to "True", then the DRNC shall include HS- 
PDSCH Second Code Index IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

[TDD - UL/DL CCTrCH Modification] 

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH To Modify' IE or 
DL CCTrCH To Modify' IE, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) 
according to the parameters given in the message.] 

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information To 
Modify lEs or DL CCTrCH Information To Modify lEs which contain a TFCS IE, the DRNS shall apply the included 
TFCS IE as the new value(s) to the referenced CCTrCH. Otherwise the DRNS shall continue to apply the previous 
value(s) specified for this CCTrCH.] 

[1.28Mcps TDD - If the UL CCTrCH To Modify' IE includes UL SIR Target IE, the DRNS shall apply this value as the 
new configuration and use it for the UL inner loop power control according [12] and [22].] 

[TDD - UL/DL CCTrCH Deletion] 

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information To 
Delete lEs or DL CCTrCH Information To Delete lEs, the DRNS shall not include the referenced CCTrCH in the new 
configuration.] 

DL Power Control: 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the DL Reference Power 
Information IE and the power balancing is active, the DRNS shall update the reference power of the power balancing in 
the indicated RL(s), if updating of power balancing parameters by the RADIO LINK RECONFIGURATION 
REQUEST message is supported, using the DL Reference Power Information IE in the RADIO LINK 
RECONFIGURATION REQUEST message. The updated reference power shall be used from the next adjustment 
period.] 

[FDD - If updating of power balancing parameters by the RADIO LINK RECONFIGURATION REQUEST message is 
supported by the DRNS, the DRNC shall include the DL Power Balancing Updated Indicator IE in the RL Information 
Response IE for each affected RL in the RADIO LINK RECONFIGURATION RESPONSE message.] 

[1.28Mcps TDD - Uplink Synchronisation Parameters LCR]: 
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[1.28Mcps TDD - If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated 
values of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of 
the UL synchronisation.] 

[1.28Mcps TDD - Uplink Timing Advance Control LCR]: 

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK 
RECONFIGURATION RESPONSE message, if the Uplink Timing Advance Control parameters have been changed.] 

HS-DSCH Setup: 

If the HS-DSCH Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, then: 

The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by 
the HS-PDSCH RL ID IE. 

- The DRNC shall include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information 
Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION 
RESPONSE message. 

- The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the 
RADIO LINK RECONFIGURATION RESPONSE message. 

The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer 
characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the 
value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class 
IE. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the 
DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH 
Information Response IE. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE 
for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the 
DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority 
Queue. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, then the DRNS shall 
use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue. 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the [FDD - HS-DSCH FDD 
Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK 
RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being established, if the DRNS 
allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane 
as described in [32]. 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset 
IE in the HS-DSCH Information IE, then the DRNS may use this value to determine the HS-SCCH power. The 
HS-SCCH Power Offset should be appHed for any HS-SCCH transmission to this UE.] 

[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include 
the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO 
LINK RECONFIGURATION RESPONSE message.] 

[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [L28Mcps TDD - HS-SCCH 
Specific Information Response LCR IE] [7.68Mcps TDD - HS-SCCH Specific Information Response 7.68Mcps 
IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE 
message.] 
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[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode 
IE in the HS-DSCH Information IE, then the DRNS shall use the indicated HARQ Preamble Mode as described 
in [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is 
applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH 
Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ 
Preamble Mode IE is not included or if the mode is applied, then the DRNC shall not include the HARQ 
Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message.] 

[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE 
in the RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If the MIMO Information IE is included in the HS-DSCH FDD Information IE, then] 

- [FDD - The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link and use the UE reporting 
configuration in MIMO N/M ratio IE according to [10].] 

- [FDD - The DRNS shall decide the pilot configuration for MIMO and include the MIMO Information 
Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION 
RESPONSE message.] 

Intra-DRNS Serving HS-DSCH Radio Link Change: 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL ID IE, this indicates the 
new Serving HS-DSCH Radio Link: 

- The DRNS shall release the HS-PDSCH resources on the old Serving HS-DSCH Radio Link and setup the HS- 
PDSCH resources on the new Serving HS-DSCH Radio Link. 

If fields are to be included in the User Plane by the SRNC to handle TNL Congestion Control for HSDPA in the 
DRNS, then the DRNC shall include the User Plane Congestion Fields Inclusion IE in the HS-DSCH 
Information Response IE. 

- The DRNC may include the HARQ Memory Partitioning IE in the [FDD - HS-DSCH FDD Information 
Response IE] [TDD - HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION 
RESPONSE message. 

- The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the 
RADIO LINK RECONFIGURATION RESPONSE message. 

If a reset of the MAC-hs is not required the DRNS shall include the MAC-hs Reset Indicator IE in the RADIO 
LINK RECONFIGURATION RESPONSE message. 

[FDD - The DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE 
in the RADIO LINK RECONFIGURATION RESPONSE message.] 

[FDD - The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include 
the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO 
LINK RECONFIGURATION RESPONSE message.] 

[TDD - The DRNS shall allocate HS-SCCH parameters corresponding to the HS-DSCH and the DRNC shall 
include the [3.84Mcps TDD - HS-SCCH Specific Information Response IE] [1.28Mcps TDD - HS-SCCH 
Specific Information Response LCR IE] [7.68 Mcps TDD - HS-SCCH Specific Information Response 7.68 Mcps 
IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE 

message.] 

[TDD - The DRNC shall include the [3.84 Mcps TDD - HS-PDSCH Timeslot Specific Information IE] [1.28 
Mcps TDD - HS-PDSCH Timeslot Specific Information LCR IE] [7.68 Mcps TDD - HS-PDSCH Timeslot 
Specific Information 7.68 Mcps IE]in the HS-DSCH Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message.] 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 112 ETSI TS 1 25 423 V7.4.0 (2007-03) 

[FDD - The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

The DRNC may include the Transport Layer Address IE and the Binding ID IE for HS-DSCH MAC-d flow in 
the [FDD - HS-DSCH FDD Information Response IE] [TDD - HS-DSCH TDD Information Response IE] in the 
RADIO LINK RECONFIGURATION RESPONSE message. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the 
DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC 
for the related MAC-d flow. 

HS-DSCH Modification: 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To Modify 
Unsynchronised IE, then: 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being 
modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE, if the 
DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user 
plane as described in [32]. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the Traffic Class IE in the HS-DSCH 
Information To Modify Unsynchronised IE for a specific HS-DSCH MAC-d flow, the DRNS may use this 
information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC 
should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH 
MAC-d flow indicates the value "RRC". 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE 
in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS shall use this information to optimise 
MAC-hs scheduling decisions for the related HSDPA Priority Queue. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority 
Queue in the HS-DSCH Information To Modify' Unsynchronised IE, then the DRNS shall use this information to 
discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue. 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the A CK Power Offset IE, 
the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify 
Unsynchronised IE, then the DRNS shall use the indicated ACK Power Offset, the NACK Power Offset or the 
CQI Power Offset in the new configuration.] 

[FDD - If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify' Unsynchronised 
IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be 
applied for any HS-SCCH transmission to this UE.] 

- [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the TDD ACK NACK Power 
Offset IE in the HS-DSCH Information To Modify' Unsynchronised IE, the DRNS shall use the indicated power 
offset in the new configuration.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode 
IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the DRNS shall use the indicated HARQ 
Preamble Mode in the new configuration as described in [10], if HS-DPCCH ACK/NACK preamble and 
postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ 
Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 
is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH 
Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If the MIMO Information To Modify IE is included in the HS-DSCH Information To Modify 
Unsynchronised IE, then] 

- [FDD - If the MIMO Mode Indicator IE is included in the MIMO Information To Modify' IE, then 
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- [FDD - The DRNS shall activate/deactivate the MIMO mode for the HS-DSCH Radio Link in the new 
configuration in accordance with the MIMO Mode Indicator IE.] 

- [FDD - If the MIMO Mode Indicator IE is set to "Activate", then the DRNS shall decide the pilot 
configuration for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD 
Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If the MIMO N/M ratio IE is included in the MIMO Information To Modify IE, then the Node B shall 
use the new UE reporting configuration in MIMO N/M ratio IE according to [10].] 

HS-DSCH MAC-d Flow Addition/Deletion: 

If the RADIO LINK RECONFIGURATION REQUEST message includes any HS-DSCH MAC-d Flows To Add or HS- 
DSCH MAC-d Flows To Delete lEs, then the DRNS shall use this information to add/delete the indicated HS-DSCH 
MAC-d flows on the Serving HS-DSCH Radio Link. When an HS-DSCH MAC-d flow is deleted, all its associated 
Priority Queues shall also be removed. 

If the RADIO LINK RECONFIGURATION REQUEST message includes an HS-DSCH MAC-d Flows To Delete IE 
requesting the deletion of all remaining HS-DSCH MAC-d flows for the UE Context, then the DRNC shall delete the 
HS-DSCH configuration from the UE Context and release the HS-PDSCH resources. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH MAC-d Flows To Add IE, 
then: 

The DRNS may use the Traffic Class IE for a specific HS-DSCH MAC-d flow to determine the transport bearer 
characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present with the 
value "RRC" in the HS-DSCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic Class 
IE. 

- If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by 
the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the 
SRNC for the related MAC-d flow. 

- The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK 
RECONFIGURATION RESPONSE message for every HS-DSCH MAC-d flow being added, if the DRNS 
allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane 
as described in [32]. 

- If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE 
in the HS-DSCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-hs 
scheduling decisions for the related HSDPA Priority Queue. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in 
the HS-DSCH MAC-d Flows To Add IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs 
from the related HSDPA Priority Queue. 

[FDD - E-DCH Setup:] 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message 
then:] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH Logical Channel information IE in the E-DCH FDD Information IE, then the DRNS shall 
use this information to optimise MAC-e scheduling decisions.] 

[FDD - For all RLs having a common generation of E-RGCH information with another RL, or are candidates for 
a common generation of E-RGCH information with another RL, when this DRNS would contain the E-DCH 
serving RL, the DRNS shall assign to each RL the same value for the E-DCH RL Set ID IE, included in the 
RADIO LINK RECONFIGURATION RESPONSE message, to uniquely identify these RLs as members of the 
same E-DCH RL Set within the UE Context.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow 
Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource 
allocation operation.] 
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- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation 
For 2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource 
allocation operation.] 

- [FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated 
as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume non- 
scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the \iARQ 
Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource 
allocation operation.] 

- [FDD - If in the RADIO LINK RECONFIGURATION REQUEST message the E-DCH Grant Type is indicated 
as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall assume 
scheduled grants being configured for that E-DCH MAC-d flow.] 

[FDD - The DRNS may use the Trajfic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 

- [FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related 
MAC-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator 
IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD 
Information IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to "2ms", then 
the DRNS shall use the bundling mode for the E-DCH UL data frames for the related Mac-d flow, otherwise the 
DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related Mac-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate 
IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing 
Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number 
of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall 
notify the SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH ReferencePower 
Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the 
MAC-e PDU and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. 
The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power 
for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power 
for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE 
which contains the HS-DSCH Configured Indicator IE and/or the Maximum Set of E-DPDCHs IE, and/or the 
Puncture Limit IE and/or the E-TTI IE, the DRNS shall use and apply the value(s) in the new configuration.] 

[FDD - E-DCH Radio Link Handling:] 
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[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE in the 
RL Information IE:] 

[FDD - The DRNC shall setup the E-DCH resources, as requested or as configured in the UE context, on the 
Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

- [FDD - The DRNC may include the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE and shall 
include the E-RGCH/E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE 
and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control 
Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message for every RL 
indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE.] 

[FDD - The DRNC shall remove the E-DCH resources, if any, on the Radio Links, that are indicated by the E- 
DCHRL Indication set to "Non E-DCH".] 

[FDD - Serving E-DCH Radio Link Change:] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE, this 
indicates the new Serving E-DCH Radio Link:] 

- [FDD - If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources 
of the old Serving E-DCH Radio Link.] 

- [FDD - If the new Serving E-DCH RL is within this DRNS:] 

[FDD - The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for 
the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code 
of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL 
Information Response IE for the indicated RL in the RADIO LINK RECONFIGURATION RESPONSE 

message.] 

[FDD - The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the 
RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the new serving E-DCH 
RL.] 

[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled 
transmission shall be changed, the DRNS shall allocate resources according to the new/changed 
configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the 
RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If a serving cell change is performed the RADIO LINK RECONFIGURATION RESPONSE 
message may contain invalid data (see 9.2.2.4C).] 

[FDD - The DRNS may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature 
Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release 
Indicator IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK 
RECONFIGURATION RESPONSE message for every E-DCH Radio Links in the DRNS.] 

[FDD - If the DRNS has no valid data for the E-RGCH and E-HICH Channelisation Code IE in the E-DCH 
FDD DL Control Channel Information IE in the RADIO LINK RECONFIGURATION RESPONSE message, 
then it shall insert the E-RGCH and E-HICH Channelisation Code Validity Indicator IE in the E-DCH FDD DL 
Control Channel Information IE, to indicate that the E-RGCH and E-HICH Channelisation Code IE contains 
invalid data.] 

[FDD - E-DCH Modification:] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To 
Modify IE, then:] 

[FDD - If the E-DCH FDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE 
which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority 
to this E-DCH in the new configuration according to Annex A.] 
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- [FDD - If the TNL QoS IE is included for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE 
may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related 
MAC-d flow.] 

- [FDD - If Trajfic Class IE is included for an E-DCH MAC-d flow the DRNS may use the Trajfic Class IE for a 
specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node 
B. The DRNC should ignore the Trajfic Class IE if the TrCH Source Statistics Descriptor IE for this specific E- 
DCH MAC-d flow indicates the value "RRC".] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Data Description 
Indicator IE, the DRNC shall use the DDI values indicated in the Data Description Indicator IE in the new 
configuration.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH FDD Information To Modify IE, the DRNS shall use this information to optimise MAC-e 
scheduling decisions.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum Number of 
Retransmissions for E-DCH IE for an E-DCH MAC-d flow in the E-DCH FDD Information To Modify IE, then 
the DRNS shall use this information to report if the maximum number of retransmissions has been exceeded.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH HARQ Power 
Offset FDD IE in the E-DCH FDD Information To Modify IE for an E-DCH MAC-d flow the DRNS shall use 
this information for calculating the unquantised gain factor for an E-TFC (fiedj.uq)^^ defined in [10].] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flow 
Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource 
allocation operation.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Grant Type and it 
is indicated as being "E-DCH Non-Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall 
assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within 
the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related 
resource allocation operation.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the the E-DCH Grant Type 
and it is indicated as being "E-DCH Scheduled Transmission Grant" for an E-DCH MAC-d flow the DRNS shall 
assume scheduled grants being configured for that E-DCH MAC-d flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Logical Channel 
To Add or E-DCH Logical Channel To Delete lEs, the DRNS shall use this information to add/delete the 
indicated logical channels. When an logical channel is deleted, all its associated configuration data shall also 
removed.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Logical Channel 
To Modify' IE, the DRNS shall use this information to modify the indicated logical channels.] 

[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS 
shall apply the values in the new configuration.] 

[FDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall 
apply the values in the new configuration.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Bundling Mode Indicator 
IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD 
Information To Modify IE and the Bundling Mode Indicator IE is set to "Bundling" and the E-TTI IE is set to 
"2ms", then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related MAC-d flow, 
otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related MAC-d 
flow.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Process Allocation 
For 2ms Scheduled Transmission Grant IE, the DRNS shall use this information for the related resource 
allocation operation.] 
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- [FDD - If the E-DCH serving RL is in this DRNS, the DRNS may choose to change the E-DCH HARQ process 
allocation for 2ms TTI for scheduled and/or non-scheduled transmission. In this case the DRNS shall allocate 
resources according to the new/changed configuration and include the new/changed configuration in the E-DCH 
FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Maximum Bitrate 
IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Processing 
Overload Level IE, then if the DRNS could not decode the E-DPCCH/E-DPDCH for the last consecutive number 
of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the DRNS shall 
notify the SRNC by initiating the Radio Link Failure procedure.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH ReferencePower 
Offset IE, then the DRNS may use this value as a default HARQ power offset if it is not able to decode the 
MAC-e PDU and to determine the value of the actual HARQ power offset.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-AGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-AGCH power. 
The E-AGCH Power Offset should be applied for any E-AGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-RGCH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-RGCH power 
for the RL. The E-RGCH Power Offset should be applied for any E-RGCH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-HICH Power Offset IE 
in the RL Specific E-DCH Information IE, then the DRNS may use this value to determine the E-HICH power 
for the RL. The E-HICH Power Offset should be applied for any E-HICH transmission to this UE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Power Offset for 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

[FDD - E-DCH MAC-d Flow Addition:] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Add IE, 
then the DRNS shall use this information to add the indicated E-DCH MAC-d flows.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add 
IE, then:] 

[FDD - The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport 
bearer characteristics to apply between DRNC and Node B. If TrCH Source Statistics Descriptor IE is present 
with the value "RRC" in the E-DCH MAC-d Flows Information IE, then the DRNC should ignore the Traffic 
Class IE.] 

- [FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall 
use this information to optimise MAC-e scheduling decisions.] 

[FDD - E-DCH MAC-d Flow Deletion:] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete 
lEs, then the DRNS shall use this information to delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d 
flow is deleted, all its associated configuration shall also be removed.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete 
IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNC shall delete the E- 
DCH configuration from the UE Context and release the E-DCH resources.] 

[TDD - Intra- DRNS Serving E-DCH Radio Link Change:] 

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH Serving RL IE, this 
indicates the new Serving E-DCH Radio Link:] 
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[TDD - In the new configuration the DRNS shall de-allocate the E-DCH resources of the old Serving E-DCH 
Radio Link and allocate the E-DCH resources for the new Serving E-DCH Radio Link.] 

[3.84Mcps TDD - The DRNS shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response IE in the E-DCH TDD Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message.] 

[L28Mcps TDD - The Node B shall allocate E-AGCH parameters and E-HICH parameters corresponding to the 
E-DCH and include the E-AGCH Specific Information Response IE and the E-HICH Specific Information 
Response IE in the E-DCH Information Response 1.28Mcps IE in the RADIO LINK RECONFIGURATION 
RESPONSE message.] 

[7.68Mcps TDD - The DRNS shall allocate E-AGCH parameters corresponding to the E-DCH and include the 
E-AGCH Specific Information Response 7.68Mcps IE in the E-DCH TDD Information Response 7.68Mcps IE in 
the RADIO LINK RECONFIGURATION READY message.] 

- [TDD - If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be 
used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d 
flow.] 

[TDD - E-PUCH Handling]: 

[3.84Mcps TDD and 7.68Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E- 
PUCH Information IE, the DRNS shall apply the parameters to the new configuration.] 

[L28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-PUCH Information 
LCR IE, the DRNS shall apply the parameters to the new configuration] 

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E- TFCS Information IE, the 
DRNS shall apply the beta parameters to the new configuration.] 

[3.84Mcps TDD - E-DCH Setup]: 

[3.84Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH 
information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d 
Flows to Add IE and E-DCH TDD Information IE.] 

[1.28Mcps TDD - E-DCH Setup]: 

[L28cps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information 
elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows 
to Add IE and E-DCH TDD Information LCR IE.] 

[7.68Mcps TDD - E-DCH Setup]: 

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH 
information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d 
Flows to Add IE and E-DCH TDD Information 7.68Mcps IE.] 

[TDD- E-DCH MAC-d Flow Addition/Deletion:] 

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or 
E-DCH MAC-d Flows To Delete lEs, then the DRNS shall use this information to add/delete the indicated E-DCH 
MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.] 

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete 
IE requesting the deletion of all remaining E-DCH MAC-d flows for the UE Context, then the DRNS shall delete the E- 
DCH configuration from the UE Context and release the E-DCH resources.] 

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, 
then:] 

- [TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit 
Rate IE in the E-DCH MAC-d Flows To Add IE, the DRNS shall use this information to optimise MAC-e 
scheduling decisions.] 
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[3.84Mcps TDD - E-DCH Non-scheduled allocations:] 

[3.84Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return 
this in the E-DCH Non-scheduled Grant Information TDD IE in the E-DCH Information Response IE in the RADIO 
LINK RECONFIGURATION RESPONSE message.] 

[1.28Mcps TDD - E-DCH Non-scheduled allocations:] 

[1.28Mcps - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return this in 
the E-DCH Non-scheduled Grant Information LCR TDD IE in the E-DCH Information Response 1.28Mcps IE in the 
RADIO LINK RECONFIGURATION RESPONSE message.] 

[7.68Mcps TDD - E-DCH Non-scheduled allocations:] 

[7.68Mcps TDD - The DRNS shall determine any non-scheduled resource to be granted for the radio link, and return 
this in the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE in the E-DCH Information Response 7.68Mcps 
IE in the RADIO LINK RECONFIGURATION RESPONSE message.] 

[3.84Mcps TDD - E-DCH Modification:] 

[3.84Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD 
Information IE, then:] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bit rate IE for an E- 
DCH, the DRNS shall use this information for the related resource allocation operation, and when applicable, for 
E-DCH scheduHng.] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH Processing Overload Level IE, then if 
the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH 
Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by initiating the 
Radio Link Failure procedure.] 

- [3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH Power Offset for Scheduling Info IE, 
then the DRNS shall use this value as a power offset for the transmission of scheduling information without any 
MAC-d PDUs.] 

[1.28Mcps TDD - E-DCH Modification:] 

[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD 
Information LCR IE, then:] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR 
IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, and when 
applicable, for E-DCH scheduling.] 

[ 1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Processing Overload Level IE, 
then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E- 
DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by 
initiating the Radio Link Failure procedure.] 

- [1 .28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Power Offset for Scheduling 
Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling information 
without any MAC-d PDUs.] 

[7.68Mcps TDD - E-DCH Modification:] 

[7.68Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD 
Information 7.68Mcps IE, then:] 

- [7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 
7.68Mcps IE for an E-DCH, the DRNS shall use this information for the related resource allocation operation, 
and when applicable, for E-DCH scheduling.] 

[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Processing Overload Level 
IE, then if the DRNS could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E- 
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DCH Processing Overload Level IE, because of a processing issue, the DRNS shall notify the SRNC by 
initiating the Radio Link Failure procedure.] 

- [7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH Power Ojfsetfor 
Scheduling Info IE, then the DRNS shall use this value as a power offset for the transmission of scheduling 
information without any MAC-d PDUs.] 

[TDD- If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information To 
Modify IE, then:] 

[TDD- If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE 
which includes the Allocation/Retention Priority IE, the DRNS shall apply the new Allocation/Retention Priority 
to this E-DCH in the new configuration according to Annex A.] 

- [TDD- If the E-DCH TDD Information To Modify IE contains a TNL QoS IE for an E-DCH MAC-d flow and if 
ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics 
to apply in the uplink for the related MAC-d flow.] 

[TDD- If the E-DCH TDD Information To Modify IE includes the Maximum Number of Retransmissions for E- 
DCH IE for an E-DCH MAC-d flow then the DRNS shall use this information to report if the maximum number 
of retransmissions has been exceeded.] 

- [ 1 .28Mcps TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MA C-d Flow 
Retransmission Timer IE for an E-DCH MAC-d flow then the DRNS shall use this information to set the 
retransmission timer.] 

- [TDD- If the TNL QoS IE is included in the E-DCH TDD Information to Modify IE for an E-DCH MAC-d flow 
and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer 
characteristics to apply in the uplink for the related MAC-d flow.] 

- [TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH HARQ Power Offset TDD IE for an 
E-DCH MAC-d flow the DRNS shall use this new power offset value.] 

- [TDD- If the E-DCH TDD Information To Modify' IE includes the E-DCH MA C-d Flow Multiplexing List IE for 
an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation.] 

- [TDD- If the E-DCH TDD Information To Modify IE contains the E-DCH Grant Type IE, the DRNS shall treat 
the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.] 

[TDD- If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH 
Logical Channel To Delete lEs, the DRNS shall use this information to add/delete the indicated logical channels. 
When a logical channel is deleted, all its associated configuration data shall also removed.] 

[TDD- If the E-DCH TDD Information To Modify' IE includes the E-DCH Logical Channel To Modify IE, the 
DRNS shall use this information to modify the indicated logical channels:] 

[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the DRNS 
shall apply the values in the new configuration.] 

[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the DRNS shall 
apply the values in the new configuration.] 

[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B 
shall apply the values in the new configuration.] 

- [TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply 
the values in the new configuration.] 

- [TDD- If the E-DCH TDD Information To Modify' IE includes the MAC-e Reset Indicator IE, then the DRNS 
shall use this value to determine whether MAC-e Reset is performed in the UE for sending the HARQ Failure 
Indication.] 

General: 
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If the requested modifications are allowed by the DRNS, and if the DRNS has successfully allocated the required 
resources and changed to the new configuration, the DRNC shall respond to the SRNC with the RADIO LINK 
RECONFIGURATION RESPONSE message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the RL Specific DCH Information IE, HS- 
DSCH Information IE, HS-DSCH Information To Modify Unsynchronised IE, HS-DSCH MAC-d Flows To Add IE, 
[FDD - RL Specific E-DCH Information IE] [TDD - E-DCH MAC-d Flows to Add IE], the DRNC may use the transport 
layer address and the binding identifier received from the SRNC when establishing a transport bearer for any Transport 
Channel, HS-DSCH MAC-d flow or E-DCH MAC-d flow being added, or any Transport Channel or HS-DSCH MAC- 
d flow being modified for which a new transport bearer was requested with the Transport Bearer Request Indicator IE. 

The DRNC shall include the Transport Layer Address IE and the Binding ID IE in the RADIO LINK 
RECONFIGURATION RESPONSE message for any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d 
flow being added, or any Transport Channel, HS-DSCH MAC-d flow or E-DCH MAC-d flow being modified for which 
a new transport bearer was requested with the Transport Bearer Request Indicator IE. The detailed frame protocol 
handling during transport bearer replacement is described in [4], subclause 5.10.1. 

In the case of a set of co-ordinated DCHs requiring a new transport bearer on the lur interface, the DRNC shall include 
the Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE only for one of the DCHs 
in the set of co-ordinated DCHs. 

In the case of a Radio Link being combined with another Radio Link within the DRNS, the DRNC shall include the 
Transport Layer Address IE and the Binding ID IE in the DCH Information Response IE in the RADIO LINK 
RECONFIGURATION RESPONSE message for only one of the combined Radio Links. 

Any allowed rate for the uplink of a modified DCH provided for the old configuration will not be valid for the new 
configuration. If the DRNS needs to limit the user rate in the uplink of a DCH due to congestion caused by the UL 
UTRAN Dynamic Resources (see subclause 9.2.1.79) in the new configuration for a Radio Link, the DRNC shall 
include in the RADIO LINK RECONFIGURATION RESPONSE message the Allowed UL Rate IE in the DCH 
Information Response IE for this Radio Link. 

Any allowed rate for the downlink of a modified DCH provided for the old configuration will not be valid for the new 
configuration. If the DRNS needs to limit the user rate in the downlink of a DCH due to congestion caused by the DL 
UTRAN Dynamic Resources (see subclause 9.2.1.79) in the new configuration for a Radio Link, the DRNC shall 
include in the RADIO LINK RECONFIGURATION RESPONSE message the Allowed DL Rate IE in the DCH 
Information Response IE for this Radio Link. 

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s), and the DRNC shall include in 
the RADIO LINK RECONFIGURATION RESPONSE message the Maximum Uplink SIR IE and Minimum Uplink SIR 
IE for each Radio Link when these values are changed. 

[FDD - If the DL TX power upper or lower limit has been re-configured, the DRNC shall include the new value(s) in 
the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK RECONFIGURATION 
RESPONSE message. The DRNS shall not transmit with a higher power than indicated by the Maximum DL TX Power 
IE or lower than indicated by the Minimum DL TX Power IE on any DL DPCH or on the F-DPCH of the RL except, if 
the UE Context is configured to use DPCH in the downlink, during compressed mode, when the SPcum as described in 
ref.[10] subclause 5.2.1.3, shall be added to the maximum DL power for the associated compressed frame.] 

[3.84 Mcps TDD and 7.68 Mcps TDD - If the DL TX power upper or lower limit has been re-configured, the DRNC 
shall include the new value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK 
RECONFIGURATION RESPONSE message. If the maximum or minimum power needs to be different for particular 
DCH type CCTrCHs, the DRNC shall include the new value(s) for that CCTrCH in the CCTrCH Maximum DL TX 
Power IE and CCTrCH Minimum DL TX Power. The DRNS shall not transmit with a higher power than indicated by 
the appropriate Maximum DL TX Power lEI CCTrCH Maximum DL TX Power IE or lower than indicated by the 
appropriate Minimum DL TX Power lE/CCTrCH Minimum DL TX Power IE on any DL DPCH within each CCTrCH of 
the RL.] 

[1.28 Mcps TDD - If the DL TX power upper or lower limit has been re-configured, the DRNC shall include the new 
value(s) in the Maximum DL TX Power IE and Minimum DL TX Power IE in the RADIO LINK RECONFIGURATION 
RESPONSE message. If the maximum or minimum power needs to be different for particular timeslots within a DCH 
type CCTrCH, the DRNC shall include the new value(s) for that timeslot in the Maximum DL TX Power IE and 
Minimum DL TX Power within the DL Timeslot Information LCR IE. The DRNS shall not transmit with a higher power 
than indicated by the appropriate Maximum DL TX Power IE or lower than indicated by the appropriate Minimum DL 
TX Power IE on any DL DPCH within each timeslot of the RL.] 
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8.3.7.3 Unsuccessful Operation 

SRNC DRNC 

RADIO LINK RECONFIGURATION REQUEST 



RADIO LINK RECONFIGURATION FAILURE 

H 



Figure 15: Unsynchronised Radio Linic Reconfiguration procedure, Unsuccessful Operation 

If the DRNS cannot allocate the necessary resources for all the new DCHs in a set of co-ordinated DCHs requested to 
be added, it shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed. 

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s), the DRNC 
shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure. 

Typical cause values are: 

Radio Network Layer Causes: 

UL Scrambling Code Already in Use; 
DL Radio Resources not Available; 
UL Radio Resources not Available; 
Requested Configuration not Supported; 

- CM not Supported; 
E-DCH not supported; 

[FDD - Contiuous Packet Connectivity DTX-DRX operation not Supported] ; 
[FDD - Contiuous Packet Connectivity HS-SCCH less operation not Supported]; 

- [FDD -MIMO not supported]. 
Miscellaneous Causes: 

Control Processing Overload; 

Not enough User Plane Processing Resources. 

8.3.7.4 Abnormal Conditions 

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall 
reject the Unsynchronised Radio Link Reconfiguration procedure as having failed, and the DRNC shall send the 
RADIO LINK RECONFIGURATION FAILURE message to the SRNC. 

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected" [TDD - or no DCH of a 
set of co-ordinated DCHs has the QE-Selector IE set to "selected"], the DRNS shall reject the Unsynchronised Radio 
Link Reconfiguration procedure, and the DRNC shall respond with a RADIO LINK RECONFIGURATION FAILURE 

message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes a DCHs To Modify IE or DCHs To Add IE 
with multiple DCH Specific Info lEs, and if the DCHs in the DCHs To Modify' IE or DCHs To Add IE do not have the 
same Transmission Time Interval IE in the Semi-static Transport Format Information IE, then the DRNC shall reject 
the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the DL Reference Power 
Information IE, but the power balancing is not active in the indicated RL(s), the DRNS shall reject the Unsynchronised 
Radio Link Reconfiguration procedure as having failed and the DRNC shall respond the RADIO LINK 
RECONFIGURATION FAILURE message with the cause value "Power Balancing status not compatible".] 
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[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to 
"Common" in the existing RL(s) but the DL Reference Power Information IE includes the Individual DL Reference 
Power Information IE, the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure as having 
failed and the DRNC shall respond with the RADIO LINK RECONFIGURATION FAILURE message with the cause 
value "Power Balancing status not compatible".] 

[FDD - If the power balancing is active with the Power Balancing Adjustment Type of the UE Context set to 
"Individual" in the existing RL(s) but the DL Reference Power Information IE includes the Common DL Reference 
Power IE, the DRNS shall reject the Unsynchronised Radio Link Reconfiguration procedure as having failed and the 
DRNC shall respond with the RADIO LINK RECONFIGURATION FAILURE message with the cause value "Power 
Balancing status not compatible".] 

If the RADIO LINK RECONFIGURATION REQUEST message contains the Transport Layer Address IE or the 
Binding ID IE when establishing a transport bearer for any Transport Channel or HS-DSCH MAC-d flow being added, 
or any Transport Channel or HS-DSCH MAC-d flow being modified for which a new transport bearer was requested 
with the Transport Bearer Request Indicator IE., and not both are present for a transport bearer intended to be 
established, the DRNC shall reject the Unsynchronised Radio Link Reconfiguration procedure, and the DRNC shall 
respond with a RADIO LINK RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information To Modify 
IE, HS-DSCH MAC-d Flows To Add IE or HS-DSCH MAC-d Flows To Delete IE in addition to the HS-DSCH 
Information IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE 

message. 

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information To Modify 
IE, HS-DSCH MAC-d Flows To Add IE, HS-DSCH MAC-d Flows To Delete IE or HS-PDSCH RL ID IE and the 
Serving HS-DSCH Radio Link is not in the DRNS, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information IE and does not 
include the HS-PDSCH RL-ID IE, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-PDSCH RL-ID IE indicating a Radio 
Link not existing in the UE Context, the DRNS shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message contains any of the HS-DSCH Information IE, HS- 
DSCH Information To Modify IE, or HS-DSCH MAC-d Flows To Add IE and if in the new configuration the Priority 
Queues associated with the same HS-DSCH MAC-d Flow ID IE have the same Scheduling Priority Indicator IE value, 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message includes HS-DSCH Information IE and the HS- 
DSCH is already configured in the UE Context, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message. 

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK RECONFIGURATION REQUEST message, 
but the E-DPCH Information IE is not present or if any of the Maximum Set of E-DPDCHs IE, Puncture Limit IE, E- 
TFCS Information IE, E-TTI IE, E-DPCCH Power Offset IE, HS-DSCH Configured Indicator IE, are not present in the 
E-DPCH Information IE, then the DRNS shall reject the procedure using the RADIO LINK RECONFIGURATION 
FAILURE message.] 

[FDD - If any of the HS-DSCH Configured Indicator IE, Maximum Set of E-DPDCHs IE, Puncture Limit IE or E-TTI 
IE are present in the E-DPCH Information IE and the E-DCH FDD Information IE is not present in the RADIO LINK 
RECONFIGURATION REQUEST message, then the DRNS shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH RL Indication IE set to 
"E-DCH", but no E-DCH FDD Information IE, and the UE Context is not configured for E-DCH, then the DRNC shall 
reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information IE but 
no E-DCH RL Indication IE set to "E-DCH", then the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 
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If the RADIO LINK RECONFIGURATION REQUEST message contains information which would configure a HS- 
DSCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell 
then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

If the RADIO LINK RECONFIGURATION REQUEST message contains information which would configure an E- 
DCH Radio Link, but the Serving HS-DSCH Radio Link and the Serving E-DCH Radio Link are not in the same cell 
then the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message. 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the HS-PDSCH RL ID IE and the E- 
DPCH Information IE which includes the HS-DSCH Configured Indicator IE set as "HS-DSCH not configured" then 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains any of the E-DCH FDD Information 
To Modify IE, E-DCH MAC-d Flows To Add IE or E-DCH MAC-d Flows To Delete IE in addition to the E-DCH FDD 
Information IE, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE 

message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains any of the E-DCH FDD Information 
To Modify IE, E-DCH MAC-d Flows To Add IE, E-DCH MAC-d Flows To Delete IE and the UE Context is not 
configured for E-DCH, the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION 
FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH FDD Information To 
Modify IE deleting the last remaining E-DCH Logical Channel of an E-DCH MAC-d Flow, the DRNC shall reject the 
procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes E-DCH FDD Information IE and the 
E-DCH is already configured in the UE Context, the DRNC shall reject the procedure using the RADIO LINK 
RECONFIGURATION FAILURE message.] 

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Continuous Packet Connectivity 
DTX-DRX Information To Modify' IE in addition to the Continuous Packet Connectivity DTX-DRX Information IE, then 
the DRNC shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the concerned UE Context is configured to apply the closed loop mode 1 for UL DPCH in the new 
configuration and if the RADIO LINK RECONFIGURATION REQUEST message contains the Continuous Packet 
Connectivity DTX-DRX Information IE with the CPC DPCCH Slot Format IE not set to "3", then the DRNC shall reject 
the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

[FDD - If the concerned UE Context is configured to apply the closed loop mode 1 for UL DPCH in the new 
configuration and if the RADIO LINK RECONFIGURATION REQUEST message contains the Continuous Packet 
Connectivity DTX-DRX Information to Modify IE with the CPC DPCCH Slot Format IE not set to "3", then the DRNC 
shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.] 

8.3.8 Physical Channel Reconfiguration 
8.3.8.1 General 

The Physical Channel Reconfiguration procedure is used by the DRNS to request the SRNC to reconfigure one of the 
configured physical channels. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The DRNS shall not initiate the Physical Channel Reconfiguration procedure if a Prepared Reconfiguration exists as 
defined in subclause 3.1, or if a Synchronised Radio Link Reconfiguration Preparation procedure, Unsynchronised 
Radio Link Reconfiguration procedure or Radio Link Deletion procedure is ongoing for the relevant UE context. 
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8.3.8.2 Successful Operation 

SRNC DRNC 

PHYSICAL CHANNEL RECONFIGURATION REQUEST 



PHYSICAL CHANNEL RECONFIGURATION COMMAND 



Figure 16: Physical Channel Reconfiguration procedure, Successful Operation 

When the DRNC detects the need to modify one of its physical channels, it shall send a PHYSICAL CHANNEL 
RECONFIGURATION REQUEST to the SRNC. 

The PHYSICAL CHANNEL RECONFIGURATION REQUEST message contains the new value(s) of the physical 
channel parameter(s) of the radio link for which the DRNC is requesting the reconfiguration. 

[FDD - If compressed mode is prepared or active and at least one of the downlink compressed mode methods is "SF/2", 
the DRNC shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the DL Code 
Information IE in the PHYSICAL CHANNEL RECONFIGURATION REQUEST message indicating for each DL 
Channelisation Code whether the alternative scrambling code will be used or not if the downlink compressed mode 
methods "SF/2" is activated.] 

[TDD - The SRNC shall apply the new values for any of [3.84Mcps TDD - UL Code Information IE, Midamble Shift 
And Burst Type IE,] [L28Mcps TDD - UL Code Information LCR IE, Midamble Shift LCR IE,] [7.68 Mcps TDD - UL 
Code Information 7.68 Mcps IE, Midamble Shift And Burst Type 7.68 Mcps IE,] TDD DPCH Offset IE, Repetition 
Period IE, Repetition Length IE, or TFCI presence IE included in the UL DPCH Information IE within the PHYSICAL 
CHANNEL RECONFIGURATION REQUEST message, otherwise the previous values specified for this DPCH shall 
still apply.] 

[TDD - The SRNC shall apply the new values for any of [3.84Mcps TDD - DL Code Information IE, Midamble Shift 
And Burst Type IE,] [L28Mcps TDD - DL Code Information LCR IE, Midamble Shift LCR IE,] [7.68 Mcps TDD - DL 
Code Information 7.68 Mcps IE, Midamble Shift And Burst Type 7.68 Mcps IE,] TDD DPCH Offset IE Repetition 
Period IE, Repetition Length IE, or TFCI presence IE included in the DL DPCH Information IE within the PHYSICAL 
CHANNEL RECONFIGURATION REQUEST message, otherwise the previous values specified for this DPCH shall 
still apply.] 

[3.84 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot 
Specific Information IE the SRNC shall apply the values of the Midamble Shift And Burst Type IE for each HS-PDSCH 
timeslot.] 

[L28 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot 
Specific Information LCR IE the SRNC shall apply the values of the Midamble Shift LCR IE for each HS-PDSCH 
timeslot.] 

[L28 Mcps TDD - if the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes the PLCCH Information 
IE the SRNC shall modify, delete or grant a new PLCCH assignment to the indicated timeslot of the indicated UL 
DCH-type CCTrCH according to its content.] 

[7.68 Mcps TDD - If the PHYSICAL CHANNEL RECONFIGURATION REQUEST includes HS-PDSCH Timeslot 
Specific Information 7.68 Mcps IE the SRNC shall apply the values of the Midamble Shift And Burst Type 7.68 Mcps IE 
for each HS-PDSCH timeslot.] 

Upon receipt of the PHYSICAL CHANNEL RECONFIGURATION REQUEST, the SRNC shall decide an appropriate 
execution time for the change. The SRNC shall respond with a PHYSICAL CHANNEL RECONFIGURATION 
COMMAND message to the DRNC that includes the CFN IE indicating the execution time. 

At the CFN, the DRNS shall switch to the new configuration that has been requested, and release the resources related 
to the old physical channel configuration. 
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8.3.8.3 



Unsuccessful Operation 



SRNC 



DRNC 



PHYSICAL CHANNEL RECONFIGURATION REQUEST 



PHYSICAL CHANNEL RECONFIGURATION FAILURE 



Figure 17: Physical Channel Reconfiguration procedure, Unsuccessful Operation 

If the SRNC cannot accept the reconfiguration request it shall send the PHYSICAL CHANNEL RECONFIGURATION 
FAILURE message to the DRNC, including the reason for the failure in the Cause IE. 

Typical cause values are: 

Radio Network Layer Causes: 

Reconfiguration not Allowed. 



8.3.8.4 



Abnormal Conditions 



While waiting for the PHYSICAL CHANNEL RECONFIGURATION COMMAND message, if the DRNC receives 
any of the RADIO LINK RECONFIGURATION PREPARE, RADIO LINK RECONFIGURATION REQUEST, or 
RADIO LINK DELETION REQUEST messages, the DRNC shall abort the Physical Channel Reconfiguration 
procedure. These messages thus override the DRNC request for physical channel reconfiguration. 

When the SRNC receives a PHYSICAL CHANNEL RECONFIGURATION REQUEST message while a Synchronised 
Radio Link Reconfiguration procedure, Unsynchronised Radio Link Reconfiguration procedure or Radio Link Deletion 
procedure is ongoing, the SRNC shall ignore the request message and assume that receipt of any of the messages 
RADIO LINK RECONFIGURATION PREPARE, RADIO LINK RECONFIGURATION REQUEST or RADIO LINK 
DELETION REQUEST by the DRNC has terminated the Physical Channel Reconfiguration procedure. In this case the 
SRNC shall not send a PHYSICAL CHANNEL RECONFIGURATION FAILURE message to the DRNC. 

8.3.9 Radio Link Failure 



8.3.9.1 



General 



This procedure is started by the DRNS when one or more Radio Links [FDD - or Radio Link Sets] [TDD - or CCTrCHs 
within a Radio Link] are no longer available. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The DRNS may initiate the Radio Link Failure procedure at any time after establishing a Radio Link. 



8.3.9.2 



Successful Operation 



SRNC 



RADIO LINK FAILURE INDICATION 



DRNC 



RL 
unavailable 



Figure 18: Radio Link Failure procedure, Successful Operation 
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When the DRNC detects that one or more Radio Link(s) [FDD - or Radio Link Set(s)] [TDD - or CCTrCHs within a 
Radio Link] are no longer available, it shall send the RADIO LINK FAILURE INDICATION message to the SRNC. 
The message indicates the failed Radio Link(s) [FDD - or Radio Link Set(s)] [TDD - or CCTrCHs] with the most 
appropriate cause values defined in the Cause IE. If the failure concerns one or more individual Radio Links the DRNC 
shall include the affected Radio Link(s) using the RL Information IE. [FDD - If the failure concerns one or more Radio 
Link Set(s) the DRNC shall include the affected Radio Link Set(s) using the RL Set Information IE.] [TDD - If the 
failure concerns only the failure of one or more CCTrCHs within in a radio link the DRNC shall include the affected 
CCTrCHs using the CCTrCH ID IE]. 

When the RL Failure procedure is used to notify loss of UL synchronisation of a [FDD - Radio Link Set] [TDD - Radio 
Link or CCTrCHs within a Radio Link] on the Uu interface, the RADIO LINK FAILURE INDICATION message shall 
be sent with the Cause IE set to "Synchronisation Failure" when indicated by the UL synchronisation detection 
algorithm defined in ref. [10] subclause 4.3 and [22] subclause 4.4.2. 

[FDD - When the Radio Link Failure procedure is used to indicate permanent failure in one or more Radio 
Link(s)/Radio Link Set(s) due to the occurrence of an UL or DL frame with more than one transmission gap caused by 
one or more compressed mode pattern sequences, the DL transmission shall be stopped and the RADIO LINK 
FAILURE INDICATION message shall be sent with the Cause Value IE set to "Invalid CM Settings". After sending 
the RADIO LINK FAILURE INDICATION message to notify the permanent failure, the DRNS shall not remove the 
Radio Link(s)/Radio Link Set(s) from the UE Context, or remove the UE Context itself.] 

[FDD - When the Radio Link Failure Procedure is used to indicate E-DCH non serving cell processing issue, the 
RADIO LINK FAILURE INDICATION shall be sent, with the Cause IE set to "Not enough user plane processing 
resources".] 

In the other cases the Radio Link Failure procedure is used to indicate that one or more Radio Link(s) [FDD - or Radio 
Link Set(s)] are permanently unavailable and cannot be restored. After sending the RADIO LINK FAILURE 
INDICATION message to notify the permanent failure, the DRNS shall not remove the Radio Link from the UE 
Context, or remove the UE Context itself. When applicable, the allocation retention priorities associated with the 
transport channels shall be used by the DRNS to prioritise which Radio Links to indicate as unavailable to the SRNC. 

Typical cause values are: 

Radio Network Layer Causes: 

Synchronisation Failure; 

- Invalid CM Settings. 
Transport Layer Causes: 

Transport Resources Unavailable. 
Miscellaneous Causes: 

Control Processing Overload; 

- HW Failure; 

- O&M Intervention; 

Not enough user plane processing resources. 

8.3.9.3 Abnormal Conditions 



8.3.10 Radio Link Restoration 
8.3.10.1 General 

This procedure is used to notify establishment and re-establishment of UL synchronisation of one or more [FDD - RL 
Set(s)] [TDD - Radio Links or CCTrCH(s) in a Radio Link] on the Uu interface. 
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This procedure shall use the signalling bearer connection for the relevant UE Context. 

The DRNC may initiate the Radio Link Restoration procedure at any time after establishing a Radio Link. 

8.3.10.2 Successful Operation 

SRNC DRNC 

RADIO LINK RESTORE INDICATION 



>^ 



Figure 19: Radio Linit Restoration procedure, Successful Operation 

The DRNC shall send the RADIO LINK RESTORE INDICATION message to the SRNC when and as specified by the 
UL Uu synchronisation detection algorithm defined in ref [10] subclause 4.3 and [22] subclause 4.4.2 [FDD -, or when 
the Fast Reconfiguration Mode IE has been included in the RADIO LINK RECONFIGURATION COMMIT message 
and the DRNS has detected that the UE has changed to the new configuration. The algorithm in ref. [10] shall use the 
minimum value of the parameters N_INS YNC_IND that are configured in the cells supporting the radio links of the RL 
Set.] 

[TDD - If the re-established UL Uu synchronisation concerns one or more individual Radio Links the DRNC shall 
include in the RADIO LINK RESTORE INDICATION message the RL Information IE to indicate the affected Radio 
Link(s). If the re-established synchronisation concerns one or more individual CCTrCHs within a radio link the DRNS 
shall include in the RADIO LINK RESTORE INDICATION message the RL Information IE to indicate the affected 
CCTrCHs.] [FDD - If the re-established UL Uu synchronisation concerns one or more Radio Link Sets the DRNC shall 
include in the RADIO LINK RESTORE INDICATION message the RL Set Information IE to indicate the affected 
Radio Link Set(s).] 

[FDD - The DRNC shall send the RADIO LINK RESTORE INDICATION message when the E-DCH processing issue 
condition has ceased.] 

8.3.10.3 Abnormal Conditions 



8.3.1 1 Dedicated Measurement Initiation 
8.3.11.1 General 

This procedure is used by an SRNS to request the initiation of dedicated measurements in a DRNS. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined 
in subclause 3.1. 
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8.3.1 1 .2 Successful Operation 



SRNC DRNC 



DEDICATED MEASUREMENT INITIATION 
REQUEST 

► 



DEDICATED MEASUREMENT INITIATION 
RESPONSE 

k 



Figure 20: Dedicated IVIeasurement Initiation procedure, Successful Operation 

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the 
SRNC to the DRNC. 

Upon receipt, the DRNC shall initiate the requested dedicated measurement according to the parameters given in the 
DEDICATED MEASUREMENT INITIATION REQUEST message. 

If the Dedicated Measurement Object Type is indicated as being "RL" in the DEDICATED MEASUREMENT 
INITIATION REQUEST message, measurement results shall be reported for all the indicated Radio Links. 

[FDD - If the Dedicated Measurement Object Type is indicated as being "RLS" in the DEDICATED MEASUREMENT 
INITIATION REQUEST message, measurement results shall be reported for all the indicated Radio Link Sets.] 

[FDD - If the Dedicated Measurement Object Type is indicated as being "ALL RL" in the DEDICATED 
MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all current and future 
Radio Links within the UE Context.] 

[TDD - If the Dedicated Measurement Object Type is indicated as being "ALL RL" in the DEDICATED 
MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for one existing DPCH 
per CCTrCH in each used time slot of current and future Radio Links within the UE Context, provided the measurement 
type is applicable to the respective DPCH.] 

[FDD - If the Dedicated Measurement Object Type is indicated as being "ALL RLS" in the DEDICATED 
MEASUREMENT INITIATION REQUEST message, measurement results shall be reported for all the existing and 
future Radio Link Sets within the UE Context.] 

[TDD - If the DPCH ID IE or DPCH ID 7.68Mcps IE is provided within the RL Information, the measurement request 
shall apply for the requested physical channel individually. If no DPCH ID IE, DPCH ID 7.68Mcps IE or HS-SICH ID 
IE is provided within the RL Information the measurement request shall apply for one existing DPCH per CCTrCH in 
each used time slot of the Radio Link, provided the measurement type is applicable to this DPCH.] 

[TDD - If the HS-SICH Information IE is provided within the RL Information, the measurement request shall apply for 
the requested physical channel individually.] 

[TDD - If the Dedicated Measurement Type IE is set to "HS-SICH reception quality ", the DRNS shall initiate 
measurements of the failed, missed and total HS-SICH transmissions on all of the HS-SICH assigned to this UE 
Context. If either the failed or missed HS-SICH transmission satisfies the requested report characteristics, the DRNS 
shall report the result of both failed and missed transmission measurements along with the total number of 
transmissions.] 

Report characteristics 

The Report Characteristics IE indicates how the reporting of the dedicated measurement shall be performed. See also 
Annex B. 

If the Report Characteristics IE is set to "On Demand" and if the CFN IE is not provided, the DRNS shall report the 
measurement result immediately in the DEDICATED MEASUREMENT INITIATION RESPONSE message. If the 
CFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided 
measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [26]. 

If the Report Characteristics IE is set to "Periodic" and if the CFN IE is not provided, the DRNS shall immediately and 
periodically initiate the Dedicated Measurement Reporting procedure for this measurement, with a frequency as 
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specified by the Report Periodicity IE. If the CFN IE is provided, the DRNS shall initiate a Dedicated Measurement 
Reporting procedure for this measurement at the CFN indicated in the CFN IE, and shall repeat this initiation 
periodically thereafter with a frequency as specified by the Report Periodicity IE. The provided measurement value 
shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [26] . 

If the Report Characteristics IE is set to "Event A", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity rises above the requested threshold, as specified by the Measurement Threshold IE, 
and then stays above the threshold for the requested hysteresis time, as specified by the Measurement Hysteresis Time 
IE. If the Measurement Hysteresis Time IE is not included, the DRNC shall use the value zero for the hysteresis time. 

If the Report Characteristics IE is set to "Event B", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity falls below the requested threshold, as specified by the Measurement Threshold IE, 
and then stays below the threshold for the requested hysteresis time, as specified by the Measurement Hysteresis Time 
IE. If the Measurement Hysteresis Time IE is not included, the DRNC shall use the value zero for the hysteresis time. 

If the Report Characteristics IE is set to "Event C", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity rises more than the requested threshold specified by the Measurement 
Increase/Decrease Threshold IE, and only when this rise occurs within the requested rising time specified by the 
Measurement Change Time IE. After reporting this type of event, DRNS shall not initiate the next C event reporting for 
the same measurement during the subsequent time specified by the Measurement Change Time IE. 

If the Report Characteristics IE is set to "Event D", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity falls more than the requested threshold specified by the Measurement 
Increase/Decrease Threshold IE, and only when this falls occurs within the requested falling time specified by the 
Measurement Change Time IE. After reporting this type of event, the DRNS shall not initiate the next D event reporting 
for the same measurement during the subsequent time specified by the Measurement Change Time IE. 

If the Report Characteristics IE is set to "Event E", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity rises above the Measurement Threshold 1 IE and stays above the threshold for the 
Measurement Hysteresis Time IE (Report A). When the conditions for Report A are met and if the Report Periodicity IE 
is provided, the DRNS shall initiate the Dedicated Measurement Reporting procedure periodically with the requested 
report frequency specified by the Report Periodicity IE. If the conditions for Report A have been met and the measured 
entity falls below the Measurement Threshold 2 IE and stays below the threshold for the Measurement Hysteresis Time 
IE, the DRNS shall initiate the Dedicated Measurement Reporting procedure (Report B) and shall terminate any 
corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the DRNS shall use the value of the 
Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the DRNC shall use the 
value zero as hysteresis times for both Report A and Report B. 

If the Report Characteristics IE is set to "Event F", the DRNS shall initiate the Dedicated Measurement Reporting 
procedure when the measured entity falls below the Measurement Threshold 1 IE and stays below the threshold for the 
Measurement Hysteresis Time IE (Report A). When the conditions for Report A are met and if the Report Periodicity IE 
is provided, the DRNS shall initiate the Dedicated Measurement Reporting procedure periodically with the requested 
report frequency specified by the Report Periodicity IE. If the conditions for Report A have been met and the measured 
entity rises above the Measurement Threshold 2 IE and stays above the threshold for the Measurement Hysteresis Time 
IE, the DRNS shall initiate the Dedicated Measurement Reporting procedure (Report B) and shall terminate any 
corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the DRNS shall use the value of the 
Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the DRNC shall use the 
value zero as hysteresis times for both Report A and Report B. 

If the Report Characteristics IE is not set to "On -Demand", the DRNS is required to perform reporting for a dedicated 
measurement object, in accordance with the conditions provided in the DEDICATED MEASUREMENT INITIATION 
REQUEST message, as long as the object exists. If no dedicated measurement object(s) for which a measurement is 
defined exists any more, the DRNS shall terminate the measurement locally without reporting this to the SRNC. 

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, 
the DRNS shall initiate the Dedicated Measurement Reporting procedure immediately, and then continue with the 
measurements as specified in the DEDICATED MEASUREMENT INITIATION REQUEST message. 

Higher layer filtering 

The Measurement Filter Coefficient IE indicates how filtering of the dedicated measurement values shall be performed 
before measurement event evaluation and reporting. 

The averaging shall be performed according to the following formula. 
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F„=(l-a)-F„_,+a-M„ 

The variables in the formula are defined as follows: 

Fn is the updated filtered measurement result 

Fn.i is the old filtered measurement result 

M„ is the latest received measurement result from physical layer measurements, the unit used for M„ is the same unit as 
the reported unit in the DEDICATED MEASUREMENT INITIATION RESPONSE, DEDICATED MEASUREMENT 
REPORT messages or the unit used in the event evaluation (i.e. same unit as for Fn). 

a = 1/2*'^^' , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter 
Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialise the averaging filter, Fg is set to My when the first measurement result from the physical layer 
measurement is received. 

Measurement Recovery Behavior: 

If the Measurement Recovery Behavior IE is included in the DEDICATED MEASUREMENT INITIATION 
REQUEST message, the DRNS shall, if Measurement Recovery Behavior is supported, include the Measurement 
Recovery Support Indicator IE in the DEDICATED MEASUREMENT INITIATION RESPONSE message and 
perform the Measurement Recovery Behavior as described in subclause 8.3.12.2. 

Response message 

If the DRNS was able to initiate the measurement requested by the SRNS it shall respond with the DEDICATED 
MEASUREMENT INITIATION RESPONSE message. The message shall include the same Measurement ID that was 
used in the DEDICATED MEASUREMENT INITIATION REQUEST message. 

In the case in which the Report Characteristics IE is set to "On Demand": 

The DRNC shall include the measurement result in the Dedicated Measurement Value IE within the 
DEDICATED MEASUREMENT INITIATION RESPONSE message. 

If the CFN Reporting Indicator IE is set to "FN Reporting Required", the CFN IE shall be included in the 
DEDICATED MEASUREMENT INITIATION RESPONSE message. The reported CFN shall be the CFN at 
the time when the dedicated measurement value was reported by the layer 3 filter, referred to as point C in the 
measurement model [26]. 

- [TDD - If the measurement was made on a particular DPCH, the DEDICATED MEASUREMENT INITIATION 

RESPONSE message shall include the DPCH ID of that DPCH in the [1.28Mcps TDD and 3.84Mcps TDD - 
DPCH ID IE] [7.68Mcps TDD - DPCH ID 7.68Mcps IE].] 

- [TDD - If the measurement was made on a particular HS-SICH, the DEDICATED MEASUREMENT 

INITIATION RESPONSE message shall include the ID of that HS-SICH in the HS-SICH ID IE.] 

[FDD - If the Alternative Format Reporting Indicator IE is set to "Alternative format is allowed" in the DEDICATED 
MEASUREMENT INITIATION REQUEST message, the DRNC may include the Extended Round Trip Time IE in the 
DEDICATED MEASUREMENT INITIATION RESPONSE message.] 

8.3.1 1 .3 Unsuccessful Operation 

SRNC DRNC 

DEDICATED MEASUREMENT INITIATION 
REQUEST 

H 



DEDICATED MEASUREMENT INITIATION 
FAILURE 

< 



Figure 21: Dedicated IVIeasurement Initiation procedure, Unsuccessful Operation 
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If the requested measurement cannot be initiated for one of the RL/RLS, the DRNC shall send a DEDICATED 
MEASUREMENT INITIATION FAILURE message. The message shall include the same Measurement ID IE that was 
used in the DEDICATED MEASUREMENT INITIATION REQUEST message and shall include the Cause IE set to 
an appropriate value. 

If the DEDICATED MEASUREMENT INITIATION REQUEST message includes the Partial Reporting Indicator IE, 
the DRNS shall, if partial reporting is supported, separate the unsuccessful measurement initiations from the successful 
measurement initiations. For the successful measurement initiations on a RL or an RLS, the DRNS shall include the 
Successful RL Information IE or the Successful RL Set Information IE for the concerned RL or RLS if the Report 
Characteristics IE in the DEDICATED MEASUREMENT INITIATION REQUEST message was set to "On Demand". 
For the unsuccessful measurement initiations, the DRNS shall include the Individual Cause IE set to an appropriate 
value if it differs from the value of the Cause IE. 

Typical cause values are: 

Radio Network Layer Causes: 

Measurement not Supported For The Object 
Measurement Temporarily not Available 
Miscellaneous Causes: 

Control Processing Overload 
- HW Failure 



8.3.11.4 



Abnormal Conditions 



The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table 
below marked with "X". For not allowed combinations, the DRNS shall reject the Dedicated Measurement Initiation 
procedure using the DEDICATED MEASUREMENT INITIATION FAILURE message. 

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations 



Dedicated 

IVIeasurement 

Type 


Report Characteristics Type 


On 
Demand 


Periodic 


Event 
A 


Event 
B 


Event 
C 


Event 
D 


Event 

E 


Event 

F 


On 
Modification 


SIR 


X 


X 


X 


X 


X 


X 


X 


X 




SIR Error 


X 


X 


X 


X 


X 


X 


X 


X 




Transmitted Code 
Power 


X 


X 


X 


X 


X 


X 


X 


X 




RSCP 


X 


X 


X 


X 


X 


X 


X 


X 




Rx Timing 
Deviation 


X 


X 


X 


X 






X 


X 




Round Trip Time 


X 


X 


X 


X 


X 


X 


X 


X 




Rx Timing 
Deviation LCR 


X 


X 


X 


X 






X 


X 




HS-SICH 
Reception Quality 


X 


X 


X 


X 






X 


X 




Angle Of Arrival 
LCR 


X 


X 
















Rx Timing 
Deviation 7.68IVIcps 


X 


X 


X 


X 






X 


X 




Rx Timing 
Deviation 3.84IVIcps 
Extended 


X 


X 


X 


X 






X 


X 





If the Dedicated Measurement Type received in the Dedicated Measurement Type IE is not defined in ref. [11] or [14] 
to be measured on the Dedicated Measurement Object Type received in the DEDICATED MEASUREMENT 
INITIATION REQUEST message, the DRNS shall reject the Dedicated Measurement Initiation procedure. 
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If the CFA^IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message and the Report 
Characteristics IE is other than "Periodic" or "On Demand", the DRNS shall reject the Dedicated Measurement 
Initiation procedure, and the DRNC shall send a DEDICATED MEASUREMENT INITIATION FAILURE message. 

8.3.12 Dedicated Measurement Reporting 

8.3.12.1 General 

This procedure is used by the DRNS to report the results of the successfully initiated measurements requested by the 
SRNS with the Dedicated Measurement Initiation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The DRNC may initiate the Dedicated Measurement Reporting procedure at any time after establishing a Radio Link. 

8.3.12.2 Successful Operation 

SRNC DRNC 



DEDICATED MEASUREMENT REPORT 

< 



Figure 22: Dedicated IVIeasurement Reporting procedure, Successful Operation 

If the requested measurement reporting criteria are met, the DRNS shall initiate the Dedicated Measurement Reporting 
procedure. If the measurement was initiated (by the Dedicated Measurement Initiation procedure) for multiple dedicated 
measurement objects, the DRNC may include dedicated measurement values in the Dedicated Measurement Value 
Information IE for multiple objects in the DEDICATED MEASUREMENT REPORT message. 

The Measurement ID IE shall be set to the Measurement ID provided by the SRNC when initiating the measurement 
with the Dedicated Measurement Initiation procedure. 

If the achieved measurement accuracy does not fulfil the given accuracy requirement specified in ref. [23] and [24] or 
the measurement is temporarily not available in case Measurement Recovery Behavior is supported, the Measurement 
not available shall be reported in the Dedicated Measurement Value Information IE in the DEDICATED 
MEASUREMENT REPORT message, otherwise the DRNC shall include the Dedicated Measurement Value IE within 
the Dedicated Measurement Value Information IE. If the DRNC was configured to perform the Measurement Recovery 
Behavior, the DRNC shall indicate Measurement Available to the SRNC when the achieved measurement accuracy 
again fullfils the given accuracy requirement (see ref [23] and [24]) and include the Measurement Recovery Report 
Indicator IE in the DEDICATED MEASUREMENT REPORT message if the requested measurement reporting criteria 
are not met. 

If the CFN Reporting Indicator when initiating the measurement with the Dedicated Measurement Initiation procedure 
was set to "FN Reporting Required", the DRNC shall include the CFN IE in the DEDICATED MEASUREMENT 
REPORT message. The reported CFN shall be the CFN at the time when the dedicated measurement value was reported 
by the layer 3 filter, referred to as point C in the measurement model [26]. 

[TDD - If the measurement was made on a particular DPCH, the DEDICATED MEASUREMENT REPORT message 
shall include the DPCH ID of that DPCH in the [1.28Mcps TDD and 3.84Mcps TDD - DPCH ID IE] [7.68Mcps TDD - 
DPCH ID 7.68Mcps IE].] 

[TDD - If the measurement was made on a particular HS-SICH, the DEDICATED MEASUREMENT INITIATION 
RESPONSE message shall include the ID of that HS-SICH in the HS-SICH ID IE.] 

[FDD - If the Alternative Format Reporting Indicator IE was set to "Alternative format is allowed" in the 
DEDICATED MEASUREMENT INITIATION REQUEST message setting up the measurement to be reported, the 
DRNC may include the Extended Round Trip Time IE in the DEDICATED MEASUREMENT REPORT message.] 
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8.3.12.3 Abnormal Conditions 

8.3.13 Dedicated Measurement Termination 

8.3.13.1 General 

This procedure is used by the SRNS to terminate a measurement previously requested by the Dedicated Measurement 
Initiation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Dedicated Measurement Termination procedure shall not be initiated if a Prepared Reconfiguration exists, as 
defined in subclause 3.1. 

8.3.13.2 Successful Operation 

SRNC DRNC 

DEDICATED MEASUREMENT 
TERMINATION REQUEST 
► 



Figure 23: Dedicated IVIeasurement Termination procedure, Successful Operation 

This procedure is initiated with a DEDICATED MEASUREMENT TERMINATION REQUEST message, sent from 
the SRNC to the DRNC. 

Upon receipt, the DRNS shall terminate reporting of dedicated measurements corresponding to the received 
Measurement ID IE. 

8.3.13.3 Abnormal Conditions 



8.3.14 Dedicated Measurement Failure 
8.3.14.1 General 

This procedure is used by the DRNS to notify the SRNS that a measurement previously requested by the Dedicated 
Measurement Initiation procedure can no longer be reported. When partial reporting is allowed and supported, this 
procedure shall be used to report that measurement for one or more RL/RLS can no longer be reported. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The DRNC may initiate the Dedicated Measurement Failure procedure at any time after establishing a Radio Link. 



8.3.14.2 Successful Operation 



SRNC DRNC 

DEDICATED MEASUREMENT FAILURE 
INDICATION 

N 



Figure 24: Dedicated Measurement Failure procedure, Successful Operation 
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This procedure is initiated with a DEDICATED MEASUREMENT FAILURE INDICATION message, sent from the 
DRNC to the SRNC, to inform the SRNC that a previously requested dedicated measurement can no longer be reported. 
The DRNC has locally terminated the indicated measurement. The DRNC shall include in the DEDICATED 
MEASUREMENT FAILURE INDICATION message the reason for the failure in the Cause IE. 

The DRNS shall include Unsuccessful RL Information IE or the Unsuccessful RL Set Information IE for the concerned 
RL or RLS if partial reporting is allowed and it is supported. The DRNS shall include the Individual Cause IE set to an 
appropriate value if it differs from the value of the Cause IE. 

Typical cause values are: 

Miscellaneous Causes: 

Control Processing Overload 

- HW Failure 

- O&M Intervention 



8.3.14.3 



Abnormal Conditions 



8.3.15 Downlink Power Control [FDD] 

8.3.15.1 General 

The purpose of this procedure is to balance the DL transmission powers of one or more radio links for one UE. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Downlink Power Control procedure may be initiated by the SRNC at any time after establishing a Radio Link. If 
the SRNC has initiated in this DRNS the deletion of the last Radio Link for this UE context, the Downlink Power 
Control procedure shall not be initiated. 

8.3.15.2 Successful Operation 



SRNC 



DRNC 



DL POWER CONTROL REQUEST 



Figure 25: Downlink Power Control procedure, Successful Operation 

The DownUnk Power Control procedure is initiated by the SRNC sending a DL POWER CONTROL REQUEST 
message to the DRNC. 

The Power Adjustment Type IE defines the characteristic of the power adjustment. 

If the value of the Power Adjustment Type IE is "Common", the DRNS shall set the Power Balancing Adjustment Type 
of the UE Context set to "Common". As long as the Power Balancing Adjustment Type of the UE Context is set to 
"Common", the DRNS shall perform the power adjustment (see below) for all existing and future radio links for the UE 
Context and use a common DL reference power level. 

If the value of the Power Adjustment Type IE is "Individual", the DRNS shall set the Power Balancing Adjustment Type 
of the UE Context set to "Individual". The DRNS shall perform the power adjustment (see below) for all radio links 
addressed in the message using the given DL Reference Power per RL. If the Power Balancing Adjustment Type of the 
UE Context was set to "Common" before this message was received, power balancing on all radio links not addressed 
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by the DL POWER CONTROL REQUEST message shall remain to be executed in accordance with the existing power 
balancing parameters which are now considered RL individual parameters. Power balancing will not be started on 
future radio links without a specific request. 

If the value of the Power Adjustment Type IE is "None", the DRNS shall set the Power Balancing Adjustment Type of 
the UE Context set to "None" and the DRNS shall suspend on going power adjustments for all radio links for the UE 
Context. 

If the Inner Loop DL PC Status IE is present and set to "Active", the DRNS shall activate inner loop DL power control 
for all radio links for the UE Context. If the Inner Loop DL PC Status IE is present and set to "Inactive", the DRNS 
shall deactivate inner loop DL power control for all radio links for the UE Context according to ref. [10]. 

Power Adjustment 

The power balancing adjustment shall be superimposed on the inner loop power control adjustment (see ref. [10]) if 
activated. The power balancing adjustment shall be such that: 

E ^hai = (1 - r)(P,,f + Pp-cP,cH - Pini, ) ^ith an accuracy of +0.5 dB 

where the sum is performed over an adjustment period corresponding to a number of frames equal to the value of the 
Adjustment Period IE, P„f is the value of the DL Reference Power IE, Pp.cpicH is the power used on the primary CPICH, 
Pini, is the code power of the last slot of the previous adjustment period and r is given by the Adjustment Ratio IE. If the 
last slot of the previous adjustment period is within a transmission gap due to compressed mode, f ,„,, shall be set to the 
same value as the code power of the slot just before the transmission gap. 

The adjustment within one adjustment period shall in any case be performed with the constraints given by the Max 
Adjustment Step IE and the DL TX power range set by the DRNC. 

The power adjustments shall be started at the first slot of a frame with CFN modulo the value of Adjustment Period IE 
equal to and shall be repeated for every adjustment period and shall be restarted at the first slot of a frame with 
CFN=0, until a new DL POWER CONTROL REQUEST message is received or the RL is deleted. 

8.3.15.3 Abnormal Conditions 



8.3.16 Compressecj MocJe Commancj [FDD] 
8.3.16.1 General 

The Compressed Mode Command procedure is used to activate or deactivate the compressed mode in the DRNS for 
one UE-UTRAN connection. This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Compressed Mode Command procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 
subclause 3.1. 



8.3.16.2 Successful Operation 



SRNC DRNC 

COMPRESSED MODE COMMAND 



-> 



Figure 26: Compressed Mode Command procedure, Successful Operation 

The procedure is initiated by the SRNC sending a COMPRESSED MODE COMMAND message to the DRNC. 

Upon receipt of the COMPRESSED MODE COMMAND message from the SRNC and at the CFN indicated in the CM 
Configuration Change CFN IE, the DRNS shall deactivate all the ongoing Transmission Gap Pattern Sequences. From 
that moment on all Transmission Gap Pattern Sequences included in Transmission Gap Pattern Sequence Status IE 
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repetitions (if present) shall be started when the indicated TGCFN IE elapses. The CM Configuration Change CFN IE 
in the Active Pattern Sequence Information IE and TGCFN IE for each sequence refer to the next coming CFN with that 
value. 

If the values of the CM Configuration Change CFN IE and the TGCFN IE are equal, the concerned Transmission Gap 
Pattern Sequence shall be started immediately at the CFN with a value equal to the value received in the CM 
Configuration Change CFN IE. 

If the concerned UE Context is configured to use F-DPCH in the downlink, the DRNS shall ignore, when activating the 
Transmission Gap Pattern Sequence(s), the downlink compressed mode method information, if existing, for the 
concerned Transmission Gap Pattern Sequence(s) in the Compressed Mode Configuration. 

8.3.16.3 Abnormal Conditions 



8.3.17 Downlink Power Timeslot Control [TDD] 

8.3.17.1 General 

The purpose of this procedure is to provide the DRNS with updated DL Timeslot ISCP values to use when deciding the 
DL TX Power for each timeslot. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Downlink Power Timeslot Control procedure can be initiated by the SRNC at any time after establishing a Radio 
Link. If the SRNC has initiated deletion of the last Radio Link in this DRNS, the Downlink Power Timeslot Control 
procedure shall not be initiated. 

8.3.17.2 Successful Operation 

SRNC DRNC 



DL POWER TIMESLOT CONTROL REQUEST 



Figure 26A: Downlink Power Timeslot Control procedure, Successful Operation 

The Downlink Power Timeslot Control procedure is initiated by the SRNC sending a DL POWER TIMESLOT 
CONTROL REQUEST message to the DRNC. 

Upon receipt of the DL POWER TIMESLOT CONTROL REQUEST message, the DRNS shall use the included 
[3.84Mcps TDD and 7.68 Mcps TDD - DL Timeslot ISCP Info IE] [1.28Mcps TDD - DL Timeslot ISCP Info LCR IE] 
value when deciding the DL TX Power for each timeslot as specified in [22], i.e. it shall reduce the DL TX power in 
those downlink timeslots of the radio link in which the interference is low, and increase the DL TX power in those 
timeslots in which the interference is high, while keeping the total downlink power in the radio link unchanged. 

If the Primary CCPCH RSCP Delta IE is included, the DRNS shall assume that the reported value for Primary CCPCH 
RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH RSCP Delta IE. If the Primary 
CCPCH RSCP Delta IE is not included and the Primary CCPCH RSCP IE is included, the DRNS shall assume that the 
reported value is in the non-negative range as per [24], and the value is equal to the Primary CCPCH RSCP IE. The 
DRNS should use the indicated value for HS-DSCH scheduling and transmit power adjustment. 

8.3.17.3 Abnormal Conditions 
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8.3.18 Radio Link Pre-emption 

8.3.18.1 General 

This procedure is started by the DRNS when resources need to be freed. 

This procedure shall use the signalling bearer connection for the UE Context associated with the RL to be pre-empted. 

The DRNS may initiate the Radio Link Pre-emption procedure at any time after establishing a Radio Link. 

8.3.18.2 Successful Operation 



SRNC 



DRNC 



RADIO LINK PREEMPTION REQUIRED 
INDICATION 



RL to be pre- 
empted 



Figure 26B: Radio Linl< Pre-emption procedure, Successful Operation 

When DRNC detects that one or more Radio Link(s) should be pre-empted (see Annex A), it shall send the RADIO 
LINK PREEMPTION REQUIRED INDICATION message to the SRNC. If all Radio Links for a UE Context should be 
pre-empted, the RL Information IE shall not be included in the message. If one or several but not all Radio Link(s) 
should be pre-empted for an UE Context, the Radio Link(s) that should be pre-empted shall be indicated in the RL 
Information IE. The Radio Link(s) that should be pre-empted, should be deleted by the SRNC. 

[FDD - If only the E-DCH traffic on a Radio Link should be pre-empted, the DRNC shall indicate the EDCH MAC-d 
flows that should be pre-empted by including the E-DCH MAC-d Flow Specific Information IE in the RADIO LINK 
PREEMPTION REQUIRED INDICATION message.] 

When only the HS-DSCH traffic on a Radio Link should be pre-empted, the DRNC shall indicate the HS-DSCH MAC- 
d flow(s) that should be pre-empted by including the HS-DSCH MAC-d Flow Specific Information IE in the RADIO 
LINK PREEMPTION REQUIRED INDICATION message. 



8.3.18.3 



Abnormal Conditions 



8.3.19 Radio Link Congestion 



8.3.19.1 



General 



This procedure is started by the DRNS when resource congestion is detected and the rate of one or more DCHs, 
corresponding to one or more radio links, is preferred to be limited in the UL and/or DL. This procedure is also used by 
the DRNC to indicate to the SRNC any change of the UL/DL resource congestion situation, affecting these radio links. 
This procedure shall use the signalling bearer connection for the relevant UE Context. 

The Radio Link Congestion procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 
subclause 3.1. 
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8.3.19.2 Successful Operation 

SRNC DRNC 

RADIO LINK CONGESTION INDICATION 



Figure 26C: Radio Linit Congestion procedure, Successful Operation 

Start of an UL/DL Resource Congestion Situation 

When the DRNC detects the start of a UL/DL resource congestion situation and prefers the rate of one or more DCHs 
for one or more Radio Link(s) to be limited below the maximum rate currently configured in the UL/DL TFS, it shall 
send the RADIO LINK CONGESTION INDICATION message to the SRNC. The DRNC shall indicate the cause of 
the congestion in the Congestion Cause IE and shall indicate all the Radio Links for which the rate of a DCH needs to 
be reduced. For each DCH within the RL with UL congestion, the DRNC shall indicate the desired maximum UL data 
rate with the Allowed UL Rate IE in the Allowed Rate Information IE. For each DCH within the RL with DL 
congestion, the DRNC shall indicate the desired maximum DL data rate with the Allowed DL Rate IE in the Allowed 
Rate Information IE. 

[FDD - For each E-DCH MAC-d flow within the RL with UL congestion, the DRNC shall indicate all the MAC-d 
flows for which the rate cannot be fullfilled.] 

When receiving the RADIO LINK CONGESTION INDICATION message the SRNC should reduce the rate in 
accordance with the Congestion Cause IE and the indicated Allowed DL Rate IE and/oi Allowed UL Rate IE for a DCH. 

Change of UL/DL Resource Congestion Situation 

The DRNC shall indicate any change of the UL/DL resource congestion situation by sending the RADIO LINK 
CONGESTION INDICATION message in which the new allowed rate(s) of the DCHs are indicated by the Allowed 
Rate Information IE. In the case that for at least one DCH the new allowed rate is lower than the previously indicated 
allowed rate for that DCH, the Congestion Cause IE, indicating the cause of the congestion, shall also be included. 

When receiving a RADIO LINK CONGESTION INDICATION message indicating a further rate decrease on any 
DCH(s) on any RL, the SRNC should reduce the rate in accordance with the indicated congestion cause and the 
indicated allowed rate(s) for the DCH(s). 

End of UL/DL Resource Congestion Situation 

The end of an UL resource congestion situation, affecting a specific RL, shall be indicated by including the TF 
corresponding to the highest data rate in the Allowed UL Rate IE in the Allowed Rate Information IE for the concerned 
RL. The end of a DL resource congestion situation, affecting a specific RL, shall be indicated by including the TF with 
the highest data rate in the Allowed DL Rate IE in the Allowed Rate Information IE for the concerned RL. 

8.3.19.3 Abnormal Conditions 



8.3.20 Radio Link Activation 
8.3.20.1 General 

This procedure is used to activate or de-activate the DL transmission on the Uu interface regarding selected RLs. 



8.3.20.2 Successful Operation 
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SRNC DRNC 

RADIO LINK ACTIVATION COMMAND 



> 



Figure 26D: Radio Linic Activation procedure 

This procedure is initiated by sending the RADIO LINK ACTIVATION COMMAND message from the SRNC to the 
DRNC. This procedure shall use the signalling bearer connection for the relevant UE Context. 

Upon receipt, the DRNS shall for each concerned RL: 

if the Delayed Activation Update IE indicates "Activate": 

if the Activation Type IE equals "Unsynchronised": 

[FDD - start transmission on the new RL after synchronisation is achieved in the DL user plane as 
specified in [4].] 

[TDD - start transmission on the new RL immediately as specified in [4].] 

if the Activation Type IE equals "Synchronised": 

[FDD - start transmission on the new RL after synchronisation is achieved in the DL user plane as 
specified in [4], however never before the CFN indicated in the Activation CFN IE.] 

[TDD - start transmission on the new RL at the CFN indicated in the Activation CFN IE as specified in 

[4].] 

[FDD - the DRNS shall apply the power level indicated in the Initial DL Tx Power IE to the transmission on 
each DL DPCH or on the F-DPCH of the RL when starting transmission until either UL synchronisation on 
the Uu interface is achieved for the RLS or power balancing is activated. During this period no inner loop 
power control shall be performed and, unless activated by the DL POWER CONTROL REQUEST message, 
no power balancing shall be performed. The DL power shall then vary according to the inner loop power 
control (see ref.[10], subclause 5.2. L2) and downlink power balancing adjustments (see 8.3.7).] 

[TDD - the DRNS shall apply the power level indicated in the Initial DL Tx Power IE to the transmission on 
each DL DPCH and on each Time Slot of the RL when starting transmission until the UL synchronisation on 
the Uu interface is achieved for the RL. No inner loop power control shall be performed during this period. 
The DL power shall then vary according to the inner loop power control (see ref.[22], subclause 4.2.3.3).] 

[FDD - if the Propagation Delay IE and optionally the Extended Propagation Delay IE are included, the 
DRNS may use this information to speed up the detection of UL synchronisation on the Uu interface.] 

[FDD - if the First RLS Indicator IE is included, it indicates if the concerned RL shall be considered part of 
the first RLS established towards this UE. The First RLS Indicator IE shall be used by the DRNS to 
determine the initial TPC pattern in the DL of the concerned RL and all RLs which are part of the same RLS, 
as described in [10], section 5.L2.2.L2.] 

if the Delayed Activation Update IE indicates "Deactivate": 

stop DL transmission immediately if the Deactivation Type IE equals "Unsynchronised", or at the CFN 
indicated by the Deactivation CFN IE if the Deactivation Type IE equals "Synchronised". 

8.3.20.3 Abnormal Conditions 

[FDD - If the Delayed Activation Update IE is included in the RADIO LINK ACTIVATION COMMAND message, it 
indicates "Activate" and the First RLS Indicator IE is not included, the DRNC shall initiate the ERROR INDICATION 
procedure.] 
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8.3.21 Radio Link Parameter Update 

8.3.21.1 General 

The Radio Link Parameter Update procedure is executed by the DRNS to update parameters related to HS-DSCH on a 
radio Hnk for a UE-UTRAN connection or to update phase reference on a list of the radio links. 

This procedure shall use the signalling bearer connection for the relevant UE context. 

The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 
subclause 3.1. 

8.3.21 .2 Successful Operation 

SRNC DRNC 

RADIO LINK PARAMETER UPDATE INDICATION 

N 



Figure 26E: Radio Linl< Parameter Update Indication, Successful Operation 



The Radio Link Parameter Update procedure is initiated by the DRNS by sending the RADIO LINK PARAMETER 
UPDATE INDICATION message to the SRNC. 

HS-DSCH related Parameter(s) Updating: 

If RADIO LINK PARAMETER UPDATE INDICATION message is used to update the parameters related to HS- 
DSCH, it contains suggested value(s) of the HS-DSCH related parameter(s) that should be reconfigured on the radio 
link. 

If the DRNS needs to update HS-DSCH related parameters, the DRNS shall initiate RADIO LINK PARAMETER 
UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD 

Update Information IE]. 

If the DRNS needs to allocate new HS-SCCH Codes, the DRNS shall initiate RADIO LINK PARAMETER UPDATE 
INDICATION message including HS-SCCH Code Change Indicator IE. 

[FDD - If the DRNS needs to allocate new HS-PDSCH Codes, the DRNS shall initiate RADIO LINK PARAMETER 
UPDATE INDICATION message including HS-PDSCH Code Change Indicator IE.] 

[FDD - If the DRNS needs to update the CQI Feedback Cycle k, CQI Repetition Factor, ACK-NACK Repetition 
Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, the DRNS shall initiate RADIO LINK 
PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK- 
NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.] 

[TDD - If the DRNS needs to update the TDD ACK-NACK Power Offset the DRNS shall initiate RADIO LINK 
PARAMETER UPDATE INDICATION message including TDD ACK-NACK Power Offset IE.] 

[FDD - Phase Reference Handling]: 

[FDD - If DRNS needs to update phase reference for the channel estimation for one or several Radio Links, the DRNC 
shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including Phase Reference Update 
Information IE for the concerned RL(s).] 

[FDD-E-DCH]: 

[FDD - If DRNS needs to update E-DCH related parameters, the DRNC shall initiate RADIO LINK PARAMETER 
UPDATE INDICATION message including E-DCH FDD Update Information IE.] 
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[FDD - If the DRNS needs to update the HARQ process allocation for non-scheduled transmission and/or HARQ 
process allocation for scheduled Transmission, the DRNS shall initiate RADIO LINK PARAMETER UPDATE 
INDICATION message including the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE for the 
concerned MAC-d Flows and/or HARQ Process Allocation For 2ms Scheduled Transmission Grant IE.] 

8.3.21.3 Abnormal Conditions 



8.3.22 UE Measurement Initiation [TDD] 
8.3.22.1 General 

This procedure is used by a DRNC to request the initiation of UE measurements by the SRNC. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The UE Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 
subclause 3.1. 



8.3.22.2 Successful Operation 



SRNC DRNC 

UE MEASUREMENT INITIATION REQUEST 

k 



UE MEASUREMENT INITIATION RESPONSE 

► 



Figure 26F: UE Measurement Initiation procedure, Successful Operation 

The procedure is initiated with a UE MEASUREMENT INITIATION REQUEST message sent from the DRNC to the 
SRNC. 

Upon receipt the SRNC shall, provided that it determines that the measurement can be performed by the UE, initiate 
and forward the requested UE measurement according to the parameters given in the UE MEASUREMENT 
INITIATION REQUEST message. If the UE MEASUREMENT INITIATION REQUEST message includes the UE 
Measurement Parameter Modification Allowed IE with a value of "Parameter Modification Allowed" the UE 
Measurement Report Characteristics IE and the Measurement Filter Coejficient IE, if it is included, are suggested 
values, otherwise the values of these parameters must be fulfilled. 

[3.84 Mcps TDD - If the UE Measurement Timeslot Information HCR IE is provided, the measurement request shall 
apply for the requested timeslot(s) individually. If the UE Measurement Timeslot Information HCR IE are not provided 
the SRNC may choose the timeslots for measurements that apply to individual timeslots.] 

[1.28 Mcps TDD - If the UE Measurement Timeslot Information LCR IE is provided, the measurement request shall 
apply for the requested timeslot(s) individually. If the UE Measurement Timeslot Information LCR IE are not provided 
the SRNC may choose the timeslots for measurements that apply to individual timeslots.] 

[7.68 Mcps TDD - If the UE Measurement Timeslot Information 7.68 Mcps IE is provided, the measurement request 
shall apply for the requested timeslot(s) individually. If the UE Measurement Timeslot Information 7.68 Mcps IE are not 
provided the SRNC may choose the timeslots for measurements that apply to individual timeslots.] 

If the UE MEASUREMENT INITIATION REQUEST message includes the Allowed Queuing Time IE the SRNC may 
queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute 
the request. 

The SRNC is required to perform reporting for a UE measurement object, in accordance with the conditions provided in 
the UE MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no UE measurement 
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object(s) for which a measurement is defined exists any more, the SRNC shall terminate the measurement locally 
without reporting this to the DRNC. 

If at the start of the measurement, the reporting criteria are fulfilled for any of Event Ih, Event li,Event 6a, Event 6b, 
Event 6c, or Event 6d, the SRNC shall initiate the UE Measurement Reporting procedure immediately, and then 
continue with the measurements as specified in the UE MEASUREMENT INITIATION REQUEST message 

At the start of a periodic measurement, the SRNC shall not initiate UE Measurement Reporting procedure until the next 
measurement is received from the UE, even if measurement data is available. 

Report characteristics 

The UE Measurement Report Characteristics IE indicates how the reporting of the dedicated measurement shall be 
performed. See [16]. 

Higher layer filtering 

The Measurement Filter Coefficient IE indicates how filtering of the dedicated measurement values shall be performed 
before measurement event evaluation and reporting. If the Measurement Filter Coefficient IE is not present, a shall be 
set to 1 (no filtering). The use of the Measurement Filter Coefficient IE is shown in [16]. 

Response message 

If the SRNC was able to initiate the measurement requested by the DRNC it shall respond with the UE 
MEASUREMENT INITIATION RESPONSE message. The message shall include the same Measurement ID that was 
used in the UE MEASUREMENT INITIATION REQUEST message. 

If the DRNC allowed parameter modification and the SRNC modified the Measurement Filter Coefficient IE the SRNC 
shall include the modified value in the UE MEASUREMENT INTIATION RESPONSE message. 

If the DRNC allowed parameter modification and the SRNC modified the UE Measurement Report Characteristics IE 
the SRNC shall include the modified value in the UE MEASUREMENT INTIATION RESPONSE message. 

8.3.22.3 Unsuccessful Operation 

SRNC DRNC 

UE MEASUREMENT INITIATION REQUEST 



UE MEASUREMENT INITIATION FAILURE 

H 



Figure 26G: UE Measurement Initiation procedure, Unsuccessful Operation 

If the requested measurement cannot be initiated, the SRNC shall send a UE MEASUREMENT INITIATION 
FAILURE message. The message shall include the same Measurement ID IE that was used in the UE 
MEASUREMENT INITIATION REQUEST message and shall include the Cause IE set to an appropriate value. 

Typical cause values are: 

Radio Network Layer Causes: 

Measurement not Supported For The Object 
Measurement Temporarily not Available 

Measurement Repetition Rate not Compatible with Current Measurements 
UE not Capable to Implement Measurement 
Miscellaneous Causes: 

Control Processing Overload 
- HW Failure 
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8.3.22.4 Abnormal Conditions 



8.3.23 UE Measurement Reporting [TDD] 
8.3.23.1 General 

This procedure is used by the SRNC to report the resuhs of the successfully initiated measurements requested by the 
DRNC with the UE Measurement Initiation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The SRNC may initiate the UE Measurement Reporting procedure at any time after establishing a Radio Link. 



8.3.23.2 Successful Operation 



SRNC DRNC 



UE MEASUREMENT REPORT 

H 



Figure 26H: UE Measurement Reporting procedure, Successful Operation 

If the requested measurement reporting criteria was met in the UE and reported to the SRNC, the SRNC shall initiate 
the UE Measurement Reporting procedure. The Measurement ID IE shall be set to the Measurement ID provided by the 
DRNC when initiating the measurement with the UE Measurement Initiation procedure. 

If Primary CCPCH RSCP is being reported: 

• If the Primary CCPCH RSCP Delta IE is included, the DRNC shall assume that the reported value for Primary 
CCPCH RSCP is in the negative range as per [24], and the value is equal to the Primary CCPCH RSCP Delta 
IE. 



• 



If the Primary CCPCH RSCP Delta IE is not included the DRNC shall assume that the reported value is in the 
non negative range as per [24], and the value is equal to the Primary CCPCH RSCP IE 



If the achieved measurement accuracy does not fulfil the given accuracy requirement specified in ref. [24], the 
Measurement not available shall be reported in the UE Measurement Value Information IE in the UE 
MEASUREMENT REPORT message, otherwise the SRNC shall include the UE Measurement Value IE within the UE 
Measurement Value Information IE. 

8.3.23.3 Abnormal Conditions 



8.3.24 UE Measurement Termination [TDD] 
8.3.24.1 General 

This procedure is used by the DRNC to terminate a measurement previously requested by the UE Measurement 
Initiation procedure. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 
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The UE Measurement Termination procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in 

subclause 3.1. 

8.3.24.2 Successful Operation 

SRNC DRNC 

UE MEASUREMENT TERME>JATION 
REQUEST 
< 



Figure 261: UE Measurement Termination procedure, Successful Operation 

This procedure is initiated with a UE MEASUREMENT TERMINATION REQUEST message, sent from the DRNC to 
the SRNC. 

Upon receipt, the SRNC shall terminate forwarding of UE measurements corresponding to the received Measurement 
ID IE. 

8.3.24.3 Abnormal Conditions 



8.3.25 UE Measurement Failure [TDD] 

8.3.25.1 General 

This procedure is used by the SRNC to notify the DRNC that a measurement previously requested by the UE 
Measurement Initiation procedure can no longer be reported. 

This procedure shall use the signalling bearer connection for the relevant UE Context. 

The SRNC may initiate the UE Measurement Failure procedure at any time after establishing a Radio Link. 

8.3.25.2 Successful Operation 

SRNC DRNC 

UE MEASUREMENT FAILURE INDICATION 

W 



Figure 26J: UE Measurement Failure procedure, Successful Operation 

This procedure is initiated with a UE MEASUREMENT FAILURE INDICATION message, sent from the SRNC to the 
DRNC, to inform the DRNC that a previously requested UE measurement can no longer be reported. The SRNC has 
locally terminated the forwarding of the indicated measurement. The SRNC shall include in the UE MEASUREMENT 
FAILURE INDICATION message the reason for the failure in the Cause IE. 

Typical cause values are: 

Miscellaneous Causes: 

Control Processing Overload 

- HW Failure 

- O&M Intervention 
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8.3.25.3 Abnormal Conditions 

8.3.26 lur Invoke Trace 

8.3.26.1 General 

The purpose of the lur Invoke Trace procedure is to inform the DRNC that it should begin a Trace Session for a given 
UE Context according to the Trace Parameters indicated by the SRNC. This procedure is used for Trace Parameter 
Propagation in the Signalling Based Activation mechanism as defined in [48] and [49]. 

This procedure shall use the signalling bearer mode specified below. 

8.3.26.2 Successful Operation 



SRNC DRNC 

lUR INVOKE TRACE 



Figure 26K: lur Invoke Trace procedure, Successful Operation 

The lur Invoke Trace procedure is invoked by the SRNC by sending an lUR INVOKE TRACE message to the DRNC. 

When the concerned UE is utilising one or more radio links in the DRNC the message shall be sent using the connection 
oriented service of the signalling bearer and no further identification of the UE Context in the DRNC is required. If on 
the other hand, the UE is not utilising any radio link the message shall be sent using the connectionless service of the 
signalling bearer and the D-RNTI IE shall be included in the message to identify the UE Context in the DRNC. 

Upon receiving the lUR INVOKE TRACE message, the DRNC should begin a Trace Recording Session according to 
the parameters indicated in the lUR INVOKE TRACE message. 

If the List Of Interfaces To Trace IE is included in the lUR INVOKE TRACE message, the DRNC shall trace, for the 
concerned UE Context, the interfaces indicated by the List Of Interfaces To Trace IE. Otherwise, the DRNC shall trace, 
for the concerned UE Context, the lur and lub interfaces. 

The values of the UE Identity IE, Trace Reference IE and Trace Recording Session Reference IE are used to tag the 
Trace Record to allow simpler construction of the total record by the entity which combines Trace Records. 

If the DRNC does not support the requested value "Minimum" or "Medium" of the Trace Depth IE, the DRNC should 
begin a Trace Recording Session with maximum Trace Depth. 

The DRNC may not start a Trace Recording Session if there are insufficient resources available within the DRNC. 

8.3.26.3 Abnormal Conditions 



8.3.27 lur Deactivate Trace 
8.3.27.1 General 

The purpose of the lur Deactivate Trace procedure is to inform the DRNC that it should stop a Trace Session for the 
concerned UE Context and the indicated Trace Reference. This procedure is used for the Signalling Based Deactivation 
mechanism as defined in [48] and [49]. 

This procedure shall use the signalling bearer mode specified below. 
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8.3.27.2 Successful Operation 



SRNC 



DRNC 



lUR DEACTIVATE TRACE 



Figure 26L: lur Invoke Trace procedure, Successful Operation 

The lur Deactivate Trace procedure is invoked by the SRNC by sending an lUR DEACTIVATE TRACE message to 
the DRNC. 

When the concerned UE is utilising one or more radio links in the DRNC the message shall be sent using the connection 
oriented service of the signalling bearer and no further identification of the UE Context in the DRNC is required. If on 
the other hand, the UE is not utilising any radio link the message shall be sent using the connectionless service of the 
signalling bearer and the D-RNTI IE shall be included in the message to identify the UE Context in the DRNC. 

Upon receiving the lUR DEACTIVATE TRACE message, the DRNC shall stop for the concerned UE Context any 
ongoing Trace Recording Session for the Trace Session identified by the Trace Reference IE. 



8.3.27.3 



Abnormal Conditions 



8.4 Common Transport Channel Procedures 
8.4.1 Common Transport Channel Resources Initialisation 



8.4.1.1 



General 



The Common Transport Channel Resources Initialisation procedure is used by the SRNC for the initialisation of the 
Common Transport Channel user plane towards the DRNC and/or for the initialisation of the Common Transport 
Channel resources in the DRNC to be used by a UE. 

This procedure shall use the connectionless mode of the signalling bearer. 



8.4.1.2 



Successful Operation 



SRNC 



DRNC 



COMMON TRANSPORT CHANNEL 
RESOURCES REQUEST 



COMMON TRANSPORT CHANNEL 
RESOURCES RESPONSE 



Figure 27: Common Transport Channel Resources Initialisation procedure, Successful Operation 

The SRNC initiates the procedure by sending the message COMMON TRANSPORT CHANNEL RESOURCES 
REQUEST message to the DRNC. 

If the value of the Transport Bearer Request Indicator IE is set to "Bearer Requested", the DRNC shall store the 
received Transport Bearer ID IE. The DRNC may use the Transport Layer Address and Binding ID lEs included in the 
COMMON TRANSPORT CHANNEL RESOURCES REQUEST message received from the SRNC when establishing 
a transport bearer for the common transport channel. In addition, the DRNC shall include its own Binding ID IE and 
Transport Layer Address IE in the COMMON TRANSPORT CHANNEL RESOURCES RESPONSE message. 
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If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the DRNC to determine the 
transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related common 
transport channels. 

If the value of the Transport Bearer Request Indicator IE is set to" Bearer not Requested", the DRNC shall use the 
transport bearer indicated by the Transport Bearer ID IE. 

If the C-ID IE is included in the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message, the DRNC 
shall allocate a C-RNTI for the indicated cell and include the C-RNTI IE in the COMMON TRANSPORT CHANNEL 
RESOURCES RESPONSE message. 

If the C-ID IE is included in the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message, the DRNC 
shall include the FACH Info for UE Selected S-CCPCH IE valid for the cell indicated by the C-ID IE and the 
corresponding C-ID IE in the COMMON TRANSPORT CHANNEL RESOURCES RESPONSE message. If the C-ID 
IE is not included in the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message, the DRNC shall 
include the FACH Info for UE Selected S-CCPCH IE valid for the cell where the UE is located and the corresponding 
C-ID IE. The DRNC shall include the FACH Scheduling Priority IE and FACH Initial Window Size IE in the FACH 
Flow Control Information IE of the FACH Info for UE Selected S-CCPCH IE for each priority class that the DRNC has 
determined shall be used. The DRNC may include several MAC-c/sh SDU Length lEs for each priority class. 

If the DRNS has any RACH and/or FACH resources previously allocated for the UE in another cell than the cell in 
which resources are currently being allocated, the DRNS shall release the previously allocated RACH and/or FACH 
resources. 

If the DRNS has successfully reserved the required resources, the DRNC shall respond to the SRNC with the 
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE message. 

If the Permanent NAS UE Identity IE is present in the COMMON TRANSPORT CHANNEL RESOURCES REQUEST 
message, the DRNS shall store the information for the considered UE Context for the lifetime of the UE Context. 

If the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message includes a C-ID IE corresponding to a 
cell reserved for operator use and the Permanent NAS UE Identity is available in the DRNC for the considered UE 
Context, the DRNC shall use this information to determine whether it can reserve resources on a common transport 
channel in this cell or not. 

If the MBMS Bearer Service List IE is included in the COMMON TRANSPORT CHANNEL RESOURCES REQUEST 
message, the DRNC shall perform the UE Linking as specified in [50], section 5.L6. If an MBMS session for some 
MBMS bearer services contained in the UE Link is ongoing in the cell identified by the C-ID IE, the DRNC shall 
include in the Active MBMS Bearer Service List IE the Transmission Mode IE for each of these active MBMS bearer 
services in the COMMON TRANPORT CHANNEL RESOURCES RESPONSE message. 

8.4.1.3 Unsuccessful Operation 

SRNC DRNC 

COMMON TRANSPORT CHANNEL 
RESOURCES REQUEST 



COMMON TRANSPORT CHANNEL 
RESOURCES FAILURE 

< 



Figure 28: Common Transport Channel Resources Initialisation procedure, Unsuccessful Operation 

If the Transport Bearer Request Indicator IE is set to "Bearer Requested" and the DRNC is not able to provide a 
Transport Bearer, the DRNC shall reject the procedure and respond to the SRNC with the COMMON TRANSPORT 
CHANNEL RESOURCES FAILURE message, including the reason for the failure in the Cause IE. 

If the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message contains a C-ID IE corresponding to a 
cell reserved for operator use and the Permanent NAS UE Identity is not available for the considered UE Context, the 
DRNC shall reject the procedure and send the COMMON TRANSPORT CHANNEL RESOURCES FAILURE 
message, including the reason for the failure in the Cause IE. 
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Typical cause values are: 
Radio Network Layer Causes: 

Common Transport Channel Type not Supported; 

Cell reserved for operator use. 
Transport Layer Causes: 

Transport Resource Unavailable. 

8.4.1.4 Abnormal Conditions 

If the COMMON TRANSPORT CHANNEL RESOURCES REQUEST message contains the Transport Layer Address 
IE or the Binding ID IE, and not both are present for a transport channel intended to be established, the DRNC shall 
reject the procedure using the COMMON TRANSPORT CHANNEL RESOURCES FAILURE message. 

8.4.2 Common Transport Channel Resources Release 

8.4.2.1 General 

This procedure is used by the SRNC to request release of Common Transport Channel Resources for a given UE in the 
DRNS. The SRNC uses this procedure either to release the UE Context from the DRNC (and thus both the D-RNTI and 
the C-RNTI) or to release only the C-RNTI. 

This procedure shall use the connectionless mode of the signalling bearer. 

8.4.2.2 Successful Operation 

SRNC DRNC 

COMMON TRANSPORT CHANNEL RESOURCES 
RELEASE REQUEST 



Figure 29: Common Transport Channel Resources Release procedure, Successful Operation 

The SRNC initiates the Common Transport Channel Resources Release procedure by sending the COMMON 
TRANSPORT CHANNEL RESOURCES RELEASE REQUEST message to the DRNC. Upon receipt of the message 
the DRNC shall release the UE Context identified by the D-RNTI and all its related RACH and/or EACH resources, 
unless the UE is using dedicated resources (DCH, [TDD - USCH and/or DSCH]) in the DRNS in which case the DRNC 
shall release only the C-RNTI and all its related RACH and/or EACH resources allocated for the UE. 

8.4.2.3 Abnormal Conditions 



8.5 Global Procedures 
8.5.1 Error Indication 
8.5.1.1 General 

The Error Indication procedure is initiated by a node to report detected errors in a received message, provided they 
cannot be reported by an appropriate response message. 
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This procedure shall use the signalling bearer mode specified below. 

8.5.1.2 Successful Operation 

RNCl 



ERROR INDICATION 



RNC2 



Figure 30: Error Indication procedure, Successful Operation 

When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR 
INDICATION message sent from the receiving node. This message shall use the same mode of the signalling bearer 
and the same signalling bearer connection (if connection oriented) as the message that triggers the procedure. 

When the ERROR INDICATION message is sent from a DRNC to an SRNC using connectionless mode of the 
signalling bearer, the S-RNTI IE shall be included in the message if the UE Context addressed by the D-RNTI IE which 
was received in the message triggering the Error Indication procedure exists. When the ERROR INDICATION message 
is sent from an SRNC to a DRNC using connectionless mode of the signalling bearer, the D-RNTI IE shall be included 
in the message if available. 

When a message using connectionless mode of the signalling bearer is received in the DRNC and there is no UE 
Context in the DRNC as indicated by the D-RNTI IE, the DRNC shall include the D-RNTI from the received message 
in the D-RNTI IE and set the Cause IE to "Unknown RNTI" in the ERROR INDICATION message, unless another 
handling is specified in the procedure text for the affected procedure. 

When a message using connectionless mode of the signalling bearer is received in the SRNC and there is no UE in the 
SRNC as indicated by the S-RNTI IE, the SRNC shall include the S-RNTI from the received message in the S-RNTI IE 
and set the Cause IE to "Unknown RNTI" in the ERROR INDICATION message, unless another handling is specified 
in the procedure text for the affected procedure. 

The ERROR INDICATION message shall include either the Cause IE, or the Criticality Diagnostics IE, or both the 
Cause IE and the Criticality Diagnostics IE to indicate the reason for the error indication. 

Typical cause values for the ERROR INDICATION message are: 

Protocol Causes: 

Transfer Syntax Error 
Abstract Syntax Error (Reject) 
Abstract Syntax Error (Ignore and Notify) 
Message not Compatible with Receiver State 
- Unspecified 

8.5.1 .2.1 Successful Operation for lur-g 

The RNC|/BSSi and RNC2/BSS2 shall use the error indication procedure as specified in section 8.5.1.2. 

8.5.1.3 Abnormal Conditions 
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8.5.2 Common Measurement Initiation 

8.5.2.1 General 

This procedure is used by an RNC to request the initiation of measurements of common resources to another RNC. The 
requesting RNC is referred to as RNC| and the RNC to which the request is sent is referred to as RNC2. 

This procedure uses the signalHng bearer connection for the relevant Distant RNC Context. 

8.5.2.2 Successful Operation 

RNCi RNC2 

COMMON MEASUREMENT INITIATION 
REQUEST 

► 



COMMON MEASUREMENT INITIATION 
RESPONSE 

•^ 



Figure 30A: Common Measurement Initiation procedure, Successful Operation 

The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the RNCi 
to the RNC2. 

Upon receipt, the RNC2 shall initiate the requested measurement according to the parameters given in the request. 

Unless specified below, the meaning of the parameters are given in other specifications. 

[TDD - If the [3.84 Mcps TDD and 7.68 Mcps TDD - Time Slot IE] [1 .28 Mcps - Time Slot LCR IE] is present in the 
COMMON MEASUREMENT INITIATION REQUEST message, the measurement request shall apply to the requested 
time slot individually.] 

Common measurement type 

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then: 

The RNC2 shall initiate the SFN-SFN Observed Time Difference measurements between the reference cell 
identified by the Reference Cell Identifier IE and the neighbouring cells identified by the UTRAN Cell Identifier 
IE (UC-ID) in the Neighbouring Cell Measurement Information IE. 

[3.84 Mcps TDD - The RNC2 shall perform the measurement using the time slot specified in the Time Slot IE in 
the Neighbouring TDD Cell Measurement Information IE and using the midamble shift and burst type specified 
in the Midamble Shift And Burst Type IE in the Neighbouring TDD Cell Measurement Information IE. If Time 
Slot IE and Midamble Shift And Burst Type IE are not available in the Neighbouring TDD Cell Measurement 
Information IE, the RNC2 may use any appropriate time slots, midamble shifts and burst types to make the 
measurement.] 

[7.68 Mcps TDD - The RNC2 shall perform the measurement using the time slot specified in the Time Slot IE in 
the Neighbouring TDD Cell Measurement Information 7.68 Mcps IE and using the midamble shift and burst type 
specified in the Midamble Shift And Burst Type 7.68 Mcps IE in the Neighbouring TDD Cell Measurement 
Information 7.68 Mcps IE. If Time Slot IE and Midamble Shift And Burst Type 7.68 Mcps IE are not available in 
the Neighbouring TDD Cell Measurement Information 7.68 Mcps IE, the RNC2 may use any appropriate time 
slots, midamble shifts and burst types to make the measurement.] 

If the Common Measurement Type IE is set to "load", the RNC2 shall initiate measurements of uplink and downlink 
load on the measured object identified by the Reference Cell Identifier IE. If either uplink or downlink load satisfies the 
requested report characteristics, the RNC2 shall report the result of both uplink and downlink measurements. 

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", "transmitted 
carrier power", "received total wide band power", or "UL timeslot ISCP" the RNC2 shall initiate measurements on the 
measured object identified by the Reference Cell Identifier IE. 
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If the Common Measurement Type IE is set to "RT load", the RNC2 shall initiate measurements of uplink and downlink 
estimated share of RT (Real Time) traffic of the load of the measured object. If either uplink or downlink RT load 
satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink 

measurements. 

If the Common Measurement Type IE is set to "NRT load Information", the RNC2 shall initiate measurements of uplink 
and downlink NRT (Non Real Time) load situation on the measured object. If either uplink or downlink NRT load 
satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink 

measurements. 

Report characteristics 

The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B. 

If the Report Characteristics IE is set to "On Demand" and if the SFN IE is not provided, the RNC2 shall report the 
result of the requested measurement immediately in the COMMON MEASUREMENT INITIATION RESPONSE 
message. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. The 
provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement 
model [26]. Furthermore, if the SFN IE is present and if the Common Measurement Type IE is set to "SEN-SEN 
Observed Time Difference ", then the SFN IE relates to the Radio Frames of the Reference Cell identified by the 
Reference Cell Identifier IE. 

If the Report Characteristics IE is set to "Periodic" and if the SFN IE is not provided, the RNC2 shall immediately and 
periodically initiate a Common Measurement Reporting procedure for this measurement, with a frequency as specified 
by the Report Periodicity IE. If the SFN IE is provided, the RNC2 shall initiate a Common Measurement Reporting 
procedure for this measurement at the SFN indicated in the SFN IE, and shall repeat this initiation periodically 
thereafter with a frequency as specified by the Report Periodicity IE. The provided measurement value shall be the one 
reported by the layer 3 filter, referred to as point C in the measurement model [26]. Furthermore, if the SFN IE is 
present and if the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference ", then the SFN IE 
relates to the Radio Frames of the Reference Cell identified by the Reference Cell Identifier IE. 

If the Report Characteristics IE is set to "Event A", the RNC2 shall initiate the Common Measurement Reporting 
procedure when the measured entity rises above the requested threshold, as specified by the Measurement Threshold IE, 
and then stays above the threshold for the requested hysteresis time, as specified by the Measurement Hysteresis Time 
IE. If the Measurement Hysteresis Time IE is not included, the RNC2 shall use the value zero for the hysteresis time. 

If the Report Characteristics IE is set to "Event B", the RNC2 shall initiate the Common Measurement Reporting 
procedure when the measured entity falls below the requested threshold, as specified by the Measurement Threshold IE, 
and then stays below the threshold for the requested hysteresis time, as specified by the Measurement Hysteresis Time 
IE. If the Measurement Hysteresis Time IE is not included, the RNC2 shall use the value zero for the hysteresis time. 

If the Report Characteristics IE is set to "Event C", the RNC2 shall initiate the Common Measurement Reporting 
procedure when the measured entity rises more than the requested threshold specified by the Measurement 
Increase/Decrease Threshold IE, and only when this rise occurs within the requested rising time specified by the 
Measurement Change Time IE. After reporting this type of event, the RNC2 shall not initiate the next C event reporting 
for the same measurement during the subsequent time specified by the Measurement Change Time IE. 

If the Report Characteristics IE is set to "Event D", the RNC2 shall initiate the Common Measurement Reporting 
procedure when the measured entity falls more than the requested threshold specified by the Measurement 
Increase/Decrease Threshold IE, and only when this fall occurs within the requested falling time specified by the 
Measurement Change Time IE. After reporting this type of event,, the RNC2 shall not initiate the next D event reporting 
for the same measurement during the subsequent time specified by the Measurement Change Time IE. 

If the Report Characteristics IE is set to "Event E", the RNC2shall initiate the Common Measurement Reporting 
procedure when the measured entity rises above the Measurement Threshold 1 IE and stays above the threshold for the 
Measurement Hysteresis Time IE (Report A). When the conditions for Report A are met and if the Report Periodicity IE 
is provided, the RNC2 shall initiate the Common Measurement Reporting procedure periodically with the requested 
report frequency specified by the Report Periodicity IE. If the conditions for Report A have been met and the measured 
entity falls below the Measurement Threshold 2 IE and stays below the threshold for the Measurement Hysteresis Time 
IE, the RNC2 shall initiate the Common Measurement Reporting procedure (Report B) and shall terminate any 
corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the RNC2 shall use the value of the 
Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the RNC2 shall use the 
value zero as hysteresis times for both Report A and Report B. 
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If the Report Characteristics IE is set to "Event F", the RNC2 shall initiate the Common Measurement Reporting 
procedure when the measured entity falls below the Measurement Threshold 1 IE and stays below the threshold for the 
Measurement Hysteresis Time IE (Report A). When the conditions for Report A are met and if the Report Periodicity IE 
is provided, the RNC2 shall initiate the Measurement Reporting procedure periodically with the requested report 
frequency specified by the Report Periodicity IE. If the conditions for Report A have been met and the measured entity 
rises above the Measurement Threshold 2 IE and stays above the threshold for the Measurement Hysteresis Time IE, the 
RNC2 shall initiate the Common Measurement Reporting procedure (Report B) and shall terminate any corresponding 
periodic reporting. If the Measurement Threshold 2 IE is not present, the RNC2 shall use the value of the Measurement 
Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the RNC2 shall use the value zero as 
hysteresis times for both Report A and Report B. 

If the Report Characteristics IE is set to "On Modification" and if the SFN IE is not provided, the RNC2 shall report the 
result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the first 
measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, 
referred to as point C in the measurement model [26]. Furthermore, if the SFN IE is present and if the Common 
Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the SFN IE relates to the Radio Frames of 
the Reference Cell identified by the Reference Cell Identifier IE. Following the first measurement report, the RNC2 
shall initiate the Common Measurement Reporting procedure in accordance to the following conditions: 

1 . If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning": 

If the TuTRAN-GPS Change Limit IE is included in the TjjTRAN-opsMeasurement Threshold Information IE, the 
RNC2 shall calculate the change of Tutran-gps value (FJ each time a new measurement result is received 
after point C in the measurement model [25]. The RNC2 shall initiate the Common Measurement Reporting 
procedure and set n equal to zero when the absolute value of F^ rises above the threshold indicated by the 
Tutran-gps Change Limit IE. The change of Tutran-gps value (FJ is calculated according to the following: 

F„=0 forn=0 

F„ = (M„-M„.]) mod 37158912000000 - ((SFN„ - SFN„.]) mod 4096) *-10*-3.84*-10^3*16 + F„.i for n>0 

F„ is the change of the Tutran-gps value expressed in unit [1/16 chip] when n measurement results have been 
received after the first Common Measurement Reporting at initiation or after the last event was triggered. 

M„ is the latest measurement result received after point C in the measurement model [25], measured at SFNn. 

M„.j is the previous measurement result received after point C in the measurement model [25], measured at 
SFN„.i. 

M] is the first measurement result received after point C in the measurement model [25], after first Common 
Measurement Reporting at initiation or after the last event was triggered. 

Mo is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common 
Measurement Reporting when the event was triggered. 

If the Predicted Tutran-gps Deviation Limit IE is included in the Tutran-gps Measurement Threshold 
Information IE, the RNC2 shall update the Pn and F each time a new measurement result is received after 
point C in the measurement model [25]. The RNC2 shall initiate the Common Measurement Reporting 
procedure and set n equal to zero when F^ rises above the threshold indicated by the Predicted Tutran-gps 
Deviation Limit IE. The Pn and Fn are calculated according to the following: 

P„=b for n=0 

P„ = ((a/16) * ((SFN„ - SFN„.i) mod 4096) /lOO +((SFN„ - SFN„.,) mod 4096)*10*3.84*10^3*16 + P„.i ) 
mod 37158912000000 for n>0 

F„ = min((M„ - P„) mod 37158912000000, (P„ - M„) mod 37158912000000) for n>0 

P„ is the predicted Tutran-gps value when n measurement results have been received after the first Common 
Measurement Reporting at initiation or after the last event was triggered. 

a is the last reported Tutran-gps Drift Rate value. 

b is the last reported Tutran-gps value. 
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F„ is the deviation of the last measurement result from the predicted Tutran-gps value (P„ ) when n 
measurements have been received after the first Common Measurement Reporting at initiation or after the 
last event was triggered. 

M„ is the latest measurement result received after point C in the measurement model [25, measured at SFNn . 

My is the first measurement result received after point C in the measurement model [25], after first Common 
Measurement Reporting at initiation or after the last event was triggered. 

The Tutran-gps Drift Rate is determined by the RNS2 in an implementation-dependent way after point B (see 
model of physical layer measurements in [26]). 

2. If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference": 

If the SFN-SFN Change Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the 
RNC2 shall calculate the change of SFN-SFN value (F^) each time a new measurement result is received after 
point C in the measurement model [25]. The RNC2 shall initiate the Common Measurement Reporting 
procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n 
equal to zero when the absolute value of Fn rises above the threshold indicated by the SFN-SFN Change Limit 
IE. The change of the SFN-SFN value is calculated according to the following; 

F„=Oforn=0 

[FDD - F„ = (M„- a) mod 614400 for n>0] 

[TDD - F„ = (M„ - a) mod 40960 for n>0] 

F„ is the change of the SFN-SFN value expressed in unit [1/16 chip] when n measurement results have been 
received after the first Common Measurement Reporting at initiation or after the last event was triggered. 

a is the last reported SFN-SFN. 

M„ is the latest measurement result received after point C in the measurement model [25], measured at SFN^. 

M] is the first measurement result received after point C in the measurement model [25], after the first 
Common Measurement Reporting at initiation or after the last event was triggered. 

If the Predicted SFN-SFN Deviation Limit IE is included in the SFN-SFN Measurement Threshold 
Information IE, the RNC2 shall each time a new measurement result is received after point C in the 
measurement model [25], update the P„ and Fn. The RNC2 shall initiate the Common Measurement Reporting 
procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n 
equal to zero when Fn rises above the threshold indicated by the Predicted SFN-SFN Deviation Limit IE. The 
Pn and Fnare calculated according to the following: 

P„=b for n=0 

[FDD - P„ = ((a/16) * ((SFN„ - SFN„.i) mod 4096)/100 + P„., ) mo J 614400 for n>0] 

[FDD - F„ = min((M„ - P„) mod 614400, (P„ - M„) mod 614400) for n>0] 

[TDD - P„ =((a/16) * (15*(SFN„ - SFN„.i)mod 4096 + (TS„ - TS„.i))/1500 + P„., ) mod 40960 for n>0] 

[TDD - F„ = min((M„ - P„) mod 40960, (P„ - M„) mod 40960) for n>0] 

P„is the predicted SFN-SFN value when n measurement results have been received after the first Common 
Measurement Reporting at initiation or after the last event was triggered. 

a is the last reported SFN-SFN Drift Rate value. 

b is the last reported SFN-SFN value. 

F„ is the deviation of the last measurement result from the predicted SFN-SFN value (P„ ) when n 
measurements have been received after first Common Measurement Reporting at initiation or after the last 
event was triggered. 

M„ is the latest measurement result received after point C in the measurement model [25], measured at the 
[TDD - the Time Slot TSn of] the Frame SFNn. 
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M] is the first measurement result received after point C in the measurement model [25], after first Common 
Measurement Reporting at initiation or after the last event was triggered. 

The SFN-SFN Drift Rate is determined by the RNS2 in an implementation-dependent way after point B (see 
model of physical layer measurements in [26]). 

If the Report Characteristics IE is not set to "On Demand", the RNC2 is required to perform reporting for a common 
measurement object, in accordance with the conditions provided in the COMMON MEASUREMENT INITIATION 
REQUEST message, as long as the object exists. If no common measurement object(s) for which a measurement is 
defined exists any more, the RNC2 shall terminate the measurement locally without reporting this to RNCi. 

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, 
the RNC2 shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as 
specified in the COMMON MEASUREMENT INITIATION REQUEST message. 

Common measurement accuracy 

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", then the 
RNC2 shall use the UTRAN GPS Timing Measurement Minimum Accuracy Class IE included in the Report 
Characteristics IE according to the following:. 

If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates "Class A", then the concerned 
RNC2 shall perform the measurement with the highest supported accuracy within the accuracy classes A, B or C. 

If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates the "Class B", then the 
concerned RNC2 shall perform the measurements with the highest supported accuracy within the accuracy 
classes B and C. 

If the UTRAN GPS Timing Measurement Minimum Accuracy Class IE indicates "Class C", then the concerned 
RNC2 shall perform the measurements with the highest supported accuracy according to class C. 

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the concerned RNC2 
shall initiate the SFN-SFN observed Time Difference measurements between the reference cell identified by 
UC-ID IE and the neighbouring cells identified by their UC-ID. The Report Characteristics IE applies to each of 
these measurements. 

Higher layer filtering 

The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before 
measurement event evaluation and reporting. 

The averaging shall be performed according to the following formula. 

F„=(l-a)-F„_,+a-M„ 

The variables in the formula are defined as follows 

F„ is the updated filtered measurement result 

F„.j is the old filtered measurement result 

M„ is the latest received measurement result from physical layer measurements, the unit used for M„ is the same unit as 
the reported unit in the COMMON MEASUREMENT INITIATION RESPONSE, COMMON MEASUREMENT 
REPORT messages or the unit used in the event evaluation (i.e. same unit as for En). 

a = 1/2*'^^' -, where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter 
Coefficient IE is not present, a shall be set to 1 (no filtering). 

In order to initialise the averaging filter, Fg is set to My when the first measurement result from the physical layer 
measurement is received. 

Measurement Recovery Behavior: 

If the Measurement Recovery Behavior IE is included in the COMMON MEASUREMENT INITIATION REQUEST 
message, the RNC2 shall, if Measurement Recovery Behavior is supported, include the Measurement Recovery Support 
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Indicator IE in the COMMON MEASUREMENT INITIATION RESPONSE message and perform the Measurement 
Recovery Behavior as described in subclause 8.5.3.2. 

Response message 

If the RNC2 was able to initiate the measurement requested by RNC, it shall respond with the COMMON 
MEASUREMENT INITIATION RESPONSE message. The message shall include the same Measurement ID that was 
used in the COMMON MEASUREMENT INITIATION REQUEST message. 

In the case in which the Report Characteristics IE is set to "On Demand" or "On Modification": 

- The COMMON MEASUREMENT INITIATION RESPONSE message shall include the Common Measurement 
Object Type IE containing the measurement result. It shall also include the Common Measurement Achieved 
Accuracy IE if the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE 
positioning". 

If the Common Measurement Type IE is not set to "SFN-SFN Observed Time Difference" and if the SFN 
Reporting Indicator IE is set to "FN Reporting Required", then the RNC2 shall include the SFN IE in the COMMON 
MEASUREMENT INITIATION RESPONSE message,. The reported SFN shall be the SFN at the time when the 
measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [26]. If the 
Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the SFN Reporting Indicator 
IE is ignored. 

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the RNC2 shall report all 
the available measurements in the Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement 
Information IE, and the RNC2 shall report the neighbouring cells with no measurement result available in the 
Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE. For all available 
measurement results, the RNC2 shall include in the Successful Neighbouring Cell SFN-SFN Observed Time Difference 
Measurement Information IE the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE, if available. 

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning" and the 
Report Characteristics IE is set to "On Demand" or "On Modification", the RNC2 shall include in the Tuyran-gps 
Measurement Value Information IE the Tjjtran-gps Quality IE and the Tuyran-gps Drift Rate Quality IE, if available. 

8.5.2.2.1 Successful Operation for lur-g 

The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the RNCi 
to the BSS2 or from the BSSj to the RNC2/BSS2. 

Upon receipt, the RNC2 /BSS2 shall initiate the requested measurement according to the parameters given in the request. 

Common measurement type on lur-g 

If the Common Measurement Type IE is set to "load", the RNC2/BSS2 shall initiate measurements and report results as 
described in section 8.5.2.2. 

If the Common Measurement Type IE is set to "RT load", the RNC2/BSS2 shall initiate measurements and report results 
as described in section 8.5.2.2. 

If the Common Measurement Type IE is set to "NRT load Information", the RNC2/BSS2 shall initiate measurements and 
report results as described in section 8.5.2.2. 

Report characteristics on lur-g 

The Report Characteristics IE indicates how the reporting of the measurement shall be performed. This IE is used as 
described in section 8.5.2.2. 

Response message for lur-g 

If the RNC2/BSS2 was able to initiate the measurement requested by RNCi/BSSi it shall respond with the COMMON 
MEASUREMENT INITIATION RESPONSE message sent. The message shall include the same Measurement ID that 
was used in the measurement request. Only in the case when the Report Characteristics IE is set to "On Demand", the 
COMMON MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. 
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8.5.2.3 Unsuccessful Operation 



RNCi RNC, 



COMMON MEASUREMENT INITIATION 
REQUEST 

► 



COMMON MEASUREMENT INITIATION 
FAILURE 

M 



Figure SOB: Common Measurement Initiation procedure, Unsuccessful Operation 

If the requested measurement cannot be initiated, the RNC2 shall send a COMMON MEASUREMENT INITIATION 
FAILURE message. The message shall include the same Measurement ID IE that was used in the COMMON 
MEASUREMENT INITIATION REQUEST message and shall include the Cause IE set to an appropriate value. 

Typical cause values are as follows: 

Radio Network Layer Cause 

Measurement not supported for the object. 
Measurement Temporarily not Available 

8.5.2.4 Abnormal Conditions 

If the COMMON MEASUREMENT INITIATION REQUEST message contains the SFN-SFN Measurement Threshold 
Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at 
least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE 

message. 

If the COMMON MEASUREMENT INITIATION REQUEST message contains the Tutran-gps Measurement 
Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not 
contain at least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION 
FAILURE message. 

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE positioning", but the 
TjjjKAf^.QPsMeasurement Minimum Accuracy Class IE in the Common Measurement Accuracy IE is not included in the 
COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall reject the Common Measurement 
Initiation procedure using the COMMON MEASUREMENT INITIATION FAILURE message. 

If the Common Measurement Type IE is not set to "UTRAN GPS Timing of Cell Frames for UE Positioning" and the 
Common Measurement Accuracy IE is included in the COMMON MEASUREMENT INITIATION REQUEST 
message, the RNC2 shall reject the Common Measurement Initiation procedure using the COMMON 
MEASUREMENT INITIATION FAILURE message. 

If the Common Measurement Type received in the Common Measurement Type IE is not "load", "RT load" or "NRT 
load Information", and if the Common Measurement Type received in the Common Measurement Type IE is not defined 
in ref. [1 1] or [15] to be measured on the Common Measurement Object Type indicated in the COMMON 
MEASUREMENT INITIATION REQUEST message the RNC2 shall reject the Common Measurement Initiation 
procedure using the COMMON MEASUREMENT INITIATION FAILURE message. 

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", but the Neighbouring Cell 
Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, 
the RNC2 shall reject the Common Measurement Initiation procedure using the COMMON MEASUREMENT 
INITIATION FAILURE message. 

The allowed combinations of the Common Measurement Type and Report Characteristics Type are shown in the table 
below marked with "X". For not allowed combinations, the RNC2 shall reject the Common Measurement Initiation 
procedure using the COMMON MEASUREMENT INITIATION FAILURE message. 

Table 5: Allowed Common Measurement Type and Report Characteristics Type Combinations 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



158 



ETSI TS 125 423 V7.4.0 (2007-03) 



Common 

measurement 

type 


Report characteristics type 


On 
Demand 


Periodic 


Event 
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Event 
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Event 
C 


Event 
D 


Event 

E 


Event 

F 


On 
Modification 


Received total wide 
band power 


X 


X 


X 


X 


X 


X 


X 


X 




Transmitted Carrier 
Power 


X 


X 


X 


X 


X 


X 


X 


X 




ULTimeslotlSCP 


X 


X 


X 


X 


X 


X 


X 


X 




Load 


X 


X 


X 


X 


X 


X 


X 


X 




UTRAN GPS 
Timing of Cell 
Frames for UE 
Positioning 


X 


X 














X 


SFN-SFN 
Observed Time 
Difference 


X 


X 














X 


RT load 


X 


X 


X 


X 


X 


X 


X 


X 




NRT load 
Information 


X 


X 


X 


X 


X 


X 


X 


X 




UpPTS interference 


X 


X 


X 


X 


X 


X 


X 


X 





[TDD - If the Common Measurement Type requires the Time Slot Information but the [3.84Mcps TDD and 7.68 Mcps 
TDD - Time Slot IE] [1.28Mcps TDD - Time Slot LCR IE] is not provided in the COMMON MEASUREMENT 
INITIATION REQUEST message the RNS2 shall reject the Common Measurement Initiation procedure using the 
COMMON MEASUREMENT INITIATION FAILURE message.] 

If the SFN IE is included in the COMMON MEASUREMENT INITIATION REQUEST message and the Report 
Characteristics IE is other than "Periodic", "On Demand" or "On Modification", the RNS2 shall reject the Common 
Measurement Initiation procedure using the COMMON MEASUREMENT INITIATION FAILURE message. 



8.5.2.4.1 



Abnormal Conditions for lur-g 



The measurements which can be requested on the lur and lur-g interfaces are shown in the table below marked with 

"X". 

Table 6: Allowed Common measurement type on lur and lur-g interfaces 



Common IVIeasurement Type 


Interface 


lur 


lur-g 


Received total wide band power 


X 




Transmitted Carrier Power 


X 




UL Timeslot ISCP 


X 




Load 


X 


X 


UTRAN GPS Timing of Cell 
Frames for LCS 


X 




SFN-SFN Observed Time 
Difference 


X 




RT load 


X 


X 


NRT load Information 


X 


X 



If the RNC2 receives from the BSS, a COMMON MEASUREMENT INITIATION REQUEST message in which a 
measurement, which is not applicable on the lur-g interface, is requested, the RNC2 shall reject the Common 
Measurement Initiation procedure. 

If the BSS2receives from the BSSi / RNC, a COMMON MEASUREMENT INITIATION REQUEST message in which 
a measurement, which is not applicable on the lur-g interface, is requested, the BSS2 shall reject the Common 
Measurement Initiation procedure. 

If the RNC2 receives from the BSS, a COMMON MEASUREMENT INITIATION REQUEST message in which the 
SFN reporting indicator IE is set to "FN Reporting Required", the RNC2 shall ignore that IE. 
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If the BSSzreceives from the BSSi / RNC, a COMMON MEASUREMENT INITIATION REQUEST message in which 
the SFN reporting indicator IE is set to "FN Reporting Required", the BSS2 shall ignore that IE. 

The allowed combinations of the Common measurement type and Report characteristics type are shown in the table in 
section 8.5.2.4 marked with "X". For not allowed combinations, the RNC2/BSS2 shall reject the Common Measurement 
Initiation procedure. 

8.5.3 Common Measurement Reporting 

8.5.3.1 General 

This procedure is used by an RNC to report the result of measurements requested by another RNC using the Common 
Measurement Initiation. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 

8.5.3.2 Successful Operation 

RNC, RNC, 



COMMON MEASUREMENT REPORT 

< 



Figure 30C: Common Measurement Reporting procedure, Successful Operation 

If the requested measurement reporting criteria are met, the RNC2 shall initiate the Common Measurement Reporting 
procedure. Unless specified below, the meaning of the parameters are given in other specifications. 

The Measurement ID IE shall be set to the Measurement ID provided by RNCi when initiating the measurement with 
the Common Measurement Initiation procedure. 

If the achieved measurement accuracy does not fulfil the given accuracy requirement (see ref. [23] and [24]) or the 
measurement is temporarily not available in case Measurement Recovery Behavior is supported, the Common 
Measurement Value Information IE shall indicate Measurement not Available. If the RNC2 was configured to perform 
the Measurement Recovery Behavior, the RNC2 shall indicate Measurement Available to the RNCi when the achieved 
measurement accuracy again fulfils the given accuracy requirement (see ref. [23] and [24]) and include the 
Measurement Recovery Report Indicator IE in the COMMON MEASUREMENT REPORT message if the requested 
measurement reporting criteria are not met. 

For measurements included in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement 
Information IE, the RNC2 shall include the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE if available. 

If the Common Measurement Type provided by RNCj when initiating the measurement with the Common 
Measurement Initiation procedure was "UTRAN GPS Timing of Cell Frames for UE Positioning", then the RNC2 shall 
include in the Tjjtran-gps Measurement Value Information IE the Tutran-gps Quality IE and the Tutran-gps Drift Rate 
Quality IE, if available. 

8.5.3.2.1 Successful Operation for lur-g 

If the requested measurement reporting criteria are met, the RNC2/BSS2 shall initiate a Measurement Reporting 
procedure. Unless specified below, the meaning of the parameters are given in other specifications. 

The Common Measurement ID IE shall be set to the Common Measurement ID provided by RNCi/BSSi when initiating 
the measurement with the Common Measurement Initiation procedure. 

If the Common measurement type provided by RNCi when initiating the measurement with the Common Measurement 
Initiation procedure was "SFN-SFN Observed Time Difference", then RNC2 shall include in the COMMON 
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MEASUREMENT REPORT all the available measurements in the Successful Neighbouring cell SFN-SFN Observed 
Time Difference Measurement Information IE and shall include the neighbouring cells with no measurement result 
available in the Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information IE. 

If the Common measurement type provided by RNCi when initiating the measurement with the Common Measurement 
Initiation procedure was not set to "SFN-SFN Observed Time Difference" and the SEN Reporting Indicator when 
initiating the measurement was set to "EN Reporting Required", the RNC2 shall include the SFNIE in the COMMON 
MEASUREMENT REPORT message. The reported SEN shall be the SEN at the time when the measurement value was 
reported by the layer 3 filter, referred to as point C in the measurement model [26]. If the Common Measurement Type 
IE is set to "SEN-SEN Observed Time Difference", then the SFN Reporting Indicator IE is ignored. 

8.5.3.3 Abnormal Conditions 



8.5.4 Common Measurement Termination 

8.5.4.1 General 

This procedure is used by an RNC to terminate a measurement previously requested by the Common Measurement 
Initiation procedure. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 

8.5.4.2 Successful Operation 

RNCi RNC, 

COMMON MEASUREMENT TERMINATION 

REQUEST 
► 



Figure SOD: Common Measurement Termination procedure, Successful Operation 

This procedure is initiated with a COMMON MEASUREMENT TERMINATION REQUEST message. 

Upon receipt, RNC2 shall terminate reporting of common measurements corresponding to the received Measurement ID 
IE. 

8.5.4.2.1 Successful Operation for lur-g 

The RNCi/BSSi and RNC2/BSS2 shall use the Common Measurement Termination procedure as specified in section 
8.5.4.2. 

8.5.4.3 Abnormal Conditions 



8.5.5 Common Measurement Failure 



8.5.5.1 General 

This procedure is used by an RNC to notify another RNC that a measurement previously requested by the Common 
Measurement Initiation procedure can no longer be reported. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 
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8.5.5.2 Successful Operation 



RNC, 



RNC, 



COMMON MEASUREMENT FAILURE 
INDICATION 



Figure 30E: Common Measurement Failure procedure, Successful Operation 

This procedure is initiated with a COMMON MEASUREMENT FAILURE INDICATION message, sent from RNCz to 
RNCi to inform the RNCi that a previously requested measurement can no longer be reported. RNC2 has locally 
terminated the indicated measurement. The RNC2 shall include in the COMMON MEASUREMENT FAILURE 
INDICATION message the reason for the failure in the Cause IE. 

8.5.5.2.1 Successful Operation for lur-g 

The RNCi/BSSi and RNC2/BSS2 shall use the Common Measurement Failure procedure as specified in section 8.5.5.2. 

8.5.5.3 Abnormal Conditions 



8.5.6 Information Exchange Initiation 



8.5.6.1 General 

This procedure is used by an RNC to request the initiation of an information exchange with another RNC. 
This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 



8.5.6.2 



Successful Operation 



RNCi 



RNC, 



INFORMATION EXCHANGE INITIATION 
REQUEST 



INFORMATION EXCHANGE INITIATION 
RESPONSE 



Figure 30F: Information Exchange Initiation procedure, Successful Operation 

The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNCi 

to RNC2. 

Upon receipt, the RNC2 shall provide the requested information according to the parameters given in the request. Unless 
specified below, the meaning of the parameters are given in other specifications. 

If the Information Exchange Object Type is set to "MBMS Bearer Service" and the Information Type Item IE is set to 
"MBMS Bearer Service Full Address", the RNC2 shall report for each TMGI included in the received MBMS Bearer 
Service Identifiers List IE, the Access Point Name and the IP Multicast Address corresponding to this TMGI in the 
MBMS Bearer Service Identifiers List IE in the INFORMATION EXCHANGE INITIATION RESPONSE message. 

Information Report Characteristics: 

The Information Report Characteristics IE indicates how the reporting of the information shall be performed. 
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If the Information Report Characteristics IE is set to "On Demand", the RNC2 shall report the requested information 
immediately. 

If the Information Report Characteristics IE is set to "Periodic", the RNC2 shall report the requested information 
immediately and then shall periodically initiate the Information Reporting procedure for all the requested information, 
with the report frequency indicated by the Information Report Periodicity IE. 

If the Information Report Characteristics IE is set to "On Modification", the RNC2 shall report the requested 
information immediately if available. If the requested information is not available at the moment of receiving the 
INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some 
acquisition time, the RNC2 shall initiate the Information Reporting procedure when the requested information becomes 
available. The RNC2 shall then initiate the Information Reporting procedure in accordance to the following conditions: 

If the Information Type Item IE is set to "IPDL Parameters", the RNC2 shall initiate the Information Reporting 
procedure when any change in the parameters occurs. 

If the Information Type Item IE is set to "DGPS Corrections", the RNC2 shall initiate the Information Reporting 
procedure for this specific Information Type when either the PRC has drifted from the previously reported value 
more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has 
occurred in the lODE. 

If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS 
Navigation Model & Recovery Assistance", the RNC2 shall initiate the Information Reporting procedure for this 
specific GPS Information Item when a change has occurred regarding either the lODC or the list of visible 
satellites, identified by the Sat ID lEs. 

If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS 
Ionospheric Model", the RNC2 shall initiate the Information Reporting procedure for this specific GPS 
Information Item when any change has occurred. 

If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS 
UTC Model", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information 
Item when a change has occurred in the tot or WN, parameter. 

If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS 
Almanac", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item 
when a change in the \.„.^ or WN^ parameter has occurred. 

If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS 
Real-Time Integrity", the RNC2 shall initiate the Information Reporting procedure for this specific GPS 
Information Item when any change has occurred. 

If the Information Type IE is set to "Cell Capacity Class", the RNC2 shall initiate the Information Reporting 
procedure for uplink and downlink cell capacity class when any change has occurred. If either uplink or 
downlink cell capacity class satisfies the requested report characteristics, the RNC2 shall report the result of both 
uplink and downlink cell capacity information. 

If any of the above Information Type lEs becomes temporarily unavailable, the RNC2 shall initiate the 
Information Reporting procedure for this specific Information Item by indicating "Information Not Available" in 
the Requested Data Value Information IE. If the Information becomes available again, the RNC2 shall initiate the 
Information Reporting procedure for this specific Information. 

If the Information Type IE is set to "NACC related data", the RNC2 shall initiate the Information Reporting 
procedure for NACC related data if any change has occurred. 

If the Information Type IE is set to "Inter-frequency Cell Information", the RNC2 shall initiate the Information 
Reporting procedure for this specific Information Item when any change has occurred to the inter-frequency cell 
information broadcasted in the SIBl 1 or SIB 12. 

Response message: 

If the RNC2 is able to determine the information requested by the RNCi, it shall respond with the INFORMATION 
EXCHANGE INITIATION RESPONSE message. The message shall include the Information Exchange ID IE set to the 
same value that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the 
Report Characteristics IE is set to or "On Modification" or "Periodic", the INFORMATION EXCHANGE 
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INITIATION RESPONSE message shall contain the Requested Data Value IE if the data are available. When the 
Report Characteristics IE is set to "On Demand", the INFORMATION EXCHANGE INITIATION RESPONSE 
message shall contain the Requested Data Value IE. 

8.5.6.2.1 Successful Operation for lur-g 

The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from BSS, to 
BSSz/RNCzor by RNCi to BSS2. 

Upon receipt, the BSS2/RNC2 shall provide the requested information according to the parameters given in the request. 
Unless specified below, the meaning of the parameters are given in other specifications. 

Information Report Characteristics on lur-g: 

If the Information Type Item IE is set to "Cell Capacity Class", the RNC2/BSS2 shall initiate measurements and report 
results as described in section 8.5.6.2. 

The Information Report Characteristics IE indicates how the reporting of the information shall be performed. This IE is 
used as described in section 8.5.6.2. 

8.5.6.3 Unsuccessful Operation 

RNC, RNC2 

INFORMATION EXCHANGE INITIATION 
REQUEST 



INFORMATION EXCHANGE INITIATION 
FAILURE 

< 



Figure 30G: Information Exchange Initiation procedure, Unsuccessful Operation 

If the requested Information Type received in the Information Type IE indicates a type of information that RNC2 cannot 
provide, the RNC2 shall reject the Information Exchange Initiation procedure. 

If the requested information provision cannot be accessed, the RNC2 shall reject the procedure and shall send the 
INFORMATION EXCHANGE INITIATION FAILURE message. 

The message shall include the Information Exchange ID IE set to the same value that was used in the INFORMATION 
EXCHANGE INITIATION REQUEST message and the Cause IE set to an appropriate value. 

Typical cause values are as follows: 

Radio Network Layer Cause; 

Information temporarily not available. 
Information Provision not supported for the object. 

8.5.6.4 Abnormal Conditions 

If the Information Report Characteristics IE is set to "On Modification", and the Information Type Item IE is set to 
"DGPS Corrections", but the Information Threshold IE is not received in the INFORMATION EXCHANGE 
INITIATION REQUEST message, the RNC2 shall reject the Information Exchange Initiation procedure and shall send 
the INFORMATION EXCHANGE INITIATION FAILURE message. 

If the Information Exchange Object Type IE is set to a value other than "GSM Cell" and the Information Type Item IE 
set to "NACC related data" the RNC2 shall reject the Information Exchange Initiation procedure and shall send the 
INFORMATION EXCHANGE INITIATION FAILURE message. 
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If the Information Type Item IE is set to the value "MBMS Bearer Service Full Address" and the Information Exchange 
Object Type IE is not set to "MBMS Bearer Service", the RNC2 shall reject the Information Exchange Initiation 
procedure and shall send the INFORMATION EXCHANGE INITIATION FAILURE message. 

The allowed combinations of the Information type and Information Report Characteristics type are shown in the table 
below marked with "X". For not allowed combinations, the RNC2 shall reject the Information Exchange Initiation 
procedure using the INFORMATION EXCHANGE INITIATION FAILURE message. 

Table 6a: Allowed Information Type and Information Report Characteristics type combinations 



Type 


Information Report Characteristics Type 


On Demand 


Periodic 


On Modification 


UTRAN Access 
Point Position with 
Altitude Information 


X 






UTRAN Access 
Point Position 


X 






IPDL Parameters 


X 


X 


X 


GPS Information 


X 


X 


X 


DGPS Corrections 


X 


X 


X 


GPS RX Pos 


X 






SFN-SFN 
IVIeasurement 
Reference Point 
Position 


X 






Cell Capacity Class 


X 




X 


NACC related data 


X 




X 


IVIBMS Bearer 
Service Full 
Address 


X 






Inter-frequency Cell 
Information 


X 




X 



8.5.6.4.1 



Abnormal Conditions for lur-g 



The information types that can be requested on the lur and lur-g interfaces are shown in the table below marked with 
"X". For information types that are not applicable on the lur-g interface, the BSS shall reject the Information Exchange 
Initiation procedure. 

Table 7: Allowed Information types on lur and lur-g interfaces 



Information Type 


Interface 


lur 


lur-g 


UTRAN Access Point Position 
with Altitude Information 


X 




UTRAN Access Point Position 


X 




IPDL Parameters 


X 




DGPS Corrections 


X 




GPS Information 


X 




GPS RX Pos 


X 




SFN-SFN Measurement 
Reference Point Position 


X 




Cell Capacity Class 


X 


X 


NACC related data 


X 




MBMS Bearer Service Full 
Address 


X 




Inter-frequency Cell Information 


X 
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8.5.7.1 



General 



This procedure is used by a RNC to report the result of information requested by another RNC using the Information 
Exchange Initiation. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 

8.5.7.2 Successful Operation 



RNCi 



RNC2 



INFORMATION REPORT 



Figure 30H: Information Reporting procedure, Successful Operation 

If the requested information reporting criteria are met, the RNC2 shall initiate an Information Reporting procedure. 
Unless specified below, the meaning of the parameters are given in other specifications. 

The Information Exchange ID IE shall be set to the Information Exchange ID provided by the RNCi when initiating the 
information exchange with the Information Exchange Initiation procedure. 

The Requested Data Value IE shall include at least one IE containing the data to be reported. 

8.5.7.2.1 Successful Operation for lur-g 

The RNCi/BSSi and RNC2/BSS2 shall use the Information Reporting procedure as specified in section 8.5.7.2. 

8.5.7.3 Abnormal Conditions 



8.5.8 Information Exchange Termination 



8.5.8.1 



General 



This procedure is used by a RNC to terminate the information exchange requested using the Information Exchange 
Initiation. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 

8.5.8.2 Successful Operation 



RNC, 



RNC, 



INFORMATION EXCHANGE TERMINATION 
REQUEST 



Figure 301: Information Exchange Termination procedure, Successful Operation 

This procedure is initiated with a INFORMATION EXCHANGE TERMINATION REQUEST message. 
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Upon receipt, the RNC2 shall terminate the information exchange corresponding to the Information Exchange ID IE 
provided by the RNCi when initiating the information exchange with the Information Exchange Initiation procedure. 

8.5.8.2.1 Successful Operation for lur-g 

The RNCi/BSSi and RNC2/BSS2 shall use the Information Exchange Termination procedure as specified in section 
8.5.8.2. 

8.5.8.3 Abnormal Conditions 



8.5.9 Information Exchange Failure 

8.5.9.1 General 

This procedure is used by a RNC to notify another that the information exchange it previously requested using the 
Information Exchange Initiation can no longer be reported. 

This procedure uses the signalling bearer connection for the relevant Distant RNC Context. 

8.5.9.2 Successful Operation 

RNCi RNC2 

INFORMATION EXCHANGE FAILURE 
INDICATION 
< 



Figure 30J: Information Exchange Failure procedure, Successful Operation 

This procedure is initiated with a INFORMATION EXCHANGE FAILURE INDICATION message, sent from the 
RNC2 to the RNC I, to inform the RNCi that information previously requested by the Information Exchange Initiation 
procedure can no longer be reported. The RNC2 shall include in the INFORMATION EXCHANGE FAILURE 
INDICATION message the Information Exchange ID IE set to the same value provided by the RNCi when initiating 
the information exchange with the Information Exchange Initiation procedure, and the RNC2 shall include the Cause IE 
set to an appropriate value. 

Typical cause values are as follows: 

Radio Network Layer Cause: 

Information temporarily not available. 

8.5.9.2.1 Successful Operation for lur-g 

The RNCi/BSSi and RNC2/BSS2 shall use the Information Exchange Failure procedure as specified in section 8.5.9.2. 

8.5.10 Reset 
8.5.10.1 General 

The purpose of the reset procedure is to align the resources in RNCi and RNC2 in the event of an abnormal failure. 
The procedure uses connectionless signalling. 
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8.5.10.2 Successful Operation 

RNCi RNC2 

RESET REQUEST 



-> 



RESET RESPONSE 



Figure 30K: Reset procedure, Successful Operation 

The procedure is initiated with a RESET REQUEST message sent from the RNCi to the RNC2. 
If the Reset Indicator IE is set to "Context", then: 

- For all indicated UE Contexts identified by the S-RNTI IE, the RNC2 in the role of DRNC, shall remove all the 
indicated UE Contexts and all the radio resources allocated for these UE Contexts. In addition, the RNC2 shall take 
actions according to Annex D.2. 

- For all indicated UE Contexts identified by the D-RNTI IE, the RNC2 in the role of SRNC, shall remove the 
information related to the RNCi for all indicated UE Contexts and the radio resources allocated for these UE 
Contexts. 

If the Reset Indicator IE is set to "Context Group", then: 

- For all indicated UE Context Groups identified by the S-RNTI Group IE, the RNC2 in the role of DRNC, shall 
remove all the indicated UE Contexts and all the radio resources allocated for these UE Contexts. In addition, the 
RNC2 shall take actions according to Annex D.2. 

If the Reset Indicator IE is set to "All Contexts", then the RNC2 shall: 

In the role of DRNC, remove all the UE Contexts for which the RNCi is the SRNC and all the radio resources 
allocated for these UE Contexts. In addition, the RNC2 shall take actions according to Annex D.2. 

In the role of SRNC, remove the information related to the RNCi for all the UE Contexts and all the radio 
resources allocated for these UE Contexts. 

For all the removed UE Contexts and for all the UE Contexts for which the RNC2 has removed information related to 
the RNCi, the RNC2 shall also initiate release of the dedicated or common user plane resources that were involved in 
these UE Contexts. After clearing all related resources, the RNC2 shall return the RESET RESPONSE message to the 
RNCi. 

8.5.10.3 Abnormal Conditions 

If the RESET message is received, any other ongoing procedure (except another Reset procedure) on same lur interface 
related to a context indicated explicitly or implicitly in the message shall be aborted. 

8.5.1 1 Direct Information Transfer 
8.5.11.1 General 

This procedure is used by an RNC to transfer information to another RNC spontaneously. 
This procedure shall use the connectionless mode of signalling bearer. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 1 68 ETSI TS 1 25 423 V7.4.0 (2007-03) 

8.5.1 1 .2 Successful Operation 

RNCi RNC2 

DIRECT INFORMATION TRANSFER 

► 



Figure SOL: Direct Information Transfer procedure, Successful Operation 

The procedure is initiated with an DIRECT INFORMATION TRANSFER message sent from RNC, to RNC2. 

If the initiating RNC of this procedure is RNCi, RNCi shall provide appropriate information in the Provided 
Information IE. 

MBMS Channel Type Indication: 

At the start time of a session for an MBMS bearer service, if the RNCi is in the DRNC role for some UEs whose UE 
Link contains the concerned MBMS bearer service and whose SRNC is RNC2 and if the channel type is determined by 
the RNCi for certain cells in the DRNS, the procedure shall be initiated by the RNCi to the RNC2. In this case, the 
RNCi shall include in the Provided Information IE the Channel Type Information IE in the DIRECT INFORMATION 
TRANSFER message. 

During a session of an MBMS bearer service, if the RNCi is in the DRNC role for some UEs whose UE Link contains 
the concerned MBMS bearer service and whose SRNC is RNC2, then the RNCi may initiate this procedure to indicate 
channel type change for the MBMS bearer service in certain cells. In this case, the RNCi shall include in the Provided 
Information IE the Channel Type Information IE in the DIRECT INFORMATION TRANSFER message. 

The RNCi shall include the available information within the PTM Cell List IE, the PTP Cell List IE and/or the Not 
Provided Cell List IE in the Channel Type Information IE. 

MBMS Preferred Frequency Layer Indication: 

At the start time of a session for an MBMS bearer service, if the RNCi is in the DRNC role for at least one CELL_DCH 
UE whose UE Link contains the concerned MBMS bearer service and whose SRNC is RNC2 and if the preferred 
frequency layer is determined by the RNCi for certain cells that host at least one of these CELL_DCH UEs whose 
SRNC is RNC2, the procedure shall be initiated by the RNCi to the RNC2. In this case, the RNCi shall include in the 
Provided Information IE the Preferred Frequency Layer Information IE in the DIRECT INFORMATION TRANSFER 
message. 

If some of the cells controlled by RNCi that host at least one of these CELL_DCH UEs whose SRNC is RNC2 are 
configured with different preferred frequencies, the Additional Preferred Frequency IE as well as Default Preferred 
Frequency IE shall be included in the Preferred Frequency Layer Information IE. In this case, for each preferred 
frequency different from the Default Preferred Frequency IE, one Additional Preferred Frequency IE shall be included 
containing at least one Corresponding Cells IE. 

8.6 MBMS Procedures 
8.6.1 MBMS Attach 
8.6.1.1 General 

The MBMS Attach procedure is used by the SRNC to either create a UE Link/URA Link in the DRNC or inform the 
DRNC about any addition of one or several MBMS bearer services in an already stored UE Link or URA Link. 

This procedure shall use the signalling bearer mode specified below. 
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8.6.1.2 Successful Operation 



SRNC 

MBMS ATTACH COMMAND 



DRNC 



Figure 31 : MBMS Attach procedure, Successful Operation 

The SRNC initiates the procedure by sending the message MBMS ATTACH COMMAND message to the DRNC. 

When the UE is utiHsing one or more radio Hnks in the DRNC, the message shall be sent using the connection oriented 
service of the signalling bearer and no further identification of the UE Context in the DRNC is required. If the UE is not 
utilising any radio link, the message shall be sent using the connectionless service of the signalling bearer. 

If no UE State IE is included in the message or the UE State IE is set to "CELL_FACH/CELL_PCH", the DRNC shall 
perform the UE Linking as specified in [50], section 5.1.6. 

If the UE State IE is set to "URA_PCH", the DRNC shall perform the URA Linking as specified in [50], section 5.1.10. 



8.6.1.3 



Abnormal Conditions 



8.6.2 MBMS Detach 



8.6.2.1 



General 



The MBMS Detach procedure is used by the SRNC to either delete a UE Link/URA Link in the DRNC or to inform 
DRNC about any removal of one or several MBMS bearer services in an already stored UE link or URA Link. 

This procedure shall use the signalling bearer mode specified below. 



8.6.2.2 



Successful Operation 



SRNC 

MBMS DETACH COMMAND 



DRNC 



Figure 32: MBMS Detach procedure, Successful Operation 

The SRNC initiates the procedure by sending the message MBMS DETACH COMMAND message to the DRNC. 

When the UE is utilising one or more radio links in the DRNC, the message shall be sent using the connection oriented 
service of the signalling bearer and no further identification of the UE Context in the DRNC is required. If the UE is not 
utilising any radio link, the message shall be sent using the connectionless service of the signalling bearer. 

If no UE State IE is included in the message or the UE State IE is set to "CELL_FACH/CELL_PCH", the DRNC shall 
perform the UE De-linking as specified in [50], section 5.1.6. 
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If the UE State IE is set to "URA_PCH", the DRNC shall perform the URA De-hnking as specified in [50], section 
5.1.10. 

8.6.2.3 Abnormal Conditions 



9 Elements for RNSAP Communication 

9.1 IVIessage Functional Definition and Content 

9.1.1 General 

This subclause defines the structure of the messages required for the RNSAP protocol in tabular format. The 
corresponding ASN.l definition is presented in subclause 9.3. In case there is contradiction between the tabular format 
in subclause 9.1 and the ASN.l definition, the ASN.l shall take precedence, except for the definition of conditions for 
the presence of conditional lEs, in which the tabular format shall take precedence. 

NOTE: The messages have been defined in accordance to the guidelines specified in [28]. 

9.1.2 Message Contents 
9.1.2.1 Presence 

An information element can be of the following types: 



M 



lEs marked as Mandatory (M) shall always be included in the message. 



lEs marked as Optional (O) may or may not be included in the message. 



lEs marked as Conditional (C) shall be included in a message only if the condition is satisfied. Otherwise the IE 
shall not be included. 



In the case of an Information Element group, the group is preceded by a name for the info group (in bold). It is also 
indicated how many times a group may be repeated in the message and whether the group is conditional. Each group 
may be also repeated within one message. The presence field of the Information Elements inside one group defines if 
the Information Element is mandatory, optional or conditional if the group is present. 

9.1.2.2 Crltlcallty 

Each information element or Group of information elements may have criticality information applied to it. 
Following cases are possible: 



No criticality information is applied explicitly. 



YES 



Criticality information is applied. 'YES' is usable only for non-repeatable information elements. 



GLOBAL 



The information element and all its repetitions together have one common criticality information. 
'GLOBAL' is usable only for repeatable information elements. 



EACH 



Each repetition of the information element has its own criticality information. It is not allowed to assign 
different criticality values to the repetitions. 'EACH' is usable only for repeatable information elements. 



9.1.2.3 Range 

The Range column indicates the allowed number of copies of repetitive lEs/IE groups. 

9.1.2.4 Assigned Criticality 

This column provides the actual criticality information as defined in subclause 10.3.2, if applicable. 
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9.1 .3 RADIO LINK SETUP REQUEST 



9.1.3.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




SRNC-ID 


M 




RNC-ID 
9.2.1.50 




YES 


reject 


S-RNTI 


M 




9.2.1.53 




YES 


reject 


D-RNTI 







9.2.1.24 




YES 


reject 


Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL DPCH Information 




1 






YES 


reject 


>UL Scrambling Code 


M 




9.2.2.53 




- 




>Min UL Channelisation 
Code Length 


M 




9.2.2.25 




- 




>Max Number of UL 
DPDCHs 


C- 
CodeLen 




9.2.2.24 




— 




>Puncture Limit 


M 




9.2.1.46 


For the UL. 


- 




>TFCS 


M 




9.2.1.63 




- 




>UL DPCCH Slot Format 


M 




9.2.2.52 




- 




>Uplink SIR Target 







Uplink SIR 
9.2.1.69 




— 




>Diversity mode 


M 




9.2.2.8 




- 




>Not Used 







NULL 




- 




>Not Used 







NULL 




- 




>DPC Mode 







9.2.2.12A 




YES 


reject 


>ULDPDCH Indicator for E- 
DCH operation 


c- 

EDCHInfo 




9.2.2.52A 




YES 


reject 


DL DPCH Information 




0..1 






YES 


reject 


>TFCS 


M 




9.2.1.63 




— 




>DL DPCH Slot Format 


M 




9.2.2.9 




- 




>Numberof DL 
Channelisation Codes 


M 




9.2.2.26A 




— 




>TFC1 Signalling IVIode 


M 




9.2.2.46 




- 




>TFCI Presence 


C- 
SlotFormat 




9.2.1.55 




- 




>Multiplexing Position 


M 




9.2.2.26 




- 




>Power Offset Information 




1 






- 




»P01 


M 




Power 
Offset 
9.2.2.30 


Power offset 
fortheTFCI 
bits. 






»P02 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the TPC 
bits. 






»P03 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the pilot 
bits. 






>FDD TPC Downlink Step 
Size 


M 




9.2.2.16 




— 




>Limited Power Increase 


M 




9.2.2.21A 




- 




>lnner Loop DL PC Status 


M 




9.2.2.21a 




- 




DCH Information 


M 




DCH FDD 

Information 

9.2.2.4A 




YES 


reject 


RL Information 




1...<maxn 
oofRLs> 






EACH 


notify 


>RLID 


M 




9.2.1.49 




- 




>C-ID 


M 




9.2.1.6 




- 




>First RLS Indicator 


M 




9.2.2.16A 




- 




>Frame Offset 


M 




9.2.1.30 




- 




>Chip Offset 


M 




9.2.2.1 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


>Propagation Delay 







9.2.2.33 




- 




>Diversity Control Field 


C- 
NotFirstRL 




9.2.1.20 




— 




>lnitial DL TX Power 







DL Power 
9.2.1.21A 




— 




>Primary CPICH Ec/No 







9.2.2.32 




- 




>Not Used 







NULL 




- 




>Transmit Diversity Indicator 


C- 

Diversity 

mode 




9.2.2.48 








>Enhanced Primary CPICH 
Ec/No 







9.2.2.131 




YES 


ignore 


>RL Specific DCH 
Information 







9.2.1.49A 




YES 


ignore 


>Delayed Activation 







9.2.1. 19Aa 




YES 


reject 


>Cell Portion ID 







9.2.2.E 




YES 


ignore 


>RL specific E-DCH 
Information 







9.2.2.35a 




YES 


reject 


>E-DCH RL Indication 







9.2.2.4E 




YES 


reject 


>Extended Propagation 
Delay 







9.2.2.33a 




YES 


ignore 


Transmission Gap Pattern 
Sequence Information 







9.2.2.47A 




YES 


reject 


Active Pattern Sequence 
Information 







9.2.2.A 




YES 


reject 


Permanent NAS UE Identity 







9.2.1.73 




YES 


ignore 


DL Power Balancing 
Information 







9.2.2.10A 




YES 


ignore 


HS-DSCH Information 







HS-DSCH 
FDD 

Information 
9.2.2.19a 




YES 


reject 


HS-PDSCH RL ID 


C- 

InfoHSDS 

CH 




RLID 
9.2.1.49 




YES 


reject 


lUIBIUIS Bearer Service List 




0...<maxn 
oofMBMS 
> 






GLOBAL 


notify 


>TMGI 


M 




9.2.1.80 




- 




E-DPCH Information 




0..1 






YES 


reject 


>Maximum Set of E- 
DPDCHs 


M 




9.2.2.24e 




— 




>Puncture Limit 


M 




9.2.1.46 




- 




>E-TFCS Information 


M 




9.2.2.4G 




- 




>E-TTI 


M 




9.2.2.4J 




- 




>E-DPCCH Power Offset 


M 




9.2.2.4K 




- 




>E-RGCH 2-lndex-Step 
Threshold 


M 




9.2.2.64 




— 




>E-RGCH 3-lndex-Step 
Threshold 


M 




9.2.2.65 




— 




>HARQ Info for E-DCH 


M 




9.2.2.66 




- 




>HS-DSCH Configured 
Indicator 


M 




9.2.2.19C 




— 




E-DCH FDD Information 


C- 
EDCHInfo 




9.2.2.4B 




YES 


reject 


Serving E-DCH RL 







9.2.2.38C 




YES 


reject 


F-DPCH Information 




0..1 






YES 


reject 


>Power Offset Information 




1 






- 




»P02 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the TPC 
bits. 


- 




>FDD TPC Downlink Step 
Size 


M 




9.2.2.16 




— 




>Limited Power Increase 


M 




9.2.2.21A 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


>lnner Loop DL PC Status 


M 




9.2.2.21a 




- 




Initial DL DPCH Timing 
Adjustment Allowed 







9.2.2.21b 




YES 


ignore 


DCH Indicator For E-DCH- 
HSDPA Operation 







9.2.2.67 




YES 


reject 


Serving Cell Change CFN 







CFN 
9.2.1.9 




YES 


reject 


Continuous Packet 
Connectivity DTX-DRX 
Information 







9.2.2.72 




YES 


reject 


Continuous Packet 
Connectivity HS-SCCH less 
Information 







9.2.2.74 




YES 


reject 



Condition 


Explanation 


CodeLen 


The IE shall be present if Min UL Channelisation Code iengtii IE 
equals to 4 


SlotFormat 


The IE shall be present if the DL DPCH Slot Format IE is equal to 
any of the values from 12 to 16. 


NotFirstRL 


The IE shall be present if the RL is not the first one in the RL 
Information IE. 


Diversity mode 


The IE shall be present if Diversity Mode IE in UL DPCH Information 
IE is not equal to "none". 


InfoHSDSCH 


This IE shall be present if HS-DSCH Information IE is present. 


EDCHInfo 


This IE shall be present if E-DPCH Information IE is present. 



Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for one UE. 


maxnoofMBMS 


Maximum number of MBMS bearer services that a UE can join. 
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9.1.3.2 



TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




SRNC-ID 


M 




RNC-ID 
9.2.1.50 




YES 


reject 


S-RNTI 


M 




9.2.1.53 




YES 


reject 


D-RNTI 







9.2.1.24 




YES 


reject 


UL Physical Channel 
Information 




1 






YES 


reject 


>Maximum Number of 
Timeslots 


M 




9.2.3.3A 


For the UL 


— 




>Minimum Spreading Factor 


M 




9.2.3.4A 


For the UL 


- 




>Maximum Number of UL 
Physical Channels per 
Timeslot 


M 




9.2.3.3B 








>Support of 8PSK 







9.2.3.7H 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


>Minimum Spreading Factor 
7.68IVIcps 







9.2.3.19 


Applicable to 
7.68IVIcps 
TDD only 


YES 


ignore 


DL Physical Channel 
Information 




1 






YES 


reject 


>Maximum Number of 
Timeslots 


M 




9.2.3.3A 


For the DL 


— 




>Minimum Spreading Factor 


M 




9.2.3.4A 


For the DL 


- 




>Maximum Number of DL 
Physical Channels 


M 




9.2.3.3C 




— 




>Maximum Number of DL 
Physical Channels per 
Timeslot 







9.2.3.3D 




YES 


ignore 


>Support of 8PSK 







9.2.3.7H 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


>Support of PLCCH 







9.2.3.16 


Applicable to 
1 .28IVIcps 
TDD only 


YES 


ignore 
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>IVIinimum Spreading Factor 
7.68IVIcps 







9.2.3.19 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


>Maximum Number of DL 
Physical Channels 7.68Mcps 







9.2.3.20 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


>Maximum Number of DL 
Physical Channels per 
Timeslot 7.68Mcps 







9.2.3.21 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL CCTrCH Information 




0..<maxno 
ofCCTrCH 
s> 




For DCH 
and USCH 


EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 


M 




9.2.1.63 


For the UL. 


- 




>TFCI Coding 


M 




9.2.3.11 




- 




>Puncture Limit 


M 




9.2.1.46 




- 




>TDD TPC Uplink Step Size 







9.2.3.10a 


Mandatory 
for 1 .28Mcps 
TDD, not 
applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


reject 


DL CCTrCH Information 




0..<maxno 
OfCCTrCH 
s> 




For DCH 
and DSCH 


EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 


M 




9.2.1.63 


For the DL. 


- 




>TFCI Coding 


M 




9.2.3.11 




- 




>Puncture Limit 


M 




9.2.1.46 




- 




>TDD TPC Downlink Step 
Size 


M 




9.2.3.10 




— 




>TPC CCTrCH List 




0..<maxno 
CCTrCHs> 




List of uplink 
CCTrCH 
which 
provide TPC 






»TPC CCTrCH ID 


M 




CCTrCH 

ID 

9.2.3.2 








DCH Information 







DCH TDD 

Information 

9.2.3.2A 




YES 


reject 


DSCH Information 







DSCH 
TDD 

Information 
9.2.3.3a 




YES 


reject 


USCH Information 







9.2.3.15 




YES 


reject 


RL Information 




1 






YES 


reject 


>RLID 


M 




9.2.1.49 




- 




>C-ID 


M 




9.2.1.6 




- 




> Frame Offset 


M 




9.2.1.30 




- 




>Special Burst Scheduling 


M 




9.2.3.7D 




- 




>Primary CCPCH RSCP 







9.2.3.5 




- 




>DL Time Slot ISCP Info 







9.2.3.2D 


Applicable to 
3.84Mcps 
TDD and 
7.68Mcps 
TDD only 






>DL Time Slot ISCP Info 
LCR 







9.2.3.2F 


Applicable to 
1 .28Mcps 
TDD only 


YES 


reject 


>TSTD Support Indicator 







9.2.3.13F 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


>RL Specific DCH 







9.2.1. 49A 




YES 


ignore 
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Information 














>Delayed Activation 







9.2.1. 19Aa 




YES 


reject 


>UL Synchronisation 
Parameters LCR 




0..1 




Mandatory 
for 1 .28Mcps 
TDD. Not 
Applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD. 


YES 


reject 


»Uplink Synchronisation 
Step Size 


M 




9.2.3.13J 




— 




»Uplink Synchronisation 
Frequency 


M 




9.2.3.131 




— 




>Primary CCPCH RSCP 
Delta 







9.2.3.5a 




YES 


ignore 


Permanent NAS UE Identity 







9.2.1.73 




YES 


ignore 


HS-DSCH Information 







HS-DSCH 
TDD 

Information 
9.2.3.3aa 




YES 


reject 


HS-PDSCH RL ID 


C- 

InfoHSDS 

CH 




RLID 
9.2.1.49 




YES 


reject 


PDSCH-RL-ID 







RLID 
9.2.1.49 




YES 


ignore 


MBMS Bearer Service List 




0..<maxno 
ofMBMS> 






GLOBAL 


notify 


>TMGI 


M 




9.2.1.80 




- 




E-DCH Information 




0..1 




3.84Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 


M 




9.2.3.36 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 
Information TDD 


M 




9.2.3.38 




— 




>E-DCH TDD Information 


M 




9.2.3.40 




- 




E-DCH Serving RL 







9.2.1.49 


TDD only 


YES 


reject 


E-DCH Information 7.68Mcps 




0..1 




7.68Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 


M 




9.2.3.36 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 
Information TDD 


M 




9.2.3.38 




— 




>E-DCH TDD Information 
7.68Mcps 


M 




9.2.3.51 




— 




E-DCH Information 1.28Mcps 




0..1 




1 .28Mcps 
TDD only 


YES 


reject 


>E-PUCH Information LCR 


M 




9.2.3.36a 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 
Information TDD 


M 




9.2.3.38 




— 




>E-DCH TDD Information 
LCR 


M 




9.2.3.40a 




— 





Condition 


Explanation 


InfoHSDSCH 


This IE shall be present if HS-DSCH Information IE is present. 



Range bound 


Explanation 


maxnoofCCTrCHs 


Maximum number of CCTrCH for one UE. 


maxnoofMBMS 


Maximum number of MBMS bearer services that a UE can join. 
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9.1 .4 RADIO LINK SETUP RESPONSE 



9.1.4.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 







9.2.1.24 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN CS Domain Identifier 







9.2.1.11 




YES 


ignore 


RL Information Response 




1..<maxno 
ofRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>RL Set ID 


M 




9.2.2.35 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>Received Total Wide Band 
Power 


M 




9.2.2.35A 




— 




>Not Used 







NULL 




- 




>DL Code Information 


M 




FDDDL 
Code 

Information 
9.2.2.14A 








>CHOICE Diversity 
Indication 


M 








— 




»Combining 










- 




»>RL ID 


M 




9.2.1.49 


Reference 
RL ID for the 
combining 






»>DCH Information 
Response 







9.2.1. 16A 




YES 


ignore 


»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


»Non Combining or First 
RL 










— 




»>DCH Information 
Response 


M 




9.2.1. 16A 




— 




»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


>SSDT Support Indicator 


M 




9.2.2.43 




- 




>IVIaximum Uplinl<SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Minimum Uplinl<SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Closed Loop Timing 
Adjustment l\/lode 







9.2.2.3A 




— 




>IVIaximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>IVIaximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Primary Scrambling Code 







9.2.1.45 




- 




>UL UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nu in ret. 
[6] 






>DL UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nd in ret. 
[6] 






>Primary CPICH Power 


M 




9.2.1.44 




- 




>Not Used 







NULL 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


>Neighbouring UIVITS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSIVI Cell 
Information 







9.2.1.41C 




— 




>PC Preamble 


M 




9.2.2.27a 




- 




>SRB Delay 


M 




9.2.2.39A 




- 




>Cell GA Additional Shapes 







9.2.1. 58 




YES 


ignore 


>DL Power Balancing 
Activation Indicator 







9.2.2.10B 




YES 


ignore 


>HCS Prio 







9.2.1. SON 




YES 


ignore 


>Primary CPICH Usage For 
Channel Estimation 







9.2.2.32A 




YES 


ignore 


>Secondary CPICH 
Information 







9.2.2.38A 




YES 


ignore 


>Active MBMS Bearer 
Service List 




0..<maxno 
ofActiveM 
BMS> 






GLOBAL 


ignore 


»TMGI 


M 




9.2.1.80 




- 




»Transmission IVIode 







9.2.1.81 




- 




»Preferred Frequency 
Layer 







UARFCN 
9.2.1.66 




— 




>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


>E-DCH FDD DL Control 
Channel Information 







9.2.2.4D 




YES 


ignore 


>lnitial DL DPCH Timing 
Adjustment 







DL DPCH 
Timing 
Adjustment 
9.2.2.9A 




YES 


ignore 


Uplink SIR Target 







Uplink SIR 
9.2.1.69 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH-RNTI 







9.2.1. 30P 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

FDD 

Information 

Response 

9.2.2.19b 




YES 


ignore 


Continuous Packet 
Connectivity HS-SCCH less 
Information Response 







9.2.2.75 




YES 


ignore 


SixtyfourQAIVI DL Support 
Indicator 







9.2.2.79 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of RLs for one UE. 


maxnoofActiveMBMS 


IVIaximum number of IVIBMS bearer services that are active in parallel. 
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9.1.4.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




D-RNTI 







9.2.1.24 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN CS Domain Identifier 







9.2.1.11 




YES 


ignore 


RL Information Response 




0..1 




Mandatory 
for 3.84Mcps 
TDD , not 
applicable to 
1 .28Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>UL Time Slot ISCP Info 


M 




9.2.3.13D 




- 




>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Minimum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>Maximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nt in ref. 
[71 






>Cell Parameter ID 







9.2.1.8 




- 




>Sync Case 







9.2.1.54 




- 




>SCH Time Slot 


C-Case2 




9.2.1.51 




- 




>SCTD Indicator 







9.2.1.78 




- 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Timing Advance Applied 


M 




9.2.3.12A 




- 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
TDD 







9.2.3.7B 




— 




>UL CCTrCH Information 




0..<maxno 
ofCCTrCH 
s> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>UL Timeslot 
Information 


M 




9.2.3.13C 




— 




»Uplink SIR Target 
CCTrCH 







Uplink SIR 
9.2.1.69 




YES 


ignore 


>DL CCTrCH Information 




0..<maxno 
OfCCTrCH 
s> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»DL DPCH Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DL Timeslot 
Information 


M 




9.2.3.2C 








»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 


YES 


ignore 


»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 


YES 


ignore 


>DCH Information Response 







9.2.1. 16A 




YES 


ignore 


>DSCH Information 
Response 




0.. 

<maxnoof 

DSCHs> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer Address 







9.2.1.62 




- 




»Transport Format 
Management 


M 




9.2.3.13 




— 




>USCH Information 
Response 




0.. 

<maxnoof 

USCHs> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 




»Transport Format 
Management 


M 




9.2.3.13 




— 




>Neighbouring UMTS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSM Cell 
Information 







9.2.1.41C 




— 




>Cell GA Additional Shapes 







9.2.1. 5B 




YES 


ignore 


>HCS Prio 







9.2.1. 30N 




YES 


ignore 


>Time Slot for SCH 


C-Case1 




Time Slot 
9.2.1.56 




YES 


ignore 


Uplink SIR Target 


M 




Uplink SIR 
9.2.1.69 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


RL Information Response 
LCR 




0..1 




Mandatory 
for 1 .28Mcps 
TDD, not 
applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 


M 




9.2.1. 708 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>UL Time Slot ISCP Info 
LCR 


M 




9.2.3.13H 




— 




>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Minimum Uplink SIR 


M 




Uplink SIR 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 








9.2.1.69 








>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>Maximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nt in ref. 
[7] 






>Cell Parameter ID 







9.2.1.8 




- 




>SCTD Indicator 







9.2.1.78 




- 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
TDD LCR 







9.2.3.7F 




— 




>UL CCTrCH Information 
LCR 




0..<maxno 
OfCCTrCH 
sLCR> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH Information 
LCR 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>UL Timeslot 
Information LCR 


M 




9.2.3.13G 




— 




»Uplink SIR Target 
CCTrCH 







Uplink SIR 
9.2.1.69 




YES 


ignore 


>DL CCTrCH Information 
LCR 




0..<maxno 
OfCCTrCH 
sLCR> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH Information 
LCR 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DL Timeslot 
Information LCR 


M 




9.2.3.2E 








»>TSTD Indicator 


M 




9.2.3. 13E 




- 




>DCH Information Response 







9.2.1. 16A 




YES 


ignore 


>DSCH Information 
Response LCR 




0.. 

<maxnoof 
DSCHsLC 
R> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer Address 







9.2.1.62 




- 




»Transport Format 
IVIanagement 


M 




9.2.3.13 




— 




>USCH Information 
Response LCR 




0.. 

<maxnoof 
USCHsLC 
R> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»Transport Format 
Management 


M 




9.2.3.13 




— 




>Neighbouring UMTS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSM Cell 
Information 







9.2.1.41C 




— 




>HCS Prio 







9.2.1. 30N 




YES 


ignore 


>Cell GA Additional Shapes 







9.2.1. 5B 




YES 


ignore 


>Uplink Timing Advance 
Control LCR 


M 




9.2.3.13K 




YES 


ignore 


RL Information Response 
7.68Mcps 




0..1 




Mandatory 
for 7.68Mcps 
TDD , not 
applicable to 
1 .28Mcps 
TDD or 
3.84Mcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1.70A 




— 




>UL Time Slot ISCP Info 


M 




9.2.3.13D 




- 




>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Minimum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>Maximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nt in ref. 
[7] 






>Cell Parameter ID 







9.2.1.8 




- 




>Sync Case 







9.2.1.54 




- 




>SCH Time Slot 


C-Case2 




9.2.1.51 




- 




>SCTD Indicator 







9.2.1.78 




- 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Timing Advance Applied 


M 




9.2.3.12A 




- 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
7.68Mcps TDD 







9.2.3.22 




— 




>UL CCTrCH Information 
7.68 Mcps 




0..<maxno 
ofCCTrCH 
s> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>UL Timeslot 
Information 7.68Mcps 


M 




9.2.3.26 




— 




»Uplink SIR Target 
CCTrCH 







Uplink SIR 
9.2.1.69 




— 




>DL CCTrCH Information 
7.68 Mcps 




0..<maxno 
OfCCTrCH 




For DCH 


GLOBAL 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 






s> 










»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DL Timeslot 
Information 7.68Mcps 


M 




9.2.3.28 








»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 






»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 






>DCH Information Response 







9.2.1. 16A 




YES 


ignore 


>DSCH Information 
Response 7.68 Mcps 




0.. 

<maxnoof 

DSCHs> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer Address 







9.2.1.62 




- 




»Transport Format 
Management 


M 




9.2.3.13 




— 




>USCH Information 
Response 7.68 Mcps 




0.. 

<maxnoof 

USCHs> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 




»Transport Format 
Management 


M 




9.2.3.13 




— 




>Neighbouring UMTS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSM Cell 
Information 







9.2.1.41C 




— 




>Cell GA Additional Shapes 







9.2.1. 5B 




- 




>HCS Prio 







9.2.1. 30N 




- 




>Time Slot for SCH 


C-Case1 




Time Slot 
9.2.1.56 




— 




HS-DSCH-RNTI 







9.2.1. 30P 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

TDD 

Information 

Response 

9.2.3.3ab 




YES 


ignore 


DSCH-RNTI 







9.2.3.3ah 




YES 


ignore 


Active MBMS Bearer Service 
List 




0..<maxno 
ofActiveM 
BMS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




>Transmission Mode 







9.2.1.81 




- 




>Preferred Frequency Layer 







UARFCN 
9.2.1.66 




— 




E-DCH Information Response 







E-DCH 

TDD 

Information 

Response 

9.2.3.41 


3.84Mcps 
TDD only 


YES 


ignore 


E-DCH Information Response 







E-DCH 


7.68Mcps 


YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


7.68Mcps 






TDD 

Information 

Response 

7.68Mcps 

9.2.3.52 


TDD only 






E-DCH Information Response 
1.28Mcps 







E-DCH 

TDD 

Information 

Response 

1.28Mcps 

9.2.3.41a 


1 .28IVIcps 
TDD only 


YES 


ignore 



Condition 



Explanation 



The IE shall be present if Sync Case IE is equal to "Case2 



Case2 



This IE shall be present if Sync Case IE is equal to "Casel ' 



Casel 



Range bound 


Explanation 


maxnoofDSCHs 


IVIaximum number of DSCHs for one UE for 3.84Mcps TDD or 
7.68Mcps TDD. 


maxnoofUSCHs 


IVIaximum number of USCHs for one UE for 3.84Mcps TDD or 
7.68Mcps TDD. 


maxnoofCCTrCHs 


IVIaximum number of CCTrCH for one UE for 3.84IVIcps TDD or 
7.68IVIcps TDD. 


maxnoofDSCHsL CR 


IVIaximum number of DSCHs for one UE for 1 .28IVIcps TDD. 


maxnoofUSCHsLCR 


IVIaximum number of USCHs for one UE for 1 .28IVIcps TDD. 


maxnoofCCTrCHsLCR 


IVIaximum number of CCTrCH for one UE for 1 .28IVIcps TDD. 


maxnoofActiveMBMS 


IVIaximum number of IVIBIVIS bearer services that are active in 
parallel. 
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9.1 .5 RADIO LINK SETUP FAILURE 



9.1.5.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 







9.2.1.24 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN CS Domain Identifier 







9.2.1.11 




YES 


ignore 


CHOICE Cause Level 


M 








YES 


ignore 


>General 










- 




»Cause 


M 




9.2.1.5 




- 




>RL Specific 










- 




»Unsuccessful RL 
Information Response 




1..<maxno 
ofRLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




»Successful RL 
Information Response 




0..<maxno 
ofRLs-1> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>RLSet ID 


M 




9.2.2.35 




- 




»>URA Information 







9.2.1. 70B 




- 




»>SAI 


M 




9.2.1.52 




- 




»>Cell GAI 







9.2.1. 5A 




- 




»>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




»>Received Total Wide 
Band Power 


M 




9.2.2.35A 




— 




»>Not Used 







NULL 




- 




»>DL Code Information 


M 




FDD DL 
Code 

Information 
9.2.2.14A 








»>CHOICE Diversity 
Indication 


M 








— 




»»Combining 










- 




»»>RLID 


M 




9.2.1.49 


Reference 
RL ID for the 
combining 






»»>DCH 
Information Response 







9.2.1.16A 




YES 


ignore 


»»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


»»Non Combining or 
First RL 










— 




»»>DCH 
Information Response 


M 




9.2.1. 16A 




— 




»»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


»>SSDT Support 
Indicator 


M 




9.2.2.43 




— 




»>l\/laximum Uplinl< SIR 


M 




Uplinl<SIR 
9.2.1.69 




— 




»>l\/linimum Uplink SIR 


M 




Uplinl<SIR 
9.2.1.69 




— 




»>Closed Loop Timing 
Adjustment IVIode 







9.2.2.3A 




— 




»>l\/laximum Allowed 
UL Tx Power 


M 




9.2.1.35 




— 




»>l\/laximum DLTX 
Power 


M 




DL Power 
9.2.1.21A 




— 




»>Minimum DLTX 


M 




DL Power 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Power 






9.2.1.21A 








»>Primary CPICH 
Power 


M 




9.2.1.44 




— 




»>Primary Scrambling 
Code 







9.2.1.45 








»>UL UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nu in ref. 
[6] 






»>DL UARFCN 







UARFCN 
9.2.1.66 


Corresponds 
to Nd in ref. 
[6] 






»>Not Used 







NULL 




- 




»>Neighbouring UIVITS 
Cell Information 







9.2.1.41A 




— 




»>Neighbouring GSM 
Cell Information 







9.2.1.41C 




— 




»>PC Preamble 


M 




9.2.2.27a 




- 




»>SRB Delay 


M 




9.2.2.39A 




- 




»>Cell GA Additional 
Shapes 







9.2.1. SB 




YES 


ignore 


»>DL Power Balancing 
Activation Indicator 







9.2.2.10B 




YES 


ignore 


»>HCS Prio 







9.2.1. SON 




YES 


ignore 


»>Primary CPICH 
Usage For Channel 
Estimation 







9.2.2.32A 




YES 


ignore 


»>Secondary CPICH 
Information 







9.2.2.38A 




YES 


ignore 


»>Active MBIUIS 
Bearer Service List 




0..<maxno 
ofActiveM 
BMS> 






GLOBAL 


ignore 


»»TMGI 


M 




9.2.1.80 




- 




»»Transmission 
IVIode 







9.2.1.81 




— 




»»Preferred 
Frequency Layer 







UARFCN 
9.2.1.66 




— 




»>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


»>E-DCH FDD DL 
Control Channel 
Information 







9.2.2.4D 




YES 


ignore 


»>lnitial DL DPCH 
Timing Adjustment 







DL DPCH 
Timing 
Adjustment 
9.2.2.9A 




YES 


ignore 


»HS-DSCH-RNTI 







9.2.1. 30P 




YES 


ignore 


»HS-DSCH Information 
Response 







HS-DSCH 

FDD 

Information 

Response 

9.2.2.19b 




YES 


ignore 


»Continuous Packet 
Connectivity HS-SCCH 
less Information Response 







9.2.2.75 




YES 


ignore 


»SixtyfourQAI\/l DL 
Support Indicator 







9.2.2.79 




YES 


ignore 


Uplink SIR Target 







Uplink SIR 
9.2.1.69 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 
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Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for one UE. 


maxnoofActiveMBMS 


Maximum number of MBMS bearer services that are active in 
parallel. 



9.1.5.2 



TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Cause Level 


M 








YES 


ignore 


>General 










- 




»Cause 


M 




9.2.1.5 




- 




>RL Specific 










- 




»Unsuccessful RL 
Information Response 




1 






YES 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




Criticality Diagnostics 







9.2.1.13 




YES 


ignore 
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9.1 .6 RADIO LINK ADDITION REQUEST 



9.1.6.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Uplink SIR Target 


M 




Uplink SIR 
9.2.1.69 




YES 


reject 


RL Information 




1..<maxn 

oofRLs- 

1> 






EACH 


notify 


>RLID 


M 




9.2.1.49 




- 




>C-ID 


M 




9.2.1.6 




- 




>Frame Offset 


M 




9.2.1.30 




- 




>Chip Offset 


M 




9.2.2.1 




- 




>Diversity Control Field 


M 




9.2.1.20 




- 




>Primary CPICH Ec/No 







9.2.2.32 




- 




>Not Used 







NULL 




- 




>Transmit Diversity Indicator 







9.2.2.48 




- 




>DL Reference Power 







DL Power 
9.2.1. 21 A 


Power on 

DPCHoron 

F-DPCH 


YES 


ignore 


>Enhanced Primary CPICH 
Ec/No 







9.2.2.131 




YES 


ignore 


>RL Specific DCH 
Information 







9.2.1.49A 




YES 


ignore 


>Delayed Activation 







9.2.1. 19Aa 




YES 


reject 


>RL specific E-DCH 
Information 







9.2.2.35a 




YES 


reject 


>E-DCH RL Indication 







9.2.2.4E 




YES 


reject 


>Synchronisation Indicator 







9.2.2.45A 




YES 


ignore 


Active Pattern Sequence 
Information 







9.2.2A 


Either all the 

already 

active 

Transmissio 

n Gap 

Sequence{s) 

are 

addressed 

(Transmissio 

n Gap 

Pattern 

sequence 

shall overlap 

with the 

existing one) 

or none of 

the 

transmission 

gap 

sequences is 
activated. 


YES 


reject 


DPC Mode 







9.2.2.12A 




YES 


reject 


Permanent NAS UE Identity 







9.2.1.73 




YES 


ignore 


Serving E-DCH RL 







9.2.2.38C 




YES 


reject 


Initial DL DPCH Timing 
Adjustment Allowed 







9.2.2.21b 




YES 


ignore 


HS-DSCH Serving Cell 
Change Information 







9.2.2.19f 




YES 


reject 


Serving Cell Change CFN 







CFN 
9.2.1.9 




YES 


reject 


E-DPCH Information 




0..1 






YES 


reject 


>IVIaximum Set of E- 


M 




9.2.2.24e 




- 
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DPDCHs 














>Puncture Limit 


M 




9.2.1.46 




- 




>E-TFCS Information 


M 




9.2.2.4G 




- 




>E-TTI 


M 




9.2.2.4J 




- 




>E-DPCCH Power Offset 


M 




9.2.2.4K 




- 




>E-RGCH 2-lndex-Step 
Threshold 


M 




9.2.2.64 




— 




>E-RGCH 3-lndex-Step 
Threshold 


M 




9.2.2.65 




— 




>HARQ Info for E-DCH 


M 




9.2.2.66 




- 




>HS-DSCH Configured 
Indicator 


M 




9.2.2.19C 




YES 


reject 


E-DCH FDD Information 


C- 
EDCHInfo 




9.2.2.4B 




YES 


reject 



Condition 


Explanation 


EDCHInfo 


This IE shall be present if E-DPCH Information IE is present. 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of radio links for one UE. 
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9.1.6.2 



TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information 




1 






YES 


reject 


>RLID 


M 




9.2.1.49 




- 




>C-ID 


M 




9.2.1.6 




- 




>Frame Offset 


M 




9.2.1.30 




- 




>Diversity Control Field 


M 




9.2.1.20 




- 




>Primary CCPCH RSCP 







9.2.3.5 




- 




>DL Time Slot ISCP Info 







9.2.3.2D 


Applicable to 
3.84Mcps 
TDD and 
7.68IVIcps 
TDD only 






>DL Time Slot ISCP Info 
LCR 







9.2.3.2F 


Applicable to 
1 .28Mcps 
TDD only 


YES 


reject 


>RL Specific DCH 
Information 







9.2.1.49A 




YES 


ignore 


>Delayed Activation 







9.2.1. 19Aa 




YES 


reject 


>UL Syncfironisation 
Parameters LCR 




0..1 




Mandatory 
for 1 .28Mcps 
TDD. Not 
Applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD. 


YES 


reject 


»Uplink 

Synchronisation Step 
Size 


M 




9.2.3.13J 








»Uplink 

Synchronisation 

Frequency 


M 




9.2.3.131 








> Primary CCPCH RSCP 
Delta 







9.2.3.5a 




YES 


ignore 


Permanent NAS UE Identity 







9.2.1.73 




YES 


ignore 


UL CCTrCH Information 




o..< 

maxno 
ofCCTr 
CHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TDD TPC Uplink Step 
Size 







9.2.3.10a 


Applicable to 
1 .28Mcps 
TDD only 






DL CCTrCH Information 




o..< 

maxno 
OfCCTr 
CHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TDD TPC Downlink Step 
Size 







9.2.3.10 




— 




HS-DSCH Information 







HS-DSCH 
TDD 

Information 
9.2.3.3aa 




YES 


reject 


HS-PDSCH RL ID 







RLID 
9.2.1.49 




YES 


reject 


E-DCH Information 




0..1 




3.84Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 


M 




9.2.3.36 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 


M 




9.2.3.38 




- 
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Information TDD 














>E-DCH TDD Information 


M 




9.2.3.40 




- 




E-DCH Serving RL 







9.2.1.49 


3.84Mcps 
TDD only 


YES 


reject 


E-DCH Information 
7.68Mcps 




0..1 




7.68Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 


M 




9.2.3.36 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 
Information TDD 


M 




9.2.3.38 




— 




>E-DCH TDD Information 
7.68Mcps 


M 




9.2.3.51 




— 




E-DCH Information 
1.28Mcps 




0..1 




1 .28Mcps 
TDD only 


YES 


reject 


>E-PUCH Information LCR 


M 




9.2.3.36a 




- 




>E-TFCS Information TDD 


M 




9.2.3.37 




- 




>E-DCH MAC-d Flows 
Information TDD 


M 




9.2.3.38 




— 




>E-DCH TDD Information 
LCR 


M 




9.2.3.40a 




— 






Range bound 


Explanation 


maxnoofCCTrCHs 


Maximum number of CCTrCH for one UE. 
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9.1 .7 RADIO LINK ADDITION RESPONSE 



9.1.7.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information Response 




1..<maxnoof 
RLs-1> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>RLSetlD 


M 




9.2.2.35 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>Received Total Wide 
Band Power 


M 




9.2.2.35A 




— 




>Not Used 







NULL 




- 




>DL Code Information 


M 




FDDDL 
Code 

Information 
9.2.2.14A 




YES 


ignore 


>CHOICE Diversity 
Indication 


M 








— 




»Combining 










- 




»>RL ID 


M 




9.2.1.49 


Reference 
RLID 


— 




»>DCH Information 
Response 







9.2.1. 16A 




YES 


ignore 


»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


»Non Combining 










- 




»>DCH Information 
Response 


M 




9.2.1. 16A 




— 




»>E-DCH FDD 
Information Response 







9.2.2.4C 




YES 


ignore 


>SSDT Support Indicator 


M 




9.2.2.43 




- 




>l\/linimum Uplinl<SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>l\/laximum Uplinl<SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Closed Loop Timing 
Adjustment IVIode 







9.2.2.3A 




— 




>l\/laximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>IVIaximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>IVIinimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Neighbouring UIVITS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSIVl Cell 
Information 







9.2.1.41C 




— 




>PC Preamble 


M 




9.2.2.27a 




- 




>SRB Delay 


M 




9.2.2.39A 




- 




>Primary CPICH Power 


M 




9.2.1.44 




- 




>Cell GA Additional 
Shapes 







9.2.1. 5B 




YES 


ignore 


>DL Power Balancing 
Activation Indicator 







9.2.2.10B 




YES 


ignore 


>HCS Prio 







9.2.1. 30N 




YES 


ignore 


>Active lUIBIVIS Bearer 




0..<maxnoof 






GLOBAL 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Service List 




ActiveMBM 
S> 










»TMGI 


M 




9.2.1.80 




- 




»Transmission IVIode 







9.2.1.81 




- 




»Preferred Frequency 
Layer 







UARFCN 
9.2.1.66 




— 




>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


>E-DCH FDD DL Control 
Channel Information 







9.2.2.4D 




YES 


ignore 


>lnitial DL DPCH Timing 
Adjustment 







DL DPCH 
Timing 
Adjustment 
9.2.2.9.A 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH Serving Cell 
Change Information 
Response 







9.2.2.19g 




YES 


ignore 


E-DCH Serving Cell Change 
Information Response 







9.2.2.19h 




YES 


ignore 


MAC-hs Reset Indicator 







9.2.1. 34B 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of radio links for one UE. 


maxnoofActiveMBMS 


IVIaximum number of MBMS bearer services that are 
active in parallel. 
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9.1.7.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




RL Information Response 




0..1 




Mandatory 
for 3.84Mcps 
TDD, not 
applicable to 
1 .28Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>UL Time Slot ISCP Info 


M 




9.2.3.13D 




- 




>Minimum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>Maximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Timing Advance Applied 


M 




9.2.3. 12A 




- 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
TDD 







9.2.3.7B 




— 




>UL CCTrCH Information 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH 
Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>ULTimeslot 
Information 


M 




9.2.3.13C 




— 




>DL CCTrCH Information 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH 
Information 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DLTimeslot 
Information 


M 




9.2.3.2C 




— 




»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 


YES 


ignore 


»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 


YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 










power on 
DPCH 






>DCH Information 




0..1 






- 




»CHOICE Diversity 
Indication 


M 








— 




»>Combining 










- 




»»RL ID 


IVI 




9.2.1.49 


Reference 
RL 


— 




»»DCH 

Information 

Response 







9.2.1. 16A 




YES 


ignore 


»>Non Combining 










- 




»»DCH 

Information 

Response 


M 




9.2.1. 16A 








>DSCI-I Information 
Response 




0.. 

<maxnoof 

DSCHs> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»Transport Format 
IVIanagement 


M 




9.2.3.13 




— 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




- 




»CHOICE Diversity 
Indication 











— 




»>Non Combining 










- 




»»Binding ID 







9.2.1.3 




- 




»»Transport 
Layer Address 







9.2.1.62 




— 




>USCI-I Information 
Response 




0.. 

<maxnoof 

USCHs> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Transport Format 
IVIanagement 


M 




9.2.3.13 




— 




»CHOICE Diversity 
Indication 











— 




»>Non Combining 










- 




»»Binding ID 







9.2.1.3 




- 




»»Transport 
Layer Address 







9.2.1.62 




— 




>Neighbouring UIVITS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSIVl Cell 
Information 







9.2.1.41C 




— 




>Cell GA Additional 
Shapes 







9.2.1. 5B 




YES 


ignore 


>HCS Prio 







9.2.1. 30N 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


RL Information Response 
LCR 




0..1 




IVIandatory 
for 1 .28l\/lcps 
TDD, not 
applicable to 
3.84IVIcps 
TDD or 
7.68IVIcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 


M 




9.2.1. 708 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>UL Time Slot ISCP Info 


M 




9.2.3.13H 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


LCR 














>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Minimum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>Maximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>IVIinimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
TDD LCR 







9.2.3.7F 




— 




>UL CCTrCH Information 
LCR 




0..<maxnoof 
CCTrCHsLC 
R> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH 
Information LCR 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>ULTimeslot 
Information LCR 


M 




9.2.3.13G 




— 




>DL CCTrCH Information 
LCR 




0..<maxnoof 
CCTrCHsLC 
R> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH 
Information LCR 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DLTimeslot 
Information LCR 


M 




9.2.3.2E 




— 




»>TSTD Indicator 


M 




9.2.3. 13E 




- 




>DCH Information 
Response 


M 




9.2.1. 16A 




— 




>DSCH Information 
Response LCR 




0.. 

<maxnoof 

DSCHsLCR 

> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 




»Transport Format 
Management 


M 




9.2.3.13 




- 




>USCH Information 
Response LCR 




0.. 

<maxnoof 

USCHsLCR 

> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Transport Format 
Management 


M 




9.2.3.13 




- 




»CHOICE Diversity 
Indication 











- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»>Non Combining 










- 




»»Binding ID 







9.2.1.3 




- 




»»Transport 
Layer Address 







9.2.1.62 




— 




>Neighbouring UIVITS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSIVI Cell 
Information 







9.2.1.41C 




— 




>Cell GA Additional 
Shapes 







9.2.1. 5B 




YES 


ignore 


>HCS Prio 







9.2.1. SON 




YES 


ignore 


>Uplink Timing Advance 
Control LCR 


M 




9.2.3.13K 




YES 


ignore 


RL Information Response 
7.68Mcps 




0..1 




Mandatory 
for 7.68Mcps 
TDD, not 
applicable to 
1 .28Mcps 
TDD or 
3.84Mcps 
TDD 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>URA Information 







9.2.1. 70B 




- 




>SAI 


M 




9.2.1.52 




- 




>Cell GAI 







9.2.1. 5A 




- 




>UTRAN Access Point 
Position 







9.2.1. 70A 




— 




>UL Time Slot ISCP Info 


M 




9.2.3.13D 




- 




>IVIinimum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Uplink SIR 


M 




Uplink SIR 
9.2.1.69 




— 




>Maximum Allowed UL Tx 
Power 


M 




9.2.1.35 




— 




>IVIaximum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>IVIinimum DL TX Power 


M 




DL Power 
9.2.1.21A 




— 




>PCCPCH Power 


M 




9.2.1.43 




- 




>Timing Advance Applied 


M 




9.2.3.12A 




- 




>Alpha Value 


M 




9.2.3.a 




- 




>UL PhysCH SF Variation 


M 




9.2.3.13B 




- 




>Synchronisation 
Configuration 


M 




9.2.3.7E 




— 




>Secondary CCPCH Info 
7.68IVIcps TDD 







9.2.3.22 




— 




>UL CCTrCH Information 
7.68 Mcps 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH 
Information 7.68 Mcps 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>ULTimeslot 
Information 7.68Mcps 


M 




9.2.3.26 




— 




>DL CCTrCH Information 
7.68 Mcps 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH 
Information 7.68 Mcps 




0..1 






YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»>DLTimeslot 
Information 7.68IVIcps 


M 




9.2.3.28 




— 




»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 






»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 






>DCI-I Information 




0..1 






- 




»CHOICE Diversity 
Indication 


M 








— 




»>Combining 










- 




»»RL ID 


M 




9.2.1.49 


Reference 
RL 


— 




»»DCH 

Information 

Response 







9.2.1. 16A 




YES 


ignore 


»>Non Combining 










- 




»»DCH 

Information 

Response 


M 




9.2.1. 16A 








>DSCH Information 
Response 7.68 Mcps 




0.. 

<maxnoof 

DSCHs> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»Transport Format 
Management 


M 




9.2.3.13 




— 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»CHOICE Diversity 
Indication 











— 




»>Non Combining 










- 




»»Binding ID 







9.2.1.3 




- 




»»Transport 
Layer Address 







9.2.1.62 




— 




>USCH Information 
Response 7.68 Mcps 




0.. 

<maxnoof 

USCHs> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Transport Format 
Management 


M 




9.2.3.13 




— 




»CHOICE Diversity 
Indication 











— 




»>Non Combining 










- 




»»Binding ID 







9.2.1.3 




- 




»»Transport 
Layer Address 







9.2.1.62 




— 




>Neighbouring UMTS Cell 
Information 







9.2.1.41A 




— 




>Neighbouring GSM Cell 
Information 







9.2.1.41C 




— 




>Cell GA Additional 
Sliapes 







9.2.1. 5B 




— 




>HCS Prio 







9.2.1. 30N 




- 




Active MBMS Bearer 
Service List 




0..<maxnoof 

ActiveMBM 

S> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




>Transmission Mode 







9.2.1.81 




- 




>Preferred Frequency 
Layer 







UARFCN 
9.2.1.66 




— 




HS-DSCH Information 







HS-DSCH 




YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Response 






TDD 

Information 
Response 
9.2.3.3ab 








HS-DSCH-RNTI 







9.2.1. SOP 




YES 


ignore 


E-DCH Information 
Response 







E-DCH 

TDD 

Information 

Response 

9.2.3.41 


3.84IVIcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 7.68l\/lcps 







E-DCH 

TDD 

Information 

Response 

7.68Mcps 

9.2.3.52 


7.68IVIcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 1 .28Mcps 







E-DCH 

TDD 

Information 

Response 

1.28Mcps 

9.2.3.41a 


1 .28Mcps 
TDD only 


YES 


ignore 



Range Bound 


Explanation 


maxnoofDSCHs 


IVIaximum number of DSCHs for one UE for 3.84IVIcps TDD. 


maxnoofUSCHs 


Maximum number of USCHs for one UE for 3.84IVIcps TDD. 


maxnoofCCTrCHs 


Maximum number of CCTrCHs for one UE for 3.84Mcps TDD. 


maxnoofDSCHsL CR 


Maximum number of DSCHs for one UE for 1 .28Mcps TDD. 


maxnoofUSCHsL CR 


Maximum number of USCHs for one UE for 1 .28Mcps TDD. 


maxnoofCCTrCHsLCR 


Maximum number of CCTrCH for one UE for 1 .28Mcps TDD. 


maxnoofActiveMBMS 


Maximum number of MBMS bearer services that are active in 
parallel. 
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9.1 .8 RADIO LINK ADDITION FAILURE 



9.1.8.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Cause Level 


M 








YES 


ignore 


>General 










- 




»Cause 


M 




9.2.1.5 




- 




>RL Specific 










- 




»Unsuccessful RL 
Information Response 




1..<maxnoof 
RLs-1> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




»Successful RL 
Information Response 




0..<maxnoof 
RLs-2> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>RLSet ID 


M 




9.2.2.35 




- 




»>URA Information 







9.2.1. 70B 




- 




»>SAI 


M 




9.2.1.52 




- 




»>Cell GAI 







9.2.1. 5A 




- 




»>UTRAN Access 
Point Position 







9.2.1. 70A 




— 




»>Received Total 
Wide Band Power 


M 




9.2.2.35A 




— 




»>Not Used 







NULL 




- 




»>DL Code 
Information 


M 




FDD DL 
Code 

Information 
9.2.2.14A 




YES 


ignore 


»>CHOICE Diversity 
Indication 


M 








— 




»»Combining 










- 




»»>RL ID 


M 




9.2.1.49 


Reference 
RLID 


— 




»»>DCH 
Information 
Response 







9.2.1. 16A 




YES 


ignore 


»»>E-DCH FDD 

Information 

Response 







9.2.2.4C 




YES 


ignore 


»»Non Combining 










- 




»»>DCH 
Information 
Response 


M 




9.2.1. 16A 








»»>E-DCH FDD 

Information 

Response 







9.2.2.4C 




YES 


ignore 


»>SSDT Support 
Indicator 


M 




9.2.2.43 




— 




»>l\/linimum Uplinl< 
SIR 


M 




Uplink SIR 
9.2.1.69 




— 




»>l\/laximum Uplink 
SIR 


M 




Uplink SIR 
9.2.1.69 




— 




»>Closed Loop 
Timing Adjustment 
Mode 







9.2.2.3A 








»>l\/laximum Allowed 
UL Tx Power 


M 




9.2.1.35 




— 




»>l\/laximum DLTX 
Power 


M 




DL Power 
9.2.1.21A 




— 




»>l\/linimum DLTX 
Power 


M 




DL Power 
9.2.1.21A 




— 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»>Neighbouring 
UIVITS Cell Information 







9.2.1.41A 




— 




»>Neighbouring GSIVl 
Cell Information 







9.2.1.41C 




— 




»>Primary CPICH 
Power 


M 




9.2.1.44 




— 




»>PC Preamble 


M 




9.2.2.27a 




- 




»>SRB Delay 


M 




9.2.2.39A 




- 




»>Cell GA Additional 
Shapes 







9.2.1. 58 




YES 


ignore 


»>DL Power 
Balancing Activation 
Indicator 







9.2.2.10B 




YES 


ignore 


»>HCS Prio 







9.2.1. SON 




YES 


ignore 


»>Active MBMS 
Bearer Service List 




0..<maxnoof 

ActiveMBM 

S> 






GLOBAL 


ignore 


»»TMGI 


M 




9.2.1.80 




- 




»»Transmission 
Mode 







9.2.1.81 




— 




»»Preferred 
Frequency Layer 







UARFCN 
9.2.1.66 




— 




»>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


»>E-DCH FDD DL 
Control Channel 
Information 







9.2.2.4D 




YES 


ignore 


»>lnitial DL DPCH 
Timing Adjustment 







DL DPCH 
Timing 
Adjustment 
9.2.2.9.A 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH Serving Cell 
Change Information 
Response 







9.2.2.19g 




YES 


Ignore 


E-DCH Serving Cell Change 
Information Response 







9.2.2.19h 




YES 


Ignore 














Range bound 


Explanation 






maxnoofRLs 


Maximum number of radio links for one UE. 






maxnoofActiveMBMS 


Maximum number of MBMS bearer service 
active in parallel. 


3 that are 





9.1.8.2 



TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Cause Level 


M 








YES 


ignore 


>General 










- 




»Cause 


M 




9.2.1.5 




- 




>RL Specific 










- 




»Unsuccessful RL 
Information Response 




1 






YES 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




Criticality Diagnostics 







9.2.1.13 




YES 


ignore 
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9.1 .9 RADIO LINK DELETION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information 




1..<maxno 
ofRLs> 






EACH 


notify 


>RL1D 


M 




9.2.1.49 




- 





Range bound 


Explanation 


maxnoofRLs 


Maximum number of radio linl<s for one UE 



9.1.10 RADIO LINK DELETION RESPONSE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




Criticality Diagnostics 







9.2.1.13 




YES 


ignore 
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9.1 .11 RADIO LINK RECONFIGURATION PREPARE 



9.1.11.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL DPCH Information 




0..1 






YES 


reject 


>UL Scrambling Code 







9.2.2.53 




- 




>UL SIR Target 







Uplink SIR 
9.2.1.69 




— 




>l\/lin UL Channelisation 
Code Length 







9.2.2.25 




— 




>l\/lax Number of UL 
DPDCHs 


C- 
CodeLen 




9.2.2.24 




- 




>Puncture Limit 







9.2.1.46 


For the UL. 


- 




>TFCS 







9.2.1.63 


TFCSforthe 
UL. 


- 




>UL DPCCH Slot Format 







9.2.2.52 




- 




>Diversity Mode 







9.2.2.8 




- 




>Not Used 







NULL 




- 




>Not Used 







NULL 




— 




>UL DPDCH Indicator For 
E-DCH Operation 







9.2.2.52A 




YES 


reject 


DL DPCH Information 




0..1 






YES 


reject 


>TFCS 







9.2.1.63 


TFCSforthe 
DL. 


- 




>DL DPCH Slot Format 







9.2.2.9 




- 




>Numberof DL 
Channelisation Codes 







9.2.2.26A 




— 




>TFCI Signalling Mode 







9.2.2.46 




- 




>TFCI Presence 


C- 

SlotFormat 




9.2.1.55 




— 




>Multiplexing Position 







9.2.2.26 




- 




>Limited Power Increase 







9.2.2.21A 




— 




>DL DPCH Power 
Information 




0..1 






YES 


reject 


» Power Offset 
Information 




1 






— 




»>P01 


M 




Power 
Offset 
9.2.2.30 


Power offset 
fortheTFCI 
bits 






»>P02 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the TPC 
bits 






»>P03 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the pilot 
bits 


- 




»FDD TPC Downlink 
Step Size 


M 




9.2.2.16 




— 




»lnner Loop DL PC 
Status 


M 




9.2.2.21a 




— 




DCHs To Modify 







FDD DCHs 
To Modify 
9.2.2.13C 




YES 


reject 


DCHs To Add 







DCH FDD 

Information 

9.2.2.4A 




YES 


reject 


DCHs To Delete 




0..<maxnoof 
DCHs> 






GLOBAL 


reject 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


>DCH ID 


M 




9.2.1.16 




- 




RL Information 




0..<maxnoof 
RLs> 






EACH 


reject 


>RLID 


M 




9.2.1.49 




- 




>Not Used 







NULL 




- 




>Not Used 







NULL 




- 




>Transmit Diversity 
Indicator 


C- 

Diversity 
mode 




9.2.2.48 








>DL Reference Power 







DL Power 
9.2.1.21A 


Power on 
DPCH 


YES 


ignore 


>RL Specific DCH 
Information 







9.2.1.49A 




YES 


ignore 


>DL DPCH Timing 
Adjustment 







9.2.2.9A 


Required RL 

Timing 

Adjustment 


YES 


reject 


>Phase Reference Update 
Indicator 







9.2.2.27B 




YES 


ignore 


>RL specific E-DCH 
Information 







9.2.2.35a 




YES 


reject 


>E-DCH RL Indication 







9.2.2.4E 




YES 


reject 


Transmission Gap Pattern 
Sequence Information 







9.2.2.47A 




YES 


reject 


HS-DSCH Information 







HS-DSCH 
FDD 

Information 
9.2.2.19a 




YES 


reject 


HS-DSCH Information To 
IVIodify 







9.2.1. 30Q 




YES 


reject 


HS-DSCH MAC-d Flows To 
Add 







HS-DSCH 

MAC-d 

Flows 

Information 

9.2.1.30OA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Delete 







9.2.1. 30OB 




YES 


reject 


HS-PDSCH RL ID 







RLID 
9.2.1.49 




YES 


reject 


E-DRCH Information 




0..1 






YES 


reject 


>Maximum Set of E- 
DPDCHs 







9.2.2.24e 




— 




>Puncture Limit 







9.2.1.46 




- 




>E-TFCS Information 







9.2.2.4G 




- 




>E-TTI 







9.2.2.4J 




- 




>E-DPCCH Power Offset 







9.2.2.4K 




- 




>E-RGCH 2-lndex-Step 
Threshold 







9.2.2.64 




— 




>E-RGCH 3-lndex-Step 
Threshold 







9.2.2.65 




— 




>HARQ Info for E-DCH 







9.2.2.66 




- 




>HS-DSCH Configured 
Indicator 







9.2.2.19C 




— 




E-DCH FDD Information 







9.2.2.4B 




YES 


reject 


E-DCH FDD Information to 
Modify 







9.2.2.4F 




YES 


reject 


E-DCH MAC-d Flows to Add 







E-DCH 

MAC-d 

flows 

Information 

9.2.2.4MC 




YES 


reject 


E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




YES 


reject 


Serving E-DCH RL 







9.2.2.38C 




YES 


reject 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


F-DPCH Information 




0..1 






YES 


reject 


>Power Offset 
Information 




1 






- 




»P02 


M 




Power 
Offset 
9.2.2.30 


Power offset 
for the TPC 
bits. 


- 




>FDD TPC Downlink Step 
Size 


M 




9.2.2.16 




- 




>Limited Power Increase 


M 




9.2.2.21A 




- 




>lnner Loop DL PC Status 


M 




9.2.2.21a 




- 




Fast Reconfiguration IVIode 







9.2.2.70 




YES 


ignore 


CPC Information 




0..1 






YES 


reject 


>Continuous Packet 
Connectivity DTX-DRX 
Information 







9.2.2.72 








>Continuous Packet 
Connectivity DTX-DRX 
Information To IVIodify 







9.2.2.73 








>Continuous Packet 
Connectivity HS-SCCH 
less Information 







9.2.2.74 









Condition 


Explanation 


CodeLen 


The IE shall be present only if the Min UL 
Channelisation Code lengtii IE equals to 4. 


SlotFormat 


The IE shall only be present if the DL DPCH Siot 
Format IE is equal to any of the values from 12 to 16. 


Diversity mode 


The IE shall be present if Diversity Mode IE is present 
in the UL DPCI-I Information IE and is not equal to 
"none". 



Range bound 


Explanation 


maxnoofDCHs 


IVIaximum number of DCHs for a UE. 


maxnoofRLs 


Maximum number of RLs for a UE. 
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9.1.11.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL CCTrCH To Add 




0..<maxno 
ofCCTrCH 
s> 




For DCH and 
USCH 


EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 


M 




9.2.1.63 


For the UL. 


- 




>TFCI Coding 


M 




9.2.3.11 




- 




>Puncture Limit 


M 




9.2.1.46 




- 




>UL SIR Target 







Uplink SIR 
9.2.1.69 


Mandatory 
for 1 .28Mcps 
TDD; not 
applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


reject 


>TDD TPC Uplink Step 
Size 







9.2.3.10a 


Mandatory 
for 1 .28Mcps 
TDD, not 
applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


reject 


UL CCTrCH To Modify 




0..<maxno 
OfCCTrCH 
s> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 







9.2.1.63 


For the UL. 


- 




>TFCI Coding 







9.2.3.11 




— 




>Puncture Limit 







9.2.1.46 




- 




>UL SIR Target 







Uplink SIR 
9.2.1.69 


Applicable to 
1 .28Mcps 
TDD only 


YES 


reject 


>TDD TPC Uplink Step 
Size 







9.2.3.10a 


Applicable to 
1 .28Mcps 
TDD only 


YES 


reject 


UL CCTrCH to Delete 




0..<maxno 
OfCCTrCH 
s> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




DL CCTrCH To Add 




0..<maxno 
OfCCTrCH 
s> 




For DCH and 
DSCH 


EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 


M 




9.2.1.63 


For the DL. 


- 




>TFCI Coding 


M 




9.2.3.11 




- 




>Puncture Limit 


M 




9.2.1.46 




- 




>TPC CCTrCH List 




0..<maxno 
CCTrCHs> 




List of uplink 
CCTrCH 
which 
provide TPC 






»TPC CCTrCH ID 


M 




CCTrCH 

ID 

9.2.3.2 








>TDD TPC Downlink Step 
Size 







9.2.3.10 




YES 


reject 


DL CCTrCH To Modify 




0..<maxno 
OfCCTrCH 






EACH 


notify 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 






s> 










>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 







9.2.1.63 


For the DL. 


- 




>TFCI Coding 







9.2.3.11 




- 




>Puncture Limit 







9.2.1.46 




- 




>TPC CCTrCH List 




0..<maxno 
CCTrCHs> 




List of uplink 
CCTrCH 
which 
provide TPC 






»TPC CCTrCH ID 


M 




CCTrCH 

ID 

9.2.3.2 








>TDD TPC Downlink Step 
Size 







9.2.3.10 




YES 


reject 


DL CCTrCH to Delete 




0..<maxno 
ofCCTrCH 
s> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




DCHs To Modify 







TDD DCHs 
To Modify 
9.2.3.8B 




YES 


reject 


DCHs To Add 







DCH TDD 

Information 

9.2.3.2A 




YES 


reject 


DCHs to Delete 




0..<maxno 
ofDCHs> 






GLOBAL 


reject 


>DCH ID 


M 




9.2.1.16 




- 




DSCHs To Modify 




0..<maxno 
ofDSCHs> 






GLOBAL 


reject 


>DSCH ID 


M 




9.2.3.3ae 




- 




>CCTrCH ID 







9.2.3.2 


DL CCTrCH 
in which the 
DSCH is 
mapped. 






>TrCH Source Statistics 
Descriptor 







9.2.1.65 




— 




>Transport Format Set 







9.2.1.64 




- 




>Allocation/Retention 
Priority 







9.2.1.1 




— 




>Scheduling Priority 
Indicator 







9.2.1.51A 




— 




>BLER 







9.2.1.4 




- 




>Transport Bearer 
Request Indicator 


M 




9.2.1.61 




— 




>Traffic Class 







9.2.1. 58A 




YES 


ignore 


>Binding ID 







9.2.1.3 


Shall be 

ignored if 

bearer 

establishmen 

twith 

ALCAP. 


YES 


ignore 


>Transport Layer Address 







9.2.1.62 


Shall be 

ignored if 

bearer 

establishmen 

twith 

ALCAP. 


YES 


ignore 


>TNL QoS 







9.2.1. 56A 


Shall be 

ignored if 

bearer 

establishmen 

twith 

ALCAP. 


YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DSCHs To Add 







DSCH 
TDD 

Information 
9.2.3.3a 




YES 


reject 


DSCHs to Delete 




0..<maxno 
ofDSCHs> 






GLOBAL 


reject 


>DSCH ID 


M 




9.2.3.3ae 




- 




USCHs To Modify 




0..<maxno 
ofUSCHs> 






GLOBAL 


reject 


>USCH ID 


M 




9.2.3.14 




- 




>CCTrCH ID 







9.2.3.2 


JJL CCTrCH 
in which the 
USCH is 
mapped. 






>TrCH Source Statistics 
Descriptor 







9.2.1.65 




- 




>Transport Format Set 







9.2.1.64 




- 




>Allocation/Retention 
Priority 







9.2.1.1 




— 




>Scheduling Priority 
Indicator 







9.2.1.51A 




— 




>BLER 







9.2.1.4 




- 




>Transport Bearer 
Request Indicator 


M 




9.2.1.61 




— 




>TNL QoS 







9.2.1.56A 




YES 


ignore 


>RB Info 




0..<maxno 
ofRB> 




All Radio 
Bearers 
using this 
USCH 






»RB Identity 


M 




9.2.3.5B 




- 




>Traffic class 







9.2.1. 58A 




YES 


ignore 


>Binding ID 







9.2.1.3 


Shall be 

ignored if 

bearer 

establishmen 

twith 

ALCAP. 


YES 


ignore 


>Transport Layer Address 







9.2.1.62 


Shall be 

ignored if 

bearer 

establishmen 

twith 

ALCAP. 


YES 


ignore 


USCHs To Add 







USCH 

Information 

9.2.3.15 




YES 


reject 


USCHs to Delete 




0..<maxno 
ofUSCHs> 






GLOBAL 


reject 


>USCH ID 


M 




9.2.3.14 




- 




Primary CCPCH RSCP 







9.2.3.5 




YES 


ignore 


DL Time Slot ISCP Info 







9.2.3.2D 


Applicable to 
3.84Mcps 
TDD and 
7.68IVIcps 
TDD only 


YES 


ignore 


DL Time Slot ISCP Info LCR 







9.2.3.2F 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


HS-DSCH Information 







HS-DSCH 
TDD 

Information 
9.2.3.3aa 




YES 


reject 


HS-DSCH Information To 
IVIodify 







9.2.1. 30Q 




YES 


reject 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d Flows To 
Add 







HS-DSCH 

MAC-d 

Flows 

Information 

9.2.1.30OA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Delete 







9.2.1. 30OB 




YES 


reject 


HS-PDSCH RL ID 







RLID 
9.2.1.49 




YES 


reject 


PDSCH-RL-ID 







RLID 
9.2.1.49 




YES 


ignore 


UL Synchronisation 
Parameters LCR 




0..1 




Mandatory 
for 1 .28Mcps 
TDD. Not 
Applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD. 


YES 


ignore 


>Uplink Synchronisation 
Step Size 


M 




9.2.3.13J 




— 




>Uplink Synchronisation 
Frequency 


M 




9.2.3.131 




- 




RL Information 




0..<maxno 
ofRLs. 






YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>RL Specific DCH 
Information 







9.2.1. 49A 




— 




Primary CCPCH RSCP Delta 







9.2.3.5a 




YES 


ignore 


E-DCH Information 




0..1 




3.84Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 







9.2.3.36 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




— 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




- 




>E-DCH TDD Information 







9.2.3.40 




- 




>E-DCH TDD Information 
to Modify 







9.2.3.42 




— 




E-DCH Serving RL 







9.2.1.49 


3.84Mcps 
TDD only 


YES 


reject 


E-DCH Information 
7.68Mcps 




0..1 




7.68Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 







9.2.3.36 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




- 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




— 




>E-DCH TDD Information 
7.68Mcps 







9.2.3.51 




— 




>E-DCH TDD Information 
to Modify 







9.2.3.42 




- 




E-DCH Information 
1.28Mcps 




0..1 




1 .28Mcps 
TDD only 


YES 


reject 


>E-PUCH Information LCR 







9.2.3.36a 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




— 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




— 




>E-DCH TDD Information 







9.2.3.40a 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


LCR 














>E-DCH TDD Information 
to Modify 







9.2.3.42 




- 





Range bound 


Explanation 


maxnoofDCHs 


IVIaximum number of DCHs for a UE. 


maxnoofCC TrCHs 


IVIaximum number of CCTrCHs for a UE. 


maxnoofDSCHs 


IVIaximum number of DSCHs for one UE. 


maxnoofUSCHs 


Maximum number of USCHs for one UE. 


maxnoofRLs 


Maximum number of RLs for one UE 
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9.1.12 RADIO LINK RECONFIGURATION READY 



9.1.12.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


l\/lessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information Response 




0..<maxno 
ofRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>l\/laximum Uplinl<SIR 







Uplink SIR 
9.2.1.69 




— 




>l\/linimum Uplinl< SIR 







Uplink SIR 
9.2.1.69 




— 




>l\/laximum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Not Used 







NULL 




- 




>DL Code Information 







FDDDL 
Code 

Information 
9.2.2.14A 




YES 


ignore 


>DCH Information 
Response 







9.2.1. 16A 




YES 


ignore 


>Not Used 







NULL 




- 




>DL Power Balancing 
Updated Indicator 







9.2.2.10D 




YES 


ignore 


>Primary CPICH Usage 
For Channel Estimation 







9.2.2.32A 




YES 


ignore 


>Secondary CPICH 
Information Change 







9.2.2.38B 




YES 


ignore 


>E-DCH FDD Information 
Response 







9.2.2.4C 




YES 


ignore 


>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


>E-DCH FDD DL Control 
Channel Information 







9.2.2.4D 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH-RNTI 







9.2.1. 30P 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

FDD 

Information 

Response 

9.2.2.19b 




YES 


ignore 


IVIAC-hs Reset Indicator 







9.2.1. 348 




YES 


ignore 


Fast Reconfiguration 
Permission 







9.2.2.71 


FDD only 


YES 


ignore 


Continuous Packet 
Connectivity HS-SCCH less 
Information Response 







9.2.2.75 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of RLs for a UE. 
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9.1.12.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information Response 




0..<maxnoof 
RLs> 




See Note 1 
below 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>IVIaximum Uplink SIR 







Uplink SIR 
9.2.1.69 




— 




>IVIinimum Uplink SIR 







Uplink SIR 
9.2.1.69 




- 




>Maximum DL TX Power 







DL Power 
9.2.1.21A 




— 




>IVIinimum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Secondary CCPCH Info 
TDD 







9.2.3.7B 


Applicable to 
3.84Mcps 
TDD only 






>UL CCTrCH Information 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH to be 
Added 




0..1 




Applicable to 
3.84IVIcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH 
Offset 


M 




9.2.3.8A 




— 




>» Rx Timing 
Deviation 







9.2.3.7A 




— 




»>ULTimeslot 
Information 


M 




9.2.3.13C 




- 




>» Rx Timing 
Deviation 3.84 IVIcps 
Extended 







9.2.3.35 




YES 


Ignore 


»UL DPCH to be 
Modified 




0..1 






YES 


ignore 


»>Repetition Period 







9.2.3.7 




- 




»>Repetition Length 







9.2.3.6 




- 




»>TDD DPCH 
Offset 







9.2.3.8A 




- 




»>UL Timeslot 
Information 




0..<maxnoO 
fTS> 




Applicable to 
3.84Mcps 
TDD only 






»»Time Slot 


M 




9.2.1.56 




- 




»»Midamble 
Shift And Burst 
Type 







9.2.3.4 








»»TFCI 
Presence 







9.2.1.55 




— 




»»UL Code 
Information 




0..<maxnoO 
fDPCHs> 






- 




»»>DPCH 
ID 


M 




9.2.3.3 




— 




»»>TDD 

Channelisation 

Code 







9.2.3.8 








»>UL Timeslot 
Information LCR 




0..<maxnoO 
fTSLCR> 




Applicable to 
1 .28Mcps 
TDD only 


GLOBAL 


ignore 


»»Time Slot 
LCR 


M 




9.2.3.12a 




— 




»»Midamble 







9.2.3.4C 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Shift LCR 














»»TFCI 
Presence 







9.2.1.55 




- 




»»UL Code 
Information LCR 




0..<maxnoO 
fDPCHLCR> 






GLOBAL 


ignore 


»»>DPCH 
ID 


M 




9.2.3.3 




— 




»»>TDD 
Channelisation 
Code LCR 







9.2.3.8a 








>»» TDD 

UL DPCH 
Time Slot 
Format LCR 







9.2.3.10C 




YES 


reject 


»>UL Timeslot 

Information 

7.68Mcps 




0..<maxnoO 
fTS> 




Applicable to 
7.68IVIcps 
TDD only 


GLOBAL 


ignore 


»»Time Slot 


M 




9.2.1.56 




- 




»»Midamble 
Shift And Burst 
Type 7.68Mcps 







9.2.3.23 








»»TFCI 
Presence 







9.2.1.55 




— 




»»UL Code 

Information 

7.68Mcps 




0..<maxnoO 
fDPCHs768 
> 






GLOBAL 


ignore 


»»>DPCH 
ID 


M 




9.2.3.3 




— 




»»>TDD 
Channelisation 
Code 
7.68IVIcps 







9.2.3.25 








»UL DPCH to be 
Deleted 




0..<maxnoof 
DPCHs> 






GLOBAL 


ignore 


»>DPCH ID 


M 




9.2.3.3 




- 




»UL DPCH to be 
Added LCR 




0..1 




Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>UL Timeslot 
Information LCR 


M 




9.2.3.13G 




— 




»UL DPCH to be 
Added 7.68Mcps 




0..1 




Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH 
Offset 


M 




9.2.3.8A 




— 




>» Rx Timing 
Deviation 7.68IVIcps 







9.2.3.30 




— 




»>UL Timeslot 
Information 7.68Mcps 


M 




9.2.3.26 




- 




>DL CCTrCH Information 




0..<maxnoof 
CCTrCHs> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH to be 
Added 




0..1 




Applicable to 
3.84Mcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»>DL Timeslot 
Information 


M 




9.2.3.2C 




— 




»DL DPCH to be 
Modified 




0..1 






YES 


ignore 


»>Repetition Period 







9.2.3.7 




- 




»>Repetition Length 







9.2.3.6 




- 




»>TDD DPCH Offset 







9.2.3.8A 




- 




»>DL Timeslot 
Information 




0..<maxnoO 
fTS> 




Applicable to 
3.84Mcps 
TDD only 






»»Time Slot 


M 




9.2.1.56 




- 




»»IVIidamble Shift 
And Burst Type 







9.2.3.4 




- 




»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information 




0..<maxnoO 
fDPCHs> 






— 




»»>DPCH ID 


M 




9.2.3.3 




- 




»»>TDD 

Channelisation 

Code 







9.2.3.8 








»>DL Timeslot 
Information LCR 




0..<maxnoO 
fTSLCR> 




Applicable to 
1 .28Mcps 
TDD only 


GLOBAL 


ignore 


»»Time Slot LCR 


M 




9.2.3.12a 




- 




»»Midamble Shift 
LCR 







9.2.3.4C 




— 




»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information LCR 




0..<maxnoO 
fDPCHLCR> 






GLOBAL 


ignore 


»»>DPCH ID 


M 




9.2.3.3 




- 




»»>TDD 
Channelisation 
Code LCR 







9.2.3.8a 








>»» TDD DL 

DPCH Time Slot 
Format LCR 







9.2.3.8E 




YES 


reject 


»»Maximum DL TX 
Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 


YES 


ignore 


»»Minimum DL TX 
Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 


YES 


ignore 


»>DL Timeslot 
Information 7.68Mcps 




0..<maxnoO 
fTS> 




Applicable to 
7.68Mcps 
TDD only 


GLOBAL 


ignore 


»»Time Slot 


M 




9.2.1.56 




- 




»»Midamble Shift 
And Burst Type 
7.68IVIcps 







9.2.3.23 








»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information 




0..<maxnoO 
fDPCHs768 
> 










»»>DPCH ID 
7.68IVIcps 


M 




9.2.3.34 




— 




»»>TDD 
Channelisation 
Code 7.68Mcps 







9.2.3.25 








»DL DPCH to be 
Deleted 




0..<maxnoof 
DPCHs> 






GLOBAL 


ignore 


»>DPCH ID 


M 




9.2.3.3 




- 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


»DL DPCH to be 
Deleted 7.68Mcps TDD 




0..<maxnoof 
DPCHs768> 






GLOBAL 


ignore 


»>DPCH ID 7.68Mcps 


M 




9.2.3.34 




- 




»DL DPCH to be 
Added LCR 




0..1 




Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DL Timeslot 
Information LCR 


M 




9.2.3.2E 




— 




»DL DPCH to be 
Added 7.68Mcps 




0..1 




Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


»>Repetition Period 


M 




9.2.3.7 




- 




»>Repetition Length 


M 




9.2.3.6 




- 




»>TDD DPCH Offset 


M 




9.2.3.8A 




- 




»>DL Timeslot 
Information 7.68Mcps 


M 




9.2.3.28 




— 




»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 

Applicable to 
3.84Mcps 
TDD and 
7.68Mcps 
TDD only 


YES 


ignore 


»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 

Applicable to 
3.84Mcps 
TDD and 
7.68Mcps 
TDD only 


YES 


ignore 


>DCH Information 
Response 







9.2.1. 16A 




YES 


ignore 


>DSCH to be Added or 
Modified 




0.. 

<maxnoof 

DSCHs> 






GLOBAL 


ignore 


»DSCH ID 


M 




9.2.3.3ae 




- 




»Transport Format 
Management 


M 




9.2.3.13 




- 




»DSCH Flow Control 
Information 


M 




9.2.3.3ag 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 




>USCH to be Added or 
Modified 




0.. 

<maxnoof 

USCHs> 






GLOBAL 


ignore 


»USCH ID 


M 




9.2.3.14 




- 




»Transport Format 
Management 


M 




9.2.3.13 




— 




»Binding ID 







9.2.1.3 




- 




»Transport Layer 
Address 







9.2.1.62 




— 




>Uplink Timing Advance 
Control LCR 







9.2.3.13K 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


>Secondary CCPCH Info 







9.2.3.7F 


Applicable to 


YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD LCR 








1 .28Mcps 
TDD only 






>Secondary CCPCH Info 
7.68IVIcps TDD 







9.2.3.22 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH-RNTI 







9.2.1. 30P 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

TDD 

Information 

Response 

9.2.3.3ab 




YES 


ignore 


DSCH-RNTI 







9.2.3.3ah 




YES 


ignore 


MAC-hs Reset Indicator 







9.2.1. 34B 




YES 


ignore 


E-DCH Information 
Response 







E-DCH 

TDD 

Information 

Response 

9.2.3.41 


3.84IVIcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 7.68l\/lcps 







E-DCH 

TDD 

Information 

Response 

7.68Mcps 

9.2.3.52 


7.68IVIcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 1 .28l\/lcps 







E-DCH 

TDD 

Information 

Response 

1.28Mcps 

9.2.3.41a 


1 .28IVIcps 
TDD only 


YES 


ignore 



Note 1: This information element is a simplified representation of the ASN.l. Repetition 1 and repetition 2 through 
maxnoofRLs are represented by separate ASN.l structures with different criticalities. 



Range bound 


Explanation 


maxnoofDSCHs 


IVIaximum number of DSCHs for one UE. 


maxnoofUSCHs 


Maximum number of USCHs for one UE. 


maxnoofCCTrCHs 


Maximum number of CCTrCHs for a UE. 


maxnoofTS 


Maximum number of Timeslots for a UE for 3.84Mcps 
TDDor7.68McpsTDD. 


maxnoofDPCHs 


Maximum number of DPCH for a UE for 3.84Mcps 
TDD. 


maxnoofTSLCRs 


Maximum number of Timeslots for a UE for 1 .28Mcps 
TDD. 


maxnoofDPCHLCRs 


Maximum number of DPCH for a UE for 1 .28Mcps 
TDD. 


maxnoofRLs 


Maximum number of RLs for one UE 


maxnoofDPCHs768 


Maximum number of DPCH for a UE for 7.68Mcps 
TDD. 
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9.1.13 RADIO LINK RECONFIGURATION COMMIT 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




CFN 


M 




9.2.1.9 




YES 


ignore 


Active Pattern Sequence 
Information 







9.2.2.A 


FDD only 


YES 


ignore 


Fast Reconfiguration Mode 







9.2.2.70 


FDD only 


YES 


reject 



9.1.14 RADIO LINK RECONFIGURATION FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Cause Level 


M 








YES 


ignore 


>General 










- 




»Cause 


M 




9.2.1.5 




- 




>RL Specific 










- 




»RLs Causing 
Reconfiguration Failure 




0..<maxnoof 
RLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for a UE. 



9.1.15 RADIO LINK RECONFIGURATION CANCEL 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 
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9.1.16 RADIO LINK RECONFIGURATION REQUEST 



9.1.16.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


l\/lessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL DPCH Information 




0..1 






YES 


reject 


>TFCS 







9.2.1.63 


TFCSforthe 
UL. 


- 




DL DPChH Information 




0..1 






YES 


reject 


>TFCS 







9.2.1.63 


TFCSforthe 
DL. 


— 




>TFCI Signalling IVIode 







9.2.2.46 




- 




>Limited Power Increase 







9.2.2.21A 




— 




DCHs To Modify 







FDD DCHs 
To Modify 
9.2.2.13C 




YES 


reject 


DCHs To Add 







DCH FDD 

Information 

9.2.2.4A 




YES 


reject 


DCHs To Delete 




0..<maxno 
ofDCHs> 






GLOBAL 


reject 


>DCH ID 


M 




9.2.1.16 




- 




Transmission Gap Pattern 
Sequence Information 







9.2.2.47A 




YES 


reject 


RL Information 




0..<maxno 
ofRLs> 






EACH 


ignore 


>RL1D 


M 




9.2.1.49 




- 




>RL Specific DCH 
Information 







9.2.1. 49A 




- 




>RL specific E-DCH 
Information 







9.2.2.35a 




YES 


reject 


>E-DCH RL Indication 







9.2.2.4E 




YES 


reject 


DL Reference Power 
Information 







9.2.2.10C 




YES 


ignore 


HS-DSCH Information 







HS-DSCH 
FDD 

Information 
9.2.2.19a 




YES 


reject 


HS-DSCH Information To 
IVIodify Unsynchronised 







9.2.1. 30NA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Add 







HS-DSCH 

MAC-d 

Flows 

Information 

9.2.1.30OA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Delete 







9.2.1. 30OB 




YES 


reject 


HS-PDSCH RL ID 







RLID 
9.2.1.49 




YES 


reject 


E-DPCH Information 




0..1 






YES 


reject 


>Maximum Set of E- 
DPDCHs 


o 




9.2.2.24e 




— 




>Puncture Limit 


o 




9.2.1.46 




- 




>E-TFCS Information 







9.2.2.4G 




- 




>E-TTI 


o 




9.2.2.4J 




- 
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>E-DPCCH Power Offset 







9.2.2.4K 




- 




>E-RGCH 2-lndex-Step 
Threshold 







9.2.2.64 




— 




>E-RGCH 3-lndex-Step 
Threshold 







9.2.2.65 




— 




>HARQ Info for E-DCH 







9.2.2.66 




- 




>HS-DSCH Configured 
Indicator 







9.2.2.19C 




— 




E-DCH FDD Information 







9.2.2.4B 




YES 


reject 


E-DCH FDD Information to 
Modify 







9.2.2.4F 




YES 


reject 


E-DCH MAC-d Flows to Add 







E-DCH 

MAC-d 

flows 

Information 

9.2.2.4MC 




YES 


reject 


E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




YES 


reject 


Serving E-DCH RL 







9.2.2.38C 




YES 


reject 


CPC Information 




0..1 






YES 


reject 


>Continuous Packet 
Connectivity DTX-DRX 
Information 







9.2.2.72 








>Continuous Packet 
Connectivity DTX-DRX 
Information To Modify 







9.2.2.73 








>Continuous Packet 
Connectivity HS-SCCH 
less Information 







9.2.2.74 









Range Bound 


Explanation 


maxnoofDCHs 


Maximum number of DCHs for one UE. 


maxnoofRLs 


Maximum number of RLs for a UE. 
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9.1.16.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Allowed Queuing Time 







9.2.1.2 




YES 


reject 


UL CCTrCH Information To 
Modify 




0..<maxnoof 
CCTrCHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 







9.2.1.63 




- 




>UL SIR Target 







Uplink SIR 
9.2.1.69 


Applicable to 
1 .28Mcps 
TDD only 


YES 


reject 


UL CCTrCH Information to 
Delete 




0..<maxnoof 
CCTrCHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




DL CCTrCH Information To 
Modify 




0..<maxnoof 
CCTrCHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




>TFCS 







9.2.1.63 




- 




DL CCTrCH Information to 
Delete 




0..<maxnoof 
CCTrCHs> 






EACH 


notify 


>CCTrCH ID 


M 




9.2.3.2 




- 




DCHs To Modify 







TDD DCHs 
To Modify 
9.2.3.8B 




YES 


reject 


DCHs To Add 







DCH TDD 

Information 

9.2.3.2A 




YES 


reject 


DCHs to Delete 




0..<maxnoof 
DCHs> 






GLOBAL 


reject 


>DCH ID 


M 




9.2.1.16 




- 




RL Information 




0..<maxnoof 
RLs> 






YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>RL Specific DCH 
Information 







9.2.1. 49A 




— 




UL Synchronisation 
Parameters LCR 




0..1 




Mandatory 
for 1 .28Mcps 
TDD. Not 
Applicable to 
3.84Mcps 
TDD. 


YES 


ignore 


>Uplink Synchronisation 
Step Size 


M 




9.2.3.13J 




— 




>Uplink Synchronisation 
Frequency 


M 




9.2.3.131 




— 




HS-DSCH Information 







HS-DSCH 
TDD 

Information 
9.2.3.3aa 




YES 


reject 


HS-DSCH Information To 
Modify Unsynchronised 







9.2.1. 30NA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Add 







HS-DSCH 

MAC-d 

Flows 

Information 

9.2.1.30OA 




YES 


reject 


HS-DSCH MAC-d Flows To 
Delete 







9.2.1. 30OB 




YES 


reject 


HS-PDSCH RL ID 







RLID 
9.2.1.49 




YES 


reject 


E-DCH Information 




0..1 




3.84Mcps 
TDD only 


YES 


reject 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


>E-PUCH Information 







9.2.3.36 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




— 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




— 




>E-DCH TDD Information 







9.2.3.40 




- 




>E-DCH TDD Information 
to IVIodify 







9.2.3.42 




— 




E-DCH Serving RL 







9.2.1.49 


3.84Mcps 
TDD only 


YES 


reject 


E-DCH Information 
7.68Mcps 




0..1 




7.68Mcps 
TDD only 


YES 


reject 


>E-PUCH Information 







9.2.3.36 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




- 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




— 




>E-DCH TDD Information 
7.68Mcps 







9.2.3.51 




— 




>E-DCH TDD Information 
to Modify 







9.2.3.42 




- 




E-DCH Information 
1.28Mcps 




0..1 




1 .28Mcps 
TDD only 


YES 


reject 


>E-PUCH Information LCR 







9.2.3.36a 




- 




>E-TFCS Information TDD 







9.2.3.37 




- 




>E-DCH MAC-d Flows to 
Add 







9.2.3.38 




— 




>E-DCH MAC-d Flows to 
Delete 







9.2.1.90 




— 




>E-DCH TDD Information 
LCR 







9.2.3.40a 




- 




>E-DCH TDD Information 
to Modify 







9.2.3.42 




— 





Range Bound 


Explanation 


maxnoofCC TrCHs 


Maximum number of CCTrCHs for a UE. 


maxnoofDCHs 


Maximum number of DCHs for one UE. 


maxnoofRLs 


Maximum number of RLs for one UE 
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9.1.17 RADIO LINK RECONFIGURATION RESPONSE 



9.1.17.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


l\/lessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information Response 




0..<maxno 
ofRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>l\/laximum Uplinl<SIR 







Uplink SIR 
9.2.1.69 




— 




>l\/linimum Uplinl< SIR 







Uplink SIR 
9.2.1.69 




— 




>l\/laximum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Not Used 







NULL 




- 




>DCH Information 
Response 







9.2.1.16A 




YES 


ignore 


>DL Code Information 







FDDDL 
Code 

Information 
9.2.2.14A 




YES 


ignore 


>DL Power Balancing 
Updated Indicator 







9.2.2.10D 




YES 


ignore 


>E-DCH FDD Information 
Response 







9.2.2.4C 




YES 


ignore 


>E-DCH RL Set ID 







RL Set ID 
9.2.2.35 




YES 


ignore 


>E-DCH FDD DL Control 
Channel Information 







9.2.2.4D 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH-RNTI 







9.2.1. SOP 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

FDD 

Information 

Response 

9.2.2.19b 




YES 


ignore 


IVIAC-hs Reset Indicator 







9.2.1. 34B 




YES 


ignore 


Continuous Packet 
Connectivity HS-SCCH less 
Information Response 







9.2.2.75 




YES 


Ignore 



Range Bound 


Explanation 


maxnoofRLs 


IVIaximum number of RLs for a UE. 
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9.1.17.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information Response 




0..<maxno 
ofRLs> 




See note 1 
below 


YES 


ignore 


>RLID 


M 




9.2.1.49 




- 




>Maximum Uplink SIR 







Uplink SIR 
9.2.1.69 




— 




>Minimum Uplink SIR 







Uplink SIR 
9.2.1.69 




- 




>Maximum DL TX Power 







DL Power 
9.2.1.21A 




— 




>Minimum DL TX Power 







DL Power 
9.2.1.21A 




— 




>DCH Information 
Response 







9.2.1. 16A 




YES 


ignore 


>DL CCTrCH Information 




0..<maxno 
ofCCTrCH 
s> 




For DCH 


GLOBAL 


ignore 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH To Modify 
LCR 




0..1 




Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


»>DL Timeslot 
Information LCR 




0..<maxno 

OfTSLCR 

> 










»»Time Slot LCR 


M 




9.2.3.12a 




- 




»»Maximum DLTX 
Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 






»»Minimum DL TX 
Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 






»CCTrCH Maximum DL 
TX Power 







DL Power 
9.2.1.21A 


Maximum 
allowed 
power on 
DPCH 

Applicable to 
3.84Mcps 
TDD and 
7.68Mcps 
TDD only 


YES 


ignore 


»CCTrCH Minimum DL 
TX Power 







DL Power 
9.2.1.21A 


Minimum 
allowed 
power on 
DPCH 

Applicable to 
3.84Mcps 
TDD and 
7.68Mcps 
TDD only 


YES 


ignore 


>Upllnk Timing Advance 
Control LCR 







9.2.3.13K 


Applicable to 
1 .28Mcps 
TDD only 


YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


HS-DSCH-RNTI 







9.2.1.30P 




YES 


ignore 


HS-DSCH Information 
Response 







HS-DSCH 

TDD 

Information 

Response 

9.2.3.3ab 




YES 


ignore 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



224 



ETSI TS 125 423 V7.4.0 (2007-03) 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


MAC-hs Reset Indicator 







9.2.1. 34B 




YES 


ignore 


E-DCH Information 
Response 







E-DCH 

TDD 

Information 

Response 

9.2.3.41 


3.84Mcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 7.68l\/lcps 







E-DCH 

TDD 

Information 

Response 

7.68Mcps 

9.2.3.52 


7.68IVIcps 
TDD only 


YES 


ignore 


E-DCH Information 
Response 1 .28Mcps 







E-DCH 

TDD 

Information 

Response 

1.28Mcps 

9.2.3.41a 


1 .28IVIcps 
TDD only 


YES 


ignore 



Note 1: This information element is a simplified representation of the ASN.l. Repetition 1 and repetition 2 through 
maxnoofRLs are represented by separate ASN.l structures with different criticalities. 



Range bound 


Explanation 


maxnoofCCTrCHs 


Maximum number of CCTrCHs for a UE. 


maxnoofTSL CRs 


Maximum number of Timeslots for a UE for 1 .28Mcps 
TDD. 


maxnoofRLs 


Maximum number of RLs for one UE 



9.1.18 RADIO LINK FAILURE INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Reporting Object 


M 






Object for 
which the 
Failure shall 
be reported. 


YES 


ignore 


>RL 










- 




»RL Information 




1 .. 

<maxnoofRL 

s> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>Cause 


M 




9.2.1.5 




- 




>RLS 








FDD only 


- 




»RL Set Information 




1 .. 

<maxnoofRL 

Sets> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>Cause 


M 




9.2.1.5 




- 




>CCTrCH 








TDD only 






»RL ID 


M 




9.2.1.49 




- 




»CCTrCH List 




1..<maxnoC 
CTrCHs> 






EACH 


ignore 


»>CCTrCH ID 


M 




9.2.3.2 




- 




»>Cause 


M 




9.2.1.5 




- 
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Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for one UE. 


maxnoofRLSets 


IVIaximum number of RL Sets for one UE. 


maxnoofCC TrCHs 


Maximum number of CCTrCHs for a UE. 



9.1.19 RADIO LINK RESTORE INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Reporting Object 


M 






Object for 
which the 
Restoration 
shall be 
reported. 


YES 


ignore 


>RL 








TDD only 


- 




»RL Information 




1 .. 

<maxno 

ofRLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




>RLS 








FDD only 


- 




»RL Set Information 




1 .. 

<maxno 
ofRLSet 
s> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




>CCTrCH 








TDD only 






»RL ID 


M 




9.2.1.49 




- 




»CCTrCH List 




1..<max 
noCCTr 
CHs> 






EACH 


ignore 


»>CCTrCH ID 


M 




9.2.3.2 




- 





Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for one UE. 


maxnoofRLSets 


Maximum number of RL Sets for one UE. 


maxnoofCC TrCHs 


Maximum number of CCTrCHs for a UE. 



9.1 .20 DL POWER CONTROL REQUEST [FDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Power Adjustment Type 


M 




9.2.2.28 




YES 


ignore 


DL Reference Power 


C- 

Common 




DL Power 
9.2.1.21A 




YES 


ignore 
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Inner Loop DL PC Status 







9.2.2.21a 




YES 


ignore 


DL Reference Power 
Information 


C- 

Individual 


1..<maxnoo 
fRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>DL Reference Power 


M 




DL Power 
9.2.1.21A 




— 




Max Adjustment Step 


C- 

CommonO 
rindividual 




9.2.2.23 




YES 


ignore 


Adjustment Period 


C- 

CommonO 
rindividual 




9.2.2.B 




YES 


ignore 


Adjustment Ratio 


C- 

CommonO 
rindividual 




9.2.2.C 




YES 


ignore 



Condition 


Explanation 


Common 


The IE shall be present if the Power Adjustment Type IE is set to 
"Common". 


Individual 


The IE shall be present if the Power Adjustment Type IE is set to 
"Individual". 


CommonOrlndividual 


The IE shall be present if the Power Adjustment Type IE is set to 
"Common" or "Individual". 



Range Bound 


Explanation 


maxnoofRLs 


IVIaximum number of RLs for one UE. 



9.1 .21 PHYSICAL CHANNEL RECONFIGURATION REQUEST 

9.1.21.1 FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




RL Information 




1 






YES 


reject 


>RLID 


M 




9.2.1.49 




- 




>DL Code Information 


M 




FDDDL 
Code 

Information 
9.2.2.14A 




YES 


notify 
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9.1.21.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




RL Information 




1 






YES 


reject 


>RLID 


M 




9.2.1.49 




- 




>UL CCTrCH Information 




0.. 

<maxnoof 

CCTrCHs> 






GLOBAL 


reject 


»CCTrCH ID 


M 




9.2.3.2 




- 




»UL DPCH Information 




1 






YES 


notify 


»>Repetition Period 







9.2.3.7 




- 




»>Repetition Length 







9.2.3.6 




- 




»>TDD DPCH Offset 







9.2.3.8A 




- 




»>UL Timeslot 
Information 




0..<maxno 
OfTS> 




Applicable to 
3.84IVIcps 
TDD only 






»»Time Slot 


IVI 




9.2.1.56 




- 




»»IVIidamble Shift 
And Burst Type 







9.2.3.4 




— 




»»TFCI Presence 







9.2.1.55 




- 




»»UL Code 
Information 







TDDUL 
Code 

Information 
9.2.3.10A 








»>UL Timeslot 
Information LCR 




0..<maxno 

OfTSLCR 

> 




Applicable to 
1 .28IVIcps 
TDD only 


GLOBAL 


reject 


»»Time Slot LCR 


M 




9.2.3.12a 




- 




»»IVIidamble Shift 
LCR 







9.2.3.4C 




— 




»»TFCI Presence 







9.2.1.55 




- 




»»UL Code 
Information LCR 







TDDUL 

Code 

Information 

LCR 

9.2.3.10B 








»»PLCCH 
Information 







9.2.3.17 




YES 


Reject 


»>UL Timeslot 
Information 7.68Mcps 




0..<maxno 
OfTS> 




Applicable to 
7.68Mcps 
TDD only 


GLOBAL 


reject 


»»Tlme Slot 


M 




9.2.1.56 




- 




»»IVIidamble Shift 
And Burst Type 
7.68IVIcps 







9.2.3.23 








»»TFCI Presence 







9.2.1.55 




- 




»»UL Code 
Information 7.68IVIcps 







TDDUL 
Code 

Information 
9.2.3.27 








>DL CCTrCH Information 




0..<maxno 
ofCCTrCH 
s> 






GLOBAL 


reject 


»CCTrCH ID 


M 




9.2.3.2 




- 




»DL DPCH Information 




1 






YES 


notify 


»>Repetition Period 







9.2.3.7 




- 




»>Repetition Length 







9.2.3.6 




- 




»>TDD DPCH Offset 







9.2.3.8A 




- 




»>DL Timeslot 
Information 




0..<maxno 
OfTS> 




Applicable to 
3.84Mcps 
TDD only 






»»Time Slot 


M 




9.2.1.56 




- 




»»IVIidamble Shift 







9.2.3.4 




- 
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And Burst Type 














»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information 







TDDDL 
Code 

Information 
9.2.3.8C 








»>DL Timeslot 
Information LCR 




0..<maxno 

OfTSLCR 

> 




Applicable to 
1 .28Mcps 
TDD only 


GLOBAL 


reject 


»»Time Slot LCR 


M 




9.2.3.12a 




- 




»»Midamble Shift 
LCR 







9.2.3.4C 




— 




»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information LCR 







TDDDL 

Code 

Information 

LCR 

9.2.3.8D 








»>DL Timeslot 
Information 7.68Mcps 




0..<maxno 
OfTS> 




Applicable to 
7.68Mcps 
TDD only 


GLOBAL 


reject 


»»Time Slot 


M 




9.2.1.56 




- 




»»Midamble Shift 
And Burst Type 
7.68IVIcps 







9.2.3.23 








»»TFCI Presence 







9.2.1.55 




- 




»»DL Code 
Information 7.68Mcps 







TDDDL 

Code 

Information 

7.68Mcps 

9.2.3.29 








>HS-PDSCH Timeslot 
Specific Information 




0..<maxno 
ofDLts> 




Applicable to 
3.84Mcps 
TDD only. 


GLOBAL 


reject 


»Time Slot 


M 




9.2.1.56 




- 




»l\/lidamble Shift And 
Burst Type 


M 




9.2.3.4 




— 




>HS-PDSCH Timeslot 
Specific Information LCR 




0..<maxno 
ofDLtsLCR 
> 




Applicable to 
1 .28Mcps 
TDD only 


GLOBAL 


reject 


»Time Slot LCR 


M 




9.2.3.12a 




- 




»l\/lidamble Shift LCR 


M 




9.2.3.4C 




- 




>HS-PDSCH Timeslot 
Specific Information 
7.68Mcps 




0..<maxno 
ofDLts> 




Applicable to 
7.68Mcps 
TDD only. 


GLOBAL 


reject 


»Time Slot 


M 




9.2.1.56 




- 




»l\/lidamble Shift And 
Burst Type 7.68l\/lcps 


M 




9.2.3.23 




— 





Range bound 


Explanation 






maxnoofCCTrCHs 


Maximum number of CCTrCHs for a UE. 


maxnoofTS 


Maximum number of Timeslots for a UE for 3.84Mcps TDD or 
7.68Mcps TDD. 


maxnoofTSLCR 


Maximum number of Timeslots for a UE for 1 .28Mcps TDD. 


maxnoofDUs 


Maximum number of downlink time slots per Radio Link for 
3.84Mcps TDD or 7.68Mcps TDD. 


maxnoofDLtsLCR 


Maximum number of Downlink time slots per Radio Link for 
1.28McpsTDD. 
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9.1 .22 PHYSICAL CHANNEL RECONFIGURATION COMMAND 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


IVI 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




CFN 


M 




9.2.1.9 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .23 PHYSICAL CHANNEL RECONFIGURATION FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .24 UPLINK SIGNALLING TRANSFER INDICATION 



9.1.24.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




UC-ID 


M 




9.2.1.71 




YES 


ignore 


SAI 


M 




9.2.1.52 




YES 


ignore 


Cell GAI 







9.2.1. 5A 




YES 


ignore 


C-RNTI 


M 




9.2.1.14 




YES 


ignore 


S-RNTI 


M 




9.2.1.53 




YES 


ignore 


D-RNTI 







9.2.1.24 




YES 


ignore 


Propagation Delay 


M 




9.2.2.33 




YES 


ignore 


STTD Support Indicator 


M 




9.2.2.45 




YES 


ignore 


Closed Loop Model Support 
Indicator 


M 




9.2.2.2 




YES 


ignore 


L3 Information 


M 




9.2.1.32 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN CS Domain Identifier 







9.2.1.11 




YES 


ignore 


URA Information 







9.2.1. 70B 




YES 


ignore 


Cell GA Additional Shapes 







9.2.1. 5B 




YES 


ignore 


DPC Mode Change Support 
Indicator 







9.2.2.56 




YES 


ignore 


Common Transport Channel 
Resources Initialisation Not 
Required 







9.2.1. 12F 




YES 


Ignore 
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Cell Capability Container FDD 







9.2.2.D 




YES 


Ignore 


SNA Information 







9.2.1. 52Ca 




YES 


Ignore 


Cell Portion ID 







9.2.2.E 




YES 


Ignore 


Active IVIBIUIS Bearer Service 
List 




0..<max 
noofActiv 
eMBMS 
> 






GLOBAL 


Ignore 


>TMGI 


M 




9.2.1.80 




- 




>Transmisslon Mode 


M 




9.2.1.81 




- 




Inter-frequency Cell List 




0..<max 
CellsMe 
as> 






GLOBAL 


ignore 


>DL UARFCN 


M 




UARFCN 
9.2.1.66 




— 




>UL UARFCN 







UARFCN 
9.2.1.66 




— 




>Prlmary Scrambling Code 


M 




9.2.1.45 




- 




Extended Propagation Delay 







9.2.2.33a 




YES 


ignore 



Range bound 


Explanation 


maxnoofActiveMBMS 


IVIaximum number of IVIBMS bearer services that are active in 
parallel. 


maxCellsMeas 


IVIaximum number of inter-frequency ceils measured by a UE. 
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9.1.24.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




UC-ID 


M 




9.2.1.71 




YES 


ignore 


SAI 


M 




9.2.1.52 




YES 


ignore 


Cell GAI 







9.2.1. 5A 




YES 


Ignore 


C-RNTI 


M 




9.2.1.14 




YES 


ignore 


S-RNTI 


M 




9.2.1.53 




YES 


ignore 


D-RNTI 







9.2.1.24 




YES 


ignore 


Rx Timing Deviation 


M 




9.2.3.7A 




YES 


ignore 


L3 Information 


M 




9.2.1.32 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN CS Domain Identifier 







9.2.1.11 




YES 


ignore 


URA Information 







9.2.1. 70B 




YES 


ignore 


Cell GA Additional Shapes 







9.2.1. SB 




YES 


ignore 


Common Transport Channel 
Resources Initialisation Not 
Required 







9.2.1. 12F 




YES 


ignore 


Cell Capability Container TDD 







9.2.3.1a 


Applicable to 
3.84Mcps 
TDD only 


YES 


ignore 


Cell Capability Container TDD 
LCR 







9.2.3.1b 


Applicable to 
1.28Mcps 
TDD only 


YES 


ignore 


SNA Information 







9.2.1. 52Ca 




YES 


ignore 


Active IVIBMS Bearer Service 
List 




0..<max 
noofActiv 
eMBMS 
> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




>Transmission Mode 


M 




9.2.1.81 




- 




Cell Capability Container 
7.68Mcps TDD 







9.2.3.31 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


Rx Timing Deviation 7.68IVIcps 







9.2.3.30 


Applicable to 
7.68Mcps 
TDD only 


YES 


ignore 


Rx Timing Deviation 3.84IVIcps 
Extended 







9.2.3.35 


Applicable to 
3.84Mcps 
TDD only 


YES 


ignore 
















Range bound 


Explanation 




maxnoofActiveMBMS 


Maximum number of MB! 
parallel. 


VIS bearer servic 


es that are ac 


tive in 
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9.1 .24A GERAN UPLINK SIGNALLING TRANSFER INDICATION 



IE/Group Name 


Presence 


Range 


IE type 

and 

reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




UC-ID 


M 




9.2.1.71 


UC-ID may 
be a GERAN 
cell identifier. 


YES 


ignore 


SAI 


M 




9.2.1.52 




YES 


ignore 


S-RNTI 


M 




9.2.1.53 




YES 


ignore 


D-RNTI 







9.2.1.24 




YES 


ignore 


L3 Information 


M 




9.2.1.32 




YES 


ignore 


CN PS Domain Identifier 







9.2.1.12 




YES 


ignore 


CN OS Domain Identifier 







9.2.1.11 




YES 


ignore 


URA Information 







9.2.1. 70B 


URA 

information 
may be GRA 
information 


YES 


ignore 



9.1 .25 DOWNLINK SIGNALLING TRANSFER REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




C-ID 


M 




9.2.1.6 


May be a 
GERAN cell 
identifier 


YES 


ignore 


D-RNTI 


M 




9.2.1.24 




YES 


ignore 


L3 Information 


M 




9.2.1.32 




YES 


ignore 


D-RNTI Release Indication 


M 




9.2.1.25 




YES 


ignore 


URA-ID 







9.2.1.70 




YES 


ignore 


MBMS Bearer Service List 




0..<maxno 
ofMBMS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




Old URA-ID 







URA-ID 
9.2.1.70 




YES 


ignore 


SRNC-ID 


C-URA 




RNC-ID 
9.2.1.50 




YES 


ignore 



Condition 


Explanation 


URA 


The IE shall be present if the URA-ID IE or Old URA-ID IE is present. 



Range bound 


Explanation 


maxnoofMBMS 


Maximum number of MBMS bearer services that a UE can join. 



9.1 .26 RELOCATION COMMIT 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 







9.2.1.24 




YES 


ignore 


RANAP Relocation 
Information 







9.2.1.47 




YES 


ignore 
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9.1.27 PAGING REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




CHOICE Paging Area 


M 








YES 


ignore 


>URA 










- 




»URA-ID 


M 




9.2.1.70 


May be a 
GRA-ID. 


— 




>Cell 








UTRAN only 


- 




»C-ID 


M 




9.2.1.6 




- 




SRNC-ID 


M 




RNC-ID 
9.2.1.50 


May be a 
BSC-ID. 


YES 


ignore 


S-RNTI 


M 




9.2.1.53 




YES 


ignore 


IMSI 


M 




9.2.1.31 




YES 


ignore 


DRX Cycle Length Coefficient 


M 




9.2.1.26 




YES 


ignore 


CN Originated Page to 
Connected Mode UE 




0..1 






YES 


ignore 


>Paging Cause 


M 




9.2.1. 41 E 




- 




>CN Domain Type 


M 




9.2.1. 11A 




- 




>Paging Record Type 


M 




9.2.1. 41 F 




- 
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9.1 .28 DEDICATED MEASUREMENT INITIATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


reject 


CHOICE Dedicated 
Measurement Object Type 


M 








YES 


reject 


>RL 










- 




»RL Information 




1..<maxn 
oofRLs> 






EACH 


reject 


»>RL-ID 


M 




9.2.1.49 




- 




»>DPCH ID 







9.2.3.3 


TDD only 


- 




»>DPCH ID 7.68Mcps 







9.2.3.34 


7.68IVIcps 
TDD only 


— 




»>HS-SICH 
Information 




0..<maxn 

oofHSSI 

CHs> 




TDD only 


GLOBAL 


reject 


»»HS-SICH ID 


M 




9.2.3.3ad 




- 




>RLS 








FDD only 


- 




»RL Set Information 




1..<maxn 
oofRLSet 
s> 






EACH 


reject 


»>RL-Set-ID 


M 




9.2.2.35 




- 




>ALL RL 






NULL 




- 




>ALL RLS 






NULL 


FDD only 


- 




Dedicated Measurement Type 


M 




9.2.1.18 




YES 


reject 


IVIeasurement Filter 
Coefficient 







9.2.1.36 




YES 


reject 


Report Characteristics 


M 




9.2.1.48 




YES 


reject 


CFN reporting indicator 


M 




FN 

reporting 
indicator 
9.2.1. 28A 




YES 


reject 


CFN 







9.2.1.9 




YES 


reject 


Partial Reporting Indicator 







9.2.1. 41 Fa 




YES 


ignore 


IVIeasurement Recovery 
Behavior 







9.2.1. 38A 




YES 


ignore 


Alternative Format Reporting 
Indicator 







9.2.1. 2D 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of individual RLs a measurement can be started on. 


maxnoofRLSets 


IVIaximum number of individual RL Sets a measurement can be started 
on. 
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9.1 .29 DEDICATED MEASUREMENT INITIATION RESPONSE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


CHOICE Dedicated 
Measurement Object Type 









Dedicated 

Measurement 

Object Type 

the 

measurement 

was initiated 

with 


YES 


ignore 


>RL or ALL RL 








See Note 1 


— 




»RL Information 




1..<maxno 
ofRLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>DPCH ID 







9.2.3.3 


TDD only 


- 




»>DPCH ID 7.68Mcps 







9.2.3.34 


7.68Mcps 
TDD only 


— 




»>Dedicated 
Measurement Value 


M 




9.2.1.19 




— 




»>CFN 







9.2.1.9 


Dedicated 
Measuremen 
t Time 
Reference 






»>HS-SICH ID 







9.2.3.3ad 


TDD only 


YES 


reject 


»>Multiple Dedicated 
lUleasurement Value 
Information 




0..<maxno 
ofDPCHsP 
erRL-1> 




Applicable to 
3.84Mcps 
TDD only 


GLOBAL 


ignore 


»»DPCH ID 


M 




9.2.3.3 




- 




»»Dedicated 
Measurement Value 


M 




9.2.1.19 




- 




»>Multiple Dedicated 
lUleasurement Value 
Information LCR 




0..<maxno 
ofDPCHsL 
CRPerRL- 
1> 




Applicable to 
1 .28McpsTD 
D only 


GLOBAL 


ignore 


»»DPCH ID 


M 




9.2.3.3 




- 




»»Dedicated 
Measurement Value 


M 




9.2.1.19 




- 




»>Multiple HS-SICH 
Measurement Value 
Information 




0..<maxno 

ofHSSICHs 

-1> 




TDD only 


GLOBAL 


ignore 


»»HS-SICH ID 


M 




9.2.3.3ad 




- 




»»Dedicated 
Measurement Value 


M 




9.2.1.19 




- 




»>Multiple Dedicated 
Measurement Value 
Information 7.68Mcps 




0..<maxno 
OfDPCHs? 
68PerRL- 
1> 




Applicable to 
7.68Mcps 
TDD only 


GLOBAL 


ignore 


»»DPCH ID 
7.68Mcps 


M 




9.2.3.34 




- 




»»Dedicated 
Measurement Value 


M 




9.2.1.19 




- 




>RLSorALLRLS 








FDD only 
See Note 2 


— 




»RL Set Information 




1..<maxno 
ofRLSets> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>Dedicated 


M 




9.2.1.19 




- 
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IVIeasurement Value 














»>CFN 







9.2.1.9 


Dedicated 
Measuremen 
tTime 
Reference 






Criticality Diagnostics 







9.2.1.13 




YES 


Ignore 


IVIeasurement Recovery 
Support Indicator 







9.2.1. 38C 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of individual RLs the measurement can be started on. 


maxnoofRLSets 


IVIaximum number of individual RL Sets the measurement can be started 
on. 


maxnoofDPCHsPerRL 


Maximum number of DPCHs per RL a measurement can be started on 
for 3.84Mcps TDD 


maxnoofDPCHsL CRPerRL 


Maximum number of DPCHs per RL a measurement can be started on 
for1.28McpsTDD 


maxnoofHSSICHs 


Maximum number of HSSICHs per RL a measurement can be started on 


maxnoofDPCHs 768PerRL 


Maximum number of DPCHs per RL a measurement can be started on 
for 7.68Mcps TDD 



Note 1 : This is a simplified representation of the ASN.1 : there are two different choice tags "RL" and "ALL 
RL" in the ASN.1 , each having exactly the same structure. 

Note 2: This is a simplified representation of the ASN.1 : there are two different choice tags "RLS" and "ALL 
RLS" in the ASN.1 , each having exactly the same structure. 
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9.1 .30 DEDICATED MEASUREMENT INITIATION FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


CHOICE Dedicated 
Measurement Object Type 









Dedicated 
IVIeasuremen 
t Object 
Type the 
measuremen 
t was 
initiated with 


YES 


ignore 


>RL or ALL RL 










- 




»Unsuccessful RL 
Information 




1..<maxno 
ofRLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>lndividual Cause 







Cause 
9.2.1.5 




— 




»Successful RL 
Information 




0..<maxno 
ofRLs-1> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>DPCH ID 







9.2.3.3 


TDD only 


- 




»>Dedicated 
IVIeasurement Value 


M 




9.2.1.19 




— 




»>CFN 







9.2.1.9 


Dedicated 
IVIeasuremen 
t Time 
Reference 






»>HS-SICH ID 







9.2.3.3ad 


TDD only 


YES 


reject 


>RLSox ALLRLS 








FDD only 


- 




»Unsuccessful RL Set 
Information 




1..<maxno 
ofRLSets> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>lndividual Cause 







Cause 
9.2.1.5 




— 




»Successful RL Set 
Information 




0..<maxno 
ofRLSets- 
1> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>Dedicated 
IVIeasurement Value 


M 




9.2.1.19 




— 




»>CFN 







9.2.1.9 


Dedicated 
IVIeasuremen 
t Time 
Reference 


" 





Range bound 


Explanation 


maxnoofRLs 


IVIaximum number of individual RLs the measurement can be started on. 


maxnoofRLSets 


IVIaximum number of individual RL Sets the measurement can be started 
on. 
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9.1 .31 DEDICATED MEASUREMENT REPORT 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


ignore 


CHOICE Dedicated 
Measurement Object Type 


M 






Dedicated 
Measuremen 
t Object 
Type the 
measuremen 
t was 
initiated with 


YES 


ignore 


>RL or ALL RL 








See Note 1 


— 




»RL Information 




1..<maxnoo 
fRLs> 






EACH 


ignore 


»>RL-ID 


M 




9.2.1.49 




- 




»>DPCH ID 







9.2.3.3 


TDD only 


- 




»>DPCH ID 7.68Mcps 







9.2.3.34 


7.68Mcps 
TDD only 


— 




»>Dedicated 
Measurement Value 
Information 


M 




9.2.1. 19A 








»>HS-SICH ID 







9.2.3.3ad 


TDD only 


YES 


ignore 


>RLS or ALL RLS 








FDD only 
See Note 2 


— 




»RL Set Information 




1..<maxnoo 
fRLSets> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>Dedicated 
Measurement Value 
Information 


M 




9.2.1. 19A 








Measurement Recovery 
Reporting Indicator 







9.2.1. 38B 




YES 


ignore 



Range bound 


Explanation 


maxnoofRLs 


Maximum number of individual RLs the measurement can be started 
on. 


maxnoofRLSets 


Maximum number of individual RL Sets the measurement can be 
started on. 



Note 1 : This is a simplified representation of the ASN.1 : there are two different choice tags "RL" and "ALL 
RL" in the ASN.1 , each having exactly the same structure. 

Note 2: This is a simplified representation of the ASN.1 : there are two different choice tags "RLS" and "ALL 
RLS" in the ASN.1, each having exactly the same structure. 



9.1 .32 DEDICATED MEASUREMENT TERMINATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 
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9.1 .33 DEDICATED MEASUREMENT FAILURE INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


CHOICE Dedicated 
Measurement Object Type 









Dedicated 
IVIeasuremen 
t Object 
Type the 
measuremen 
t was 
initiated with 


YES 


ignore 


>RL or ALL RL 










- 




»Unsuccessful RL 
Information 




1..<maxnoof 
RLs> 






EACH 


ignore 


»>RL ID 


M 




9.2.1.49 




- 




»>lndividual Cause 







Cause 
9.2.1.5 




— 




>RLS or ALL RLS 








FDD only 


- 




»Unsuccessful RL 
Set Information 




1..<maxnoof 
RLSets> 






EACH 


ignore 


»>RLSet ID 


M 




9.2.2.35 




- 




»>lndividual Cause 







Cause 
9.2.1.5 




— 





Range bound 


Explanation 


maxnoofRLs 


Maximum number of individual RLs the measurement can be started on. 


maxnoofRLSets 


IVIaximum number of individual RL Sets the measurement can be started 
on. 



9.1 .34 COMMON TRANSPORT CHANNEL RESOURCES RELEASE 
REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 


M 




9.2.1.24 




YES 


ignore 
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9.1 .35 COMMON TRANSPORT CHANNEL RESOURCES REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 


M 




9.2.1.24 




YES 


reject 


C-ID 







9.2.1.6 




YES 


reject 


Transport Bearer Request 
Indicator 


M 




9.2.1.61 


Request a 
new 

transport 
bearer or to 
use an 
existing 
bearer for 
the user 
plane. 


YES 


reject 


Transport Bearer ID 


M 




9.2.1.60 


Indicates the 
lur transport 
bearer to be 
used for the 
user plane. 


YES 


reject 


Permanent NAS UE Identity 







9.2.1.73 




YES 


ignore 


Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


Transport Layer Address 







9.2.1.62 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


MBMS Bearer Service List 




0..<max 
noofMB 
MS> 






GLOBAL 


notify 


>TMGI 


M 




9.2.1.80 




- 




TNL QoS 







9.2.1. 56A 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 



Range bound 


Explanation 


maxnoofMBMS 


IVIaximum number of IVIBMS bearer services that a UE can join. 
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9.1 .36 COMMON TRANSPORT CHANNEL RESOURCES RESPONSE 



9.1.36.1 



FDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




S-RNTI 


M 




9.2.1.53 




YES 


ignore 


C-RNTI 







9.2.1.14 




YES 


ignore 


FACH Info for UE Selected 
S-CCPCH 




1 






YES 


ignore 


>FACH Flow Control 
Information 


M 




9.2.1. 26C 




YES 


ignore 


Transport Layer Address 







9.2.1.62 




YES 


ignore 


Binding Identity 







9.2.1.3 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


C-ID 


M 




9.2.1.6 




YES 


ignore 


Active lUIBIUIS Bearer 
Service List 




0..<maxnoo 

fActiveMB 

MS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




— 




>Transmission Mode 


M 




9.2.1.81 




- 




















Range bound 


Explanation 




maxnoofActiveMBMS 


Maximum 
parallel. 


number of MBMS bearer services that are active in 



9.1.36.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




S-RNTI 


M 




9.2.1.53 




YES 


ignore 


C-RNTI 







9.2.1.14 




YES 


ignore 


FACH Info for UE Selected 
S-CCPCHs 




1 






YES 


ignore 


>FACH Flow Control 
Information 


M 




9.2.1. 26C 




YES 


ignore 


Transport Layer Address 







9.2.1.62 




YES 


ignore 


Binding Identity 







9.2.1.3 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


C-ID 


M 




9.2.1.6 




YES 


ignore 


Active MBMS Bearer 
Service List 




0..<maxno 

ofActiveMB 

MS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




>Transmission Mode 


M 




9.2.1.81 




- 




















Range bound 


Explanation 




maxnoofActiveMBMS 


Maximum 
parallel. 


number of MBf 


\AS bearer servic 


;es that are ac 


tive in 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



242 



ETSI TS 125 423 V7.4.0 (2007-03) 



9.1 .37 COMMON TRANSPORT CHANNEL RESOURCES FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




S-RNTI 


M 




9.2.1.53 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .38 COMPRESSED MODE COMMAND [FDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Active Pattern Sequence 
Information 


M 




9.2.2.A 




YES 


ignore 



9.1.39 ERROR INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Cause 







9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


S-RNTI 







9.2.1.53 




YES 


ignore 


D-RNTI 







9.2.1.24 




YES 


ignore 



9.1 .40 DL POWER TIMESLOT CONTROL REQUEST [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




DL Time Slot ISCP Info 







9.2.3.2D 


Mandatory 
for 3.84Mcps 
TDD and 
7.68Mcps 
TDD, not 
applicable to 
1 .28Mcps 
TDD 


YES 


ignore 


DL Time Slot ISCP Info LCR 







9.2.3.2F 


Mandatory 
for 1 .28Mcps 
TDD, not 
applicable to 
3.84Mcps 
TDD or 
7.68Mcps 
TDD 


YES 


ignore 


Primary CCPCH RSCP 







9.2.3.5 




YES 


ignore 


Primary CCPCH RSCP Delta 







9.2.3.5a 




YES 


ignore 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



243 



ETSI TS 125 423 V7.4.0 (2007-03) 



9.1 .41 RADIO LINK PREEMPTION REQUIRED INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




RL Information 




0..<maxno 
ofRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>E-DCH IMAC-d Flow 
Specific Information 




0..<maxno 
OfEDCHM 
ACd Flows 
> 






EACH 


ignore 


»E-DCH MAC-d Flow ID 


M 




9.2.1.91 




- 




HS-DSCH MAC-d Flow 
Specific Information 




0..<maxno 
OfMACdFI 
ows> 






EACH 


ignore 


>HS-DSCH MAC-d Flow 
ID 


M 




9.2.1. 30O 




— 





Range bound 


Explanation 


maxnoofRLs 


Maximum number of radio links for one UE 


maxnoofMACdFlows 


Maximum number of HS-DSCH MAC-d flows 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows 



9.1 .42 RADIO LINK CONGESTION INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Congestion Cause 







9.2.1.79 




YES 


ignore 


RL Information 




1..<maxno 
ofRLs> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>DCH Rate Information 




1..<maxno 
ofDCHs> 






EACH 


ignore 


»DCH ID 


M 




9.2.1.16 




- 




»Allowed Rate 
Information 







9.2.1. 2A 




— 




>E-DCH IVIAC-d Flow 
Specific Information 




0..<maxno 
OfEDCHM 
ACd Flows 
> 






EACH 


ignore 


»E-DCH MAC-d Flow ID 


M 




9.2.1.91 




- 





Range bound 


Explanation 


maxnoofRLs 


Maximum number of Radio Links for one UE 


maxnoofDCHs 


Maximum number of DCHs for one UE. 


maxnoofEDCHt^ACdFlows 


Maximum number of E-DCH MAC-d flows 
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9.1 .43 COMMON MEASUREMENT INITIATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


reject 
















CHOICE Common 
Measurement Object Type 


M 








YES 


reject 


>Cell 










- 




»Reference Cell 
Identifier 


M 




UTRAN 
Cell 

Identifier 
9.2.1.71 


May be a 
GERAN Cell 
Identifier 






»Time Slot 







9.2.1.56 


3.84Mcps 
TDD and 
7.68 Mops 
TDD only 






»Time Slot LCR 







9.2.3.12a 


1 .28Mcps 
TDD only 


— 




»Neighbouring Cell 

Measurement 

Information 




0..<maxnoof 
MeasNCells 
> 




UTRAN only 






»>CHOICE 
Neighbouring Cell 
Measurement 
Information 














»»Neighbourin 
g FDD Cell 
Measurement 
Information 








FDD only 






»»>Neighbo 
uring FDD Cell 
Measurement 
Information 


M 




9.2.1.41G 








»»Neighbourin 
g TDD Cell 
Measurement 
Information 








3.84Mcps 
TDD only 






»»>Neighbo 
uring TDD Cell 
Measurement 
Information 


M 




9.2.1. 41 H 








»»Additional 
Neighbouring Cell 
Measurement 
Information 














»»>Neighbo 
uring TDD Cell 
Measurement 
InformationLC 
R 








1 .28Mcps 
TDD only 






»»»Neig 

hbouring 

TDD Cell 

Measureme 

nt 

InformationL 

CR 


M 




9.2.1. 41 Dd 




YES 


reject 


»»Additional 
Neighbouring Cell 
Measurement 
Information 
7.68Mcps 














»»>Neighbo 








7.68Mcps 


- 
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uring TDD Cell 
Measurement 
Information 
7.68 Maps 








TDD only 






»»»Neig 

hbouring 

TDD Cell 

IVIeasureme 

nt 

Information 

7.68 IVIcps 


M 




9.2.3.32 




YES 


reject 


Common Measurement 
Type 


M 




9.2.1. 12C 




YES 


reject 


Measurement Filter 
Coefficient 







9.2.1.41 


UTRAN only 


YES 


reject 


Report Characteristics 


M 




9.2.1.48 




YES 


reject 


SFN reporting indicator 


M 




FN 

reporting 
indicator 
9.2.1. 28A 




YES 


reject 


SFN 







9.2.1.52A 


UTRAN only 


YES 


reject 


Common Measurement 
Accuracy 







9.2.1. 12A 


UTRAN only 


YES 


reject 


Measurement Recovery 
Behavior 







9.2.1.38A 


UTRAN only 


YES 


ignore 



Range bound 


Explanation 


maxnoofMeasNCell 


Maximum number of neighbouring cells on which 
measurements can be performed. 



9.1 .44 COMMON MEASUREMENT INITIATION RESPONSE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


CHOICE Common 
Measurement Object Type 









Common 
Measuremen 
t Object 
Type that the 
measuremen 
t was 
initiated with. 


YES 


ignore 


>Cell 










- 




»Common 
Measurement value 


M 




9.2.1. 12D 




— 




SFN 







9.2.1. 52A 


Common 
Measuremen 
tTime 
Reference, 
UTRAN only. 


YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 


Common Measurement 
Achieved Accuracy 







Common 
Measurem 
ent 

Accuracy 
9.2.1. 12A 


UTRAN only 


YES 


ignore 


Measurement Recovery 
Support Indicator 







9.2.1. 38C 


UTRAN only 


YES 


ignore 
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9.1 .45 COMMON MEASUREMENT INITIATION FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


l\/lessage Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .46 COMMON MEASUREMENT REPORT 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




IVIeasurement ID 


M 




9.2.1.37 




YES 


ignore 


CHOICE Common 
Measurement Object Type 


M 






Common 
Measuremen 
t Object 
Type that the 
measuremen 
t was 
initiated with. 


YES 


ignore 


>Cell 










- 




»Common 
IVIeasurement Value 
Information 


M 




9.2.1. 12E 








SFN 







9.2.1. 52A 


Common 
IVIeasuremen 
t Time 
Reference, 
UTRAN only. 


YES 


ignore 


IVIeasurement Recovery 
Reporting Indicator 







9.2.1. 38B 


UTRAN only 


YES 


ignore 



9.1 .47 COMMON MEASUREMENT TERMINATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 



9.1 .48 COMMON MEASUREMENT FAILURE INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 
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9.1 .49 INFORMATION EXCHANGE INITIATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


reject 
















CHOICE Information 
Exchange Object Type 


M 








YES 


reject 


>Cell 










- 




»C-ID 


M 




9.2.1.6 


May be a 
GERAN cell 
identifier 






>Additional Information 
Excfiange Object Types 










— 




»GSM Cell 










- 




»>CGI 


M 




9.2.1. 5D 




- 




»MBMS Bearer 
Service 










— 




»>MBIUIS Bearer 
Service List 




1..<maxno 
ofMBMS> 






GLOBAL 


reject 


»»TMGI 


M 




9.2.1.80 




- 




Information Type 


M 




9.2.1. 31 E 




YES 


reject 


Information Report 
Characteristics 


M 




9.2.1.31C 




YES 


reject 



Range bound 


Explanation 


maxnoofMBMS 


Maximum number of MBMS bearer services that a UE can join. 



9.1 .50 INFORMATION EXCHANGE INITIATION RESPONSE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


ignore 


CHOICE Information 
Exctiange Object Type 











YES 


ignore 


>Cell 










- 




»Requested Data 
Value 


M 




9.2.1.48A 




- 




>Additional Information 
Excfiange Object Types 










— 




»MBMS Bearer 
Service 










— 




»>MBIVIS Bearer 
Service List 




1..<maxno 
ofMBMS> 






GLOBAL 


ignore 


»»TMGI 


M 




9.2.1.80 




- 




»»Requested 
Data Value 


M 




9.2.1. 48A 




— 




Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



Range bound 


Explanation 


maxnoofl\/IBI\/IS 


Maximum number of MBMS bearer services that a UE can join. 
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9.1 .51 INFORMATION EXCHANGE INITIATION FAILURE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .52 INFORMATION REPORT 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


ignore 


CHOICE Information 
Exchange Object Type 


M 








YES 


ignore 


>Cell 










- 




»Requested Data 
Value Information 


M 




9.2.1. 48B 




— 





9.1 .53 INFORMATION EXCHANGE TERMINATION REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


ignore 



9.1 .54 INFORMATION EXCHANGE FAILURE INDICATION 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Information Exchange ID 


M 




9.2.1.31A 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 



9.1.55 RESET REQUEST 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantic 

s 
Descripti 

on 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 
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RNC-ID 


M 




9.2.1.50 


Identity of 
the 

sending 
RNC 


YES 


reject 


CHOICE Reset Indicator 


M 








YES 


reject 


> Context 










- 




»Context 
Information 




1..<maxRe 
setContext 

> 






EACH 


reject 


»>CHOICE Context 
Type 


M 








— 




»»SRNTI 










- 




»»>S-RNTI 


M 




9.2.1.53 




- 




»»DRNTI 










- 




»»>D-RNTI 


M 




9.2.1.24 




- 




>AII Contexts 






NULL 




- 




> Context Group 














»Context Group 
Information 




1..<maxRe 
setContext 
Groups> 






EACH 


reject 


»>S-RNTI Group 


M 




9.2.1.53a 




- 





Range bound 


Explanation 


maxResetContext 


Maximum number of contexts that can be reset by 
one RESET message. 


maxResetContextOroups 


Maximum number of context groups that can be reset 
by one RESET message. 



9.1.56 RESET RESPONSE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




— 




RNC-ID 


M 




9.2.1.50 


Identity of the 
sending RNC 


YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .57 RADIO LINK ACTIVATION COMMAND 



9.1.57.1 FDD Message 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.46 




YES 


ignore 


Transaction ID 


M 




9.2.1.62 




- 




Delayed activation 
Information 




1..<maxnoofRL 
s> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>Delayed Activation 
Update 


M 




9.2.1. 19Ab 




- 
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9.1.57.2 TDD Message 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.46 




YES 


ignore 


Transaction ID 


M 




9.2.1.62 




- 




Delayed activation 
Information 




1..<maxnoofRL 
s> 






EACH 


ignore 


>RLID 


M 




9.2.1.49 




- 




>Delayed Activation 
Update 


M 




9.2.1. 19Ab 




- 





9.1 .58 RADIO LINK PARAMETER UPDATE INDICATION 



9.1.58.1 FDD Message 



IE/Group name 


Presence 


Range 


IE Type 

and 

Reference 


Semantic 
Description 


Criticality 


Assigned 
Criticality 


IVIessage type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




— 




HS-DSCH FDD Update 
Information 







9.2.2.19c 




YES 


ignore 


RL Information 




0..<max 
noofRLs 
> 






EACH 


ignore 


>RLId 


M 




9.2.1.49 




- 




>Pliase Reference Update 
Indicator 







9.2.2.27B 




— 




E-DCH FDD Update Information 







9.2.2.19e 




YES 


ignore 



9.1.58.2 TDD Message 



IE/Group name 


Presence 


Range 


IE Type 

and 

Reference 


Semantic 
Description 


Criticality 


Assigned 
Criticality 


IVIessage type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




HS-DSCH TDD Update 
Information 







9.2.3.3ac 




YES 


ignore 
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9.1 .59 UE MEASUREMENT INITIATION REQUEST [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Allowed Queing Time 







9.2.1.2 




YES 


reject 


Measurement ID 


M 




9.2.1.37 




YES 


reject 


UE Measurement Type 


M 




9.2.3.13Fh 




YES 


reject 


UE Measurement Timeslot 
information HCR 







9.2.3.13Fe 


3.84 Mcps 
TDD only 


YES 


reject 


UE Measurement Timeslot 
information LCR 







9.2.3.13Ff 


1 .28 Mcps 
TDD only 


YES 


reject 


UE Measurement Timeslot 
information 7.68Mcps 







9.2.3.33 


7.68 Mcps 
TDD only 


YES 


reject 


Measurement Filter 
Coefficient 







9.2.1.36 




YES 


reject 


UE Measurement Report 
Characteristics 


M 




9.2.3.1 3Fc 




YES 


reject 


UE Measurement Parameter 
Modification Allowed 







9.2.3.13Fb 




YES 


reject 



9.1 .60 UE MEASUREMENT INITIATION RESPONSE [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


Measurement Filter 
Coefficient 







9.2.1.36 




YES 


reject 


UE Measurement Report 
Characteristics 







9.2.3.13FC 




YES 


reject 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .61 UE MEASUREMENT INITIATION FAILURE [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


reject 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 







9.2.1.13 




YES 


ignore 



9.1 .62 UE MEASUREMENT REPORT [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


UE Measurement Value 
Information 


M 




9.2.3.13FJ 




YES 


ignore 
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9.1 .63 UE MEASUREMENT TERMINATION REQUEST [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 



9.1 .64 UE MEASUREMENT FAILURE INDICATION [TDD] 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




Measurement ID 


M 




9.2.1.37 




YES 


ignore 


Cause 


M 




9.2.1.5 




YES 


ignore 



9.1.65 lUR INVOKE TRACE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




— 




D-RNTI 







9.2.1.24 




YES 


ignore 


Trace Reference 


M 




9.2.1.58c 




YES 


ignore 


UE Identity 


M 




9.2.1. 66A 




YES 


ignore 


Trace Recording Session 
Reference 


M 




9.2.1.58b 




YES 


ignore 


List Of Interfaces To Trace 




O..maxnoo 
finterfaces 






EACH 


ignore 


> Interface 


M 




ENUMERA 
TED (lub, 
lur,...) 








Trace Deptli 


M 




9.2.1.58a 




YES 


ignore 



Range bound 


Explanation 


maxnoof Interfaces 


Maximum of Interfaces to be traced. 



9.1 .66 lUR DEACTIVATE TRACE 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




D-RNTI 







9.2.1.24 




YES 


ignore 


Trace Reference 


M 




9.2.1.58c 




YES 


ignore 
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9.1 .67 MBMS ATTACH COMMAND 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




MBMS Bearer Service List 




1..<maxno 
ofMBMS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




CHOICE UE State 











YES 


ignore 


>CELL FACH/CELL PCH 










- 




»D-RNTI 


M 




9.2.1.24 




- 




>URA PCH 










- 




»SRNC-ID 


M 




RNC-ID 
9.2.1.50 




— 




»URA-ID 


M 




9.2.1.70 




- 




















Range bound 


Explanation 




maxnoofMBMS 


IVIaximum number of IVIBIVIS bearer services that a UE can join. 



9.1 .68 MBMS DETACH COMMAND 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IVIessage Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




MBMS Bearer Service List 




1..<maxno 
ofMBMS> 






GLOBAL 


ignore 


>TMGI 


M 




9.2.1.80 




- 




CHOICE UE State 











YES 


ignore 


>CELL FACH/CELL PCH 










- 




»D-RNTI 


M 




9.2.1.24 




- 




>URA PCH 










- 




»SRNC-ID 


M 




RNC-ID 
9.2.1.50 




— 




»URA-ID 


M 




9.2.1.70 




- 










Range bound 


Explanation 




maxnoofMBMS 


Maximum number of MBMS bearer services that a UE can join. 



9.1 .69 DIRECT INFORMATION TRANSFER 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.40 




YES 


ignore 


Transaction ID 


M 




9.2.1.59 




- 




RNC-ID 


M 




9.2.1.50 


ID of an RNC 
which 
initiates the 
procedure 


YES 


ignore 


Provided Information 


M 




9.2.1.85 




YES 


ignore 
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9.2 



Information Element Functional Definition and Contents 



9.2.0 General 

Subclause 9.2 presents the RNSAP IE definitions in tabular format. The corresponding ASN.l definition is presented in 
subclause 9.3. In case there is a contradiction between the tabular format in subclause 9.2 and the ASN.l definition, the 
ASN.l shall take precedence, except for the definition of conditions for the presence of conditional elements, in which 
the tabular format shall take precedence. 

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in 
the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering 
of bits: 

The first bit (leftmost bit) contains the most significant bit (MSB); 

The last bit (rightmost bit) contains the least significant bit (LSB); 

When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the 
concerned information; 



9.2.1 Common Parameters 

This subclause contains parameters that are common to FDD and TDD. 



9.2.1.1 



Allocation/Retention Priority 



This parameter indicates the priority level in the allocation and retention of transport channel resources in DRNS. 
DRNS may use the Allocation/Retention priority information of the transport channels composing the RL to prioritise 
requests for RL Setup/addition and reconfiguration. In similar way, DRNS may use the allocation/Retention priority 
information of the transport channels composing the RL to prioritise which RL shall be set to failure, in case 
prioritisation is possible. See Annex A. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Priority Level 


M 




INTEGER(0. 
.15) 


This IE indicates the priority of 

the request. 

Usages 

Value "0" means "Spare"; It 

shall be treated as a logical 

error if received. 

Values between 1 and 14 are 

ordered in decreasing order of 

priority, '1' being the highest 

and '14' the lowest. 

Value "15" means "No 

Priority". 


Pre-emption Capability 


M 




ENUMERAT 
ED(shall not 
trigger pre- 
emption, 
may trigger 
pre-emption) 




Pre-emption Vulnerability 


M 




ENUMERAT 
ED(not pre- 
emptable, 
pre- 
emptable) 
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9.2.1.2 Allowed Queuing Time 

This parameter specifies the maximum queuing time that is allowed in the DRNS until the DRNS must start to execute 
the request. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Allowed Queuing Time 






INTEGER(1. 
.60) 


Unit: Seconds 



9.2.1.2A Allowed Rate Information 

The Allowed Rate Information IE indicates the TFI corresponding to the highest allowed bit rate for the uplink and/or 
the downlink of a DCH. The SRNC is allowed to use any rate being lower than or equal to the rate corresponding to the 
indicated TFI. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Allowed UL Rate 







INTEGER(1. 
.maxTFcount 
) 


"1":TFI0, 
"2": TFI 1, 
"3": TFI 2, 


Allowed DL Rate 







INTEGER(1. 

.maxTFcount 

) 


"1":TFI0, 
"2": TFI 1, 
"3": TFI 2, 



9.2.1 .2B Altitude and Direction 

This IE contains a description of Altitude and Direction. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Direction of Altitude 


M 




ENUMERAT 

ED(Height, 

Depth) 




Altitude 


M 




INTEGER( 

0..2^^-1) 


The relation between the 
value (N) and the altitude (a) 
in meters it describes is N< a 
<N+1, except for N=2^^-1 for 
which the range is extended 
to include all grater values of 
(a). 



9.2.1. 2C 



Antenna Co-location Indicator 



The Antenna Co-location Indicator indicates whether the antenna of the serving and neighbouring cells are 
approximately co-located. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Antenna Co-location 
Indicator 






ENUMERAT 

ED(co- 
located,...) 
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9.2.1 .2D Alternative Format Reporting Indicator 

This IE indicates if DRNS may report a measurement using an alternative format. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Alternative Format 
Reporting Indicator 






ENUMERAT 
ED 

(Alternative 
format is 
allowed, ...) 





9.2.1.3 Binding ID 

The Binding ID is the identifier of a user data stream. 

In case of transport bearer establishment with ALCAP [3][35], this IE contains the identifier that is allocated at the 
DRNS and that is unique for each transport bearer under establishment to/from the DRNS. 

If the Transport Layer Address contains an IP address [33], this IE contains the UDP port [34] intended to be used for 
the user plane transport. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Binding ID 






OCTET 

STRING 

(1..4,...) 


If the Binding ID includes an 
UDP port, the UDP port is 
included in octet 1 and 2. 
The first octet of the UDP 
port field shall be included in 
the first octet of the Binding 
ID. 



9.2.1.4 



BLER 



This Block Error Rate defines the target radio interface Transport Block Error Rate of the transport channel . BLER is 
used by the DRNS to determine the needed SIR targets, for admission control and power management reasons. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


BLER 






INTEGER(- 
63..0) 


Step 0.1. (Range -6. 3. ..0). 
It is the Log1 Oof the BLER 



9.2.1. 4A 

Void. 



Block STTD Indicator 



9.2.1 .4B Burst Mode Parameters 

The Burst Mode Parameters IE provides all the relevant information in order to able IPDL in the Burst mode. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Burst Start 


M 




INTEGER(0. 
.15) 


See [10] and [22] 


Burst Length 


M 




INTEGER(1 
0..25) 


See [10] and [22] 


Burst freq 


M 




INTEGER(1. 
.16) 


See [10] and [22] 
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IE/Group Name 



Presence 



Range 



IE Type and Reference 



Semantics 
Description 



CHOICE Cause Group 



M 



>Radio Network Layer 



»Radio Network Layer 
Cause 



M 



ENUMERATED 

(Unknown C-ID, 

Cell not Available, 

Power Level not Supported, 

UL Scrambling Code Already in Use, 

DL Radio Resources not Available, 

UL Radio Resources not Available, 

Measurement not Supported For The 

Object, 

Combining Resources Not Available, 

Combining not Supported, 

Reconfiguration not Allowed, 

Requested Configuration not 

Supported, 

Synchronisation Failure, 

Requested Tx Diversity Mode not 

Supported, 

Measurement Temporarily not 

Available, 

Unspecified, 

Invalid CM Settings, 

Reconfiguration CFN not Elapsed, 

Number of DL Codes Not Supported, 

Dedicated Transport Channel Type not 

Supported, 

DL Shared Channel Type not 

Supported, 

UL Shared Channel Type not 

Supported, 

Common Transport Channel Type not 

Supported, 

UL Spreading Factor not Supported, 

DL Spreading Factor not Supported, 

CM not Supported, 

Transaction not Supported by 

Destination Node B, 

RL Already Activated/Allocated, 

Number of UL Codes Not Supported, 

Cell reserved for operator use, 

DPC Mode Change not Supported, 

Information temporarily not available. 

Information Provision not supported for 

the object, 

Power Balancing status not 

compatible. 

Delayed Activation not Supported, 

RL Timing Adjustment Not Supported, 

Unknown RNTI, 

Measurement Repetition Rate not 

Compatible with Current 

Measurements, 

UE not Capable to Implement 

Measurement, 

F-DPCH not supported, 

E-DCH not supported. 

Continuous Packet Connectivity DTX- 

DRX operation not supported, 

Continuous Packet Connectivity HS- 

SCCH less operation not supported) 



>Transport Layer 



»Transport Layer Cause 



M 



ENUMERATED 

(Transport Resource Unavailable, 
Unspecified, 
^ 



>Protocol 



>Protocol Cause 



M 



ENUMERATED 

(Transfer Syntax Error, 

Abstract Syntax Error (Reject), 

Abstract Syntax Error (Ignore and 

Notify), 

Message not Compatible with 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



259 



ETSI TS 125 423 V7.4.0 (2007-03) 









Receiver State, 

Semantic Error, 

Unspecified, 

Abstract Syntax Error (Falsely 

Constructed Message),...) 




>Misc 










»Miscellaneous Cause 


M 




ENUMERATED 

(Control Processing Overload, 

Hardware Failure, 

O&M Intervention, 

Not enough User Plane Processing 

Resources, 

Unspecified,...) 





The meaning of the different cause values is described in the following table. In general, "not supported" cause values 
indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the 
concerned capability is present, but insufficient resources were available to perform the requested action. 



Radio Network Layer cause 


Meaning 


Cell not Available 


The concerned cell is not available 


Cell reserved for operator use 


The concerned cell is reserved for operator use 


Combining not Supported 


The DRNS does not support the RL combining for the concerned cells 


Combining Resources Not 
Available 


The value of the received Diversity Control Field IE was set to "Must", 
but the DRNS cannot perform the requested combining 


CM not Supported 


The concerned cell(s) do not support Compressed Mode 


Common Transport Channel Type 
not Supported 


The concerned cell(s) do not support the RACH and/or FACH Common 
Transport Channel Type 


Continuous Packet Connectivity 
DTX-DRX operation not 
Supported 


The concerned cell(s) do not support the Continuous Packet Connectivity 
DTX-DRX operation 


Continuous Packet Connectivity 
HS-SCCH less operation not 
Supported 


The concerned cell(s) do not support the Continuous Packet Connectivity 
HS-SCCH less operation 


Dedicated Transport Channel Type 
not Supported 


The concerned cell(s) do not support the Dedicated Transport Channel 
Type 


Delayed Activation not Supported 


The concerned cell(s) do not support delayed activation of RLs 


DL Radio Resources not Available 


The DRNS does not have sufficient DL radio resources available 


DL SF not Supported 


The concerned cell(s) do not support the requested DL SF 


DL Shared Channel Type not 
Supported 


The concerned cell(s) do not support the DownUnk Shared Channel Type 


DPC Mode Change not Supported 


The concerned cells do not support the DPC mode changes 


E-DCH not supported 


The concerned cell(s) do not support E-DCH 


F-DPCH not supported 


The concerned cell(s) do not support the Fractional DPCH 


Information Provision not 
supported for the object 


The RNS doesn't support provision of the requested information for the 
concerned object types 


Information temporarily not 
available 


The RNS can temporarily not provide the requested information 


Invalid CM Settings 


The concerned cell(s) consider the requested Compressed Mode settings 
invalid 


Measurement not Supported For 
The Object 


At least one of the concerned cell(s) does not support the requested 
measurement on the concerned object type 


Measurement Repetition Rate not 
Compatible with Current 
Measurements 


The requested parameters for a forwarded UE measurement are not 
compatible with the current measurement schedule in the SRNC. 


Measurement Temporarily not 
Available 


The DRNS can temporarily not provide the requested measurement value 


Number of DL Codes not 
Supported 


The concerned cell(s) do not support the requested number of DL codes 
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Number of UL Codes not 
Supported 


The concerned cell(s) do not support the requested number of UL codes 


Power Level not Supported 


A DL power level was requested which the concerned cell(s) do not 
support 


Power Balancing status not 
compatible 


The power balancing status in the SRNC is not compatible with that of 
the DRNC. 


RL Timing Adjustment not 
Supported 


The concerned cell(s) do not support adjustments of the RL timing 


Reconfiguration CFN not Elapsed 


The requested action cannot be performed due to that a COMMIT 
message was received previously, but the concerned CFN has not yet 
elapsed 


Reconfiguration not Allowed 


The SRNC does currently not allow the requested reconfiguration 


Requested Configuration not 
Supported 


The concerned cell(s) do not support the requested configuration i.e. 
power levels, Transport Formats, physical channel parameters, 


Requested Tx Diversity mode not 
Supported 


The concerned cell(s) do not support the requested transmit diversity 
mode 


RL Already Activated/ Allocated 


The DRNS has already allocated an RL with the requested RL ID for this 
UE Context 


Synchronisation Failure 


Loss of UL Uu synchronisation 


Transaction not Supported by 
Destination Node B 


The requested action cannot be performed due to lack of support of the 
corresponding action in the destination Node B 


UE not Capable to Implement 
Measurement 


The UE is not capable to initiate/report a requested measurement due to 
its current state or capabilities. 


UL Radio Resources not Available 


The DRNS does not have sufficient UL radio resources available 


UL Scrambling Code Already in 

Use 


The concerned UL scrambling code is already in use for another UE 


UL SF not Supported 


The concerned cell(s) do not support the requested minimum UL SF 


UL Shared Channel Type not 
Supported 


The concerned cell(s) do not support the Uplink Shared Channel Type 


Unknown C-ID 


The DRNS is not aware of a cell with the provided C-ID 


Unknown RNTI 


The SRNC or DRNC is not aware of a UE indicated with the provided 
RNTI 


Unspecified 


Sent when none of the above cause values applies but still the cause is 
Radio Network Layer related 



Transport Network Layer cause 


Meaning 


Transport resource unavailable 


The required transport resources are not available 


Unspecified 


Sent when none of the above cause values applies but still the cause is 
Transport Network Layer related 



Protocol cause 


Meaning 


Abstract Syntax Error (Reject) 


The received message included an abstract syntax error and the 
concerned criticality indicated "reject" (see subclause 10.3) 


Abstract Syntax Error (Ignore and 

Notify) 


The received message included an abstract syntax error and the 
concerned criticality indicated "ignore and notify" (see subclause 10.3) 


Abstract syntax error (falsely 
constructed message) 


The received message contained lEs or IE groups in wrong order or with 
too many occurrences (see subclause 10.3) 


Message not Compatible with 
Receiver State 


The received message was not compatible with the receiver state (see 
subclause 10.4) 


Semantic Error 


The received message included a semantic error (see subclause 10.4) 


Transfer Syntax Error 


The received message included a transfer syntax error (see subclause 
10.2) 


Unspecified 


Sent when none of the above cause values applies but still the cause is 
Protocol related 



Miscellaneous cause 


Meaning 


Control Processing Overload 


DRNS control processing overload 


Hardware Failure 


DRNS hardware failure 
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Not enough User Plane Processing 
Resources 


DRNS has insufficient user plane processing resources available 


O&M Intervention 


Operation and Maintenance intervention related to DRNS equipment 


Unspecified 


Sent when none of the above cause values applies and the cause is not 
related to any of the categories Radio Network Layer, Transport Network 
Layer or Protocol. 



9.2.1 .5A Cell Geographical Area Identity (Cell GAI) 

The Cell Geographical Area is used to identify the geographical area of a cell. The area is represented as a polygon. See 
ref. [25]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell GAI Geographical 
Co-ordinates 




1 .. 
<maxnoofPoints> 






>Latitude Sign 


M 




ENUMERAT 

ED(North, 

South) 




>Degrees of Latitude 


M 




INTEGER( 


The IE value (N) is derived by 

this formula: 

N<2^^X/90<N+1 

X being the latitude in degree 

(0°..90°) 


>Degrees of Longitude 


M 




INTEGER( 
-2^1.2^^-1) 


The IE value (N) is derived by 
this formula: 
N<2^^ X /360 < N+1 
X being the longitude in 
degree (-180°.. +180°) 



Range bound 


Explanation 


maxnoofPoints 


IVIaximum no. of points in polygon. 



9.2.1 .5B Cell Geographical Area Additional Shapes (Cell GAI Additional Shapes) 

This IE is used to provide several descriptions of the geographical area of a cell. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Cell GAI 
Additional Shapes 










>GA Point With 
Uncertainty 










»GA Point With 
Uncertainty 


M 




9.2.1. 30A 


Ellipsoid point with 
uncertainty circle 


>GA Ellipsoid point 
with uncertainty Ellipse 










»GA Ellipsoid 
point with uncertainty 
Ellipse 


M 




9.2.1. SOB 


Ellipsoid point with 
uncertainty Ellipse 


>GA Ellipsoid point 
with altitude 










»GA Ellipsoid 
point with altitude 


M 




9.2.1. 30C 


Ellipsoid point with altitude 


>GA Ellipsoid point 
with altitude and 
uncertainty Ellipsoid 










»GA Ellipsoid 
point with altitude 
and uncertainty 
Ellipsoid 


M 




9.2.1. SOD 


Ellipsoid point with altitude 
and uncertainty Ellipsoid 


>GA Ellipsoid Arc 










»GA Ellipsoid Arc 


M 




9.2.1. 30E 


Ellipsoid Arc 



9.2.1 .5C Cell Capacity Class Value 

The Cell Capacity Class Value IE contains the capacity class for both the upHnk and downlink. Cell Capacity Class 
Value IE is the value that classifies the cell capacity with regards to the other cells. Cell Capacity Class Value IE only 
indicates resources that are configured for traffic purposes. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink Cell Capacity Class 
Value 


M 




INTEGER(1. 
.100,...) 


Value 1 shall indicate the 
minimum uplink cell capacity, 
and 100 shall indicate the 
maximum uplink cell capacity. 
. There should be linear 
relation between uplink cell 
capacity and Uplink Cell 
Capacity Class Value. 


Downlink Cell Capacity 
Class Value 


M 




INTEGER(1. 
.100,...) 


Value 1 shall indicate the 
minimum downlink cell 
capacity, and 100 shall 
indicate the maximum 
downlink cell capacity. There 
should be linear relation 
between downlink cell 
capacity and Downlink Cell 
Capacity Class Value. 



9.2.1 .5D Cell Global Identifier (CGI) 

The Cell Global Identifier IE contains the Cell Global Identity as defined in ref. [1]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


LAI 




1 






>PLMN Identity 


M 




OCTET 
STRING (3) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 

-The PLMN Identity consists 

of 3 digits from MCC 

followed by either 

-a filler plus 2 digits from 

IVINC (in case of 2 digit 

MNC)or 

-3 digits from IVINC (in case 

of a 3 digit MNC). 


>LAG 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed 


CI 


M 




OCTET 
STRING (2) 





9.2.1.6 Cell Identifier (C-ID) 

The C-ID (Cell Identifier) is the identifier of a cell in one RNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


C-ID 






INTEGER 

(0..65535) 





9.2.1.7 



Cell Individual Offset 



Cell individual offset is an offset that will be applied by UE to the measurement results for a Primary-CPICH[FDD]/ 
Primary-CCPCH[TDD] or for GSM Carrier RSSI according to [16]. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


Cell Individual Offset 






INTEGER( 
-20..-^20) 


-20 -> -lOdB 
-19 -> -9.5dB 

-h20 -> -HlOdB 



9.2.1.8 



Cell Parameter ID 



The Cell Parameter ID identifies unambiguously the [3.84 Mcps TDD and 7.68Mcps TDD - Code Groups, Scrambling 
Codes, Midambles and Toffset] [1.28 Mcps TDD - SYNC-DL and SYNC-UL sequences, the scrambhng codes and the 
midamble codes] (see ref. [20]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell Parameter ID 






INTEGER(0. 
.127,...) 
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9.2.1.9 CFN 

Connection Frame Number for the radio connection, see ref. [17]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CFN 






INTEGER(0. 
.255) 





9.2.1.10 
Void 



CFN Offset 



9.2.1 .1 1 CN CS Domain Identifier 

Identification of the CN node in the CS Domain. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PLMN Identity 


IVI 




OCTET 
STRING (3) 


- digits to 9, two digits per 
octet, 

- eacti digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 

-The PLMN Identity consists 

of 3 digits from MCC 

followed by either 

-a filler plus 2 digits from 

IVINC (in case of 2 digit 

MNC)or 

-3 digits from MNC (in case 

of a 3 digit MNC). 


LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed 



9.2.1.11 A CN Domain Type 

Identifies the type of core network domain. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CN Domain Type 






ENUMERAT 
ED(CS 

domain, PS 
domain. 

Don't 
care,...) 


See In [16] 



9.2.1.12 CN PS Domain Identifier 

Identification of the CN Node in the PS Domain. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PLMN Identity 


M 




OCTET 
STRING (3) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 

-The PLMN Identity consists 

of 3 digits from MCC 

followed by either 

-a filler plus 2 digits from 

IVINC (in case of 2 digit 

MNC)or 

-3 digits from MNC (in case 

of a 3 digit MNC). 


LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed 


RAC 


M 




OCTET 
STRING (1) 





9.2.1.12A Common Measurement Accuracy 

The Common Measurement Accuracy IE indicates the accuracy of the common measurement. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Common 
Measurement Accuracy 


M 








> TuTRAN-GPS Measurement 
Accuracy Class 










»TuTRAN-GPS 

Measurement Accuracy 
Class 


M 




TuTRAN-GPS 

Accuracy 
Class 
9.2.1. 59B 





9.2.1 .1 2B Common Measurement Object Type 

Void. 

9.2.1 .1 2C Common Measurement Type 

The Common Measurement Type identifies which measurement that shall be performed. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Common Measurement Type 






ENUMERATED 
(UTRAN GPS 
Timing of Cell 
Frames for UE 
Positioning , 
SFN-SFN 
Observed Time 
Difference, 
load, 

transmitted 
carrier power, 
received total 
wide band 
power, UL 
timeslot ISCP, 
..., RTLoad, 
NRT Load 
Information, 
UpPTS 
interference) 


UL timeslot ISCP shall only 

be used by TDD. 

For measurements, which are 

requested on the lur-g 

interface, only load, RT Load 

and NRT Load information 

are used. 

"UpPTS interference" is used 

by 1.28Mcps TDD only 



9. 2. 1.1 2D Common Measurement Value 

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria 
were met. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Common 
Measurement Value 


M 








— 




> TuTRAN-GPS 

Measurement Value 
Information 








UTRAN only 






»TuTRAN-GPS 

Measurement 
Value Information 


M 




9.2.1. 59D 








> SFN-SFN 
Measurement Value 
Information 








UTRAN only 






»SFN-SFN 
IVIeasurement 
Value Information 


M 




9.2.1. 52C 








>Loacl Value 










- 




»Load Value 


M 




9.2.1. 33A 




- 




> Transmitted Carrier 
Power Value 








UTRAN only 


— 




»Transmitted 
Carrier Power 
Value 


M 




Transmitted 
Carrier Power 
9.2.1.59A 








> Received Total 
Wide Band Power 
Value 








UTRAN only 






»Received Total 
Wide Band Power 
Value 


M 




Received 
Total Wide 
Band Power 
9.2.2.35A 








>UL Timeslot ISCP 
Value 








TDD Only 


— 




»UL Timeslot 
ISCP Value 


M 




UL Timeslot 

ISCP 

9.2.3.13A 








>Additional Common 
Measurement Values 










— 




»RT Load Value 










- 




»>RT Load 
Value 


M 




9.2.1. 506 




YES 


ignore 


»NRTLoad 
Information Value 










— 




»>NRT Load 
Information Value 


M 




9.2.1.411 




YES 


ignore 


»UpPTS 
interference 








1.28IVIcps TDD Only 






»>UpPTS 
interference Value 


M 




INTEGER 

(0..127,...) 


According to mapping 
in [24] 







9.2.1 .12E Common Measurement Value Information 

The Common Measurement Value Information IE provides information both on whether the Common Measurement 
Value is provided in the message or not and if provided also the Common Measurement Value itself. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Measurement 
Availability 


M 








>Measurement Available 










»Common Measurement 
Value 


M 




9.2.1. 12D 




> Measurement not Available 






NULL 
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9.2.1 .12F Common Transport Channel Resources Initialisation Not Required 

If present, this IE indicates that as far as the DRNC is concerned, there is no need to initiate a Common Transport 
Channel Resources Initialisation procedure if the SRNC wants to allocate common transport channel resources in the 
new cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Common Transport 
Channel Resources 
Initialisation Not Required 






ENUMERAT 

ED(Not 

Required) 





9.2.1. 12G Coverage Indicator 

The Coverage Indicator indicates whether the serving and the neighbouring cell are overlapped, i.e. the cells have 
approximately same coverage area or whether the neighbouring cell covers or contained in the serving cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Coverage Indicator 






ENUMERAT 

ED(Overlap, 

Covers, 

Contained 

in,...) 





9.2.1.13 



Criticality Diagnostics 



The Criticality Diagnostics IE is sent by an RNC when parts of a received message have not been comprehended or 
were missing, or if the message contained logical errors. When applicable, it contains information about which lEs that 
were not comprehended or were missing. 

For further details on how to use the Criticality Diagnostics IE, see Annex C. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Procedure ID 




0..1 




Procedure ID is to be 
used if Criticality 
Diagnostics is part of 
Error Indication 
procedure, and not 
within the response 
message of the same 
procedure that 
caused the error 






>Procedure Code 


M 




INTEGER(0..255 
) 




- 




>Ddmode 


M 




ENUMERATED! 
FDD, TDD, 
Common) 


Common = common 
to FDD and TDD. 
Common Ddmode is 
also applicable for lur- 
g procedures listed in 
section 7. 






Triggering Message 







ENUMERATED!! 

nitiating 

message, 

successful 

outcome, 

unsuccessful 

outcome, 

outcome) 


The Triggering 
Message is used only 
if the Criticality 
Diagnostics is part of 
Error Indication. 






Procedure Criticality 







ENUMERATED(r 
eject, ignore, 
notify) 


This Procedure 
Criticality is used for 
reporting the 
Criticality of the 
Triggering message 
(Procedure). 






Transaction ID 







Transaction ID 




- 




Information 
Element Criticality 
Diagnostics 




0..<max 

noof 

errors> 










>IE Criticality 


M 




ENUMERATED(r 
eject, ignore, 
notify) 


The IE Criticality is 
used for reporting the 
criticality of the 
triggering IE. The 
value "Ignore" shall 
never be used. 






>IEID 


M 




INTEGER{0..655 
35) 


The IE ID of the not 
understood or missing 
IE as defined in the 
ASN.1 part of the 
specification. 






>Repetition 
Number 







INTEGER(0..255 
) 


The Repetition 
Number \E gives 

• in case of a not 
understood IE: 
The number of 
occurrences of 
the reported IE 
up to and 
including the not 
understood 
occurrence 

• in case of a 
missing IE: 
The number of 
occurrences up 
to but not 
including the 
missing 
occurrence. 

Note: All the counted 
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occurrences of the 
reported IE must have 
the same topdown 
hierarchical message 
structure of lEs with 
assigned criticality 
above them. 






>Message 
Structure 







9.2.1. 39A 


The Message 
Structure IE describes 
the structure in which 
the not understood or 
missing IE was 
detected. 

This IE is included if 
the not understood IE 
is not the top level of 
the message. 


YES 


ignore 


>Type of Error 


M 




ENUMERATED{ 
not understood, 
missing, ...) 




YES 


ignore 



Range bound 


Explanation 


maxnooferrors 


IVlaximum number of IE errors allowed to be reported with a single 
message. 



9.2.1.14 



C-RNTI 



C-RNTI (Cell RNTI) is the UE identifier allocated by the DRNS to be used over the radio interface. It is unique in the 
cell. One UE Context has one unique C-RNTI value allocated in the DRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


C-RNTI 






INTEGER(0. 
.65535) 





9.2.1. 14A CTFC 

The CTFC is an integer number calculated in accordance with [16], subclause 14.10. Regarding the channel ordering, 
for all transport channels, 'TrCHl' corresponds to the transport channel having the lowest transport channel identity 
among all configured transport channels on this CCTrCH. 'TrCH2' corresponds to the transport channel having the next 
lowest transport channel identity, and so on. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE CTFC Format 










>2 bits long 










»CTFC value 


M 




INTEGER (0..3) 




>4 bits long 










»CTFC value 


M 




INTEGER (0.. 15) 




>6 bits long 










»CTFC value 


M 




INTEGER {0..63) 




>8 bits long 










»CTFC value 


M 




INTEGER (0..255) 




> 12 bits long 










»CTFC value 


M 




INTEGER (0..4095) 




>16 bits long 










»CTFC value 


M 




INTEGER (0. .65535) 




>max nb bits long 










»CTFC value 


M 




INTEGER 
(CmaxCTFC) 
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Range Bound 


Explanation 


MaxCTFC 


Maximum number of the CTFC value is calculated according to the 
following: 

with the notation according to ref. [16] 



9.2.1.15 
Void 



DCH Combination Indicator 



9.2.1.16 DCH ID 

The DCH ID is the identifier of an active dedicated transport channel. It is unique for each active DCH among the 
active DCHs simultaneously allocated for the same UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DCH ID 






INTEGER 
(0..255) 





9.2.1. 16A DCH Information Response 

The DCH Information IE provides information for DCHs that have been established or modified. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DCH Information Response 




1..<maxno 
ofDCHs> 




Several 
DCHs 

belonging to 
the same set 
of 

coordinated 
DCHs may 
be included. 






>DCH ID 


M 




9.2.1.16 




- 




>Binding ID 







9.2.1.3 




- 




>Transport Layer Address 







9.2.1.62 




- 




>Allowed Rate Information 







9.2.1. 2A 




YES 


ignore 



Range bound 


Explanation 


maxnoofDCHs 


IVIaximum number of DCHs for one UE. 



9.2.1.17 
Void. 



Dedicated Measurement Object Type 



9.2.1 .18 Dedicated Measurement Type 

The Dedicated Measurement Type identifies the type of measurement that shall be performed. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Dedicated Measurement 






ENUMERAT 


RSCP and HS-SICH 


Type 






ED(SIR, SIR 

Error, 

Transmitted 

Code Power, 

RSCP, Rx 

Timing 

Deviation, 

Round Trip 

Time, ..., Rx 

Timing 

Deviation 

LCR, Angle 

Of Arrival 

LCR, 

HS-SICH 

Reception 

Quality, Rx 

Timing 

Deviation 

768, Rx 

Timing 

Deviation 

384 

Extended) 


Receptions Quality are used 
by TDD only, Rx Timing 
Deviation and Rx Timing 
Deviation 384 Extended are 
used by 3.84 IVIcps TDD only, 
Rx Timing Deviation LCR is 
used by 1.28 TDD only. 
Round Trip Time, SIR Error 
are used by FDD only. 
Angle Of Arrival LCR is used 
by 1.28l\/lcps TDD only. 
Rx Timing Deviation 768 is 
used by 7.68l\/lcps TDD only. 



NOTE: For definitions of the measurement types refer to ref [11] and [14]. 

9.2.1 .19 Dedicated Measurement Value 

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria 
were met. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Dedicated 
Measurement Value 


M 








— 




>SIR Value 










- 




»SIR Value 


M 




INTEGER( 
0..63) 


According to 
mapping in 
ref. [23] and 
[24] 






>SIR Error Value 








FDD Only 


- 




»SIR Error Value 


M 




INTEGER( 
0..125) 


According to 
mapping in 
[23] 






>Transmltted Code Power 
Value 










— 




»Transmitted Code 
Power Value 


M 




INTEGER( 
0..127) 


According to 
mapping in 
ref. [23] and 
[24] 

Values to 9 
and 123 to 
127 shall not 
be used. 






>RSCP 








TDD Only 


- 




»RSCP 


M 




INTEGER( 
0..127) 


According to 
mapping in 
ref. [24] 






>Rx Timing Deviation Value 








3.84Mcps 
TDD Only 


— 




»Rx Timing Deviation 


M 




INTEGER( 
0..8191) 


According to 
mapping in 
[24] 






> Round Trip Time 








FDD Only 


- 




»Round Trip Time 


M 




INTEGER( 
0..32767) 


According to 
mapping in 
[23] 






>Addltional Dedicated 
Measurement Values 










— 




»Rx Timing Deviation 
Value LCR 








1.28Mcps 
TDD Only 


YES 


reject 


»>Rx Timing Deviation 
LCR 


M 




INTEGER( 
0..511) 


According to 
mapping in 
[24] 






» Angle of Arrival Value 
LCR 








1.28Mcps 
TDD only 


YES 


reject 


»>AOA LCR 


M 




INTEGER( 
0..719) 


According to 
mapping in 
[24] 






»>AOA LCR Accuracy 
Class 


M 




ENUMER 
ATED(A, 
B, C, D, E, 
F, G, H,...) 


According to 
mapping in 
[24] 






»HS-SICH reception 
quality 








Applicable to 
TDD only 


— 




»>HS-SICH reception 
quality Value 




1 






YES 


reject 


»»Failed HS-SICH 


M 




INTEGER 
(0..20) 


According to 
mapping in 
[24] 






»>Missed HS-SICH 


M 




INTEGER 
(0..20) 


According to 
mapping in 
[24] 






»>Total HS-SICH 


M 




INTEGER 
(0..20) 


According to 
mapping in 
[24] 






»Rx Timing Deviation 








7.68IVIcps 


YES 


reject 
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Value 7.68Mcps 








TDD Only 






»>Rx Timing Deviation 
7.68IVIcps 


M 




INTEGER( 
0..65535) 


According to 
mapping in 
[24] 






»Rx Timing Deviation 
Value 3.84Mcps Extended 








3.84 IVIcps 
TDD Only 


YES 


reject 


»>Rx Timing Deviation 
3.84l\/lcps Extended 


M 




INTEGER( 
0. .32767) 


According to 
mapping in 
[24] 






»Extended Round Trip 
Time 








FDD Only 


YES 


ignore 


»>Extended Round 
Trip Time Value 


M 




INTEGER 
(32767.. 10 
3041) 


Continuation 
of intervals 
with step size 
as defined in 
[23]. 







9.2.1 .19A Dedicated Measurement Value Information 

The Dedicated Measurement Value Information IE provides information both on whether or not the Dedicated 
Measurement Value is provided in the message and if provided also the Dedicated Measurement Value itself. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Measurement 
Availability Indicator 


M 








— 




> Measurement Available 










- 




»Dedicated 
Measurement Value 


M 




9.2.1.19 




— 




»CFN 







9.2.1.9 


Dedicated 
Measuremen 
tTime 
Reference 






>Measurement not 
Available 






NULL 




— 





9.2.1 .19Aa Delayed Activation 

The Delayed Activation IE indicates that the activation of the DL power shall be delayed until an indicated CFN or until 
a separate activation indication is received. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Delayed Activation 


M 








>CFN 










» Activation CFN 


M 




CFN 9.2.1.7 




> Separate Indication 






NULL 





9.2.1 .19Ab Delayed Activation Update 

The Delayed Activation Update IE indicates a change of the activation of the DL power for a specific RL. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Delayed Activation 
Update 


M 








> Activate 










» CHOICE Activation Type 


M 








>» Synctironised 










»» Activation CFN 


M 




CFN 9.2.1.7 




>» Unsynclironised 






NULL 




» Initial DL TX Power 


M 




DL Power 
9.2.1.21 




» First RLS Indicator 







9.2.2.1 6A 


FDD Only 


» Propagation Delay 







9.2.2.35 


FDD Only 


»Extended Propagation 
Delay 







9.2.2.33a 


FDD Only 


> Deactivate 










» CHOICE Deactivation type 


M 








>» Synctironised 










»» Deactivation CFN 


M 




CFN 9.2.1.7 




>» Unsynclironised 






NULL 





9.2.1. 19B DG PS Corrections 

The DGPS Corrections IE contains DGPS information used by the UE Positioning A-GPS method. For further details 
on the meaning of parameters, see [31]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


GPS TOW 


M 




INTEGER(0. 
.604799) 


Time in seconds. This field 
indicates the baseline time for 
which the corrections are valid 


Status/Health 


M 




ENUMERAT 
ED 

(UDRE scale 
1.0, UDRE 
scale 0.75, 
UDRE scale 
0.5, UDRE 
scale 0.3, 
UDRE scale 
0.1, no data, 
invalid data) 


This field indicates the status 
of the differential corrections 


Satellite DGPS Corrections 
Information 




1 ..<maxNoSat> 






>SatlD 


M 




SAT ID 
9.2.1. 50A 




>IODE 


M 




BIT 
STRING(8) 


This IE is the sequence 
number for the ephemeris for 
the particular satellite. It can 
be used to determine if new 
ephemeris is used for 
calculating the corrections 
that are provided. This eight- 
bit IE is incremented for each 
new set of ephemeris for the 
satellite and may occupy the 
numerical range of [0, 239] 
during normal operations. 


>UDRE 


M 




ENUMERAT 

ED 

(UDRE 

<1.0m, 

1.0m < 

UDRE< 

4.0m, 

4.0m < 

UDRE< 

8.0m, 

8.0m < 

UDRE,...) 


User Differential Range Error. 
This field provides an 
estimate of the uncertainty (1- 
a) in the corrections for the 
particular satellite. The value 
in this field shall be multiplied 
by the UDRE Scale Factor in 
the common Corrections 
Status/Health field to 
determine the final UDRE 
estimate for the particular 
satellite 


>PRC 


M 




INTEGER( 
-2047..2047) 


Scaling factor 0.32 meters 


>Range Correction Rate 


M 




INTEGER(- 
127.. 127) 


Scaling factor 0.032 m/s 



Range Bound 


Explanation 


maxNoSat 


Maximum number of satellites for which information can be 
provided 



9.2.1. 19C Discard Timer 

The Discard Timer IE defines the time to Uve for a MAC-hs SDU starting from the instant of its arrival into an HSDPA 
Priority Queue. The DRNS shall use this information to discard out-of-date MAC-hs SDUs from the HSDPA Priority 
Queues. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Discard Timer 






ENUMERAT 
ED (20, 40, 
60,80, 100, 
120, 140, 
160, 180, 
200, 250, 
300, 400, 
500, 750, 
1000, 1250, 
1500, 1750, 
2000, 2500, 
3000, 3500, 
4000, 4500, 
5000, 7500, 


Unit: ms 



9.2.1 .20 Diversity Control Field 

The Diversity Control Field indicates if the current RL may, must or must not be combined with the already existing 
RLs. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Diversity Control Field 






ENUMERAT 
ED(May, 
Must, Must 
not. 





9.2.1.21 

Void. 



Diversity Indication 



9.2.1. 21 A DL Power 

The DL Power IE indicates a power level relative to the [FDD - primary CPICH power] [TDD - PCCPCH power] 
configured in a cell. [FDD - If referred to a DPCH, it indicates the power of the transmitted DPDCH symbols. If 
referred to an F-DPCH, it indicates the Reference F-DPCH TX Power]. If Transmit Diversity is applied to a downlink 
physical channel, the DL Power IE indicates the power offset between the linear sum of the power for this downlink 
physical channel on all branches and the [FDD - primary CPICH power] [TDD - PCCPCH power] configured in a cell. 

[TDD - If referred to a DPCH, it indicates the power of a spreading factor 16 code, the power for a spreading factor 1 
code would be 12 dB higher]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Power 






INTEGER (- 
350.. 150) 


Value = DLPower/10 

UnitdB 

Range -35.0.. +15.0 

Step 0.1 dB 



9.2.1.22 

Void 



Downlink SIR Target 



9.2.1 .23 DPCH Constant Value 

DPCH Constant Value is the power margin used by a UE to set the proper uplink power. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DPCH Constant Value 






INTEGER (- 
10.. 10) 


UnitdB 
Granularity 1 dB. 



9.2.1.24 D-RNTI 

The D-RNTI identifies the UE Context in the DRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


D-RNTI 






INTEGER(0. 
.2^^20-1) 





9.2.1.25 



D-RNTI Release Indication 



The D-RNTI Release Indication indicates whether or not a DRNC shall release the D-RNTI allocated for a particular 
UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


D-RNTI Release Indication 






ENUMERAT 

ED(Release 

D-RNTI, not 

Release 

D-RNTI) 





9.2.1 .26 DRX Cycle Length Coefficient 

The DRX Cycle Length Coefficient is used as input for the formula to establish the paging occasions to be used in 
DRX. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DRX Cycle Length 
Coefficient 






INTEGER 
(3..9) 


Refers to 'k' in the formula as 
specified in ref. [15], 
Discontinuous Reception. 



9.2.1. 26A DSCH ID 

Void. 

9.2.1 .26Aa DSCH Initial Window Size 

Void. 

9.2.1 .26B DSCH Flow Control Information 

Void. 

9.2.1. 26Ba DSCH-RNTI 

Void. 
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9.2.1 .26Bb Extended GSM Cell Individual Offset 

Extended GSM Cell individual offset is an offset that will be applied by UE to the measurement results for GSM carrier 
RSSI according to [16]. It shall be used when the offset exceeds the range of values that can be indicated using the Cell 
Individual Offset IE (Subclause 9.2.1.7). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Extended GSIVI Cell Individual 
Offset 






INTEGER (- 
50..-11 1 
11. .50) 


Unit in dB. Step size is 1 dB. 



9.2.1 .26C FACH Flow Control Information 

The FACH Flow Control Information IE provides flow control information for each scheduling priority class for the 
FACH FP over lur. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


FACH Flow Control 
Information 




1..16 






— 




>FAGH Scheduling Priority 


M 




Scheduling 
Priority 
Indicator 
9.2.1.51A 








>MAC-c/sh SDU Length 




1..<maxNb 
MAC- 
c/shSDUL 
ength> 










»l\/IAC-c/sh SDU Length 


M 




9.2.1.34 




- 




>FACH Initial Window Size 


M 




9.2.1.27 




- 





Range bound 


Explanation 


maxNbMAC-c/shSDULength 


Maximum number of different MAC-c/sh SDU lengths. 



9.2.1.27 



FACH Initial Window Size 



Indicates the initial number of MAC-c/sh SDUs that may be transmitted before an acknowledgement is received from 
the DRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


FACH Initial Window Size 






INTEGER(0. 
.255) 


Number of frames (MAC-c/sh 

SDUs.) 

255 = Unlimited number of 

FACH data frames. 



9.2.1.28 FACH Priority Indicator 

Void 

9.2.1. 28A FN Reporting Indicator 

Frame Number reporting indicator. 

Indicates if the SEN or CFN shall be included together with the reported measurement value. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


FN reporting indicator 






ENUMERAT 
ED(FN 

reporting 
required, FN 
reporting not 

required) 





9.2.1 .29 Frame Handling Priority 

This parameter indicates the priority level to be used during the lifetime of the DCH, [TDD - DSCH] for temporary 
restriction of the allocated resources due overload reason. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Frame Handling Priority 






INTEGER 
(0..15) 


0=Lowest Priority, 
15=Highest Priority 



9.2.1.30 



Frame Offset 



Frame Offset is the required offset between the dedicated channel downlink transmission frames (CFN, Connection 
Frame Number) and the broadcast channel frame offset (Cell Frame Number). The Frame Offset is used in the 
translation between Connection Frame Number (CFN) on lub/Iur and least significant 8 bits of SFN (System Frame 
Number) on Uu. The Frame Offset is UE and cell specific. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Frame Offset 






INTEGER 
(0..255) 


Frames 



9.2.1 .30A GA Point with Uncertainty 

This IE contains one of the possible descriptions of a Cell Geographical Area. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Uncertainty Code 


M 




INTEGER( 
0..127) 


The uncertainty "r" is derived 
from the "uncertainty code" k 

r=10x(1.1^-1) 



9.2.1 .SOB GA Ellipsoid Point with Uncertainty Ellipse 

This IE contains one of the possible descriptions of a Cell Geographical Area. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Uncertainty Ellipse 


M 




9.2.1. 68A 




Confidence 


M 




INTEGER( 
0..127) 





9.2.1 .300 GA Ellipsoid Point with Altitude 

This IE contains one of the possible descriptions of a Cell Geographical Area. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Altitude and direction 


M 




9.2.1. 2B 





9.2.1 .30D GA Ellipsoid Point with Altitude and Uncertainty Ellipsoid 

This IE contains one of the possible descriptions of a Cell Geographical Area. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Altitude and direction 


M 




9.2.1. 2B 




Uncertainty Ellipse 


M 




9.2.1. 68A 




Uncertainty Altitude 


M 




INTEGER( 
0..127) 




Confidence 


M 




INTEGER( 
0..127) 





9.2.1. 30E GA Ellipsoid Arc 

This IE contains one of the possible descriptions of a Cell Geographical Area. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Inner radius 


M 




INTEGER( 
0..2^^-1) 


The relation between the 
value (N) and the radius (r) in 
meters it describes is 5N< r 
<5{N+1), except for N=2^^-1 
for which the range is 
extended to include all grater 
values of (r). 


Uncertainty radius 


M 




INTEGER( 
0..127) 


The uncertainty "r" is derived 
from the "uncertainty code" k 

r=10x(1.1^-1) 


Offset angle 


M 




INTEGER( 
0..179) 


The relation between the 
value (N) and the angle (a) in 
degrees it describes is 
2N<a<2(N+1) 


Included angle 


M 




INTEGER( 
0..179) 


The relation between the 
value (N) and the angle (a) in 
degrees it describes is 
2N<a<2(N+1) 


Confidence 


M 




INTEGER( 
0..127) 





9.2.1.30F Geographical Coordinates 

This IE contains the description of geographical coordinates. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Latitude Sign 


M 




ENUMERAT 

ED(North, 

South) 




Degrees Of Latitude 


M 




INTEGER( 


The IE value (N) is derived by 

this formula: 

N<2^^X/90<N+1 

X being the latitude in degree 

(0°..90°) 


Degrees Of Longitude 


M 




INTEGER( 
-2^1.2^^-1) 


The IE value (N) is derived by 
this formula: 
N<2^^ X /360 < N+1 
X being the longitude in 
degree (-180°.. +180°) 



9.2.1 .30Fa GERAN Cell Capability 

The GERAN Cell Capability IE is used to transfer the capabiHties of a certain GERAN cell via the lur interface. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


GERAN Cell Capability 


M 




BIT STRING 

(16) 


Each bit indicates whether a 
cell supports a particular 
functionality or not. The value 
1 of a bit indicates that the 
corresponding functionality is 
supported in a cell and value 
indicates that the 
corresponding functionality is 
not supported in a cell. Each 
bit is defined as follows. 
The first bit: A/Gb mode. 
The second bit: lu mode. 
Note that undefined bits are 
considered as a spare bit and 
spare bits shall be set to by 
the transmitter and shall be 
ignored by the receiver. 



9.2.1. 30Fb GERAN Classmark 

The GERAN Classmark IE is used to transfer the capabilities of a certain GERAN lu-mode capable cell via the lur 
interface. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


GERAN Classmark 


M 




OCTET 
STRING 


Contents defined in [38] 



9.2.1 .30Fc GERAN System Information 

The GERAN System Information IE provides GERAN specific information. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


GERAN System Info 




1..<maxNrOfGER 
ANSI> 






>GERAN System Info 
Block 


M 




OCTET 

STRING 

(1..23) 


The first octet contains octet 
1 of the GERAN system 
information block, the 
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second octet contains octet 2 
of the GERAN system 
information block and so on. 




Range bound 


Explanation 


maxNrOfGERANSI 


Maximum number of GERAN SI blocks that can be provided as 
part of NAGC information 



9.2.1. 30G GPS Almanac 

This IE provides the information regarding the GPS Almanac. For further details on the meaning of parameters, see 
[30]. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


WNa 


M 




BIT 
STRING(8) 




Satellite Almanac Information 


M 


1..<maxNo 
OfSatAlma 
nao 




See Note 1 . 


>DatalD 


M 




INTEGER 

(0..3) 




>SatlD 


M 




SAT ID 
9.2.1.50A 




>e 


M 




BIT 

STRING(16) 




>toa 


M 




BIT 
STRING(8) 




>8i 


M 




BIT 
STRING(16) 




>OMEGADOT 


M 




BIT 
STRING(16) 




>SV Health 


M 




BIT 

STRING(8) 




>A"'' 


M 




BIT 
STRING(24) 




>OMEGAo 


M 




BIT 
STRING(24) 




>Mo 


M 




BIT 
STRING(24) 




xn 


M 




BIT 
STRING(24) 




>afo 


M 




BIT 
STRING(11) 




>afi 


M 




BIT 
STRING(11) 




SV Global Health 







BIT 
STRING(364) 





Range Bound 


Explanation 


maxNoOfSatAlmanac 


Maximum number of satellite almanacs for which information 
can be provided 



Note 1 : This information element is a simplified representation of the ASN. 1 description. Repetitions 1 through 
maxNoSat and repetitions maxNoSat+1 through maxNoOfSatAlmanac are represented by separate ASN.l structures 
with different criticality. 

9.2.1 .30H GPS Ionospheric Model 

This IE provides the information regarding the GPS Ionospheric Model. For further details on the meaning of 
parameters, see [30]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


ao 


M 




BIT 
STRING(8) 




ai 


M 




BIT 
STRING(8) 




a2 


M 




BIT 
STRING(8) 




0C3 


M 




BIT 
STRING(8) 




Po 


M 




BIT 
STRING(8) 




p1 


M 




BIT 
STRING(8) 




P2 


M 




BIT 
STRING(8) 




P3 


M 




BIT 
STRING(8) 





9.2.1 .301 GPS Navigation Model and Time Recovery 

This IE contains subframes 1 to 3 of the GPS navigation message. For further details on the meaning of parameters, see 
[30]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Navigation Message 1to3 




1..<maxNoSat> 






>Transmission TOW 


M 




INTEGERO.. 
1 048575) 


Time of the Week when the 
message is broadcast. 


>SatlD 


M 




SAT ID 
9.2.1. 50A 




>TLM Message 


M 




BIT 
STRING(14) 




>Tlm Revd (C) 


M 




BIT 
STRING(2) 




>HO-Word 


M 




BIT 
STRING(22) 




>WN 


M 




BIT 
STRING(10) 




>C/A or P on L2 


M 




BIT 
STRING(2) 




>User Range Accuracy 
Index 


M 




BIT 
STRING(4) 




>SV Health 


M 




BIT 
STRING(6) 




>IODC 


M 




BIT 
STRING(10) 




>L2 P Data Flag 


M 




BIT 
STRING(1) 




>SF 1 Reserved 


M 




BIT 
STRING(87) 




>Tgd 


M 




BIT 
STRING(8) 




>toc 


M 




BIT 
STRING(16) 




>af2 


M 




BIT 
STRING(8) 




>afi 


M 




BIT 
STRING(16) 




>afo 


M 




BIT 
STRING(22) 




>Crs 


M 




BIT 
STRING(16) 




>An 


M 




BIT 
STRING(16) 




>Mo 


M 




BIT 
STRING(32) 




>Cuc 


M 




BIT 
STRING(16) 




>e 


M 




BIT 
STRING(32) 




>Cus 


M 




BIT 
STRING(16) 




>(A)"^ 


M 




BIT 
STRING(32) 




>toe 


M 




BIT 
STRING(16) 




>Fit Interval Flag 


M 




BIT 
STRING(1) 




>AODO 


M 




BIT 
STRING(5) 




>Cic 


M 




BIT 
STRING(16) 




>OMEGAo 


M 




BIT 
STRING(32) 




>Cis 


M 




BIT 
STRING(16) 




>io 


M 




BIT 
STRING(32) 




>Crc 


M 




BIT 
STRING(16) 
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xo 


M 




BIT 
STRING(32) 




>OMEGAdot 


M 




BIT 
STRING(24) 




>ldot 


M 




BIT 
STRING(14) 




>Spare/zero fill 


M 




BIT 
STRING(20) 





Range Bound 


Explanation 


maxNoSat 


Maximum number of satellites for which information can be 
provided 



9.2.1 .30J GPS Real-Time Integrity 

This IE provides the information regarding the status of the GPS constellation. For further details on the meaning of 
parameters, see [30]. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Bad Satellites Presence 


M 








>Bad Satellites 










»Satellite Information 




1..<maxN 
oSat> 






»>BadSatlD 


M 




SAT ID 
9.2.1.50A 




>No Bad Satellites 






NULL 





Range Bound 


Explanation 


MaxNoSat 


Maximum number of satellites for which information can be 
provided 



9.2.1 .30K GPS Receiver Geographical Position (GPS RX Pes) 

The GPS Receiver Geographical Position is used to identify the geographical coordinates of a GPS receiver relevant for 
a certain Information Exchange Object. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Altitude and direction 


M 




9.2.1. 2B 





9.2.1. SOL GPS UTG Model 

This IE provides the information regarding the GPS UTC Model. For further details on the meaning of parameters, see 
[30]. 
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IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Ai 


M 




BIT 
STRING(24) 




Ao 


M 




BIT 
STRING(32) 




tot 


M 




BIT 

STRING(8) 




AtLS 


M 




BIT 
STRING(8) 




WN, 


M 




BIT 

STRING(8) 




WNlsf 


M 




BIT 

STRING(8) 




DN 


M 




BIT 

STRING(8) 




AtLSF 


M 




BIT 

STRING(8) 





9.2.1.30M Guaranteed Rate Information 

The Guaranteed Rate Information IE indicates the TFI corresponding to the guaranteed bit rate for the uplink and/or the 
downlink of a DCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Guaranteed UL Rate 







INTEGER(1. 
.maxTFcount 
) 


"1":TFI0, 
"2": TFI 1, 
"3": TFI 2, 


Guaranteed DL Rate 







INTEGER(1. 
.maxTFcount 
) 


"1":TFI0, 
"2": TFI 1, 
"3": TFI 2, 



9.2.1. SON HCSPrio 

The HCS Prio is the characteristics of the cell as defined in [15]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HCS Prio 






INTEGER 

(0..7) 


0=Lowest Priority, 
7=Highest Priority 



9.2.1 .30NA HS-DSCH Information To IVIodify Unsynchronised 

The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a UE 
Context with the Unsynchronised Radio Link Reconfiguration procedure. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



288 



ETSI TS 125 423 V7.4.0 (2007-03) 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d Flow 
Specific Information 




0..<max 

noofMA 

CdFlow 

s> 










>HS-DSCH MAC-d Flow ID 


M 




9.2.1. 30O 




- 




>Allocation/Retention 
Priority 







9.2.1.1 




— 




>Transport Bearer Request 
Indicator 


M 




9.2.1.61 




— 




>Traffic Class 







9.2.1. 58A 




- 




>Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>Transport Layer Address 







9.2.1.62 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>TNL QoS 







9.2.1. 56A 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 


YES 


ignore 


Priority Queue Information 




0..<maxn 
oofPrioQ 
ueues> 










>Priority Queue ID 


M 




9.2.1. 45A 




- 




>Scheduling Priority 
Indicator 







9.2.1.51A 




— 




>Discard Timer 







9.2.1. 19C 




- 




>IVIAC-hs Guaranteed Bit 
Rate 







9.2.1.34Aa 




— 




CQI Power Offset 







9.2.2.24b 


For FDD only 


- 




ACK Power Offset 







9.2.2.b 


For FDD only 


- 




NACK Power Offset 







9.2.2.26a 


For FDD only 


- 




HS-SCCH Power Offset 







9.2.2.19d 


For FDD only 


- 




TDD ACK NACK Power 
Offset 







9.2.3.71 


For TDD only 


— 




HARO Preamble IVIode 







9.2.2.57 


For FDD only 


YES 


ignore 


MIMO Information To Modify 







9.2.2.77 


For FDD only 


YES 


reject 



9.2.1 .30Na HS-DSCH Initial Capacity Allocation 

The HS-DSCH Initial Capacity Allocation IE provides flow control information for each scheduling priority class for 
the HS-DSCH FP over lur. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH Initial Capacity 
Allocation 




maxnoofPr 
ioQueues> 






>Scheduling Priority 
Indicator 


M 




9.2.1.51A 




>Maximum MAC-d PDU 
Size 


M 




MAC-d PDU Size 
9.2.1. 34A 




>HS-DSCH Initial 
Window Size 


M 




9.2.1. 30Nb 
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Range Bound 


Explanation 


maxnoofPrioQueuess 


Maximum number of Priority Queues 
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9.2.1 .30Nb HS-DSCH Initial Window Size 

Indicates the initial number of MAC-d PDUs that may be transmitted before new credits are received from the DRNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


HS-DSCH Initial Window 
Size 






INTEGER (1.. 255) 


Number of MAG-d PDUs 



9.2.1 .300 HS-DSCH MAC-d Flow ID 

HS-DSCH MAC-d Flow ID is the unique identifier for one MAC-d flow. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH MAC-d Flow ID 






INTEGER 
(0..7) 





9.2.1 .30OA HS-DSCH MAC-d Flows Information 

The HS-DSCH MAC-d Flows Information IE is used for the establishment of HS-DSCH MAC-d flows for a UE 
Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d Flow 
Specific Information 




1..<max 

noofMA 

CdFlow 

s> 
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>HS-DSCH MAC-d Flow 
ID 


M 




9.2.1. 30Q 




— 




>Allocation/Retention 
Priority 


M 




9.2.1.1 




— 




>Traffic Class 


M 




9.2.1. 58A 




- 




>Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>Transport Layer 
Address 







9.2.1.62 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>TNL QoS 







9.2.1. 56A 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 


YES 


ignore 


>TrCH Source Statistics 
Descriptor 







9.2.1.65 




YES 


ignore 


Priority Queue 
Information 




1..<maxn 
oofPrioQ 
ueues> 










>Priority Queue ID 


M 




9.2.1. 45A 




- 




>Associated HS-DSCH 
MAC-d Flow 


M 




HS-DSCH 

MAC-d Flow 

ID 

9.2.1. 30Q 


The HS-DSCH 
MAC-d Flow ID 
shall be one of 
the flow IDs 
defined in the 
HS-DSCH 
MAC-d Flow 
Specific 
Information of 
this IE. 

Multiple Priority 
Queues can be 
associated with 
the same HS- 
DSCH MAC-d 
Flow ID. 






>Scheduling Priority 
Indicator 


M 




9.2.1.51A 




— 




>T1 


M 




9.2.1. 54A 




- 




>Discard Timer 







9.2.1. 19C 




- 




>MAC-hs Window Size 


M 




9.2.1. 34C 




- 




>MAC-hs Guaranteed Bit 
Rate 







9.2.1.34Aa 




— 




>MAC-d PDU Size 
Index 




1..<maxn 
oofMACd 
PDUinde 
xes> 










»SID 


M 




9.2.1. 52D 




- 




»MAC-d PDU Size 


M 




9.2.1.34A 




- 




>RLC Mode 


M 




9.2.1. 48D 




- 





Range Bound 


Explanation 


maxnoofMACdFlows 


Maximum number of HS-DSCH MAC-d flows 


maxnoofPrioQueues 


Maximum number of Priority Queues 


maxnoofMA CdPDUindexes 


Maximum number of different MAC-d PDU SIDs 
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9.2.1 .30OB HS-DSCH MAC-d Flows To Delete 

The HS-DSCH MAC-d Flows To Delete IE is used for the removal of HS-DSCH MAC-d flows from a UE Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH MAC-d Flows To 
Delete 




1..<maxno 
ofMACdFI 
ows> 






>HS-DSCH MAC-d Flow 
ID 


M 




9.2.1. 30O 





Range Bound 


Explanation 


maxnoofMACdFlows 


Maximum number of HS-DSCH MAC-d flows 



9.2.1 .30Oa HS-DSCH Physical Layer Category 

The HS-DSCH Physical Layer Category IE defines a set of UE radio access capabilities related to HSDPA, as defined 
in [42]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH Physical Layer 
Category 






INTEGER (1.. 64,...) 





9.2.1. SOP HS-DSCH-RNTI 

The HS-DSCH-RNTI is needed for the UE-specific CRC in HS-SCCH and HS-DSCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH-RNTI 






INTEGER 
(0..65535) 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d Flow 
Specific Information 




0..<maxn 
oofMACd 
Flows> 










>HS-DSCH MAC-d Flow ID 


M 




9.2.1. 30Q 




- 




>Allocation/Retention 
Priority 


Q 




9.2.1.1 




— 




>Transport Bearer Request 
Indicator 


M 




9.2.1.61 




— 




>Traffic Class 


Q 




9.2.1. 58A 




- 




>Binding ID 


Q 




9.2.1.3 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>Transport Layer Address 


Q 




9.2.1.62 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 






>TNL QoS 







9.2.1. 56A 


Shall be 
ignored if 
bearer 

establishment 
with ALCAP. 


YES 


ignore 


Priority Queue Information 




0..<maxn 
oofPrioQ 
ueues> 










>CHOICE Priority Queue 


M 








- 




»Add Priority Queue 










- 




»>Priority Queue ID 


M 




9.2.1. 45A 




- 




»>Associated HS-DSCH 
MAC-d Flow 


M 




HS-DSCH 
MAC-d 
Flow ID 
9.2.1. 30Q 


Shall only 
refer to a HS- 
DSCH MAC-d 
flow already 
existing in the 
old 

configuration. 
Multiple 
Priority 
Queues can 
be associated 
with the same 
HS-DSCH 
MAC-d Flow 
ID. 






»>Scheduling Priority 
Indicator 


M 




9.2.1.51A 




— 




»>T1 


M 




9.2.1. 54A 




- 




»>Discard Timer 







9.2.1. 19C 




- 




»>MAC-hs Window Size 


M 




9.2.1. 34C 




- 




»>MAC-hs Guaranteed 
Bit Rate 


Q 




9.2.1. 34Aa 




— 




»>MAC-d PDU Size 
Index 




1..<maxn 
oofMACd 
PDUinde 
xes> 










»»SID 


M 




9.2.1. 52D 




- 




»»MAC-d PDU Size 


M 




9.2.1. 34A 




- 




»>RLC Mode 


M 




9.2.1. 48D 




- 




»Modify Priority Queue 










- 




»>Priority Queue ID 


M 




9.2.1. 45A 


Shall only 
refer to a 
Priority Queue 
already 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 










existing in the 

old 

configuration. 






»>Scheduling Priority 
Indicator 


Q 




9.2.1. 51 A 




— 




»>T1 


Q 




9.2.1. 54A 




- 




»>Discard Timer 







9.2.1. 19C 




- 




»>MAC-hs Window Size 


Q 




9.2.1. 34C 




- 




»>MAC-hs Guaranteed 
Bit Rate 


Q 




9.2.1. 34Aa 




— 




»>MAC-d PDU Size 
Index 




0..<maxn 
oofMACd 
PDUinde 
xes> 










»»SID 


M 




9.2.1. 52D 




- 




»»MAC-d PDU Size 


M 




9.2.1. 34A 




- 




»Delete Priority Queue 










- 




»>Priority Queue ID 


M 




9.2.1. 45A 


Shall only 
refer to a 
Priority Queue 
already 
existing in the 
old 
configuration. 






MAC-hs Reordering Buffer Size 
for RLC-UM 


Q 




9.2.1. 34Ab 




— 




CQI Feedback Cycle k 


Q 




9.2.2.24a 


For FDD only 


- 




CQI Repetition Factor 


Q 




9.2.2.24c 


For FDD only 


- 




ACK-NACK Repetition Factor 


Q 




9.2.2.a 


For FDD only 


- 




CQI Power Offset 







9.2.2.24b 


For FDD only 


- 




ACK Power Qffset 







9.2.2.b 


For FDD only 


- 




NACK Power Qffset 


Q 




9.2.2.26a 


For FDD only 


— 




HS-SCCH Power Offset 







9.2.2. 19d 


For FDD only 


- 




HS-SCCH Code Change Grant 







9.2.1. 30S 




- 




HS-PDSCH Code Change 
Grant 


Q 




9.2.1. 30W 


For FDD only 


— 


— 


TDD ACK NACK Power Qffset 


Q 




9.2.3.71 


For TDD only 


- 




HARQ Preamble IVIode 


Q 




9.2.2.57 


For FDD only 


YES 


ignore 


Ml MO Information To Modify 







9.2.2.77 


For FDD only 


YES 


reject 



Range bound 


Explanation 


maxnoofMACdFlows 


Maximum number of MAC-d flows. 


maxnoofPrioQueues 


Maximum number of Priority Queues. 


maxnoofMACdPDUindexes 


Maximum number of MAC-d PDU Size Indexes 
(SIDs). 



9.2.1 .30R HS-SCCH Code Change Indicator 

The HS-SCCH Code Change Indicator indicates whether the HS-SCCH Code change is needed or not. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


HS-SCCH Code Change 
Indicator 






ENUMERAT 

ED (HS- 
SCCH Code 
Change 
needed) 
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9.2.1 .30S HS-SCCH Code Change Grant 

The HS-SCCH Code Change Grant IE indicates that modification of HS-SCCH Codes is granted. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-SCCH Code Change 
Grant 






ENUMERAT 

ED(Change 

Granted) 





9.2.1. SOT IMEI 

The IMEI is a permanent UE Equipment Identity, see ref. [1]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IMEI 






OCTET STRING 
(SIZE (8)) 


- hexadecimal digits to F, two 
hexadecimal digits per octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- 1 1 1 1 used as filler for bits 8 to 
5 of last octet 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 15. 



9.2.1. SOU IMEISV 

The IMEISV is a permanent UE Equipment Identity, see ref. [1]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IMEISV 






OCTET STRING 
(SIZE (8)) 


- hexadecimal digits to F, two 
hexadecimal digits per octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- 1 1 1 1 used as filler for bits 8 to 
5 of last octet 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 16. 



9.2.1 .SOV HS-PDSCH Code Change Indicator [FDD] 

The HS-PDSCH Code Change Indicator indicates whether the HS-PDSCH Code change is needed or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-PDSCH Code Change 
Indicator 






ENUMERATED (HS- 
PDSCH Code 
Change needed) 
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9.2.1 .30W HS-PDSCH Code Change Grant [FDD] 

The HS-PDSCH Code Change Grant IE indicates that modification of HS-PDSCH Codes is granted. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-PDSCH Code Change 
Grant 






ENUMERATED{Chan 
ge Granted) 





9.2.1.31 IMSI 

The IMSI is the permanent UE user Identity, see ref. [1]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IMSI 






OCTET 

STRING 

(SIZE(3..8)) 


-Decimal digits coded in 

BCD 

-'1111' used as filler 

-bit 4 to 1 of octet n is 

encoding digit 2n-1 

-bit 8 to 5 of octet n is 

encoding digit 2n 



9. 2. 1.31 A Information Exchange ID 

The Information Exchange ID uniquely identifies any requested information per RNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Information Exchange ID 


M 




INTEGER(0 
..2'^20-1) 





9.2.1 .31 B Information Exchange Object Type 

Void. 

9.2.1 .31 C Information Report Characteristics 

The information report characteristics define how the reporting shall be performed. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Information Report 
Characteristics Type 


M 








>0n Demand 






NULL 




> Periodic 










»CHOICE Information 
Report Periodicity Scale 


M 






The frequency with which the 
Node B shall send information 
reports. 


»>minute 










»»Report 
Periodicity Value 


M 




INTEGER 
(1..60,...) 




»>hour 










»»Report 
Periodicity Value 


M 




INTEGER 
(1..24,...) 




>0n Modification 










»lnformation Threshold 







9.2.1. 31 D 
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9.2.1 .31 D Information Threshold 

The Information Threshold indicates which kind of information shall trigger the Information Reporting procedure. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Information 
Type Item 


M 








- 




>DGPS 
Corrections 










- 




»PRC 
Deviation 


M 




ENUMERATED( 
1,2,5,10,...) 


PRC deviation in 
meters from the 
previously reported 
value, which shall 
trigger a report 







9.2.1 .31 E Information Type 

The Information Type indicates which kind of information the RNS shall provide. 
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IE/Group Name 



Presence 



Range 



IE Type and 
Reference 



Semantics Description 



Information Type Item 



M 



ENUMERAT 
ED 

(UTRAN 
Access Point 
Position with 
Altitude, 
UTRAN 
Access Point 
Position, 
IPDL 

Parameters, 
GPS 

Information, 
DGPS 
Corrections, 
GPSRX 
Pos, SFN- 
SFN 

IVIeasureme 
nt Reference 
Point 

Position,..., 
Cell 

Capacity 
Class, 
NACC 
Related 
Data, IVIBMS 
Bearer 
Service Full 
Address, 
Inter- 
frequency 
Cell 
Information) 



For information exchange on 
the lur-g interface, only the 
Cell Capacity Class is used. 



GPS Information 



C-GPS 



1 . . <maxnoofGPS Type 
s> 



>GPS Information Item 



ENUMERAT 
ED 
(GPS 
Navigation 
Model and 
Time 
Recovery, 
GPS 

Ionospheric 
Model, 
GPS UTC 
Model, 
GPS 

Almanac, 
GPS Real- 
Time 
Integrity, 



Condition 


Explanation 


GPS 


This IE shall be present if the Information Type Item IE 
indicates "GPS Information". 



Range Bound 


Explanation 


maxnoofGPSTypes 


Maximum number of GPS Information Types supported in one 
Information Exchange. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



300 



ETSI TS 125 423 V7.4.0 (2007-03) 



9.2.1 .31 F IPDL Parameters 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE IPDL Parameters 










- 




>IPDL FDD Parameters 










- 




»IPDL FDD parameters 


M 




9.2.2.21 B 




- 




>IPDL TDD Parameters 








Applicable to 
3.84IVIcps 
TDD and 
7.68Mcps 
TDD only 






»IPDL TDD parameters 


M 




9.2.3.4B 




- 




>Additional IPDL Parameters 










- 




»IPDL TDD Parameters 
LCR 








Applicable to 
1 .28Mcps 
TDD only 






»>IPDLTDD 
parameters LCR 


M 




9.2.3.4Bb 




YES 


reject 



9. 2.1. 31 G Inter-frequency Cell Information 

This IE contains the inter-frequency cell information of a cell in the DRNS broadcased in SIBl 1 or SIB 12. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SIB11 




0..2 






>lnter-frequency Cell 
Indication- SIB11 


M 




lnteger(0..1) 


Value tag in 10.3.7.45 in [16] 
with the same IE name. 


>lnter-frequency Cell List 
in SIBl 1 




0..<maxCellSIB11 
OrSIB12> 






»lnter-frequency Cell Id 


M 




lnteger(0..31) 


The order of the inter- 
frequency cell in SIB1 1 . 


»DL UARFCN 


M 




UARFCN 
9.2.1.66 




»UL UARFCN 







UARFCN 
9.2.1.66 


If this IE is not present, the 
default duplex distance 
defined for the operating 
frequency band shall be used 
[43] 


»Primary Scrambling 
Code 


M 




9.2.1.45 




SIB12 




0..2 






>lnter-frequency Cell 
Indication- SIBl 2 


M 






Value tag in 10.3.7.45 in [16] 
with the same IE name. 


>lnter-frequency Cell List in 
SIB12 




0..<maxCellSIB11 
OrSIB12> 






»lnter-frequency Cell Id 






lnteger(0..31) 


The order of the inter- 
frequency cell in SIBl 2. 


»DL UARFCN 


M 




UARFCN 
9.2.1.66 




»UL UARFCN 







UARFCN 
9.2.1.66 


If this IE is not present, the 
default duplex distance 
defined for the operating 
frequency band shall be used 
[43] 


»Primary Scrambling 
Code 


M 




9.2.1.45 





Range bound 


Explanation 


maxCellSIB110rSIB12 


IVIaximum number of inter-frequency cells broadcased in SIB1 1 or 
SIB12. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



301 



ETSI TS 125 423 V7.4.0 (2007-03) 



9.2.1.32 



L3 Information 



This parameter contains the Layer 3 Information from a Uu message as received from the UE over the Uu interface or 
the Layer 3 Information for a Uu message to be sent to a UE by the DRNC, as defined in ref [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


L3 Information 






BIT STRING 


The content is defined in ref. 
[16] 



9.2.1.33 

Void. 



Limited Power Increase 



9.2.1. 33A Load Value 

The Load Value IE contains the total load on the measured object relative to the maximum planned load for both the 
uplink and downlink. It is defined as the load percentage of the Cell Capacity Class. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplinl< Load Value 


M 




INTEGER(0. 
.100) 


Value shall indicate the 
minimum load, and 100 shall 
indicate the maximum load. 
Load should be measured on 
a linear scale. 


Downlinl< Load Value 


M 




INTEGER(0. 
.100) 


Value shall indicate the 
minimum load, and 100 shall 
indicate the maximum load. 
Load should be measured on 
a linear scale. 



9.2.1 .34 MAC-c/sh SDU Length 

Indicates die MAC-c/sh SDU Length. Which is used for EACH, [TDD - DSCH and USCH]. There may be multiple 
MAC-c/sh SDU Lengths per priority class. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MAC-c/sh SDU Length 






INTEGER(1. 
.5000) 


Size of the IVIAG-c/sh SDU in 
number of bits. 



9.2.1. 34A MAC-dPDUSize 

The MAC-d PDU Size IE provides the size in bits of the MAC-d PDU. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MAC-d PDU Size 






INTEGER 
(1..5000,...) 





9.2.1 .34Aa MAC-hs Guaranteed Bit Rate 

The MAC-hs Guaranteed Bit Rate IE indicates the guaranteed number of bits per second that Node B should deliver 
over the air interface under normal operating conditions (provided there is data to deliver). If the MAC-hs Guaranteed 
Bit Rate IE is received with the value set to during RL set up or modification, no guarantee is applied. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MAG-hs Guaranteed Bit 
Rate 






INTEGER 
(0..2'^24-1, 


Unit: bit/s 



9.2.1 .34Ab MAC-hs Reordering Buffer Size for RLC-UM 

The MAC-hs Reordering Buffer Size for RLC-UM IE indicates the portion of the buffer in the UE that can be used for 
RLC-UM traffic (i.e. for Priority Queues whose RLC Mode IE is set to "RLC-UM"). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIAC-hs Reordering Buffer 
Size for RLC-UM 






INTEGER 
(0..300,...) 


Unit: KBytes 

And N KBytes = N*1024 

Bytes. 

The D R N S sliall use this 

value to avoid the overflow of 
the UE buffer. 



9.2.1 .34B MAC-hs Reset Indicator 

The MAC-hs Reset Indicator IE indicates that a reset of the MAC-hs is not required. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MAG-hs Reset Indicator 






ENUMERATED 
(MAC-hs 
Not Reset) 





9.2.1. 34C MAC-hs Window Size 

The MAC-hs Window Size IE is used for MAC-hs PDU retransmission as defined in [41]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MAC-hs Window Size 






ENUMERAT 
ED (4, 6, 8, 
12, 16,24, 
32,...) 





9.2.1 .35 Maximum Allowed UL Tx Power 

Maximum Allowed UL Tx Power is the maximum power that a UE in a particular cell is allowed to transmit. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Allowed UL Tx 
Power 






INTEGER(- 
50..+33) 


dBm 



9.2.1.35A Measurement Availability Indicator 

Void 
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9.2.1 .35B Measurement Change Time 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Measurement Change Time 


M 




INTEGER 
(1..6000,...) 


Unit: ms 

Range: 10..60000ms 

Step: 10 ms 



9.2.1 .36 Measurement Filter Coefficient 

The Measurement Filter Coefficient determines the amount of filtering to be applied for measurements. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Measurement Filter 
Coefficient 






ENUMERAT 

ED(0, 1,2, 

3, 4, 5, 6, 7, 

8,9, 11, 13, 

15, 17, 

19,...) 





9.2.1 .36A Measurement Hysteresis Time 

The Measurement Hysteresis Time provides the duration during which a reporting criterion has to be fulfilled for the 
Measurement Reporting procedure to be triggered. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Measurement Hysteresis Time 






INTEGER 
(1..6000,...) 


Unit: ms 

Range: 10..60000ms 

Step: 10 ms 



9.2.1.37 



Measurement ID 



The Measurement ID uniquely identifies a dedicated measurement within a UE Context or a common measurement 
within a Distant RNC Context [TDD - or a UE measurement within a UE Context]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Measurement ID 






INTEGER(0 
.. 2^^20-1) 





9.2.1 .38 Measurement Increase/Decrease Threshold 

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE 
Measurement 
Increase/Decrease 
Threshold 


M 












>SIR 










- 




»SIR 


M 




INTEGER(0..62) 


0:0 dB 
1:0.5dB 
2: 1 dB 

62:31dB 






>SIR Error 








FDD Only 


- 




»SIR Error 


M 




INTEGER{0..124 
) 


0:0 dB 
1:0.5dB 
2: 1 dB 

124:62dB 






> Transmitted Code 
Power 










- 




»Transmitted 
Code Power 


M 




INTEGER{0..112 


0:0 dB 
1:0.5dB 
2: 1 dB 

112:56dB 






>RSCP 








TDD Only 


- 




»RSCP 


M 




INTEGER(0..126 
) 


0:0 dB 
1:0.5dB 
2: 1 dB 

126:63dB 






> Round Trip Time 








FDD Only 


- 




»Round Trip 
Time 


M 




INTEGER(0..327 
66) 


0: chips 
1:0.0625 chips 
2: 0.1250 chips 

32766: 2047.875 
chips 






>Additional 

Measurement 

Thresholds 














»Load 










- 




»>Load 


M 




INTEGER(0..100 
) 


Units are the same as 
for the Uplink Load 
Value IE and 
Downlink Load Value 
IE. 






» Transmitted 
Carrier Power 










- 




»>Transmitted 
Carrier Power 


M 




INTEGER{0..100 
) 


According to mapping 
in [23] and [24]. 


YES 


reject 


»Received 
Total Wide Band 
Power 














»>Received 
Total Wide 
Band Power 


M 




INTEGER{0..620 
) 


0:OdB 
1:0.1dB 
2: 0.2dB 

620: 62dB 


YES 


reject 


»UL Timeslot 
ISCP 








TDD Only 


- 




»>UL 
Timeslot ISCP 






INTEGER{0..126 
) 


0:OdB 
1:0.5dB 
2: IdB 

126:63dB 


YES 


reject 


»RTLoad 










- 
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»>RT Load 


M 




INTEGER(0..100 
) 


Units are the same as 
for the Uplinl< RT 
Load Value \E and 
Downlink RT Load 
Value IE. 


YES 


reject 


»NRTLoad 
Information 










- 




»>NRTLoad 
Information 


M 




INTEGER(0..3) 




YES 


reject 


»UpPTS 
interference 








1.28Mcps TDD Only 


— 




»>UpPTS 

interference 

Value 


M 




INTEGER 
(0..127,...) 


According to mapping 
in [24] 


YES 


reject 



9.2.1 .38A Measurement Recovery Behavior 

This IE controls the Measurement Recovery Behavior. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVleasurement Recovery 
Behavior 






NULL 





9.2.1 .38B Measurement Recovery Reporting Indicator 

This IE indicates the Measurement Recovery Reporting. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVleasurement Recovery 
Reporting Indicator 






NULL 





9.2.1 .38C Measurement Recovery Support Indicator 

This IE indicates the Measurement Recovery Support. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVleasurement Recovery 
Support Indicator 






NULL 





9.2.1.39 Measurement Threshold 

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE 

Measurement 

Threshold 














>SIR 










- 




»SIR 


M 




INTEGER(0..63) 


According to mapping 
in ret. [23] and [24]. 


- 




>SIR Error 








FDD Only 


- 




»SIR Error 


M 




INTEGER(0..125 
) 


According to mapping 
in [23] 


- 




>Transmitted 
Carrier Power 










- 




»Transmitted 
Code Power 


M 




INTEGER{0..127 
) 


According to mapping 
in ret. [23] and [24]. 


- 




>RSCP 








TDD Only 


- 




»RSCP 


M 




INTEGER(0..127 
) 


According to mapping 
in ret. [24] 


- 




>Rx Timing 
Deviation 








Applicable to 
3.84Mcps TDD Only 


- 




»Rx Timing 
Deviation 


M 




INTEGER{0..819 
1) 


According to mapping 
in [24] 


- 




> Round Trip Time 








FDD Only 


- 




»Round Trip 
Time 


M 




INTEGER(0..327 
67) 


According to mapping 
in [23] 


- 




>Additional 

Measurement 

Thresholds 














» TuTRAN-GPS 

Measurement 

Threshold 

Information 














»>TuTRAN-GPS 

Measurement 

Threshold 

Information 


M 




9.2.1. 59C 




YES 


reject 


»SFN-SFN 
Measurement 
Threshold 
Information 














»>SFN-SFN 
Measurement 
Threshold 
Information 


M 




9.2.1. 52B 




YES 


reject 


»Load 










- 




»>Load 


M 




INTEGER(0..100 
) 


is the minimum 
indicated load, and 
100 is the maximum 
indicated load. 


YES 


reject 


»Transmitted 
Carrier Power 










- 




»>Transmitted 
Carrier Power 


M 




INTEGER{0..100 
) 


According to mapping 
in [23] and [24]. 


YES 


reject 


»Received 
Total Wide Band 
Power 














»>Received 
Total Wide 
Band Power 


M 




INTEGER{0..621 
) 


According to mapping 
in [23] and [24]. 


YES 


reject 


»UL Timeslot 
ISCP 








TDD Only 


- 




»>UL 
Timeslot ISCP 


M 




INTEGER{0..127 
) 


According to mapping 
in [24] 


YES 


reject 


»RTLoad 










- 




»>RT Load 


M 




INTEGER(0..100 
) 




YES 


reject 


»NRTLoad 










- 
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Information 














»>NRT Load 
Information 


M 




INTEGER{0..3) 




YES 


reject 


»Rx Timing 
Deviation LCR 








Applicable to 
1.28Mcps TDD Only 






»>Rx Timing 
Deviation LCR 


M 




INTEGER{0..511 
) 


According to mapping 
in [24] 


YES 


reject 


»HS-SICH 
reception quality 








Applicable to TDD 
Only 


— 




»>HS-SICH 

reception 

quality 


M 




INTEGER (0..20) 


According to mapping 
in [24] 


YES 


reject 


»UpPTS 
interference 








1 .28Mcps TDD Only 


— 




»>UpPTS 

interference 

Value 


M 




INTEGER 
(0..127,...) 


According to mapping 
in [24] 


YES 


reject 


»Rx Timing 
Deviation 768 








Applicable to 
7.68Mcps TDD Only 


— 




»>Rx Timing 
Deviation 768 


M 




INTEGER{0..655 
35) 


According to mapping 
in [24] 


YES 


reject 


»Rx Timing 
Deviation 384 
Extended 








Applicable to 
3.84Mcps TDD Only 






»>Rx Timing 
Deviation 384 
Extended 


M 




INTEGER{0..327 
67) 


According to mapping 
in [24] 


YES 


reject 


» Extended 
Round Trip Time 








FDD Only 


— 




»>Extended 
Round Trip 
Time Value 


M 




INTEGER 
(32767.. 103041) 


Continuation of 
intervals with step 
size as defined in 
[23]. 


YES 


reject 



9.2.1 .39A Message Structure 

The Message Structure IE gives information for each level with assigned criticality in an hierarchical message structure 
from top level down to the lowest level above the reported level for the occurred error (reported in the Information 
Element Criticality Diagnostics IE). 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message 
structure 




1..<maxnoo 
flevels> 




The first repetition of 
the Message 
Structure IE 
corresponds to the 
top level of the 
message. The last 
repetition of the 
Message Structure 
IE corresponds to 
the level above the 
reported level for the 
occurred error of the 
message. 






>IEID 


M 




INTEGER( 
0..65535) 


The IE ID of this 
level's IE containing 
the not understood 
or missing IE. 






>Repetition 
Number 







INTEGER( 
1..256) 


The Repetition 
Number \E gives, if 
applicable, the 
number of 
occurrences of this 
level's reported IE 
up to and including 
the occurrence 
containing the not 
understood or 
missing IE. 
Note: All the counted 
occurrences of the 
reported IE must 
have the same 
topdown hierarchical 
message structure 
of lEs with assigned 
criticality above 
them. 







Range bound 


Explanation 


maxnooflevels 


Maximum no. of message levels to report. The value for 
maxnooflevels is 256. 



9.2.1 .40 Message Type 

The Message Type uniquely identifies the message being sent. 
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IE/Group Name 



Presence 



Range 



IE Type and 
Reference 



Semantics Description 



Procedure ID 



> Procedure Code 



M 



INTEGER (0..255) 



"0" = Common Transport Channel 

Resources Initialisation 
"1" = Common Transport Channel 

Resources Release 
"2" = Compressed IVIode Command 
"3" = Downlink Power Control 
"4" = Downlink Power Timeslot Control 
"5" = Downlink Signalling Transfer 
"6" = Error Indication 
"7" = Dedicated Measurement Failure 
"8" = Dedicated Measurement Initiation 
"9" = Dedicated Measurement Reporting 

"10" = Dedicated Measurement 

Termination 
"11" = Paging 

"12" = Physical Channel Reconfiguration 
"14" = Radio Link Addition 
"15"= Radio Link Deletion 
"16" = Radio Link Failure 
"17" = Radio Link Preemption 
"18" = Radio Link Restoration 
"19" = Radio Link Setup 
"20" = Relocation Commit 
"21" = Synchronised Radio Link 

Reconfiguration Cancellation 
"22" = Synchronised Radio Link 

Reconfiguration Commit 
"23" = Synchronised Radio Link 

Reconfiguration Preparation 
"24" = UnSynchronised Radio Link 

Reconfiguration 
"25" = Uplink Signalling Transfer 
"26" = Common Measurement Failure 
"27" = Common Measurement Initiation 

"28" = Common Measurement Reporting 
"29" = Common Measurement 

Termination 
"30" = Information Exchange Failure 
"31" = Information Exchange Initiation 
"32" = Information Reporting 
"33" = Information Exchange 

Termination 
"34" = Radio Link Congestion 
"35" = Reset 

"36" = Radio Link Activation 
"37" = GERAN Uplink Signalling Transfer 
"38" = Radio Link Parameter Update 
"39" = UE Measurement Failure 
"40" = UE Measurement Initiation 
"41" = UE Measurement Reporting 
"42" = UE Measurement Termination 
"43" = lur Deactivate Trace 
"44" = lur Invoke Trace 
"45" = MBMS Attach 
"46" = MBMS Detach 
"48" = Direct Information Transfer 



>Ddmode 



M 



ENUMERATED(FDD, 
TDD, Common, ...) 



Common = common to FDD and TDD. 



Type of Message 



M 



ENUMERATED(lnitiati 
ng Message, 
Successful 
Outcome, 
Unsuccessful 
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Outcome, Outcome) 



9.2.1 .41 Multiple URAs Indicator 

The Multiple URAs Indicator indicates whether the accessed cell has multiple URAs. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIultiple URAs Indicator 






ENUMERAT 
ED(l\/lultiple 
URAs exist. 
Single URA 
Exists) 





9.2.1 .41 a NACC Related Data 

The NACC related data IE provides NACC related information for the indicated GSM cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE GERAN System 
Info Type 


M 








>SI 










»SI 


M 




9.2.1.30FC 


GERAN system information 
SIS, SI13, SI1 [47] 


>PSI 










»PSI 


M 




9.2.1.30FC 


GERAN system information 
PSI1, PSI2, PSI4[47] 



9.2.1 .41 A Neighbouring UMTS Cell Information 

The Neighbouring UMTS Cell Information IE provides information for UMTS Cells that are neighbouring cells to a cell 
in the DRNC. The neighbouring cell information is provided for each RNC (including the DRNC) that has cells that are 
neighbouring cells to the cell in the DRNC. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Neighbouring UMTS Cell 
Information 




1..<maxnoof 

neighbourin 

gRNCs> 






EACH 


ignore 


>RNC-ID 


M 




9.2.1.50 




- 




>CN PS Domain Identifier 







9.2.1.12 




- 




>CN CS Domain Identifier 







9.2.1.11 




- 




>Neighbouring FDD Cell 
Information 







9.2.1. 41 B 




— 




>Neighbouring TDD Cell 
Information 







9.2.1. 41 D 




— 




>Neighbouring TDD Cell 
Information LCR 







9.2.1.72 




YES 


ignore 



Range bound 


Explanation 


maxnoofneighbouringRNCs 


Maximum number of neighbouring RNCs. 



9.2.1 .41 B Neighbouring FDD Cell Information 

The Neighbouring FDD Cell Information IE provides information for FDD cells that are a neighbouring cells to a cell 
in the DRNC. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Neiglibouring FDD Cell 
Information 




1..<max 
noofFDD 
neighbou 
rs> 










>C-ID 


M 




9.2.1.6 




- 




>UL UARFCN 


M 




UARFCN 
9.2.1.66 


Corresponds 
to Nu in ref. 
[6] 






>DL UARFCN 


M 




UARFCN 
9.2.1.66 


Corresponds 
to Nd in ref. 
[61 






>Frame Offset 







9.2.1.30 




- 




>Primary Scrambling Code 


M 




9.2.1.45 




- 




>Primary CPICH Power 







9.2.1.44 




- 




>Cell Individual Offset 







9.2.1.7 




- 




>Tx Diversity Indicator 


M 




9.2.2.50 








>STTD Support Indicator 







9.2.2.45 




- 




>Closed Loop Model 
Support Indicator 







9.2.2.2 




— 




>Not Used 







NULL 




- 




>Restriction State Indicator 







9.2.1. 48C 




YES 


ignore 


>DPC Mode Change Support 
Indicator 







9.2.2.56 




YES 


ignore 


>Coverage Indicator 







9.2.1. 12G 




YES 


ignore 


>Antenna Co-location 
Indicator 







9.2.1. 2C 




YES 


ignore 


>HCS Prio 







9.2.1. SON 




YES 


ignore 


>Cell Capability Container 
FDD 







9.2.2.D 




YES 


ignore 


>SNA Information 







9.2.1. 52Ca 




YES 


ignore 


>Frequency Band Indicator 







9.2.2.59 




YES 


ignore 




Range bound 


Explanation 


maxnoofFDDneighbours 


Maximum number of neighbouring FDD cell for one cell. 



9.2.1 .41 C Neighbouring GSIVI Cell Information 

The Neighbouring GSM Cell Information IE provides information for all GSM Cells that are a neighbouring cell to a 
cell in the DRNC. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Neighbouring GSM Cell 
Information 




1..<max 
noofGS 
Mneighb 
ours> 






GLOBAL 


ignore 


>CGI 




1 




Cell Global Identity 
as defined in ref. [1]. 


— 




»LAI 




1 






- 




»>PLMN Identity 


M 




OCTET 
STRING (3) 


- digits to 9, two 
digits per octet, 

- each digit encoded 
0000 to 1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 
-The PLIVIN Identity 
consists of 3 digits 
from MCC followed 
by either 

-a filler plus 2 digits 
from IVINC (in case of 
2digitMNC)or 
-3 digits from IVINC 
(in case of a 3 digit 
MNC). 






»>LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not 
allowed 


— 




»CI 


M 




OCTET 
STRING (2) 




— 




>Cell Individual Offset 







9.2.1.7 


The Cell Individual 
Offset to be used for 
UEs using DCHs. If 
the Extended GSM 
Cell Individual Offset 
IE is present, the Cell 
Individual Offset \E 
shall be set to 
a)-10dBifthe 
Extended GSM Cell 
Individual Offset IE is 
<-10dB 
and 

b) lOdBifthe 
Extended GSM Cell 
Individual Offset IE is 
> lOdB. 






>BSIC 




1 




Base Station Identity 
Code as defined in 
ref.[1]. 






»NCC 


M 




BIT 
STRING(3) 


Network Colour 
Code. 


— 




»BCC 


M 




BIT 
STRING(3) 


Base Station Colour 
Code. 


— 




>Band Indicator 


M 




ENUMERAT 
ED(DCS 
1800 band, 
PCS 1900 
band, ...) 


Indicates whether or 
not the BCCH 
ARFCN belongs to 
the 1800 bander 
1900 band of GSM 
frequencies. 






>BCCH ARFCN 


M 




INTEGER(0. 
.1023) 


BCCH Frequency as 
defined in ref. [29]. 


— 




>Coverage Indicator 







9.2.1. 12G 




YES 


ignore 


>Antenna Co-location 
Indicator 







9.2.1. 2C 




YES 


ignore 


>HCS Prio 







9.2.1. 30N 




YES 


ignore 
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> SNA Information 







9.2.1. 52Ca 




YES 


ignore 


>GERAN Cell Capability 







9.2.1. 30Fa 




YES 


ignore 


>GERAN Classmark 







9.2.1. 30Fb 




YES 


ignore 


>Extended GSM Cell 
Individual Offset 







9.2.1. 26Bb 


The Extended GSM 
Cell Individual Offset 
to be used for UEs 
using DCHs, for 
values that exceed 
the range of the Cell 
Individual Offset \E. 


YES 


ignore 



Range bound 


Explanation 


maxnoofGSMnelghbours 


Maximum number of neighbouring GSM cells for one cell. 



9.2.1 .41 D Neighbouring TDD Cell Information 

The Neighbouring TDD Cell Information IE provides information for 3.84Mcps TDD or 7.68Mcps TDD cells that are a 
neighbouring cells to a cell in the DRNC. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Neiglibouring TDD Cell 
Information 




1..<maxnoo 
fTDDneighb 
ours> 










>C-ID 


M 




9.2.1.6 




- 




>UARFCN 


M 




9.2.1.66 


Corresponds 
to Nt in ret. 
[71 






> Frame Offset 







9.2.1.30 




- 




>Cell Parameter ID 


M 




9.2.1.8 




- 




>Sync Case 


M 




9.2.1.54 




- 




>Time Slot For SCH 


C-Casel 




Time Slot 
9.2.1.56 




— 




>SCH Time Slot 


C-Case2 




9.2.1.51 




- 




>SCTD Indicator 


M 




9.2.1.78 




- 




>Cell Individual Offset 







9.2.1.7 




- 




>DPCH Constant Value 







9.2.1.23 




- 




>PCCPCH Power 







9.2.1.43 




- 




>Restriction State Indicator 







9.2.1. 48C 




YES 


ignore 


>Coverage Indicator 







9.2.1. 12G 




YES 


ignore 


>Antenna Co-location 
Indicator 







9.2.1. 2C 




YES 


ignore 


>HCS Prio 







9.2.1. 30N 




YES 


ignore 


>Cell Capability Container 
TDD 







9.2.3.1a 




YES 


ignore 


>Cell Capability Container 
7.68Mcps TDD 







9.2.3.31 




YES 


ignore 


> SNA Information 







9.2.1. 52Ca 




YES 


ignore 



Condition 


Explanation 


Casel 


The IE shall be present if the Sync Case IE is set to "Casel". 


Case2 


The IE shall be present if the Sync Case IE is set to "Case2". 



Range bound 


Explanation 


maxnoofTDDnelghbours 


Maximum number of neighbouring 3.84Mcps TDD or 7.68Mcps TDD 
cell for one cell. 
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9.2.1 .41 Dd Neighbouring TDD Cell Measurement Information LCR 

This IE provides information on the 1 .28Mcps TDD neighbouring cells used for the purpose of Measurements. Since 
the measurement can be performed on every time slot and midamble shift, the Time slot LCR IE and Midamble shift 
LCR IE shall be included if available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UTRAN Cell Identifier 


M 




9.2.1.71 




UARFCN 


M 




9.2.1.66 


Corresponds to Nt [15] 


Cell Parameter ID 


M 




9.2.1.8 




Time Slot LCR 







9.2.3.12a 




Midamble shift LCR 







9.2.3.4C 





9.2.1. 41 E Paging Cause 

Cause for a CN originated page. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Paging Cause 






ENUMERAT 

ED( 

Terminating 

Conversatio 

nal Call, 

Terminating 

Streaming 

Call, 

Terminating 

Interactive 

Call, 

Terminating 

Background 

Call, 

Terminating 

Low Priority 

Signalling,... 

, Terminating 

High Priority 

Signalling, 

Terminating 

- cause 

unknown 

) 


See in [16] 



9.2.1 .41 F Paging Record Type 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Paging Record Type 






ENUMERAT 

ED(IMSI 
(GSM-MAP), 
TMSI (GSM- 
MAP), P- 
TMSI (GSM- 
MAP), IMSI 

(DS-41), 
TMSI (DS- 
41),...) 


See ret. [16] 
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9.2.1 .41 Fa Partial Reporting Indicator 

This IE indicates if DRNS may report partially successful measurements. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Partial Reporting Indicator 






ENUMERAT 
ED(partial 
reporting 
allowed) 





9. 2.1. 41 G Neighbouring FDD Cell Measurement Information 

This IE provides information on the FDD neighbouring cells used for the purpose of Measurements. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


UTRAN Cell Identifier 


M 




9.2.1.71 




UARFCN 


M 




9.2.1.66 


Corresponds to Nd [6] 


Primary Scrambling Code 


M 




9.2.1.45 





9.2.1 .41 H Neighbouring TDD Cell Measurement Information 

This IE provides information on the 3.84Mcps TDD neighbouring cells used for the purpose of Measurements. Since 
the measurement can be performed on every time slot and midamble shift, the Time slot IE and Midamble shift and 
burst type IE shall be included if available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UTRAN Cell Identifier 


M 




9.2.1.71 




UARFCN 


M 




9.2.1.66 


Corresponds to Nt [15] 


Cell Parameter ID 


M 




9.2.1.8 




Time slot 







9.2.1.56 




Midamble Shift And Burst Type 







9.2.3.4 





9.2.1.411 



NRT Load Information Value 



The NRT Load Information IE indicates the load situation on the cell for the Non Real-Time traffic. Non Real Time 
traffic corresponds to the Interactive and Background traffic classes. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink NRT Load 
Information Value 


M 




INTEGER(0. 
.3) 


Mapping of the status: 

0: low: The Uplink NRT load is 

low. 

1 : medium: The Uplink NRT 

load is medium. 

2: high: Uplink NRT load is 

high. Probability to admit a 

new user is low. 

3: overloaded: Uplink NRT 

overload. The probability to 

admit a new user is low, 

packets are discarded and the 

source is recommended to 

reduce the data flow. 


Downlink NRT Load 
Information Value 


M 




INTEGER(0. 
.3) 


Mapping of the status: 

0: low: The Downlink NRT 

load is low. 

1 : medium: The Downlink 

NRT load is medium. 

2: high: Downlink NRT load is 

high. Probability to admit a 

new user is low. 

3: overloaded: Downlink NRT 

overload. The probability to 

admit a new user is low, 

packets are discarded and the 

source is recommended to 

reduce the data flow. 



9.2.1 .42 Payload CRC Present Indicator 

This parameter indicates whether FP payload 16 bit CRC is used or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Payload CRC Presence 
Indicator 






ENUMERAT 
ED(CRC 
Included, 
CRC not 
included) 





9.2.1.43 



PCCPCH Power 



Primary CCPCH power is the power that shall be used for reference power value in a TDD cell. The reference point is 
the antenna connector. If Transmit Diversity is applied to the Primary CCPCH, the PCCPCH Power is the linear sum of 
the power that is used for transmitting the PCCPCH on all branches. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PCCPCH Power 






NTEGER (- 
150..400,...) 


Unit dBm Range -15.0 to 40.0 

dBm, 

Step size 0.1 dB. 

-15.0 shall indicate P< -15dBm 

+40.0 shall indicate P> 

40dBm. 
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9.2.1.44 Primary CPICH Power 

Primary CPICH power is the power that is used for transmitting the Primary CPICH in a cell. The reference point is the 
antenna connector. If Transmit Diversity is applied to the Primary CPICH, the Primary CPICH Power is the linear sum 
of the power that is used for transmitting the Primary CPICH on all branches. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary CPICH Power 






INTEGER (- 
100..500) 


Value = Primary CPICH 

Power/1 

UnitdBm 

Range -10.0.. +50.0 

Step 0.1 dB 



9.2.1 .45 Primary Scrambling Code 

The Primary scrambling code to be used in the cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary Scrambling Code 






INTEGER(0 
..511) 





9.2.1 .45A Priority Queue ID 

The Priority Queue ID IE provides the identity of the Priority Queue. The Priority Queue ID is unique across all MAC- 
d flows that are currently allocated for one UE Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Priority Queue ID 






INTEGER 

(0..7) 





9.2.1 .45B Process Memory Size 

The Process Memory Size IE is the size of an HARQ process in the DRNS expressed in bits. It provides the maximum 
number of soft channel bits in the virtual IR buffer [9] or [46]. 



IE/Group Name 


Presence 


Range 


IE Type and Reference 


Semantics Description 


Process Memory Size 






ENUMERATED ( 
800, 1600,2400,3200, 
4000, 4800, 5600, 6400, 
7200, 8000, 8800, 9600, 
10400, 11200, 12000, 
12800, 13600, 14400, 
15200, 16000, 17600, 
19200,20800,22400, 
24000, 25600, 27200, 
28800, 30400, 32000, 
36000, 40000, 44000, 
48000, 52000, 56000, 
60000, 64000, 68000, 
72000, 76000, 80000, 
88000,96000, 104000, 
112000, 120000, 128000, 
136000, 144000, 152000, 
160000, 176000, 192000, 
208000, 224000, 240000, 
256000, 272000, 288000, 
304000,...) 
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9.2.1.46 Puncture Limit 

The maximum amount of puncturing for a transport channel in rate matching. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Puncture Limit 






INTEGER 
(0..15) 


0: 40% 
1 : 44 % 

14:96% 

15: 100% (no puncturing) 
[FDD - Value is not 
applicable for E-DPCH.] 



9.2.1. 46A QE-Selector 

The QE-Selector indicates from which source the value for the quality estimate (QE) shall be taken. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


QE-Selector 






ENUMERAT 
ED(selected, 
non- 
selected) 





9.2.1.47 



RANAP Relocation Information 



This parameter is transparent to the RNSAP. The parameter contains information for the Relocation procedure as 
defined in [2]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RANAP Relocation 
Information 






BIT STRING 


The content is defined in ref. 
[2]. 



9.2.1 .48 Report Characteristics 

The Report Characteristics, defines how the reporting shall be performed. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Report 
Characteristics 


M 








— 




>0n Demand 






NULL 




- 




> Periodic 










- 




»Report 
Periodicity 


M 




9.2.1.48a 


The 

periodicity 
with which 
the DRNS 
shall send 
measuremen 
t reports. 






> Event A 










- 




»l\/leasurement 
Threshold 


M 




9.2.1.39 


The 

threshold for 
which the 
DRNS shall 
trigger a 
measuremen 
t report. 






»l\/leasurement 
Hysteresis Time 







9.2.1. 36A 




— 




> Event B 










- 




»Measurement 
Threshold 


M 




9.2.1.39 


The 

threshold for 
which the 
DRNS shall 
trigger a 
measuremen 
t report. 






»Measurement 
Hysteresis Time 







9.2.1. 36A 




— 




> Event C 










- 




»l\/leasurement 

Increase/Decrease 

Threshold 


M 




9.2.1.38 








»l\/leasurement 
Change Time 


M 




9.2.1. 35B 


The time 
within which 
the 

measuremen 
t entity shall 
rise, in order 
to trigger a 
measuremen 
t report. 






> Event D 










- 




»l\/leasurement 

Increase/Decrease 

Threshold 


M 




9.2.1.38 








»Measurement 
Change Time 


M 




9.2.1. 35B 


The time 
within which 
the 

measuremen 
t entity shall 
fall, in order 
to trigger a 
measuremen 
t report. 






> Event E 










- 




»l\/leasurement 
Threshold 1 


M 




Measureme 
nt 

Threshold 
9.2.1.39 








»l\/leasurement 
Threshold 2 







Measureme 

nt 

Threshold 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 








9.2.1.39 








»l\/leasurement 
Hysteresis Time 







9.2.1. 36A 


The 

hysteresis 
time in ms 






» Report 
Periodicity 







9.2.1.48a 


The 

periodicity 
with which 
the DRNS 
shall send 
measuremen 
t reports. 






> Event F 










- 




»Measurement 
Tlireshold 1 


M 




IVIeasureme 
nt 

Threstiold 
9.2.1.39 








»l\/leasurement 
Ttiresliold 2 







IVIeasureme 
nt 

Threshold 
9.2.1.39 








»l\/leasurement 
Hysteresis Time 







9.2.1. 36A 


The 

hysteresis 
time in ms 






»Report 
Periodicity 







9.2.1.48a 


The 

periodicity 
with which 
the DRNS 
shall send 
measuremen 
t reports. 






>Additional Report 
Characteristics 










— 




»0n Modification 










- 




>» On 
IVIodification 




1 






YES 


reject 


»»l\/leasure 

ment 

Ttiresliold 


M 




9.2.1.39 









9.2.1.48a Report Periodicity 

The Report Periodicity defines the frequency at which the Node B shall send measurement reports. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Report Periodicity 
Scale 


M 








>millisecond 










»Report Periodicity Value 


M 




INTEGER 
(1..6000,...) 


Unit: ms 

Range: 10. .60000 ms 

Step: 10 ms 


>minute 










»Report Periodicity Value 


M 




INTEGER (1.. 60,...) 


Unit: min 
Range: 1..60 min 
Step: 1 min 



9.2.1 .48A Requested Data Value 

The Requested Data Value contains the relevant data concerned the ongoing information exchange. Requested Data 
Value IE shall include at least one of the following IE. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UTRAN Access Point Position 
with Altitude 







9.2.1.75 




- 




IPDL Parameters 







9.2.1. 31 F 




- 




DGPS Corrections 







9.2.1. 198 




- 




GPS Navigation Model and 
Time Recovery 







9.2.1.301 




- 




GPS Ionospheric Mo6e\ 







9.2.1. 30H 




- 




GPS UTC Model 







9.2.1. SOL 




- 




GPS Almanac 







9.2.1.30G 




- 




GPS Real-Time Integrity 







9.2.1. 30J 




- 




GPS RX Pos 







9.2.1. 30K 




- 




SFN-SFN Measurement 
Reference Point Position 







9.2.1.74 




- 




Cell Capacity Class Value 







9.2.1. 5C 




YES 


ignore 


NACC Related Data 







9.2.1.41a 




YES 


ignore 


MBMS Bearer Service Full 
Address 







9.2.1.84 




YES 


ignore 


Inter-frequency Cell 
Information 







9.2.1.31G 




YES 


ignore 



9.2.1 .48B Requested Data Value Information 

The Requested Data Value Information IE provides information on whether or not the Requested Data Value is 
available in the message and also the Requested Data Value itself if available. In case of "Periodic" and "On 
Modification" reporting, "Information Not Available" shall be used when at least one part of the requested information 
was not available at the moment of initiating the Information Reporting procedure. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Information 
Availability Indicator 


M 








— 




> Information Available 










- 




»Requested Data 
Value 


M 




9.2.1. 48A 




— 




> Information not 
Available 






NULL 




— 





9.2.1 .48C Restriction State Indicator 

The Restriction state indicator is the identifier indicates whether the cell is "Cell Reserved for Operator Use" or not. It is 
provided by DRNS and reported to SRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Restriction state indicator 






ENUMERAT 
ED(Cell Not 
Reserved for 
Operator 
Use, Cell 
Reserved for 
Operator 
Use, ...) 





9.2.1. 48D RLCMode 

The RLC Mode IE indicates the RLC Mode used for a Priority Queue. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RLC Mode 






ENUMERAT 
ED( 

RLC-AM, 
RLC-UM,...) 





9.2.1.49 RLID 

The RL ID is the unique identifier for one RL associated with a UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RLID 






INTEGER 
(0..31) 





9.2.1 .49A RL Specific DCH Information 

The RL Specific DCH Information IE provides RL Specific DCH Information for DCHs. In case of a set of co-ordinated 
DCHs requiring a new transport bearer on lur, the Transport Layer Address IE and the Binding ID IE in the RL Specific 
DCH Information IE shall be included only for one of the DCHs in the set of co-ordinated DCHs. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


RL Specific DCH Information 




1..<maxno 
ofDCHs> 






— 




>DCH ID 


M 




9.2.1.16 




- 




>Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 






>Transport Layer Address 







9.2.1.62 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 







Range bound 


Explanation 


maxnoofDCHs 


Maximum number of DCHs for one UE. 



9.2.1.50 RNC-ID 

This is the identifier of one RNC in UTRAN. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RNC-ID 






INTEGER(0. 
.4095) 





9.2.1. 50A SAT ID 

The SAT ID indicates the identity of the satellite. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SAT ID 






INTEGER{0. 
.63) 


Identifies the satellite and is 
equal to (SV ID No - 1 ) where 
SV ID No is defined in [30]. 



9.2.1. SOB RT Load Value 

The RT Load Value IE indicates in percents the ratio of the load generated by Real Time traffic, relative to the measured 
Load Value. Real Time traffic corresponds to the Conversational and Streaming traffic classes. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink RT Load Value 


M 




INTEGER(0. 
.100) 




Downlink RT Load Value 


M 




INTEGER(0. 
.100) 





9.2.1.51 



SCH Time Slot 



The SCH Time Slot IE represents the first time slot (k) of a pair of time slots inside a Radio Frame that is assigned to the 
Physical Channel SCH. The SCH Time Slot IE is only applicable if the value of Sync Case IE is Case 2 since in this case 
the SCH is allocated in TS#k and TS#k+8. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SCH Time Slot 






INTEGER(0. 
.6) 





9. 2. 1.51 A Scheduling Priority Indicator 

Indicates the relative priority of the EACH, [TDD - DSCH, USCH], HS-DSCH [EDD - or E-DCH] data frame. Used by 
the DRNC when scheduling EACH, [TDD - DSCH, USCH], HS-DSCH [EDD - or E-DCH] traffic. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Scheduling Priority Indicator 






INTEGER(0. 

.15) 


Relative priority of the FACH, 
[lUD-DSCH, USCH], HS- 
DSCH [FDD - or E-DCH] data 
frame: 
0=Lowest Priority 

15=Highest Priority 



9.2.1 .52 Service Area Identifier (SAI) 

This information element is used to identify an area consisting of one or more cells belonging to the same Location 
Area. Such an area is called a Service Area and can be used for indicating the location of a UE to the CN. Eor this 
protocol, only a Service Area that is defined to be applicable to the PS and CS domains shall be used. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PLMN Identity 


M 




OCTET 
STRING (3) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 
to 1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 

-The PLIVIN Identity consists 

of 3 digits from IVICC 

followed by either 

-a filler plus 2 digits from 

MNC (in case of 2 digit 

MNC) or 

-3 digits from MNC (in case 

of a 3 digit MNC). 


LAG 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed 


SAC 


M 




OCTET 
STRING (2) 





9.2.1. 52A SFN 

System Frame Number of the cell, see ref. [17]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SFN 






INTEGER(0. 
.4095) 





9.2.1 .52B SFN-SFN Measurement Threshold Information 

The SFN-SFN Measurement Threshold Information defines the related thresholds SFN-SFN Observed Time Difference 
measurements which shall trigger the Event On Modification. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SFN-SFN Change Limit 







INTEGER(1. 
.256) 


Change of SFN-SFN value 

compared to previously reported 

value, which shall trigger a new 

report. 

Unit in 1/16 chip. 


Predicted SFN-SFN 
Deviation Limit 







INTEGER(1. 
.256) 


Deviation the Predicted SFN- 
SFN from the latest 
measurement result, which shall 
trigger a new report. 
Unit in 1/16 chip. 



9.2.1 .52C SFN-SFN Measurement Value Information 

The SFN-SFN Measurement Value Information IE indicates the measurement result related to SFN-SFN Observed 
Time Difference measurements as well as other related information. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Successful Neighbouring 
cell SFN-SFN Observed 
Time Difference 
Measurement Information 




1 . . <maxnoofMeasN 
Cell> 






>UTRAN Cell Identifier 


M 




9.2.1.71 




>SFN-SFN Value 


M 




9.2.1.77 




>SFN-SFN Quality 


Q 




INTEGER(0. 
.255) 


Indicates the standard deviation 
(std) of the SFN-SFN otd 
(observed time difference) 
measurements in 1/1 6 chip. 
SFN-SFN Quality = VE[(x-m)^] = 
std of reported SFN-SFN Value, 
where x is the reported SFN- 
SFN Value and n = E[x] is the 
expectation value of x. 


>SFN-SFN Drift Rate 


M 




INTEGER(- 
100.. 100) 


Indicates the SFN-SFN drift rate 
in 1/256 chip per second. 
A positive value indicates that 
the Reference cell clock is 
running at a greater frequency 
than the measured 
neighbouring cell. 


>SFN-SFN Drift Rate 
Quality 


Q 




INTEGER(0. 
.100) 


Indicates the standard deviation 
(std) of the SFN-SFN drift rate 
measurements in 1/256 chip per 
second. SFN-SFN Drift Rate 
Quality = VE[(x-m)^] = std of 
reported SFN-SFN Drift Rate, 
where x is the reported SFN- 
SFN Drift Rate and [i = E[x] is 
the expectation value of x. 


>SFN-SFN Measurement 
Time Stamp 


M 




9.2.1.76 




Unsuccessful 
Neighbouring cell SFN- 
SFN Observed Time 
Difference Measurement 
Information 




0. . <maxnoofMeasN 
Cell-1> 






>UTRAN Cell Identifier 


M 




9.2.1.71 





Range bound 


Explanation 


maxnoofMeasNCell 


Maximum number of neighbouring cells on which 
measurements can be performed. 



9.2.1 .52Ca Shared Network Area (SNA) Information 

This information element contains a list of Shared Network Areas, identified by the Shared Network Area Code 
(SNAC, see [1]) which a certain cell belongs to. For a broader description of the SNA access control see [40]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN Identity 


M 




OCTET 

STRING (3) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n 
encoding digit 2n-1 

- bit 8 to 5 of octet n 
encoding digit 2n 

-The PLMN Identity consists 

of 3 digits from MOO 

followed by either 

-a filler plus 2 digits from 

IVING (in case of 2 digit 

MNC)or 

-3 digits from MNC (in case 

of a 3 digit MNC). 


List of SNAs 




0..<maxnoofSNAs 
> 






>SNAG 


M 




INTEGER 
(0.. 65535) 





Range bound 


Explanation 


maxnoofSNAs 


Maximum number of SNAs one cell can be part of. 



9.2.1. 52D SID 

The SID IE provides the identity of the Size Index. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SID 






INTEGER 

(0..7) 





9.2.1.53 S-RNTI 

The S-RNTI identifies the UE in the SRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


S-RNTI 






INTEGER(0. 
.2'^20-1) 





9.2.1.53a S-RNTI Group 

The S-RNTI Group identifies a group of UEs in the SRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


S-RNTI 


M 




9.2.1.53 




S-RNTI bit mask index 


M 




Enumerated( 

b1, 
b2,..b19,...) 





The S-RNTI group is identified by all S-RNTI values whose bits starting from the most significant bit down to, and 
including, the bit indicated by S-RNTI bit mask index, are equal to the corresponding bits of the S-RNTI in this IE. 
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The bits of the S-RNTI in this IE that are less significant than the bit position indicated by the S-RNTI bit mask index 
shall be ignored. 

9.2.1.54 Sync Case 

The SCH and PCCPCH in a TDD cell are mapped on one or two downlink slots per frame. There are two cases of Sync 
Case as follows: 

Case 1) SCH and PCCPCH allocated in a single TS#k 

Case 2) SCH allocated in two TS: TS#k and TS#k+8 
PCCPCH allocated in TS#k 

[1.28Mcps TDD - There is no Sync Case indication needed for 1.28Mcps TDD. If the Sync Case IE must be included in 
a message from DRNC to SRNC used for 1.28Mcps TDD, the DRNC shall indicate Sync Case 1 and the SRNC shall 
ignore it.] 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Sync Case 






INTEGER 
(1..2,...) 





9.2.1. 54A T1 

The Tl IE is used as described in ref [41] subclause 11.6.2.3. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Tl 






ENUMERAT 
ED (10, 20, 
30, 40, 50, 
60, 70, 80, 
90, 100, 120, 
140, 160, 
200, 300, 
400, ...) 


Unit: ms 

Node B may use this value to 

stop the re-transmission of 

the corresponding IVIAC-hs 

PDU. 



9.2.1.55 



TFCI Presence 



The TFCI Presence parameter indicates whether the TFCI shall be included. [TDD - If it is present in the timeslot, it 
will be mapped to the channelisation code defined by [12].] 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TFCI Presence 






ENUMERATE 
D(Present, 
not present) 





9.2.1.56 Time Slot 

The Time Slot represents the time interval assigned to a Physical Channel referred to the start of a Radio Frame. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Time Slot 






INTEGER 
(0..14) 
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9.2.1. 56A TNLQoS 

This IE indicates the TNL QoS characteristics of the transport bearer for the uplink data traffic. 

When the DS field IE is used, the value of this IE is configurable by the operator. 

When the Generic Trajfic Category IE is used, generic traffic categories are implementation-specific (e.g. they may be 
determined by the sender from the application parameters). The value assigned to each of these categories and sent in 
the Generic Traffic Category IE is configurable by the operator, as well as the mapping of this value to DS field [44] at 
the DRNS side. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE TNL QoS type 


M 








>DS Field 










»DS field 


M 




BIT STRING (8) 


DS field as defined in [44]. 
Typically used when the DRNS 
and its SRNC are in the same 
DS domain as defined in [45]. 


>Generic Traffic 
Category 










»Generic Traffic 
Category 


M 




BIT STRING (8) 





9.2.1.57 



To AWE 



ToAWE is the window endpoint. DL data frames are expected to be received before this window endpoint. ToAWE is 
defined with a positive value relative Latest Time of Arrival (LToA). A data frame arriving after ToAWE gives a 
Timing Adjustment Control frame response. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


ToAWE 






INTEGER 
(0..2559) 


Unit: msec. 



9.2.1.58 



ToAWS 



ToAWS is the window startpoint. DL data frames are expected to be received after this window startpoint. ToAWS is 
defined with a positive value relative Time of Arrival Window Endpoint (ToAWE). A data frame arriving before 
ToAWS gives a Timing Adjustment Control frame response. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


ToAWS 






INTEGER 
(0..1279) 


Unit: msec. 



9.2.1.58a Trace Depth 

The Trace Depth IE is Trace Configuration Parameter what should be traced by the DRNC on the indicated interfaces. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Trace Depth 






ENUMERATED ( 
Minimum, 
Medium, 
Maximum,...) 


Meaning of this parameter is 
described in [49] 
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9.2.1.58b Trace Recording Session Reference 

The Trace Recording Session Reference IE provides a Trace Recording Session Reference allocated by the triggering 
entity. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Trace Recording Session 
Reference 






INTEGER (0..65535) 





9.2.1.58c Trace Reference 

The Trace Reference IE provides a Trace Reference allocated by the triggering entity. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Trace Reference 






OCTET STRING 
(SIZE(2..3)) 





9.2.1.58A Traffic Class 

This IE indicates the type of application the Radio Bearer is optimised for. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Traffic Glass 






ENUMERATED 

(conversational, 

streaming, 

interactive, 

background. 





9.2.1.59 Transaction ID 

The Transaction ID is used to associate all the messages belonging to the same procedure. Messages belonging to the 
same procedure shall use the same Transaction ID. 

The Transaction ID is determined by the initiating peer of a procedure. 

For procedures addressed to a specific UE Context, the Transaction ID shall uniquely identify a procedure among all 
ongoing parallel procedures for the same UE using the same procedure code, and initiated by the same protocol peer. 

For procedures not addressed to a specific UE Context, the Transaction ID shall uniquely identify a procedure among 
all ongoing parallel procedures using the same procedure code, and initiated by the same protocol peer. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOIGE Transaction ID 
Lengtii 








The Transaction ID shall be 
interpreted for its integer 
value, not for the type of 
encoding ("short" or "long"). 


>Sliort 










»Transaction ID 
Value 


M 




INTEGER 
(0..127) 




>Long 










»Transaction ID 
Value 


M 




INTEGER 
(0..32767) 
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9.2.1 .59A Transmitted Carrier Power 

The Transmitted Carrier Power IE contains the Transmitted Carrier Power in a cell, as defined in [11] & [14]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transmitted Carrier Power 






INTEGER(0. 
.100) 


According to mapping in [23] 
and [24]. 



9.2.1 .59B TuTRAN-GPs Accuracy Class 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TuTRAN-GPS Accuracy Class 






ENUMERAT 
ED(Accuracy 
Class A, 
Accuracy 
Class B, 
Accuracy 
Class C,...) 


IVIore information about 
Measurement Accuracy Class is 
included in [23]. 



9.2.1 .59C TuTRAN-GPs Measurement Threshold Information 

The TuTRAN-GPs Measurement Threshold Information defines the related thresholds for UTRAN GPS Timing of Cell 
Frames for UE Positioning measurements shall trigger the Event On Modification. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TuTRAN-GPS Change Limit 







INTEGER(1. 
.256) 


Change of Tutran-gps value 

compared to previously reported 

value, which shall trigger a new 

report. 

Unit in 1/16 chip. 


Predicted Tutran-gps 
Deviation Limit 







INTEGER(1. 
.256) 


Deviation of the Predicted 
Tutran-gps from the latest 
measurement result, which shall 
trigger a new report. 
Unit in 1/16 chip. 



9.2.1 .59D Tutran-gps Measurement Value Information 

The Tutran-gps Measurement Value Information IE indicates the measurement results related to the UTRAN GPS 
Timing of Cell Frames for UE Positioning measurements. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TuTRAN-GPS 




1 




Indicates the UTRAN GPS 
Timing of Cell Frames for UE 
Positioning. According to 
mapping in [23] and [24]; 
significant values range from 
to 3715891 1999999. 


>MS 


M 




INTEGER 
(0.. 16383) 


IVIost Significant Part 


>LS 


M 




INTEGER 

(0..4294967 

295) 


Least Significant Part 


TuTRAN-GPs Quality 


Q 




INTEGER(0. 
.255) 


Indicates the standard deviation 
(std) of the TuTRAN-GPs 
measurements in 1/1 6 chip. 
TuTRAN-GPs Quality = VE[(x-h)^] = 
std of reported Tutran-gps Value, 
where x is the reported Tutran- 
gps Value and m = E[x] is the 
expectation value of x. 


TuTRAN-GPS Drift Rate 


M 




INTEGER(- 
50. .50) 


Indicates the Tutran-gps drift 
rate in 1/256 chip per second. 
A positive value indicates that 
the UTRAN clock is running at a 
lower frequency than GPS 
clock. 


TuTRAN-GPs Drift Rate Quality 


Q 




INTEGER(0. 
.50) 


Indicates the standard deviation 
(std) of the Tutran-gps drift rate 
measurements in 1/256 chip per 
second. Tutran-gps Drift Rate 
Quality = VE[(x-m)^] = std of 
reported Tutran-gps Drift Rate, 
where x is the reported Tutran- 
gps Drift Rate and |a = E[x] is the 
expectation value of x. 



9.2.1 .60 Transport Bearer ID 

The Transport Bearer ID uniquely identifies an lur transport bearer. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transport Bearer ID 






INTEGER(0. 
.4095) 





9.2.1 .61 Transport Bearer Request Indicator 

Indicates whether a new lur transport bearer needs to be established for carrying the corresponding data stream(s), or 
whether an existing transport bearer will be used. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transport Bearer Request 
Indicator 






ENUMERAT 

ED(Bearer 

Requested, 

Bearer not 

Requested, 

...) 
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9.2.1 .62 Transport Layer Address 

In case of transport bearer establishment with ALCAP [3] [35], this IE contains the address to be used for Transport 
Network Control Plane signalling to establish the transport bearer according to [3] [35]. 

In order to allow transport bearer establishment without ALCAP, this IE contains the address of the transport bearer to 
be used for the user plane transport. 

For details on the Transport Address used see [3]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transport Layer Address 






BIT 

STRING(1..1 
60, ...) 





9.2.1 .63 Transport Format Combination Set (TFCS) 

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite 
Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL 
Transport Format Combination Set is applicable to DL Transport Channels. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


CHOICE TFCS Values 


M 








>Always Used 








This choice is always made. 


»TFCS 




1..<maxnoofTFCs 

> 




The first instance of the 

parameter corresponds to 

TFCI zero, the second to 1 

and so on. 

[TDD - The first entry (for TFCI 

0) should be ignored by the 

receiver.] 


»>CTFC 


M 




9.2.1. 14A 




»>CHOICE Gain 
Factors 


C- 
PhysChan 








»»Signalled Gain 
Factors 










»»>Gain 
Factor |3c 


M 




INTEGER(0 
..15) 


[FDD - For UL DPCCH or 
control part of PRACH ref. 
[21].] 

[TDD-pforULDPCH 
mapping in accordance to 
[13].] 


»»>Gain 
Factor Pd 


M 




INTEGER(0 
..15) 


[FDD - For UL DPDCH or data 
part of PRACH ref. [21].] 
[TDD - Should be set to by 
the sender, and shall be 
ignored by the receiver.] 


»»>Reference 
TFCnr 







1NTEGER(0 
..15) 


If this TFC is a reference TFC, 
this IE indicates the reference 
number 


»»Computed 
Gain Factors 










»»>Reference 
TFCnr 


M 




INTEGER(0 
..15) 


Indicates the reference TFC to 
be used to calculate the gain 
factors for this TFC 


>Not Used 






NULL 


This choice shall never be 
made by the SRNC and the 
DRNC shall consider the 
procedure as failed if it is 
received. 



Condition 


Explanation 


PhysChan 


The choice shall be present if the TFCS concerns a UL DPCH 
[FDD -or PRACH channel]. 



Range bound 


Explanation 


maxnoofTFCs 


The maximum number of Transport Format Combinations. 



9.2.1 .64 Transport Format Set 

The Transport Format Set is defined as the set of Transport Formats associated to a Transport Channel, e.g. DCH. 

[TDD - The Transport Format Set for each transport channel within the same CCTrCH shall have the same value for the 
2" Interleaving Mode IE.] 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Dynamic Transport 
Format Information 




1 . . <maxTFcount> 




The first instance of the 
parameter corresponds to TFI 
zero, the second to 1 and so 
on. 


>Number of Transport 
Blocks 


M 




INTEGER 
(0..512) 




>Transport Block Size 


C - Blocks 




INTEGER 
(0..5000) 


Unit: Bits 


>CHOICE Mode 


M 








»TDD 










»>Transmission 
Time Interval 
Information 


C- 
TTIdynamic 


1..<maxTTIcount> 






»»Transmission 
Time Interval 


M 




ENUMERAT 
ED(10, 20, 
40,80,...) 


Unit: msec 


Semi-static Transport 
Format Information 




1 






>Transmission Time 
Interval 


M 




ENUMERAT 

ED 

(10,20,40, 

80, dynamic, 

...) 


Unit: msec 

Value "dynamic" for TDD 

only. 

For FDD DCH, the value "80" 

is applicable only when DL 

DPCH Slot Format \E 

indicates a slot format with 

SF=512. 


>Type of Channel 
Coding 


M 




ENUMERAT 

ED 

(No 

codingTDD, 

Convolutiona 

1, Turbo,...) 


[FDD - The value "No 
codingTDD" shall be treated 
as logical error if received] 


>Coding Rate 


C - Coding 




ENUMERAT 
ED 

(1/2, 1/3,...) 




>Rate Matching 
Attribute 


M 




INTEGER 
(L.maxRM) 




>CRC size 


M 




ENUMERAT 

ED 

(0,8, 12, 16, 

24,...) 




>CHOICE Mode 


M 








»TDD 










»>2™ Interleaving 
Mode 


M 




ENUMERAT 

ED(Frame 

related, 

Timeslot 

related,...) 





Condition 


Explanation 


Blocks 


The IE shall be present if the Number of Transport Blocks IE is set 
to a value greater than 0. 


Coding 


The IE shall be present if Type of Channel Coding IE is set to 
"Convolutional" or "Turbo". 


TTIdynamic 


The IE shall be present if the Transmission Time Interval IE in the 
Semi-static Transport Format Information IE is set to "dynamic". 
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Range bound 


Explanation 


maxTFcount 


The maximum number of different transport formats that can be 
included in the Transport format set for one transport channel. 


maxRM 


The maximum number that could be set as rate matching attribute 
for a transport channel. 


maxTTIcount 


The amount of different TTI that are possible for that transport 
format is. 



9.2.1 .65 TrCH Source Statistics Descriptor 

Defines the statistics of the data transmitted in the transport channel. This information may be used in reserving 
resources in the DRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TrCH Source Statistics 






ENUMERAT 


"Speech" = Statistics of the 


Descriptor 






ED(Speech, 

RRC, 
Unknown, 


data corresponds to speech. 

"RRC" = Statistics of the 

data corresponds to RRC 

signalling 

"Unknown" = The statistics of 

the data is unknown 



9.2.1.66 UARFCN 

The UTRA Absolute Radio Frequency Channel Number defines the carrier. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UARFCN 






INTEGER(0. 
.16383,...) 


Corresponds to: O.OHz.. 

3276.6MHz 

see ref. [6] and ref. [7]. 



9.2.1. 66A UE Identity 

The UE Identity IE identifies the UE by one of its Permanent NAS Identifier. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE UE Identity 


M 








>IMSI 










»IMSI 


M 




9.2.1.31 




>IMEI 










»IMEI 


M 




9.2.1. 30T 




>IMEISV 










»IMEISV 


M 




9.2.1. 30U 





9.2.1.67 ULFPMode 

This parameter defines if normal or silent mode of the Frame Protocol shall be used for the UL. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL FP Mode 






ENUMERAT 

ED(Normal, 

Silent,...) 
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9.2.1.68 

Void 



UL Interference Level 



9.2.1 .68A Uncertainty Ellipse 

This IE contains the uncertainty elHpse used to describe a possible shape of the geographical area of a cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uncertainty semi-major 


M 




INTEGER( 
0..127) 


The uncertainty "r" is derived 
from the "uncertainty code" k 

r=10x(1.1^-1) 


Uncertainty semi-minor 


M 




INTEGER( 
0..127) 


The uncertainty "r" is derived 
from the "uncertainty code" k 

r= 10x(1.1 -1) 


Orientation of major axis 


M 




INTEGER( 
0..179) 


The relation between the IE 
value (N) and the angle (a) in 
degrees it describes is 
2N< a <2(N+1). The values 
90. .179 shall not be used. 



9.2.1. 68B Unidirectional DCH Indicator 

The Unidirectional DCH Indicator IE indicates that the DCH is unidirectional. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Unidirectional DCH Indicator 






ENUMERATED 
(Downlink DCH only, 
Uplink DCH only) 





9.2.1.69 Uplink SIR 

The UL SIR indicates a received UL SIR. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink SIR 






INTEGER (- 
82.. 173) 


Value = Uplink SIR/10 

UnitdB 

Range -8.2..-H1 7.3 

Step 0.1 dB 



9.2.1.70 



URAID 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


URAID 






INTEGER(0. 
.65 535) 





9.2.1 .70A UTRAN Access Point Position 

The UTRAN Access Point Position indicates the exact geographical position of the base station antenna. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Latitude Sign 


M 




ENUMERAT 

ED(North, 

South) 




Degrees of Latitude 


M 




INTEGER( 


The IE value (N) is derived by 

this formula: 

N<2^^X/90<N+1 

X being the latitude in degree 

(0°..90°) 


Degrees of Longitude 


M 




INTEGERf 

.223 223.1) 


The IE value (N) is derived by 
this formula: 
N<2^^ X /360 < N+1 
X being the longitude in 
degree (-180°.. +180°) 



9.2.1. 70B URA Information 

The URA Information IE contains URA Information for one cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


URA ID 


M 




9.2.1.70 




Multiple URAs Indicator 


M 




9.2.1.41 




RNCs with Cells in the 
Accessed URA 




0.. 

<maxRNCinURA- 

1> 




Other RNCs having at least 
one cell in the URA identified 
by the URAID\E. 


>RNC-ID 


M 




9.2.1.50 





Range Bound 


Explanation 


maxRNCinURA 


Maximum number of RNC in one URA. 



9.2.1 .70C User Plane Congestion Fields Inclusion 

The User Plane Congestion Fields Inclusion IE is used by the DRNC to indicate to the SRNC to include in the HS- 
DSCH Data Frames the User Plane fields related to TNL Congestion Control for HSDPA (namely the Frame Sequence 
Number and the DRT, see [32]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


User Plane Congestion Fields 
Inclusion 






ENUMERATED ( 
Shall be included) 





9.2.1 .71 UTRAN Cell Identifier (UC-ID) 

The UC-ID (UTRAN Cell identifier) is the identifier of a cell in one UTRAN. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RNC-ID 


M 




9.2.1.50 




C-ID 


M 




9.2.1.6 





9.2.1 .72 Neighbouring TDD Cell Information LCR 

The Neighbouring TDD Cell Information LCR IE provides information for 1 .28Mcps TDD cells that are a neighbouring 
cells to a cell in the DRNC. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Neighbouring TDD Cell 
Information LCR 




1..<maxno 
OfLCRTDD 
neighbour 
s> 










>C-ID 


M 




9.2.1.6 




- 




>UARFCN 


M 




9.2.1.66 


Corresponds 
to Nt in ref. 
[7] 






> Frame Offset 







9.2.1.30 




- 




>Cell Parameter ID 


M 




9.2.1.8 




- 




>SCTD Indicator 


M 




9.2.1.78 




- 




>Cell Individual Offset 







9.2.1.7 




- 




>DPCH Constant Value 







9.2.1.23 




- 




>PCCPCH Power 







9.2.1.43 




- 




>Restriction State Indicator 







9.2.1. 48C 




- 




>Coverage Indicator 







9.2.1. 12G 




YES 


ignore 


>Antenna Co-location 
Indicator 







9.2.1. 2C 




YES 


ignore 


>HCS Prio 







9.2.1. SON 




YES 


Ignore 


>Cell Capability Container 
TDD LCR 







9.2.3.1b 




YES 


ignore 


> SNA Information 







9.2.1.52Ca 




YES 


ignore 



Range bound 


Explanation 


maxnoofLCRTDDneighbours 


IVIaximum number of neiglibouring 1 .28IVIcps TDD cell for one cell. 



9.2.1 .73 Permanent NAS UE Identity 

This element is used to identify the UE in UTRAN. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Choice Permanent NAS UE 
Identity 










>II\/ISI 










»IMSI 


M 




9.2.1.31 





9.2.1.74 



SFN-SFN Measurement Reference Point Position 



The SFN-SFN Measurement Reference Point Position indicates the exact geographical position of the SFN-SFN 
measurement reference point. The altitude shall be included when available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Altitude and direction 







9.2.1. 2B 





9.2.1.75 



UTRAN Access Point Position with Altitude 



The UTRAN Access Point Position with Altitude indicates the exact geographical position of the base station antenna. 
The altitude shall be included when available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Geographical Coordinates 


M 




9.2.1. 30F 




Altitude and direction 







9.2.1. 2B 
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9.2.1 .76 SFN-SFN Measurement Time Stamp 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Mode 


M 








>FDD 










»SFN 


M 




9.2.1. 52A 


Indicates the SFN of the 
reference cell at which the 
measurement has been 
performed. 


>TDD 










»SFN 


M 




9.2.1. 52A 


Indicates the SFN of the 
reference cell at which the 
measurement has been 
performed. 


»Time Slot 


M 




9.2.1.56 


Indicates the Time Slot of the 
reference cell at which this 
measurement has been 
performed. 



9.2.1.77 



SFN-SFN Value 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Mode 


M 








>FDD 










»SFN-SFN 


M 




INTEGER{0. 
.614399) 


According to mapping in [23]. 


>TDD 








1 .28IVIcps or 3.84Mcps TDD 


»SFN-SFN 


M 




INTEGER{0. 
.40961) 


According to mapping in [24]. 


>TDD 7.68Mcps 










»SFN-SFN 


M 




INTEGER{0. 
.81923) 


According to mapping in [24]. 



9.2.1.78 SCTD Indicator 

Indicates if SCTD antenna diversity is applied or not to the PCCPCH and PICH [3.84Mcps TDD]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SCTD Indicator 






ENUMERAT 

ED{active, 

inactive) 





9.2.1.79 Congestion Cause 

The Congestion Cause IE indicates the cause of a congestion situation: 



IE/Group Name 


Presence 


Range 


IE Type and Reference 


Semantics 
Description 


Congestion Cause 






ENUMERATED 
(UTRAN Dynamic Resources, 
UTRAN Semistatic Resources, 
...) 





The meaning of the different congestion cause values is described in the following table: 



Congestion cause 



Meaning 
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UTRAN Dynamic Resources 


UL and/or DL resource congestion situation mainly caused by the UL 
and/or DL UTRAN Dynamic Resources. This type of congestion situation 
is, e.g. related to the limitation of the DL transmitted carrier power of the 
cell{s), or the UL Interference situation in the concerned cell{s). 


UTRAN Semistatic Resources 


UL and/or DL resource congestion situation mainly related to UTRAN 
Semistatic Resources (e.g. channelisation codes, Node-B resources, ..). 



9.2.1.80 



TMGI 



The TMGI is the unique identifier for an MBMS bearer service, see ref.[l]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PLMN Identity 


M 




OCTET 
STRING (3) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

-The PLMN Identity consists 

of 3 digits from MCC followed 

by either 

-a filler plus 2 digits from IVINC 

(in case of 2 digit IVINC) or 

-3 digits from MNC (in case of 

a3digitMNC). 


Service ID 


M 




OCTET 
STRING 

(3) 





9.2.1.81 Transmission Mode 

The Transmission Mode IE indicates the transmission mode used for MBMS data transmission in one cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transmission Mode 






ENUMERAT 
ED(PTP, 
PTM, Not 
Provided). 


PTP: The MBMS data is 

transmitted through point to 

point channel. 

PTM: The MBMS data is 

transmitted through point to 

multipoint channel. 

Not Provided: The MBMS 

data is not transmitted in the 

DRNC. 



9.2.1 .82 Access Point Name 

The APN and IP Multicast Address uniquely identify an MBMS bearer service. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


APN 


M 




OCTET 

STRING 

(1..255) 
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9.2.1 .83 IP Multicast Address 

The APN and IP Multicast Address uniquely identify an MBMS bearer service. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


IP Multicast Address 


M 




OCTET 

STRING 

(4..16) 





9.2.1 .84 MBMS Bearer Service Full Address 

This IE provides the full address of an MBMS Bearer Service otherwise identified by its TMGI. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Access Point Name 


M 




9.2.1.82 




IP Multicast Address 


M 




9.2.1.83 





9.2.1.85 



Provided Information 



This IE contains the relevant data concerned the direct information transfer procedure. Provided Information IE shall 
include at least one of the following lEs. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MBMS Channel Type 
Information 







9.2.1.86 




MBMS Preferred Frequency 
Layer Information 







9.2.1.87 





9.2.1 .86 MBMS Channel Type Information 

This IE contains the channel types of a MBMS Bearer Service indicated by TMGI IE in one or more cells. MBMS 
Channel Type Information IE shall include at least one C-ID IE and Affected UE Information for MBMS IE in the PTM 
Cell List IE, the PTP Cell List IE and/or Not Provided Cell List IE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TMGI 


M 




9.2.1.80 




PTM Cell List 




0. . <maxnoofCells> 






>C-ID 


M 




9.2.1.6 




>Affected UE Information 
for MBMS 




0..<maxnoofUEs> 






»S-RNTI 


M 




9.2.1.53 




PTP Cell List 




0.. <maxnoofCells> 






>C-ID 


M 




9.2.1.6 




>Affected UE Information 
for MBMS 




0..<maxnoofUEs> 






»S-RNTI 


M 




9.2.1.53 




Not Provided Cell List 




0.. <maxnoofCells> 






>C-ID 


M 




9.2.1.6 




>Affected UE Information 
for MBMS 




0..<maxnoofUEs> 






»S-RNTI 


M 




9.2.1.53 
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Range Bound 


Explanation 


maxnoofCells 


Maximum number of cells that can be indicated in the corresponding 
IE. 


maxnoofUEs 


Maximum number of S-RNTIs that can be indicated per cell in the 
respective lEs. 



9.2.1 .87 MBMS Preferred Frequency Layer Information 

This IE contains the preferred frequency layer of a MBMS Bearer Service indicated by TMGI IE in one or more cells 
that host at least one CELL_DCH UE whose UE Link contains the concerned MBMS Bearer Service and whose SRNC 
is different from the CRNC. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TMGI 


M 




9.2.1.80 




Preferred Frequency Layer 
Information 










>Default Preferred 
Frequency 


M 




UARFCN 
9.2.1.66 




>Additional Preferred 
Frequency 




0. . <maxnoofAddFr 
eq> 




Preferred frequencies 
different from default 
preferred frequency 


»DL UARFCN 


M 




UARFCN 
9.2.1.66 




»Corresponding Cells 




1 . . <maxnoofCellsP 
erFreq> 






»>C-ID 


M 




9.2.1.6 





Range Bound 


Explanation 


maxnoofAddFreq 


Maximum number of additional preferred frequencies different from 
default preferred frequency in an RNC. 


maxnoofCellsPerFreq 


Maximum number of cells whose preferred frequency is the same. 



9.2.1.88 



E-DCH DDI Value 



The E-DCH DDI Value IE is the Data Description Indicator value identifying a unique combination of E-DCH MAC-d 
Flow ID and MAC-d PDU Size. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH DDI Value 






INTEGER 
(0..62) 





9.2.1 .89 E-DCH MAC-d Flow Multiplexing List 

The E-DCH MAC-d Flow Multiplexing List indicates which E-DCH MAC-d flows are allowed to be multiplexed 
within a MAC-e PDU with the MAC-d flow it is associated to. If the E-DCH MAC-d Flow Multiplexing List is 
signalled for an E-DCH MAC-d flow it indicates that E-DCH MAC-d PDUs of this E-DCH MAC-d flow are the first 
E-DCH MAC-d PDU in the MAC-e PDU. If an E-DCH MAC-d Flow Multiplexing List was already received within a 
previous Radio Link related procedure and no E-DCH MAC-d Flow Multiplexing List is signalled for a E-DCH MAC-d 
flow, the DRNS shall continue to use the previously received one. If no E-DCH MAC-d Flow Multiplexing List was 
ever received for an E-DCH MAC-d flow no restrictions shall be assumed for the related E-DCH MAC-d flow for 
multiplexing E-DCH MAC-d flows. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Multiplexing List 






BIT STRING 

(8) 


The first Bit corresponds to 
E-DCH MAC-d flow 0, 
the second bit corresponds 
to E-DCH MAC-d flow 1, 
etc. 



9.2.1 .90 E-DCH MAC-d Flows To Delete 

The E-DCH MAC-d Flows To Delete IE is used for the removal of E-DCH MAC-d flows. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flows To 
Delete 




1..<maxnoofEDCH 
MACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 





Range Bound 


Explanation 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows 



9.2.1 .91 E-DCH MAC-d Flow ID 

The E-DCH MAC-d Flow ID IE is the unique identifier for one MAC-d flow on E-DCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow ID 






INTEGER 

(0.. 

maxnoofEDC 

HMACdFlow 

s-1) 





Range Bound 


Explanation 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows 



9.2.1.92 E-DCH Logical Channel Information 

The E-DCH Logical Channel Information IE is used for the establishment of E-DCH Logical Channels. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Logical Channel 
Information 




1 ..<maxnooflogical 
channels> 






>Logical Channel ID 


M 




9.2.1.97 




>Scheduling Priority 
Indicator 


M 




9.2.1.51A 




>Scheduling Information 


M 




9.2.1.101 




>IVIAC-es Guaranteed Bit 
Rate 







9.2.1.98 




>E-DCH DDI Value 


M 




9.2.1.88 


If more than 1 MAC-d PDU 
size is configured for this 
Logical Channel, the 
different sizes will use 
subsequent DDI values 
starting from this DDI value. 
Value "0x3F" is reserved 


>MAC-d PDU Size List 




maxnoofMACdPDU 
Size 






»MAC-d PDU Size 


M 




9.2.1. 34A 





Range Bound 


Explanation 


maxnooflogicalchannels 


IVlaximum number of logical channels 


maxnoofMA CdPDUSize 


IVIaximum number of MAC-d PDU size per Logical Channels 



9.2.1 .93 E-DCH Logical Channel To Modify 

The E-DCH Logical Channel To Modify IE is used for the reconfiguration of E-DCH Logical Channels. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Logical Channel 
Information 




1 ..<maxnooflogical 
cliannels> 






>Logical Channel ID 


M 




9.2.1.97 




>Scheduling Priority 
Indicator 







9.2.1.51A 




>Scheduling Information 







9.2.1.101 




>IVIAC-es Guaranteed Bit 
Rate 







9.2.1.98 




>E-DCH DDI Value 







9.2.1.88 


If more than 1 MAC-d PDU 
size is configured for this 
Logical Channel, the 
different sizes will use 
subsequent DDI values 
starting from this DDI value. 
Value "GxSF" is reserved 


>MAC-d PDU Size List 




o..< 

maxnoofMACdPDU 
Size 






»MAC-d PDU Size 


M 




9.2.1. 34A 





Range Bound 


Explanation 


maxnoofiogicaichannels 


Maximum number of logical channels 


maxnoofMA CdPDUSize 


Maximum number of MAC-d PDU size per Logical Channels 



9.2.1.94 E-RNTI 

The E-RNTI IE is needed for the UE (or UE group) specific CRC in E-AGCH, see ref. [52]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RNTI 






INTEGER 
(0..65535) 





9.2.1 .95 E-DCH Processing Overload Level 

The E-DCH Processing Overload Level IE defines the threshold that determines when DRNS shall indicate processing 
issue problems to the SRNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


E-DCH Processing Overload 
Level 






INTEGER 
(0..10,...) 


Number of consecutive 
TTIs. 

The value '0' is a special 
value, that means infinity, 
i.e. when this value is used, 
the DRNS shall never 
indicate processing issue to 
the RNC. 



9.2.1 .96 E-DCH Power Offset for Scheduling Info 

The E-DCH Power Offset for Scheduling Info is used to calculate the [FDD - E-DPDCH][TDD - E-PUCH] power for 
transmision of scheduling information without any MAC-d PDUs. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Power Offset for 
Scheduling Info 






INTEGER 
(0..6) 


Unit:dB 
Step: 1 dB 



9.2.1 .97 Logical channel ID 

The Logical Channel ID IE is used to identify a E-DCH logical channel in Scheduling Information that is sent over Uu. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Logical Channel ID 




INTEGER 

(1..15) 







9.2.1.98 



MAC-es Guaranteed Bit Rate 



The MAC-es Guaranteed Bit Rate IE indicates the guaranteed number of bits per second to be delivered over the air 
interface under normal operating conditions (provided there is data to deliver) for which the Node B shall provide 
sufficient UL resources. If the MAC-es Guaranteed Bit Rate IE is received with the value set to during RL set up or 
modification, no guarantee is applied. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MAC-es Guaranteed Bit Rate 






INTEGER 

(0..2'^24-1, 


Unit: bit/s 



9.2.1 .99 MAC-e Reset Indicator 

Indicates the MAC-e Reset is performed in UE. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MAC-e Reset Indicator 






ENUMERAT 
ED (MAC-e 
Reset) 





9.2.1 .1 00 Maximum Number of Retransmissions for E-DCH 

The Maximum Number of Retransmissions for E-DCH IE specifies the upper boundary for retransmissions for a single 
MAC-d flow. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of 
Retransmissions for E-DCH 






INTEGER 

(0..15) 





9.2.1.101 Scheduling Information 



The Scheduling Information IE indicates whether the scheduling information is included for the E-DCH logical channel 
or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Scheduling Information 






ENUMERAT 
ED( 

Included, 
Not Included) 





9.2.2 FDD Specific Parameters 

This subclause contains parameters that are specific to FDD. 

9.2.2.a ACK-NACK Repetition Factor 

The ACK-NACK Repetition Factor IE indicates the consecutive repetition of the ACK and NACK. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


ACK-NACK Repetition 
Factor 






INTEGER 
(1..,4,...) 


Step: 1 



9.2.2.b 



ACK Power Offset 



The ACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ ACK 
information and the associated DPCCH. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


ACK Power Offset 






INTEGER 
(0..8,...) 


According to mapping in ref. 
[21] subclause 4.2.1. 



9.2.2.A Active Pattern Sequence Information 

Defines the parameters for the compressed mode gap pattern sequence activation. For details see ref. [16]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CM Configuration Change 
CFN 


M 




CFN 
9.2.1.9 




Transmission Gap Pattern 
Sequence Status 




0.. <maxTGPS> 




If the group is not present, none 
of the pattern sequences are 
activated. 


>TGPSI Identifier 


IVI 




INTEGER(1. 
.<MaxTGPS 

>) 


Establish a reference to the 
compressed mode pattern 
sequence. Up to <MaxTGPS> 
simultaneous compressed mode 
pattern sequences can be 
activated. 


>TGPRC 


M 




INTEGER(0. 
.511) 


The number of transmission gap 
patterns within the Transmission 
Gap Pattern Sequence. 
0=lnfinity. 


>TGCFN 


M 




CFN 
9.2.1.9 


Connection Frame Number of 
the first frame of the first pattern 
1 within the Transmission Gap 
Pattern Sequence. 



Range bound 


Explanation 


maxTGPS 


IVIaximum number of active pattern sequences. Value 6. 



9.2.2.B Adjustment Period 

Adjustment Period IE defines the period to be used for power balancing. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Adjustment Period 






INTEGER 
(1 .. 256) 


Unit: Frames 



9.2.2.C Adjustment Ratio 

Adjustment Ratio IE (Radj) defines the convergence rate used for the associated Adjustment Period. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Adjustment Ratio 






INTEGER 
(0.. 100) 


The Adjustment Ratio is 

given with a granularity of 

0.01 

0->0.00 

1 ->0.01 

100 -> 1.00 



9.2.2.Ca Bundling Mode Indicator 

The Bundling Mode Indicator indicates whether the bundling shall be done or shall not be done for lur. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Bundling Mode Indicator 






ENUMERATED ( 
Bundling, No 
bundling) 


The value "Bundling" is 
applicable only when E-TTI 
indicates "2ms". 
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The Cell Capability Container FDD indicates which functionalities a cell supports. 
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IE/Group Name 



Presence 



Range 



IE Type and 
Reference 



Semantics Description 



Cell Capability Container 
FDD 



BIT STRING 

(32) 



Each bit indicates whether a 

cell supports a particular 

functionality or not. The 

value 1 of a bit indicates that 

the corresponding 

functionality is supported in a 

cell and value indicates 

that the corresponding 

functionality is not supported 

in a cell. Each bit is defined 

as follows. 

The first bit:Reserved. 

The second bit: Delayed 

Activation Support Indicator. 

The third bit: HS-DSCH 

Support Indicator. 

The fourth bit:Reserved. 

The fifth bit: F-DPCH 

Support Indicator. 

The sixth bit: E-DCH Support 

Indicator. 

The seventh bit: E-DCH 

TTI2ms Support Indicator. 

The eighth bit: E-DCH 

2sf2and2sf4 and all inferior 

SFs Support Indicator. 

The ninth bit: E-DCH 2sf2 

and all inferior SFs Support 

Indicator. 

The tenth bit: E-DCH 2sf4 

and all inferior SFs Support 

Indicator. 

The eleventh bit: E-DCH sf4 

and all inferior SFs Support 

Indicator. 

The twelveth bit: E-DCH sf8 

and all inferior SFs Support 

Indicator. 

The thirteenth bit: E-DCH 

HARQ IR Combining 

Support Indicator. 

The fourteenth bit: E-DCH 

HARQ Chase Combining 

Support Indicator. 

The fifteenth bit: Continuous 

Packet Connectivity DTX- 

DRX Support Indicator. 

The sixteenth bit: Continuous 

Packet Connectivity HS- 

SCCH less Support 

Indicator. 

The seventeenth bit: MIMO 

Support Indicator. 

Note that undefined bits are 
considered as a spare bit 
and spare bits shall be set to 
by the transmitter and shall 
be ignored by the receiver. 
Note that Reserved bits are 
not considered as a spare 
bit. They shall however be 
set to by the transmitter 
and shall be ignored by the 
receiver. 
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9.2.2.E Cell Portion ID 

Cell Portion ID is the unique identifier for a cell portion within a cell. See [11]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell Portion ID 






INTEGER 
(0..63,...) 





9.2.2.1 



Chip Offset 



The Chip Offset is defined as the radio timing offset inside a radio frame. The Chip Offset is used as offset for the DL 
DPCH relative to the Primary CPICH timing for the DL DPCH or for the F-DPCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Chip Offset 






INTEGER 
(0. .38399) 


Unit: Chips 



9.2.2.2 



Closed Loop Model Support Indicator 



The Closed Loop Model Support Indicator indicates whether the particular cell is capable to support Closed loop 
model or not 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Closed Loop Model Support 
Indicator 






ENUMERAT 
ED(Closed 
loop model 
Supported, 
Closed loop 
model not 
supported). 





9.2.2.3 

Void. 



Closed Loop Mode2 Support Indicator 



9.2.2.3A Closed Loop Timing Adjustment Mode 

Indicates when the phase/amplitude adjustment is performed in the DL in relation to the receipt of the UL feedback 
command in case of closed loop mode transmit diversity on DPCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Closed Loop Timing Adjustment 
Mode 






ENUMERAT 
ED(0ffset1 , 
0ffset2,...) 


According to [10] subclause 

7.1: 

Offsetl =slot(j+1)mod15 

0ffset2 = slot(j+2)mod15 



9.2.2.4 

Void 



Compressed Mode Method 



9.2.2.4A DCH FDD Information 

The DCH FDD Information IE provides information for DCHs to be established. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DCH FDD Information 




1..<maxno 
ofDCHs> 






— 




>Payload CRC Presence 
Indicator 


M 




9.2.1.42 




— 




>UL FP Mode 


M 




9.2.1.67 




- 




>ToAWS 


M 




9.2.1.58 




- 




>ToAWE 


M 




9.2.1.57 




- 




>DCH Specific Info 




1..<maxno 
ofDCHs> 






— 




»DCH ID 


M 




9.2.1.16 




- 




»TrCH Source Statistics 
Descriptor 


M 




9.2.1.65 




— 




»Transport Format Set 


M 




9.2.1.64 


For the UL. 


— 




»Transport Format Set 


M 




9.2.1.64 


For the DL. 


- 




»BLER 


M 




9.2.1.4 


For the UL. 


- 




»BLER 


M 




9.2.1.4 


For the DL. 


- 




»Allocation/Retention 
Priority 


M 




9.2.1.1 




— 




»Frame Handling Priority 


M 




9.2.1.29 




- 




»QE-Selector 


M 




9.2.1.46A 




- 




»DRAC control 


M 




9.2.2.13 




- 




»Guaranteed Rate 
Information 







9.2.1. 30M 




YES 


ignore 


»Traffic Class 


M 




9.2.1.58A 




YES 


ignore 


»Unidirectional DCH 
Indicator 







9.2.1. 68B 




YES 


reject 


>TNL QoS 







9.2.1.56A 




YES 


ignore 


















Range bound 


Explanation 




maxnoofDCHs 


Maximum r 


lumber of DCH 


Hs for one UE. 







9.2.2.4B E-DCH FDD Information 

The E-DCH FDD Information IE provides information for an E-DCH to be established. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


E-DCH MAC-d Flows 
Information 


M 




9.2.2.4MC 








HARQ Process Allocation 
For 2ms Scheduled 
Transmission Grant 







HARQ 
Process 
Allocation 
for 2ms 1 II 
9.2.2.40 


If this IE is not 
included, 
scheduled 
transmission in 
all HARQ 
processes is 
allowed. 






E-DCH Maximum Bitrate 







9.2.2.4MG 








E-DCH Processing Overload 
Level 







9.2.1.95 








E-DCH Reference Power 
Offset 







9.2.2.4MI 








E-DCH Power Offset for 
Scheduling Info 







9.2.1.96 




YES 


ignore 



9.2.2.4C E-DCH FDD Information Response 

The E-DCH FDD Information Response IE provides information for E-DCH MAC-d flows that have been established 
or modified. It also provides additional E-DCH information determined within the DRNS. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 
Response 




1..<maxnoof 
EDCHMACd 
Flows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 


If only HARQ Process 
Allocation For 2ms 
Scheduled Transmission 
G/-anflEandthislE(E- 
DCH MAC-d Flow ID) are 
present in the E-DCH FDD 
Information Response IE, 
the content of this IE shall 
be considered invalid 


>Binding ID 







9.2.1.3 




>Transport Layer Address 







9.2.1.62 




>HARQ Process 
Allocation For 2ms Non- 
Scheduled Transmission 
Grant 







HARQ Process 
Allocation for 2ms 
TTI 
9.2.2.40 




HARQ Process Allocation 
For 2ms Scheduled 
Transmission Grant 







HARQ Process 
Allocation for 2ms 
TTI 
9.2.2.4Q 





Range bound 


Explanation 


maxnoofEDCHMACdFlows 


IVIaximum number of E-DCH IVIAC-d flows. 



9.2.2.4D 



E-DCH FDD DL Control Channel Information 



The E-DCH FDD DL Control Channel Information IE provides information for E-DCH specific DL Control Channels 
to be provided to UE via RRC signalling. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


E-AGCH and E-RGCH 
And E-HIGH FDD 
Scrambling Code 







DL 

Scrambling 
Code 
9.2.2.11 


Scrambling 
code on which 
E-AGCH, E- 
RGCH and E- 
HICH are 
transmitted. 
0= Primary 
scrambling 
code of the 
colli. ..15 = 
Secondary 
scrambling 
code 






E-AGCH Channelisation 
Code 







FDDDL 
Channelisat 
ion Code 
Number 
9.2.2.14 








Primary E-RNTI 







E-RNTI 
9.2.1.94 








Secondary E-RNTI 







E-RNTI 
9.2.1.94 








E-RGCH and E-HICH 
Channelisation Code 


M 




FDDDL 
Channelisat 
ion Code 
Number 
9.2.2.14 








E-RGCH Signature 
Sequence 







INTEGER 
(Cmaxnoof 
SigSeqERG 
HICH-1) 








E-HICH Signature 
Sequence 







INTEGER 
(Cmaxnoof 
SigSeqERG 
HICH-1) 








Serving Grant Value 







INTEGER 
(0..37,38) 


(0..37) 
indicates E- 
DCH serving 
grant index as 
defined in [41]; 
index 38 
means zero 
grant 






Primary/Secondary Grant 
Selector 







ENUMERA 
TED 

(Primary, 
Secondary) 


Indicates 
whether the 
Serving Grant 
Value is 
granted with a 
primary E- 
RNTIora 
secondary E- 
RNTI 






E-RGCH Release 
Indicator 







9.2.2.60 








E-RGCH and E-HICH 
Channelisation Code 
Validity Indicator 







9.2.2.68 


Indicates 
whether the 
value of E- 
RGCH and E- 
HICH 

Channelisatio 
n Code is 
invalid 


YES 


ignore 
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Range bound 


Explanation 


maxnoofSigSeqERGHICH 


Maximum number Signature Sequences for E-RGCH 
/E-HICH 



9.2.2.4E E-DCH RL Indication 

Indicates whether a RL is an E-DCH RL. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH RL Indication 






ENUMERAT 
ED(E-DCH, 
non E-DCH) 





9.2.2.4F E-DCH FDD Information To Modify 

The E-DCH FDD Information IE provides information for an E-DCH to be modified. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


E-DCH MAC-d Flow 
Specific Information 




1..<maxno 
ofEDCHM 
ACdFlows 
> 










>E-DCH MAC-d Flow ID 


M 




9.2.1.91 








>Allocation/Retention 
Priority 







9.2.1.1 








>Transport Bearer 
Request Indicator 


M 




9.2.1.61 








>TNL QoS 







9.2.1.56A 








>Maximum Number of 
Retransmissions for E- 
DCH 







9.2.1.100 








>Traffic Class 







9.2.1. 58A 








>E-DCH HARQ Power 
Offset FDD 







9.2.2.4L 








>E-DCH MAC-d Flow 
Multiplexing List 







9.2.1.89 








> CHO\CE E-DCH grant 
type 















»E-DCH Non- 
Scheduled Transmission 
Grant 














»>Maximum Number 
of Bits per MAC-e PDU 
for Non-scheduled 
Transmission 


M 




9.2.2.4N 








»>HARO Process 
Allocation For 2ms 
Non-Scheduled 
Transmission Grant 







HARQ 
Process 
Allocation 
for 2ms TTI 
9.2.2.40 








»E-DCH Scheduled 
Transmission Grant 






NULL 








>Bundling Mode Indicator 







9.2.2.Ca 








>E-DCH Logical Channel 
To Add 







E-DCH 

Logical 

Channel 

Information 

9.2.1.92 








>E-DCH Logical Channel 
To Modify 






9.2.1.93 








>E-DCH Logical Channel 
To Delete 




o..< 

maxnooflo 
gicalchann 
els> 










»Logical Channel ID 


M 




9.2.1.97 








HARQ Process Allocation 
For 2ms Scheduled 
Transmission Grant 







HARQ 
Process 
Allocation 
for 2ms 1 II 
9.2.2.40 








E-DCH Maximum Bitrate 







9.2.2.4MG 








E-DCH Processing Overload 
Level 







9.2.1.95 








E-DCH Reference Power 
Offset 







9.2.2.4MI 








MAC-e Reset Indicator 







9.2.1.99 








E-DCH Power Offset for 
Scheduling Info 







9.2.1.96 




YES 


ignore 
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Range bound 


Explanation 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows. 


maxnooflogicalchannels 


Maximum number of Logical Channels 



9.2.2.4G E-DCH Transport Format Combination Set Information (E-TFCS Information) 

Whereas the related Transport Block sizes are standardised in [41] this IE gives details on the referenced Transport 
Block Size Table, the E-DCH Minimum Set E-TFCI and the Reference E-TFCIs. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


E-TFCI Table Index 


M 




INTEGER 

(0..1,...) 


Indicates 
which 

standardised 
E-TFCS 
Transport 
Block Size 
Table shall be 
used. The 
related tables 
are specified 
in [41]. 






E-DCH Minimum Set E- 
TFCI 


M 




INTEGER 

(0..127) 


For the 

concept of "E- 
DCH Minimum 
Set of TFCs" 
see [41] and 
[16]. 






Reference E-TFCI 
Information 




1..<maxno 

ofRefETF 

Cls> 










>Reference E-TFCI 


M 




INTEGER 

(0..127) 








>Reference E-TFCI Power 
Offset 


M 




9.2.2.4P 









E-DCH Minimum Set E- 
TFCI Validity Indicator 







9.2.2.69 


Indicates 
whether the 
value of E- 
DCH Minimum 
Set E-TFCI is 
invalid 


Yes 


Reject 



Range Bound 


Explanation 


maxnoofRefE TFCIs 


Maximum number of signalled reference E-TFCIs 



9.2.2.4J E-TTI 

The E-TTI parameter indicates the Transmission Time Interval for E-DPCH operation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-TTI 






ENUMERAT 
ED (2ms, 
10ms) 





9.2.2.4K 



E-DPCCH Power Offset 



The E-DPCCH Power Offset is used to calculate the E-DPCCH gain factor y^^^ as defined in [10], whereas /3gc is related 
to the power difference between DPCCH and E-DPCCH. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DPCCH Power Offset 






INTEGER (0..8) 


According to mapping in ref. 
[21] subclause 4.2.1.3 



9.2.2.4KA Void 



9.2.2.4L E-DCH HARQ Power Offset FDD 

The E-DCH HARQ Power Offset FDD is used to calculate the unquantised gain factor for an E-TFC {/Sed.j.uq)^^ defined 
in [10]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH HARQ Power Offset 
FDD 






INTEGER (0..6) 


According to mapping in ref. 
[21] subclause 4.2.1.3. 



9.2.2.4M Void 

9.2.2.4MA Void 

9.2.2.4MB Void 

9.2.2.4MC E-DCH MAC-d Flows Information 

The E-DCH MAC-d Flows Information IE is used for the establishment of E-DCH MAC-d flows. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


E-DCH MAC-d Flow 
Specific Information 




1..<maxno 
ofEDCHM 
ACdFlows 
> 










>E-DCH MAC-d Flow ID 


M 




9.2.1.91 








>Allocation/Retention 
Priority 







9.2.1.1 








>TNL QoS 







9.2.1.56A 








>Payload CRC Presence 
Indicator 


M 




9.2.1.42 








>IVIaximum Number of 
Retransmissions for E- 
DCH 


M 




9.2.1.100 








>Traffic Class 


M 




9.2.1. 58A 








>E-DCH HARQ Power 
Qffset FDD 


M 




9.2.2.4L 








>E-DCH MAC-d Flow 
Multiplexing List 







9.2.1.89 








>CHQICE E-DCH grant 
type 


M 












»E-DCH Non- 
Scheduled Transmission 
Grant 














>» Maximum Number 
of Bits per MAC-e PDU 
for Non-scheduled 
Transmission 


M 




9.2.2.4N 








»>HARQ Process 
Allocation For 2ms 
Non-Scheduled 
Transmission Grant 







HARQ 
Process 
Allocation 
for 2ms TTI 
9.2.2.40 


If this IE is not 
included, 
transmission in 
all HARQ 
processes is 
allowed. 






»E-DCH Scheduled 
Transmission Grant 






NULL 








>Bundling Mode Indicator 







9.2.2.Ca 








>E-DCH Logical Channel 
Information 


M 




9.2.1.92 








>TrCH Source Statistics 
Descriptor 







9.2.1.65 




YES 


ignore 



Range bound 


Explanation 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows. 



9.2.2.4MD Void 



9.2.2.4ME Void 



9.2.2.4IVIF Void 
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9.2.2.4MG E-DCH Maximum Bitrate 

The E-DCH Maximum Bitrate parameter indicates the Maximum Bitrate for an E-DCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Maximum Bitrate 






INTEGER 
(0..5742,...) 


Bitrate on transport blocl< level. 
Unit is kbits per second. 



9.2.2.4MH Void 



9.2.2.4MI E-DCH Reference Power Offset 

The E-DCH Reference Power Offset is used to estimate the E-DPDCH power from E-TFCI without decoding MAC-e 
PDUs. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Reference Power 
Offset 






INTEGER (0..6) 


According to mapping in ref. 
[21] subclause 4.2.1.3. 



9.2.2.4MJ Void 



9.2.2.4N Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission 

The Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission indicates the maximum numbers of 
bits allowed to be included in a MAC-e PDU per E-DCH MAC-d flow configured for non- scheduled transmissions. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of Bits per 
MAC-e PDU for Non- 
Scheduled Transmission 






INTEGER (1.. 19982) 





9.2.2.40 HARO Process Allocation For 2ms TTI 

The HARQ Process Allocation for 2ms TTI indicates those HARQ processes that are allowed. MAC-d PDU's for a 
MAC-d flow are only allowed to be transmitted in those processes for which the bit is set to "1". 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HARQ Process Allocation For 
2ms TTI 






BIT STRING (8) 


The first Bit corresponds to 

HARQ process ID = 0, 

the second bit corresponds to 

HARQ process ID = 1, 

etc. 

The HARQ process ID for 2ms 

TTI is defined in [41], chapter 

11.8.1.3. 



9.2.2.4P Reference E-TFCI Power Offset 

The Reference E-TFCI Power Offset is used to calculate the reference E-TFC gain factor j^edrcf as defined in [10]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Reference E-TFCI Power 
Offset 






INTEGER (0..29) 


According to mapping in ref. 
[21] subclause 4.2.1.3 



9.2.2.5 

Void 

9.2.2.6 

Void. 

9.2.2.7 

Void. 



D-Field Length 



Diversity Control Field 



Diversity Indication 



9.2.2.8 Diversity Mode 

Define the diversity mode to be applied. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Diversity Mode 






ENUMERAT 
ED(None, 

STTD, 

Closed loop 

mode 1 , Not 

Used,...) 


The Diversity Mode IE shall 
never be set to "Not Used". If 
received it shall be rejected. 



9.2.2.9 DL DPCH Slot Format 

Indicates the slot format used in DPCH in DL, according to ref. [8]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL DPCH Slot Format 






INTEGER 
(0..16,...) 





9.2.2.9A DL DPCH Timing Adjustment 

The DL DPCH Timing Adjustment indicates that a timing adjustment of the related radio link is required or that an 
Initial DL DPCH Timing Adjustment has been performed by the DRNS. It also indicates whether the timing adjustment 
consists of a timing advance or a timing delay with respect to the SFN timing. The adjustment always consists of 256 
chips. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL DPCH Timing 






ENUMERAT 


The size of the timing 


Adjustment 






ED(timing 
advance, 
timing delay) 


adjustment is 256 chips. 



9.2.2.10 

Void 



DL Power 
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9.2.2.1 OA DL Power Balancing Information 

The DL Power Balancing Information IE provides information for power balancing to be activated in the relevant 
RL(s). 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Power Adjustment Type 


M 




9.2.2.28 




- 




DL Reference Power 


C-Common 




DL power 
9.2.1.21A 


Power on 
DPCH or on 
F-DPCH 






DL Reference Power 
Information 


C-lndividual 


1..<maxnoof 
RLs> 






— 




>RLID 


M 




9.2.1.49 




- 




>DL Reference Power 


M 




DL power 
9.2.1.21A 


Power on 

DPCHoron 

F-DPCH 






Max Adjustment Step 


C- 

CommonOrln 

dividual 




9.2.2.23 








Adjustment Period 


C- 

CommonOrln 

dividual 




9.2.2.B 








Adjustment Ratio 


C- 

CommonOrln 

dividual 




9.2.2.C 









Condition 


Explanation 


Common 


The IE shall be present if the Power Adjustment Type IE is set to 
"Common". 


Individual 


The IE shall be present if the Power Adjustment Type IE is set to 
"Individual". 


CommonOrlndividual 


The IE shall be present if the Power Adjustment Type IE is set to 
"Common" or "Individual". 



Range Bound 


Explanation 


maxnoofRLs 


Maximum number of Radio Links for a UE. 



9.2.2.1 OB DL Power Balancing Activation Indicator 

The DL Power Balancing Activation Indicator IE indicates that the power balancing is activated in the RL. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Power Balancing 
Activation Indicator 






ENUMERATED{DL 

Power Balancing 

Activated). 





9.2.2.1 OC DL Reference Power Information 

The DL Reference Power Information IE provides reference power of the power balancing to be used in the relevant 
RL(s). 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Common DL Reference 
Power 







DL power 
9.2.1.21A 


Power on 

DPCHoron 

F-DPCH 






Individual DL Reference 
Power Information 




0..<maxnoof 
RLs> 






— 




>RLID 


M 




9.2.1.49 




- 




>DL Reference Power 


M 




DL power 
9.2.1.21A 


Power on 
DPCH or on 
F-DPCH 







Range bound 


Explanation 


maxnoofRLs 


Maximum number of RLs for a UE. 



9.2.2.1 OD DL Power Balancing Updated Indicator 

The DL Power Balancing Updated Indicator IE indicates that the power balancing related parameters is updated in the 
RL. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Power Balancing 
Updated Indicator 






ENUMERATED{DL 

Power Balancing 

Updated). 





9.2.2.11 DL Scrambling Code 

DL Scrambling code to be used by the RL. One cell may have multiple DL Scrambling codes available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Scrambling Code 






INTEGER 
(0..15) 


0= Primary scrambling code 
of the cell 
1...15= Secondary 
scrambling code 



9.2.2.12 

Void 



Downlink Frame Type 



9.2.2.1 2A DPCMode 

The DPCMode IE indicates the DPC mode to be apphed [10]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DPC Mode 






ENUMERAT 

TED 

(ModeO, 

Model, 


ModeO: The DRNS shall 
estimate the UE transmitted 
TPC command and update the 
DL power in every slot 
Model: The DRNS shall 
estimate the UE transmitted 
TPC command over three slots 
and shall update the DL power 
in every three slots 
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9.2.2.13 DRAG Control 

The possibility to use DRAC control has been removed. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DRAC Control 






ENUMERAT 
ED (Not 
Used, Not- 
Requested) 


The DRAC Control IE shall 
never be set to "Not Used". 



9.2.2.1 3A DSCH FDD Information 

Void. 

9.2.2.1 3B DSCH FDD Information Response 

Void. 

9.2.2.1 3Bb DSCH-RNTI 

Void. 

9.2.2.1 3C FDD DCHs To Modify 

The FDD DCHs To Modify IE provides information for DCHs to be modified. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


FDD DCHs To Modify 




1..<maxno 
ofDCHs> 






— 




>UL FP Mode 







9.2.1.67 




- 




>ToAWS 







9.2.1.58 




- 




>ToAWE 







9.2.1.57 




- 




>Transport Bearer Request 
Indicator 


M 




9.2.1.61 




— 




>DCH Specific Info 




1..<maxno 
ofDCHs> 






— 




»DCH ID 


M 




9.2.1.16 




- 




»Transport Format Set 







9.2.1.64 


For the UL 


- 




»Transport Format Set 







9.2.1.64 


For the DL. 


- 




»Allocation/Retention 
Priority 







9.2.1.1 




— 




»Frame Handling Priority 







9.2.1.29 




- 




»Not Used 







NULL 




- 




»Guaranteed Rate 
Information 







9.2.1. 30M 




YES 


ignore 


»Traffic Class 







9.2.1.58A 




YES 


ignore 


»Unidirectional DCH 
Indicator 







9.2.1. 68B 




YES 


reject 


>TNL QoS 







9.2.1.56A 




YES 


ignore 


















Range bound 


Explanation 




maxnoofOCHs 


Maximum r 


lumber of DCH 


Hs for one UE. 







9.2.2.1 3D Enhanced DSCH PC 

Void. 
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9.2.2.13E 

Void. 

9.2.2.13F 
Void. 



Enhanced DSCH PC Counter 



Enhanced DSCH PC Indicator 



9.2.2.1 3G Enhanced DSCH PC Wnd 

Void. 

9.2.2.1 3H Enhanced DSCH Power Offset 

Void. 

9.2.2.131 Enhanced Primary CPICH Ec/No 

Energy per PN chip divided by the total received power spectral density measured on the Primary CPICH by the UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Enhanced Primary CPICH 






INTEGER(0. 


According to the mapping of 


Ec/No 






.49) 


the Primary CPICH Ec/lo UE 
measurement defined in ref. 
[231 and [241 



9.2.2.14 



FDD DL Channelisation Code Number 



The DL Channelisation Code Number indicates the DL Channelisation Code number for a specific DL physical 
channel. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


FDD DL Channelisation 






INTEGER(0. 


According to the mapping in 


Code Number 






.511) 


[27]. 

The maximum value is equal 

to the DL spreading factor -1 



9.2.2.1 4A FDD DL Code Information 

The FDD DL Code Information IE provides FDD DL Code information for all DPCHs or for the F-DPCH of one Radio 
Link. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


FDD DL Code Information 




1.. 

<maxnoof 

DLCodes 










>DL Scrambling Code 


M 




9.2.2.11 




- 




>FDD DL Channelisation 
Code Number 


M 




9.2.2.14 




— 




>Transmission Gap Pattern 
Sequence Scrambling Code 
Information 







9.2.2.47B 
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Range bound 


Explanation 


maxnoofDLCodes 


Maximum number of DL Cliannelisation Codes for 
one UE. 



9.2.2.15 

Void. 



FDD S-CCPCH Offset 



9.2.2.16 FDD TPC Downlink Step Size 

This parameter indicates step size for the DL power adjustment. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


FDD TPC Downlinl< Step 
Size 






ENUMERAT 
ED(0.5, 1, 
1.5.2....) 





9.2.2.1 6A First RLS Indicator 

The First RLS Indicator IE indicates if a specific Radio Link and all Radio Links which are part of the same Radio Link 
Set, shall be considered as the first radio links established towards the UE or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


First RLS Indicator 






ENUMERAT 
ED(first RLS. 
not first RLS) 





9.2.2.17 

Void. 

9.2.2.18 

Void. 

9.2.2.19 
Void 



Gap Position Mode 



Gap Period (TGP) 



Gap Starting Slot Number (SN) 



9.2.2.19a HS-DSCH FDD Information 

The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to UE Context. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Critical ity 


Assigned 
Critical ity 


HS-DSCH MAC-d Flows 
Information 


M 




9.2.1.30OA 




— 




UE Capabilities 
Information 




1 






— 




>HS-DSCH Physical 
Layer Category 


M 




9.2.1.30Oa 




— 




>l\/IAC-hs Reordering 
Buffer Size for RLC-UM 


M 




9.2.1.34Ab 




— 




CQI Feedback Cycle k 


M 




9.2.2.24a 




- 




CQI Repetition Factor 


C- 
CQICycIek 




9.2.2.24c 




— 




ACK-NACK Repetition 
Factor 


M 




9.2.2.a 




— 




CQI Power Offset 


M 




9.2.2.24b 




- 




ACK Power Offset 


M 




9.2.2.b 




- 




NACK Power Offset 


M 




9.2.2.26a 




- 




HS-SCCH Power Offset 







9.2.2.19d 




- 




HARQ Preamble IVlode 







9.2.2.57 




YES 


ignore 


MIMO Information 







9.2.2.76 




YES 


reject 



Condition 


Explanation 


CQICycIek 


The IE shall be present if the CQI Feedback Cycle k IE is set to 
a value greater than 0. 
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9.2.2.19b HS-DSCH FDD Information Response 

The HS-DSCH FDD Information Response IE provides information for HS-DSCH MAC-d flows that have been 
estabhshed or modified. It also provides additional HS-DSCH information determined within the DRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d 
Flow Specific 
Information 
Response 




0..<max 
noofMA 
CdFiow 
s> 










>HS-DSCH MAC-d 
Flow ID 


M 




9.2.1. 30Q 




— 




>Binding ID 







9.2.1.3 




- 




>Transport Layer 
Address 







9.2.1.62 




— 




>HS-DSCH Initial 
Capacity Allocation 







9.2.1. SONa 




— 




HS-SCCH Specific 

Information 

Response 




0..<max 
noofHS 
SCCHc 
odes> 










>Code Number 


M 




INTEGER 

(0..127) 




— 




HS-PDSCH And HS- 
SCCH Scrambling 
Code 







DL Scrambling 

Code 

9.2.2.11 








IVIeasurement Power 
Qffset 







9.2.2.24d 




— 




CHQICE HARQ 
Memory Partitioning 











— 




>lmplicit 










- 




»Number of 
Processes 


M 




INTEGER 

(1..8,...) 


For HARQ process 
IDs going from to 
"Number of 
Processes" - 1 the 
Total number of soft 
channel bits [42] is 
partitioned equally 
between all HARQ 
processes according 
to the rules in [16]. 






>Expiicit 










- 




»HARQ Memory 

Partitioning 

Information 




1..<max 
noofHA 
RQproc 
esses> 




The first instance of 
the parameter 
corresponds to HARQ 
process with identifier 

0, the second 
instance to HARQ 
process with identifier 

1, and soon. 






»>Process 
IVIemory Size 


M 




9.2.1. 45B 


See [16] 


— 




User Plane Congestion 
Fields Inclusion 







9.2.1. 70C 




YES 


ignore 


HARQ Preamble IVIode 
Activation Indicator 







9.2.2.58 




YES 


ignore 


IVIIMO Information 
Response 







9.2.2.78 




YES 


Ignore 



Range bound 


Explanation 


maxnoofMA CdFio ws 


IVIaximum number of IVIAC-d flows. 


maxnoofHSSCCI-lcodes 


IVIaximum number of HS-SCCH codes. 


maxnoofHARQprocesses 


IVIaximum number of HARQ processes. 
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9.2.2.19c HS-DSCH FDD Update Information 

The HS-DSCH FDD Update Information IE provides information for HS-DSCH to be updated. At least one IE shall be 
presented. 



IE/Group name 


Presence 


Range 


IE Type 

and 

Reference 


Semantic 
Description 


Criticality 


Assigned 
Criticality 


HS-SCCH Code Change 
Indicator 







9.2.1. 30R 




— 




CQI Feedback Cycle k 







9.2.2.24a 




- 




CQI Repetition Factor 







9.2.2.24c 




- 




ACK-NACK Repetition Factor 







9.2.2.a 




- 




CQI Power Offset 







9.2.2.24b 




- 




ACK Power Offset 







9.2.2.b 




- 




NACK Power Offset 







9.2.2.26a 




- 




HS-PDSCH Code Change 
Indicator 







9.2.1.30V 




— 





9.2.2.1 9C HS-DSCH configured indicator 

The HS-DSCH Configured Indicator IE indicates the configuration of HS-DSCH for the UE. The HS-DSCH 
Configured Indicator IE shall be used for the configuration of the E-DPDCH IQ branch mapping [21]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


HS-DSCH Configured Indicator 






ENUMERATED (HS- 
DSCH configured, 
HS-DSCH not 
configured) 


Indicator of the HS-DSCH 
configuration for configuration 
of the E-DPDCHs 10 branch 
mapping [21]. 



9.2.2.19 



d HS-SCCH Power Offset 



The HS-SCCH Power Offset IE indicates the Power offset relative to the pilot bits on the DL DPCCH except when 
FDPCH is configured. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


HS-SCCH Power Offset 






INTEGER 
(0...255) 


Step 0.25 dB, range -32- 
+31.75 dB 



9.2.2.1 9e E-DCH FDD Update Information 

The E-DCH FDD Update Information IE provides information for E-DCH to be updated. At least one IE shall be 
present. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Update 
Information 




0..<maxnoof 
EDCHMACd 
Flows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>HARQ Process 
Allocation For 2ms Non- 
Scheduled Transmission 
Grant 







HARQ Process 
Allocation for 2ms 
TTI 
9.2.2.40 




HARQ Process Allocation 
For 2ms Scheduled 
Transmission Grant 







HARQ Process 
Allocation for 2ms 
TTI 
9.2.2.4Q 





Range bound 


Explanation 


maxnoofEDCHMACdFlows 


IVIaximum number of E-DCH IVIAC-d flows. 



9.2.2.1 9f HS-DSCH Serving Cell Change Information 

The HS-DSCH Serving Cell Change Information IE contains information which is used in HS-DSCH Serving Cell 
change. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-PDSCH RL ID 


M 




RLID 
9.2.1.49 




— 




HS-DSCH Information 







HS-DSCH 

FDD 

Information 

9.2.2.19a 








Continuous Packet 
Connectivity HS-SCCH 
less Information 







9.2.2.74 




YES 


reject 



9.2.2.1 9g HS-DSCH Serving Cell Change Information Response 

The HS-DSCH Serving Cell Change Information Response IE contains information which is used in HS-DSCH 
Serving Cell change. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


CHOICE Serving Cell 
Change 










— 




> Successful 










- 




»HS-DSCH FDD 
Information Response 


M 




9.2.2.19b 




— 




»HS-DSCH-RNTI 


M 




9.2.1. SOP 




- 




»Continuous Packet 
Connectivity HS-SCCH 
less Information Response 


Q 




9.2.2.75 




YES 


Ignore 


> Unsuccessful 










- 




»Cause 


M 




9.2.1.5 




- 





9.2.2.1 9h E-DCH Serving Cell Change Information Response 

The E-DCH Serving Cell Change Information Response IE contains information which is used in E-DCH Serving Cell 
change. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Serving Cell Change 










>Successful 










»RL Information 
Response 




0..<maxno 
ofRLs> 






»>RL ID 


M 




9.2.1.49 




»>E-DCH FDD DL 
Control Channel 
Information 


M 




9.2.2.4D 




>Unsuccessful 










»Cause 


M 




9.2.1.5 














Range bound 


Explanation 




maxnoofRLs 


Maximum number of RLs for one UE 



9.2.2.20 IB_SG_POS 

Void. 

9.2.2.21 IB_SG_REP 

Void. 

9.2.2.21 a Inner Loop DL PC Status 

The Inner Loop DL PC Status IE indicates whether inner loop DL control shall be active or inactive for all radio links 
for the UE Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Inner Loop DL PC Status 






ENUMERAT 

ED{Active, 

Inactive) 





9.2.2.21 b Initial DL DPCH Timing Adjustment Allowed 

The Initial DL DPCH Timing Adjustment Allowed IE indicates that the DRNS is allowed to perform a timing 
adjustment (either a timing advance or a timing delay with respect to the SFN timing) when establishing a radio link. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Initial DL DPCH Timing 






ENUMERATED ( 




Adjustment Allowed 






initial DL DPCH 
Timing Adjustment 
Allowed) 





9.2.2.21 A Limited Power Increase 

The parameter is used for a more efficient use of the inner loop DL power control for non real time data. 

If the limited power increase is used, DRNS shall use the limited power increase algorithm as specified in [10], 
subclause 5.2. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Limited Power Increase 






ENUMERAT 

ED(Used, 

Not used , ) 





9.2.2.21 B IPDL FDD Parameters 

The IPDL FDD Parameters IE provides the information for the IPDL Configuration applied in FDD mode. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IP spacing FDD 


M 




ENUMERAT 
ED(5,7,10,1 
5,20,30,40,5 
0,...) 


See [10] 


IP lengtli 


M 




ENUMERAT 
ED(5,10,...) 


See [10] 


IP offset 


M 




INTEGER(0. 
.9) 


See [10] 


Seed 


M 




INTEGER(0. 
.63) 


See [10] 


Burst mode parameters 







9.2.1. 4B 





9.2.2.21 C Length of TFCI2 

Void. 

9.2.2.21 D Void 



9.2.2.21 E Void 



9.2.2.21 F Void 



9.2.2.22 

Void. 



Max Adjustment Period 



9.2.2.23 IVIax Adjustment Step 

Defines the maximum allowed value for the change of DL power level during a certain number of slots that can be 
utilised by the downlink power balancing algorithm. Max Adjustment Step IE defines a time period, in terms of number 
of slots, in which the accumulated power adjustments shall be maximum 1 dB. This value does not include the DL inner 
loop PC adjustment. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Max Adjustment Step 






INTEGER(1. 
.10) 


Slots 
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9.2.2.24 Max Number of UL DPDCHs 

Maximum number of uplink DPDCHs during the connection. Needed by the rate matching algorithm. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Max Number of UL DPDCHs 






INTEGER 
(1..6) 





9.2.2.24a CQI Feedback Cycle k 

The CQI Feedback Cycle k IE provides the duration of the CQI feedback cycle. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CQI Feedback Cycle k 






ENUMERAT 
ED (0, 2, 4, 
8, 10,20,40, 
80, 160,..., 
16,32,64) 


Unit ms 



9.2.2.24b CQI Power Offset 

The CQI Power Ojfset IE indicates Power offset used in the UL between the HS-DPCCH slots carrying CQI 
information and the associated DPCCH. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CQI Power Offset 






INTEGER 
(0..8,...) 


According to mapping in ref. 
[21] subclause 4.2.1. 



9.2.2.24c CQI Repetition Factor 

The CQI Repetition Factor IE indicates the consecutive repetition of the CQI. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CQI Repetition Factor 






INTEGER 
(1..,4,...) 


Step: 1 



9.2.2.24d Measurement Power Qffset 

The Measurement Power Ojfset IE is used as defined in [10] subclause 6 A. 2. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Measurement Power Offset 






INTEGER (-12..26) 


Unit:dB 

Range: -6..13dB 
Step: 0.5dB 



9.2.2.24e Maximum Set of E-DPDCHs 

The Maximum Set of E-DPDCHs as defined in [9]. Needed by rate matching algorithm. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Set of E-DPDCHs 






ENUMERATED 
(VN256, VN128, 
vN64, vN32, vN16, 
vN8, vN4, v2xN4, 
v2xN2, 
v2xN2plus2xN4,...) 





9.2.2.24f Void 

9.2.2.24A Min DL Channelisation Code Length 

Void 

9.2.2.25 Min UL Channelisation Code Length 

Minimum UL channelisation code length (spreading factor) of a DPDCH during the connection. Needed by rate 
matching algorithm. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Min UL Channelisation Code 






ENUMERAT 




Length 






ED(4,8,16, 

32,64,128, 

256) 





9.2.2.26 Multiplexing Position 

Multiplexing Position specifies whether fixed or flexible positions of transport channels shall be used in the physical 
channel. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Multiplexing Position 






ENUMERAT 
ED(Fixed, 
Flexible) 





9.2.2.26a NACK Power Offset 

The NACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ NACK 
information and the associated DPCCH. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


NACK Power Offset 






INTEGER 
(0..8,...) 


According to mapping in ref. 
[21] subclause 4.2.1. 



9.2.2.26A Number of DL Channelisation Codes 

This parameter notifies DRNS of the number of DL channelisation codes required for the Radio Link(s). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Number of DL 
Channelisation Codes 






INTEGER{1. 
.8) 
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9.2.2.27 

Void 



Pattern Duration (PD) 



9.2.2.27a PC Preamble 

Indicates DPDCH power control preamble length see ref. [7]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PCP Preamble 






INTEGER(0. 
.7,...) 


In number of frames. 



9.2.2.27A PDSCH Code Mapping 

Void. 

9.2.2.27B Phase Reference Update Indicator 

The Phase Reference Update Indicator IE indicates that the phase reference for the radio link needs to be changed. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Phase Reference Update 
indicator 






ENUMERATED 

(Phase 

Reference 

needs to be 

changed) 





9.2.2.28 Power Adjustment Type 

Defines the characteristic of the power adjustment. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Power Adjustment Type 






ENUMERAT 
ED(None, 
Common, 
Individual) 





9.2.2.29 

Void. 

9.2.2.30 



Power Control Mode (PCM) 



Power Offset 



This IE defines a power offset relative to the Downlink transmission power of a DPCH in case the UE Context is 
configured to use DPCH in the downlink or relative to the Reference F-DPCH TX Power in case the UE Context is 
configured to use F-DPCH in the downlink. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Power Offset 






INTEGER(0. 
.24) 


UnitdB, 
Step 0.25 dB, 
Range0..6dB 
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9.2.2.31 

Void. 



Power Resume Mode (PRM) 



9.2.2.31 A Preamble Signatures 

Void. 

9.2.2.32 Primary CPICH Ec/No 

Energy per chip divided by the power density per band measured on the Primary CPICH by the terminal. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary CPICH Ec/No 






INTEGER(- 
30..+30) 


Unit dB, step 1 dB 
The value range is typically 
within the range of -24 dB to 
dB according to the CPICH 
Ec/lo UE measurement 
defined in ref. [23]. 



9.2.2.32A Primary CPICH Usage For Channel Estimation 

The Primary CPICH Usage For Channel Estimation IE indicates whether the Primary CPICH may be used for channel 
estimation or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary CPICH Usage For 
Channel Estimation 






ENUMERATED 
(Primary CPICH 
may be used, 
Primary CPICH 
shall not be 
used) 





9.2.2.33 Propagation Delay (PD) 

Propagation delay is the one-way propagation delay of the radio signal from the UE to the Node B. If the range of the 
Propagation Delay IE is insufficient to represent the measured value, it shall be set to its maximum value, and the 
Extended Propagation Delay IE (see 9.2.2.33a) shall be used to represent the propagation delay value. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Propagation Delay 






INTEGER(0. 
.255) 


Unit: Chips. Step: 3 chips. 
0=0 chips, 
1=3 chips, ... 



9.2.2.33a Extended Propagation Delay 

The Extended Propagation delay is the one-way propagation delay of the radio signal from the MS to the Node B. It 
shall be used if the Propagation Delay IE (see 9.2.2.33) cannot represent the measured value, due to range limitation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Extended Propagation Delay 






INTEGER 
(255.. 1023) 


Continuation of intervals as 

defined in [23]. 

Unit: chip 

Range: 765. .3069 chips 

Step: 3 chips 
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9.2.2.33A PRACH Minimum Spreading Factor 

Void. 

9.2.2.34 QE-Selector 

Void. 



9.2.2.34a 

Void. 



Qth Parameter 



9.2.2.34A RACH Sub Channel Numbers 

Void. 

9.2.2.35 RL Set ID 

The RL Set ID uniquely identifies one RL Set within a UE Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RL Set ID 






INTEGER 
(0..31) 





9.2.2.35a RL Specific E-DCH Information 

The RL Specific E-DCH Information IE provides RL specific E-DCH Information. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics Description 


RL Specific E-DCH 
Information 




1..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Binding ID 







9.2.1.3 


Shall be ignored if bearer 
establishment with ALCAP. 


>Transport Layer Address 







9.2.1.62 


Shall be ignored if bearer 
establishment with ALCAP. 


E-AGCH Power Offset 







9.2.2.61 




E-RGCH Power Offset 







9.2.2.62 




E-HIGH Power Offset 







9.2.2.63 





Range Bound 


Explanation 


maxnoofEDCHMA Cd Flows 


IVIaximum number of E-DCH MAC-d flows 



9.2.2.35A Received Total Wide Band Power 

The parameter indicates the Received total wide band power in a cell, see ref. [11]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Received Total Wide 
Band Power 






INTEGER(0. 
.621) 


According to mapping in [23]. 



9.2.2.36 

Void. 



S-Field Length 
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9.2.2.36A Void 



9.2.2.37 

Void. 



Scrambling Code Change 



9.2.2.37A Scrambling Code Number 

Void. 

9.2.2.37B Secondary CCPCH Info 

Void. 

9.2.2.38 Secondary CCPCH Slot Format 

Void. 

9.2.2.38A Secondary CPICH Information 

The Secondary CPICH Information IE provides the information on the Secondary CPICH when it can be used for 
channel estimation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Scrambling Code 


M 




9.2.2.11 




FDD DL Channelisation 
Code Number 


M 




9.2.2.14 





9.2.2.38B Secondary CPICH Information Change 

The Secondary CPICH Information Change IE indicates modification of information of the Secondary CPICH for 
channel estimation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Secondary CPICH 
Information Change 


M 








>New Secondary CPICH 










»Secondary CPICH 
Information 


M 




9.2.2.38A 




>Secondary CPICH Shall 
Not Be Used 






NULL 





9.2.2.38C Serving E-DCH RL 

The Serving E-DCH RL IE indicates whether the Serving E-DCH RL is in the DRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Serving E-DCH RL 


M 








>Serving E-DCH RL in this 
DRNS 










»Serving E-DCH RL ID 


M 




RLID 
9.2.1.49 




>Serving E-DCH RL not in 
this DRNS 






NULL 
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9.2.2.39 

Void 



Slot Number (SN) 



9.2.2.39a Split Type 

Void. 

9.2.2.39A SRB Delay 

Indicates the number of frames after the PC Preamble period during which transmission of data on some RRC 
SignalHng Bearers shall be prohibited by UE in accordance with ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SRB Delay 






INTEGER(0. 
.7,...) 


In number of frames. 



9.2.2.40 

Void. 



SSDT Cell Identity 



9.2.2.40A SSDT Cell Identity for EDSCHPC 

Void. 



9.2.2.41 

Void. 

9.2.2.42 

Void. 



SSDT Cell Identity Length 



SSDT Indication 



9.2.2.43 SSDT Support Indicator 

The possibility to use SSDT Support Indicator has been removed. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SSDT Support Indicator 






ENUMERAT 

ED(Not 
Used, SSDT 

not 
supported). 


The SSDT Support Indicator 
IE shall never be set to "Not 
Used". 



9.2.2.44 

Void. 



STTD Indicator 



9.2.2.45 STTD Support Indicator 

The STTD Support Indicator indicates whether the STTD can be applied to DL DPCH and F-DPCH in the cell or not. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


STTD Support Indicator 






ENUMERAT 
ED(STTD 

Supported, 
STTD not 

Supported). 





9.2.2.45A Synchronisation Indicator 

The Synchronisation Indicator IE indicates that Timing Maintained Synchronisation shall be used at start of Radio 
Link, see also [10]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Synchronisation Indicator 






ENUMERATED 
(Timing Maintained 
Synchronisation,...) 





9.2.2.46 TFCI Signalling Mode 

This parameter indicates has only one value with any meaning. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TFCI Signalling Mode 






ENUMERAT 
ED(Normal, 
Not Used) 


The value "Not Used" shall 
not be used by the SRNC. 
The procedure shall be 
rejected by the DRNC if the 
value "Not Used" is received. 



9.2.2.46A TFCI PC Support Indicator 

Void. 

9.2.2.47 Transmission Gap Distance (TGD) 

Void. 

9.2.2.47A Transmission Gap Pattern Sequence Information 

Defines the parameters for the compressed mode gap pattern sequence. For details see [16]. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



380 



ETSI TS 125 423 V7.4.0 (2007-03) 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transmission Gap Pattern 
Sequence Information 




1..<maxTGPS> 






>TGPSI Identifier 


M 




INTEGER(1. 
.<MaxTGPS 
>) 


Transmission Gap Pattern 
Sequence Identifier 
Establish a reference to the 
compressed mode pattern 
sequence. Up to <MaxTGPS> 
simultaneous compressed mode 
pattern sequences can be used. 


>TGSN 


M 




INTEGER(0. 
.14) 


Transmission Gap Starting Slot 

Number 

The slot number of the first 

transmission gap slot within the 

TGCFN. 


>TGL1 


M 




INTEGER(1. 
.14) 


The length of the first 
Transmission Gap within the 
transmission gap pattern 
expressed in number of slots. 


>TGL2 







INTEGER(1. 
.14) 


The length of the second 
Transmission Gap within the 
transmission gap pattern. If 
omitted, then TGL2=TGL1 . 


>TGD 


M 




INTEGER 
(0, 15.. 269) 


Transmission gap distance 
indicates the number of slots 
between the starting slots of two 
consecutive transmission gaps 
within a transmission gap 
pattern. If there is only one 
transmission gap in the 
transmission gap pattern, this 
parameter shall be set to (0 
=undefined). 


>TGPL1 


M 




INTEGER( 
1..144,...) 


The duration of transmission 
gap pattern 1 in frames. 


>Not-to-be-used-1 







INTEGER( 
1..144,...) 


This IE shall never be included 
in the IE group. If received it 
shall be ignored. 


>UL/DL mode 


M 




ENUMERAT 
ED(ULonly, 
DLonly, 
UL/DL) 


Defines whether only DL, only 
UL, or combined UL/DL 
compressed mode is used. 


>Downlink Compressed 
Mode Method 


C-DL 




ENUMERAT 
ED(not 
Used, SF/2, 
higher layer 
scheduling, 
...) 


Method for generating downlink 
compressed mode gap 
The Downlink Compressed 
Mode Method IE shall never be 
set to "not Used". 


>Uplink Compressed Mode 
Method 


C-UL 




ENUMERAT 
ED(SF/2, 
higher layer 
scheduling, 
...) 


Method for generating uplink 
compressed mode gap. 


>Downlink Frame Type 


M 




ENUMERAT 
ED(A, B,...) 


Defines if frame type 'A' or 'B' 
shall be used in downlink 
compressed mode. 


>DeltaSIR1 


M 




INTEGER(0. 
.30) 


Delta in SIR target value to be 
set in the DRNS during the 
frame containing the start of the 
first transmission gap in the 
transmission gap pattern 
(without including the effect of 
the bit-rate increase) 
Step 0.1 dB, Range 0-3dB 


>DeltaSIRafter1 


M 




INTEGER 
(0..30) 


Delta in SIR target value to be 
set in the DRNS one frame after 
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the frame containing the start of 
the first transmission gap in the 
transmission gap pattern,. 
Step 0.1 dB, Range 0-3dB 


>DeltaSIR2 







INTEGER 
(0..30) 


Delta in SIR target value to be 
set in the DRNS during the 
frame containing the start of the 
second transmission gap in the 
transmission gap pattern 
(without including the effect of 
the bit-rate increase) 
When omitted, DeltaSIR2 = 
DeltaSIRL 
Step 0.1 dB, Range 0-3dB 


>DeltaSIRafter2 







INTEGER 
(0..30) 


Delta in SIR target value to be 
set in the DRNS one frame after 
the frame containing the start of 
the second transmission gap in 
the transmission gap pattern. 
When omitted, DeltaSIRafter2 = 
DeltaSIRafterl. 
Step 0.1 dB, Range 0-3dB 



Condition 


Explanation 


UL 


The IE shall be present if the UL/DL mode IE is set to "UL only" or 
"UL/DL". 


DL 


The IE shall be present if the UL/DL mode IE is set to "DL only" or 
"UL/DL". 



Range bound 


Explanation 


maxTGPS 


IVIaximum number of transmission gap pattern sequences. 



9.2.2.47B Transmission Gap Pattern Sequence Scrambling Code Information 

This IE indicates whether or not the alternative scrambHng code will be used in the DRNS for the Downlink 
compressed mode method "SF/2" in the Transmission Gap Pattern Sequence. For details see ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transmission Gap Pattern 
Sequence Scrambling Code 
Information 






ENUMERAT 
ED(code 
change, no 
code 
change) 


Code change = alternative 
scrambling code will be used. 



9.2.2.48 Transmit Diversity Indicator 

The Transmit Diversity Indicator indicates whether Transmit Diversity shall be active or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transmit Diversity Indicator 






ENUMERAT 
ED (active, 
inactive) 





9.2.2.49 

Void 



Transmit Gap Length (TGL) 
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9.2.2.50 Tx Diversity Indicator 

The Tx Diversity Indicator indicates if the following conditions are satisfied: 
Primary CPICH is broadcast from two antennas 
- STTD is apphed to Primary CCPCH 

TSTD is applied to Primary SCH and Secondary SCH 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Tx Diversity Indicator 






ENUMERAT 

ED(true, 

false). 





9.2.2.50A UE Support Of Dedicated Pilots For Channel Estimation 

Void. 

9.2.2.50B UE Support Of Dedicated Pilots For Channel Estimation Of HS-DSCH 

Void. 

9.2.2.51 UL/DL Compressed Mode Selection 

Void 

9.2.2.52 UL DPCCH Slot Format 

Indicates the slot format used in DPCCH in UL, according to ref. [8]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL DPCCH Slot Format 






INTEGER 
(0..5,...) 





9.2.2.52A UL DPDCH Indicator for E-DCH operation 

This IE indicated whether the requested configuration actually contain an UL DPDCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL DPDCH Indicator for E- 
DCH operation 






ENUMERAT 
ED (UL- 
DPDCH 
present, UL- 
DPDCH not 
present) 





9.2.2.53 UL Scrambling Code 

The UL Scrambling Code is the scrambling code used by UE. Every UE has its specific UL Scrambling Code. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL Scrambling Code 
Number 


M 




INTEGER 

(0..2^'*-1) 




UL Scrambling Code Length 


M 




ENUMERAT 

ED(Short, 

Long) 





9.2.2.54 Uplink Delta SIR 

Void 

9.2.2.55 Uplink Delta SIR After 

Void 

9.2.2.56 DPC Mode Change Support Indicator 

The DPC Mode Change Support Indicator IE indicates that the particular cell is capable to support DPC mode change. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DPC Mode Change Support 
Indicator 






ENUMERATTE 
D (DPC Mode 
Change 
Supported) 





9.2.2.57 HARQ Preamble Mode 

The HARQ Preamble Mode IE is used as described as described in ref [10]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HARQ Preamble Mode 






ENUMERATED(mod 
eO, model) 


"modeO" means HARQ 
Preamble Mode =0 
"model" means HARQ 
Preamble Mode =1 



9.2.2.58 



HARQ Preamble Mode Activation Indicator 



The HARQ Preamble Activation Indicator indicates if the configured HARQ Preamble Mode has been activated in the 
DRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HARQ Preamble Mode 
Activation Indicator 






ENUMERAT 

ED(HARQ 

Preamble 

Mode 

Activated). 





9.2.2.59 Frequency Band Indicator 

The Frequency Band Indicator IE indicates frequency band as defined in [6]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Frequency Band Indicator 






ENUMERAT 
ED (Band 1, 
Band II, 
Band III, 
Band IV, 
Band V, 
Band VI, 
Band VII, 
Band VIII, 
Band IX, 
Band X, 
Band XI, 
Band XII, 
Band XIII, 
Band XIV, 
Band XV, 
Band XVI, 
Band XVII, 
Band XVIII, 
Band XIX, 
Band XX, 
Band XXI, 
Band 
XXII,...) 





9.2.2.60 E-RGCH Release Indicator 

Indicates that the E-RGCH is released.. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RGCH Release Indicator 






ENUMERATED (E- 
RGCH released) 





9.2.2.61 



E-AGCH Power Offset 



The E-AGCH Power Offset IE indicates the Power offset relative to the pilot bits on the DL DPCCH except when F- 
DPCH is configured. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-AGCH Power Offset 






INTEGER 
(0...255,...) 


Unit: dB 

Range: -32 .. +31.75 dB 

Step: 0.25 dB 



9.2.2.62 



E-RGCH Power Offset 



The E-RGCH Power Offset IE indicates the Power offset relative to the pilot bits on the DL DPCCH except when F- 
DPCH is configured. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RGCH Power Offset 






INTEGER 
(0...255,...) 


Unit:dB 

Range: -32 .. +31.75 dB 
Step: 0.25 dB 
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The E-HICH Power Ojfset IE indicates the Power offset relative to the pilot bits on the DL DPCCH except when F- 
DPCH is configured. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-HICH Power Offset 






INTEGER 
(0...255,...) 


Unit:dB 

Range: -32 .. +31.75 dB 

Step: 0.25 dB 



9.2.2.64 E-RGCH 2-lndex-Step Threshold 

The E-RGCH 2-index-step-threshold IE is used to determine the Serving Grant. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RGCH 2-lndex-Step 
Threshold 






INTEGER 
(0..37) 


Refers to an index in the "SG- 
Table"(see[41]). 



9.2.2.65 E-RGCH 3-lndex-Step Threshold 

The E-RGCH 3-index-step-threshold IE is used to determine the Serving Grant. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RGCH 3-lndex-Step 
Threshold 






INTEGER 
(0..37) 


Refers to an index in the "SG- 
Table"(see[41]). 



9.2.2.66 HARQ Info for E-DGH 

The HARQ Info for E-DCH is used to indicate the use of redundancy version (RV) for the EDCH HARQ transmissions. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics description 


HARQ Info for E-DCH 






ENUMERATED (rvO, 
rvtable) 


"rvO" indicates that the UE 

will only use E DCH RV index 

0. 

"rvtable" indicates that the UE 

will use an RSN based RV 

index as specified in [9] 



9.2.2.67 DCH Indicator For E-DCH-HSDPA Operation 

The DCH Indicator For E-DCH-HSDPA Operation parameter indicates whether DCH Information IE should be ignored 
in the message in which the DCH Indicator For E-DCH-HSDPA Operation IE is included. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DCH Indicator For E-DCH- 
HSDPA Operation 






ENUMERATED 
(DCH not present) 
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9.2.2.68 E-RGCH and E-HICH Channelisation Code Validity Indicator 

The E-RGCH and E-HICH Channelisation Code Validity Indicator parameter indicates if the E-RGCH and E-HICH 
Channelisation Code IE shall be ignored in the E-DCH FDD DL Control Channel Information IE in which the E- 
RGCH and E-HICH Channelisation Code Validity Indicator IE was included. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-RGCH and E-HICH 






ENUMERATED 




Channelisation Code Validity 






(E-RGCH and E- 




Indicator 






HICH Channelisation 
Code not valid) 





9.2.2.69 E-DCH IVIinimum Set E-TFCI Validity Indicator 

The E-DCH Minimum Set E-TFCI Validity Indicator parameter indicates if the E-DCH Minimum Set E-TFCI IE shall 
be ignored in the E-DCH Transport Format Combination Set Information IE in which the E-DCH Minimum Set E-TFCI 
Validity Indicator IE was included. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH IVIinimum Set E-TFCI 
Validity Indicator 






ENUMERATED 
(E-DCH Minimum 
Set E-TFCI not valid) 





9.2.2.70 Fast Reconfiguration IVIode 

The Fast Reconfiguration Mode IE is used to notify the DRNS that the SRNC would like to use the activation time 
"when the UE is detected on the new configuration" as the timing for the reconfiguration. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Fast Reconfiguration Mode 






ENUMERATED ( 
Fast) 





9.2.2.71 Fast Reconfiguration Permission 

The Fast Reconfiguration Permission IE is used to indicate to the SRNC that the DRNS can apply the activation time 
"when the UE is detected on the new configuration" for this reconfiguration. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Fast Reconfiguration 
Permission 






ENUMERATED ( 
Allowed) 





9.2.2.72 Continuous Packet Connectivity DTX-DRX Information 

The Continuous Packet Connectivity DTX-DRX Information IE defines the parameters used for Continuos Packet 
Connectivity DTX-DRX operation (see ref. [10]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE DTX DRX Offset 


M 




INTEGER (0.. 159) 


Units of subframes. Offset of 
the UE DTX and DRX cycles 
at the given TTI 


Enabling Delay 


M 




ENUMERATED (0, 


Units of radio frames 
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1,2,4,8, 16,32,64, 
128) 




DTX Information 




1 






>CHOICE E-DCH TTI 
Length 


M 








»2ms 










»>UE DTX Cycle 1 


M 




ENUMERATED (1, 
4,5,8, 10, 16,20) 


Units of subframes 


»>UEDTXCycle2 


M 




ENUMERATED (4, 
5, 8, 10, 16,20,32, 
40,64,80, 128, 160) 


Units of subframes 


»>MAC DTX Cycle 


M 




ENUMERATED (1, 
4,5,8, 10, 16,20) 


Units of subframes 


»10ms 










»>UE DTX Cycle 1 


M 




ENUMERATED (1, 
5, 10,20) 


Units of subframes 


»>UEDTXCycle2 


M 




ENUMERATED (5, 
10,20,40,80, 160) 


Units of subframes 


»>MAC DTX Cycle 


M 




ENUMERATED (5, 
10,20) 


Units of subframes 


>lnactivity Threshold for UE 
DTX Cycle 2 


M 




ENUMERATED (1, 
2,4, 8, 16, 32,64, 
128,256) 


Units of E-DCH TTIs 


>UE DTX Long Preamble 


M 




BOOLEAN 


True = The preamble shall be 

applied 

False = The preamble shall not 

be applied 


>UE Inactivity Threshold 


M 




ENUMERATED (1, 
2,4, 8, 16, 32,64, 
128, 256,512, 
Infinity) 


Units of E-DCH TTIs 


>CQI DTX Timer 


M 




ENUMERATED (0, 
1,2,4,8, 16,32,64, 
128, 256,512, 
Infinity) 


Units of subframes 


>UE DPCCH bursti 


M 




ENUMERATED (1, 
2,5) 


Units of subframes 


>UE DPCCH burst2 


M 




ENUMERATED (1, 
2,5) 


Units of subframes 


DRX Information 




0..1 






>UEDRX Cycle 


M 




ENUMERATED (4, 
5,8, 10, 16,20) 


Units of subframes 


>lnactivity Threshold for UE 
DRX Cycle 


M 




ENUMERATED (0, 
1,2,4,8, 16,32,64, 
128, 256,512) 


Units of subframes 


>lnactivity Threshold for UE 
Grant Monitoring 


M 




ENUMERATED (1, 
2,4, 8, 16, 32,64, 
128,256) 


Units of E-DCH TTIs 


>UE DRX Grant Monitoring 


M 




BOOLEAN 


True: DRX Grant Monitoring 
shall be applied. 
False: DRX Grant Monitoring 
shall not be applied. 


CPC DPCCH Slot Format 


M 




ENUMERATED (1, 
3,4) 


Slot format # to be used on UL 
DPCCH [8] 



9.2.2.73 Continuous Packet Connectivity DTX-DRX Information To Modify 

The Continuous Packet Connectivity DTX-DRX Information To Modify IE is used for modification of Continuous 
Packet Connectivity DTX-DRX information in a UE Context. The Continuous Packet Connectivity DTX-DRX 
Information To Modify IE shall include at least one of the following IE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE DTX DRX Offset 







INTEGER (0.. 159) 


Units of subframes. Offset of 
the UE DTX and DRX cycles 
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at the given TTI 


Enabling Delay 







ENUMERATED (0, 
1,2,4,8, 16,32,64, 
128) 


Units of radio frames 


CHOICE DTK Information To 
Modify 











>l\/lodify 










»CHOICE E-DCH TTI 
Length 











»>2ms 










»»UEDTX Cycle 1 







ENUMERATED (1, 
4,5, 8, 10, 16,20) 


Units of subframes 


»»UEDTXCycle2 







ENUMERATED (4, 
5, 8, 10, 16,20,32, 
40,64,80, 128, 160) 


Units of subframes 


»»MAC DTX Cycle 







ENUMERATED (1, 
4,5,8, 10, 16,20) 


Units of subframes 


»>10ms 










»»UE DTX Cycle 1 







ENUMERATED (1, 
5, 10,20) 


Units of subframes 


»»UEDTXCycle2 







ENUMERATED (5, 
10,20,40,80, 160) 


Units of subframes 


»»MAC DTX Cycle 







ENUMERATED (5, 
10,20) 


Units of subframes 


»lnactivity Threshold for 
UE DTX Cycle 2 







ENUMERATED (1, 
2,4,8, 16,32,64, 
128,256) 


Units of E-DCH TTIs 


»UE DTX Long 
Preamble 







BOOLEAN 


True = The preamble shall be 

applied 

False = The preamble shall not 

be applied 


»UE Inactivity Threshold 







ENUMERATED (1, 
2,4,8, 16,32,64, 
128, 256,512, 
Infinity) 


Units of E-DCH TTIs 


»CQI DTX Timer 







ENUMERATED (0, 
1,2,4,8, 16,32,64, 
128,256,512, 
Infinity) 


Units of subframes 


»UE DPCCH bursti 







ENUMERATED (1, 
2,5) 


Units of subframes 


»UE DPCCH burst2 







ENUMERATED (1, 
2,5) 


Units of subframes 


> Deactivate 










CHOICE DRX Information To 
Modify 











> Modify 










»UE DRX Cycle 







ENUMERATED (4, 
5,8, 10, 16,20) 


Units of subframes 


»lnactivity Threshold for 
UE DRX Cycle 







ENUMERATED (0, 
1,2,4,8, 16,32,64, 
128, 256,512) 


Units of subframes 


»lnactivity Threshold for 
UE Grant Monitoring 







ENUMERATED (1, 
2,4, 8, 16, 32,64, 
128,256) 


Units of E-DCH TTIs 


»UE DRX Grant 
Monitoring 







BOOLEAN 


True = DRX Grant Monitoring 
shall be applied. 
False = DRX Grant Monitoring 
shall not be applied. 


> Deactivate 






NULL 




CPC DPCCH Slot Format 







ENUMERATED (1, 
3, 4) 


Slot format # to be used on UL 
DPCCH [8] 
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9.2.2.74 Continuous Packet Connectivity HS-SCCH less Information 

The Continuous Packet Connectivity HS-SCCH less Information IE defines the parameters used for Continuos Packet 
Connectivity HS-SCCH less operation (see ref. [10]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transport Block Size List 




L.Kmaxno 

ojHS- 

DSCHTBS 

sHS- 

SCCHless 

> 






>Transport Block Size Index 


M 




INTEGER 

(1..maxnoofHS-DSC 

HTBSs) 




>HS-PDSCH Second Code 
Support 


M 




BOOLEAN 


True = The second HS- 

PDSCH code shall also be 

used 

False = The second HS- 

PDSCH code shall not be used 



Range Bound 


Explanation 


maxnoofHS-DSCHTBSsHS-SCCHIess 


Maximum number of HS-DSCH Transport Block Sizes used for HS- 
SCCH-less operation 


maxnoofHS-DSCHTBSs 


Maximum number of HS-DSCH Transport Block Sizes 



9.2.2.75 Continuous Packet Connectivity HS-SCCH less Information Response 

The Continuous Packet Connectivity HS-SCCH less Information Response IE provides information for HS-SCCH less 
operation determined within the Node B (see ref. [10]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-PDSCH First Code Index 


M 




INTEGER 

(L.maxHS-PDSCHC 

odeNrComp-1) 


Index of first HS-PDSCH code 


HS-PDSCH Second Code 
Index 







INTEGER 

(L.maxHS-PDSCHC 

odeNrComp-1) 


Index of second HS-PDSCH 
code 



Range Bound 


Explanation 


maxHS-PDSCHCodeNrComp 


Maximum number of codes at the defined spreading factor, within the 
complete code tree 



9.2.2.76 



MIMO Information 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MIMO N/M Ratio 


M 




ENUMERATED (1/2, 
2/3, 3/4, 4/5, 5/6, 
6/7,7/8,8/9,9/10, 
1/1,...) 
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9.2.2.77 MIMO Information To Modify 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


MIMO Mode Indicator 







ENUMERATED 

(Activate, 

Deactivate) 




MIMO N/M Ratio 







ENUMERATED (1/2, 
2/3, 3/4, 4/5, 5/6, 
6/7,7/8,8/9,9/10, 
1/1,...) 





9.2.2.78 MIMO Information Response 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Pilot Configuration 


M 








> Primary and Secondary 
CPICH 










»Associated Secondary 
CPICH 


M 




Common Physical 
Channel ID 9.2.1.13 




> Normal and Diversity 
Primary CPICH 






NULL 





9.2.2.79 SixtyfourQAM DL Support Indicator 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SixtyfourQAM DL Support 
Indicator 






ENUMERATED 
(SixtyfourQAM DL 
Supported, 
SixtyfourQAM DL 
Not Supported) 





9.2.3 TDD Specific Parameters 

This subclause contains parameters that are specific to TDD. 

9.2.3.a Alpha Value 

Used to support signalHng of cell specific Alpha Value to SRNS. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Alpha Value 






ENUMERAT 

ED(0, 1/8, 

2/8, 3/8, 4/8, 

5/8, 6/8, 7/8, 

1) 





9.2.3.A 

Void. 

9.2.3.1 

Void. 



Block STTD Indicator 



Burst Type 
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9.2.3.1 a Cell Capability Container TDD 

The Cell Capability Container TDD indicates which functionalities a 3.84Mcps TDD cell supports. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell Capability Container 
TDD 






BIT STRING 
(32) 


Each bit indicates whether a 
cell supports a particular 
functionality or not. The 
value 1 of a bit indicates that 
the corresponding 
functionality is supported in a 
cell and value indicates 
that the corresponding 
functionality is not supported 
in a cell. Each bit is defined 
as follows. 
The first bit: Delayed 
Activation Support Indicator. 
The second bit: HS-DSCH 
Support Indicator. 
The third bit: DSCH Support 
Indicator. 

Note that undefined bits are 
considered as a spare bit 
and spare bits shall be set to 
by the transmitter and shall 
be ignored by the receiver. 



9.2.3.1 b Cell Capability Container TDD LCR 

The Cell Capability Container TDD LCR indicates which functionalities a cell supports. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell Capability Container 
TDD LCR 






BIT STRING 
(32) 


Each bit indicates whether a 
cell supports a particular 
functionality or not. The 
value 1 of a bit indicates that 
the corresponding 
functionality is supported in a 
cell and value indicates 
that the corresponding 
functionality is not supported 
in a cell. Each bit is defined 
as follows. 
The first bit: Delayed 
Activation Support Indicator. 
The second bit: HS-DSCH 
Support Indicator. 
The third bit: DSCH Support 
Indicator. 

Note that undefined bits are 
considered as a spare bit 
and spare bits shall be set to 
by the transmitter and shall 
be ignored by the receiver. 



9.2.3.2 CCTrCH ID 

The CCTrCH ID identifies unambiguously a CCTrCH inside a Radio Link. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CCTrCH ID 






INTEGER 

(0..15) 





9.2.3.2A 



DCH TDD Information 



The DCH TDD Information IE provides information for DCHs to be established. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DCH Information 




1..<maxno 
ofDCHs> 






— 




>Payload CRC Presence 
Indicator 


M 




9.2.1.42 




— 




>UL FP Mode 


M 




9.2.1.67 




- 




>ToAWS 


M 




9.2.1.58 




- 




>ToAWE 


M 




9.2.1.57 




- 




>DCH Specific Info 




1..<maxno 
ofDCHs> 






— 




»DCH ID 


M 




9.2.1.16 




- 




»CCTrCH ID 


M 




9.2.3.2 


UL CCTrCH 
in which the 
DCHis 
mapped 






»CCTrCH ID 


M 




9.2.3.2 


DL CCTrCH 
in which the 
DCHis 
mapped 






»TrCH Source Statistics 
Descriptor 


M 




9.2.1.65 




— 




»Transport Format Set 


M 




9.2.1.64 


For the UL. 


- 




»Transport Format Set 


M 




9.2.1.64 


For the DL. 


- 




»BLER 


M 




9.2.1.4 


For the UL. 


- 




»BLER 


M 




9.2.1.4 


For the DL. 


- 




»Allocation/Retention 
Priority 


M 




9.2.1.1 




— 




»Frame Handling Priority 


M 




9.2.1.29 




- 




»QE-Selector 


C- 
CoorDCH 




9.2.1.46A 




— 




»Guaranteed Rate 
Information 







9.2.1. 30M 




YES 


ignore 


»Traffic Class 


M 




9.2.1.58A 




YES 


ignore 


»Unidirectional DCH 
Indicator 







9.2.1. 68B 




YES 


reject 


>TNL QoS 







9.2.1.56A 




YES 


ignore 


















Condition 


Explanation 




CoorDCH 


The IE sha 
DCHs (nun 
than 1). 


II be present if 
nber of instanc 


this DCH is par 
es of the DCH 6 


of a set of CO 
Specific Info \E 


Drdinated 
is greater 


















Range bound 


Explanation 




maxnoofDCHs 


Maximum r 


lumber of DCH 


Hs for one UE. 







9.2.3.2B 

Void 



DCH TDD Information Response 
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9.2.3.2C DL Timeslot Information 

The DL Timeslot Information IE provides information on the time slot allocation for a DL DPCH at 3.84Mcps. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DL Timeslot Information 




1..<maxno 
OfTS> 






— 




>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 


M 




9.2.3.4 




— 




>TFCI Presence 


IVI 




9.2.1.55 




- 




>DL Code Information 


M 




TDDDL 
Code 

Information 
9.2.3.8C 









Range bound 


Explanation 


maxnoofTSs 


Maximum number of Timeslots for a UE. 



9.2.3.2D DL Time Slot ISCP Info 

The DL Time Slot ISCP Info IE gives interference level for each DL time slot within the Radio Link. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DL Time Slot ISCP Info 




1..<maxno 
ofDLts> 






— 




>Time Slot 


M 




9.2.1.56 




- 




>DL Timeslot ISCP 


M 




9.2.3.12 




- 





Range bound 


Explanation 


maxnoofDLts 


Maximum number of downlink time slots per Radio Link for 
3.84Mcps TDD. 



9.2.3.2E DL Timeslot Information LCR 

The DL Timeslot Information LCR IE provides information for DL Timeslot to be established for L28Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DL TImeslot Information 
LCR 




1 .. 

<maxnoof 

DLtsLCR> 










>Time Slot LCR 


M 




9.2.3.12a 




- 




>IVIidamble Sliift LCR 


M 




9.2.3.4C 




- 




>TFC1 Presence 


M 




9.2.1.57 




- 




>DL Code Information LCR 


M 




TDDDL 

Code 

Information 

LCR 

9.2.3.8D 








>l\/laximum DL TX Power 







DL Power 
9.2.1.21A 


IVlaximum 
allowed 
power on 
DPCH 


YES 


ignore 


>IVIinimum DL TX Power 







DL Power 
9.2.1.21A 


IVIinimum 
allowed 
power on 
DPCH 


YES 


ignore 



Range bound 


Explanation 


maxnoofDLtSLCR 


IVlaximum number of Downlink time slots per Radio Link for 
1.28IVIcpsTDD. 



9.2.3.2F 



DL Time Slot ISCP Info LCR 



The DL Time Slot ISCP Info LCR IE provides information for DL Interference level for each time slot within the Radio 
Link for 1.28Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DL Time Slot ISCP Info 
LCR 




1 .. 

<maxnoofUL 

tsLCR> 










>Time Slot LCR 


M 




9.2.3.12a 




- 




>DLTimeslot ISCP 


M 




9.2.3.12 




- 





Range bound 


Explanation 


maxnoofULtsLCR 


IVlaximum number of Uplink time slots per Radio Link for 1 .28IVIcps 
TDD 



9.2.3.3 DPCH ID 

The DPCH ID identifies unambiguously a DPCH inside a Radio Link. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DPCH ID 






INTEGER 
(0..239) 





9.2.3.3a DSCH TDD Information 

The DSCH TDD Information IE provides information for DSCHs to be established. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DSCH TDD Information 




1..<maxno 
ofDSCHs> 






— 




>DSCH ID 


M 




9.2.3.3ae 




- 




>CCTrCH ID 


M 




9.2.3.2 


DL CCTrCH 
in which the 
DSCH is 
mapped. 






>TrCH Source Statistics 
Descriptor 


M 




9.2.1.65 




— 




>Transport Format Set 


M 




9.2.1.64 




- 




>Allocation/Retention Priority 


M 




9.2.1.1 




- 




>Scheduling Priority Indicator 


M 




9.2.1. 51 A 




- 




>BLER 


M 




9.2.1.4 




- 




>Traffic Class 


M 




9.2.1. 58A 




YES 


ignore 


>Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


>Transport Layer Address 







9.2.1.62 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


>TNL QoS 







9.2.1. 56A 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 



Range bound 


Explanation 


maxnoofDSCHs 


IVIaximum number of DSCHs for one UE. 



9.2.3.3aa HS-DSCH TDD Information 

The HS-DSCH TDD Information IE is used for initial addition of HS-DSCH information to a UE Context. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HS-DSCH MAC-d Flows 
Information 


M 




9.2.1. 30OA 




UE Capabilities Information 




1 






>HS-DSCH Physical Layer 
Category 


M 




9.2.1. 30Oa 




IVIAC-hs Reordering Buffer 
Size for RLC-UM 


M 




9.2.1. 34Ab 




TDD ACK NACK Power Offset 


M 




9.2.3.71 
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9.2.3.3ab HS-DSCH TDD Information Response 

The HS-DSCH TDD Information Response IE provides information for HS-DSCH that have been estabhshed or 
modified. It also provides additional HS-DSCH information determined within the DRNS. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


HS-DSCH MAC-d Flow 
Specific Information 
Response 




0..<maxno 
ofMACdFI 
ows> 










>HS-DSCH MAC-d Flow ID 


M 




9.2.1. 30O 




- 




>Binding ID 







9.2.1.3 




- 




>Transport Layer Address 







9.2.1.62 




- 




>HS-DSCH Initial Capacity 
Allocation 







9.2.1. 30Na 




— 




HS-SCCH Specific 
Information Response 




0..<maxno 

ofHSSCC 

Hcodes> 




Not 

applicable to 
1 .28 Mcps 
TDD or 
7.68Mcps 
TDD 


GLOBAL 


reject 


>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 


M 




9.2.3.4 




— 




>TDD Channelisation Code 


M 




9.2.3.8 




- 




>HS-SICH Information 




1 






- 




»HSSICH ID 


M 




9.2.3.3ad 




— 




»Time Slot 


M 




9.2.1.56 




- 




»Midamble Shift And 
Burst Type 


M 




9.2.3.4 




— 




»TDD Channelisation 
Code 


M 




9.2.3.8 




— 




HS-SCCH Specific 
Information Response LCR 




0..<maxno 

OfHSSCC 

Hcodes> 




Not 

applicable to 
3.84 Mcps 
TDD or 
7.68Mcps 
TDD 


GLOBAL 


reject 


>Time Slot LCR 


M 




9.2.3.12a 




- 




>Midamble shift LCR 


M 




9.2.3.4C 




- 




>First TDD Channelisation 
Code 


M 




TDD 

Channelisa 
tion Code 
9.2.3.8 








>Second TDD 
Channelisation Code 


M 




TDD 

Channelisa 
tion Code 
9.2.3.8 








>HS-SICH Information LCR 




1 






- 




»HS SICH ID 


M 




9.2.3.3ad 




- 




»Time Slot LCR 


M 




9.2.3.12a 




- 




»Midamble shift LCR 


M 




9.2.3.4C 




- 




»TDD Channelisation 
Code 


M 




9.2.3.8 




— 




HS-SCCH Specific 
Information Response 7.68 
Mcps 




0..<maxno 

OfHSSCC 

Hcodes> 




Applicable to 
7.68 Mcps 
TDD only 


YES 


ignore 


>Time Slot 


M 




9.2.1.56 




— 




>Midamble Shift And Burst 
Type 7.68Mcps 


M 




9.2.3.23 




— 




>TDD Channelisation Code 
7.68Mcps 


M 




9.2.3.25 




— 




>HS-SICH Information 




1 






- 




»HS SICH ID 


M 




9.2.3.3ad 




- 




»Time Slot 


M 




9.2.1.56 




- 




»l\/lidamble Shift And 
Burst Type 7.68l\/lcps 


M 




9.2.3.23 




— 




»TDD Channelisation 
Code 7.68IVIcps 


M 




9.2.3.25 




— 




HS-PDSCH Timeslot Specific 
Information Response 




0..<maxno 
ofDLts> 




Not 
Applicable to 


GLOBAL 


reject 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 










1 .28IVIcps 
TDD or 
7.68Mcps 
TDD. 






>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 


M 




9.2.3.4 




— 




HS-PDSCH Timeslot Specific 
Information Response LCR 




0..<maxno 
ofDLtsLCR 

> 




Not 

Applicable to 
3.84Mcps 
TDD or 
7.68IVIcps 
TDD. 


GLQBAL 


reject 


>Time Slot LCR 


M 




9.2.3.12a 




- 




>Midamble Shift LCR 


M 




9.2.3.4C 




— 




HS-PDSCH Timeslot Specific 
Information Response 
7.68Mcps 




0..<maxno 
ofDLts> 




Applicable to 
7.68Mcps 
TDD only. 


YES 


Ignore 


>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 7.68Mcps 


M 




9.2.3.23 




— 




CHOICE HARQ Memory 
Partitioning 


Q 








— 




> Implicit 










- 




»Number of Processes 


M 




INTEGER 
(1-8) 


For HARQ 
process IDs 
going from 
to "Number 
of 

Processes" - 
1 the Total 
number of 
soft channel 
bits [42] is 
partitioned 
equally 
between all 
HARQ 
processes 
according to 
the rules in 
[16]. 






> Explicit 










— 




»HARQ Memory 
Partitioning Information 




1..<maxno 
ofHARQpr 
ocesses> 




The first 
instance of 
the 

parameter 
corresponds 
to HARQ 
process with 
identifier 0, 
the second 
instance to 
HARQ 
process with 
identifier 1, 
and so on. 






»>Process Memory Size 


M 




9.2.1. 45B 


See [16] 


- 




User Plane Congestion Fields 
Inclusion 


Q 




9.2.1. 70C 




YES 


ignore 
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Range bound 


Explanation 


maxnoofMACdFlows 


Maximum number of MAC-d flows. 


maxnoofHSSCCHcodes 


Maximum number of HS-SCCH codes. 


maxnoofDUs 


Maximum number of downlink time slots per Radio 
Link for 3.84Mcps TDD. 


maxnoofDLtsLCR 


Maximum number of Downlink time slots per Radio 
Link for 1.28McpsTDD. 


maxnoofHARQprocesses 


Maximum number of HARQ processes. 



9.2.3.3ac 



HS-DSCH TDD Update Information 



The HS-DSCH TDD Update Information IE provides information for HS-DSCH to be updated. At least one IE shall be 
presented. 



IE/Group name 


Presence 


Range 


IE Type 

and 

Reference 


Semantic 
Description 


Criticality 


Assigned 
Criticality 


HS-SCCH Code Change 
Indicator 







9.2.1. 30R 




- 




TDD ACK NACK Power Offset 







9.2.3.71 




- 





9.2.3.3ad HS-SICH ID 

The HS-SICH ID identifies unambiguously a HS-SICH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


HSSICH ID 






INTEGER (0..31) 





9.2.3.3ae DSCH ID 

The DSCH ID is the identifier of an active downlink shared channel. It is unique for each active DSCH among the 
active DSCHs simultaneously allocated for the same UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DSCH ID 






INTEGER 
(0..255) 





9.2.3.3af DSCH Initial Window Size 

Indicates the initial number of MAC-c/sh SDUs that may be transmitted before new credits are received from the 
DRNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


DSCH Initial Window Size 






INTEGER 

(1..255) 


Number of MAC-c/sh SDUs: 
255 = Unlimited number of 
MAC-c/sh SDUs. 



9.2.3.3ag DSCH Flow Control Information 

The DSCH Flow Control Information IE provides flow control information for each scheduling priority class for the 
DSCH FP over lur. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DSCH Flow Control 
Information 




1..16 






— 




>DSCH Scheduling Priority 


M 




Scheduling 
Priority 
Indicator 
9.2.1.51A 








>MAC-c/sh SDU Length 




1..<maxNb 
MAC- 
c/shSDUL 
ength> 










»MAC-c/sh SDU Length 


M 




9.2.1.34 




- 




>DSCH Initial Window Size 







9.2.3.3af 




YES 


ignore 



Range bound 


Explanation 


maxNbMAC-c/shSDULength 


IVIaximum number of different MAC-c/sh SDU lengths. 



9.2.3.3ah DSCH-RNTI 

DSCH-RNTI is the UE identifier allocated by DRNS to be used over the radio interface by UEs having one or several 
DSCHs and/or USCHs. It is unique within a cell. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


DSCH-RNTI 






INTEGER(0. 
.65535) 





9.2.3.3A 



Maximum Number of Timeslots 



Defines the maximum number of timeslots the UE has the capability of receiving or transmitting. [3.84Mcps TDD and 
7.68Mcps TDD - in a frame] [1.28Mcps TDD - in a subframe] 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of 
Timeslots 






INTEGER 
(1-14) 


For 1 .28Mcps TDD the values 7 
through 14 are not used. 



9.2.3.3B Maximum Number of UL Physical Channels per Timeslot 

Defines the maximum number of physical channels [3.84Mcps TDD and 7.68Mcps TDD - per frame] [1.28Mcps TDD 
- per subframe] that the UE is capable to transmit. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of UL 
Physical Channels per 
Timeslot 






INTEGER 
(1-2) 





9.2.3.3C Maximum Number of DL Physical Channels 

Defines the maximum number of physical channels [3.84Mcps TDD - per frame] [1.28Mcps TDD - per subframe] that 
the UE is capable to receive. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of DL 
Physical Channels 






INTEGER 
(1..224) 


For 1 .28Mcps TDD the values 
97 through 224 are not used. 



9. 2. 3. 3D Maximum Number of DL Physical Channels per Timeslot 

Defines the maximum number of physical channels per timeslot that the UE is capable to receive. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Maximum Number of DL 
Physical Channels per 
Timeslot 






INTEGER 
(1..16) 





9.2.3.4 Midamble Shift And Burst Type 

This information element indicates burst type and midamble allocation. 

Three different midamble allocation schemes exist: 

Default midamble: the midamble is allocated by layer 1 depending on the associated channelisation code (DL and 
UL); 

Common midamble: the midamble is allocated by layer 1 depending on the number of channelisation codes 
(possible in DL only); 

UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics 
Description 


CHOICE Burst Type 










>Type 1 










» Midamble 
Configuration Burst 
Type 1 And 3 


M 




ENUMERATED(4, 8, 
16) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble, 
Common midamble, 
UE specific 
midamble) 




»Midamble Shift 
Long 


C-UE 




INTEGER(0..15) 




> Type 2 










» Midamble 
Configuration Burst 
Type 2 


M 




ENUMERATED (3, 6) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble. 
Common midamble, 
UE specific 
midamble) 




»Midamble Shift 
Short 


C-UE 




INTEGER 
(0..15) 




> Type 3 








ULonly 


» Midamble 
Configuration Burst 
Type 1 And 3 


M 




ENUMERATED (4, 8, 
16) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble, UE 
specific midamble) 




»Midamble Shift 
Long 


C-UE 




INTEGER(0..15) 
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Condition 


Explanation 


UE 


The IE shall be present if the Midamble Allocation 
Mode IE is set to "UE-specific midamble". 



9.2.3.4A Minimum Spreading Factor 

Defines the minimum spreading factor the UE has the capability of receiving or transmitting. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Minimum Spreading 
Factor 






INTEGER 
(1..16) 





9.2.3.4B IPDL TDD parameters 

The IPDL TDD Parameters IE provides the information for the IPDL Configuration applied in 3.84Mcps TDD mode. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IP Spacing TDD 


M 




ENUMERAT 
ED(30,40,50 
,70, 100,...) 


See [22] 


IP Start 


M 




INTEGER(0. 
.4095) 


See [22] 


IP Slot 


M 




INTEGER(0. 
.14) 


See [22] 


IP P-CCPCH 


M 




ENUMERAT 
ED(Switch 
off 1 frame, 
Switch off 2 
frames) 


See [22] 


Burst mode parameters 







9.2.1. 48 





9.2.3.4Bb IPDL TDD parameters LCR 

The IPDL TDD Parameters LCR IE provides the information for the IPDL Configuration applied in 1 .28Mcps TDD 
mode. 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IP Spacing TDD 


M 




ENUMERAT 
ED(30,40,50 
,70, 100,...) 


See [22] 


IP Start 


M 




INTEGER(0. 
.4095) 


See [22] 


IP_Sub 


M 




ENUMERAT 
ED(First,Sec 
ond,Both) 


See [22] 


Burst mode parameters 







9.2.1. 4B 





9.2.3.4C Midamble shift LCR 

This information element indicates midamble allocation in 1 .28Mcps TDD. 

Three different midamble allocation schemes exist: 

Default midamble: the midamble is allocated by layer 1 depending on the associated channelisation code (DL and 
UL); 
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Common midamble: the midamble is allocated by layer 1 depending on the number of channelisation codes 
(possible in DL only); 

UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL). 



IE/Group name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Midamble Allocation Mode 


M 




ENUMERAT 

£D(Default 

midamble. 

Common 

midamble, 

UE specific 

midamble,...) 




Midamble Shift Long 


C-UE 




INTEGER(0. 
.15) 




Midamble Configuration LCR 


M 




ENUMERAT 
ED (2, 4, 6, 
8, 10, 12, 14, 
16,...) 


As defined in [12] 



Condition 


Explanation 


UE 


The IE shall be present if the Midamble Allocation 
Mode IE is set to "UE-specific midamble". 



9.2.3.4D Neighbouring TDD Cell Information LCR 

Void 



9.2.3.5 



Primary CCPCH RSCP 



Received Signal Code Power is the received power on PCCPCH of the target cell after despreading. The reference point 
for the RSCP is the antenna connector at the UE, see ref. [14]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary CCPCH RSCP 






INTEGER( 
0..91) 


According to mapping of the 
non-negative values in ref. 
[24]. 



9.2.3.5a Primary CCPCH RSCP Delta 

Primary CCPCH RSCP Delta is the offset used to report the negative reporting range of P-CCPCH RSCP as per [24]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Primary CCPCH RSCP Delta 






INTEGER( 
-5..-1,...) 


If present, the actual value of 
Primary CCPCH RSCP = 
Primary CCPCH RSCP Delta 



9.2.3.5A 

Void. 



PRACH Midamble 



9.2.3.5B RB Identity 

The RB Identity is the identifier of a radio bearer. It is unique for each active Radio bearer among the active radio 
bearers simultaneously allocated for the same UE. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RB Identity 






INTEGER 
(0..31) 


In line with [16], ch. 
10.3.4.11 



9.2.3.6 



Repetition Length 



The Repetition Length represents the number of consecutive Radio Frames inside a Repetition Period in which the same 
Time Slot is assigned to the same Physical Channel see ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Repetition Length 






INTEGER(1..63 
) 





9.2.3.7 



Repetition Period 



The Repetition Period represents the number of consecutive Radio Frames after which the same assignment scheme of 
Time Slots to a Physical Channel is repeated. This means that if the Time Slot K is assigned to a physical channel in the 
Radio Frame J, it is assigned to the same physical channel also in all the Radio Frames J+n*Repetition Period (where n 
is an integer) see ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Repetition Period 






ENUMERATED 
(1,2,4,8,16,32,6 
4) 





9.2.3.7A Rx Timing Deviation 

Measured Rx Timing Deviation as a basis for timing advance, either measured directly from a RACH burst, or 
calculated from the Rx Timing Deviation measurement on the USCH by adding the current Timing Advance value. For 
1.28Mcps TDD this IE must be set to 0. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Rx Timing Deviation 






INTEGER 
(0..127) 


As specified in [5], ch. 
6.2.7.6 



9.2.3.7B Secondary CCPCH Info TDD 

The Secondary CCPCH Info TDD IE provides information on the Secondary CCPCH that carries the logical channel 
SHCCH for the UE. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TFCS 


M 




9.2.1.63 


For the DL. 


- 




TFCI Coding 


M 




9.2.3.11 




- 




Secondary CCPCH 




0..<maxno 

OfSCCPC 

Hs> 










>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 


IVI 




9.2.3.4 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




> Secondary CCPCH TDD 
Code Information 


M 




9.2.3.7C 




— 




>TDD Pliysical Channel 
Offset 


M 




9.2.3.9 








>Repetition Length 


M 




9.2.3.6 




- 




>Repetition Period 


M 




9.2.3.7 




- 




FACH 




Cmaxnoo 
fFACHs 






— 




>TFS 


M 




9.2.1.64 


For the DL. 


- 




PCH 




0..1 






- 




>TFS 


M 




9.2.1.64 


For the DL. 


- 





Range bound 


Explanation 


maxnoofSCCPCHs 


IVIaximum number of Secondary CCPCHs per CCTrCH. 


maxnoofFACHs 


IVIaximum number of FACHs mapped onto a Secondary CCPCH. 



9.2.3.7C Secondary CCPCH TDD Code Information 

The Secondary CCPCH TDD Code Information IE provides TDD Channelisation Code information for all SCCPCHs 
of one Time Slot. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Secondary CCPCH TDD 
Code Information 




1..<maxno 
OfSCCPC 
Hs> 










>TDD Channelisation Code 


M 




9.2.3.8 




- 





Range bound 


Explanation 


maxnoofSCCPCHs 


Maximum number of SCCPCHs for one CCTrCH. 



9.2.3.7D Special Burst Scheduling 

The number of frames between special burst transmissions during DTX. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Special Burst Scheduling 






INTEGER{^, 
2, .., 256) 


Number of frames between 
special burst transmissions 
during DTX 



9.2.3.7E Synchronisation Configuration 

The Synchronisation Configuration parameters that are used by the DRNS in the Radio Link Failure/Restore procedure. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


NJNSYNCJND 


M 




INTEGER{^, 
2, .., 256) 




N_OUTSYNC_IND 


M 




INTEGER{-\, 
2, .., 256) 




T_RLFAILURE 


M 




ENUMERAT 
ED(0, 0.1, 
0.2, .., 25.5) 


Unit: seconds 



9.2.3.7F Secondary CCPCH Info TDD LCR 

The Secondary CCPCH Info TDD LCR IE provides information on the Secondary CCPCH that carries the logical 
channel SHCCH for the UE. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TFGS 


M 




9.2.1.63 


For the DL. 


- 




TFCI Coding 


M 




9.2.3.11 




- 




Secondary CCPCH 




0..<maxno 

OfSCCPC 

Hs> 










>Time Slot LCR 


M 




9.2.3.12a 




- 




>l\/lidamble Shift LCR 


M 




9.2.3.4C 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




> Secondary CCPCH TDD 
Code Information LCR 


M 




9.2.3.7G 




— 




>TDD Physical Channel 
Offset 


M 




9.2.3.9 








>Repetition Length 


M 




9.2.3.6 




- 




>Repetition Period 


M 




9.2.3.7 




- 




FACH 




0..<maxno 
ofFACHs> 






— 




>TFS 


M 




9.2.1.64 


For the DL. 


- 




PCH 




0..1 






- 




>TFS 


M 




9.2.1.64 


For the DL. 


- 





Range bound 


Explanation 


maxnoofSCCPCHs 


Maximum number of Secondary CCPCHs per CCTrCH. 


maxnoofFACHs 


Maximum number of FACHs mapped onto a Secondary CCPCH. 



9.2.3.7G Secondary CCPCH TDD Code Information LCR 

The Secondary CCPCH TDD Code Information LCR IE provides LCR TDD Channelisation Code information for all 
SCCPCHs of one Time Slot. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Secondary CCPCH TDD 
Code Information 




1..<maxno 
OfSCCPC 
Hs> 










>TDD Channelisation Code 
LCR 


M 




9.2.3.8a 




— 




>SCCPCH Time Slot Format 
LCR 


M 




TDDDL 

DPCH 

Time Slot 

Format 

LCR 

9.2.3.8E 
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Range bound 


Explanation 


maxnoofSCCPCHs 


Maximum number of SCCPCHs for one CCTrCH. 



9.2.3.7H Support of 8PSK 

The Support ofSPSK IE indicates whether 8PSK is supported or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Support of 8PSK 






ENUMERAT 

ED(supported 

) 





9.2.3.71 



TDD ACK NACK Power Offset 



The TDD ACK NACK Power Offset IE indicates Power offset used in the UL in the HS-SICH between transmissions 
carrying positive and negative acknowledgements as per [16]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


TDD ACK NACK Power 
Offset 






INTEGER (- 
7..8,...) 


Unit:dB 

Range: -7. .+8 dB 
Step: 1 dB 



9.2.3.8 



TDD Channelisation Code 



The Channelisation Code Number indicates which Channelisation Code is used for a given Physical Channel. In TDD 
the Channelisation Code is an Orthogonal Variable Spreading Factor code that can have a spreading factor of 1, 2, 4, 8 
or 16. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD Channelisation Code 






ENUMERATED 
((1/1), (2/1), 
(2/2), (4/1), .. 
(4/4), (8/1), .. 
(8/8), (16/1),.. 
(16/16),...) 





9.2.3.8a 



TDD Channelisation Code LCR 



The Channelisation Code Number indicates which Channelisation Code is used for a given Physical Channel. In 
1 .28Mcps TDD the Channelisation Code is an Orthogonal Variable Spreading Factor code, that can have a spreading 
factor of 1, 2, 4, 8 or 16 and there is a choice between QPSK and 8PSK modulation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD Channelisation Code 


M 




ENUMERAT 

ED((1/1), 

(2/1), (2/2), 

(4/1),.. (4/4), 

(8/1), ..(8/8), 

(16/1).. 
(16/16),...) 




Modulation 


M 




ENUMERAT 
ED(QPSK, 
8PSK, ...) 


Modulation options for 

1 .28Mcps TDD in contrast to 

3.84Mcps TDD 
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9.2.3.8A 



TDD DPCH Offset 



The Offset represents the phase information for the allocation of a group of dedicated physical channels. The Ojfset 
Type IE = "No Initial Offset" is used when a starting offset is not required and the TDD Physical channel offset for each 
DPCH in the CCTrCH shall be directly determined from the TDD DPCH Offset. The Offset Type IE = "Initial Offset" is 
used when a starting offset is required. The TDD DPCH Offset shall map to the CFN and the TDD Physical Channel 
Offset for each DPCH in this CCTrCH shall calculated by TDD DPCH Offset mod Repetition period, see ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 












CHOICE Offset Type 










>lnitial Offset 










»TDD DPCH Offset Value 


M 




INTEGER 
(0..255) 




>No Initial Offset 










»TDD DPCH Offset Value 


M 




INTEGER 
(0..63) 





9.2.3.8B TDD DCHs To Modify 

The TDD DCHs To Modify IE provides information for DCHs to be modified. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD DCHs To Modify 




1..<maxno 
ofDCHs> 






— 




>UL FP Mode 







9.2.1.67 




- 




>ToAWS 







9.2.1.58 




- 




>ToAWE 







9.2.1.57 




- 




>Transport Bearer 
Request Indicator 


M 




9.2.1.61 




— 




>DCH Specific Info 




1..<maxno 
ofDCHs> 






— 




»DCH ID 


M 




9.2.1.16 




- 




»CCTrCH ID 







9.2.3.2 


UL CCTrCH 
in which the 
DCHis 
mapped. 






»CCTrCH ID 







9.2.3.2 


DL CCTrCH 
in which the 
DCHis 
mapped 






»Transport Format Set 







9.2.1.64 


For the UL. 


- 




»Transport Format Set 







9.2.1.64 


For the DL. 


- 




»Allocation/Retention 
Priority 







9.2.1.1 




— 




»Frame Handling Priority 







9.2.1.29 




- 




»Traffic Class 







9.2.1.58A 




YES 


ignore 


»Guaranteed Rate 
Information 







9.2.1. 30M 




YES 


ignore 


>TNL QoS 







9.2.1.56A 




YES 


ignore 


















Range bound 


Explanation 




maxnoofOCHs 


Maximum r 


lumber of DCh 


Hs for one UE. 







9.2.3.8C TDD DL Code Information 

The TDD DL Code Information IE provides TDD DL Code information for all DPCHs of one DL Time Slot. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD DL Code Information 




1..<maxno 

OfDPCHs 

> 










>DPCH ID 


M 




9.2.3.3 




- 




>TDD Channelisation Code 


M 




9.2.3.8 




- 





Range bound 


Explanation 


maxnoofDPCHs 


IVIaximum number of DPCHs for one CCTrCH. 



9.2.3.8D TDD DL Code Information LCR 

The TDD DL Code Information LCR IE provides DL Code information for the RL for 1.28Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD DL Code Information 
LCR 




1 .. 

<maxnoOf 

DPCHLCR 

> 










>DPCH ID 


M 




9.2.3.5 




- 




>TDD Channelisation 
Code LCR 


M 




9.2.3.8a 




— 




> TDD DLDPCH Time Slot 
Format LOR 


M 




9.2.3.8E 




— 












Range bound 


Explanation 




maxnoOfDPCHLCR 


Maximum number of DPCH in one CCTrCH for 1 .28Mcps TDD 



9.2.3.8E 



TDD DL DPCH Time Slot Format LCR 



TDD DL DPCH Time Slot Format LCR indicates the time slot formats used in DL DPCH for L28Mcps TDD (see ref. 
[12]). 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CHOICE Modulation 










>QPSK 










»QPSK TDD DLDPCH 
TImeSlot Format LCR 


M 




INTEGER 
(0..24,...) 




>8PSK 










»8PSK TDD DLDPCH 
TimeSlot Format LCR 


M 




INTEGER 
(0..24,...) 





9.2.3.9 



TDD Physical Channel Offset 



The TDD Physical Channel Offset represents the phase information for the allocation of a non DPCH physical channel. 
(CFN mod Repetition Period = TDD Physical Channel Offset) see ref. [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD Physical Channel 
Offset 






INTEGER 
(0..63) 
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9.2.3.10 TDD TPC Downlink Step Size 

This parameter indicates step size for the DL power adjustment (see ref [22]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD TPC Downlink Step 
Size 






ENUMERAT 

ED(1,2, 

3,...) 


Unit: dB 



9.2.3.10a TDD TPC Uplink Step Size 

This parameter indicates step size for the UL power adjustment (see ref [22]). 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD TPC Uplinl<: Step Size 






ENUMERAT 

ED 

(1,2,3,...) 


Unit:dB 



9.2.3.1 OA TDD UL Code Information 

The TDD UL Code Information IE provides TDD UL Code information for all DPCHs of one UL Time Slot. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD UL Code Information 




1..<maxno 

OfDPCHs 

> 










>DPCH ID 


M 




9.2.3.3 




- 




>TDD Channelisation Code 


M 




9.2.3.8 




- 





Range bound 


Explanation 


maxnoofDPCHs 


Maximum number of DPCHs for one CCTrCH. 



9.2.3.1 OB TDD UL Code Information LCR 

The TDD UL Code Information LCR IE provides information for UL Code to be established for 1 .28Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD UL Code Information 
LCR 




1 .. 

<maxno 
OfDPCH 
LCR> 










>DPCH ID 


M 




9.2.3.5 




- 




>TDD Channelisation Code 
LCR 


M 




9.2.3.8a 




— 




> TDD ULDPCH Time Slot 
Format LCR 


M 




9.2.3.10C 









Range bound 


Explanation 


maxnoOfDPCHLCR 


Maximum number of DPCH in one CCTrCH for 1 .28Mcps TDD. 
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9.2.3.1 OC TDD UL DPCH Time Slot Format LCR 

TDD UL DPCH Time Slot Format LCR indicates the time slot formats used in UL DPCH for L28Mcps TDD (see ref. 
[12]). 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CHOICE Modulation 










>QPSK 










»QPSK TDD UL DPCH 
Time Slot Format LCR 


M 




INTEGER 
(0..69,...) 




>8PSK 










»8PSK TDD UL DPCH 
Time Slot Format LCR 


M 




INTEGER 
(0..24,...) 





9.2.3.11 TFCI Coding 

The TFCI Coding describes how the TFCI bits are coded. By default 1 TFCI bit is coded with 4 bits, 2 TFCI bits are 
coded with 8 bits, 3-5 TFCI bits are coded with 16 bits and 6-10 TFCI bits are coded with 32 bits. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TFCI Coding 






ENUMERATE 
D(4, 8, 16, 
32,...) 





9.2.3.12 DL Timeslot ISCP 

DL Timeslot ISCP is the measured interference in a downlink timeslot at the UE, see ref. [14]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DL Timeslot ISCP 






INTEGER( 
0..91) 


According to mapping in [24]. 



9.2.3.12a Time Slot LCR 

The Time Slot LCR is the number of the traffic time slot within a 5 ms subframe of LCR TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Time Slot LCR 






INTEGER 
(0..6) 





9.2.3.1 2A Timing Advance Applied 

Defines the need for Timing Advance functions such as Rx Timing Deviation measurement in a particular cell. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timing Advance Applied 






ENUMERAT 
ED{Yes, No) 





9.2.3.13 Transport Format Management 

Defines whether the cell transmits the transport format information via broadcast or whether the transport format 
information is transmitted to the UE using dedicated RRC procedures 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Transport Format 






ENUMERAT 




Management 






ED(Cell 
Based, UE 
Based,...) 





9.2.3.1 3A UL Timeslot ISCP 

UL Timeslot ISCP is the measured interference in a uplink timeslot at the DRNS, see ref. [14]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL Timeslot ISCP 






INTEGER( 
0..127) 


According to mapping in [24]. 



9.2.3.1 SB UL PhysCH SF Variation 

Indicates whether variation of SF in UL is supported by Radio Link or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UL PhysCH SF Variation 






ENUMERAT 
ED(SF_Vari 
ation suppor 

ted, 

SFVariation 

_NOT_supp 

orted) 





9.2.3.1 3C UL Timeslot Information 

The UL Timeslot Information IE provides information on the time slot allocation for a UL DPCH. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UL Timeslot Information 




1..<maxno 
OfTS> 






— 




>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 


M 




9.2.3.4 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




>UL Code Information 


M 




TDDUL 
Code 

Information 
9.2.3.10A 









Range bound 


Explanation 


maxnoofTSs 


Maximum number of Timeslots for a UE. 



9.2.3.1 3D UL Time Slot ISCP Info 

The UL Time Slot ISCP Info IE gives interference level for each UL time slot within the Radio Link. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UL Time Slot ISCP Info 




1 .. 

<maxnoof 

ULts> 










>Time Slot 


M 




9.2.1.56 




- 




>ULTimeslot ISCP 


M 




9.2.3.13A 




- 





Range bound 


Explanation 


maxnoofULts 


IVIaximum number of uplink time slots per Radio Link. 



9.2.3.1 3E TSTD Indicator 

Indicates if TSTD shall be active or not for the DL DPCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TSTD Indicator 






ENUMERAT 

ED{active, 

inactive) 





9.2.3.1 3F TSTD Support Indicator 

Indicates if UE support TSTD or not for DL DPCH. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TSTD Support Indicator 






ENUMERAT 
ED(TSTD 
supported, 
TSTD not 
supported) 





9.2.3.1 3Fa UE Measurement Hysteresis Time 

The UE Measurement Hysteresis Time provides the duration during which a reporting criterion has to be fulfilled for 
the UE Measurement Reporting procedure to be triggered, see [16].. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement 
Hysteresis Time 






INTEGER(0.. 
15) 


Unit:dB 

Range: 0. . 7.5 dB 
Step: 0.5 dB 



9.2.3.1 3Fb UE Measurement Parameter Modification Allowed 

Indicates if the SRNC may modify the UE measurement parameters based on its existing measurement schedule. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement 






ENUMERAT 




Parameter Modification 






ED 




Allowed 






(Parameter 
Modification 
Allowed, ...) 
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9.2.3.1 3Fc UE Measurement Report Characteristics 

The UE Measurement Report Characteristics, defines how the reporting shall be performed. For definition of the event 
criteria see [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE UE Report 
Characteristics 










> Periodic 










»Amount of Reporting 


M 




ENUMERAT 
ED(1,2, 4, 8, 
16,32, 64, 
infinity) 




»Reporting Interval 


M 




ENUMERAT 
ED (250, 
500, 1000, 
2000, 3000, 
4000, 6000, 
8000, 12000, 
16000, 
20000, 
24000, 
28000, 
32000, 
64000) 


Indicates the interval of 
periodical report interval in 
milliseconds 


> Event 111 










»UE IVIeasurement 
Threshold 


M 




9.2.3.13Fd 


The threshold for which the 
DRNS shall trigger a 
measurement report. 


»UE Measurement Time 
to Trigger 


M 




9.2.3.13Fg 




»Hysteresis 


M 




9.2.3.1 3Fa 




> Event 1i 










»UE Measurement 
Threshold 


M 




9.2.3.13Fd 


The threshold for which the 
DRNS shall trigger a 
measurement report. 


»UE Measurement 
Time to Trigger 


M 




9.2.3.13Fg 




»Hysteresis 


M 




9.2.3.13Fa 




> Event 6a 










»UE Measurement 
Threshold 


M 




9.2.3.13Fd 




»UE Measurement 
Time to Trigger 


M 




9.2.3.13Fg 




> Event 6b 










»UE Measurement 
Threshold 


M 




9.2.3.13Fd 




»UE Measurement 
Time to Trigger 


M 




9.2.3.13Fg 




> Event 6c 










»UE Measurement 
Time to Trigger 


M 




9.2.3.13Fg 




> Event 6d 










»UE Measurement 
Time to Trigger 


M 




9.2.3.13Fg 





9.2.3.1 3Fd UE Measurement Threshold 

The Measurement Threshold defines which threshold that shall trigger Event Ih, li, 6a or 6b, see [16]. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE UE Measurement 
Threshold 










>Timeslot ISCP 










»Timeslot ISCP 


M 




INTEGER 

(-115..-25) 


IndBm 


>UE Tx Power 










»UE Transmitted 
Power 


M 




INTEGER(- 
50..33) 


IndBm 



9.2.3.1 3Fe UE Measurement Timeslot Information HCR 

The UE Measurement Time Slot Information IE provides information for DL timeslots for the UE to measure, see [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement Timeslot 
Information 




1..<maxnoOfTS> 






>Time Slot 


M 




9.2.1.56 




>Burst Type 


M 




ENUMERAT 
ED(Type1, 
Type 2, Type 
3,...) 





Range bound 


Explanation 


maxnoofTSs 


Maximum number of Timeslots for a UE for 3.84Mcps TDD. 



9.2.3.1 3Ff UE Measurement Timeslot Information LCR 

The UE Measurement Time Slot Information LCR IE provides information for DL timeslots for the UE to measure, see 
[16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement Time 
Slot Information LCR 




1 .. 

<maxnoOfTSLCR 

> 






>Time Slot LCR 


M 




9.2.3.12a 





Range bound 


Explanation 


maxnoOrrSLCR 


Maximum number of Timeslots for a UE for 1 .28Mcps TDD 



9.2.3.1 3Fg UE Measurement Time to Trigger 

The UE time to trigger indicates the period of time between the timing of event detection and the timing of sending 
Measurement Report, see [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement Time to 


M 




ENUMERAT 


Time in ms. 


trigger 






ED(0, 10,20, 

40, 60, 80, 

100, 120, 

160,200, 

240, 320, 

640, 1280, 

2560, 5000) 
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9.2.3.1 3Fh UE Measurement Type 

The UE Measurement Type identifies the type of measurement that shall be performed see [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE IVIeasurement Type 


IVI 




ENUMERAT 
ED(Primary 
CCPCH 
RSCP , DL 
Timeslot 
ISCP, UE 
Transmitted 
Power,...) 





9.2.3.1 3Fi UE Measurement Value 

The UE Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were 
met. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE UE Measurement 
Value 


M 








>UE Transmitted Power 










»UE Transmitted 
Power list HCR 




0..<maxnoOfTS> 




Mandatory for 3.84Mcps TDD, 
not applicable to 1 .28Mcps 
TDD or 7.68Mcps TDD 


»>Time Slot 


M 




9.2.1.56 




»>UE 

Transmitted 

Power 


M 




INTEGER 
(0..104) 


According to mapping in [24] 
Values 0..20 are not used 


»UE Transmitted 
Power list LCR 




o..< 

maxnoOfTSLCR> 




Mandatory for 1 .28Mcps TDD, 
not applicable to 3.84Mcps 
TDD or 7.68Mcps TDD 


»>Time Slot 
LCR 


M 




9.2.3.12a 




»>UE 

Transmitted 

Power 


M 




INTEGER 

(0..104) 


According to mapping in [24] 
Values 0..20 are not used 


»UE Transmitted 
Power list 768 




0..<maxnoOfTS> 




Mandatory for 7.68Mcps TDD, 
not applicable to 1 .28Mcps 
TDD or 3.84Mcps TDD 


»>Time Slot 


M 




9.2.1.56 




»>UE 

Transmitted 

Power 


M 




INTEGER 
(0..104) 


According to mapping in [24] 
Values 0..20 are not used 


>P-CCPCH RSCP 










»Primary CCPCH 
RSCP 







9.2.3.5 


According to mapping in [24] 


»Primary CCPCH 
RSCP Delta 







9.2.3.5a 


According to mapping in [24] 


>DL Timeslot ISCP 










»Timeslot list 
HCR 




0..<maxnoOfTS> 




Mandatory for 3.84Mcps TDD, 
not applicable to 1 .28Mcps 
TDD or 7.68Mcps TDD 


»>Time Slot 


M 




9.2.1.56 




»>Timeslot 
ISCP 


M 




9.2.3.12 




»Timeslot list 
LCR 




0..<maxnoOfTSL 
CR> 




Mandatory for 1 .28Mcps TDD, 
not applicable to 3.84Mcps 
TDD or 7.68Mcps TDD 


»>Time Slot 
LCR 


M 




9.2.3.12a 




»>Timeslot 


M 




9.2.3.12 
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ISCP 










»Timeslot list 768 




0..<maxnoOfTS> 




Mandatory for 7.68Mcps TDD, 
not applicable to 1 .28Mcps 
TDD or 3.84Mcps TDD 


»>Time Slot 


M 




9.2.1.56 




»>Timeslot 
ISCP 


M 




9.2.3.12 





Range bound 


Explanation 


maxnoOfTS 


IVIaximum number of Timeslots for a UE for 3.84Mcps TDD or 
7.68Mcps TDD. 


maxnoofTSLCR 


IVIaximum number of Timeslots for a UE for 1 .28Mcps TDD. 



9.2.3.1 3Fj UE Measurement Value Information 

The UE Measurement Value Information IE provides information both on whether or not the UE Measurement Value is 
provided in the message and if provided also the UE Measurement Value itself. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Measurement 
Availability Indicator 


M 








>Measurement Available 










»UE Measurement 
Value 


M 




9.2.3.1 3Fi 




>Measurement not 
Available 






NULL 





9.2.3.1 3G UL Timeslot Information LCR 

The UL Timeslot Information LCR IE provides information on the timeslot allocation for an UL DPCH. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UL Timeslot Information LCR 




1 .. 

<maxn 
oofULts 
LCR> 










>Time Slot LCR 


M 




9.2.3.12a 




- 




>Midamble Shift LCR 


M 




9.2.3.4C 




- 




>TFCI Presence 


M 




9.2.1.57 




- 




>UL Code Information LCR 


M 




TDDUL 

Code 

Information 

LCR 

9.2.3.10B 








>PLCCH Information 







9.2.3.17 




YES 


ignore 



Range bound 


Explanation 


maxnoofULtsLCR 


Maximum number of Uplink time slots per Radio Link for 1 .28Mcps 
TDD. 



9.2.3.1 3H UL Time Slot ISCP Info LCR 

The UL Time Slot ISCP Info LCR IE provides information for UL Interference level for each time slot within the Radio 
Link for 1.28Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UL Time Slot ISCP Info 




1 .. 

<maxnoofUL 

tsLCR> 










>Time Slot LCR 


M 




9.2.3.12a 




- 




>UL Timeslot ISCP 


M 




9.2.3.26A 




- 





Range bound 


Explanation 


maxnoofULtsLCR 


Maximum number of Uplink time slots per Radio Link for 1 .28Mcps 
TDD 



9.2.3.131 Uplink Synchronisation Frequency 

The UL Synchronisation Frequency IE specifies the frequency of the adjustment of the uplink transmission timing 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink synchronisation 
frequency 






INTEGER (1.. 8) 


Unit: subframe, step: 1 



9.2.3.1 3J Uplink Synchronisation Step Size 

The UL Synchronisation Step Size IE specifies the step size to be used for the adjustment of the uplink transmission 
timing. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Uplink synchronisation step 
size 






INTEGER (1.. 8) 


Unit: 1/8 chip, step: 1. 



9.2.3.1 3K Uplink Timing Advance Control LCR 

The Uplink Timing Advance Control LCR indicates the parameters which are used to support Uplink Synchronisation 
for the UE in 1.28Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


SYNC UL codes bitmap 


M 




BITSTRING (8) 


Each bit indicates the 
availability of a SYNC_UL 
code. 


FPACH info 




1 






>Time Slot LCR 


M 




9.2.3.12a 




>TDD Channelisation Code 
LCR 


M 




9.2.3.8a 




>Midamble Shift LCR 


M 




9.2.3.4C 




>WT 


M 




INTEGER (1.. 4) 


Maximum number of 
subframes to wait for 
transmission of FPACH. 


PRXupPCHdes 


M 




INTEGER (-120..- 
58, ...) 


Desired UpPCH receive 

power. 

Unit:dBm 

Step size: 1 


SYNC UL procedure 
parameters 




1 






>l\/laximum Sync UL 
transmissions 


M 




ENUMERATED 
(1,2,4,8,...) 




>Power Ramp Step 


M 




INTEGER (0..3, ...) 




IVImax 


M 




INTEGER (1.. 32) 


Maximum number of 
synchronisation attempts 



9.2.3.14 



USCH ID 



The USCH ID is the identifier of an uplink shared channeL It is unique among the USCHs simultaneously allocated for 
the same UE. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


USCH ID 






INTEGER 
(0..255) 





9.2.3.15 USCH Information 

The USCH Information IE provides information for USCHs to be established. 
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IE/Group Name 


Presenc 
e 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


USChH Information 




1 to 

<maxnoofU 

SCHs> 










>USCH ID 


M 




9.2.3.14 




- 




>CCTrCH ID 


M 




9.2.3.2 


UL CCTrCH 
in which the 
USCH is 
mapped 






>TrCH Source Statistics 
Descriptor 


M 




9.2.1.65 




— 




>Transport Format Set 


M 




9.2.1.64 


For USCH 


- 




>Allocation/Retention Priority 


M 




9.2.1.1 




- 




>Scheduling Priority 
Indicator 


M 




9.2.1.51A 




— 




>BLER 


M 




9.2.1.4 








>RB Info 




1..<maxnoof 
RB> 




All Radio 
Bearers 
using this 
USCH 






»RB Identity 


M 




9.2.3.5B 




- 




>Traffic class 


M 




9.2.1.58A 




YES 


ignore 


>Binding ID 







9.2.1.3 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


>Transport Layer Address 







9.2.1.62 


Shall be 
ignored if 
bearer 
establishme 
nt with 
ALCAP. 


YES 


ignore 


>TNL QoS 







9.2.1.56A 




YES 


ignore 



Range bound 


Explanation 


maxnoofUSCHs 


IVIaximum number of USCHs for one UE. 


maxnoofRBs 


IVIaximum number of Radio Bearers for one UE. 



9.2.3.16 Support of PLCCH 

The Support of PLCCH IE indicates whether PLCCH is supported or not. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Support of PLCCH 






ENUMERAT 

ED(supported 

) 





9.2.3.17 PLCCH Information 

The PLCCH Information IE carres a PLCCH assignment for a timeslot of an UL DCH-type CCTrCH. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD Channelisation Code 


M 




9.2.3.8 


Only QPSK modulation is used 
with PLCCH 


Time Slot LCR 


M 




9.2.3.12a 




IVIidamble Shift LCR 


M 




9.2.3.4C 




PLCCH Sequence Number 


M 




9.2.3.18 





9.2.3.18 PLCCH Sequence Number 

This sequence number represents a portion of a PLCCH used to signal TPC / SS bits to a single UE. A value of zero 
indicates that the PLCCH assignment has been deleted. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


PLCCH Sequence Number 






INTEGER (0.. 14) 





9.2.3.19 Minimum Spreading Factor 7.68Mcps 

Defines the minimum spreading factor the UE has the capability of receiving or transmitting for 7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIinimum Spreading Factor 
768 






INTEGER 
(1..32) 





9.2.3.20 Maximum Number of DL Physical Channels 7.68Mcps 

Defines the maximum number of physical channels for 7.68Mcps TDD - per frame that the UE is capable to receive. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIaximum Number of DL 
Physical Channels 768 






INTEGER 
(1..448) 





9.2.3.21 Maximum Number of DL Physical Channels per Timeslot 7.68Mcps 

Defines the maximum number of physical channels per timeslot that the UE is capable to receive for 7.68 Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIaximum Number of DL 
Physical Channels per 
Timeslot 768 






INTEGER 
(1..32) 





9.2.3.22 Secondary CCPCH Info 7.68Mcps TDD 

The Secondary CCPCH Info 7.68Mcps TDD IE provides information on the Secondary CCPCH that carries the logical 
channel SHCCH for the UE for 7.68Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


IPCS 


M 




9.2.1.63 


For the DL. 


- 




TFCI Coding 


M 




9.2.3.11 




- 




Secondary CCPCH 




0..<maxno 

OfSCCPC 

Hs768> 










>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 7.68Mcps 


M 




9.2.3.23 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




> Secondary CCPCH TDD 
Code Information 7.68IVIcps 


M 




9.2.3.24 




— 




>TDD Physical Channel 
Offset 


M 




9.2.3.9 








>Repetition Length 


M 




9.2.3.6 




- 




>Repetition Period 


M 




9.2.3.7 




- 




FACH 




O..maxnoo 
fFACHs 






— 




>TFS 


M 




9.2.1.64 


For the DL. 


- 




PCH 




0..1 






- 




>TFS 


M 




9.2.1.64 


For the DL. 


- 





Range bound 


Explanation 


maxnoofSCCPCHs 768 


Maximum number of Secondary CCPCHs per CCTrCH. 


maxnoofFACHs 


Maximum number of FACHs mapped onto a Secondary CCPCH. 



9.2.3.23 Midamble Shift And Burst Type 7.68Mcps 

This information element indicates burst type and midamble allocation for 7.68Mcps TDD. 

Three different midamble allocation schemes exist: 

Default midamble: the midamble is allocated by layer 1 depending on the associated channelisation code (DL and 
UL); 

Common midamble: the midamble is allocated by layer 1 depending on the number of channelisation codes 
(possible in DL only); 

UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL). 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


CHOICE Burst Type 










>Type 1 










» IVIidamble 
Configuration Burst 
Type 1 And 3 


M 




ENUMERATED(4, 8, 
16) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble. 
Common midamble, 
UE specific 
midamble) 




»Midamble Shift 
Long 


C-UE 




INTEGER(0..15) 




> Type 2 










» IVIidamble 
Configuration Burst 
Type 2 


M 




ENUMERATED (4, 8) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble. 
Common midamble, 
UE specific 
midamble) 




»Midamble Shift 
Short 


C-UE 




INTEGER 
(0..7) 




> Type 3 








ULonly 


» Midamble 
Configuration Burst 
Type 1 And 3 


M 




ENUMERATED (4, 8, 
16) 


As defined in [12] 


»Midamble 
Allocation Mode 


M 




ENUMERATED(Defa 
ult midamble, UE 
specific midamble) 




»Midamble Shift 
Long 


C-UE 




INTEGER(0..15) 





Condition 


Explanation 


UE 


The IE shall be present if the Midamble Allocation 
Mode IE is set to "UE-specific midamble". 



9.2.3.24 Secondary CCPCH TDD Code Information 7.68Mcps 

The Secondary CCPCH TDD Code Information 7.68Mcps IE provides TDD Channelisation Code information for all 
SCCPCHs of one Time Slot for 7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Secondary CCPCH TDD 
Code Information 7.68Mcps 




1..<maxno 
OfSCCPC 
Hs768> 










>TDD Channelisation Code 
7.68Mcps 


M 




9.2.3.25 




— 





Range bound 


Explanation 


maxnoofSCCPCHs 768 


Maximum number of SCCPCHs for one CCTrCH. 



9.2.3.25 TDD Channelisation Code 7.68Mcps 

The Channelisation Code Number indicates which Channelisation Code is used for a given Physical Channel. In 
7.68Mcps TDD the Channelisation Code is an Orthogonal Variable Spreading Factor code that can have a spreading 
factorof 1,2, 4, 8, 16 or 32. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


TDD Channelisation 
Code 






ENUMERATED({1/1) 
,(2/1), (2/2), (4/1), .. 
(4/4), (8/1), .. (8/8), 
(16/1), .. (16/16), 
(32/1), .. (32,32),...) 





9.2.3.26 UL Timeslot Information 7.68Mcps 

The UL Timeslot Information IE provides information on the time slot allocation for a UL DPCH for 7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


UL Timeslot Information 




1..<maxno 
OfTS> 






— 




>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 7.68Mcps 


M 




9.2.3.23 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




>UL Code Information 
7.68Mcps 


M 




TDDUL 

Code 

Information 

7.68Mcps 

9.2.3.27 









Range bound 


Explanation 


maxnoofTSs 


Maximum number of Timeslots for a UE. 



9.2.3.27 TDD UL Code Information 7.68Mcps 

The TDD UL Code Information 7.68Mcps IE provides TDD UL Code information for all DPCHs of one UL Time Slot 
for 7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD UL Code Information 




1..<maxno 

OfDPCHs 

768> 










>DPCH ID 


M 




9.2.3.3 




- 




>TDD Channelisation Code 
7.68Mcps 


M 




9.2.3.25 




— 





Range bound 


Explanation 


maxnoofDPCHs768 


Maximum number of DPCHs for one CCTrCH. 



9.2.3.28 DL Timeslot Information 7.68Mcps 

The DL Timeslot Information 7.68Mcps IE provides information on the time slot allocation for a DL DPCH for 
7.68Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


DL Timeslot Information 




1..<maxno 
OfTS> 






— 




>Time Slot 


M 




9.2.1.56 




- 




>Midamble Shift And Burst 
Type 7.68Mcps 


M 




9.2.3.23 




— 




>TFCI Presence 


M 




9.2.1.55 




- 




>DL Code Information 
7.68IVIcps 


M 




TDDDL 

Code 

Information 

7.68Mcps 

9.2.3.29 









Range bound 


Explanation 


maxnoofTSs 


Maximum number of Timeslots for a UE. 



9.2.3.29 TDD DL Code Information 7.68Mcps 

The TDD DL Code Information IE provides TDD DL Code information for all DPCHs of one DL Time Slot for 
7.68Mpcs TDD. 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Reference 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


TDD DL Code Information 




1..<maxno 

OfDPCHs 

768> 










>DPCH ID 


M 




9.2.3.3 




- 




>TDD Channelisation Code 
7.68Mcps 


M 




9.2.3.25 




— 





Range bound 


Explanation 


maxnoofDPCHs768 


Maximum number of DPCHs for one CCTrCH. 



9.2.3.30 Rx Timing Deviation 7.68Mcps 

Measured Rx Timing Deviation as a basis for timing advance, either measured directly from a RACH burst, or 
calculated from the Rx Timing Deviation measurement on the USCH by adding the current Timing Advance value.. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Rx Timing Deviation 






INTEGER 
(0..1023) 


As specified in [5] 



9.2.3.31 Cell Capability Container 7.68 Mops TDD 

The Cell Capability Container 7.68 McpsTDD indicates which functionalities a cell supports. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Cell Capability Container 
TDD 






BIT STRING 

(32) 


Each bit indicates whether a 
cell supports a particular 
functionality or not. The 
value 1 of a bit indicates that 
the corresponding 
functionality is supported in a 
cell and value indicates 
that the corresponding 
functionality is not supported 
in a cell. Each bit is defined 
as follows. 
The first bit: Delayed 
Activation Support Indicator. 
The second bit: HS-DSCH 
Support Indicator. 
The third bit: DSCH Support 
Indicator. 

Note that undefined bits are 
considered as a spare bit 
and spare bits shall be set to 
by the transmitter and shall 
be ignored by the receiver. 



9.2.3.32 Neighbouring TDD Cell IVIeasurement Information 7.68Mcps 

This IE provides information on the 7.68Mcps TDD neighbouring cells used for the purpose of Measurements. Since 
the measurement can be performed on every time slot and midamble shift, the Time slot IE and Midamble shift and 
burst type IE shall be included if available. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UTRAN Cell Identifier 


M 




9.2.1.71 




UARFCN 


M 




9.2.1.66 


Corresponds to Nt [1 5] 


Cell Parameter ID 


M 




9.2.1.8 




Time slot 







9.2.1.56 




Midamble Shift And Burst 
Type 7.68Mcps 







9.2.3.23 





9.2.3.33 UE Measurement Timeslot Information 7.68Mcps 

The UE Measurement Time Slot Information IE provides information for DL timeslots for the UE to measure, see [16]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


UE Measurement 
Timeslot Information 




1..<maxnoOfTS> 






>Time Slot 


M 




9.2.1.56 




>Burst Type 


M 




ENUMERATED 
(Typel, Type 2, 
Types,...) 





Range bound 


Explanation 


ivaxnoofTSs 


Maximum number of Timeslots for a UE for 7.68Mcps TDD. 



9.2.3.34 DPCH ID 7.68Mcps 

The DPCH ID 7.68Mcps identifies unambiguously a DPCH inside a downhnk Radio Link for 7.68Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


DPCH ID 






INTEGER 
(0..479) 





9.2.3.35 Rx Timing Deviation 3.84l\/lcps Extended 

Measured Rx Timing Deviation as a basis for timing advance, either measured directly from a RACH burst, or 
calculated from the Rx Timing Deviation measurement on the USCH by adding the current Timing Advance value. 
This is used when the extended timing advance is in use at 3.84 Mcps. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Rx Timing Deviation 






INTEGER 
(0..511) 


As specified in [5] 



9.2.3.36 



E-PUCH Information 



The E-PUCH Information IE provides parameters to configure the E-PUCH physical channel for 3.84Mcps TDD and 
7.68 Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


IVIinimum code rate 


M 




INTEGER 
(0..63) 


Unit:- 

Range: 0.055 ..1 

Step: 0.015 


IVIaximum code rate 


M 




INTEGER 

(0..63) 


Unit:- 

Range: 0.055 ..1 

Step: 0.015 


HARQ Info for E-DCH 


M 




ENUMERATED 
(rvO, rvtable) 


"rvO" indicates that tlie UE 
will only use E_DGH RV 
index 0. 

"rvtable" indicates that the 
UE will use an RSN based 
RV index as specified in [8] 


Ne-UCCH 


M 




INTEGER 
(1-12) 


Number of slots that are 
required to carry TPG and 
TFCI (consecutively 
allocated slots beginning 
with the first). 



9.2.3.36a E-PUCH Information LCR 

The E-PUCH Information LCR IE provides parameters to configure the E-PUCH physical channel for 1 .28Mcps TDD. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Minimum code rate 


M 




INTEGER 
(0..63) 


Unit:- 

Range: 0.055 ..1 

Step: 0.015 


IVIaximum code rate 


M 




INTEGER 
(0..63) 


Unit:- 

Range: 0.055.. 1 

Step: 0.015 


HARQ Info for E-DCH 


M 




ENUMERATED 
(rvO, rvtable) 


"rvO" indicates that the UE 
will only use E_DGH RV 
index 0. 

"rvtable" indicates that the 
UE will use an RSN based 
RV index as specified in [8] 


PRXdes_base 


M 




INTEGER 

(-11 2. .-50) 


dBm. Desired power level 
for E-PUGH 


E-PUCH TPC Step Size 


M 




9.2.3.10a 




Ne-UCCH 


M 




INTEGER (1.. 5) 


Number of slots that are 
required to carry TPC and 
TFCI (consecutively 
allocated slots beginning 
with the first) for non- 
scheduled traffic. 



9.2.3.37 E-TFCS Information TDD 

Whereas the related E-DCH Transport Block sizes are standardised in [32] this IE gives details on the Reference Betas. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Reference Beta 
Information QPSK 




1..<maxnoofRefbe 
tas> 






>Reference Code Rate 


M 




INTEGER 
(0..10) 


Unit:- 
Range: 0..1 
Step: 0.1 


>Reference Beta 


M 




INTEGER( 
-15.. 16) 


Unit:- 

Range:-15..+16 
Step: 1 dB 


Reference Beta 
Information 16QAM 




1..<maxnoofRefbe 
tas> 






>Reference Code Rate 


M 




INTEGER 
(0..10) 


Unit:- 
Range: 0..1 
Step: 0.1 


>Reference Beta 


M 




INTEGER( 
-15.. 16) 


Unit:- 

Range:-15..+16 
Step: 1 dB 



Range Bound 


Explanation 


maxnoofRefbetas 


Maximum number of signalled reference betas 



9.2.3.38 E-DCH MAC-d Flows Information TDD 

The E-DCH MAC-d Flows Information TDD IE is used for the establishment of E-DCH MAC-d flows for TDD. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 




1..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Allocation/Retention 
Priority 


M 




9.2.1.1 




>TNL QoS 







9.2.1. 56A 




>Binding ID 







9.2.1.3 


Shall be ignored If bearer 
establishment with ALCAP. 


>Transport Layer 
Address 







9.2.1.62 


Shall be ignored if bearer 
establishment with ALCAP. 


>Payload CRC Presence 
Indicator 


M 




9.2.1.42 




>l\/laximum Number Of 
Retransmissions For E- 
DCH 


M 




9.2.1.100 




>Traffic Class 


M 




9.2.1. 58A 




>E-DCH HARQ Power 
Offset TDD 


M 




9.2.3.49 




>E-DCH MAC-d Flow 
Multiplexing List 







9.2.1.89 




>E-DCH Grant Type 


M 




9.2.3.43 




>E-DCH Logical Channel 
Information 


M 




9.2.1.92 




>E-DCH MAC-d Flow 
Retransmission Timer 







9.2.3.49a 


Mandatory for LCR TDD. 
Not applicable for 3.84Mcps 
TDD and 7.68Mcps TDD. 



Range Bound 


Explanation 


maxnoofEDCHMA Cd Flows 


Maximum number of E-DCH MAC-d flows 



9.2.3.39 



E-DCH Non-scheduled Grant Information TDD 



The E-DCH Non-scheduled Grant Information TDD IE is used to specify the details of an non-scheduled grant for 
3.84Mcps and 7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timeslot Resource Related 
Information 


M 




9.2.3.44 




Power Resource Related 
Information 


M 




9.2.3.45 




Repetition Period 


M 




9.2.3.6 




Repetition Length 


M 




9.2.3.7 




TDD E-PUCH Offset 


M 




9.2.3.46 




TDD Channelisation Code 


M 




9.2.3.8 





9.2.3.39a E-DCH Non-scheduled Grant Information LCR TDD 

The E-DCH Non-scheduled Grant Information LCR TDD IE is used to specify the details of an non-scheduled grant for 
1.28McpsTDD. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timeslot Resource Related 
Information LCR 


M 




9.2.3.44a 




Power Resource Related 
Information 


M 




9.2.3.45 




Repetition Period 


M 




9.2.3.6 




Repetition Length 


M 




9.2.3.7 




Subframe Number 


M 




ENUMERATED 

(0,1) 




TDD E-PUCH Offset 


M 




9.2.3.46 




TDD Channelisation Code 


M 




9.2.3.8 





9.2.3.40 E-DCH TDD Information 

The E-DCH TDD Information specifies the details of the maximum bit rate and processing overload level. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH TDD Maximum 
Bitrate 







9.2.3.47 




E-DCH Processing 
Overload Level 







9.2.1.95 




E-DCH Power Offset for 
Scheduling Info 







9.2.1.96 





9.2.3.40a E-DCH TDD Information LCR 

The E-DCH TDD Information LCR IE specifies the details of UE physical layer category, NodeB processing overload 
level and power offset for scheduling info. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Physical Layer 
Category LCR 







9.2.3.54 




E-DCH Processing 
Overload Level 







9.2.1.95 




E-DCH Power Offset for 
Scheduling Info 







9.2.1.96 





9.2.3.41 E-DCH TDD Information Response 

The E-DCH TDD Information Response IE provides information for E-DCH MAC-d flows that have been established 
or modified. It also provides additional E-DCH information determined within the Node B. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 
Response 




0..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Binding ID 







9.2.1.3 




>Transport Layer 
Address 







9.2.1.62 




E-AGCH Specific 
Information Response 




0..<maxNoOfEAG 
CHcodes> 






>Time Slot 


M 




9.2.1.56 




>Midamble Shift And 
Burst Type 


M 




9.2.3.4 




>TDD Channelisation 
Code 


M 




9.2.3.8 




E-HICH Information 
Response 




0..1 






>Time Slot 


M 




9.2.1.56 




>Midamble Shift And 
Burst Type 


M 




9.2.3.4 




>TDD Channelisation 
Code 


M 




9.2.3.8 




>E-HICH Time Offset 


M 




9.2.3.48 




E-DCH Non-scheduled 
Grant Information TDD 







9.2.3.39 




E-RNTI 







9.2.1.94 





Range bound 


Explanation 


maxnoofEDCHMA CdFlows 


Maximum number of MAC-d flows 


maxnoofEAGCHcodes 


Maximum number of E-AGCHs assigned to one UE 



9.2.3.41 a E-DCH TDD Information Response 1 .28Mcps 

Only for 1.28Mcps TDD. The E-DCH TDD Information Response 1.28Mcps IE provides information for E-DCH 
MAC-d flows that have been established or modified. It also provides additional E-DCH information determined 
within the Node B. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 
Response 




0..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Binding ID 







9.2.1.3 




>Transport Layer 
Address 







9.2.1.62 




E-AGCH Specific 
Information Response 




0..<maxNoOfEAG 
CHcodes> 






>Time Slot LCR 


M 




9.2.3.12a 




>Midamble Shift LCR 


M 




9.2.3.4C 




>TDD Channelisation 
Code 


M 




9.2.3.8 




E-HICH Scheduled 
specific Information 
Response 




0..1 






>Scheduled 




o..< 

maxNoOfEHICHc 
odes> 






»EI 


M 




INTEGER (0..3) 


E-HICH indication which is 
used to indicate UE on 
which E-HICH the feedback 
info is carried. 


»Time Slot LCR 


M 




9.2.3.12a 




»Midamble Shift 
LCR 


M 




9.2.3.4C 




»TDD Channelisation 
Code 


M 




9.2.3.8 




>Non-Scheduled 




0..1 






»Time Slot LCR 


M 




9.2.3.12a 




»Midamble Shift LCR 


M 




9.2.3.4C 




»TDD Channelisation 
Code 


M 




9.2.3.8 




>E-HICH time offset LCR 


M 




9.2.3.48a 




E-DCH Non-scheduled 
Grant Information LCR 
TDD 







9.2.3.39a 




E-RNTI 







9.2.1.94 





Range bound 


Explanation 


maxnoofEDCHMA Cd Flows 


IVIaximum number of MAC-d flows 


maxnoofEAGCHcodes 


Maximum number of E-AGCHs assigned to one UE 


maxnoofEHICHcodes 


Maximum number of E-HICHs assigned to one UE 



9.2.3.42 E-DCH TDD Information to Modify 

The E-DCH MAC-d Flows Information TDD IE is used for the establishment of E-DCH MAC-d flows for TDD. 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



433 



ETSI TS 125 423 V7.4.0 (2007-03) 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 




1..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Allocation/Retention 
Priority 







9.2.1.1 




>Transport Bearer 
Request Indicator 


M 




9.2.1.61 




>TNL QoS 







9.2.1. 56A 




>Binding ID 







9.2.1.3 


Shall be ignored if bearer 
establishment with ALCAP. 


>Transport Layer 
Address 







9.2.1.62 


Shall be ignored if bearer 
establishment with ALCAP. 


>Maximum Number Of 
Retransmissions For E- 
DCH 







9.2.1.100 




>Traffic Class 







9.2.1. 58A 




>E-DCH HARQ Power 
Offset TDD 







9.2.3.49 




>E-DCH MAC-d Flow 
Multiplexing List 







9.2.1.89 




>E-DCH Grant Type 







9.2.3.43 




>E-DCH Logical Channel 
To Add 







E-DCH Logical 
Channel 
Information 
9.2.1.92 




>E-DCH Logical Channel 
To Modify 







9.2.1.93 




>E-DCH Logical Channel 
To Delete 




o..< 

maxnooflogicalch 
annels> 






»Logical Channel ID 


M 




9.2.1.97 




>E-DCH MAC-d Flow 
Retransmission Timer 







9.2.3.49a 


Applicable for 1 .28Mcps 
TDD only 


MAC-e Reset Indicator 







9.2.1.99 





Range Bound 


Explanation 


maxnoofEDCHMA CdFlows 


Maximum number of E-DCH MAC-d flows 


maxnooflogicalchannels 


Maximum number of logical channels 



9.2.3.43 E-DCH Grant Type 

The E-DCH Grant Type identifies whether a MAC-d flow is scheduled or non-scheduled. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Grant Type 






ENUMERATED 

(Scheduled, 

Non-scheduled) 





9.2.3.44 



Timeslot Resource Related Information 



The Timeslot Resource Related Information is a bitmap indicating which of the timeslots configured for E-DCH are 
allocated for non-scheduled transmissions. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timeslot Resource Related 
Information 






BIT STRING 
(13) 
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9.2.3.44a Timeslot Resource Related Information LCR 



The Timeslot Resource Related Information LCR IE is a bitmap indicating which of the timeslots configured for E-DCH 
are allocated for non-scheduled transmissions. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timeslot Resource Related 
Information LCR 






BIT STRING (5) 





9.2.3.45 Power Resource Related Information 

The Power Resource Related Information specifies the maximum allowed E-PUCH power resource (dB relative to Pe 
base) that the UE may use for non-scheduled transmissions. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Power Resource Related 
Information 






INTEGER 
(1..16) 





9.2.3.46 E-PUCH Offset 

The E-PUCH Offset represents the CFN offset at which an non-scheduled E-DCH grant begins. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-PUCH Offset 






INTEGER 
(0..255) 





9.2.3.47 E-DCH TDD Maximum Bitrate 

The E-DCH TDD Maximum Bitrate parameter indicates the Maximum Bitrate for an E-DCH in TDD mode. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH TDD Maximum 
Bitrate 






INTEGER 
(0..9201,...) 


Bitrate on transport block 
level. Unit is kbits per 
second. 



9.2.3.48 E-HICH Time Offset 

The E-HICH Time Offset ( aka nE-HicH [19])is determined by the Node B. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-HICH Time Offset 






INTEGER 
(4..44) 





9.2.3.48a E-HICH Time Offset LCR 

The E-HICH Time Offset LCR IE(aka nE.HicH [19])is determined by the Node B. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-HICH Time Offset LCR 






INTEGER 
(4..15) 
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9.2.3.49 E-DCH HARQ Power Offset TDD 

The E-DCH HARQ Power Offset TDD is the power offset measured in dB. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH HARQ Power 
Offset TDD 






INTEGER (0..6) 





9.2.3.49a E-DCH MAC-d Flow Retransmission Timer 

The E-DCH MAC-d Flow Retransmission Timer IE is used in the E-DCH retransmission control as defined in ref. [32]. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 






ENUMERATED (10, 


Unit: ms 


Retransmission Timer 






15,20,25,30,35, 
40, 45, 50, 55, 60, 
65, 70, 75, 80, 85, 
90,95, 100, 110, 
120, 140, 160,200, 
240, 280, 320, 400, 
480,560,...) 


Node B may use tliis value to 
stop the re-transmission of the 
corresponding MAC-e PDU. 



9.2.3.50 E-DCH Non-scheduled Grant Information 7.68Mcps TDD 

The E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is used to specify the details of an non-scheduled 
grant for TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Timeslot Resource Related 
Information 


M 




9.2.3.44 




Power Resource Related 
Information 


M 




9.2.3.45 




Repetition Period 


M 




9.2.3.6 




Repetition Length 


M 




9.2.3.7 




TDD E-PUCH Offset 


M 




9.2.3.46 




TDD Channelisation Code 
7.68Mcps 


M 




9.2.3.25 





9.2.3.51 E-DCH TDD Information 7.68MGps 

The E-DCH TDD Information 7.68Mcps specifies the details of the maximum bit rate and processing overload level for 
7.68Mcps TDD. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH TDD Maximum 
Bitrate 7.68Mcps 







9.2.3.53 




E-DCH Processing 
Overload Level 







9.2.1.95 




E-DCH Power Offset for 
Scheduling Info 







9.2.1.96 





9.2.3.52 E-DCH TDD Information Response 7.68Mcps 

The E-DCH TDD Information Response 7.68Mcps IE provides information for E-DCH MAC-d flows that have been 
established or modified for 7.68Mcps TDD. It also provides additional E-DCH information determined within the Node 
B. 
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IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH MAC-d Flow 
Specific Information 
Response 




0..<maxnoofEDC 
HMACdFlows> 






>E-DCH MAC-d Flow ID 


M 




9.2.1.91 




>Binding ID 







9.2.1.3 




>Transport Layer 
Address 







9.2.1.62 




E-AGCH Specific 
Information Response 
7.68Mcps 




0..<maxNoOfEAG 
CHcodes> 






>Time Slot 


M 




9.2.1.56 




>Midamble Shift And 
Burst Type 7.68Mcps 


M 




9.2.3.23 




>TDD Channelisation 
Code 7.68IVIcps 


M 




9.2.3.25 




E-HICH Information 
Response 7.68IVIcps 




0..1 






>Time Slot 


M 




9.2.1.56 




>Midamble Shift And 
Burst Type 7.68l\/lcps 


M 




9.2.3.23 




>TDD Channelisation 
Code 7.68IVIcps 


M 




9.2.3.25 




>E-HICH Time Offset 


M 




9.2.3.48 




E-DCH Non-scheduled 
Grant Information 
7.68Mcps TDD 







9.2.3.50 




E-RNTI 







9.2.1.94 





Range Bound 


Explanation 


maxnoofEDCHMACdFlows 


Maximum number of E-DCH MAC-d flows 


maxnoofEAGCHcodes 


Maximum number of E-AGCHs assigned to one UE 



9.2.3.53 E-DCH TDD Maximum Bitrate 7.68Mcps 

The E-DCH TDD Maximum Bitrate 7.68Mcps parameter indicates the Maximum Bitrate for an E-DCH in 7.68Mcps 
TDD mode. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH TDD Maximum 
Bitrate 7.68Mcps 






INTEGER 
(0.. 17713,...) 


Bitrate on transport block 
level. Unit is kbits per 
second. 



9.2.3.54 E-DCH Physical Layer Category LCR 

Only for 1.28Mcps TDD. The E-DCH Physical Layer Category LCR IE parameter indicates the E-DCH physical layer 
capability of UE in LCR TDD mode. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


E-DCH Physical Layer 
Category LCR 






INTEGER (1.. 5) 


As defined in [33] 
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9.3 Message and Information Element Abstract Syntax (with ASN.1) 

9.3.0 General 

Subclause 9.3 presents the Abstract Syntax of RNSAP protocol with ASN.l. In case there is contradiction between the ASN.l definition in this subclause and the tabular format 
in subclause 9.1 and 9.2, the ASN.l shall take precedence, except for the definition of conditions for the presence of conditional elements, in which the tabular format shall take 
precedence. 

The ASN.l definition specifies the structure and content of RNSAP messages. RNSAP messages can contain any lEs specified in the object set definitions for that message 
without the order or number of occurrence being restricted by ASN.l. However, for this version of the standard, a sending entity shall construct a RNSAP message according to 
the PDU definitions module and with the following additional rules (Note that in the following IE means an IE in the object set with an explicit id. If one IE needed to appear 
more than once in one object set, then the different occurrences have different IE ids): 

• lEs shall be ordered (in an IE container) in the order they appear in object set definitions. 

• Object set definitions specify how many times lEs may appear. An IE shall appear exactly once if the presence field in an object has value "mandatory". An IE may appear 
at most once if the presence field in an object has value "optional" or "conditional". If in a tabular format there is multiplicity specified for an IE (i.e. an IE list) then in the 
corresponding ASN.l definition the list definition is separated into two parts. The first part defines an IE container list in which the list elements reside. The second part 
defines list elements. The IE container list appears as an IE of its own. For this version of the standard an IE container list may contain only one kind of list elements. 

If a RNSAP message that is not constructed as defined above is received, this shall be considered as Abstract Syntax Error, and the message shall be handled as defined for 
Abstract Syntax Error in subclause 10.3.6. 

9.3.1 Usage of Private Message Mechanism for Non-standard Use 

The private message mechanism for non-standard use may be used: 

for special operator (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality 
specification in order to guarantee multivendor inter-operability. 

- by vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation. 

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised. 

9.3.2 Elementary Procedure Definitions 

************************************************************** 

— Elementary Procedure definitions 

************************************************************** 

RNSAP -PDU-De script ions { 

ETS! 



3GPP TS 25.423 version 7.4.0 Release 7 



438 



ETSI TS 125 423 V7.4.0 (2007-03) 



itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-PDU-Descriptions (0) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN 

************************************************************** 

— IE parameter types from other modules . 

************************************************************** 

IMPORTS 

Criticality , 

ProcedurelD, 

Transact ion ID 
FROM RNSAP-CommonDataTypes 

CommonMeasurement Failure Indication, 

CommonMeasurementlnitiationFailure, 

CommonMeasurementlnitiationRequest, 

CommonMeasurementlnitiationResponse, 

CommonMeasurementReport , 

CommonMeasurementTerminationRequest, 

CommonTransportChannelResourcesFailure, 

CommonTransportChannelResourcesRequest, 

CommonTransportChannelResourcesReleaseRequest, 

CommonTransportChannelResourcesResponseFDD, 

CommonTransportChannelResourcesResponseTDD, 

CompressedModeCommand, 

Dedi cat edMeasurement Failure Indication, 

DedicatedMeasurementlnitiationFailure, 

DedicatedMeasurementlnitiationRequest , 

DedicatedMeasurementlnitiationResponse, 

DedicatedMeasurementReport, 

DedicatedMeasurementTerminationRequest, 

Direct InformationTransfer, 

DL-PowerControlRequest , 

DL-PowerTimeslotControlRequest , 

DownlinkSignallingTransf erRequest , 

Errorlndication, 

InformationExchangeFailure Indication, 

Inf ormationExchangelnitiationFailure, 

InformationExchangelnitiationRequest, 

Inf ormationExchangelnitiationResponse, 

Inf ormationExchangeTerminationRequest , 

Inf ormationReport , 

lurDeactivateTrace, 

lurlnvokeTrace, 

MBMSAttachCommand, 

MBMSDetachCommand, 

PagingRequest , 

PhysicalChannelReconf igurationCommand, 
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PhysicalChannelReconf igurationFailure, 
PhysicalChannelReconf igurationRequestFDD, 
PhysicalChannelReconf igurationRequestTDD, 
PrivateMessage, 

RadioLinkActivationCommandFDD, 
RadioLinkActivationCommandTDD, 
RadioLinkAdditionFailureFDD, 
RadioLinkAdditionFailureTDD, 
RadioLinkAdditionRequestFDD, 
RadioLinkAdditionRequestTDD, 
RadioLinkAdditionResponseFDD, 
RadioLinkAdditionResponseTDD, 
RadioLinkCongest ion Indication, 
RadioLinkDeletionRequest, 
RadioLinkDeletionResponse, 
RadioLinkFai lure Indication, 
RadioLinkParameterUpdatelndicationFDD, 
RadioLinkParameterUpdatelndicationTDD, 
RadioLinkPreemptionRequiredlndication, 
RadioLinkReconf igurationCancel, 
RadioLinkReconf igurationCommit , 
RadioLinkReconf igur at ionFai lure, 
RadioLinkReconf igur at ionPrepareFDD, 
RadioLinkReconf igur at ionPrepareTDD, 
RadioLinkReconf igur at ionReadyFDD, 
RadioLinkReconf igur at ionReady TDD, 
RadioLinkReconf igur at ionRequestFDD, 
RadioLinkReconf igur at ionRequest TDD, 
RadioLinkReconf igur at ionResponseFDD, 
RadioLinkReconf igur at lonResponseTDD, 
RadioLinkRest ore Indication, 
RadioLinkSetupFailureFDD, 
RadioLinkSetupFailureTDD, 
RadioLinkSetupRequestFDD, 
RadioLinkSetupRequestTDD, 
RadioLinkSetupResponseFDD, 
RadioLinkSetupResponseTDD, 
RelocationCommit, 
ResetRequest, 
ResetResponse , 

UEMeasurement Failure Indication, 
UEMeasurementlnitiationFailure, 
UEMeasurement Initiat ionRequest , 
UEMeasurement I nitiationResponse, 
UEMeasurementReport , 
UEMeasurementTerminat ionRequest, 
UplinkSignallingTransferlndicationFDD, 
UplinkSignallingTransferlndicationTDD, 
GERANUplinkSignallingTransfer Indication 
FROM RNSAP-PDU-Contents 

Id-commonMeasurementFailure, 
id-commonMeasurement Initiat ion, 
id-commonMeasurement Reporting, 
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id-commonMeasurementTermination, 

id-commonTransportChannelRe sources Initial! sat ion, 

id-commonTr ansportChannelRe sour cesRe lease, 

Id-compressedModeCommand, 

id-downlinkPower Control, 

id-downlinkSignallingTransf er , 

id-downlinkPower Time slot Control, 

id-error Indication, 

id-inf ormationExchangeFailure, 

Id-informationExchange Initiation, 

id-inf ormationRepor ting, 

id-inf ormationExchangeTerminat ion, 

id-iurDeactivateTrace, 

Id-iurlnvokeTrace, 

id-dedi cat edMeasurement Failure, 

Id-dedicatedMeasurement Initiation, 

id-dedi cat edMeasurementRepor ting, 

id-dedi cat edMeasurement Termination, 

id-direct InformationTransfer, 

id-mBMSAttach, 

Id-mBMSDetach, 

id-paging, 

id-physicalChannelRe con figuration, 

id-privateMessage, 

id-radioLinkActivation, 

Id-radioLlnkAddition, 

id-radioLinkCongestion, 

id-radioLinkDeletion, 

Id-radioLlnkFailure, 

id-radioLinkParameterUpdate, 

id-radioLinkPreemption, 

Id-radioLlnkRestoration, 

id-radioLinkSetup, 

id-re locationCommit, 

id-reset, 

Id-synchronisedRadioLinkReconf igurationCancellation, 

id-synchronisedRadioLinkReconf igurationCommit , 

id-sy nchr onisedRadioLinkRe con figur at ionP reparation, 

id-uEMeasurementFailure, 

id-uEMeasurement Initiation, 

id-uEMeasurementReporting, 

id-uEMeasurement Termination, 
Id-unSynchronisedRadioLinkRe con figuration, 

id-uplinkSignallingTransfer, 

id-gERANuplinkSignallingTransf er 
FROM RNSAP-Constants; 

************************************************************** 

— Interface Elementary Procedure Class 

************************************************************** 



RNSAP-ELEMENTARY-PROCEDURE 



CLASS { 
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&InitiatingMessage 
& Success fulOut come 
&Unsuccessf ulOutcome 
SOutcome 
&procedureID 
Scriticality 

} 

WITH SYNTAX { 

INITIATING MESSAGE 
[SUCCESSFUL OUTCOME 
[UNSUCCESSFUL OUTCOME 
[OUTCOME 
PROCEDURE ID 
[CRITICALITY 



OPTIONAL, 

OPTIONAL, 
OPTIONAL, 
ProcedurelD UNIQUE, 
Criticality DEFAULT ignore 



SlnitiatingMessage 
& Success f ulOutcome] 

SUnsuccessf ulOutcome] 
SOutcome] 

SprocedurelD 
Scriticality] 



************************************************************** 



— Interface PDU Definition 



************************************************************** 



RNSAP-PDU ::= CHOICE { 

InitiatingMessage InitiatingMessage, 
success f ulOutcome Success f ulOutcome, 
unsuccessf ulOutcome Unsuccessf ulOutcome, 
outcome Outcome, 



InitiatingMessage ::= SEQUENCE ( 

procedurelD RNSAP-ELEMENTARY-PROCEDURE . SprocedurelD 

criticality RNSAP-ELEMENTARY-PROCEDURE . Scriticality 

transactionID TransactionID, 

value RNSAP-ELEMENTARY-PROCEDURE. & InitiatingMessage ( { RNSAP-ELEMENTARY-PROCEDURES } { gprocedurelD } ) 



( ( RNSAP-ELEMENTARY-PROCEDURES } ) , 
({RNSAP-ELEMENTARY-PROCEDURES} { gprocedurelD } ) 



SuccessfulOutcome ::= SEQUENCE { 

procedurelD RNSAP-ELEMENTARY-PROCEDURE . SprocedurelD 

criticality RNSAP-ELEMENTARY-PROCEDURE . Scriticality 

transactionID TransactionID, 

value RNSAP-ELEMENTARY-PROCEDURE. SSuccessf ulOutcome ( {RNSAP-ELEMENTARY-PROCEDURES} {gprocedurelD} ) 



( { RNSAP-ELEMENTARY-PROCEDURES } ) , 

( {RNSAP-ELEMENTARY-PROCEDURES} {gprocedurelD} ) , 



UnsuccessfulOutcome ::= SEQUENCE { 

procedurelD RNSAP-ELEMENTARY-PROCEDURE . SprocedurelD 

criticality RNSAP-ELEMENTARY-PROCEDURE . Scriticality 

transactionID TransactionID, 

value RNSAP-ELEMENTARY-PROCEDURE . SUnsuccessf ulOutcome ( { RNSAP-ELEMENTARY-PROCEDURES } { gprocedurelD } ) 



( { RNSAP-ELEMENTARY-PROCEDURES } ) , 
({RNSAP-ELEMENTARY-PROCEDURES} {gprocedurelD}) , 



Outcome ;;= SEQUENCE { 

procedurelD RNSAP-ELEMENTARY-PROCEDURE . SprocedurelD 
criticality RNSAP-ELEMENTARY-PROCEDURE . Scriticality 



( { RNSAP-ELEMENTARY-PROCEDURES } ) , 

( {RNSAP-ELEMENTARY-PROCEDURES} {gprocedurelD} ) , 
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transactionID TransactionID, 

value RNSAP-ELEMENTARY-PROCEDURE . SOutcome 



( {RNSAP-ELEMENTARY-PROCEDURES} ( gprocedurelD } ) 



************************************************************** 

— Interface Elementary Procedure List 

************************************************************** 

RNSAP-ELEMENTARY-PROCEDURES RNSAP-ELEMENTARY-PROCEDURE ::= { 
RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 I 

RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 | 

RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 , 



RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 RNSAP-ELEMENTARY-PROCEDURE 
radioLinkSetupFDD 
radioLinkSetupTDD 
radioLinkAdditionFDD 
radioLinkAdditionTDD 
radioLinkDeletion 

synchronisedRadioLinkReconf igurationPreparationFDD 
synchronisedRadioLinkReconf igurationPreparationTDD 
unSynchronisedRadioLinkReconf igurationFDD 
unSynchronisedRadioLinkReconf IgurationTDD 
physicalChannelReconf igurationFDD 
physicalChannelReconf IgurationTDD 
dedi cat edMeasurement Initiation 

commonTransportChannelRe sources I nitiali sat lonFDD 
commonTransportChannelRe sources I nitiali sat lonTDD 

commonMeasurement Initiation 

in formationExchange Initiation 

reset 

uEMeasurement Initiation 



RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 RNSAP-ELEMENTARY-PROCEDURE 
uplinkSignallingTransferFDD 
uplinkSignallingTransferTDD 
downlinkSignallingTransf er 
relocationCommit 
paging 

SynchronisedRadioLinkReconf igur at ionCommit 
SynchronisedRadioLinkReconf igur at ionCance Hat ion 
radioLinkFailure 
radioLinkPreemption 
radioLinkRestoration 
dedi cat edMeasurement Reporting 
dedi cat edMeasurement Termination 
dedi cat edMeasurementFai lure 
downlinkPowerControlFDD 
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downlinkPower Time slot Control 
compressedModeCommandFDD 
commonTransportChannelRe sour cesRe lease 
errorlndication 
pri vat eMes sage 

radioLinkCongestion 

commonMeasurementFailure 

commonMeasurementReporting 

commonMeasurement Termination 

in format ionExchangeFai lure 

in format lonExchangeTerminat ion 

in format lonRepor ting 

radioLinkActivationFDD 

radioLinkActivationTDD 

gERANuplinkSignallingTransf er 

radioLinkParameterUpdateFDD 

radioLinkParameterUpdateTDD 

uEMeasurementReporting 

uEMeasurement Termination 

uEMeasurement Failure 

iurlnvokeTrace 

iurDeactivateTrace 

mBMSAttach 

mBMSDetach 

direct InformationTransfer 



RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 RNSAP-ELEMENTARY-PROCEDURE 



************************************************************** 

— Interface Elementary Procedures 

************************************************************** 

radioLinkSetupFDD RNSAP-ELEMENTARY-PROCEDURE ;;= { 

INITIATING MESSAGE RadioLinkSetupRequestFDD 

SUCCESSFUL OUTCOME RadioLinkSetupResponseFDD 

UNSUCCESSFUL OUTCOME RadioLinkSetupFailureFDD 

PROCEDURE ID { procedureCode id-radioLinkSetup, ddMode fdd } 

CRITICALITY reject 
} 

radioLinkSetupTDD RNSAP-ELEMENTARY-PROCEDURE ;;= { 

INITIATING MESSAGE RadioLinkSetupRequestTDD 

SUCCESSFUL OUTCOME RadioLinkSetupResponseTDD 

UNSUCCESSFUL OUTCOME RadioLinkSetupFailureTDD 

PROCEDURE ID { procedureCode id-radioLinkSetup, ddMode tdd } 

CRITICALITY reject 
} 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



444 



ETSI TS 125 423 V7.4.0 (2007-03) 



radioLinkAdditionFDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RadioLinkAdditionRequestFDD 
SUCCESSFUL OUTCOME RadioLinkAdditionResponseFDD 
UNSUCCESSFUL OUTCOME RadioLinkAdditionFailureFDD 
PROCEDURE ID ( procedureCode id-radioLinkAddition 
CRITICALITY reject 



ddMode fdd } 



radioLinkAdditionTDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RadioLinkAdditionRequestTDD 
SUCCESSFUL OUTCOME RadioLinkAdditionResponseTDD 
UNSUCCESSFUL OUTCOME RadioLinkAdditionFailureTDD 
PROCEDURE ID ( procedureCode id-radioLinkAddition 
CRITICALITY reject 



ddMode tdd } 



radioLinkDeletion RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE RadioLinkDeletionRequest 

SUCCESSFUL OUTCOME RadioLinkDeletionResponse 

PROCEDURE ID { procedureCode id-radioLinkDeletion, ddMode common } 

CRITICALITY reject 
} 

synchronisedRadioLinkReconfigurationPreparationFDD RNSAP-ELEMENTARY-PROCEDURE : := { 

INITIATING MESSAGE RadioLinkReconf igurationPrepareFDD 

SUCCESSFUL OUTCOME RadioLinkReconf igurationReadyFDD 

UNSUCCESSFUL OUTCOME RadioLinkReconf igurationFailure 

PROCEDURE ID { procedureCode id-synchronisedRadioLinkReconf igurationPreparation, ddMode fdd } 

CRITICALITY reject 
} 

synchronisedRadioLinkReconfigurationPreparationTDD RNSAP-ELEMENTARY-PROCEDURE : := { 

INITIATING MESSAGE RadioLinkReconf igurationPrepareTDD 

SUCCESSFUL OUTCOME RadioLinkReconf igurationReadyTDD 

UNSUCCESSFUL OUTCOME RadioLinkReconf igurationFailure 

PROCEDURE ID { procedureCode id-synchronisedRadioLinkReconf igurationPreparation, ddMode tdd } 

CRITICALITY reject 
} 

unSynchronisedRadioLinkReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE RadioLinkReconf igurationRequestFDD 
SUCCESSFUL OUTCOME RadioLinkReconf igurationResponseFDD 
UNSUCCESSFUL OUTCOME RadioLinkReconf igurationFailure 

PROCEDURE ID { procedureCode Id-unSynchronisedRadioLinkReconf iguration, ddMode fdd } 
CRITICALITY reject 



unSynchronisedRadioLinkReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RadioLinkReconf IgurationRequestTDD 
SUCCESSFUL OUTCOME RadioLinkReconf IgurationResponseTDD 
UNSUCCESSFUL OUTCOME RadioLinkReconf igurationFailure 

PROCEDURE ID ( procedureCode Id-unSynchronisedRadioLinkReconf iguration, 
CRITICALITY reject 



ddMode tdd } 
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} 

physicalChannelReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ;;= { 

INITIATING MESSAGE PhysicalChannelReconf igurationRequestFDD 

SUCCESSFUL OUTCOME PhysicalChannelReconf igurationCommand 

UNSUCCESSFUL OUTCOME PhysicalChannelReconf IgurationFailure 

PROCEDURE ID { procedureCode id-physicalChannelReconf iguration, ddMode fdd } 

CRITICALITY reject 
} 

PhysicalChannelReconf IgurationTDD RNSAP-ELEMENTARY-PROCEDURE ;;= { 

INITIATING MESSAGE PhysicalChannelReconf IgurationRequestTDD 

SUCCESSFUL OUTCOME PhysicalChannelReconf igurationCommand 

UNSUCCESSFUL OUTCOME PhysicalChannelReconf IgurationFailure 

PROCEDURE ID { procedureCode id-physicalChannelReconf iguration, ddMode tdd } 

CRITICALITY reject 
} 

dedicatedMeasurementlnitiation RNSAP-ELEMENTARY-PROCEDURE : := { 

INITIATING MESSAGE DedicatedMeasurement InitiationRequest 

SUCCESSFUL OUTCOME DedicatedMeasurement InitiationResponse 

UNSUCCESSFUL OUTCOME DedicatedMeasurement InitiationFailure 

PROCEDURE ID { procedureCode Id-dedicatedMeasurementlnitiation, ddMode common } 

CRITICALITY reject 
} 

commonTransportChannelResourcesInitialisationFDD RNSAP-ELEMENTARY-PROCEDURE : := { 

INITIATING MESSAGE CommonTransportChannelResourcesRequest 

SUCCESSFUL OUTCOME CommonTransportChannelResourcesResponseFDD 

UNSUCCESSFUL OUTCOME CommonTransportChannelResourcesFailure 

PROCEDURE ID { procedureCode Id-commonTransportChannelResourcesInitialisation, ddMode fdd } 

CRITICALITY reject 
} 

commonTransportChannelResourcesInitialisationTDD RNSAP-ELEMENTARY-PROCEDURE : := { 

INITIATING MESSAGE CommonTransportChannelResourcesRequest 

SUCCESSFUL OUTCOME CommonTransportChannelResourcesResponseTDD 

UNSUCCESSFUL OUTCOME CommonTransportChannelResourcesFailure 

PROCEDURE ID { procedureCode Id-commonTransportChannelResourcesInitialisation, ddMode tdd } 

CRITICALITY reject 
} 

uplinkSignallingTransferFDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE UplinkSignallingTransf er IndicationFDD 

PROCEDURE ID ( procedureCode Id-uplinkSignallingTransf er , ddMode fdd } 
CRITICALITY ignore 



uplinkSignallingTransferTDD RNSAP-ELEMENTARY-PROCEDURE :;= { 
INITIATING MESSAGE UplinkSignallingTransf erIndicationTDD 
PROCEDURE ID ( procedureCode Id-uplinkSignallingTransf er , 
CRITICALITY ignore 



ddMode tdd } 
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downlinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE DownlinkSignallingTransf erRequest 
PROCEDURE ID { procedureCode id-downlinkSignallingTransf er , 
CRITICALITY ignore 



ddMode common } 



relocationCommit RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RelocationCommit 

PROCEDURE ID ( procedureCode id-relocationCommit , 
CRITICALITY ignore 



ddMode common } 



paging RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE PagingRequest 

PROCEDURE ID { procedureCode id-paging, ddMode common } 

CRITICALITY ignore 
} 

synchronisedRadioLinkReconfigurationCommit RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE RadioLinkReconf igurationCommit 

PROCEDURE ID { procedureCode id-synchronisedRadioLinkReconf igurationCommit , ddMode common } 
CRITICALITY ignore 



synchronisedRadioLinkReconfigurationCancellation RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE RadioLinkReconf igurationCancel 

PROCEDURE ID { procedureCode id-synchronisedRadioLinkReconf igurationCancellation, 
CRITICALITY ignore 



ddMode common } 



radioLinkFailure RNSAP-ELEMENTARY-PROCEDURE ::= ( 
INITIATING MESSAGE RadioLinkFailurelndication 
PROCEDURE ID ( procedureCode id-radioLinkFailure, 
CRITICALITY ignore 



ddMode common } 



radioLinkPreemption RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE RadioLinkPreemptionRequiredlndication 

PROCEDURE ID { procedureCode id-radioLinkPreemption, ddMode common } 

CRITICALITY ignore 

} 

radioLinkRestoration RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RadioLinkRestorelndication 

PROCEDURE ID { procedureCode id-radioLinkRestoration, ddMode common } 
CRITICALITY ignore 



dedicatedMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE DedicatedMeasurementReport 

PROCEDURE ID ( procedureCode id-dedicatedMeasurementReporting, 
CRITICALITY ignore 



ddMode common } 
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dedicatedMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE DedicatedMeasurementTerminationRequest 
PROCEDURE ID ( procedureCode id-dedicatedMeasurementTermination, 
CRITICALITY ignore 



ddMode common } 



dedicatedMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= ( 
INITIATING MESSAGE DedicatedMeasurementFailurelndication 
PROCEDURE ID { procedureCode id-dedicatedMeasurementFailure, 
CRITICALITY ignore 



ddMode common } 



radioLinkCongestion RNSAP-ELEMENTARY-PROCEDURE ::= ( 
INITIATING MESSAGE RadioLinkCongestionlndication 

PROCEDURE ID { procedureCode id-radioLinkCongestion, ddMode common } 
CRITICALITY ignore 



downlinkPowerControlFDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE DL-PowerControlRequest 

PROCEDURE ID ( procedureCode id-downlinkPowerControl, ddMode fdd } 
CRITICALITY ignore 



downlinkPowerTimeslotControl RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE DL-PowerTimeslotControlRequest 

PROCEDURE ID ( procedureCode id-downlinkPowerTimeslotControl, 
CRITICALITY ignore 



ddMode tdd } 



compressedModeCommandFDD RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE CompressedModeCommand 

PROCEDURE ID ( procedureCode id-compressedModeCommand, 
CRITICALITY ignore 



ddMode fdd } 



commonTransportChannelResourcesRelease RNSAP-ELEMENTARY-PROCEDURE : := ( 

INITIATING MESSAGE CommonTransportChannelResourcesReleaseRequest 

PROCEDURE ID { procedureCode id-commonTransportChannelResourcesRelease, ddMode common } 

CRITICALITY ignore 
} 

error Indication RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE Error Indication 

PROCEDURE ID { procedureCode id-errorlndication, ddMode common } 
CRITICALITY ignore 



commonMeasurement Initiation RNSAP-ELEMENTARY-PROCEDURE 



{ 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE ID 
CRITICALITY 



CommonMeasurement I nitiationRequest 
CommonMeasurement I nitiationResponse 
CommonMeasurement I nitiationFai lure 
( procedureCode id-commonMeasurementlnitiation, 

reject 



ddMode common } 
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} 

commonMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE CommonMeasurementReport 

PROCEDURE ID { procedureCode id-commonMeasurementReporting, ddMode common } 
CRITICALITY ignore 



commonMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE : := { 
INITIATING MESSAGE CommonMeasurementTerminationRequest 
PROCEDURE ID { procedureCode id-commonMeasurementTermination, 
CRITICALITY ignore 



ddMode common } 



commonMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= ( 
INITIATING MESSAGE CommonMeasurementFailurelndication 
PROCEDURE ID { procedureCode id-commonMeasurementFailure, 
CRITICALITY ignore 



ddMode common } 



informationExchange Initiation RNSAP-ELEMENTARY-PROCEDURE 



{ 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE ID 
CRITICALITY 



Inf ormationExchangelnitiationRequest 

Inf ormationExchangelnitiationResponse 

InformationExchangelnitiationFailure 

( procedureCode id-informationExchangelnitiation, 

reject 



ddMode common } 



informationReporting RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE Inf ormationReport 

PROCEDURE ID { procedureCode id-inf ormationReporting, ddMode common } 

CRITICALITY ignore 

} 

informationExchangeTermination RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE Inf ormationExchangeTerminationRequest 

PROCEDURE ID { procedureCode id-inf ormationExchangeTermination, ddMode common } 

CRITICALITY ignore 



informationExchangeFailure RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE Inf ormationExchangeFailurelndication 
PROCEDURE ID { procedureCode id-inf ormationExchangeFailure, 

CRITICALITY ignore 



ddMode common } 



privateMessage RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE PrivateMessage 

PROCEDURE ID ( procedureCode id-privateMessage, 
CRITICALITY ignore 



ddMode common } 



reset RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE ResetRequest 
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} 



SUCCESSFUL OUTCOME 
PROCEDURE ID 
CRITICALITY 



Re set Response 

{ procedureCode id-reset, ddMode common } 

reject 



radioLinkActivationFDD RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE RadioLinkActivationCommandFDD 

PROCEDURE ID ( procedureCode id-radioLinkActivation, ddMode fdd } 

CRITICALITY ignore 



radioLinkActivationTDD RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE RadioLinkActivationCommandTDD 
PROCEDURE ID ( procedureCode id-radioLinkActivation, 

CRITICALITY ignore 



ddMode tdd } 



gERANuplinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= ( 
INITIATING MESSAGE GERANuplinkSignallingTransfer Indication 
PROCEDURE ID ( procedureCode id-gERANuplinkSignallingTransf er , 
CRITICALITY ignore 



ddMode common } 



radioLinkParameterUpdateFDD RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE RadioLinkParameterUpdatelndicationFDD 

PROCEDURE ID ( procedureCode id-radioLinkParameterUpdate, ddMode fdd } 

CRITICALITY ignore 

} 

radioLinkParameterUpdateTDD RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE RadioLinkParameterUpdatelndicationTDD 

PROCEDURE ID ( procedureCode id-radioLinkParameterUpdate, ddMode tdd } 

CRITICALITY ignore 

} 

uEMeasurementlnitiation RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE UEMeasurement InitiationRequest 
SUCCESSFUL OUTCOME UEMeasurement InitiationResponse 
UNSUCCESSFUL OUTCOME UEMeasurement InitiationFailure 

PROCEDURE ID ( procedureCode id-uEMeasurementlnitiation, ddMode tdd } 
CRITICALITY reject 



uEMeasurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE UEMeasurementReport 

PROCEDURE ID ( procedureCode Id-uEMeasurementReporting, 
CRITICALITY ignore 



ddMode tdd } 



uEMeasurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE UEMeasurementTerminationRequest 
PROCEDURE ID { procedureCode Id-uEMeasurementTermination, 
CRITICALITY ignore 



ddMode tdd } 
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} 

uEMeasurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE UEMeasurementFailurelndication 

PROCEDURE ID ( procedureCode id-uEMeasurementFailure, ddMode tdd } 

CRITICALITY ignore 
} 

iurlnvokeTrace RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE IurlnvokeTrace 

PROCEDURE ID { procedureCode id-iurlnvokeTrace, ddMode common } 

CRITICALITY ignore 

} 

iurDeactivateTrace RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE IurDeactivateTrace 

PROCEDURE ID { procedureCode id-iurDeactivateTrace, ddMode common } 

CRITICALITY ignore 

} 

mBMSAttach RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE MBMSAttachCommand 

PROCEDURE ID ( procedureCode id-mBMSAttach, ddMode common } 

CRITICALITY ignore 

} 

mBMSDetach RNSAP-ELEMENTARY-PROCEDURE ::= ( 

INITIATING MESSAGE MBMSDetachCommand 

PROCEDURE ID ( procedureCode id-mBMSDetach, ddMode common } 

CRITICALITY ignore 

} 

directlnformationTransfer RNSAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE DirectlnformationTransfer 

PROCEDURE ID { procedureCode id-directinf ormationTransf er , ddMode common } 

CRITICALITY ignore 



END 



9.3.3 PDU Definitions 



************************************************************** 

— PDU definitions for RNSAP . 

************************************************************** 

RNSAP-PDU-Contents { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-PDU-Contents (1) } 
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DEFINITIONS AUTOMATIC TAGS 



************************************************************** 

— IE parameter types from other modules . 

************************************************************** 

IMPORTS 

Active-Pattern-Sequence-Information, 

Active-MBMS-Bearer-Service-ListFDD, 

Active-MBMS-Bearer-Service-ListFDD-PFL, 

Act ive-MBMS-Bearer- Service -Li St TDD, 

Active-MBMS-Bearer-Service-ListTDD-PFL, 

AllocationRetentionPriority , 

AllowedQueuingTime , 

Allowed-Rate-Inf ormation, 

AlphaValue, 

AlternativeFormatReportinglndicator , 

Ant ennaColocat ion Indicator, 

BLER, 

SCTD-Indicator, 

BindingID, 

C-ID, 

C-RNTI, 

CCTrCH-ID, 

CFN, 

CGI, 

ClosedLoopModel -Support Indicator, 

Closedlooptimingad justmentmode, 

CN-CS-DomainI dent i tier, 

CN-PS-Domain Identifier, 

CNDomainType, 

Cause, 

CellCapabilityContainer-FDD, 

CellCapabilityContainer-TDD, 

CellCapabilityContainer-TDD-LCR, 

CellCapabilityContainer-TDD7 68, 

CellParameterlD, 

CellPortionID, 

ChipOffset, 

CommonMeasurement Accuracy, 

CommonMeasurementType , 

CommonMeasurementValue , 

CommonMeasurementValue Information, 

CommonTr anspor tChannelRe sources I nitiali sat ionNotRequi red. 

Congest ionCause, 

Continuous-Packet-Connectivity-DTX-DRX-Information, 

Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation, 

Continuous-Packet-Connectivity-HS-SCCH-Less-Informat ion-Response, 

CPC-Inf ormation. 

Cove rage Indicator, 
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CriticalityDiagnostics, 

D-RNTI, 

D-RNT I -Re lease Indication, 

DCH-FDD-Information, 

DCH-ID, 

DCH-Indicator-For-E-DCH-HSDPA-Operation, 

DPCH-ID768, 

DCH-Inf ormationResponse, 

DCH-TDD-Information, 

DL-DPCH-SlotFormat, 

DL-TimeslotlSCP, 

DL-Power, 

DL-PowerBalancing-Inf ormation, 

DL-Power Balancing-Activation Indicator, 

DL-PowerBalancing-Updatedlndicator, 

DL-ReferencePower Information, 

DL-ScramblingCode, 

DL-Times lot- Information, 

DL-Timeslot-Inf ormationV 68 , 

DL-TimeslotLCR-Information, 

DL-TimeSlot-ISCP-Info, 

DL-TimeSlot-ISCP-LCR-Information, 

DPC-Mode, 

DPC-Mode-Change -Support Indicator, 

DPCH-ID, 

DL-DPCH-TimingAdjustment, 

DRXCycleLengthCoef ficient, 

Dedi cat edMeasurement Type, 

DedicatedMeasurementValue, 

DedicatedMeasurementValue Information, 

DelayedActivation, 

Delay edActi vat ionUpdate, 

DiversityControlField, 

DiversityMode, 

DSCH-FlowControl Information, 

DSCH-FlowControlItem, 

DSCH-TDD-Information, 

DSCH-ID, 

DSCH-RNTI, 

EDCH-FDD-Information, 

EDCH-FDD-InformationResponse, 

EDCH-FDD-Information-To-Modify, 

EDCH-FDD-DL-ControlChannel Information, 

EDCH-DDI-Value, 

EDCH-MACdFlow-ID, 

EDCH-MACdFlow-Specific-InfoList, 

EDCH-MACdFlows-To-Delete, 

EDCH-MACdFlows-Information, 

EDCH-RL-Indication, 

EDCH-Serving-RL, 

E-DCH-Serving-cell-change-inf ormationResponse, 

EDPCH-Informat ion-FDD, 

EDPCH-Information-RLReconfPrepare-FDD, 

EDPCH-Information-RLReconf Request-FDD, 
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E-DCH-FDD-Update-Information, 

E-DPCCH-PO, 

E-RGCH-2-IndexStepThreshold, 

E-RGCH-3-IndexStepThreshold, 

E-RNTI, 

E-TFCS-Information, 

E-TTI, 

ExtendedPropagationDelay , 

SchedulingPr iority Indicator , 

Enhanced-PrimaryCPICH-EcNo, 

FACH-FlowControl Information, 

Fast-Reconfiguration-Mode, 

Fast-Reconfiguration-Permission, 

FDD-DCHs-to-Modify, 

FDD-DL-ChannelisationCodeNumber , 

FDD-DL-Code Information, 

FDD-TPC-DownlinkStepSize, 

FirstRLS- Indicator, 

FNReportinglndicator, 

FrameHandlingPriority, 

FrameOf f set, 

GA-AccessPoint Posit ion, 

GA-Cell, 

GA-CellAdditionalShapes, 

HARQ-Info-for-E-DCH, 

HCS-Prio, 

HSDSCH-Configured-Indicator, 

HSDSCH-FDD-Information, 

HSDSCH-FDD-Informat ion-Response, 

HSDSCH-FDD-Update-Information, 

HSDSCH-TDD-Update-Information, 

HSDSCH-Information-to-Modify, 

HSDSCH-Inf ormation-to-Modif y-Unsynchronised, 

HSDSCH-MACdFlow-ID, 

HSDSCH-MACdFlows-Information, 

HSDSCH-MACdFlows-to-Delete, 

HSDSCH-RNTI, 

HS-DSCH-serving-ce 11 -change -in format ion, 

HS-DSCH-serving-cell-change-inf ormationResponse, 

HSDSCH-TDD-Information, 

HSDSCH-TDD-Informat ion-Response, 

HS-SICH-ID, 

IMS I, 

Inf ormationExchangelD, 

Inf ormationReportCharacteristics, 

InformationType, 

I nitial-DL-DPCH-TimingAdj us tment -Allowed, 

InnerLoopDLPCStatus, 

Inter-Frequency-Cell-List, 

L3-Information, 

LimitedPower Increase, 

MaximumAllowedULTxPower , 

MaxNrDLPhysicalchannels, 

MaxNrDLPhysicalchannelsTS, 
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MaxNrDLPhysicalchannelsV 68 , 

MaxNrDLPhysicalchannelsTS7 68, 

MaxNrOfUL-DPCHs, 

MaxNr Time slots, 

MaxNrULPhysicalchannels, 

MACe s-Guar ant eed-Bit rate, 

MaxNr-Retransmissions-EDCH, 

Max-Set-E-DPDCHs , 

MeasurementFilterCoef f icient. 

Measurement ID, 

MeasurementRe cove r y Behavior , 

MeasurementRecoveryReportinglndicator , 

Measurement Recovery Support Indicator, 

MBMS-Bearer-Service-List, 

MidambleAllocationMode, 

MidambleShiftAndBurstType, 

MidambleShif tAndBurstTypeV 68 , 

MidambleShiftLCR, 

MinimumSpreadingFactor, 

MinimumSpreadingFactorV 68 , 

MinUL-ChannelisationCodeLength, 

MultiplexingPosition, 

Neighbour ingFDDCellMeasurement Information, 

Neighbour ingTDDCellMeasurement Information, 

NeighbouringTDDCellMeasurementInf ormationV 68 , 

Neighbour ing-GSM-Cell Information, 

Neighbour ing-UMTS-Cell Information, 

Neighbour ingTDDCellMeasurement InformationLCR, 

NrOfDLchannelisationcodes, 

PagingCause, 

PagingRecordType, 

PartialReportinglndicator , 

Pay loadCRC-Presence Indicator, 

PCCPCH-Power, 

PC-Preamble, 

Permanent-NAS-UE-Identity, 

Phase-Reference-Update-Indicator, 

Power Adjustment Type, 

PowerOf f set, 

PrimaryCCPCH-RSCP, 

PrimaryCPICH-EcNo, 

PrimaryCPICH-Power, 

P r ima r y -CP I CH-Us age -For -Channel -Estimation, 

PrimaryScramblingCode, 

PropagationDelay, 

Providedin format ion, 

PunctureLimit , 

QE-Selector, 

RANAP-RelocationInf ormation, 

RB-Info, 

RL-ID, 

RL-Set-ID, 

RL-Specific-EDCH-Inf ormation, 

RNC-ID, 
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RepetitionLength, 

RepetitionPeriod, 

ReportCharacteristics, 

Received-total -wide -band-power, 

RequestedDataValue , 

RequestedDataValue Information, 

RL-Specific-DCH-Info, 

RxTimingDeviationForTA, 

RxTimingDeviationForTAV 68 , 

S-RNTI, 

S-RNTI-Group, 

SCH-TimeSlot, 

SAI, 

SFN, 

Secondary-CCPCH-Info-TDD, 

Secondary-CCPCH-Info-TDD7 68, 

Secondary-CPICH-Inf ormation, 

Secondary-CPICH-Informat ion-Change, 

Secondary-LCR-CCPCH-Info-TDD, 

SNA- Information, 

SpecialBur St Scheduling, 

SSDT-Support Indicator, 

STTD-Support Indicator, 

AdjustmentPeriod, 

ScaledAdjustment Ratio, 

MaxAdjustmentStep, 

SRB-Delay, 

Support-8PSK, 

SyncCase, 

Synchroni sat ionCon figuration, 

S ixt y f our QAM-DL-Support Indicator, 

TDD-ChannelisationCode, 

TDD-ChannelisationCode7 68 , 

TDD-DCHs-to-Modify, 

TDD-DL-Code-Information, 

TDD-DPCHOffset, 

TDD-PhysicalChannelOf fset, 

TDD-TPC-DownlinkStepSize, 

TDD-ChannelisationCodeLCR, 

TDD-DL-Code-LCR-Information, 

TDD-DL-Code-Inf ormationV 68 , 

TDD-UL-Code-Information, 

TDD-UL-Code-LCR-Information, 

TDD-UL-Code-Inf ormationV 68 , 

TFCI-Coding, 

TFCI-Presence, 

TFCI-SignallingMode, 

TimeSlot, 

TimeSlotLCR, 

TimingAdvanceApplied, 

TMGI, 

TnlQos, 

ToAWE, 

ToAWS, 
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TraceDepth, 

TraceRecordingSessionRef erence, 

TraceReference, 

Traf ficClass, 

T ran smitDiversity Indicator, 

TransportBearerlD, 

TransportBearerRequest Indicator , 

TFCS, 

Transmission-Gap-Pattern-Sequence-Information, 

TransportFormatManagement , 

TransportFormatSet, 

TransportLayerAddress, 

TrCH-SrcStatisticsDescr, 

TSTD-Indicator, 

TSTD-Support-Indicator, 

UARFCN, 

UC-ID, 

UEIdentity, 

UEMeasurementType , 

UEMeasurementTimeslotlnfoHCR, 

UEMeasurementTimeslotlnfoLCR, 

UEMeasurementTimeslotInf o7 68 , 

UEMeasurementReportCharacteristics, 

UEMeasurementParameterModAllow, 

UEMeasurementValue Information, 

UE-State, 

UL-DPCCH-SlotFormat, 

UL-DPDCHIndicatorEDCH, 

UL-SIR, 

UL-FP-Mode, 

UL-PhysCH-SF-Variation, 

UL-ScramblingCode, 

UL-Times lot- Information, 

UL-Timeslot-Inf ormationV 68 , 

UL-Times lot LCR- Information, 

UL-TimeSlot-ISCP-Info, 

UL-TimeSlot-ISCP-LCR-Info, 

URA-ID, 

URA-Inf ormation, 

USCH-ID, 

USCH-Inf ormation, 

UL-Synchronisat ion-Parameter s-LCR, 

TDD-DL-DPCH-TimeSlotFormat-LCR, 

TDD-UL-DPCH-TimeSlotFormat-LCR, 

MAChs -Re set Indicator, 

UL-TimingAdvanceCtrl-LCR, 

TDD-TPC-UplinkStepSize-LCR, 

PrimaryCCPCH-RSCP-Delta, 

Synchronisationlndicator, 

Support-PLCCH, 

PLCCHinf ormation, 

RxTimingDeviationForTAext, 

E-DCH- Information, 

E-DCH-Inf ormation-Reconf ig. 
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E-DCH-Informat ion-Response, 

E-DCH-7 6 8 -Information, 

E-DCH-7 68-Inf ormation-Reconf ig, 

E-DCH-7 6 8 -Information-Response, 

E-DCH-LCR-Information, 

E-DCH-LCR-Information-Reconfig, 

E-DCH-LCR-Informat ion-Response 

FROM RNSAP-IEs 

PrivatelE-Container { } , 
ProtocolExtensionContainer { } , 
ProtocolIE-ContainerList { } , 
ProtocolIE-ContainerPair { } , 
ProtocolIE-ContainerPairList ( } , 
ProtocolIE-Container { } , 
ProtocolIE-Single-Container ( } , 
RNSAP-PRIVATE-IES, 
RNSAP-PROTOCOL-EXTENSION, 
RNSAP-PROTOCOL-IES, 
RNSAP-PROTOCOL-IES-PAIR 
FROM RNSAP-Containers 

maxCellsMeas, 

maxNoOfDSCHs, 

maxNoOfUSCHs, 

maxNrOfCCTrCHs, 

maxNrOfDCHs, 

maxNrOfTS, 

maxNrOfDPCHs, 

maxNrOfDPCHs768, 

maxNrOf DPCHsPerRL-1 , 

maxNrOfDPCHs7 68PerRL-l, 

maxNrOf Interfaces, 

maxNrOfRLs, 

maxNrOfRLSets, 

maxNrOfRLSets-1, 

maxNrOfRLs-1, 

maxNrOfRLs-2, 

maxNrOfULTs, 

maxNrOfDLTs, 

maxRe set Context, 

maxRe set Context Group, 

maxNoOfDSCHsLCR, 

maxNoOfUSCHsLCR, 

maxNrOfCCTrCHsLCR, 

maxNrOfTsLCR, 

maxNrOfDLTsLCR, 

maxNrOfULTsLCR, 

maxNrOfDPCHsLCR, 

maxNrOf DPCHsLCRPerRL-1 , 

maxNrOfLCRTDDNeighboursPerRNC, 

maxNrOfMeasNCell, 

maxNrOfMACdFlows, 
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maxNrOfMACdPDUSize, 

maxNrOf EDCHMACdFlows , 

maxNrOfHSSICHs, 

maxNrOfHSSICHs-1, 

maxNrOfActiveMBMSServices, 

maxNrOfMBMSServices, 

maxNrof SigSeqERGHICH-1 , 



id-Act ive-MBMS -Bear er-ServiceFDD, 

id-Act ive-MBMS-Bearer-ServiceFDD-PFL, 

id-Act ive-MBMS-Bearer-ServiceTDD, 

id-Act ive-MBMS-Bearer-ServiceTDD-PFL, 

id-Active-Pattern-Sequence -Information, 

id-AdjustmentRatio, 

id-AllowedQueuingTime, 

i d-Alterna tive For ma tReporting Indicator, 

id- Ant ennaColocat ion Indicator, 

id-BindingID, 

id-C-ID, 

id-C-RNTI, 

id-CFN, 

id-CFNReportinglndicator, 

id-CN-CS-Domainldentifier, 

id-CN-PS -Domain Identifier, 

id-Cause, 

id-CauseLevel-RL-AdditionFailureFDD, 

id-CauseLevel-RL-AdditionFailureTDD, 

id-CauseLevel-RL-Re con f Failure, 

id-CauseLevel-RL-SetupFailureFDD, 

id-CauseLevel-RL-SetupFailureTDD, 

id-CCTrCH-Informationltem-RL-FailureInd, 

id-CCTrCH-Informationltem-RL-RestoreInd, 

id-CellCapabilityContainer-FDD, 

id-CellCapabilityContainer-TDD, 

id-CellCapabilityContainer-TDD-LCR, 

id-CellPortionID, 

id-ClosedLoopModel -Support Indicator, 

id-CNOriginatedPage-PagingRqst, 

id-CommonMeasurement Accuracy, 

id-CommonMeasurementOb jectType-CM-Rprt, 

id-CommonMeasurementOb jectType-CM-Rqst, 

id-CommonMeasurementOb jectType-CM-Rsp, 

id-CommonMeasurementType , 

id-CommonTr anspor t Channe IRe sources I nitiali sat ionNot Required, 

id-Conge stionCause, 

id-Continuous-Packet-Connectivity-DTX-DRX-Inf ormation, 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation, 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Informat ion-Response, 

id-CPC-Inf ormation, 

id-Cove rage Indicator, 

id-CriticalityDiagnostics, 

id-D-RNTI, 

id-D-RNT I -Re lease Indication, 

id-DCHs-to-Add-FDD, 
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id-DCHs-to-Add-TDD, 

id-DCH-DeleteList-RL-ReconfPrepFDD, 

id-DCH-DeleteList-RL-ReconfPrepTDD, 

Id-DCH-DeleteList-RL-ReconfRqstFDD, 

Id-DCH-DeleteList-RL-ReconfRqstTDD, 

id-DCH-FDD-Information, 

id-DCH-TDD-Information, 

id-DCH-Indicator-For-E-DCH-HSDPA-Operation, 

id-FDD-DCHs-to-Modify, 

id-TDD-DCHs-to-Modify, 

id-DCH-Inf ormationResponse, 

id-DCH-Rate-Inf ormationltem-RL-CongestInd, 

id-DL-CCTrCH-InformationAddltem-RL-ReconfPrepTDD, 

id-DL-CCTrCH-InformationDeleteltem-RL-ReconfPrepTDD, 

id-DL-CCTrCH-InformationModifyltem-RL-ReconfPrepTDD, 

Id-DL-CCTrCH-InformationListlE-RL-ReconfReadyTDD, 

Id-DL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD, 

Id-DL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD, 

id-DL-CCTrCH-Informationltem-RL-SetupRqstTDD, 

Id-DL-CCTrCH-InformationListlE-PhyChReconfRqstTDD, 

id-DL-CCTrCH-InformationListlE-RL-AdditionRspTDD, 

id-DL-CCTrCH-InformationListlE-RL-SetupRspTDD, 

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD, 

id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD, 

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD, 

Id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD, 

Id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD, 

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD, 

id-FDD-DL-Code Information, 

id-DL-DPCH-Information-RL-ReconfPrepFDD, 

id-DL-DPCH-Information-RL-SetupRqstFDD, 

id-DL-DPCH-Information-RL-ReconfRqstFDD, 

Id-DL-DPCH-Informationltem-PhyChReconfRqstTDD, 

id-DL-DPCH-Informationltem-RL-AdditionRspTDD, 

id-DL-DPCH-Informationltem-RL-SetupRspTDD, 

Id-DL-DPCH-InformationAddListlE-RL-ReconfReadyTDD, 

Id-DL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD, 

Id-DL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD, 

id-DL-DPCH-TimingAd justment , 

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD, 

id-DL-Physical-Channel-Inf ormation-RL-SetupRqstTDD, 

id-DL-PowerBalancing-Inf ormation, 

id-DL-Power Balancing-Activation Indicator, 

id-DL-PowerBalancing-Updatedlndicator , 

id-DL-ReferencePower Information, 

id-DLRef erencePower , 

id-DLReferencePowerList-DL-PC-Rqst, 

id-DL-Ref erencePower Information-DL-PC-Rqst, 

id-DRXCycleLengthCoef f icient , 

id-DedicatedMeasurementOb jectType-DM-Fail, 

id-DedicatedMeasurementOb jectType-DM-Fail-Ind, 

id-DedicatedMeasurementOb jectType-DM-Rprt, 

id-DedicatedMeasurementOb jectType-DM-Rqst, 

id-DedicatedMeasurementOb jectType-DM-Rsp, 
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id-Dedi cat edMeasurement Type, 

id-DelayedActivation, 

Id-DelayedActivationList-RL-ActivationCmdFDD, 

Id-DelayedActivationList-RL-ActivationCrndTDD, 

id-DelayedActivationInf ormation-RL-ActivationCmdFDD, 

id-DelayedActivationInf ormation-RL-ActivationCmdTDD, 

id-DPC-Mode, 

id-DPC-Mode -Change -Support Indicator, 

id-DSCHs-to-Add-TDD, 

id-DSCH-DeleteList-RL-ReconfPrepTDD, 

Id-DSCH-InformationListlE-RL-AdditionRspTDD, 

id-DSCH-InformationListlEs-RL-SetupRspTDD, 

id-DSCH-TDD-Information, 

id-DSCH-ModifyList-RL-ReconfPrepTDD, 

id-DSCH-RNTI, 

Id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD, 

id-EDPCH-Information, 

id-EDCH-RL- Indication, 

id-EDCH-FDD- Information, 

id-Serving-EDCHRL-Id, 

id-EDCH-FDD-DL-ControlChannel Information, 

id-EDCH-FDD-InformationResponse, 

id-E-DCH-FDD-Update- Information, 

id-EDCH-MACdFlows-To-Add, 

id-EDCH-FDD-Information-To-Modify, 

id-EDCH-MACdFlows-To-Delete, 

id-EDPCH-Information-RLReconf Request-FDD, 

id-EDPCH-Information-RLAdditionReq-FDD, 

id-EDCH-MacdFlowSpecif icInformationList-RL-PreemptRequiredInd, 

id-EDCH-MacdFlowSpecif icInformationltem-RL-PreemptRequiredInd, 

id-EDCH-MacdFlowSpecif icInformationList-RL-CongestInd, 

id-EDCH-MacdFlowSpecif icInformationltem-RL-CongestInd, 

id-ExtendedPropagationDelay, 

id-Serving-cell-change-CFN, 

id-E-DCH-Serving-cell-change-inf ormationResponse, 

id-Enhanced-PrimaryCPICH-EcNo, 

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD, 

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD, 

id-Fast -Re con figuration-Mode, 

id-Fast-Reconfiguration-Permission, 

id-F-DPCH-Information-RL-ReconfPrepFDD, 

id-F-DPCH-Information-RL-SetupRqstFDD, 

id-GA-Cell, 

id-GA-CellAdditionalShapes, 

id-GSM-Cell-InfEx-Rqst, 

id-HCS-Prio, 

id-HSDSCH-Configured-Indicator, 

id-HSDSCH-FDD-Information, 

id-HSDSCH-FDD-Informat ion-Response, 

id-HSDSCH-FDD-Update-Information, 

id-HSDSCH-TDD-Update-Information, 

id-HSDSCH-Information-to-Modify, 

id-HSDSCH-Information-to-Modify-Unsynchronised, 

id-HSDSCH-MACdFlows-to-Add, 
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id-HSDSCH-MACdFlows-to-Delete, 

id-HSDSCHMacdFlowSpecif icInformationList-RL-PreemptRequiredInd, 

id-HSDSCHMacdFlowSpecif icinf ormationltem-RL-PreemptRequiredInd, 

id-HSDSCH-RNTI, 

id-HS-DSCH-serving- cell -change -in format ion, 

id-HS-DSCH-serving-cell-change-inf ormationResponse, 

id-HSDSCH-TDD-Information, 

id-HSDSCH-TDD-Informat ion-Response, 

id-HSPDSCH-RL-ID, 

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD, 

id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD, 

id-HSSICH-Info-DM-Rprt, 

id-HSSICH-Info-DM-Rqst, 

id-HSSICH-Info-DM, 

id-IMSI, 

id-Inf ormationExchangelD, 

Id-InformationExchangeOb jectType-InfEx-Rprt, 

Id-InformationExchangeOb jectType-InfEx-Rqst, 

Id-InformationExchangeOb jectType-InfEx-Rsp, 

id-Inf ormationReportCharacteristics, 

id-Inf ormationType, 

Id-Initial-DL-DPCH-TimingAdjustment, 

Id-Initial-DL-DPCH-TimingAdjustment-Allowed, 

Id-InnerLoopDLPCStatus, 

id-Inter facesToTrace Item, 

id-Inter-Frequency-Cell-List , 

id-L3-Inf ormation, 

id-AdjustmentPeriod, 

id-ListOf Inter facesToTr ace, 

id-MaxAdjustmentStep, 

id-MBMS-Bearer-Service-List, 

id-MBMS-Bearer-Service-List-InfEx-Rsp, 

id-MeasurementFilterCoef f icient, 

id-Measurement ID, 

id-Measur ement Re cove ry Behavior , 

id-MeasurementRecoveryReportinglndicator , 

id-Measur ementRecovery Support Indicator, 

id-Mult iple-RL-InformationResponse-RL-ReconfReadyTDD, 

id-NACC-Related-Data, 

id-Old-URA-ID, 

Id-PagingArea-PagingRqst , 

id-Pa rtialReportinglndicator, 

id-PDSCH-RL-ID, 

id-Permanent-NAS-UE-Identity, 

id-Phase-Reference-Update-Indicator, 

id-FACH-FlowControl Information, 

Id-PLCCH-Information-PhyChReconfRqstTDD, 

Id-PowerAd justmentType , 

Id-PrimCCPCH-RSCP-DL-PC-RqstTDD, 

id-Primary-CPICH-Usage-For-Channel-Estimation, 

Id-PropagationDelay , 

id-ProvidedIn format ion, 

id-RANAP-RelocationInf ormation, 

id-Re set Indicator, 
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id-EDCH-RLSet-Id, 

id-RL-Information-PhyChReconfRqstFDD, 

Id-RL-Information-PhyChReconfRqstTDD, 

id-RL-Information-RL-AdditionRqstFDD, 

id-RL-Information-RL-AdditionRqstTDD, 

id-RL-Inf ormation-RL-DeletionRqst , 

id-RL-Information-RL-FailureInd, 

id-RL-Information-RL-ReconfPrepFDD, 

id-RL-Information-RL-ReconfPrepTDD, 

id-RL-Information-RL-RestoreInd, 

id-RL-Information-RL-SetupRqstFDD, 

id-RL-Information-RL-SetupRqstTDD, 

id-RL-Informationltem-RL-CongestInd, 

id-RL-Informationltem-DM-Rprt, 

id-RL-Informationltem-DM-Rqst, 

id-RL-Informationltem-DM-Rsp, 

id-RL-Informationltem-RL-PreemptRequiredInd, 

id-RL-Informationltem-RL-SetupRqstFDD, 

id-RL-InformationList-RL-CongestInd, 

Id-RL-InformationList-RL-AdditionRqstFDD, 

id-RL-InformationList-RL-DeletionRqst, 

id-RL-Inf ormationList-RL-PreemptRequiredInd, 

id-RL-InformationList-RL-ReconfPrepFDD, 

id-RL-InformationResponse-RL-AdditionRspTDD, 

Id-RL-InformationResponse-RL-ReconfReadyTDD, 

id-RL-InformationResponse-RL-ReconfRspTDD, 

id-RL-InformationResponse-RL-SetupRspTDD, 

id-RL-InformationResponseltem-RL-AdditionRspFDD, 

Id-RL-InformationResponseltem-RL-ReconfReadyFDD, 

id-RL-InformationResponseltem-RL-ReconfRspFDD, 

id-RL-Inf ormationResponseltem-RL-SetupRspFDD, 

id-RL-InformationResponseList-RL-AdditionRspFDD, 

Id-RL-InformationResponseList-RL-ReconfReadyFDD, 

id-RL-InformationResponseList-RL-ReconfRspFDD, 

id-RL-InformationResponseList-RL-SetupRspFDD, 

id-RL-ParameterUpdatelndicationFDD-RL-Informat ion-Item, 

id-RL-ParameterUpdatelndicationFDD-RL-InformationList, 

id-RL-Reconf igur at ionFai lure -RL-Re con f Fail, 

id-RL-Reconf IgurationRequestFDD-RL-Inf ormationList , 

id-RL-Reconf igurationRequestFDD-RL-Information-IEs, 

id-RL-Reconf igur at lonRequestTDD-RL- Information, 

id-RL-Reconf IgurationResponseTDD-RL-Informat ion, 

id-RL-Specific-DCH-Info, 

id-RL-Specif ic-EDCH-Information, 

id-RL-Set-Informationltem-DM-Rprt, 

id-RL-Set-Informationltem-DM-Rqst, 

id-RL-Set-Informationltem-DM-Rsp, 

id-RL-Set-Information-RL-FailureInd, 

id-RL-Set-Inf ormation-RL-RestoreInd, 

id-RL-Set-Successful-Informationltem-DM-Fail, 

id-RL-Set-Unsuccessful-Informationltem-DM-Fail, 

id-RL-Set-Unsuccessful-Informationltem-DM-Fail-Ind, 

id-RL-Successf ul-Inf ormationltem-DM-Fail, 

id-RL-Unsuccessf ul-Inf ormationltem-DM-Fail, 
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id-RL-Unsuccessf ul-Inf ormationltem-DM-Fail-Ind, 

id-ReportCharacteristics, 

id-Report ing-Object-RL-Fai lure I nd, 

id-Reporing-Ob ject-RL-RestoreInd, 

id-RNC-ID, 

Id-RxTimingDeviationForTA, 

id-S-RNTI, 

id-SAI, 

id-Secondary-CPICH-Inf ormation, 

id-Secondary-CPICH-Informat ion-Change, 

id-Sixtyf our QAM-DL-Support Indicator , 

id-SFN, 

id-SFNReportinglndicator , 

id-SNA-Information, 

id-SRNC-ID, 

id-STTD -Support Indicator, 

id-Success fulRL-InformationResponse-RL-AdditionFailureFDD, 

id-Successf ulRL-Inf ormationResponse-RL-SetupFailureFDD, 

id-TDD-maxNrDLPhysicalchannels, 

id-TDD-Support-8PSK, 

id-TDD-Support-PLCCH, 

id-timeSlot-ISCP, 

id-Time S lot -RL-SetupRspTDD, 

id-TnlQos, 

Id-TraceDepth, 

id-Trace Re cordingSessionReference, 

Id-TraceRef erence, 

Id-TransportBearerlD, 

Id-TransportBearerRequest Indicator , 

Id-TransportLayerAddress, 

id-UC-ID, 

id-Context Infoltem-Reset, 

Id-ContextGroupInf oltem-Reset , 

id-Transmission-Gap-Pattern-Sequence-Information, 

id-UEIdentity, 

id-UEMeasurementType , 

id-UEMeasurementTimeslotlnfoHCR, 

id-UEMeasurementTimeslotlnfoLCR, 

Id-UEMeasurementReportCharacteristics, 

id-UEMeasurementParameterModAllow, 

id-UEMeasurementValue Information, 

id-UE-State, 

id-UL-CCTrCH-Addlnformation-RL-ReconfPrepTDD, 

id-UL-CCTrCH-Deletelnformation-RL-ReconfPrepTDD, 

id-UL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD, 

Id-UL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD, 

Id-UL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD, 

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD, 

id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD, 

id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD, 

Id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD, 

Id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD, 

id-UL-CCTrCH-Informationltem-RL-SetupRqstTDD, 

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD, 
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Id-UL-CCTrCH-InformationListlE-PhyChReconfRqstTDD, 

id-UL-CCTrCH-InformationListlE-RL-AdditionRspTDD, 

Id-UL-CCTrCH-InformationListlE-RL-ReconfReadyTDD, 

id-UL-CCTrCH-InformationListlE-RL-SetupRspTDD, 

id-UL-DPCH-Information-RL-ReconfPrepFDD, 

id-UL-DPCH-Information-RL-ReconfRqstFDD, 

id-UL-DPCH-Information-RL-SetupRqstFDD, 

id-UL-DPDCHIndicatorEDCH, 

Id-UL-DPCH-Informationltem-PhyChReconfRqstTDD, 

id-UL-DPCH-Informationltem-RL-AdditionRspTDD, 

id-UL-DPCH-Informationltem-RL-SetupRspTDD, 

id-UL-DPCH-InformationAddListlE-RL-ReconfReadyTDD, 

Id-UL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD, 

id-UL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD, 

id-UL-Physical-Channel-Information-RL-SetupRqstTDD, 

id-UL-SIRTarget, 

id-URA-ID, 

id-URA-Information, 

id-Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureFDD, 

id-Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureTDD, 

id-Unsuccessf ulRL-Inf ormationResponse-RL-SetupFailureFDD, 

id-Unsuccessf ulRL-Inf ormationResponse-RL-SetupFailureTDD, 

id-USCHs-to-Add, 

id-USCH-DeleteList-RL-ReconfPrepTDD, 

id-USCH-InformationListlE-RL-AdditionRspTDD, 

id-USCH-InformationListlEs-RL-SetupRspTDD, 

id-USCH-Information, 

id-USCH-ModifyList-RL-ReconfPrepTDD, 

Id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD, 

id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD, 

id-RL-LCR-InformationResponse-RL-SetupRspTDD, 

id-UL-CCTrCH-LCR-InformationListlE-RL-SetupRspTDD, 

id-UL-DPCH-LCR-Informationltem-RL-SetupRspTDD, 

id-DL-CCTrCH-LCR-InformationListlE-RL-SetupRspTDD, 

id-DL-DPCH-LCR-Informationltem-RL-SetupRspTDD, 

id-DSCH-LCR-InformationListlEs-RL-SetupRspTDD, 

id-USCH-LCR-InformationListlEs-RL-SetupRspTDD, 

id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD, 

id-RL-LCR-InformationResponse-RL-AdditionRspTDD, 

id-UL-CCTrCH-LCR-InformationListlE-RL-AdditionRspTDD, 

id-UL-DPCH-LCR-Informationltem-RL-AdditionRspTDD, 

id-DL-CCTrCH-LCR-InformationListlE-RL-AdditionRspTDD, 

id-DL-DPCH-LCR-Informationltem-RL-AdditionRspTDD, 

id-DSCH-LCR-InformationListlEs-RL-AdditionRspTDD, 

id-USCH-LCR-InformationListlEs-RL-AdditionRspTDD, 

Id-UL-DPCH-LCR-InformationAddListlE-RL-ReconfReadyTDD, 

Id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD, 

Id-DL-DPCH-LCR-InformationAddListlE-RL-ReconfReadyTDD, 

Id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD, 

Id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD, 

Id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD, 

id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD, 

id-TSTD-Support-Indicator-RL-SetupRqstTDD, 

id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD, 
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id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD, 

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD, 

id-neighbour ingTDDCellMeasurementlnformationLCR, 

id-UL-SIR-Target-CCTrCH-Informationltem-RL-SetupRspTDD, 

id-UL-SIR-Target-CCTrCH-LCR-Informationltem-RL-SetupRspTDD, 

id-Traf ficClass, 

id-UL-Synchronisat ion-Parameter s-LCR, 

Id-TDD-DL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD, 

id-TDD-UL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD, 

id-MAChs-Reset Indicator, 

id-UL-TimingAdvanceCtrl-LCR, 

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD, 

id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD, 

id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD, 

id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD, 

id-CCTrCH-Maximum-DL-Power-RL-Re con f Ready TDD, 

id-CCTrCH-Minimum-DL-Power-RL-Re con f Ready TDD, 

id-Maximum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD, 

id-Minimum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD, 

id-DL-CCTrCH-InformationList-RL-ReconfRspTDD, 

id-DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD, 

id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD, 

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD, 

id-UL-CCTrCH-Informationltem-RL-AdditionRqstTDD, 

id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD, 

id-DL-CCTrCH-Informationltem-RL-AdditionRqstTDD, 

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD, 

id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD, 

id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD, 

id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD, 

id-PrimaryCCPCH-RSCP-Delta, 

id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp, 

id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp, 

id-Synchronisationlndicator, 

id-secondary-LCR-CCPCH-Info-TDD, 

id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp, 

id-CellCapabilityContainer-TDD7 68, 

id-neighbouringTDDCellMeasurementInf ormationV 68 , 

id-RL-InformationResponse-RL-SetupRspTDD7 68, 

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD7 68, 

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD7 68, 

id-UL-DPCH-InformationItem-RL-SetupRspTDD7 68, 

id-DL-DPCH-InformationItem-RL-SetupRspTDD7 68, 

id-TDD7 68-minimumSpreadingFactor-UL, 

id-TDD7 68-minimumSpreadingFactor-DL, 

id-TDD7 68-maxNrDLPhysicalchannels, 

id-TDD7 68-maxNrDLPhysicalchannelsTS, 

id-RL-Inf ormationResponse-RL-AdditionRspTDD7 68 , 

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD7 68, 

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD7 68, 

id-UL-DPCH-InformationItem-RL-AdditionRspTDD7 68, 

id-DL-DPCH-InformationItem-RL-AdditionRspTDD7 68, 

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD7 68, 

id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD7 68, 
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id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD7 68, 

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD7 6£ 

id-secondary-CCPCH-Info-RL-ReconfReadyTDD7 68, 

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD7 6S 

id-UL-Timeslot-InformationList-PhyChReconfRqstTDD7 68, 

id-DL-Timeslot-InformationList-PhyChReconfRqstTDD7 68, 

id-multiple-DedicatedMeasurementValueList-TDD7 68-DM-Rsp, 

id-UEMeasurementTimeslotInf o7 68 , 

id-DL-DPCH-InformationDeleteList7 68-RL-ReconfReadyTDD, 

id-DPCH-ID7 68-DM-Rsp, 

id-DPCH-ID7 68-DM-Rqst, 

id-DPCH-ID7 68-DM-Rprt, 

Id-RxTimingDeviationForTAext, 

id-RxTimingDeviationForTA7 68 , 

id-E-DCH- Information, 

id-E-DCH-Information-Reconf ig, 

id-E-DCH-Serving-RL-ID, 

id-E-DCH-Informat ion-Response, 

id-E-DCH-7 6 8 -Information, 

id-E-DCH-7 68-Information-Reconf ig, 

id-E-DCH-7 6 8 -Information-Response, 

id-E-DCH-LCR-Information, 

id-E-DCH-LCR- Information-Re con fig, 

id-E-DCH-LCR-Informat ion-Response 



FROM RNSAP-Constants; 

************************************************************** 



RADIO LINK SETUP REQUEST FDD 



************************************************************** 



RadioLinkSetupRequestFDD 
protocolIEs 
protocolExtensions 



SEQUENCE { 

Protocol IE -Container { { RadioLinkSetupRequestFDD-IEs } } , 
ProtocolExtensionContainer { { RadioLinkSetupRequestFDD-Extensions } } 



OPTIONAL, 



RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES 



{ 



CRITICALITY reject TYPE RNC-ID 
CRITICALITY reject TYPE S-RNTI 
CRITICALITY reject TYPE D-RNTI 

CRITICALITY reject TYPE AllowedQueuingTime 



PRESENCE mandatory} | 
PRESENCE mandatory } | 
PRESENCE optional } I 

PRESENCE optional 



ID id-SRNC-ID 

ID id-S-RNTI 

ID id-D-RNTI 

ID Id-AllowedQueuingTime 

ID Id-UL-DPCH-Information-RL-SetupRqstFDD CRITICALITY reject TYPE UL-DPCH-Inf ormation-RL-SetupRqstFDD 
Id-DL-DPCH-Information-RL-SetupRqstFDD CRITICALITY reject TYPE DL-DPCH-Inf ormation-RL-SetupRqstFDD 
id-DCH-FDD-Information CRITICALITY reject TYPE DCH-FDD-Inf ormation PRESENCE mandatory } 

Id-RL-Information-RL-SetupRqstFDD CRITICALITY notify TYPE RL-Inf ormationList-RL-SetupRqstFDD PRESENCE mandatory } 
id-Transmission-Gap-Pattern-Sequence-Information CRITICALITY reject TYPE Transmission-Gap-Pattern-Sequence-Information 
optional } I 
{ ID id-Active-Pattern-Sequence-Information CRITICALITY reject 



ID 
ID 
ID 
ID 



PRESENCE mandatory 
PRESENCE optional } 



I 



PRESENCE 



TYPE Active-Pattern-Sequence-Information PRESENCE optional } , 
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UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE { 

ul-ScramblingCode UL-ScramblingCode, 

minUL-ChannelisationCodeLength MinUL-ChannelisationCodeLength, 

maxNrOfUL-DPCHs MaxNrOf UL-DPCHs OPTIONAL 

— This IE shall be present if minUL-ChannelisationCodeLength equals to 4 



ul-PunctureLimit 

ul-TFCS 

ul-DPCCH-SlotFormat 

ul-SIRTarget 

diver sityMode 

not-Used-sSDT-CellldLength 

not-Used-s-FieldLength 

IE-Extensions 



PunctureLimit , 

TECS, 

UL-DPCCH-SlotEormat, 

UL-SIR OPTIONAL, 

Diver sityMode, 

NULL OPTIONAL, 

NULL OPTIONAL, 

ProtocolExtensionContainer 



{ {UL-DPCH-Information-RL-SetupRqstEDD-ExtlEs} } OPTIONAL, 



} 

UL-DPCH-Information-RL-SetupRqstEDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DPC-Mode CRITICALITY reject EXTENSION DPC-Mode PRESENCE optional } I 

{ ID Id-UL-DPDCHIndicatorEDCH CRITICALITY reject EXTENSION UL-DPDCHIndicatorEDCH PRESENCE conditional }, 

— This IE shall be present if E-DPCH Information IE is present. 



DL-DPCH-Information-RL-SetupRqstFDD 
tFCS 

dl-DPCH-SlotFormat 
nrOfDLchannelisationcodes 
tFCI-SignallingMode 
tFCI-Presence 

— This IE shall be present if 
multiplexingPosition 
powerOff set Information 
fdd-dl-TPC-DownlinkStepSize 
limitedPower Increase 
innerLoopDLPCStatus 
IE-Extensions 



: := SEQUENCE { 
TFCS, 

DL-DPCH-SlotFormat, 
NrOfDLchannelisationcodes, 
TFCI-SignallingMode, 
TFCI-Presence OPTIONAL 

DL DPCH Slot Format IE is equal to any of the values from 12 to 16 — , 

MultiplexingPosition, 

PowerOff set Information-RL-SetupRqstFDD, 
FDD-TPC-DownlinkStepSize, 
LimitedPower Increase, 
InnerLoopDLPCStatus, 
ProtocolExtensionContainer ( ( DL-DPCH-Inf ormation-RL-SetupRqstFDD-ExtlEs } 



} OPTIONAL, 



DL-DPCH-Inf ormation-RL-SetupRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



PowerOf fsetlnformation-RL-SetupRqstFDD ::= SEQUENCE { 

pol-ForTFCI-Bits PowerOffset, 

po2-ForTPC-Bits PowerOffset, 

po3-ForPilotBits PowerOffset, 

IE-Extensions ProtocolExtensionContainer ( ( PowerOf fsetinf ormation-RL-SetupRqstFDD-ExtlEs } } OPTIONAL, 

} 



PowerOffsetlnformation-RL-SetupRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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RL-InformationList-RL-SetupRqstFDD 
SetupRqstFDD} } 



SEQUENCE (SIZE ( 1 . .maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormationltemlEs-RL- 



RL-InformationltemlEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Informationltem-RL-SetupRqstFDD CRITICALITY notify 
} 



TYPE RL-Inf ormationltem-RL-SetupRqstFDD 



PRESENCE mandatory } 



RL-Inf ormationltem-RL-SetupRqstFDD ::= SEQUENCE { 

rL-ID RL-ID, 

C-ID C-ID, 

f irstRLS-indicator First RLS -Indicator, 

frameOffset FrameOffset, 

chipOffset ChipOffset, 

propagationDelay PropagationDelay OPTIONAL, 

diversityControlField DiversityControlField OPTIONAL 

— This IE shall be present if the RL is not the first one in the RL-Inf ormationList-RL-SetupRqstFDD — , 
dl-InitialTX-Power DL-Power OPTIONAL, 

primaryCPICH-EcNo PrimaryCPICH-EcNo OPTIONAL, 

not-Used-sSDT-CelllD NULL OPTIONAL, 

transmitDiversitylndicator TransmitDiversitylndicator OPTIONAL, 

— This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none" 

IE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormationltem-RL-SetupRqstFDD-ExtlEs } } OPTIONAL, 



RL-Inf ormationltem-RL-SetupRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ 



( ID id-Enhanced-PrimaryCPICH-EcNo 

{ ID id-RL-Specific-DCH-Info 

{ ID Id-DelayedActivation 

{ ID id-CellPortionID 

{ ID id-RL-Specific-EDCH-Information 

{ ID id-EDCH-RL-Indication 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY ignore 



EXTENSION Enhanced-PrimaryCPICH-EcNo PRESENCE optional } 

EXTENSION RL-Specific-DCH-Info PRESENCE optional } 

EXTENSION DelayedActivation PRESENCE optional } 

EXTENSION CellPortionID PRESENCE optional } 

CRITICALITY reject EXTENSION RL-Specif ic-EDCH-Inf ormation 
CRITICALITY reject EXTENSION EDCH-RL-Indication 



{ ID Id-ExtendedPropagationDelay 



CRITICALITY ignore EXTENSION ExtendedPropagationDelay 



PRESENCE optional }, 



PRESENCE optional } I 
PRESENCE optional } I 



RadioLlnkSetupRequestFDD-Extenslons RNSAP-PROTOCOL- 
{ ID id-Permanent-NAS-UE-Identity 
{ ID Id-DL-PowerBalancing-Inf ormation 
{ ID id-HSDSCH-FDD-Information 
{ ID id-HSPDSCH-RL-ID 



} I 



EXTENSION : := ( 

CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY reject 



EXTENSION Permanent-NAS-UE-Identity 
EXTENSION DL-PowerBalancing-Inf ormation 
EXTENSION HSDSCH-FDD-Information 
EXTENSION RL-ID 



— This IE shall be present if HS-DSCH Informat 
{ ID id-MBMS-Bearer-Service-Llst 

{ ID id-EDPCH-Information 

{ ID id-EDCH-FDD-Information 

— This IE is present if E-DPCH Information IE 
{ ID id-Serving-EDCHRL-Id 

PRESENCE optional } I 

— This IE is present if E-DCHInf ormation IE is 
{ ID Id-F-DPCH-Information-RL-SetupRqstFDD 
PRESENCE optional } I 



Ion IE is present. 
CRITICALITY notify 
CRITICALITY reject 
CRITICALITY reject 

is present. 
CRITICALITY reject 

present . 
CRITICALITY reject 



EXTENSION MBMS-Bearer-Service-Llst 
EXTENSION EDPCH-Information-FDD 
EXTENSION EDCH-FDD-Information 

EXTENSION EDCH-Serving-RL 



EXTENSION F-DPCH-Information-RL-SetupRqstFDD 



PRESENCE optional } I 
PRESENCE optional}! 
PRESENCE optional } I 
PRESENCE conditional 



PRESENCE optional } I 
PRESENCE optional } I 
PRESENCE conditional } I 
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{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed CRITICALITY ignore EXTENSION Initial-DL-DPCH-TimingAd justment-Allowed 

PRESENCE optional } I 

{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation CRITICALITY reject EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation 
PRESENCE optional } I 

{ ID id-Serving-cell-change-CFN CRITICALITY reject EXTENSION CFN 

PRESENCE optional } I 

( ID id-Continuous-Packet-Connectivity-DTX-DRX-Information CRITICALITY reject EXTENSION Continuous-Packet-Connectivity-DTX-DRX- 

Information PRESENCE optional } I 

{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information CRITICALITY reject EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less- 
Information PRESENCE optional } , 



F-DPCH-Information-RL-SetupRqstFDD 
powerOff set Information 
fdd-dl-TPC-DownlinkStepSize 
limitedPower Increase 
inner LoopDLPCS tat us 
IE-Extensions 



: := SEQUENCE ( 
PowerOff set Information-F-DPCH-RL-SetupRqstFDD, 
FDD-TPC-DownlinkStepSize, 
LimitedPower Increase, 
Inner LoopDLPCS tat us, 
ProtocolExtensionContainer ( ( F-DPCH-Inf ormation-RL-SetupRqstFDD-ExtlEs } } 



OPTIONAL, 



} 



F-DPCH-Information-RL-SetupRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

PowerOff setlnformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE { 
po2-ForTPC-Bits PowerOffset, 

IE-Extensions ProtocolExtensionContainer ( ( PowerOff setinf ormation-F-DPCH-RL-SetupRqstFDD-ExtlEs } } 



OPTIONAL, 



PowerOffsetlnformation-F-DPCH-RL-SetupRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



RADIO LINK SETUP REQUEST TDD 



************************************************************** 



RadioLinkSetupRequestTDD ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkSetupRequestTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkSetupRequestTDD-Extensions } } 



OPTIONAL, 



RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES 
{ ID id-SRNC-ID 
{ ID id-S-RNTI 
{ ID id-D-RNTI 



CRITICALITY reject TYPE RNC-ID 
CRITICALITY reject TYPE S-RNTI 
CRITICALITY reject TYPE D-RNTI 



PRESENCE mandatory} | 
PRESENCE mandatory} | 
PRESENCE optional } I 
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TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD 
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD 



{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD CRITICALITY reject 
mandatory } | 

{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD CRITICALITY reject 
mandatory } | 

CRITICALITY reject TYPE AllowedQueuingTime 
-RL-SetupRqstTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationList-RL-SetupRqstTDD 
-RL-SetupRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationList-RL-SetupRqstTDD 
CRITICALITY reject TYPE DCH-TDD-Inf ormation PRESENCE optional } 

CRITICALITY reject TYPE DSCH-TDD-Inf ormation PRESENCE optional } 

reject TYPE USCH-Inf ormation PRESENCE optional } I 

CRITICALITY reject TYPE RL-Inf ormation-RL-SetupRqstTDD 



ID Id-AllowedQueuingTime 

ID Id-UL-CCTrCH-InformationList- 

Id-DL-CCTrCH-InformationList- 

id-DCH-TDD-Inf ormation 

id-DSCH-TDD-Inf ormation 

id-USCH-Information CRITICALITY 

Id-RL-Information-RL-SetupRqstTDD 



PRESENCE 
PRESENCE 
PRESENCE 



PRESENCE 

PRESENCE 

optional } I 
optional } I 
optional } I 



PRESENCE mandatory}, 



UL-Physical-Channel-Information-RL-SetupRqstTDD 



SEQUENCE { 



maxNrTimeslots-UL 
minimumSpreadingFactor-UL 
maxNrULPhys leal channels 
IE-Extensions 



MaxNr Time slots, 

MinimumSpreadingFactor , 

MaxNr ULPhysicalchannels, 

ProtocolExtensionContainer ( { UL-Physical-Channel-Inf ormationltem-RL-SetupRqstTDD-ExtlEs } } OPTIONAL, 



UL-Physical-Channel-Informationltem-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-TDD-Support-8PSK CRITICALITY ignore EXTENSION Support-8PSK PRESENCE optional } I 

— Applicable to 1.28Mcps TDD only 

{ ID id-TDD7 68-minimumSpreadingFactor-UL CRITICALITY ignore EXTENSION MinimumSpreadingFactorV 68 



PRESENCE optional }, 



DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE { 
maxNrTimeslots-DL MaxNr Time slots, 

minimumSpreadingFactor-DL MinimumSpreadingFactor, 
maxNrDLPhysical channels MaxNrDLPhysicalchannels, 
IE-Extensions ProtocolExtensionContainer ( (DL-Physical-Channel-Informationltem-RL-SetupRqstTDD-ExtlEs } } OPTIONAL, 



DL-Physical-Channel-Informationltem-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



( ID Id-TDD-maxNrDLPhysicalchannels 

{ ID id-TDD-Support-8PSK 

— Applicable to 1.28Mcps TDD only 

{ ID id-TDD-Support-PLCCH 

{ ID id-TDD768-minimumSpreadingFactor-DL 

{ ID id-TDD768-maxNrDLPhysicalchannels 

{ ID id-TDD768-maxNrDLPhysicalchannelsTS 



CRITICALITY ignore 
CRITICALITY ignore 

CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION MaxNrDLPhysicalchannelsTS 
EXTENSION Support-8PSK 

EXTENSION Support-PLCCH 
EXTENSION MinimumSpreadingFactorV 68 
EXTENSION MaxNrDLPhysicalchannels? 68 
EXTENSION MaxNrDLPhysicalchannelsTS7 6S 



PRESENCE optional } I 
PRESENCE optional } I 

PRESENCE optional } I 
PRESENCE optional } I 
PRESENCE optional } I 
PRESENCE optional }, 



UL-CCTrCH-InformationList-RL-SetupRqstTDD 
Inf ormationltemlEs-RL-SetupRqstTDD } } 



::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (UL-CCTrCH- 



UL-CCTrCH-InformationltemlEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UL-CCTrCH-Informationltem-RL-SetupRqstTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationltem-RL-SetupRqstTDD PRESENCE mandatory } 
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UL-CCTrCH-Informationltem-RL-SetupRqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-TFCS TECS, 

tECI-Coding TECI-Coding, 

ul-PunctureLimit PunctureLimit , 

iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-Inf ormationltem-RL-SetupRqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Informationltem-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD CRITICALITY reject EXTENSION TDD-TPC-UplinkStepSize-LCR PRESENCE optional }, 
— Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7 . 68Mcps TDD 

} 

DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (DL-CCTrCH- 

Inf ormationltemlEs-RL-SetupRqstTDD } } 

DL-CCTrCH-InformationltemlEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-DL-CCTrCH-Informationltem-RL-SetupRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationltem-RL-SetupRqstTDD PRESENCE mandatory } 
} 

DL-CCTrCH-Informationltem-RL-SetupRqstTDD ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

dl-TFCS TECS, 

tECI-Coding TECI-Coding, 
dl-PunctureLimit PunctureLimit, 

tdd-TPC-DownlinkStepSize TDD-TPC-DownlinkStepSize, 

cCTrCH-TPCList CCTrCH-TPCList-RL-SetupRqstTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationltem-RL-SetupRqstTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-Informationltem-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF CCTrCH-TPCItem-RL-SetupRqstTDD 

CCTrCH-TPCItem-RL-SetupRqstTDD ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCH-TPCItem-RL-SetupRqstTDD-ExtlEs } } OPTIONAL, 

} 

CCTrCH-TPCItem-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Information-RL-SetupRqstTDD ::= SEQUENCE { 
rL-ID RL-ID, 

C-ID C-ID, 

frameOffset FrameOf f set , 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



472 



ETSI TS 125 423 V7.4.0 (2007-03) 



specialBurst Scheduling SpecialBurst Scheduling, 

primaryCCPCH-RSCP PrimaryCCPCH-RSCP 

dL-TimeSlot-ISCP DL-TimeSlot-ISCP-Inf o 

— for 3.84Mcps TDD and 7 . 68Mcps TDD only 

IE-Extensions ProtocolExtensionContainer 



OPTIONAL, 
OPTIONAL, 



( (RL-Information-RL-SetupRqstTDD-ExtlEs} } OPTIONAL, 



RL-Inf ormation 
{ ID id-DL 

optional } I 
( ID id-TS 

optional } I 
— for 1.28 
{ ID id-RL 
{ ID id-De 
{ ID id-UL 
optional 
{ ID id-Pr 



-RL-SetupRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD CRITICALITY reject 



TD-Support-Indicator-RL-SetupRqstTDD 



CRITICALITY ignore 



EXTENSION DL-TimeSlot-ISCP-LCR-Informatlon PRESENCE 
EXTENSION TSTD-Support-Indlcator PRESENCE 



TS ID- Support -Indicator 
optional } 



Mcps TDD only 

Specific-DCH-Info CRITICALITY ignore EXTENSION RL-Specif ic-DCH-Inf o PRESENCE 
layedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional } I 
-Synchronisation-Parameters-LCR CRITICALITY reject EXTENSION UL-Synchronisation-Parameters-LCR 

}| — Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7 . 68Mcps TDD 
imaryCCPCH-RSCP-Delta CRITICALITY ignore EXTENSION PrimaryCCPCH-RSCP-Delta PRESENCE optional }, 



PRESENCE 



RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION 



{ 



{ ID id-Permanent-NAS-UE-Identity CRITICALITY ignore 

{ ID id-HSDSCH-TDD-Information CRITICALITY reject 

{ ID id-HSPDSCH-RL-ID CRITICALITY reject 

— This IE shall be present if HS-DSCH Information IE is present. 



EXTENSION Permanent-NAS-UE-Identity PRESENCE optional } 
EXTENSION HSDSCH-TDD-Information PRESENCE optional } 
EXTENSION RL-ID PRESENCE conditional } | 



ID id-PDSCH-RL-ID 

ID id-MBMS-Bearer-Service-List 

ID id-E-DCH-Information 

ID id-E-DCH-Serving-RL-ID 

ID id-E-DCH-768-Information 

ID id-E-DCH-LCR-Information 



CRITICALITY ignore 

CRITICALITY notify 
CRITICALITY reject 
CRITICALITY reject 

CRITICALITY reject 
CRITICALITY reject 



EXTENSION RL-ID PRESENCE optional } I 

EXTENSION MBMS-Bearer-Service-List PRESENCE optional}! 

EXTENSION E-DCH-Information PRESENCE optional } 

EXTENSION RL-ID PRESENCE optional } 

EXTENSION E-DCH-768-Information PRESENCE optional } 
EXTENSION E-DCH-LCR-Information PRESENCE optional }, 



************************************************************** 



RADIO LINK SETUP RESPONSE EDD 



************************************************************** 



RadioLlnkSetupResponseEDD 
protocolIEs 
protocolExtensions 



SEQUENCE { 

Protocol IE -Container { { RadioLlnkSetupResponseEDD-IEs } } , 
ProtocolExtensionContainer { { RadioLlnkSetupResponseEDD-Extensions } } 



OPTIONAL, 



RadioLlnkSetupResponseEDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE optional } 

{ ID id-CN-PS-Domainldentifier CRITICALITY ignore TYPE CN-PS-Domainldentif ier PRESENCE optional } 

{ ID id-CN-CS-Domainldentifier CRITICALITY ignore TYPE CN-CS-Domainldentif ier PRESENCE optional } 

{ ID Id-RL-InformationResponseLlst-RL-SetupRspEDD CRITICALITY ignore TYPE RL-Inf ormationResponseLlst-RL-SetupRspEDD PRESENCE mandatory } 

I 
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{ ID id-UL-SIRTarget 

{ ID id-CriticalityDiagnostics 



CRITICALITY ignore TYPE UL-SIR PRESENCE optional } I 

CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



RL-Inf ormationResponseList-RL-SetupRspFDD 
Inf ormationResponseltemlEs-RL-SetupRspFDD } } 



SEQUENCE (SIZE ( 1 . . maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL- 



RL-InformationResponseltemlEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-RL-InformationResponseltem-RL-SetupRspFDD CRITICALITY ignore TYPE RL-Inf ormationResponseltem-RL-SetupRspFDD PRESENCE mandatory } 



RL-Inf ormationResponseltem-RL-SetupRspFDD : := SEQUENCE { 

rL-ID RL-ID, 

rL-Set-ID RL-Set-ID, 

uRA-Information URA-Inf ormation OPTIONAL, 

sAI SAI, 

gA-Cell GA-Cell OPTIONAL, 

gA-AccessPointPosition GA-AccessPointPosition OPTIONAL, 

received-total -wide -band-power Received-total -wide -band-power, 
not-Used-secondary-CCPCH-Info NULL OPTIONAL, 

dl-Code Inf ormation FDD-DL-Code Inf ormation, 

diversity Indication Diver sitylndication-RL-SetupRspFDD, 

sSDT-Support Indicator SSDT-Support Indicator, 

maxUL-SIR UL-SIR, 

minUL-SIR UL-SIR, 

closedlooptimingad justmentmode Closedlooptimingad justmentmode 

maximumAllowedULTxPower MaximumAllowedULTxPower, 

maximumDLTxPower DL-Power, 

minimumDLTxPower DL-Power, 

primaryScramblingCode PrimaryScramblingCode 

uL-UARFCN UARFCN 

dL-UARFCN UARFCN 

primaryCPICH-Power PrimaryCPICH-Power , 

not-Used-dSCHInf ormationResponse NULL 

neighbour ing-UMTS-Cell Inf ormation Neighbour ing-UMTS-Cell Inf ormation 

neighbour ing-GSM-Cell Inf ormation Neighbour ing-GSM-Cell Inf ormation 

pC-Preamble PC-Preamble, 

sRB-Delay SRB-Delay, 

IE-Extensions ProtocolExtensionContainer { { RL-Inf ormationResponseltem-RL-SetupRspFDD-ExtlEs } } OPTIONAL, 



OPTIONAL, 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 

OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



RL-InformationResponseltem-RL-SetupRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

( ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 

} I 

{ ID id-DL-PowerBalancing-Activationlndicator CRITICALITY ignore EXTENSION DL-PowerBalancing-Activationlndicator 
} I 

{ ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio 

} I 

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation CRITICALITY ignore EXTENSION Primary-CPICH-Usage-For-Channel-Estimation PRESENCE 
optional } I 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
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( ID id-Secondary-CPICH-Inf ormation 
optional } I 

( ID id-Active-MBMS-Bearer-ServiceFDD-PFL 
optional } I 

( ID id-EDCH-RLSet-Id 
optional } I 

( ID id-EDCH-FDD-DL-ControlChannellnformation 
optional } I 

{ ID Id-Initial-DL-DPCH-TimingAdjustment 



CRITICALITY ignore EXTENSION Secondary-CPICH-Inf ormation PRESENCE 

CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL PRESENCE 

CRITICALITY ignore EXTENSION RL-Set-ID PRESENCE 

CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInf ormation PRESENCE 

CRITICALITY ignore EXTENSION DL-DPCH-TimingAd justment PRESENCE optional 



Diversitylndication-RL-SetupRspFDD :;= CHOICE { 

combining Combining-RL-SetupRspFDD, 

nonCombiningOrFirstRL NonCombiningOrFirstRL-RL-SetupRspFDD 



Combining-RL-SetupRspFDD : : 
rL-ID 
IE-Extensions 



SEQUENCE { 
RL-ID, 
ProtocolExtensionContainer ( ( Combiningltem-RL-SetupRspFDD-ExtlEs } } OPTIONAL, 



Combiningltem-RL-SetupRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-DCH-InformationResponse CRITICALITY ignore EXTENSION DCH-Inf ormationResponse PRESENCE optional } I 

{ ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 

} 

NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE ( 

dCH-Inf ormationResponse DCH-Inf ormationResponse, 

IE-Extensions ProtocolExtensionContainer ( ( NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtlEs } } OPTIONAL, 



NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

(ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse 

} 



PRESENCE optional}, 



RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-HSDSCH-RNTI CRITICALITY ignore EXTENSION HSDSCH-RNTI PRESENCE optional } 

{ ID id-HSDSCH-FDD-Information-Response CRITICALITY ignore EXTENSION HSDSCH-FDD-Inf ormation-Response PRESENCE optional } 

( ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response CRITICALITY ignore EXTENSION Continuous-Packet-Connectivity- 

HS-SCCH-Less-Information-Response PRESENCE optional } I 

( ID Id-SixtyfourQAM-DL-Supportlndicator CRITICALITY ignore EXTENSION Sixtyf ourQAM-DL-Supportlndicator PRESENCE optional }, 

} 

************************************************************** 

— RADIO LINK SETUP RESPONSE TDD 
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************************************************************** 



RadioLinkSetupResponseTDD 
protocolIEs 
protocolExtensions 



SEQUENCE { 

ProtocolIE-Container ({ RadioLinkSetupResponseTDD-IEs } } , 
ProtocolExtensionContainer { { RadioLinkSetupResponseTDD-Extensions } } 



OPTIONAL, 



RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES 



{ 



{ ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE optional } I 

{ ID id-CN-PS-Domainldentifier CRITICALITY ignore TYPE CN-PS-Domainldentif ier PRESENCE optional } 

{ ID id-CN-CS-Domainldentifier CRITICALITY ignore TYPE CN-CS-Domainldentif ier PRESENCE optional } 

{ ID id-RL-InformationResponse-RL-SetupRspTDD CRITICALITY ignore TYPE RL-Inf ormationResponse-RL-SetupRspTDD PRESENCE optional } 

— Mandatory for 3.84Mcps TDD only 

{ ID id-UL-SIRTarget CRITICALITY ignore TYPE UL-SIR PRESENCE mandatory } | 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



RL-Inf ormationResponse-RL-SetupRspTDD 



SEQUENCE { 



rL-ID 

uRA-Inf ormation 

SAI 

gA-Cell 

gA-AccessPoint Posit ion 

ul-TimeSlot-ISCP-Info 

maxUL-SIR 

minUL-SIR 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

uARFCNforNt 

cellParameterlD 

syncCase 

sCH-TimeSlot 



RL-ID, 

URA-Information OPTIONAL, 
SAI, 

GA-Cell OPTIONAL, 
GA-AccessPointPosition OPTIONAL, 
UL-TimeSlot-ISCP-Info, 
UL-SIR, 
UL-SIR, 

MaximumAllowedULTxPower, 
DL-Power, 
DL-Power, 

UARFCN OPTIONAL, 

CellParameterlD OPTIONAL, 
SyncCase OPTIONAL, 

SCH-TimeSlot OPTIONAL, 
This IE shall be present if Sync Case IE is equal to 

OPTIONAL, 



SCTD-Indicator 
pCCPCH-Power 
timingAdvanceApplied 
alphaValue 

ul-PhysCH-SF-Variation 
synchroni sat ionCon figuration 
secondary-CCPCH-Info-TDD 
ul-CCTrCHInf ormation 
dl-CCTrCHInf ormation 
dCH-InformationResponse 
dsch-Inf ormationResponse 
usch-Inf ormationResponse 
neighbour ing-UMTS-Cell Informal ion 
neighbour ing-GSM-Cell Information 



Case2" . 

SCTD-Indicator 

PCCPCH-Power, 

TimingAdvanceApplied, 

AlphaValue, 

UL-PhysCH-SF-Variation, 

Synchroni sat ionCon figuration, 
Secondary-CCPCH-Info-TDD OPTIONAL, 

UL-CCTrCHInformationList-RL-SetupRspTDD OPTIONAL, 
DL-CCTrCHInformationList-RL-SetupRspTDD OPTIONAL, 
DCH-InformationResponseList-RL-SetupRspTDD OPTIONAL, 
DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL, 
USCH-InformationResponse-RL-SetupRspTDD OPTIONAL, 

Neighbour ing-UMTS-Cell Information OPTIONAL, 
Neighbour ing-GSM-Cell Information OPTIONAL, 



iE-Ext ens ions 



ProtocolExtensionContainer { ( RL-Inf ormationResponse-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 
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RL-InformationResponse-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes PRESENCE optional } I 

{ ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio PRESENCE optional } I 

{ ID id-TimeSlot-RL-SetupRspTDD CRITICALITY ignore EXTENSION TimeSlot PRESENCE conditional }, 

— This IE shall be present if Sync Case IE is Casel . — 

} 

UL-CCTrCHInformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container ( ( UL-CCTrCHInf ormationListlEs-RL-SetupRspTDD } } 

UL-CCTrCHInformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-UL-CCTrCH-InformationListlE-RL-SetupRspTDD CRITICALITY ignore TYPE UL-CCTrCHInf ormationListlE-RL-SetupRspTDD PRESENCE mandatory } 
} 

UL-CCTrCHInformationListlE-RL-SetupRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF UL-CCTrCHInf ormationltem-RL-SetupRspTDD 

UL-CCTrCHInformationltem-RL-SetupRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-Information UL-DPCH-Inf ormationList-RL-SetupRspTDD OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCHInf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCHInformationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-UL-SIR-Target-CCTrCH-Informationltem-RL-SetupRspTDD CRITICALITY ignore EXTENSION UL-SIR PRESENCE optional}, 

} 

UL-DPCH-InformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container ( ( UL-DPCH-Inf ormationListlEs-RL-SetupRspTDD } } 

UL-DPCH-InformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID id-UL-DPCH-Informationltem-RL-SetupRspTDD CRITICALITY ignore TYPE UL-DPCH-Inf ormationltem-RL-SetupRspTDD PRESENCE mandatory} 
} 

UL-DPCH-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-Timeslot-Inf ormation UL-Timeslot-Inf ormation, 
IE-Extensions ProtocolExtensionContainer ( { UL-DPCH-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCHInformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container ( { DL-CCTrCHInf ormationListlEs-RL-SetupRspTDD } } 

DL-CCTrCHInformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DL-CCTrCH-InformationListlE-RL-SetupRspTDD CRITICALITY ignore TYPE DL-CCTrCHInf ormationListlE-RL-SetupRspTDD PRESENCE mandatory } 
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DL-CCTrCHInformationListlE-RL-SetupRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF DL-CCTrCHInf ormationltem-RL-SetupRspTDD 

DL-CCTrCHInformationltem-RL-SetupRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Information DL-DPCH-Inf ormationList-RL-SetupRspTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCHInf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCHInformationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional } I — this is a DCH type 
CCTrCH power 

( ID id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional }, — this is a DCH type 
CCTrCH power 

} 

DL-DPCH-InformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container ( { DL-DPCH-Inf ormationListlEs-RL-SetupRspTDD } } 

DL-DPCH-InformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-DPCH-Informationltem-RL-SetupRspTDD CRITICALITY ignore TYPE DL-DPCH-Inf ormationltem-RL-SetupRspTDD PRESENCE mandatory} 
} 

DL-DPCH-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

dL-Timeslot-Information DL-Timeslot-Information, 
iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DCH-Inf ormationResponseList-RL-SetupRspTDD : := ProtocolIE-Single-Container { { DCH-Inf ormationResponseListlEs-RL-SetupRspTDD } } 

DCH-InformationResponseListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse PRESENCE mandatory } 
} 

DSCH-InformationResponse-RL-SetupRspTDD : := ProtocolIE-Single-Container ( (DSCH-Inf ormationList-RL-SetupRspTDD } } 

DSCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-DSCH-InformationListlEs-RL-SetupRspTDD CRITICALITY ignore TYPE DSCH-Inf ormationListlEs-RL-SetupRspTDD PRESENCE mandatory } 
} 

DSCH-InformationListlEs-RL-SetupRspTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHs) ) OF DSCHInf ormationltem-RL-SetupRspTDD 

DSCHInformationltem-RL-SetupRspTDD ::= SEQUENCE { 
dsch-ID DSCH-ID, 

dSCH-FlowControl Information DSCH-FlowControl Information, 
bindingID BindingID OPTIONAL, 
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transportLayerAddress TransportLayerAddress OPTIONAL, 

transportFormatManagement TransportFormatManagement , 

iE-Extensions ProtocolExtensionContainer ( ( DSCHInf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 



DSCHInformationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



USCH-Inf ormationResponse-RL-SetupRspTDD 



ProtocolIE-Single-Container ( { USCH-Inf ormationList-RL-SetupRspTDD } } 



USCH-Inf ormationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID id-USCH-InformationListlEs-RL-SetupRspTDD CRITICALITY ignore TYPE USCH-Inf ormationListlEs-RL-SetupRspTDD PRESENCE mandatory } 



USCH-Inf ormationListlEs-RL-SetupRspTDD 



SEQUENCE (SIZE (0 . .maxNoOfUSCHs) ) OF USCHInf ormationltem-RL-SetupRspTDD 



USCHInformationltem-RL-SetupRspTDD ::= SEQUENCE { 
usch-ID USCH-ID, 

bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
transportFormatManagement TransportFormatManagement, 
iE-Extensions ProtocolExtensionContainer ( (USCHInformationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 



USCHInf ormationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION : 
} 

RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD CRITICALITY 
optional } I 

— Mandatory for 1.28Mcps TDD only 

{ ID id-HSDSCH-RNTI CRITICALITY 

optional } I 

( ID id-HSDSCH-TDD-Information-Response CRITICALITY 

optional } I 

( ID id-DSCH-RNTI CRITICALITY 

optional } I 

{ ID Id-Active-MBMS-Bearer-ServiceTDD-PFL CRITICALITY 

optional } I 

( ID id-RL-InformationResponse-RL-SetupRspTDD7 68 CRITICALITY 
optional } I 

( ID id-E-DCH-Information-Response CRITICALITY 

optional } I 

( ID id-E-DCH-768-Information-Response CRITICALITY 

optional } I 

{ ID id-E-DCH-LCR-Information-Response CRITICALITY 

optional } , 



ignore EXTENSION RL-LCR-Inf ormationResponse-RL-SetupRspTDD PRESENCE 

ignore EXTENSION HSDSCH-RNTI PRESENCE 

ignore EXTENSION HSDSCH-TDD-Inf ormation-Response PRESENCE 

ignore EXTENSION DSCH-RNTI PRESENCE 

ignore EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL PRESENCE 

ignore EXTENSION RL-Inf ormationResponse-RL-SetupRspTDD7 68 PRESENCE 

ignore EXTENSION E-DCH-Inf ormation-Response PRESENCE 

ignore EXTENSION E-DCH-7 68-Inf ormation-Response PRESENCE 

ignore EXTENSION E-DCH-LCR-Inf ormation-Response PRESENCE 
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RL-LCR-Inf ormationResponse-RL-SetupRspTDD 



SEQUENCE { 



rL-ID 

uRA-Inf ormation 

sAI 

gA-Cell 

gA-AccessPoint Posit ion 

ul-TimeSlot-ISCP-LCR-Info 

maxUL-SIR 

minUL-SIR 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

uARFCNforNt 

cellParameterlD 

sCTD-Indicator SCTD- 

pCCPCH-Power 

alphaValue 

ul-PhysCH-SF-Variation 

synchroni sat ionCon figuration 

secondary-LCR-CCPCH-Info-TDD 

ul-LCR-CCTrCHInf ormation 

dl-LCR-CCTrCHInf ormation 

dCH-InformationResponse 

dsch-LCR-Inf ormationResponse 

usch-LCR-Inf ormationResponse 

neighbour ing-UMTS-Cell Information 

neighbour ing-GSM-Cell Information 

iE-Ext ens ions 



RL-ID, 

URA-Inf ormation, 

SAI, 

GA-Cell OPTIONAL, 

GA-AccessPointPosition OPTIONAL, 

UL-TimeSlot-ISCP-LCR-Info, 

UL-SIR, 

UL-SIR, 

MaximumAllowedULTxPower, 

DL-Power , 

DL-Power , 

UARFCN OPTIONAL, 

CellParameterlD OPTIONAL, 

Indicator OPTIONAL, 

PCCPCH-Power, 

AlphaValue, 

UL-PhysCH-SF-Variation, 

Synchroni sat ionCon figuration, 

Secondary-LCR-CCPCH-Info-TDD 

UL-LCR-CCTrCHInformationList-RL-SetupRspTDD 

DL-LCR-CCTrCHInformationList-RL-SetupRspTDD 

DCH-InformationResponseList-RL-SetupRspTDD 

DSCH-LCR-InformationResponse-RL-SetupRspTDD 

USCH-LCR-InformationResponse-RL-SetupRspTDD 

Neighbour ing-UMTS-Cell Information 

Neighbour ing-GSM-Cell Information 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer ( ( RL-LCR-Inf ormationResponseList-RL-SetupRspTDD-ExtlEs } } 



OPTIONAL, 



RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 

{ ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio 

{ ID Id-UL-TimingAdvanceCtrl-LCR CRITICALITY ignore EXTENSION UL-TimingAdvanceCtrl-LCR 

— Mandatory for 1.28Mcps TDD only 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 



UL-LCR-CCTrCHInformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container ( ( UL-LCR-CCTrCHInf ormationListlEs-RL-SetupRspTDD } } 

UL-LCR-CCTrCHInformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-UL-CCTrCH-LCR-InformationListlE-RL-SetupRspTDD CRITICALITY ignore TYPE UL-LCR-CCTrCHInf ormationListlE-RL-SetupRspTDD PRESENCE 
mandatory } 
} 

UL-LCR-CCTrCHInformationListlE-RL-SetupRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHsLCR) ) OE UL-LCR-CCTrCHInf ormationltem-RL-SetupRspTDD 

UL-LCR-CCTrCHInformationltem-RL-SetupRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-LCR-Inf ormation UL-DPCH-LCR-Inf ormationList-RL-SetupRspTDD OPTIONAL, 
IE-Extensions ProtocolExtensionContainer { { UL-LCR-CCTrCHInf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 
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UL-LCR-CCTrCHInformationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-UL-SIR-Target-CCTrCH-LCR-Informationltem-RL-SetupRspTDD CRITICALITY ignore EXTENSION UL-SIR PRESENCE optional}, 

} 

UL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container ( ( UL-DPCH-LCR-Inf ormationListlEs-RL-SetupRspTDD } } 

UL-DPCH-LCR-InformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-DPCH-LCR-Informationltem-RL-SetupRspTDD CRITICALITY ignore TYPE UL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD PRESENCE mandatory 

} 
} 

UL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-TimeslotLCR-Information UL-TimeslotLCR-Inf ormation, 
iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-LCR-CCTrCHInformationList-RL-SetupRspTDD : := ProtocolIE-Single-Container { { DL-LCR-CCTrCHInf ormationListlEs-RL-SetupRspTDD } } 

DL-LCR-CCTrCHInformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-CCTrCH-LCR-InformationListlE-RL-SetupRspTDD CRITICALITY ignore TYPE DL-CCTrCH-LCR-Inf ormationListlE-RL-SetupRspTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-LCR-InformationListlE-RL-SetupRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHsLCR) ) OF DL-CCTrCH-LCR-Inf ormationltem-RL-SetupRspTDD 

DL-CCTrCH-LCR-Informationltem-RL-SetupRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-LCR-Inf ormation DL-DPCH-LCR-Inf ormationList-RL-SetupRspTDD OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-LCR-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

DL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { { DL-DPCH-LCR-Inf ormationListlEs-RL-SetupRspTDD } } 

DL-DPCH-LCR-InformationListlEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-DPCH-LCR-Informationltem-RL-SetupRspTDD CRITICALITY ignore TYPE DL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD PRESENCE mandatory 

} 
} 

DL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 481 ETSI TS 1 25 423 V7.4.0 (2007-03) 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

dL-Timeslot-LCR-Inf ormation DL-TimeslotLCR-Inf ormation, 

tSTD-Indicator TSTD-Indicator , 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-LCR-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DSCH-LCR-InformationResponse-RL-SetupRspTDD : := ProtocolIE-Single-Container ( ( DSCH-LCR-Inf ormationList-RL-SetupRspTDD } } 

DSCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-DSCH-LCR-InformationListlEs-RL-SetupRspTDD CRITICALITY ignore TYPE DSCH-LCR-Inf ormationListlEs-RL-SetupRspTDD PRESENCE mandatory 
} 
} 

DSCH-LCR-InformationListlEs-RL-SetupRspTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHsLCR) ) OF DSCH-LCR-Inf ormationltem-RL-SetupRspTDD 

DSCH-LCR-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE ( 
dsch-ID DSCH-ID, 

dSCH-FlowControl Information DSCH-FlowControl Information, 
bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
transportFormatManagement TransportFormatManagement, 
iE-Extensions ProtocolExtensionContainer ( (DSCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

DSCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

USCH-LCR-InformationResponse-RL-SetupRspTDD : := ProtocolIE-Single-Container ( { USCH-LCR-Inf ormationList-RL-SetupRspTDD } } 

USCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-USCH-LCR-InformationListlEs-RL-SetupRspTDD CRITICALITY ignore TYPE USCH-LCR-Inf ormationListlEs-RL-SetupRspTDD PRESENCE mandatory 
} 
} 

USCH-LCR-InformationListlEs-RL-SetupRspTDD ::= SEQUENCE (SIZE ( . . maxNoOf USCHsLCR) ) OF USCH-LCR-Inf ormationltem-RL-SetupRspTDD 

USCH-LCR-Inf ormationltem-RL-SetupRspTDD ::= SEQUENCE { 
usch-ID USCH-ID, 

bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
transportFormatManagement TransportFormatManagement, 
iE-Extensions ProtocolExtensionContainer ( ( USCH-LCR-Inf ormationltem-RL-SetupRspTDD-ExtlEs } } OPTIONAL, 

} 

USCH-LCR-Informationltem-RL-SetupRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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RL-Inf ormationResponse-RL-SetupRspTDD7 68 



SEQUENCE { 



rL-ID 

uRA-Inf ormation 

sAI 

gA-Cell 

gA-AccessPoint Posit ion 

ul-TimeSlot-ISCP-Info 

maxUL-SIR 

minUL-SIR 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

uARFCNforNt 

cellParameterlD 

syncCase 

sCH-TimeSlot 



RL-ID, 

URA-Information OPTIONAL, 
SAI, 

GA-Cell OPTIONAL, 
GA-AccessPointPosition OPTIONAL, 
UL-TimeSlot-ISCP-Info, 
UL-SIR, 
UL-SIR, 

MaximumAllowedULTxPower, 
DL-Power, 
DL-Power , 

UARFCN OPTIONAL, 

CellParameterlD OPTIONAL, 
SyncCase OPTIONAL, 

SCH-TimeSlot OPTIONAL, 
This IE shall be present if Sync Case IE is equal to 

OPTIONAL, 



SCTD-Indicator 

pCCPCH-Power 

timingAdvanceApplied 

alphaValue 

ul-PhysCH-SF-Variation 

synchroni sat ionCon figuration 

secondary-CCPCH-Info-TDD7 68 

ul-CCTrCHInformation7 68 

dl-CCTrCHInformation7 68 

dCH-Inf ormationResponse 

dsch-Inf ormationResponse 

usch-Inf ormationResponse 

neighbour ing-UMTS-Cell Information 

neighbour ing-GSM-Cell Information 

gA-CellAdditional Shapes 

hCS-Prio 

times lot -RL-SetupRspTDD 



Case2" . 
SCTD-Indicator 
PCCPCH-Power, 
TimingAdvanceApplied, 
AlphaValue, 
UL-PhysCH-SF-Variation, 

Synchroni sat ionCon figuration, 
Secondary-CCPCH-Info-TDD7 68 OPTIONAL, 

UL-CCTrCHInformationList-RL-SetupRspTDD7 68 OPTIONAL, 
DL-CCTrCHInformationList-RL-SetupRspTDD7 68 OPTIONAL, 
DCH-InformationResponseList-RL-SetupRspTDD OPTIONAL, 
DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL, 
USCH-InformationResponse-RL-SetupRspTDD OPTIONAL, 

Neighbour ing-UMTS-Cell Information OPTIONAL, 
Neighbour ing-GSM-Cell Information OPTIONAL, 
GA-CellAdditionalShapes OPTIONAL, 
HCS-Prio OPTIONAL, 
TimeSlot OPTIONAL, 



This IE shall be present if Sync Case IE is Casel . 



IE-Extensions 



ProtocolExtensionContainer ( ( RL-Inf ormationResponse-RL-SetupRspTDD7 68-ExtIEs } } OPTIONAL, 



RL-InformationResponse-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-CCTrCHInformationList-RL-SetupRspTDD768 : := ProtocolIE-Single-Container { {UL-CCTrCHInformationListIEs-RL-SetupRspTDD768 } } 

UL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768 CRITICALITY ignore TYPE UL-CCTrCHInf ormationListIE-RL-SetupRspTDD7 68 
mandatory } 
} 



PRESENCE 
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UL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF UL-CCTrCHInf ormationItem-RL-SetupRspTDD7 68 

UL-CCTrCHInformationItem-RL-SetupRspTDD7 68 : := SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-Information7 68 UL-DPCH-Inf ormationList-RL-SetupRspTDD7 68 OPTIONAL, 

uL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD7 68 UL-SIR OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCHInf ormationItem-RL-SetupRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

UL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container ( ( UL-DPCH-Inf ormationListIEs-RL-SetupRspTDD7 68 } } 

UL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD7 68 CRITICALITY ignore TYPE UL-DPCH-Inf ormationItem-RL-SetupRspTDD7 68 PRESENCE mandatory 

} 
} 

UL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-Timeslot-Inf ormation7 68 UL-Timeslot-Inf ormation7 68 , 

iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-Inf ormationItem-RL-SetupRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

UL-DPCH-InformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCHInformationList-RL-SetupRspTDD768 : := ProtocolIE-Single-Container ( ( DL-CCTrCHInf ormationListIEs-RL-SetupRspTDD7 68 } } 

DL-CCTrCHInformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768 CRITICALITY ignore TYPE DL-CCTrCHInf ormationListIE-RL-SetupRspTDD7 68 PRESENCE 
mandatory } 
} 

DL-CCTrCHInformationListIE-RL-SetupRspTDD768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF DL-CCTrCHInf ormationItem-RL-SetupRspTDD7 68 

DL-CCTrCHInformationItem-RL-SetupRspTDD768 ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Information7 68 DL-DPCH-Inf ormationList-RL-SetupRspTDD7 68 OPTIONAL, 

cCTrCH-Maximum-DL-Power DL-Power OPTIONAL, — this is a DCH type CCTrCH power 

cCTrCH-Minimum-DL-Power DL-Power OPTIONAL, — this is a DCH type CCTrCH power 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCHInf ormationItem-RL-SetupRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

DL-CCTrCHInformationItem-RL-SetupRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
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} 

DL-DPCH-InformationList-RL-SetupRspTDD768 ::= ProtocolIE-Single-Container ( ( DL-DPCH-Inf ormationListIEs-RL-SetupRspTDD7 68 } } 

DL-DPCH-InformationListIEs-RL-SetupRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-DPCH-InformationItem-RL-SetupRspTDD7 68 CRITICALITY ignore TYPE DL-DPCH-Inf ormationItem-RL-SetupRspTDD7 68 PRESENCE mandatory 

} 
} 

DL-DPCH-InformationItem-RL-SetupRspTDD768 ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tOD-DPCHOffset TDD-DPCHOf f set , 

dL-Timeslot-Information7 68 DL-Timeslot-Information7 68, 
iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationItem-RL-SetupRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

DL-DPCH-Inf ormationItem-RL-SetupRspTDD7 68-ExtIEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

************************************************************** 

— RADIO LINK SETUP FAILURE FDD 

************************************************************** 

RadioLinkSetupFailureFDD ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLinkSetupFailureFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkSetupFailureFDD-Extensions } } OPTIONAL, 

} 

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE optional } I 

{ ID id-CN-PS-Domainldentifier CRITICALITY ignore TYPE CN-PS-Domainldentif ier PRESENCE optional } 

{ ID id-CN-CS-Domainldentifier CRITICALITY ignore TYPE CN-CS-Domainldentif ier PRESENCE optional } 

{ ID id-CauseLevel-RL-SetupFailureFDD CRITICALITY ignore TYPE CauseLevel-RL-SetupFailureFDD PRESENCE mandatory } 

{ ID id-UL-SIRTarget CRITICALITY ignore TYPE UL-SIR PRESENCE optional } I 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

CauseLevel-RL-SetupFailureFDD ::= CHOICE ( 

generalCause GeneralCauseList-RL-SetupFailureFDD, 
rLSpecificCause RLSpecif IcCauseList-RL-SetupEailureEDD, 

} 

GeneralCauseList-RL-SetupEailureEDD ::= SEQUENCE { 

cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( GeneralCauseltem-RL-SetupEailureEDD-ExtlEs } } OPTIONAL, 
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} 

GeneralCauseltem-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE ( 

unsuccessf ul-RL-Inf ormationRespList-RL-SetupFailureFDD Unsuccessf ulRL-Inf ormationResponseList-RL-SetupFailureFDD, 

success ful-RL-InformationRespList-RL-SetupFailureFDD Success fulRL-InformationResponseList-RL-SetupFailureFDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { RLSpecif icCauseltem-RL-SetupFailureFDD-ExtlEs } } OPTIONAL, 

} 

RLSpecificCauseltem-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-HSDSCH-RNTI CRITICALITY ignore EXTENSION HSDSCH-RNTI PRESENCE optional } 

{ ID id-HSDSCH-FDD-Information-Response CRITICALITY ignore EXTENSION HSDSCH-FDD-Inf ormation-Response PRESENCE optional } 

{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response CRITICALITY ignore EXTENSION Continuous-Packet-Connectivity- 

HS-SCCH-Less-Information-Response PRESENCE optional } I 

{ ID id-SixtyfourQAM-DL-Supportlndicator CRITICALITY ignore EXTENSION Sixtyf ourQAM-DL-Supportlndicator PRESENCE optional }, 

} 

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( Unsuccessf ulRL- 
Inf ormationResponse-RL-SetupFailureFDD-IEs } } 

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES : := { 

( ID id-UnsuccessfulRL-Inf ormationResponse-RL-SetupFailureFDD CRITICALITY ignore TYPE Unsuccessf ulRL-InformationResponse-RL- 
SetupFailureFDD PRESENCE mandatory } 
} 

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD : := SEQUENCE { 
rL-ID RL-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { Unsuccessf ulRL-Inf ormationResponse-RL-SetupFailureFDD-ExtlEs } } OPTIONAL, 

} 

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE ( . .maxNrOf RLs-1 ) ) OF ProtocolIE-Single-Container ( ( Successf ulRL- 
Inf ormationResponse-RL-SetupFailureFDD-IEs } } 

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES : := ( 

( ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD CRITICALITY ignore TYPE Successf ulRL-InformationResponse-RL-SetupFailureFDD 

PRESENCE mandatory } 
} 

Successf ulRL-InformationResponse-RL-SetupFailureFDD : := SEQUENCE { 
rL-ID RL-ID, 

rL-Set-ID RL-Set-ID, 

uRA-Information URA-Inf ormation OPTIONAL, 

SAI SAI, 
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gA-Cell 

gA-AccessPoint Posit ion 

received-total -wide -band-power 

not-Used-secondary-CCPCH-Info 

dl-Code Information 

diversity Indication 

sSDT-Support Indicator 

maxUL-SIR 

minUL-SIR 

closedlooptimingad justmentmode 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

primaryCPICH-Power 

primaryScramblingCode 

uL-UARFCN 

dL-UARFCN 



GA-Cell OPTIONAL, 

GA-AccessPointPosition OPTIONAL, 

Received-total -wide -band-power, 

NULL OPTIONAL, 

FDD-DL-Code Information, 

Diver sitylndication-RL-SetupFailureFDD, 
SSDT-Support Indicator, 
UL-SIR, 
UL-SIR, 

Closedlooptimingad justmentmode OPTIONAL, 
MaximumAllowedULTxPower, 
DL-Power, 
DL-Power , 

PrimaryCPICH-Power, 
PrimaryScramblingCode 
UARFCN 
UARFCN 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



not-Used-dSCH-InformationResponse-RL-SetupFailureFDD NULL 

neighbour ing-UMTS-Cell Information Neighbour ing-UMTS-Cell Information 

neighbour ing-GSM-Cell Information Neighbour ing-GSM-Cell Information 

pC-Preamble PC-Preamble, 

sRB-Delay SRB-Delay, 

IE-Extensions ProtocolExtensionContainer { { Successf ulRL-Inf ormationResponse-RL-SetupFailureFDD-ExtlEs } } OPTIONAL, 



SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 

} I 

( ID Id-DL-PowerBalancing-Activationlndicator CRITICALITY ignore EXTENSION DL-PowerBalancing-Activationlndicator 
} I 

( ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio 

} I 

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation CRITICALITY ignore EXTENSION Primary-CPICH-Usage-For-Channel-Estimation 
optional } I 

{ ID id-Secondary-CPICH-Information CRITICALITY ignore EXTENSION Secondary-CPICH-Inf ormation 

optional } I 

( ID Id-Active-MBMS-Bearer-ServiceFDD-PFL 
optional } I 

( ID id-EDCH-RLSet-Id 
optional } I 

{ ID id-EDCH-FDD-DL-ControlChannellnformation 
optional } I 

{ ID Id-Initial-DL-DPCH-TimingAdjustment 



CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL 
CRITICALITY ignore EXTENSION RL-Set-ID 

CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInf ormation 
CRITICALITY ignore EXTENSION DL-DPCH-TimingAd justment 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
PRESENCE 
PRESENCE 

PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE optional 



Diversitylndication-RL-SetupFailureFDD : := CHOICE { 

combining Combining-RL-SetupFailureFDD, 

nonCombiningOrFirstRL NonCombiningOrFirstRL-RL-SetupFailureFDD 



Combining-RL-SetupFailureFDD 



SEQUENCE { 
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rL-ID RL-ID, 

iE-Extensions ProtocolExtensionContainer ( { Combiningltem-RL-SetupFailureFDD-ExtlEs } } OPTIONAL, 

} 

Combiningltem-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

( ID id-DCH-InformationResponse CRITICALITY ignore EXTENSION DCH-Inf ormationResponse PRESENCE optional } I 

{ ID id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 

} 

NonCombiningOrFirstRL-RL-SetupFailureFDD ::= SEQUENCE { 

dCH-Inf ormationResponse DCH-Inf ormationResponse, 

iE-Extensions ProtocolExtensionContainer ( ( NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtlEs } } OPTIONAL, 

} 

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 

} 

RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK SETUP FAILURE TDD 

************************************************************** 

RadioLinkSetupFailureTDD ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {( RadioLinkSetupFailureTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkSetupFailureTDD-Extensions } } OPTIONAL, 

} 

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-CauseLevel-RL-SetupFailureTDD CRITICALITY ignore TYPE CauseLevel-RL-SetupFailureTDD PRESENCE mandatory } | 
{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

CauseLevel-RL-SetupFailureTDD ::= CHOICE ( 

generalCause GeneralCauseList-RL-SetupFailureTDD, 
rLSpecificCause RLSpecif IcCauseList-RL-SetupFailureTDD, 

} 

GeneralCauseList-RL-SetupFailureTDD ::= SEQUENCE { 
cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( GeneralCauseltem-RL-SetupFailureTDD-ExtlEs } } OPTIONAL, 
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GeneralCauseltem-RL-SetupFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RLSpecificCauseList-RL-SetupFailureTDD ::= SEQUENCE ( 

unsuccessf ul-RL-Inf ormationRespItem-RL-SetupFailureTDD Unsuccessf ul-RL-Inf ormationRespItem-RL-SetupFailureTDD, 

iE-Extensions ProtocolExtensionContainer { { RLSpecif icCauseltem-RL-SetupFailureTDD-ExtlEs } } 

OPTIONAL, 

} 

RLSpecificCauseltem-RL-SetupFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

Unsuccessf ul-RL-Inf ormationRespItem-RL-SetupFailureTDD : := ProtocolIE-Single-Container { { Unsuccessf ul-RL-Inf ormationRespItemlE-RL-SetupFailureTDD } 
} 

Unsuccessful-RL-InformationRespItemlE-RL-SetupFailureTDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-Unsuccessf ulRL-Inf ormationResponse-RL-SetupFailureTDD CRITICALITY ignore TYPE Unsuccessf ulRL-InformationResponse-RL- 
SetupFailureTDD PRESENCE mandatory } 
} 

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD : := SEQUENCE { 
rL-ID RL-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { Unsuccessf ulRL-Inf ormationResponse-RL-SetupFailureTDD-ExtlEs } } OPTIONAL, 

} 

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK ADDITION REQUEST FDD 

************************************************************** 



RadioLinkAdditionRequestFDD ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container { {RadioLinkAdditionRequestFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkAdditionRequestFDD-Extensions } } 



OPTIONAL, 



RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-SIRTarget CRITICALITY reject TYPE UL-SIR 



PRESENCE mandatory } | 
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{ ID Id-RL-InformationList-RL-AdditionRqstFDD CRITICALITY notify TYPE RL-Inf ormationList-RL-AdditionRqstFDD PRESENCE mandatory } 
{ ID id-Active-Pattern-Sequence-Information CRITICALITY reject TYPE Active-Pattern-Sequence-Information PRESENCE optional }, 



RL-Inf ormationList-RL-AdditionRqstEDD 
AdditionRqstEDD-IEs} } 



SEQUENCE (SIZE ( 1 . . maxNrOf RLs-1 ) ) OF ProtocolIE-Single-Cont ainer ( ( RL-Inf ormation-RL- 



RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-RL-Information-RL-AdditionRqstFDD CRITICALITY notify TYPE RL-Inf ormation-RL-AdditionRqstFDD PRESENCE mandatory } 



RL-Inf ormation-RL-AdditionRqstFDD 
rL-ID 
C-ID 

f rameOf f set 
chipOf f set 

diver sityControlField 
primaryCPICH-EcNo 
not-Used-sSDT-CelllD 
transmitDiversity Indicator 
iE -Extensions 



:= SEQUENCE { 
RL-ID, 
C-ID, 

FrameOf f set , 
ChipOffset, 

Diver sityControlField, 
PrimaryCPICH-EcNo OPTIONAL, 
NULL OPTIONAL, 

TransmitDiversity Indicator OPTIONAL, 
ProtocolExtensionContainer ( ( RL-Inf ormation-RL-AdditionRqstFDD-ExtlEs } } OPTIONAL, 



RL-Information-RL-AdditionRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DLReferencePower CRITICALITY ignore EXTENSION DL-Power PRESENCE optional}! 

{ ID id-Enhanced-PrimaryCPICH-EcNo CRITICALITY ignore EXTENSION Enhanced-PrimaryCPICH-EcNo 

{ ID id-RL-Specific-DCH-Info CRITICALITY ignore EXTENSION RL-Specif ic-DCH-Inf o PRESENCE optional } 

{ ID Id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional } I 

{ ID id-RL-Specific-EDCH-Information CRITICALITY reject EXTENSION RL-Specif ic-EDCH-Information 

{ ID id-EDCH-RL-Indication CRITICALITY reject EXTENSION EDCH-RL-Indication 

optional } I 

( ID id-Synchronisationlndicator CRITICALITY ignore EXTENSION Synchronisationlndicator 



PRESENCE optional } I 



PRESENCE optional } I 

PRESENCE 

PRESENCE optional}. 



RadioLinkAdditionRequestEDD-Extensions RNSAP-PROTOCOL-EXTENSION 



{ 



} I 



} I 



( ID id-DPC-Mode 



{ ID id-Permanent-NAS-UE-Identity 



{ ID id-Serving-EDCHRL-Id 
optional } I 

( ID Id-Initial-DL-DPCH-TimingAdjustment-Allowed 
} I 

{ ID id-HS-DSCH-serving-cell-change-inf ormation 
} I 

( ID id-Serving-cell-change-CFN 
} I 

{ ID id-EDPCH-Information 
optional } I 

{ ID id-EDCH-FDD-Information 
optional } , 



CRITICALITY reject EXTENSION DPC-Mode 

CRITICALITY ignore EXTENSION Permanent-NAS-UE-Identity 

CRITICALITY reject EXTENSION EDCH-Serving-RL 

CRITICALITY ignore EXTENSION Initial-DL-DPCH-TimingAd justment-Allowed 

CRITICALITY reject EXTENSION HS-DSCH-serving-cell-change-inf ormation 

CRITICALITY reject EXTENSION CFN 

CRITICALITY reject EXTENSION EDPCH-Inf ormation-RLAdditionReq-FDD 

CRITICALITY reject EXTENSION EDCH-FDD-Inf ormation 



PRESENCE optional 
PRESENCE optional 
PRESENCE 

PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
PRESENCE 
PRESENCE 
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— This IE shall be present if E-DPCH Information is present 



} 



EDPCH-Inf ormation-RLAdditionReq-FDD : : = 
maxSet-E-DPDCHs 
ul-PunctureLimit 
e-TFCS-Information 
e-TTI 

e-DPCCH-PO 

e-RGCH-2-IndexStepThreshold 
e-RGCH-3-IndexStepThreshold 
hARQ-Info-for-E-DCH 
IE-Extensions 



SEQUENCE ( 

Max-Set-E-DPDCHs , 

PunctureLimit , 

E-TFCS-Information, 

E-TTI, 

E-DPCCH-PO, 

E-RGCH-2-IndexStepThreshold, 

E-RGCH-3-IndexStepThreshold, 

HARQ-Info-for-E-DCH, 

ProtocolExtensionContainer ( ( EDPCH-Inf ormation-RLAdditionReq-FDD-ExtlEs } } OPTIONAL, 



EDPCH-Information-RLAdditionReq-FDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-HSDSCH-Configured-Indicator CRITICALITY reject EXTENSION HSDSCH-Conf igured-Indicator 

— This shall be present for EDPCH configuration with HSDCH 



PRESENCE mandatory}, 



} 



************************************************************** 



— RADIO LINK ADDITION REQUEST TDD 



************************************************************** 



RadioLinkAdditionRequestTDD ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkAdditionRequestTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkAdditionRequestTDD-Extensions } } 



OPTIONAL, 



} 



RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-RL-Information-RL-AdditionRqstTDD CRITICALITY reject TYPE RL-Inf ormation-RL-AdditionRqstTDD 



PRESENCE mandatory 



RL-Inf ormation-RL-AdditionRqstTDD 
rL-ID 
C-ID 

f rameOf f set 
diver sityControlField 
primaryCCPCH-RSCP 
dL-TimeSlot-ISCP-Info 
— for 3.84Mcps TDD only 
IE-Extensions 



:= SEQUENCE { 
RL-ID, 
C-ID, 

FrameOf f set. 
Diver sityControlField, 
PrimaryCCPCH-RSCP 
DL-TimeSlot-ISCP-Info 



OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer ( ( RL-Inf ormation-RL-AdditionRqstTDD-ExtlEs } } OPTIONAL, 



RL-Inf ormation-RL-AdditionRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD CRITICALITY reject EXTENSION DL-TimeSlot-ISCP-LCR-Inf ormation PRESENCE 
optional } I 

— for 1.28Mcps TDD only 

{ ID id-RL-Specific-DCH-Info CRITICALITY ignore EXTENSION RL-Specif ic-DCH-Inf o PRESENCE optional } 

{ ID Id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional } I 

{ ID id-UL-Synchronisation-Parameters-LCR CRITICALITY reject EXTENSION UL-Synchronisation-Parameters-LCR PRESENCE 

optional }| — Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7 . 68Mcps TDD 

( ID id-PrimaryCCPCH-RSCP-Delta CRITICALITY ignore EXTENSION PrimaryCCPCH-RSCP-Delta PRESENCE optional }, 



CRITICALITY notify 
CRITICALITY notify 



RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-Permanent-NAS-UE-Identity CRITICALITY ignore 

( ID Id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD 
optional } I 

( ID Id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD 
optional } I 

{ ID id-HSDSCH-TDD-Information 

{ ID id-HSPDSCH-RL-ID 

{ ID id-E-DCH-Information 

{ ID id-E-DCH-Serving-RL-ID 

{ ID id-E-DCH-768-Information 

{ ID id-E-DCH-LCR-Information 



EXTENSION Permanent-NAS-UE-Identity PRESENCE optional } 
EXTENSION UL-CCTrCH-InformationList-RL-AdditionRqstTDD PRESENCE 

EXTENSION DL-CCTrCH-InformationList-RL-AdditionRqstTDD PRESENCE 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



EXTENSION HSDSCH-TDD-Information 

EXTENSION RL-ID 

EXTENSION E-DCH-Information 

EXTENSION RL-ID 

EXTENSION E-DCH-768-Information 

EXTENSION E-DCH-LCR-Information 



PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 



UL-CCTrCH-InformationList-RL-AdditionRqstTDD 
Inf ormationltemlEs-RL-AdditionRqstTDD } } 



SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs ) ) OF ProtocolIE-Single-Container ( (UL-CCTrCH- 



UL-CCTrCH-InformationltemlEs-RL-AdditionRqstTDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-UL-CCTrCH-Informationltem-RL-AdditionRqstTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationltem-RL-AdditionRqstTDD PRESENCE 
optional } , 

} 

UL-CCTrCH-Informationltem-RL-AdditionRqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

uplinkStepSizeLCR TDD-TPC-UplinkStepSize-LCR OPTIONAL, 

— Applicable to 1.28Mcps TDD only 
IE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-Inf ormationltem-RL-AdditionRqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Informationltem-RL-AdditionRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCH-InformationList-RL-AdditionRqstTDD ;;= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OE ProtocolIE-Single-Container { (DL-CCTrCH- 
Inf ormationltemlEs-RL-AdditionRqstTDD } } 

DL-CCTrCH-InformationltemlEs-RL-AdditionRqstTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DL-CCTrCH-Informationltem-RL-AdditionRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationltem-RL-AdditionRqstTDD PRESENCE 
optional } , 
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} 

DL-CCTrCH-Informationltem-RL-AdditionRqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

downlinkStepSize TDD-TPC-DownlinkStepSize OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationltem-RL-AdditionRqstTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-Informationltem-RL-AdditionRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK ADDITION RESPONSE FDD 

************************************************************** 

RadioLinkAdditionResponseFDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkAdditionResponseFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkAdditionResponseFDD-Extensions } } OPTIONAL, 

} 

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-InformationResponseList-RL-AdditionRspFDD CRITICALITY ignore TYPE RL-Inf ormationResponseList-RL-AdditionRspFDD PRESENCE 
mandatory } | 

( ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RL-InformatlonResponseLlst-RL-AdditionRspFDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs-1 ) ) OE ProtocolIE-Single-Container { { RL- 
Inf ormationResponseltemlEs-RL-AdditionRspFDD } } 

RL-InformationResponseltemlEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-RL-InformationResponseltem-RL-AddltlonRspFDD CRITICALITY ignore TYPE RL-Inf ormationResponseltem-RL-AdditionRspFDD PRESENCE 
mandatory } 
} 

RL-Inf ormationResponseltem-RL-AdditionRspFDD : := SEQUENCE { 

rL-ID RL-ID, 

rL-Set-ID RL-Set-ID, 

uRA-Information URA-Inf ormation OPTIONAL, 

SAI SAI, 

gA-Cell GA-Cell OPTIONAL, 

gA-AccessPointPosition GA-AccessPointPosition OPTIONAL, 

received-total -wide -band-power Received-total -wide -band-power, 
not-Used-secondary-CCPCH-Info NULL OPTIONAL, 

dl-Code Informal ion DL-CodeInf ormatlonLlst-RL-AdditionRspFDD, 

diversity Indication Diver sitylndicati on -RL-AdditionRspEDD, 

sSDT-Support Indicator SSDT-Support Indicator, 

minUL-SIR UL-SIR, 
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maxUL-SIR 

closedlooptimingad justmentmode 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

neighbour ing-UMTS-Cell Information 

neighbour ing-GSM-Cell Information 

pC-Preamble 

sRB-Delay 

primaryCPICH-Power 

iE-Extensions 



UL-SIR, 

Closedlooptimingad justmentmode OPTIONAL, 

MaximumAllowedULTxPower, 

DL-Power, 

DL-Power , 

Neighbour ing-UMTS-Cell Information OPTIONAL, 

Neighbour ing-GSM-Cell Information OPTIONAL, 

PC-Preamble, 

SRB-Delay, 

PrimaryCPICH-Power, 

ProtocolExtensionContainer { { RL-Inf ormationResponseltem-RL-AdditionRspFDD-ExtlEs } 



} OPTIONAL, 



RL-Inf ormationResponse I tem-RL-AdditionRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ 



{ ID id-GA-CellAdditionalShapes 

{ ID Id-DL-PowerBalancing-Activationlndicator 

{ ID id-HCS-Prio 

{ ID Id-Active-MBMS-Bearer-ServiceFDD-PFL 
optional } I 

( ID id-EDCH-RLSet-Id 

{ ID id-EDCH-FDD-DL-ControlChannellnformation 

{ ID Id-Initial-DL-DPCH-TimingAdjustment 



CRITICALITY ignore EXTENSION GA-CellAdditionalShapes PRESENCE optional } I 

CRITICALITY ignore EXTENSION DL-PowerBalancing-Activationlndicator PRESENCE optional}! 

CRITICALITY ignore EXTENSION HCS-Prio PRESENCE optional } I 

CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL PRESENCE 



CRITICALITY ignore EXTENSION RL-Set-ID 

CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInf ormation 

CRITICALITY ignore EXTENSION DL-DPCH-TimingAd justment 



PRESENCE optional } I 
PRESENCE optional } I 
PRESENCE optional }, 



DL-CodelnformationList-RL-AdditionRspFDD 

DL-CodelnformationListlEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-FDD-DL-Codelnformation CRITICALITY ignore TYPE FDD-DL-CodeInf ormation 



ProtocolIE-Single-Container { { DL-CodeInf ormationListlEs-RL-AdditionRspFDD } } 

PRESENCE mandatory } 



Diversitylndication-RL-AdditionRspFDD ::= CHOICE { 

combining Combining-RL-AdditionRspFDD, 

nonCombining NonCombining-RL-AdditionRspFDD 



Combining-RL-AdditionRspFDD 
rL-ID 
iE-Extensions 



SEQUENCE { 

RL-ID, 

ProtocolExtensionContainer ( ( Combiningltem-RL-AdditionRspFDD-ExtlEs } } OPTIONAL, 



Combiningltem-RL-AdditionRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

( ID id-DCH-InformationResponse CRITICALITY ignore EXTENSION DCH-Inf ormationResponse PRESENCE optional } I 

( ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 



NonCombining-RL-AdditionRspFDD : : 
dCH-Inf ormationResponse 
iE-Extensions 



} 



SEQUENCE { 

DCH-Inf ormationResponse, 

ProtocolExtensionContainer { { NonCombiningltem-RL-AdditionRspFDD-ExtlEs } } OPTIONAL, 
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NonCombiningltem-RL-AdditionRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 

} 

RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ;;= { 

{ ID id-HS-DSCH-serving-cell-change-informationResponse CRITICALITY ignore EXTENSION HS-DSCH-serving-cell-change-inf ormationResponse 

PRESENCE optional}! 

{ ID id-E-DCH-Serving-cell-change-inf ormationResponse CRITICALITY ignore EXTENSION E-DCH-Serving-cell-change-inf ormationResponse 

PRESENCE optional}! 

{ ID id-MAChs-Resetlndicator CRITICALITY ignore EXTENSION MAChs-Resetlndicator 

PRESENCE optional}, 



************************************************************** 



— RADIO LINK ADDITION RESPONSE TDD 

************************************************************** 



RadioLinkAdditionResponseTDD 
protocolIEs 
protocolExtensions 



SEQUENCE ( 

ProtocolIE-Container {( RadioLinkAdditionResponseTDD-IEs } } , 
ProtocolExtensionContainer { { RadioLinkAdditionResponseTDD-Extensions } } 



OPTIONAL, 



RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Inf ormationResponse-RL-AdditionRspTDD 
! 

— Mandatory for 3.84Mcps TDD only 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics 



CRITICALITY ignore TYPE RL-Inf ormationResponse-RL-AdditionRspTDD PRESENCE optional } 

PRESENCE optional }, 



RL-Inf ormationResponse-RL-Additi 
rL-ID 

uRA-Inf ormation 
sAI 

gA-Cell 

gA-AccessPoint Posit ion 
ul-TimeSlot-ISCP-Info 
minUL-SIR 
maxUL-SIR 

maximumAllowedULTxPower 
maximumDLTxPower 
minimumDLTxPower 
pCCPCH-Power 
timingAdvanceApplied 
alphaValue 

ul-PhysCH-SF-Variation 
synchronisationConf iguration 
secondary-CCPCH-Info-TDD 



onRspTDD ::= SEQUENCE ( 
RL-ID, 

URA-Information OPTIONAL, 
SAI, 

GA-Cell OPTIONAL, 
GA-AccessPointPosition OPTIONAL, 
UL-TimeSlot-ISCP-Info, 
UL-SIR, 
UL-SIR, 

MaximumAllowedULTxPower, 
DL-Power, 
DL-Power, 
PCCPCH-Power, 
TimingAdvanceApplied, 
AlphaValue, 

UL-PhysCH-SF-Variation, 
SynchronisationConf iguration, 
Secondary-CCPCH-Info-TDD 



OPTIONAL, 
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ul-CCTrCHInformation 
dl-CCTrCHInformation 
dCH- Information 
dSCH-InformationResponse 
uSCH-Inf ormationResponse 
neighbour ing-UMTS-Cell Information 
neighbour ing-GSM-Cell Information 
iE-Extensions 



UL-CCTrCHInformationList-RL-AdditionRspTDD OPTIONAL, 

DL-CCTrCHInformationList-RL-AdditionRspTDD OPTIONAL, 

DCH-Information-RL-AdditionRspTDD OPTIONAL, 

DSCH-InformationResponse-RL-AdditionRspTDD OPTIONAL, 

USCH-InformationResponse-RL-AdditionRspTDD OPTIONAL, 
Neighbour ing-UMTS-Cell Information OPTIONAL, 
Neighbour ing-GSM-Cell Information OPTIONAL, 
ProtocolExtensionContainer ( (RL-InformationResponse-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 



RL-InformationResponse-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes PRESENCE optional } I 

( ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio PRESENCE optional }, 

} 

UL-CCTrCHInformationList-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( UL-CCTrCHInf ormationListlEs-RL-AdditionRspTDD } } 

UL-CCTrCHInformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-UL-CCTrCH-InformationListlE-RL-AdditionRspTDD CRITICALITY ignore TYPE UL-CCTrCHInf ormationListlE-RL-AdditionRspTDD 
mandatory } 
} 

UL-CCTrCHInformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf CCTrCHs) ) OF UL-CCTrCHInf ormationltem-RL-AdditionRspTDD 

UL-CCTrCHInformationltem-RL-AdditionRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-Information UL-DPCH-Inf ormationList-RL-AdditionRspTDD OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCHInf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 



PRESENCE 



UL-CCTrCHInformationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container ( ( UL-DPCH-Inf ormationListlEs-RL-AdditionRspTDD } } 

UL-DPCH-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-UL-DPCH-Informationltem-RL-AdditionRspTDD CRITICALITY ignore TYPE UL-DPCH-Inf ormationltem-RL-AdditionRspTDD PRESENCE mandatory 

} 
} 

UL-DPCH-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-Timeslot-Inf ormation UL-Timeslot-Inf ormation, 

IE-Extensions ProtocolExtensionContainer { {UL-DPCH-Inf ormationltem-RL -AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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DL-CCTrCHInformationList-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( DL-CCTrCHInf ormationListlEs-RL-AdditionRspTDD } } 

DL-CCTrCHInformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-CCTrCH-InformationListlE-RL-AdditionRspTDD CRITICALITY ignore TYPE DL-CCTrCHInf ormationListlE-RL-AdditionRspTDD PRESENCE 
mandatory } 
} 

DL-CCTrCHInformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf CCTrCHs) ) OF DL-CCTrCHInf ormationltem-RL-AdditionRspTDD 

DL-CCTrCHInformationltem-RL-AdditionRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Information DL-DPCH-Inf ormationList-RL-AdditionRspTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { ( DL-CCTrCHInf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCHInformationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional } I — this is a DCH 
type CCTrCH power 

( ID id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional}, — this is a DCH 
type CCTrCH power 

} 

DL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container ( { DL-DPCH-Inf ormationListlEs-RL-AdditionRspTDD } } 

DL-DPCH-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DL-DPCH-Informationltem-RL-AdditionRspTDD CRITICALITY ignore TYPE DL-DPCH-Inf ormationltem-RL-AdditionRspTDD PRESENCE mandatory 

} 
} 

DL-DPCH-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

dL-Timeslot- Information DL-Timeslot- Information, 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationltem-RL -AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DCH-Information-RL-AdditionRspTDD ::= SEQUENCE { 

diversity Indication Diver sitylndicati on -RL-AdditionRspTDD, 

iE-Extensions ProtocolExtensionContainer ( { DCH-Inf ormation-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 
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Diversity Indication-RL-AdditionRspTDD : := CHOICE { 

combining Combining-RL-AdditionRspTDD, 

nonCombining NonCombining-RL-AdditionRspTDD 
} 

Combining-RL-AdditionRspTDD ;;= SEQUENCE { 
rL-ID RL-ID, 

iE-Extensions ProtocolExtensionContainer ( ( Combiningltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

Combiningltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DCH-InformationResponse CRITICALITY ignore EXTENSION DCH-Inf ormationResponse PRESENCE optional }, 

} 

NonCombining-RL-AdditionRspTDD ::= SEQUENCE ( 

dCH-Inf ormationResponse DCH-Inf ormationResponse, 

iE-Extensions ProtocolExtensionContainer ( ( NonCombiningltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 



NonCombiningltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



DSCH-InformationResponse-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( DSCH-Inf ormationListlEs-RL-AdditionRspTDD } } 

DSCH-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DSCH-InformationListlE-RL-AdditionRspTDD CRITICALITY ignore TYPE DSCH-Inf ormationListlE-RL-AdditionRspTDD PRESENCE mandatory } 
} 

DSCH-InformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHs) ) OF DSCHInf ormationltem-RL-AdditionRspTDD 

DSCHInformationltem-RL-AdditionRspTDD ::= SEQUENCE { 
dsch-ID DSCH-ID, 

transportFormatManagement TransportFormatManagement , 
dSCH-FlowControl Information DSCH-FlowControl Information, 
diversity Indication Diver sityIndication-RL-AdditionRspTDD2 OPTIONAL, 
— diversitylndication present, if CHOICE = nonCombining 
iE-Extensions ProtocolExtensionContainer ( ( DSCHInf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

DSCHInformationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Diversity Indication-RL-AdditionRspTDD2 ::= SEQUENCE { 
bindingID BindingID OPTIONAL, 
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transportLayerAddress TransportLayerAddress OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { DiversityIndication-RL-AdditionRspTDD2-ExtIEs } } OPTIONAL, 

} 

DiversityIndication-RL-AdditionRspTDD2-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



USCH-InformationResponse-RL-AdditionRspTDD 



ProtocolIE-Single-Container ( { USCH-Inf ormationListlEs-RL-AdditionRspTDD } } 



USCH-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID id-USCH-InformationListlE-RL-AdditionRspTDD CRITICALITY ignore TYPE USCH-Inf ormationListlE-RL-AdditionRspTDD PRESENCE mandatory } 



USCH-InformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( . .maxNoOf USCHs) ) OF USCHInf ormationltem-RL-AdditionRspTDD 

USCHInformationltem-RL-AdditionRspTDD ::= SEQUENCE { 
uSCH-ID USCH-ID, 

transportFormatManagement TransportFormatManagement , 

diversity Indication Diver sityIndication-RL-AdditionRspTDD2 OPTIONAL, 
— diversitylndication present, if CHOICE = nonCombining 
iE-Extensions ProtocolExtensionContainer ( ( USCHInf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

USCHInformationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



( ID id-RL-LCR-InformationResponse-RL-AdditionRspTDD 

PRESENCE optional } I 

— Mandatory for 1.28Mcps TDD only 

{ ID id-Active-MBMS-Bearer-ServiceTDD-PFL 

PRESENCE optional}! 

{ ID id-HSDSCH-TDD-Information-Response 

PRESENCE optional } I 

{ ID id-DSCH-RNTI 

PRESENCE optional } I 

{ ID id-RL-InformationResponse-RL-AdditionRspTDD7 68 

PRESENCE optional}! 
{ ID id-E-DCH-Information-Response 
PRESENCE optional } I 

{ ID id-E-DCH-768-Information-Response 
PRESENCE optional } I 

{ ID id-E-DCH-LCR-Information-Response 
PRESENCE optional }, 



CRITICALITY ignore 

CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION RL-LCR-InformationResponse-RL-AdditionRspTDD 

EXTENSION Active-MBMS-Bearer-Service-ListTDD-PFL 

EXTENSION HSDSCH-TDD-Informat ion-Response 

EXTENSION DSCH-RNTI 

EXTENSION RL-InformationResponse-RL-AdditionRspTDD7 68 

EXTENSION E-DCH-Informat ion-Response 

EXTENSION E-DCH-7 68-Information-Response 

EXTENSION E-DCH-LCR-Informat ion-Response 



RL-LCR-InformationResponse-RL-AdditionRspTDD : := SEQUENCE { 
rL-ID RL-ID, 

uRA-Inf ormation URA-Inf ormation, 

SAI SAI, 
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gA-Cell 

gA-AccessPoint Posit ion 

ul-TimeSlot-ISCP-LCR-Info 

maxUL-SIR 

minUL-SIR 

pCCPCH-Power 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

alphaValue 

ul-PhysCH-SF-Variation 

synchroni sat ionCon figuration 

secondary-LCR-CCPCH-Info-TDD 

ul-CCTrCH-LCR-Information 

dl-CCTrCH-LCR-Information 

dCH-Inf ormationResponse 

dsch-LCR-InformationResponse 

usch-LCR-Inf ormationResponse 

neighbour ing-UMTS-Cell Information 

neighbour ing-GSM-Cell Information 

iE-Ext ens ions 

OPTIONAL, 



GA-Cell OPTIONAL, 

GA-AccessPointPosition OPTIONAL, 

UL-TimeSlot-ISCP-LCR-Info, 

UL-SIR, 

UL-SIR, 

PCCPCH-Power, 

MaximumAllowedULTxPower, 

DL-Power, 

DL-Power , 

AlphaValue, 

UL-PhysCH-SF-Variation, 

Synchroni sat ionCon figuration, 

Secondary-LCR-CCPCH-Info-TDD 

UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD 

DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD 

DCH-Inf ormationResponseList-RL-AdditionRspTDD 

DSCH-LCR-InformationResponse-RL-AdditionRspTDD 

USCH-LCR-InformationResponse-RL-AdditionRspTDD 
Neighbour ing-UMTS-Cell Information 
Neighbour ing-GSM-Cell Information 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 

OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer { { RL-LCR-Inf ormationResponseList-RL-AdditionRspTDD-ExtlEs } } 



} 



RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 
{ ID id-HCS-Prio CRITICALITY ignore EXTENSION HCS-Prio 

{ ID Id-UL-TimingAdvanceCtrl-LCR CRITICALITY ignore EXTENSION UL-TimingAdvanceCtrl-LCR 
— Mandatory for 1.28Mcps TDD only 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 



UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( UL-CCTrCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD } } 

UL-CCTrCH-LCR-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-UL-CCTrCH-LCR-InformationLlstlE-RL-AdditionRspTDD CRITICALITY ignore TYPE UL-CCTrCH-LCR-Inf ormationListlE-RL-AdditionRspTDD 

PRESENCE mandatory } 
} 

UL-CCTrCH-LCR-InformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf CCTrCHsLCR) ) OF UL-CCTrCH-LCR-Inf ormationltem-RL-AdditionRspTDD 

UL-CCTrCH-LCR-Informationltem-RL-AdditionRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-LCR-Information UL-DPCH-LCR-Inf ormationList-RL-AdditionRspTDD OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-LCR-Inf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD } } 
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UL-DPCH-LCR-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= { 

( ID id-UL-DPCH-LCR-Informationltem-RL-AdditionRspTDD CRITICALITY ignore TYPE UL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD PRESENCE 
mandatory } 
} 

UL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-TimeslotLCR-Information UL-TimeslotLCR-Inf ormation, 
iE-Extensions ProtocolExtensionContainer ( ( UL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( DL-CCTrCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD } } 

DL-CCTrCH-LCR-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-DL-CCTrCH-LCR-InformationListlE-RL-AdditionRspTDD CRITICALITY ignore TYPE DL-CCTrCH-LCR-Inf ormationListlE-RL-AdditionRspTDD 
PRESENCE mandatory } 
} 

DL-CCTrCH-LCR-InformationListlE-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf CCTrCHsLCR) ) OF DL-CCTrCH-LCR-Inf ormationltem-RL-AdditionRspTDD 

DL-CCTrCH-LCR-Informationltem-RL-AdditionRspTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-LCR-Inf ormation DL-DPCH-LCR-Inf ormationList-RL-AdditionRspTDD OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-LCR-Inf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container ( ( DL-DPCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD } } 

DL-DPCH-LCR-InformationListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-DPCH-LCR-Informationltem-RL-AdditionRspTDD CRITICALITY ignore TYPE DL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD PRESENCE 
mandatory } 
} 

DL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

dL-TimeslotLCR-Inf ormation DL-TimeslotLCR-Inf ormation, 

tSTD-Indicator TSTD-Indicator , 

iE-Extensions ProtocolExtensionContainer ( { DL-DPCH-LCR-Inf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 
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} 

DL-DPCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

DCH-Inf ormationResponseList-RL-AdditionRspTDD : := ProtocolIE-Single-Container { { DCH-Inf ormationResponseListlEs-RL-AdditionRspTDD } } 

DCH-InformationResponseListlEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse PRESENCE mandatory } 
} 

DSCH-LCR-InformationResponse-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( DSCH-LCR-Inf ormationList-RL-AdditionRspTDD } } 

DSCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DSCH-LCR-InformationListlEs-RL-AdditionRspTDD CRITICALITY ignore TYPE DSCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD PRESENCE 
mandatory } 
} 

DSCH-LCR-InformationListlEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHsLCR) ) OF DSCH-LCR-Inf ormationltem-RL-AdditionRspTDD 

DSCH-LCR-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE ( 
dsch-ID DSCH-ID, 

dSCH-FlowControl Information DSCH-FlowControl Information, 
bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
transportFormatManagement TransportFormatManagement, 
iE-Extensions ProtocolExtensionContainer ( ( DSCH-LCR-Inf ormationltem-RL -AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

DSCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

USCH-LCR-InformationResponse-RL-AdditionRspTDD : := ProtocolIE-Single-Container ( ( USCH-LCR-Inf ormationList-RL-AdditionRspTDD } } 

USCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-USCH-LCR-InformationListlEs-RL-AdditionRspTDD CRITICALITY ignore TYPE USCH-LCR-Inf ormationListlEs-RL-AdditionRspTDD PRESENCE 
mandatory } 
} 

USCH-LCR-InformationListlEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE ( . . maxNoOf USCHsLCR) ) OF USCH-LCR-Inf ormationltem-RL-AdditionRspTDD 

USCH-LCR-Inf ormationltem-RL-AdditionRspTDD ::= SEQUENCE { 
usch-ID USCH-ID, 

transportFormatManagement TransportFormatManagement, 

diversity Indication Diver sityIndication-RL-AdditionRspTDD2 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( USCH-LCR-Inf ormationltem-RL-AdditionRspTDD-ExtlEs } } OPTIONAL, 

} 

USCH-LCR-Informationltem-RL-AdditionRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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} 



RL-Inf ormationResponse-RL-Additio 
rL-ID 

uRA-Inf ormation 
SAI 

gA-Cell 

gA-AccessPoint Posit ion 
ul-TimeSlot-ISCP-Info 
minUL-SIR 
maxUL-SIR 

maximumAllowedULTxPower 
maximumDLTxPower 
minimumDLTxPower 
pCCPCH-Power 
timingAdvanceApplied 
alphaValue 

ul-PhysCH-SF-Variation 
synchroni sat ionCon figuration 
secondary-CCPCH-Info-TDD7 68 
ul-CCTrCHInformation7 68 
dl-CCTrCHInformation7 68 
dCH- Information 
dSCH-InformationResponse 
uSCH-InformationResponse 
neighbour ing-UMTS-Celllnforma 
neighbour ing-GSM-Celllnformat 
gA-CellAdditional Shapes 
hCS-Prio 
iE-Ext ens ions 



nRspTDD768 : r- 
RL-ID, 



SEQUENCE { 



tion 
ion 



URA-Information OPTIONAL, 

SAI, 

GA-Cell OPTIONAL, 

GA-AccessPointPosition OPTIONAL, 

UL-TimeSlot-ISCP-Info, 

UL-SIR, 

UL-SIR, 

MaximumAllowedULTxPower, 

DL-Power , 

DL-Power , 

PCCPCH-Power, 

TimingAdvanceApplied, 

AlphaValue, 

UL-PhysCH-SF-Variation, 

Synchroni sat ionCon figuration, 

Secondary-CCPCH-Info-TDD7 68 

UL-CCTrCHInformationList-RL-AdditionRspTDD7 68 

DL-CCTrCHInformationList-RL-AdditionRspTDD7 68 

DCH-Information-RL-AdditionRspTDD 

DSCH-InformationResponse-RL-AdditionRspTDD 

USCH-InformationResponse-RL-AdditionRspTDD 

Neighbour ing-UMTS-Cell Information OPTIONAL, 

Neighbour ing-GSM-Cell Information OPTIONAL, 

GA-CellAdditionalShapes OPTIONAL, 

HCS-Prio OPTIONAL, 

ProtocolExtensionContainer ( ( RL-Inf ormationResponse-RL-AdditionRspTDD7 68-ExtIEs } } OPTIONAL, 



OPTIONAL, 

OPTIONAL, 
OPTIONAL, 

OPTIONAL, 

OPTIONAL, 

OPTIONAL, 



RL-InformationResponse-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-CCTrCHInformationList-RL-AdditionRspTDD768 : := ProtocolIE-Single-Container ( ( UL-CCTrCHInf ormationListIEs-RL-AdditionRspTDD7 68 } } 

UL-CCTrCHInformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

( ID id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD7 68 CRITICALITY ignore TYPE UL-CCTrCHInf ormationListIE-RL-AdditionRspTDD7 68 
mandatory } 
} 

UL-CCTrCHInformationListIE-RL-AdditionRspTDD768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF UL-CCTrCHInf ormationItem-RL-AdditionRspTDD7 68 

UL-CCTrCHInformationItem-RL-AdditionRspTDD768 ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-Information7 68 UL-DPCH-Inf ormationList-RL-AdditionRspTDD7 68 OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( { UL-CCTrCHInf ormationItem-RL-AdditionRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

UL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



PRESENCE 
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UL-DPCH-InformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container { ( UL-DPCH-Inf ormationListIEs-RL-AdditionRspTDD7 68 } } 

UL-DPCH-InformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

( ID id-UL-DPCH-Informationltem-RL-AdditionRspTDD CRITICALITY ignore TYPE UL-DPCH-Inf ormationItem-RL-AdditionRspTDD7 68 PRESENCE 
mandatory } 
} 

UL-DPCH-InformationItem-RL-AdditionRspTDD768 ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

uL-Timeslot-Inf ormation7 68 UL-Timeslot-Inf ormation7 68 , 

iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-Inf ormationItem-RL-AdditionRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

UL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

DL-CCTrCHInformationList-RL-AdditionRspTDD768 : := ProtocolIE-Single-Container { { DL-CCTrCHInf ormationListIEs-RL-AdditionRspTDD7 68 } } 

DL-CCTrCHInformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768 CRITICALITY ignore TYPE DL-CCTrCHInf ormationListIE-RL-AdditionRspTDD7 68 PRESENCE 
mandatory } 
} 

DL-CCTrCHInformationListIE-RL-AdditionRspTDD768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF DL-CCTrCHInf ormationItem-RL-AdditionRspTDD7 68 

DL-CCTrCHInformationItem-RL-AdditionRspTDD768 ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Information7 68 DL-DPCH-Inf ormationList-RL-AdditionRspTDD7 68 OPTIONAL, 

cCTrCH-Maximum-DL-Power DL-Power OPTIONAL, — this is a DCH type CCTrCH power 

cCTrCH-Minimum-DL-Power DL-Power OPTIONAL, — this is a DCH type CCTrCH power 

iE-Extensions ProtocolExtensionContainer ( (DL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs } } OPTIONAL, 

} 

DL-CCTrCHInformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationList-RL-AdditionRspTDD768 ::= ProtocolIE-Single-Container { { DL-DPCH-Inf ormationListIEs-RL-AdditionRspTDD7 68 } } 

DL-DPCH-InformationListIEs-RL-AdditionRspTDD768 RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-DPCH-InformationItem-RL-AdditionRspTDD7 68 CRITICALITY ignore TYPE DL-DPCH-Inf ormationItem-RL-AdditionRspTDD7 68 PRESENCE 
mandatory } 
} 

DL-DPCH-InformationItem-RL-AdditionRspTDD768 ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 
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repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

dL-Timeslot-Inf ormation? 68 DL-Timeslot-Inf ormation? 68 , 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationItem-RL-AdditionRspTDD7 68-ExtIEs } } OPTIONAL, 

} 

DL-DPCH-InformationItem-RL-AdditionRspTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK ADDITION FAILURE FDD 

************************************************************** 

RadioLinkAdditionFailureFDD ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkAdditionFailureFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkAdditionFailureFDD-Extensions } } OPTIONAL, 

} 

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-CauseLevel-RL-AdditionFailureFDD CRITICALITY ignore TYPE CauseLevel-RL-AdditionFailureFDD 

PRESENCE mandatory } | 
{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

CauseLevel-RL-AdditionFailureFDD ::= CHOICE ( 

generalCause GeneralCauseList-RL-AdditionFailureFDD, 
rLSpecificCause RLSpecif IcCauseList-RL-AdditionFailureFDD, 

} 

GeneralCauseList-RL-AdditionFailureFDD ::= SEQUENCE ( 
cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( GeneralCauseltem-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 

} 

GeneralCauseltem-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RLSpecificCauseList-RL-AdditionFailureFDD ::= SEQUENCE ( 

unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD Unsuccessf ulRL-Inf ormationResponseList-RL-AdditionFailureFDD, 
success ful-RL-InformationRespList-RL-AdditionFailureFDD Success fulRL-InformationResponseList-RL-AdditionFailureFDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( RLSpecif IcCauseltem-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 

} 

RLSpecificCauseltem-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf RLs-1 ) ) OF ProtocolIE-Single-Container ( 
{Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureFDD-IEs } } 

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureFDD CRITICALITY ignore TYPE Unsuccessf ulRL-InformationResponse-RL- 
AdditionFailureFDD PRESENCE mandatory } 
} 

Unsuccessf ulRL-InformationResponse-RL-AdditionFailureFDD : := SEQUENCE { 
rL-ID RL-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 

} 

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Success fulRL-InformationResponseList-RL-AdditionFailureFDD 
Inf ormationResponse-RL-AdditionFailureFDD-IEs } } 



SEQUENCE (SIZE ( . . maxNrOf RLs-2 ) ) OF ProtocolIE-Single-Container ( ( Successf ulRL- 



Successf ulRL-Inf ormationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES : := { 

( ID Id-SuccessfulRL-InformationResponse-RL-AdditionFailureEDD CRITICALITY ignore TYPE Successf ulRL-InformationResponse-RL- 
AdditionFailureFDD PRESENCE mandatory } 
} 



Successf ulRL-InformationResponse-RL-AdditionFailureFDD 



SEQUENCE { 



rL-ID 

rL-Set-ID 

uRA-Inf ormation 

SAI 

gA-Cell 

gA-AccessPoint Posit ion 

received-total -wide -band-power 

not-Used-secondary-CCPCH-Inf o 

dl-Code Inf ormation 

diversity Indication 



RL-ID, 

RL-Set-ID, 

URA-Information OPTIONAL, 

SAI, 

GA-Cell OPTIONAL, 

GA-AccessPointPosition OPTIONAL, 

Received-total -wide -band-power, 

NULL OPTIONAL, 

DL-CodelnformationList-RL-AdditionFailureFDD, 
Diver sitylndication-RL-AdditionFailureFDD, 

— This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 

— the tabular message format in subclause 9.1. 



sSDT-Support Indicator 

minUL-SIR 

maxUL-SIR 

closedlooptimingad justmentmode 

maximumAllowedULTxPower 

maximumDLTxPower 

minimumDLTxPower 

neighbour ing-UMTS-Cell Inf ormation 

neighbour ing-GSM-Cell Inf ormation 

primaryCPICH-Power 

pC-Preamble 



SSDT-Support Indicator, 

UL-SIR, 

UL-SIR, 

Closedlooptimingad justmentmode OPTIONAL, 

MaximumAllowedULTxPower, 

DL-Power, 

DL-Power, 

Neighbour ing-UMTS-Cell Inf ormation OPTIONAL, 

Neighbour ing-GSM-Cell Inf ormation OPTIONAL, 

PrimaryCPICH-Power, 

PC-Preamble, 
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sRB-Delay 
iE-Ext ens ions 



SRB-Delay, 

ProtocolExtensionContainer ( ( Successf ulRL-Inf ormationResponse-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 



SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



} I 



} I 



( ID id-GA-CellAdditionalShapes 



( ID id-DL-PowerBalancing-Activationlndicator 



{ ID id-HCS-Prio 

( ID id-Active-MBMS-Bearer-ServiceFDD-PFL 
optional } I 

{ ID id-EDCH-RLSet-Id 

{ ID id-EDCH-FDD-DL-ControlChannellnformation 

{ ID Id-Initial-DL-DPCH-TimingAdjustment 



CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 

CRITICALITY ignore EXTENSION DL-PowerBalancing-Activationlndicator 



PRESENCE optional 
PRESENCE optional 



CRITICALITY ignore EXTENSION HCS-Prio PRESENCE optional } I 

CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Servlce-LlstFDD-PFL PRESENCE 

CRITICALITY ignore EXTENSION RL-Set-ID PRESENCE optional } I 

CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInf ormation PRESENCE optional } I 

CRITICALITY ignore EXTENSION DL-DPCH-TlmingAd justment PRESENCE optional }, 



DL-CodelnformatlonLlst-RL-AdditionFallureFDD ::= ProtocolIE-Single-Container (( DL-CodeInf ormatlonLlstlEs-RL-AdditionFallureFDD }} 

DL-CodelnformatlonLlstlEs-RL-AdditionFallureFDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-FDD-DL-Codelnformation CRITICALITY ignore TYPE FDD-DL-CodeInf ormation PRESENCE mandatory } 
} 

Diversitylndication-RL-AdditionFailureFDD : := CHOICE { 

combining Combining-RL-AdditionFailureFDD, 

nonCombining NonCombining-RL-AdditionFailureFDD 

} 

Combining-RL-AdditionFailureFDD ::= SEQUENCE { 
rL-ID RL-ID, 

IE-Extensions ProtocolExtensionContainer ( ( Combiningltem-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 

} 

Combiningltem-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID Id-DCH-InformationResponse CRITICALITY ignore EXTENSION DCH-Inf ormationResponse PRESENCE optional } I 

{ ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse PRESENCE optional }, 

} 

NonCombining-RL-AdditionFailureFDD ::= SEQUENCE { 

dCH-Inf ormationResponse DCH-Inf ormationResponse, 

IE-Extensions ProtocolExtensionContainer ( ( NonCombiningltem-RL-AdditionFailureFDD-ExtlEs } } OPTIONAL, 



NonCombiningltem-RL-AdditionFailureFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse 



PRESENCE optional }, 



RadloLlnkAddltionFallureFDD-Extenslons RNSAP-PROTOCOL-EXTENSION ::= { 
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{ ID id-HS-DSCH-serving-cell-change-inf ormationResponse CRITICALITY ignore EXTENSION HS-DSCH-serving-cell-change-inf ormationResponse 
PRESENCE optional}! 

{ ID id-E-DCH-Serving-cell-change-inf ormationResponse CRITICALITY ignore EXTENSION E-DCH-Serving-cell-change-inf ormationResponse 
PRESENCE optional}, 

} 

************************************************************** 

— RADIO LINK ADDITION FAILURE TDD 

************************************************************** 

RadioLinkAdditionFailureTDD ::= SEQUENCE { 

protocol lEs Protocol IE -Container ( ( RadioLinkAdditionFailureTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkAdditionFailureTDD-Extensions } } OPTIONAL, 

} 

RadioLinkAdditionFailureTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-CauseLevel-RL-AdditionFailureTDD CRITICALITY ignore TYPE CauseLevel-RL-AdditionFailureTDD PRESENCE mandatory } | 
( ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

CauseLevel-RL-AdditionFailureTDD ::= CHOICE { 

generalCause GeneralCauseList-RL-AdditionFailureTDD, 
rLSpecificCause RLSpecif IcCauseList-RL-AdditionFailureTDD, 

} 

GeneralCauseList-RL-AdditionFailureTDD ::= SEQUENCE { 
cause Cause, 

IE-Extensions ProtocolExtensionContainer ( ( GeneralCauseltem-RL-AdditionFailureTDD-ExtlEs } } OPTIONAL, 

} 

GeneralCauseltem-RL-AdditionFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RLSpecificCauseList-RL-AdditionFailureTDD ::= SEQUENCE { 

unsuccessf ul-RL-Inf ormationRespItem-RL-AdditionFailureTDD Unsuccessf ul-RL-Inf ormationRespItem-RL-AdditionFailureTDD, 

IE-Extensions ProtocolExtensionContainer ( ( RLSpecif IcCauseltem-RL-AdditionFailureTDD-ExtlEs } } 
OPTIONAL, 

} 

RLSpecif IcCauseltem-RL-AdditionFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 
} 

Unsuccessf ul-RL-Inf ormationRespItem-RL-AdditionFailureTDD : := ProtocolIE-Single-Container { { Unsuccessf ul-RL-Inf ormationRespItemlE-RL- 
AdditionFailureTDD} } 
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Unsuccessful-RL-InformationRespItemlE-RL-AdditionFailureTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD CRITICALITY ignore TYPE Unsuccessf ulRL-Inf ormationResponse-RL- 
AdditionFailureTDD PRESENCE mandatory} 
} 

Unsuccessf ulRL-InformationResponse-RL-AdditionFailureTDD : := SEQUENCE ( 
rL-ID RL-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { Unsuccessf ulRL-Inf ormationResponse-RL-AdditionFailureTDD-ExtlEs } } OPTIONAL, 

} 

UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

RadioLinkAdditionFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION :;= { 

} 

************************************************************** 

— RADIO LINK DELETION REQUEST 

************************************************************** 

RadioLinkDeletionRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkDeletionRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkDeletionRequest-Extensions } } OPTIONAL, 

} 

RadioLinkDeletionRequest-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-RL-InformationList-RL-DeletionRqst CRITICALITY notify TYPE RL-Inf ormationList-RL-DeletionRqst PRESENCE mandatory }, 

} 

RL-InformationList-RL-DeletionRqst ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-RL-DeletionRqst- 

lEs} } 

RL-Inf ormation-RL-DeletionRqst-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-RL-Information-RL-DeletionRqst CRITICALITY notify TYPE RL-Inf ormation-RL-DeletionRqst PRESENCE mandatory } 
} 

RL-Inf ormation-RL-DeletionRqst ::= SEQUENCE { 
rL-ID RL-ID, 

iE-Extensions ProtocolExtensionContainer { (RL-Information-RL-DeletionRqst-ExtlEs } } OPTIONAL, 

} 

RL-Information-RL-DeletionRqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 
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RadioLinkDeletionRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— RADIO LINK DELETION RESPONSE 



************************************************************** 



RadioLinkDeletionResponse : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkDeletionResponse-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkDeletionResponse-Extensions } } 



OPTIONAL, 



} 

RadioLinkDeletionResponse-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional 



RadioLinkDeletionResponse-Extensions RNSAP-PROTOCOL-EXTENSION 



************************************************************** 



RADIO LINK RECONFIGURATION PREPARE FDD 



************************************************************** 



RadioLinkReconfigurationPrepareFDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {( RadioLinkReconf IgurationPrepareFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf IgurationPrepareFDD-Extensions } } 



OPTIONAL, 



RadioLinkReconf IgurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-AllowedQueuingTime CRITICALITY reject TYPE AllowedQueuingTime PRESENCE optional } 

{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD CRITICALITY reject TYPE UL-DPCH-Inf ormation-RL-Reconf PrepFDD 



I 



I 



{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD 



CRITICALITY reject TYPE DL-DPCH-Inf ormation-RL-Reconf PrepFDD 



PRESENCE optional } 
PRESENCE optional } 



{ ID id-FDD-DCHs-to-Modify CRITICALITY reject TYPE FDD-DCHs-to-Modif y PRESENCE optional } | 

{ ID id-DCHs-to-Add-FDD CRITICALITY reject TYPE DCH-FDD-Inf ormation PRESENCE optional } I 

{ ID Id-DCH-DeleteList-RL-ReconfPrepFDD CRITICALITY reject TYPE DCH-DeleteList-RL-Reconf PrepFDD PRESENCE optional } I 

{ ID Id-RL-InformationList-RL-ReconfPrepFDD CRITICALITY reject TYPE RL-InformationList-RL-Reconf PrepFDD PRESENCE optional } I 

{ ID id-Transmission-Gap-Pattern-Sequence-Information CRITICALITY reject TYPE Transmission-Gap-Pattern-Sequence-Information PRESENCE 
optional } , 

} 



UL-DPCH-Inf ormation-RL-Reconf PrepFDD 



SEQUENCE { 
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ul-ScramblingCode 
ul-SIRTarget 

minUL-ChannelisationCodeLength 
maxNrOfUL-DPDCHs 



UL-ScramblingCode OPTIONAL, 
UL-SIR OPTIONAL, 

MinUL-ChannelisationCodeLength OPTIONAL, 
MaxNrOfUL-DPCHs OPTIONAL 



This IE shall be present if minUL-ChannelisationCodeLength equals to 4 



ul-PunctureLimit 

tFCS 

ul-DPCCH-SlotFormat 

diver sityMode 

not-Used-sSDT-CelllDLength 

not-Used-s-FieldLength 

IE-Extensions 



PunctureLimit OPTIONAL, 

TFCS OPTIONAL, 

UL-DPCCH-SlotFormat OPTIONAL, 
DiversityMode OPTIONAL, 

NULL OPTIONAL, 

NULL OPTIONAL, 

ProtocolExtensionContainer 



( (UL-DPCH-Information-RL-ReconfPrepFDD-ExtlEs} } OPTIONAL, 



UL-DPCH-Information-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-UL-DPDCHIndicatorEDCH CRITICALITY reject EXTENSION UL-DPDCHIndicatorEDCH PRESENCE optional}, 



DL-DPCH-Information-RL-ReconfPrepFDD 
tFCS 

dl-DPCH-SlotFormat 
nrOfDLchannelisationcodes 
tFCI-SignallingMode 
tFCI-Presence 



SEQUENCE { 
TFCS OPTIONAL, 

DL-DPCH-SlotFormat OPTIONAL, 
NrOfDLchannelisationcodes OPTIONAL, 



TFCI-SignallingMode 
TFCI-Presence 



OPTIONAL, 
OPTIONAL 



— This IE shall be present if DL DPCH Slot Format IE is from 12 to 16 — , 



multiplexingPosition 
limitedPower Increase 
IE-Extensions 



MultiplexingPosition 
LimitedPower Increase 
ProtocolExtensionContainer 



OPTIONAL, 
OPTIONAL, 
( (DL-DPCH-Information-RL-ReconfPrepFDD-ExtlEs} 



} OPTIONAL, 



DL-DPCH-Information-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
{ ID id-DL-DPCH-Power-Information-RL-ReconfPrepFDD CRITICALITY reject 
}, 



EXTENSION DL-DPCH-Power-Information-RL-ReconfPrepFDD PRESENCE optional 



DL-DPCH-Power-Information-RL-ReconfPrepFDD ::= SEQUENCE { 

powerOff set Information PowerOf f setinf ormation-RL-Reconf PrepFDD, 

fdd-TPC-DownlinkStepSize FDD-TPC-DownlinkStepSize, 

inner LoopDLPCS tat us InnerLoopDLPCStatus, 

IE-Extensions ProtocolExtensionContainer { { DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtlEs } } OPTIONAL, 



DL-DPCH-Power-Information-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 



PowerOf f setinf ormation-RL-Reconf PrepFDD : := SEQUENCE { 
pOl-ForTFCI-Bits PowerOffset, 

p02-ForTPC-Bits PowerOffset, 
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p03-ForPilotBits 
iE-Extensions 



PowerOf f set , 

ProtocolExtensionContainer ( ( PowerOf f setinf ormation-RL-Reconf PrepFDD-ExtlEs } } OPTIONAL, 



} 

PowerOffsetlnformation-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DCH-DeleteList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE ( . .maxNrOf DCHs) ) OF DCH-Deleteltem-RL-Reconf PrepFDD 

DCH-Deleteltem-RL-ReconfPrepFDD ::= SEQUENCE ( 
dCH-ID DCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( DCH-Deleteltem-RL-Reconf PrepFDD-ExtlEs } } OPTIONAL, 

} 

DCH-Deleteltem-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
} 



RL-InformationList-RL-Reconf PrepFDD 
lEs} } 



SEQUENCE (SIZE ( . . maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-RL-Reconf PrepFDD- 



RL-Inf ormation-RL-Reconf PrepFDD-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-RL-Information-RL-ReconfPrepFDD CRITICALITY reject TYPE RL-Inf ormation-RL-Reconf PrepFDD PRESENCE mandatory 
} 

RL-Inf ormation-RL-Reconf PrepFDD ::= SEQUENCE { 
rL-ID RL-ID, 

not-Used-sSDT-Indication NULL OPTIONAL, 

not-Used-sSDT-Cellldentity NULL OPTIONAL, 

transmitDiversitylndicator TransmitDiversitylndicator OPTIONAL, 

— This IE shall be present if Diversity Mode IE is present in UL DPCH Information IE and is not equal to "none" 
iE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormation-RL-Reconf PrepFDD-ExtlEs } } OPTIONAL, 



RL-Inf ormation-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ ID id-DLRef erencePower 

{ ID id-RL-Specific-DCH-Info 

{ ID Id-DL-DPCH-TimingAdjustment 

{ ID id-Phase-Reference-Update-Indicator 

{ ID id-RL-Specific-EDCH-Information 

{ ID id-EDCH-RL-Indication 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY reject 



{ 

EXTENSION DL-Power PRESENCE optional } 

EXTENSION RL-Specific-DCH-Info PRESENCE optional } | 

EXTENSION DL-DPCH-TlmingAdjustment PRESENCE optional } I 

EXTENSION Phase-Reference-Update-Indicator PRESENCE optional } 

EXTENSION RL-Specific-EDCH-Information PRESENCE optional } 
EXTENSION EDCH-RL-Indication PRESENCE optional }, 



RadloLlnkReconfiguratlonPrepareFDD-Extenslons RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-HSDSCH-FDD-Information CRITICALITY reject 

{ ID id-HSDSCH-Information-to-Modify CRITICALITY reject 

{ ID Id-HSDSCH-MACdFlows-to-Add CRITICALITY reject 

{ ID Id-HSDSCH-MACdFlows-to-Delete CRITICALITY reject 



EXTENSION HSDSCH-FDD-Information 
EXTENSION HSDSCH-Information-to-Modify 
EXTENSION HSDSCH-MACdFlows-Information 
EXTENSION HSDSCH-MACdFlows-to-Delete 



{ ID id-HSPDSCH-RL-ID 



CRITICALITY reject EXTENSION RL-ID 



PRESENCE optional} 
PRESENCE optional} 
PRESENCE optional} 
PRESENCE optional} 
PRESENCE optional} 
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PRESENCE optional}! 

{ ID id-EDCH-FDD-Information 

{ ID id-EDCH-FDD-Information-To-Modify 

{ ID id-EDCH-MACdFlows-To-Add 

{ ID id-EDCH-MACdFlows-To-Delete 

{ ID id-Serving-EDCHRL-Id 

{ ID id-F-DPCH-Information-RL-ReconfPrepFDD 

{ ID id-Fast-Reconfiguration-Mode 

{ ID id-CPC-Information 
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CRITICALITY reject EXTENSION EDPCH-Inf ormation-RLReconf Prepare-FDD 



CRITI 
CRITI 
CRITI 
CRITI 
CRITI 
CRITI 
CRITI 
CRITI 



CALI 
CALI 
CALI 
CALI 
CALI 
CALI 
CALI 
CALI 



TY reject 
TY reject 
TY reject 
TY reject 
TY reject 
TY reject 
TY ignore 
TY reject 



EXTENSION EDCH-FDD-Information PRESENCE optional}! 

EXTENSION EDCH-FDD-Information-To-Modify PRESENCE optional}! 

EXTENSION EDCH-MACdFlows-Information PRESENCE optional}! 

EXTENSION EDCH-MACdFlows-To-Delete PRESENCE optional}! 

EXTENSION EDCH-Serving-RL PRESENCE optional } ! 

EXTENSION F-DPCH-Information-RL-ReconfPrepFDD PRESENCE optional}! 

EXTENSION Fast-Reconfiguration-Mode PRESENCE optional } ! 

EXTENSION CPC-Information PRESENCE optional}, 



F-DPCH-Information-RL-ReconfPrepFDD ;;= SEQUENCE { 

powerOff set Information PowerOf f setlnformation-F-DPCH-RL-ReconfPrepFDD, 

fdd-dl-TPC-DownlinkStepSize FDD-TPC-DownlinkStepSize, 

limitedPower Increase LimitedPower Increase, 

inner LoopDLPCS tat us InnerLoopDLPCStatus, 

IE-Extensions ProtocolExtensionContainer { ( F-DPCH-Inf ormation-RL-Reconf PrepFDD-ExtlEs } } 



OPTIONAL, 



F-DPCH-Information-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



PowerOf fsetlnformation-F-DPCH-RL-ReconfPrepFDD ::= SEQUENCE { 
po2-ForTPC-Bits PowerOffset, 

IE-Extensions ProtocolExtensionContainer { { PowerOf fsetinf ormation-F-DPCH-RL-Reconf PrepFDD-ExtlEs } } 



OPTIONAL, 



PowerOffsetlnformation-F-DPCH-RL-ReconfPrepFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



RADIO LINK RECONFIGURATION PREPARE TDD 



************************************************************** 



RadioLinkReconfigurationPrepareTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkReconf IgurationPrepareTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf IgurationPrepareTDD-Extensions } } 



OPTIONAL, 



RadioLinkReconf IgurationPrepareTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-AllowedQueuingTime CRITICALITY reject TYPE AllowedQueuingTime PRESENCE optional } 

{ ID Id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationAddList-RL-Reconf PrepTDDPRESENCE optional 

} ! 
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{ ID id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationModif yList-RL-Reconf PrepTDD PRESENCE 

optional } I 

{ ID id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-InformationDeleteList-RL-Reconf PrepTDD PRESENCE 

optional } I 

( ID Id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationAddList-RL-Reconf PrepTDDPRESENCE optional 

} I 

( ID Id-DL-CCTrCH-InformationModifyLlst-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationModif yList-RL-Reconf PrepTDD PRESENCE 

optional } I 

{ ID Id-DL-CCTrCH-InformationDeleteLlst-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-InformationDeleteLlst-RL-Reconf PrepTDD PRESENCE 

optional } I 

{ ID id-TDD-DCHs-to-Modify CRITICALITY reject TYPE TDD-DCHs-to-Modif y PRESENCE optional } I 

{ ID id-DCHs-to-Add-TDD CRITICALITY reject TYPE DCH-TDD-Inf ormation PRESENCE optional } I 

{ ID Id-DCH-DeleteLlst-RL-ReconfPrepTDD CRITICALITY reject TYPE DCH-DeleteLlst-RL-ReconfPrepTDD PRESENCE optional } I 

{ ID id-DSCH-ModifyList-RL-ReconfPrepTDD CRITICALITY reject TYPE DSCH-Modif yList-RL-ReconfPrepTDD PRESENCE optional } I 

{ ID id-DSCHs-to-Add-TDD CRITICALITY reject TYPE DSCH-TDD-Inf ormation PRESENCE optional } I 

{ ID id-DSCH-DeleteList-RL-ReconfPrepTDD CRITICALITY reject TYPE DSCH-DeleteList-RL-Reconf PrepTDD PRESENCE optional } I 

{ ID id-USCH-ModifyList-RL-ReconfPrepTDD CRITICALITY reject TYPE USCH-Modif yList-RL-Reconf PrepTDD PRESENCE optional } I 

{ ID id-USCHs-to-Add CRITICALITY reject TYPE USCH-Inf ormation PRESENCE optional } I 

{ ID id-USCH-DeleteList-RL-ReconfPrepTDD CRITICALITY reject TYPE USCH-DeleteList-RL-Reconf PrepTDD PRESENCE optional }, 

} 

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (UL-CCTrCH- 
Addlnf ormation-RL-Reconf PrepTDD-IEs } } 

UL-CCTrCH-Addlnformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-CCTrCH-Addlnformation-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-AddInf ormation-RL-Reconf PrepTDD PRESENCE mandatory } 
} 

UL-CCTrCH-AddInf ormation-RL-Reconf PrepTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

tFCS TECS, 

tFCI-Coding TFCI-Coding, 

punctureLimit PunctureLimit , 

IE-Extensions ProtocolExtensionContainer ( { UL-CCTrCH-AddInf ormation-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Addlnformation-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-UL-SIRTarget CRITICALITY reject EXTENSION UL-SIR PRESENCE optional}! 

— This IE shall be mandatory for 1.28Mcps TDD, not applicable for 3.84Mcps TDD or 7 . 68Mcps TDD. 

{ ID id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD CRITICALITY reject EXTENSION TDD-TPC-UplinkStepSize-LCR PRESENCE optional 
}, 

— Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7 . 68Mcps TDD 

} 

UL-CCTrCH-InformationModifyLlst-RL-ReconfPrepTDD :;= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OE ProtocolIE-Single-Container { {UL-CCTrCH- 
Modifylnf ormation-RL-Reconf PrepTDD-IEs } } 

UL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-ModifyInf ormation-RL-Reconf PrepTDD PRESENCE 
mandatory } 
} 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 514 ETSI TS 1 25 423 V7.4.0 (2007-03) 

UL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

tFCS TECS OPTIONAL, 

tECI-Coding TECI-Coding OPTIONAL, 

punctureLimit PunctureLimit OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-Modif yinf ormation-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-UL-SIRTarget CRITICALITY reject EXTENSION UL-SIR PRESENCE optional}! 

— This IE shall be applicable for 1.28Mcps TDD only. 

{ ID Id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD CRITICALITY reject EXTENSION TDD-TPC-UplinkStepSize-LCR PRESENCE 
optional } , 

— Applicable to 1.28Mcps TDD only 

} 

UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD :;= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (UL-CCTrCH- 
Deleteinf ormation-RL-Reconf PrepTDD-IEs } } 

UL-CCTrCH-Deletelnformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-UL-CCTrCH-Deletelnformation-RL-ReconfPrepTDD CRITICALITY notify TYPE UL-CCTrCH-DeleteInf ormation-RL-Reconf PrepTDD PRESENCE 
mandatory } 
} 

UL-CCTrCH-DeleteInf ormation-RL-Reconf PrepTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-DeleteInf ormation-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Deletelnformation-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (DL-CCTrCH- 
Addlnf ormation-RL-Reconf PrepTDD-IEs } } 

DL-CCTrCH-AddInf ormation-RL-Reconf PrepTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DL-CCTrCH-InformationAddltem-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationAddltem-RL-Reconf PrepTDDPRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationAddltem-RL-Reconf PrepTDD ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

tFCS TFCS, 

tFCI-Coding TECI-Coding, 
punctureLimit PunctureLimit, 

cCTrCH-TPCList CCTrCH-TPCAddList-RL-Reconf PrepTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { DL-CCTrCH-Inf ormationAddltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 
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DL-CCTrCH-InformationAddltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD CRITICALITY reject EXTENSION TDD-TPC-DownlinkStepSize PRESENCE optional 
}, 

} 

CCTrCH-TPCAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OE CCTrCH-TPCAddltem-RL-Reconf PrepTDD 

CCTrCH-TPCAddltem-RL-ReconfPrepTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCH-TPCAddltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 

CCTrCH-TPCAddltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD :;= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OE ProtocolIE-Single-Container ( (DL-CCTrCH- 
Modif yinf ormation-RL-Reconf PrepTDD-IEs } } 

DL-CCTrCH-Modifylnformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-CCTrCH-InformationModifyltem-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-InformationModifyltem-RL-Reconf PrepTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationModifyltem-RL-ReconfPrepTDD ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

tECS TECS OPTIONAL, 

tECI-Coding TECI-Coding OPTIONAL, 

punctureLimit PunctureLimit OPTIONAL, 

cCTrCH-TPCList CCTrCH-TPCModifyList-RL-Reconf PrepTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { (DL-CCTrCH-InformationModifyltem-RL-ReconfPrepTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-InformationModifyltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD CRITICALITY reject EXTENSION TDD-TPC-DownlinkStepSize PRESENCE 
optional } , 

} 

CCTrCH-TPCModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OE CCTrCH-TPCModifyltem-RL-Reconf PrepTDD 

CCTrCH-TPCModifyltem-RL-ReconfPrepTDD ::= SEQUENCE ( 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer { ( CCTrCH-TPCModifyltem-RL-ReconfPrepTDD-ExtlEs } } OPTIONAL, 

} 

CCTrCH-TPCModifyltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 
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DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD 
Deleteinf ormation-RL-Reconf PrepTDD-IEs } } 



::= SEQUENCE (SIZE ( . . maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (DL-CCTrCH- 



DL-CCTrCH-Deletelnformation-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-DL-CCTrCH-InformationDeleteltem-RL-ReconfPrepTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationDeleteltem-RL-Reconf PrepTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationDeleteltem-RL-Reconf PrepTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationDeleteltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 



DL-CCTrCH-InformationDeleteltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DCH-DeleteList-RL-ReconfPrepTDD ;:= SEQUENCE (SIZE ( . .maxNrOf DCHs) ) OF DCH-Deleteltem-RL-Reconf PrepTDD 

DCH-Deleteltem-RL-ReconfPrepTDD ::= SEQUENCE ( 
dCH-ID DCH-ID, 

iE-Extensions ProtocolExtensionContainer ( { DCH-Deleteltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 

} 

DCH-Deleteltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DSCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHs) ) OF DSCH-Modifyltem-RL-Reconf PrepTDD 



DSCH-Modifyltem-RL-Reconf PrepTDD : := 
dSCH-ID 
dl-ccTrCHID 

trChSourceStatisticsDescriptor 
transport Format Set 
allocationRetentionPriority 
schedulingPriority Indicator 
bLER 

transportBearerRequest Indicator 
iE-Extensions 



SEQUENCE { 
DSCH-ID, 

CCTrCH-ID OPTIONAL, 

TrCH-SrcStatisticsDescr OPTIONAL, 
TransportFormatSet OPTIONAL, 

AllocationRetentionPriority OPTIONAL, 
SchedulingPriority Indicator OPTIONAL, 
BLER OPTIONAL, 

TransportBearerRequest Indicator , 
ProtocolExtensionContainer ( ( DSCH-Modif yItem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 



DSCH-Modifyltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 
{ ID id-TrafficClass CRITICALITY ignore 

{ ID id-BindingID CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP . 
{ ID Id-TransportLayerAddress CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP. 
{ ID id-TnlQos CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP. 



EXTENSION TrafficClass 

EXTENSION BindingID 



EXTENSION 



EXTENSION 



TransportLayerAddress 
TnlQos 



PRESENCE optional } I 

PRESENCE optional } I 

PRESENCE optional } I 

PRESENCE optional }, 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



517 



ETSI TS 125 423 V7.4.0 (2007-03) 



DSCH-DeleteList-RL-ReconfPrepTDD 



SEQUENCE (SIZE (0 . .maxNoOfDSCHs) ) OF DSCH-Deleteltem-RL-Reconf PrepTDD 



DSCH-Deleteltem-RL-ReconfPrepTDD ::= SEQUENCE ( 
dSCH-ID DSCH-ID, 

iE-Extensions ProtocolExtensionContainer ( { DSCH-Deleteltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 



DSCH-Deleteltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

USCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( . .maxNoOf USCHs) ) OF USCH-Modifyltem-RL-Reconf PrepTDD 



USCH-Modifyltem-RL-Reconf PrepTDD : := 
uSCH-ID 
ul-ccTrCHID 

trChSourceStatisticsDescriptor 
transport Format Set 
allocationRetentionPriority 
schedulingPriority Indicator 
bLER 

transportBearerRequest Indicator 
rb-Info 
iE-Extensions 



SEQUENCE { 
USCH-ID, 

CCTrCH-ID OPTIONAL, 

TrCH-SrcStatisticsDescr OPTIONAL, 
TransportFormatSet OPTIONAL, 

AllocationRetentionPriority OPTIONAL, 
SchedulingPriority Indicator OPTIONAL, 
BLER OPTIONAL, 

TransportBearerRequest Indicator , 
RB-Info OPTIONAL, 

ProtocolExtensionContainer ( ( USCH-Modif yItem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 



USCH-Modifyltem-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

ID id-TrafficClass CRITICALITY ignore EXTENSION TrafficClass 

ID id-BindingID CRITICALITY ignore EXTENSION BindingID PRESENCE 

— Shall be ignored if bearer establishment with ALCAP . 

ID Id-TransportLayerAddress CRITICALITY ignore EXTENSION TransportLayerAddress 

- Shall be ignored if bearer establishment with ALCAP. 



PRESENCE optional } I 
optional 



PRESENCE 



optional } I 



ID id-TnlQos 



CRITICALITY 



ignore 



EXTENSION TnlQos 



PRESENCE 



optional }, 



USCH-DeleteList-RL-Reconf PrepTDD 

USCH-Delete I tem-RL-Reconf PrepTDD 
uSCH-ID 
iE-Extensions 



= SEQUENCE (SIZE (0 . .maxNoOfUSCHs) ) OF USCH-Deleteltem-RL-Reconf PrepTDD 

= SEQUENCE { 
USCH-ID, 
ProtocolExtensionContainer ( ( USCH-Deleteltem-RL-Reconf PrepTDD-ExtlEs } } OPTIONAL, 



USCH-Delete I tem-RL-Reconf PrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION 
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{ ID id- 
{ ID id- 
{ ID id- 
optional 

( ID id 
( ID id 
optional } I 

{ ID id- 



PrimaryCCPCH-RSCP-RL-ReconfPrepTDD 

DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD 

DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD 

} I 

HSDSCH-TDD-Information 

HSDSCH-Information-to-Modify 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 

CRITICALITY reject 
CRITICALITY reject 



EXTENSION PrimaryCCPCH-RSCP PRESENCE optional } 
EXTENSION DL-TimeSlot-ISCP-Info PRESENCE optional } I 
EXTENSION DL-TimeSlot-ISCP-LCR-Information PRESENCE 

EXTENSION HSDSCH-TDD-Information PRESENCE optional}! 
EXTENSION HSDSCH-Information-to-Modify PRESENCE 



{ ID id- 
{ ID id- 
{ ID id- 
{ ID id- 
optional 
{ ID id 
ID id 
ID id- 
ID id- 
ID id- 
ID id- 



HSDSCH-MACdFlows- 
HSDSCH-MACdFlows- 
HSPDSCH-RL-ID 
PDSCH-RL-ID 
UL-Synchronisatio 
} I — Mandat 
RL-Inf ormation-RL 
PrimaryCCPCH-RSCP 
E-DCH-Information 
E-DCH-Serving-RL- 
E-DCH-7 68-Informa 
E-DCH-LCR-Informa 



to-Add CRITICALITY 

to-Delete CRITICALITY 

CRITICALITY 
CRITICALITY ignore 
n-Parameters-LCR CRIT 

ory for 1.2 8Mcps TDD, Not Appli 
ReconfPrepTDD CRITICALITY 
Delta CRITICALITY ignore 
-Reconfig CRITICALITY 

ID CRITICALITY 

tion-Reconfig CRITICALITY 
tion-Reconfig CRITICALITY 



reject EXTENSION HSDSCH-MACdElows-Inf ormation PRESENCE optional}! 

reject EXTENSION HSDSCH-MACdElows-to-Delete PRESENCE optional} 
reject EXTENSION RL-ID PRESENCE optional} 

EXTENSION RL-ID PRESENCE optional } I 
ICALITY ignore EXTENSION UL-Synchronisation-Parameters-LCR PRESENCE 
cable to 3.84Mcps TDD or 7 . 68Mcps TDD 
ignore EXTENSION RL-Inf ormation-RL-ReconfPrepTDD PRESENCE optional } I 

EXTENSION PrimaryCCPCH-RSCP-Delta PRESENCE optional } I 
reject EXTENSION E-DCH-Inf ormation-Reconf ig PRESENCE optional } 

reject EXTENSION RL-ID PRESENCE optional } 

reject EXTENSION E-DCH-7 68-Inf ormation-Reconf ig PRESENCE optional } 
reject EXTENSION E-DCH-LCR-Inf ormation-Reconf ig PRESENCE optional }, 



RL-Information-RL-ReconfPrepTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OE RL-Inf ormationlE-RL-ReconfPrepTDD 



RL-Inf ormationlE-RL-ReconfPrepTDD : := SEQUENCE ( 
rL-ID RL-ID, 

rL-Specific-DCH-Info RL-Specif ic-DCH-Inf o OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { RL-Inf ormationlE-RL-Reconf PrepTDD-ExtlEs } } 



OPTIONAL, 



RL-InformationlE-RL-ReconfPrepTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



RADIO LINK RECONEIGURATION READY EDD 



************************************************************** 



RadioLin}^Reconf igurationReadyEDD 
protocolIEs 
protocolExtensions 



= SEQUENCE { 
ProtocolIE-Container { ( RadioLin}^Reconf IgurationReadyFDD-IEs } } , 
ProtocolExtensionContainer { { RadioLin}^Reconf igurationReadyFDD-Extensions } } 



OPTIONAL, 



RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-RL-InformationResponseLlst-RL-ReconfReadyEDD CRITICALITY ignore TYPE RL-Inf ormationResponseList-RL-ReconfReadyFDD 
optional } I 

( ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



PRESENCE 



} 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



519 



ETSI TS 125 423 V7.4.0 (2007-03) 



RL-Inf ormationResponseList-RL-Reconf ReadyFDD 
RL-ReconfReadyFDD-IEs} } 



SEQUENCE (SIZE ( . . maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormationResponse- 



RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-RL-InformationResponseltem-RL-ReconfReadyEDD CRITICALITY ignore TYPE RL-Inf ormationResponseltem-RL-Reconf ReadyFDD 
mandatory } 
} 



PRESENCE 



RL-Inf ormat ionResponse Item- RL-Reconf ReadyFDD 



SEQUENCE { 



rL-ID 

max-UL-SIR 

min-UL-SIR 

maximumDLTxPower 

minimumDLTxPower 

not-Used-secondary-CCPCH-Info 

dl-CodeInf ormat ionList 

dCHInf ormat ionResponse 

not-Used-dSCHsToBeAddedOrModified 

iE-Extensions 



RL-ID, 

UL-SIR 

UL-SIR 

DL-Power 

DL-Power 



OPTIONAL, 

OPTIONAL, 

OPTIONAL, 

OPTIONAL, 
NULL OPTIONAL, 

DL-CodeInf ormat ionList-RL-Reconf ReadyFDD OPTIONAL, 
DCH-Inf ormat ionResponseList-RL-Reconf ReadyFDD OPTIONAL, 
NULL OPTIONAL, 

ProtocolExtensionContainer ( ( RL-Inf ormationResponseltem-RL-Reconf ReadyFDD-ExtlEs } } OPTIONAL, 



} 



RL-InformationResponseltem-RL-ReconfReadyFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DL-PowerBalancing-Updatedlndicator CRITICALITY ignore EXTENSION DL-PowerBalancing-Updatedlndicator PRESENCE optional}! 

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation CRITICALITY ignore EXTENSION Primary-CPICH-Usage-For-Channel-Estimation PRESENCE 
optional } I 

CRITICALITY ignore EXTENSION Secondary-CPICH-Inf ormation-Change 



( ID id-Secondary-CPICH-Inf ormation-Change 
optional } I 

( ID Id-EDCH-FDD-InformationResponse 
} I 

( ID id-EDCH-RLSet-Id 
optional } I 

( ID id-EDCH-FDD-DL-ControlChannellnformation 
optional } , 



CRITICALITY ignore EXTENSION EDCH-FDD-Inf ormationResponse 

CRITICALITY ignore EXTENSION RL-Set-ID 

CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInf ormation 



PRESENCE 
PRESENCE optional 
PRESENCE 
PRESENCE 



} 



DL-CodeInf ormat ionList-RL-Reconf ReadyFDD 



DL-CodelnformationLlstlEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-FDD-DL-Codelnformation CRITICALITY ignore TYPE FDD-DL-CodeInf ormation 



ProtocolIE-Single-Container { { DL-CodelnformationLlstlEs-RL-Reconf ReadyFDD } } 

PRESENCE mandatory } 



DCH-Inf ormat lonResponseLlst-RL-Reconf ReadyFDD 

DCH-InformationResponseLlstlEs-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= { 

( ID Id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse 



ProtocolIE-Single-Container { { DCH-Inf ormationResponseListlEs-RL-Reconf ReadyFDD } } 

PRESENCE mandatory } 



RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION 
{ ID id-HSDSCH-RNTI CRITICALITY ignore 

{ ID id-HSDSCH-FDD-Information-Response CRITICALITY ignore 
{ ID id-MAChs-Resetlndicator CRITICALITY ignore 



= { 
EXTENSION HSDSCH-RNTI 

EXTENSION HSDSCH-FDD-Inf ormat ion-Response 
EXTENSION MAChs-Resetlndicator 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
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{ ID id-Fast-Reconfiguration-Permission CRITICALITY ignore EXTENSION Fast-Reconfiguration-Permission PRESENCE optional } 
{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response CRITICALITY ignore EXTENSION Continuous-Packet-Connectivity- 
HS-SCCH-Less-Information-Response PRESENCE optional } , 

} 

************************************************************** 

— RADIO LINK RECONFIGURATION READY TDD 

************************************************************** 



RadioLinkReconf IgurationReadyTDD 
protocolIEs 
protocolExtensions 



= SEQUENCE ( 
ProtocolIE-Container (( RadioLinkReconf IgurationReadyTDD-IEs } } , 
ProtocolExtensionContainer { { RadioLinkReconf igurationReadyTDD-Extensions } } 



OPTIONAL, 



RadioLinkReconf IgurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= { 
{ ID Id-RL-InformationResponse-RL-ReconfReadyTDD 

CRITICALITY ignore TYPE RL-Inf ormationResponse-RL-Reconf ReadyTDD PRESENCE optional } 
— This RL-Inf ormationResponse-RL-ReconfReadyTDD is for the first RL repetition in the list. 
— Repetitions 2 and on are defined in Multiple-RL-InformationResponse-RL-Reconf ReadyTDD . 
{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



RL-Inf ormationResponse-RL-Reconf ReadyTDD 



SEQUENCE { 



rL-ID 

max-UL-SIR 

min-UL-SIR 

maximumDLTxPower 

minimumDLTxPower 

secondary-CCPCH-Info-TDD 

ul-CCTrCH-Information 

dl-CCTrCH-Information 

dCHIn format lonResponse 

dSCHsToBeAddedOrModified 

uSCHsToBeAddedOrModified 

IE-Extensions 



RL-ID, 

UL-SIR 

UL-SIR 

DL-Power 

DL-Power 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



Secondary-CCPCH-Info-TDD OPTIONAL, 

UL-CCTrCH-InformationList-RL-Reconf ReadyTDD OPTIONAL, 

DL-CCTrCH-InformationList-RL-Reconf ReadyTDD OPTIONAL, 

DCH-InformationResponseList-RL-ReconfReadyTDD OPTIONAL, 

DSCHToBeAddedOrModified-RL-Reconf ReadyTDD OPTIONAL, 

USCHToBeAddedOrModified-RL-Reconf ReadyTDD OPTIONAL, 

ProtocolExtensionContainer ( ( RL-Inf ormationResponse-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 



RL-InformationResponse-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-UL-TimingAdvanceCtrl-LCR CRITICALITY ignore EXTENSION UL-TimingAdvanceCtrl-LCR 

— For 1.28Mcps TDD only 

{ ID id-secondary-LCR-CCPCH-Info-TDD CRITICALITY ignore EXTENSION Secondary-LCR-CCPCH-Inf o-TDD 

— For 1.28Mcps TDD only 

{ ID id-secondary-CCPCH-Info-RL-ReconfReadyTDD768 CRITICALITY ignore EXTENSION Secondary-CCPCH-Inf 0-TDD7 68 



PRESENCE optional } I 
PRESENCE optional } I 
PRESENCE optional }, 



UL-CCTrCH-InformationList-RL-Reconf ReadyTDD 



ProtocolIE-Single-Container ( { UL-CCTrCHInformationListlEs-RL-Reconf ReadyTDD } } 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



521 



ETSI TS 125 423 V7.4.0 (2007-03) 



UL-CCTrCHInformationListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UL-CCTrCH-InformationListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE UL-CCTrCHInf ormationListlE-RL-Reconf ReadyTDD 
mandatory } 
} 



PRESENCE 



UL-CCTrCHInformationListlE-RL-Reconf ReadyTDD 
UL-CCTrCH-Informationltem-RL-Reconf ReadyTDD : 



cCTrCH-ID 

ul-DPCH-Addlnformation 
— For 3.84Mcps TDD only 
ul-DPCH-Modify Information 
ul-DPCH-Delete Information 
iE-Extensions 



SEQUENCE (SIZE ( . .maxNrOf CCTrCHs ) ) OF UL-CCTrCH-Informationltem-RL-Reconf ReadyTDD 
SEQUENCE ( 

OPTIONAL, 



CCTrCH-ID, 
UL-DPCH-InformationAddList-RL-Reconf ReadyTDD 



UL-DPCH-InformationModifyList-RL-Reconf ReadyTDD OPTIONAL, 

UL-DPCH-InformationDeleteList-RL-Reconf ReadyTDD OPTIONAL, 

ProtocolExtensionContainer ( ( UL-CCTrCH-Inf ormationltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 



} 



UL-CCTrCH-Informationltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-UL-DPCH-LCR-InformationAddListlE-RL-ReconfReadyTDD CRITICALITY ignore 
ReconfReadyTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD7 68 CRITICALITY ignore 
ReconfReadyTDD768 PRESENCE optional }, 

— For 7.68Mcps TDD only 



EXTENSION UL-DPCH-LCR-InformationAddList-RL- 



EXTENSION UL-DPCH-InformationAddList-RL- 



UL-DPCH-LCR-InformationAddList-RL-Reconf ReadyTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

uL-TimeslotLCR-Info UL-TimeslotLCR-Information, 

iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-LCR-Inf ormationAddltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 



UL-DPCH-LCR-InformationAddltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



UL-DPCH-InformationAddList-RL-Reconf ReadyTDD 



ProtocolIE-Single-Container { { UL-DPCH-InformationAddListlEs-RL-Reconf ReadyTDD } } 



UL-DPCH-InformationAddListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UL-DPCH-InformationAddListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE UL-DPCH-InformationAddListlE-RL-Reconf ReadyTDD 
optional } 



PRESENCE 



UL-DPCH-InformationAddListlE-RL-ReconfReadyTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

rxTimingDeviationForTA RxTimingDeviationForTA OPTIONAL, 

uL-Timeslot-Inf ormation UL-Timeslot-Inf ormation, 

iE-Extensions ProtocolExtensionContainer { (UL-DPCH-InformationAddltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 
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UL-DPCH-InformationAddltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-RxTimingDeviationForTAext CRITICALITY ignore EXTENSION RxTimingDeviationForTAext PRESENCE optional }, 

} 

UL-DPCH-InformationAddList-RL-ReconfReadyTDD768 ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

rxTimingDeviationForTA7 68 RxTimingDeviationForTAV 68 OPTIONAL, 

uL-Timeslot-Information7 68 UL-Timeslot-Information7 68, 

iE-Extensions ProtocolExtensionContainer ( ( UL-DPCH-Inf ormationAddltem-RL-Reconf ReadyTDDV 68-ExtIEs } } OPTIONAL, 

} 

UL-DPCH-InformationAddItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-DPCH-Inf ormationModifyList-RL-ReconfReadyTDD : := ProtocolIE-Single-Container ( ( UL-DPCH-Inf ormationModif yListlEs-RL-Reconf ReadyTDD } } 

UL-DPCH-InformationModifyListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-UL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE UL-DPCH-Inf ormationModif yListlE-RL-Reconf ReadyTDD 

PRESENCE mandatory } 
} 

UL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD: := SEQUENCE { 

repetitionPeriod RepetitionPeriod OPTIONAL, 

repetitionLength RepetitionLength OPTIONAL, 

tDD-DPCHOffset TDD-DPCHOffset OPTIONAL, 

uL-Timeslot-InformationModifyList-RL-Reconf ReadyTDD UL-Timeslot-Inf ormationModif yList-RL-Reconf ReadyTDD OPTIONAL, 

— For 3.84Mcps TDD only 

iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD CRITICALITY ignore EXTENSION UL-TimeslotLCR-Inf ormationModif yList-RL- 
Reconf ReadyTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

{ ID id-UL-Timeslot-Inf ormationModif yList-RL-Reconf ReadyTDD? 68 CRITICALITY ignore EXTENSION UL-Timeslot-Inf ormationModif yList-RL- 
Reconf ReadyTDDV 68 PRESENCE optional }, 

— For 7.68Mcps TDD only 

} 

UL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD: := SEQUENCE ( SIZE (1 . .maxNrOfTsLCR) ) OF UL-TimeslotLCR-Inf ormationModif yltem-RL- 
Reconf Ready TDD 

UL-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
timeSlotLCR TimeSlotLCR, 
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midambleShiftLCR MidambleShiftLCR OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

tDD-uL-Code-LCR-Information TDD-UL-Code-LCR-Inf ormationModif yList-RL-Reconf ReadyTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( UL-TimeslotLCR-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-UL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHsLCR) ) OF TDD-UL-Code-LCR-Inf ormationModif yltem-RL- 
Re con f Ready TDD 

TDD-UL-Code-LCR-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCodeLCR TDD-ChannelisationCodeLCR OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( TDD-UL-Code-LCR-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-UL-Code-LCR-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TDD-UL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD CRITICALITY reject EXTENSION TDD-UL-DPCH-TimeSlotFormat-LCR 
PRESENCE optional}, 

} 

UL-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD 

UL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD : := SEQUENCE ( 
timeSlot TimeSlot, 

midambleShiftAndBurstType MidambleShiftAndBurstType OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

uL-Code-Information TDD-UL-Code-Inf ormationModif yList-RL-Reconf ReadyTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { UL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

UL-Timeslot-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TDD-UL-Code-InformationModifyList-RL-ReconfReadyTDD: := SEQUENCE ( SIZE ( 1 . . maxNrOf DPCHs) ) OF TDD-UL-Code-Inf ormationModif yItem-RL-Reconf ReadyTDD 

TDD-UL-Code-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCode TDD-ChannelisationCode OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( TDD-UL-Code-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-UL-Code-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 
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UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768 : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD? 68 

UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD768 ::= SEQUENCE ( 
timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68 OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

uL-Code-Information7 68 TDD-UL-Code-Inf ormationModif yList-RL-ReconfReadyTDD7 68 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { UL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD7 68-ExtIEs } } OPTIONAL, 

} 

UL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TDD-UL-Code-Inf ormationModif yList-RL-ReconfReadyTDD7 68 : := SEQUENCE ( SIZE ( 1 . .maxNrOfDPCHs7 68 ) ) OF TDD-UL-Code-Inf ormationModif yltem-RL- 
ReconfReadyTDD7 68 

TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD768 ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCode768 TDD-ChannelisationCode7 68 OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( TDD-UL-Code-Inf ormationModif yItem-RL-Reconf ReadyTDD7 68-ExtIEs } } OPTIONAL, 

} 

TDD-UL-Code-InformationModifyItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD : := ProtocolIE-Single-Container ( ( UL-DPCH-InformationDeleteListlEs-RL-Reconf ReadyTDD } } 

UL-DPCH-InformationDeleteListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-UL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE UL-DPCH-InformationDeleteListlE-RL-Reconf ReadyTDD 

PRESENCE mandatory } 
} 

UL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNrOf DPCHs) ) OF UL-DPCH-InformationDeleteltem-RL-Reconf ReadyTDD 

UL-DPCH-InformationDeleteltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

iE-Extensions ProtocolExtensionContainer ( { UL-DPCH-Inf ormationDeleteList-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCH-InformationList-RL-ReconfReadyTDD : := ProtocolIE-Single-Container ( { DL-CCTrCHInformationListlEs-RL-Reconf ReadyTDD } } 

DL-CCTrCHInformationListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= { 
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{ ID Id-DL-CCTrCH-InformationListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE DL-CCTrCHInf ormationListlE-RL-Reconf ReadyTDD PRESENCE 
mandatory } 
} 

DL-CCTrCHInformationListlE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF DL-CCTrCH-Informationltem-RL-Reconf ReadyTDD 

DL-CCTrCH-Informationltem-RL-Reconf ReadyTDD ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Addlnformation DL-DPCH-InformationAddList-RL-Reconf ReadyTDD OPTIONAL, 

— For 3.84Mcps TDD only 

dl-DPCH-Modify Information DL-DPCH-InformationModifyList-RL-Reconf ReadyTDD OPTIONAL, 

dl-DPCH-Deletelnformation DL-DPCH-InformationDeleteList-RL-Reconf ReadyTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 



DL-CCTrCH-Informationltem-RL 
{ ID id-DL-DPCH-LCR-Info 

ReconfReadyTDD PRESENCE 
— For 1.28Mcps TDD only 
{ ID id-CCTrCH-Maximum-D 

— Applicable to 3.84Mcp 
{ ID id-CCTrCH-Minimum-D 

— Applicable to 3.84Mcp 
{ ID id-DL-DPCH-Informat 

ReconfReadyTDD? 68 

— For 7.68Mcps TDD only 
( ID id-DL-DPCH-Informat 

ReconfReadyTDD PRESENCE 



-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
rmationAddListlE-RL-ReconfReadyTDD CRITICALITY ignore 
optional } I 



L-Power-RL-Re con f Ready TDD 
PRESENCE optional } I 
s TDD and 7 . 68Mcps TDD only 
L-Power-RL-Re con f Ready TDD 
PRESENCE optional } I 
>s TDD and 7.68Mcps TDD only 
ionAddListIE-RL-ReconfReadyTDD7 68 
PRESENCE optional}! 



CRITICALITY ignore 

this is a DCH type CCTrCH power 
CRITICALITY ignore 

this is a DCH type CCTrCH power 
CRITICALITY ignore 



ionDeleteList7 68-RL-Reconf ReadyTDD 
optional } , 



CRITICALITY ignore 



EXTENSION DL-DPCH-LCR-InformationAddList-RL- 



EXTENSION DL-Power 



EXTENSION DL-Power 



EXTENSION DL-DPCH-InformationAddList-RL- 



EXTENSION DL-DPCH-InformationDeleteList7 68-RL- 



DL-DPCH-LCR-InformationAddList-RL-Reconf ReadyTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

dL-TimeslotLCR-Info DL-TimeslotLCR-Inf ormation, 

iE-Extensions ProtocolExtensionContainer ( (DL-DPCH-LCR-InformationAddltem-RL-ReconfReadyTDD-ExtlEs } } OPTIONAL, 

} 



DL-DPCH-LCR-InformationAddltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationAddList-RL-Reconf ReadyTDD ; ;= ProtocolIE-Single-Container { { DL-DPCH-InformationAddListlEs-RL-Reconf ReadyTDD } } 

DL-DPCH-InformationAddListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-DL-DPCH-InformationAddListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE DL-DPCH-InformationAddListlE-RL-Reconf ReadyTDD 
mandatory } 
} 



PRESENCE 
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DL-DPCH-InformationAddListlE-RL-ReconfReadyTDD ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOf f set , 

dL-Timeslot-Inf ormation DL-Timeslot-Inf ormation, 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationAddltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-Inf ormationAddltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationAddList-RL-ReconfReadyTDD768 ::= SEQUENCE { 
repetitionPeriod RepetitionPeriod, 

repetitionLength RepetitionLength, 

tDD-DPCHOffset TDD-DPCHOffset, 

dL-Timeslot-Inf ormationV 68 DL-Timeslot-Inf ormationV 68, 
iE-Extensions ProtocolExtensionContainer ( { DL-DPCH-Inf ormationAddltem-RL-Reconf ReadyTDDV 68-ExtIEs } } OPTIONAL, 

} 

DL-DPCH-InformationAddItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationModifyList-RL-ReconfReadyTDD : := ProtocolIE-Single-Container ( { DL-DPCH-Inf ormationModif yListlEs-RL-Reconf ReadyTDD } } 

DL-DPCH-InformationModifyListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE DL-DPCH-Inf ormationModif yListlE-RL-Reconf ReadyTDD 

PRESENCE mandatory } 
} 

DL-DPCH-InformationModifyListlE-RL-ReconfReadyTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod OPTIONAL, 

repetitionLength RepetitionLength OPTIONAL, 

tDD-DPCHOffset TDD-DPCHOffset OPTIONAL, 

dL-Timeslot-Inf ormationModifyList-RL-Reconf ReadyTDD DL-Timeslot-Inf ormationModifyList-RL-Reconf ReadyTDD OPTIONAL, 

— For 3.84Mcps TDD only 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD CRITICALITY ignore EXTENSION DL-TimeslotLCR-Inf ormationModif yList-RL- 
ReconfReadyTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

( ID id-DL-Timeslot-Inf ormationModif yList-RL-Reconf ReadyTDDV 68 CRITICALITY ignore EXTENSION DL-Timeslot-Inf ormationModif yList-RL- 
Reconf ReadyTDD? 68 PRESENCE optional }, 

— For 7.68Mcps TDD only 

} 
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DL-TimeslotLCR-InformationModifyList-RL-ReconfReadyTDD : := SEQUENCE ( SIZE ( 1 . .maxNrOf TsLCR) ) OF DL-TimeslotLCR-Inf ormationModif yItem-RL- 
Reconf Ready TDD 

DL-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
timeSlotLCR TimeSlotLCR, 

midambleShiftLCR MidambleShif tLCR OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

tDD-dL-Code-LCR-Information TDD-DL-Code-LCR-Inf ormationModif yList-RL-Reconf ReadyTDD OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( { DL-TimeslotLCR-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-DL-Code-LCR-InformationModifyList-RL-ReconfReadyTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHsLCR) ) OF TDD-DL-Code-LCR-Inf ormationModif yltem-RL- 
Re con f Ready TDD 

TDD-DL-Code-LCR-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCodeLCR TDD-ChannelisationCodeLCR OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( { TDD-DL-Code-LCR-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-DL-Code-LCR-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-TDD-DL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD CRITICALITY reject EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR 
PRESENCE optional}, 

} 

DL-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-Maximum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional } I 
{ ID Id-Minimum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD CRITICALITY ignore EXTENSION DL-Power PRESENCE optional }, 

} 

DL-Timeslot-Inf ormationModif yList-RL-Reconf ReadyTDD : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF DL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD 

DL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD : := SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType MidambleShif tAndBurstType OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

dL-Code-Information TDD-DL-Code-Inf ormationModif yList-RL-Reconf ReadyTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { DL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

DL-Timeslot-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

TDD-DL-Code-InformationModifyList-RL-ReconfReadyTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHs) ) OF TDD-DL-Code-Inf ormationModif yItem-RL-ReconfReadyTDD 

TDD-DL-Code-InformationModifyltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCode TDD-ChannelisationCode OPTIONAL, 
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IE-Extensions ProtocolExtensionContainer ( { TDD-DL-Code-Inf ormationModif yItem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

TDD-DL-Code-InformationModifyltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID Id-TDD-DL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD CRITICALITY reject EXTENSION TDD-DL-DPCH-TimeSlotFormat-LCR 
PRESENCE optional}, 

— This IE shall not be used 

} 

DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768 : := SEQUENCE ( SIZE ( 1 . . maxNrOf TS) ) OF DL-Timeslot-Inf ormationModif yItem-RL-ReconfReadyTDD7 68 

DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD768 ::= SEQUENCE ( 
timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68 OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

dL-Code-Information7 68 TDD-DL-Code-Inf ormationModif yList-RL-ReconfReadyTDD7 68 OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( (DL-Timeslot-Inf ormationModif yItem-RL-Reconf ReadyTDD7 68-ExtIEs } } OPTIONAL, 

} 

DL-Timeslot-InformationModifyItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TDD-DL-Code-InformationModifyList-RL-ReconfReadyTDD768 : := SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHs7 68 ) ) OF TDD-DL-Code-Inf ormationModif yltem-RL- 
ReconfReadyTDD7 68 

TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD768 ::= SEQUENCE { 
dPCH-ID768 DPCH-ID768, 

tDD-ChannelisationCode768 TDD-ChannelisationCode7 68 OPTIONAL, 
IE-Extensions ProtocolExtensionContainer ( { TDD-DL-Code-Inf ormationModif yItem-RL-Reconf ReadyTDD7 68-ExtIEs } } OPTIONAL, 

} 

TDD-DL-Code-InformationModifyItem-RL-ReconfReadyTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD : := ProtocolIE-Single-Container ( ( DL-DPCH-Inf ormationDeleteListlEs-RL-Reconf ReadyTDD } } 

DL-DPCH-InformationDeleteListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD CRITICALITY ignore TYPE DL-DPCH-Inf ormationDeleteListlE-RL-Reconf ReadyTDD 

PRESENCE mandatory } 
} 

DL-DPCH-InformationDeleteListlE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNrOf DPCHs) ) OF DL-DPCH-Inf ormationDeleteltem-RL-Reconf ReadyTDD 

DL-DPCH-InformationDeleteltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

IE-Extensions ProtocolExtensionContainer { (DL-DPCH-Inf ormationDeleteList-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 
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DL-DPCH-InformationDeleteList-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNrOf DPCHsV 68 ) ) OF DL-DPCH-Inf ormationDeleteltemV 68-RL-Reconf ReadyTDD 

DL-DPCH-InformationDeleteItem768-RL-ReconfReadyTDD ::= SEQUENCE { 
dPCH-ID768 DPCH-ID768, 

iE-Extensions ProtocolExtensionContainer ( { DL-DPCH-Inf ormationDeleteListV 68-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DCH-InformationResponseList-RL-Reconf ReadyTDD ::= ProtocolIE-Single-Container ( ( DCH-InformationResponseListlEs-RL-Reconf ReadyTDD } } 

DCH-InformationResponseListlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse PRESENCE mandatory } 
} 

DSCHToBeAddedOrModified-RL-ReconfReadyTDD ;:= ProtocolIE-Single-Container ( { DSCHToBeAddedOrModifiedlEs-RL-Reconf ReadyTDD } } 

DSCHToBeAddedOrModifiedlEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD CRITICALITY ignore TYPE DSCHToBeAddedOrModifiedList-RL-Reconf ReadyTDD PRESENCE 
mandatory } 
} 

DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNoOf DSCHs) ) OF DSCHToBeAddedOrModifiedltem-RL-Reconf ReadyTDD 

DSCHToBeAddedOrModifiedltem-RL-ReconfReadyTDD ::= SEQUENCE { 
dsch-ID DSCH-ID, 

transportFormatManagement TransportFormatManagement , 
dSCH-FlowControl Information DSCH-FlowControl Information, 
bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( DSCHToBeAddedOrModif iedltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

DSCHToBeAddedOrModifiedltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

USCHToBeAddedOrModified-RL-ReconfReadyTDD ::= ProtocolIE-Single-Container ( ( USCHToBeAddedOrModifiedlEs-RL-Reconf ReadyTDD } 

}USCHToBeAddedOrModifiedIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID Id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD CRITICALITY ignore TYPE USCHToBeAddedOrModifiedList-RL-Reconf ReadyTDD PRESENCE 
mandatory } 
} 

USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( . .maxNoOf USCHs) ) OF USCHToBeAddedOrModifiedltem-RL-Reconf ReadyTDD 
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USCHToBeAddedOrModifiedltem-RL-ReconfReadyTDD ::= SEQUENCE { 
uSCH-ID USCH-ID, 

transportFormatManagement TransportFormatManagement , 
bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( USCHToBeAddedOrModif iedltem-RL-Reconf ReadyTDD-ExtlEs } } OPTIONAL, 

} 

USCHToBeAddedOrModifiedltem-RL-ReconfReadyTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ;;= { 

( ID id-HSDSCH-RNTI CRITICALITY ignore EXTENSION HSDSCH-RNTI PRESENCE optional } 

{ ID id-DSCH-RNTI CRITICALITY ignore EXTENSION DSCH-RNTI PRESENCE optional } 

{ ID id-HSDSCH-TDD-Information-Response CRITICALITY ignore EXTENSION HSDSCH-TDD-Inf ormation-Response PRESENCE optional } 

{ ID id-MAChs-Resetlndicator CRITICALITY ignore EXTENSION MAChs-Resetlndicator PRESENCE optional } 

{ ID id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD CRITICALITY ignore EXTENSION Multiple-RL-Inf ormationResponse-RL- 

ReconfReadyTDD PRESENCE optional}! 

— This is for RL repetitions 2 and on in RL list . 

{ ID id-E-DCH-Information-Response CRITICALITY ignore EXTENSION E-DCH-Inf ormation-Response PRESENCE optional } 

{ ID id-E-DCH-768-Information-Response CRITICALITY ignore EXTENSION E-DCH-7 68-Inf ormation-Response PRESENCE optional } 
{ ID id-E-DCH-LCR-Information-Response CRITICALITY ignore EXTENSION E-DCH-LCR-Inf ormation-Response PRESENCE optional }, 

} 

Multiple-RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs-1 ) ) OF RL-Inf ormationResponse-RL-Reconf ReadyTDD 

************************************************************** 

— RADIO LINK RECONFIGURATION COMMIT 

************************************************************** 

RadioLinkReconfigurationCommit : := SEQUENCE ( 

protocolIEs ProtocolIE-Container ({ RadioLinkReconf igurationCommit-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf igurationCommit-Extensions } } OPTIONAL, 

} 

RadioLinkReconf igurationCommit-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-CFN CRITICALITY ignore TYPE CFN PRESENCE mandatory } 

{ ID id-Active-Pattern-Sequence-Information CRITICALITY ignore TYPE Active-Pattern-Sequence-Information PRESENCE optional }, — FDD only 

} 

RadioLinkReconfigurationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-Fast-Reconfiguration-Mode CRITICALITY reject EXTENSION Fast-Reconfiguration-Mode PRESENCE optional }, — FDD only 

} 

************************************************************** 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



531 



ETSI TS 125 423 V7.4.0 (2007-03) 



— RADIO LINK RECONFIGURATION FAILURE 



************************************************************** 



RadioLinkRe con figurationFai lure 
protocolIEs 
protocolExtensions 



SEQUENCE { 

ProtocolIE-Container {{ RadioLinkReconf igurationFailure-IEs } } , 

ProtocolExtensionContainer { { RadioLinkReconf igurationFailure-Extensions } } 



OPTIONAL, 



RadioLinkReconf igurationFailure-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-CauseLevel-RL-ReconfFailure CRITICALITY ignore TYPE CauseLevel-RL-Reconf Failure PRESENCE mandatory 
( ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

CauseLevel-RL-ReconfFailure ::= CHOICE { 

generalCause Gene ralCauseList-RL-Re con f Failure, 
rLSpecificCause RLSpecif IcCauseLis t-RL-Re con f Failure, 

} 



Gene ralCauseList-RL-Re con f Failure 
cause 
IE-Extensions 



SEQUENCE { 



Cause, 

ProtocolExtensionContainer { { GeneralCauseltem-RL-Reconf Failure-ExtlEs } } 



OPTIONAL, 



} 
GeneralCauseltem-RL-ReconfFailure-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



RLSpecificCauseList-RL-ReconfFailure ::= SEQUENCE { 
rL-Reconf igur at lonEailureList -RL-Re con f Failure 
IE-Extensions 
OPTIONAL, 



RL-Re con f igur at lonFailureLi St -RL-Reconf Failure OPTIONAL, 
ProtocolExtensionContainer { { RLSpecif icCauseltem-RL-Reconf Failure-ExtlEs } } 



RLSpecificCauseltem-RL-ReconfFailure-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RL-Reconf igur at lonEailureList -RL-Reconf Failure 
Reconf Failure-IEs } } 



SEQUENCE (SIZE ( . .maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL-Reconf IgurationEailure-RL - 



RL-Reconf igurationFailure-RL-Reconf Failure-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-RL-ReconfigurationFailure-RL-ReconfFail CRITICALITY ignore TYPE RL-Reconf IgurationFailure-RL-Reconf Fail PRESENCE mandatory } 



RL-Reconf igurationFailure-RL-Reconf Fail 
rL-ID RL-ID, 

cause Cause, 



SEQUENCE { 
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iE-Extensions ProtocolExtensionContainer { ( RL-Reconf igurationFailure-RL-Reconf Failure-ExtlEs } } OPTIONAL, 

} 

RL-ReconfigurationFailure-RL-ReconfFailure-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 
RadioLinkReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK RECONFIGURATION CANCEL 

************************************************************** 

RadioLinkReconfigurationCancel ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( RadioLinkReconf igurationCancel-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf igurationCancel-Extensions } } OPTIONAL, 

} 

RadioLinkReconf igurationCancel-IEs RNSAP-PROTOCOL-IES ::= { 

} 

RadioLinkReconfigurationCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 



— RADIO LINK RECONFIGURATION REQUEST FDD 



************************************************************** 



RadioLinkReconf igurationRequestFDD : := SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLinkReconf IgurationRequestFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf IgurationRequestEDD-Extensions } } OPTIONAL, 

} 

RadioLinkReconf IgurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-AllowedQueuingTime CRITICALITY reject TYPE AllowedQueuingTime PRESENCE optional } 

{ ID Id-UL-DPCH-Information-RL-ReconfRqstFDD CRITICALITY reject TYPE UL-DPCH-Information-RL-ReconfRqstFDD PRESENCE optional } I 

{ ID Id-DL-DPCH-Information-RL-ReconfRqstFDD CRITICALITY reject TYPE DL-DPCH-Information-RL-ReconfRqstFDD PRESENCE optional } I 

{ ID id-FDD-DCHs-to-Modify CRITICALITY reject TYPE FDD-DCHs-to-Modif y PRESENCE optional } I 

{ ID id-DCHs-to-Add-FDD CRITICALITY reject TYPE DCH-FDD-Inf ormation PRESENCE optional } I 

{ ID Id-DCH-DeleteList-RL-ReconfRqstFDD CRITICALITY reject TYPE DCH-DeleteList-RL-Reconf RqstFDD PRESENCE optional } I 

{ ID id-Transmission-Gap-Pattern-Sequence-Information CRITICALITY reject TYPE Transmission-Gap-Pattern-Sequence-Information PRESENCE 

optional } , 
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} 

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE { 

tFCS TECS OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( UL-DPCH-Inf ormation-RL-Reconf RqstEDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-Information-RL-ReconfRqstEDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DL-DPCH-Inf ormation-RL-Reconf RqstEDD ::= SEQUENCE ( 

tFCS TFCS OPTIONAL, 

tFCI-SignallingMode TFCI-SignallingMode OPTIONAL, 

limitedPowerlncrease LimitedPowerlncrease OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { DL-DPCH-Inf ormation-RL-Reconf RqstFDD-ExtlEs } } OPTIONAL, 



DL-DPCH-Information-RL-ReconfRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



DCH-DeleteList-RL-ReconfRqstFDD 



SEQUENCE (SIZE ( . .maxNrOf DCHs ) ) OF DCH-Deleteltem-RL-Reconf RqstEDD 



DCH-Deleteltem-RL-ReconfRqstFDD ::= SEQUENCE { 
dCH-ID DCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( DCH-Deleteltem-RL-Reconf RqstFDD-ExtlEs } } OPTIONAL, 



DCH-Deleteltem-RL-ReconfRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RadioLinkReconf IgurationRequestFDD-Extensio 
{ ID id-RL-ReconfigurationRequestFDD-RL 
PRESENCE optional}! 

{ ID id-DL-Ref erencePowerInf ormation 
{ ID id-HSDSCH-FDD-Information 
{ ID id-HSDSCH-Information-to-Modify-Un 

optional } I 

{ ID Id-HSDSCH-MACdFlows-to-Add 

{ ID id-HSDSCH-MACdFlows-to-Delete 

{ ID id-HSPDSCH-RL-ID 

{ ID Id-EDPCH-Information-RLReconfReque 

{ ID id-EDCH-FDD-Information 

{ ID id-EDCH-FDD-Information-To-Modify 

{ ID Id-EDCH-MACdFlows-To-Add 

{ ID Id-EDCH-MACdFlows-To-Delete 

{ ID id-Serving-EDCHRL-Id 

{ ID id-CPC-Information 



ns RNSAP-PROTOCOL-EXTENSION ::= ( 
InformationList CRITICALITY ignore 



EXTENSION RL-ReconfigurationRequestFDD-RL-InformationList 



CRITICALITY ignore EXTENSION DL-Ref erencePowerInf ormation PRESENCE optional } I 

CRITICALITY reject EXTENSION HSDSCH-FDD-Inf ormation PRESENCE optional}! 

synchronised CRITICALITY reject EXTENSION HSDSCH-Inf ormation-to-Modif y-UnsynchronisedPRESENCE 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
st-EDD CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



EXTENSION HSDSCH-MACdFlows-Information PRE 

EXTENSION HSDSCH-MACdFlows-to-Delete PRE 

EXTENSION RL-ID PRE 
EXTENSION EDPCH-Information-RLReconf Request-FDD 

EXTENSION EDCH-FDD-Information PRE 

EXTENSION EDCH-FDD-Information-To-Modify PRE 

EXTENSION EDCH-MACdFlows-Information PRE 

EXTENSION EDCH-MACdFlows-To-Delete PRE 

EXTENSION EDCH-Serving-RL PRE 

EXTENSION CPC-Information PRE 



SENCE optional} I 
SENCE optional} I 
SENCE optional} I 

PRESENCE optional}! 
SENCE optional} I 
SENCE optional} I 
SENCE optional} I 
SENCE optional} I 
SENCE optional} I 
SENCE optional}. 
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RL-ReconfigurationRequestFDD-RL-InformationList ::= SEQUENCE (SIZE ( . .maxNrOf RLs) ) OF ProtocolIE-Single-Container { 
( RL-Reconf igurationRequestFDD-RL-Inf ormation-Listltem} } 

RL-ReconfigurationRequestFDD-RL-Information-Listltem RNSAP-PROTOCOL-IES : := { 

( ID id-RL-ReconfigurationRequestFDD-RL-Information-IEs CRITICALITY ignore TYPE RL-Reconf igurationRequestFDD-RL-Inf ormation-IEs PRESENCE 
optional } 
} 

RL-Reconf igurationRequestFDD-RL-Inf ormation-IEs : := SEQUENCE { 
rL-ID RL-ID, 

rL-Specific-DCH-Info RL-Specif ic-DCH-Inf o OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { { RL-Reconf igurationRequestFDD-RL-Inf ormation-ExtlEs } } OPTIONAL, 



RL-ReconfigurationRequestFDD-RL-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-RL-Specific-EDCH-Information CRITICALITY reject EXTENSION RL-Specif ic-EDCH-Information 
( ID id-EDCH-RL-Indication CRITICALITY reject EXTENSION EDCH-RL-Indication 



PRESENCE optional 
PRESENCE optional 



} 



************************************************************** 



— RADIO LINK RECONFIGURATION REQUEST TDD 

************************************************************** 



RadioLlnkReconfigurationRequestTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLlnkReconf IgurationRequestTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLlnkReconf IgurationRequestTDD-Extensions } } 



OPTIONAL, 



} 

RadioLlnkReconf IgurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-AllowedQueuingTlme CRITICALITY reject TYPE AllowedQueuingTlme PRESENCE optional } 

( ID Id-UL-CCTrCH-InformationModifyLlst-RL-ReconfRqstTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationModif yLlst-RL-Reconf RqstTDD PRESENCE 
optional } I 

( ID Id-UL-CCTrCH-InformationDeleteLlst-RL-ReconfRqstTDD CRITICALITY notify TYPE UL-CCTrCH-InformationDeleteLlst-RL-Reconf RqstTDD PRESENCE 
optional } I 

{ ID Id-DL-CCTrCH-InformationModifyLlst-RL-ReconfRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationModif yLlst-RL-Reconf RqstTDD PRESENCE 
optional } I 

{ ID Id-DL-CCTrCH-InformationDeleteLlst-RL-ReconfRqstTDD CRITICALITY notify TYPE DL-CCTrCH-InformationDeleteLlst-RL-Reconf RqstTDD PRESENCE 
optional } I 

{ ID id-TDD-DCHs-to-Modify CRITICALITY reject TYPE TDD-DCHs-to-Modif y PRESENCE optional } I 

{ ID id-DCHs-to-Add-TDD CRITICALITY reject TYPE DCH-TDD-Inf ormation PRESENCE optional } I 

{ ID Id-DCH-DeleteLlst-RL-ReconfRqstTDD CRITICALITY reject TYPE DCH-DeleteLlst-RL-Reconf RqstTDD PRESENCE optional }, 

} 



UL-CCTrCH-Inf ormationModif yLlst-RL-Reconf RqstTDD 
Inf ormationModif yLlst-RL-Reconf RqstTDD-IEs } } 



:;= SEQUENCE (SIZE ( . . maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container { {UL-CCTrCH- 
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UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD CRITICALITY notify TYPE UL-CCTrCH-Inf ormationModif yItem-RL-Reconf RqstTDD PRESENCE 
mandatory } 
} 

UL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

tFCS TECS OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { UL-CCTrCH-Inf ormationModif yItem-RL-Reconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-UL-SIRTarget CRITICALITY reject EXTENSION UL-SIR PRESENCE optional }, 
— Applicable to 1.28Mcps TDD only 

} 

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (UL-CCTrCH- 
Inf ormationDeleteList-RL-Reconf RqstTDD-IEs } } 

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-UL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD CRITICALITY notify TYPE UL-CCTrCH-InformationDeleteltem-RL-Reconf RqstTDD PRESENCE 
mandatory } 
} 

UL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-Inf ormationDeleteltem-RL-Reconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD :;= SEQUENCE (SIZE ( . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (DL-CCTrCH- 
Inf ormationModif yList-RL-Reconf RqstTDD-IEs } } 

DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-DL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationModif yItem-RL-Reconf RqstTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD ::= SEQUENCE ( 
cCTrCH-ID CCTrCH-ID, 

tFCS TFCS OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { DL-CCTrCH-Inf ormationModif yItem-RL-Reconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-InformationModifyltem-RL-ReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 
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DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD 
Inf ormationDeleteList-RL-Reconf RqstTDD-IEs } } 



::= SEQUENCE (SIZE ( . . maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ( (DL-CCTrCH- 



DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD CRITICALITY notify TYPE DL-CCTrCH-Inf ormationDeleteltem-RL-Reconf RqstTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationDeleteltem-RL-Reconf RqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationDeleteltem-RL-Reconf RqstTDD-ExtlEs } } OPTIONAL, 



DL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DCH-DeleteList-RL-ReconfRqstTDD ;:= SEQUENCE (SIZE ( . .maxNrOf DCHs) ) OF DCH-Deleteltem-RL-Reconf RqstTDD 

DCH-Deleteltem-RL-ReconfRqstTDD ::= SEQUENCE ( 
dCH-ID DCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( DCH-Deleteltem-RL-Reconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

DCH-Deleteltem-RL-ReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-RL-ReconfigurationRequestTDD-RL-Information CRITICALITY ignore 
PRESENCE optional}! 

{ ID id-HSDSCH-TDD-Information CRITICALITY reject EXTENSION HSDSCH-TDD-Inf ormation PRESENCE optional} 

{ ID id-HSDSCH-Information-to-Modify-Unsynchronised CRITICALITY reject EXTENSION HSDSCH-Inf ormation-to-Modif y-UnsynchronisedPRESENCE 

optional } I 

{ ID Id-HSDSCH-MACdFlows-to-Add CRITICALITY reject EXTENSION HSDSCH-MACdFlows-Inf ormation PRESENCE optional}! 

{ ID Id-HSDSCH-MACdFlows-to-Delete CRITICALITY reject EXTENSION HSDSCH-MACdFlows-to-Delete PRESENCE optional} 

{ ID id-HSPDSCH-RL-ID CRITICALITY reject EXTENSION RL-ID PRESENCE optional} 

{ ID id-E-DCH-Information-Reconfig CRITICALITY reject EXTENSION E-DCH-Inf ormation-Reconf ig PRESENCE optional } 

{ ID id-E-DCH-Serving-RL-ID CRITICALITY reject EXTENSION RL-ID PRESENCE optional } 

{ ID id-E-DCH-768-Information-Reconfig CRITICALITY reject EXTENSION E-DCH-7 68-Inf ormation-Reconf ig PRESENCE optional } 

{ ID id-E-DCH-LCR-Information-Reconfig CRITICALITY reject EXTENSION E-DCH-LCR-Inf ormation-Reconf ig PRESENCE optional }, 



EXTENSION Mult Iple-RL-ReconfigurationRequestTDD-RL-Inf ormation 



Multiple-RL-ReconfigurationRequestTDD-RL-Information ::= SEQUENCE (SIZE (1 . .maxNrOfRLs) ) OF RL-ReconfigurationRequestTDD-RL-Inf ormation 

RL-ReconfigurationRequestTDD-RL-Inf ormation : := SEQUENCE { 
rL-ID RL-ID, 

rL-Specific-DCH-Info RL-Specif ic-DCH-Inf o OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { { RL-Reconf IgurationRequestTDD-RL-Inf ormation-ExtlEs } } OPTIONAL, 
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} 

RL-ReconfigurationRequestTDD-RL-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-UL-Synchronisation-Parameters-LCR CRITICALITY ignore EXTENSION UL-Synchronisation-Parameters-LCR PRESENCE 

optional }, — Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7 . 68Mcps TDD 

} 

************************************************************** 

— RADIO LINK RECONEIGURATION RESPONSE EDD 

************************************************************** 

RadioLinkReconfigurationResponseEDD : := SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLinkReconf IgurationResponseEDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf IgurationResponseEDD-Extensions } } OPTIONAL, 

} 

RadioLinkReconf IgurationResponseEDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID Id-RL-InformationResponseList-RL-ReconfRspEDD CRITICALITY ignore TYPE RL-Inf ormationResponseList-RL-Reconf RspEDD PRESENCE 
optional } I 

( ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RL-InformationResponseList-RL-ReconfRspEDD ::= SEQUENCE (SIZE ( . .maxNrOf RLs) ) OE ProtocolIE-Single-Container ( { RL-Inf ormationResponse-RL- 
ReconfRspEDD-IEs} } 

RL-Inf ormationResponse-RL-ReconfRspEDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-RL-InformationResponseltem-RL-ReconfRspEDD CRITICALITY ignore TYPE RL-Inf ormationResponseltem-RL-Reconf RspEDD PRESENCE 
mandatory } 
} 

RL-Inf ormationResponseltem-RL-Reconf RspEDD : := SEQUENCE { 
rL-ID RL-ID, 

max-UL-SIR UL-SIR OPTIONAL, 

min-UL-SIR UL-SIR OPTIONAL, 

maximumDLTxPower DL-Power OPTIONAL, 

minimumDLTxPower DL-Power OPTIONAL, 

not-Used-secondary-CCPCH-Info NULL OPTIONAL, 

dCHsInformationResponseList DCH-InformationResponseList-RL-Reconf RspEDD OPTIONAL, 
dL-CodelnformationList-RL-ReconfResp DL-CodelnformationList-RL-Reconf RspEDD OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { { RL-Inf ormationResponseltem-RL-Reconf RspEDD-ExtlEs } } OPTIONAL, 

} 

RL-InformationResponseltem-RL-ReconfRspEDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-DL-PowerBalancing-Updatedlndicator CRITICALITY ignore EXTENSION DL-PowerBalancing-Updatedlndicator PRESENCE optional}! 

{ ID Id-EDCH-FDD-InformationResponse CRITICALITY ignore EXTENSION EDCH-EDD-Inf ormationResponse PRESENCE optional } I 

{ ID id-EDCH-RLSet-Id CRITICALITY ignore EXTENSION RL-Set-ID PRESENCE optional } I 

{ ID id-EDCH-EDD-DL-ControlChannellnformation CRITICALITY ignore EXTENSION EDCH-EDD-DL-ControlChannelInf ormation PRESENCE optional }, 
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DCH-Inf ormationResponseList-RL-Reconf RspFDD 

DCH-InformationResponseListlEs-RL-ReconfRspFDD RNSAP-PROTOCOL-IES ::= ( 

( ID id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse 



::= ProtocolIE-Single-Container { ( DCH-Inf ormationResponseListlEs-RL-Reconf RspFDD } } 

PRESENCE mandatory } 



DL-CodelnformationList-RL-Reconf RspFDD ::= ProtocolIE-Single-Container {{ DL-CodelnformationListlEs-RL-Reconf RspFDD }} 

DL-CodelnformationListlEs-RL-ReconfRspFDD RNSAP-PROTOCOL-IES ::= { 

( ID id-FDD-DL-Codelnformation CRITICALITY ignore TYPE FDD-DL-CodeInf ormation PRESENCE optional } 



RadioLinkReconfigurationResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION : := ( 

{ ID id-HSDSCH-RNTI CRITICALITY ignore EXTENSION HSDSCH-RNTI 

{ ID id-HSDSCH-FDD-Information-Response CRITICALITY ignore EXTENSION HSDSCH-FDD-Inf ormation-Response 

{ ID id-MAChs-Resetlndicator CRITICALITY ignore EXTENSION MAChs-Resetlndicator 

( ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response CRITICALITY ignore 

Connectivity-HS-SCCH-Less-Inf ormation-Response PRESENCE optional } , 

} 

************************************************************** 



PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 
EXTENSION Continuous-Packet- 



— RADIO LINK RECONFIGURATION RESPONSE TDD 

************************************************************** 



RadioLinkReconfigurationResponseTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkReconf IgurationResponseTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkReconf IgurationResponseTDD-Extensions } } 

} 

RadioLinkReconf IgurationResponseTDD-IEs RNSAP-PROTOCOL-IES : := { 

( ID Id-RL-InformationResponse-RL-ReconfRspTDD CRITICALITY ignore TYPE RL-Inf ormationResponse-RL-Reconf RspTDD 
I 

— This RL-Inf ormationResponse-RL-Reconf RspTDD is for the first RL repetition in the list . 

— Repetitions 2 and on are defined in Multiple-RL-InformationResponse-RL-Reconf RspTDD . 

{ ID Id-CriticalityDlagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



OPTIONAL, 



PRESENCE optional } 



RL-Inf ormationResponse-RL-Reconf RspTDD 



SEQUENCE { 



rL-ID 

max-UL-SIR 

min-UL-SIR 

maximumDLTxPower 

minimumDLTxPower 

dCHsInf ormationResponseList 

IE-Extensions 



RL-ID, 

UL-SIR 

UL-SIR 

DL-Power 

DL-Power 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



DCH-Inf ormationResponseList-RL-Reconf RspTDD OPTIONAL, 

ProtocolExtensionContainer ( ( RL-Inf ormationResponse-RL-Reconf RspTDD-ExtlEs } } OPTIONAL, 
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RL-InformationResponse-RL-ReconfRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DL-CCTrCH-InformationList-RL-ReconfRspTDD CRITICALITY ignore EXTENSION DL-CCTrCH-Inf ormationList-RL-Reconf RspTDD PRESENCE optional 
} I 

{ ID Id-UL-TimingAdvanceCtrl-LCR CRITICALITY ignore EXTENSION UL-TimingAdvanceCtrl-LCR PRESENCE optional }, 

— Eor 1.28Mcps TDD only 

} 

DL-CCTrCH-InformationList-RL-ReconfRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OE DL-CCTrCH-Informationltem-RL-Reconf RspTDD 

DL-CCTrCH-Informationltem-RL-Reconf RspTDD ::= SEQUENCE ( 

cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Modifylnformation-LCR DL-DPCH-InformationModifyList-LCR-RL-Reconf RspTDD OPTIONAL, 

— Eor 1.28Mcps TDD only 

cCTrCH-Maximum-DL-Power DL-Power OPTIONAL, 

— Eor 3.84Mcps TDD and 7 . 68Mcps TDD only, this is a DCH type CCTrCH power 

cCTrCH-Mlnimum-DL-Power DL-Power OPTIONAL, 

— Eor 3.84Mcps TDD and 7 . 68Mcps TDD only, this is a DCH type CCTrCH power 

IE-Extensions ProtocolExtensionContainer ( ( DL-CCTrCH-Inf ormationltem-RL-Reconf RspTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-Informationltem-RL-ReconfRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

DL-DPCH-InformationModifyLlst-LCR-RL-ReconfRspTDD ::= ProtocolIE-Single-Container (( DL-DPCH-InformationModifyLlstlEs-LCR-RL-Reconf RspTDD }} 

DL-DPCH-InformationModifyLlstlEs-LCR-RL-ReconfRspTDD RNSAP-PROTOCOL-IES ::= ( 

(ID Id-DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD CRITICALITY ignore TYPE DL-DPCH-InformationModifyltem-LCR-RL-Reconf RspTDD 
PRESENCE optional }, 

} 

DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD ::= SEQUENCE { 

dL-Tlmeslot-LCR-InformationModifyLlst-RL-ReconfRqstTDD DL-Tlmeslot-LCR-InformationModifyLlst-RL-Reconf RspTDD OPTIONAL, 
lE-ExtensionsProtocolExtensionContainer ( ( DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD-ExtlEs } } OPTIONAL, 

} 

DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DL-Timeslot-LCR-InformationModifyLlst-RL-ReconfRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf DLTsLCR) ) OE DL-Tlmeslot-LCR-Inf ormationModif yltem-RL- 
ReconfRspTDD 

DL-Tlmeslot-LCR-InformationModifyltem-RL-ReconfRspTDD ::= SEQUENCE { 
timeSlotLCR TimeSlotLCR, 

maxPowerLCR DL-Power OPTIONAL, 

minPowerLCR DL-Power OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { ( DL-Tlmeslot-LCR-Inf ormationModif yItem-RL-Reconf RspTDD-ExtlEs } } 

OPTIONAL, 
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DL-Timeslot-LCR-InformationModifyltem-RL-ReconfRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DCH-Inf ormationResponseList-RL-Reconf RspTDD ::= ProtocolIE-Single-Container { ( DCH-Inf ormationResponseListlEs-RL-Reconf RspTDD } } 

DCH-InformationResponseListlEs-RL-ReconfRspTDD RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DCH-InformationResponse CRITICALITY ignore TYPE DCH-Inf ormationResponse PRESENCE optional } 
} 

RadioLinkReconfigurationResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

( ID id-HSDSCH-RNTI CRITICALITY ignore EXTENSION HSDSCH-RNTI PRESENCE optional } 

{ ID id-HSDSCH-TDD-Information-Response CRITICALITY ignore EXTENSION HSDSCH-TDD-Inf ormation-Response PRESENCE optional } 

{ ID id-MAChs-Resetlndicator CRITICALITY ignore EXTENSION MAChs-Resetlndicator PRESENCE optional } 

{ ID id-RL-ReconfigurationResponseTDD-RL-Information CRITICALITY ignore EXTENSION Multiple-RL-InformationResponse-RL-Reconf RspTDD 

PRESENCE optional}! 

{ ID id-E-DCH-Information-Response CRITICALITY ignore EXTENSION E-DCH-Inf ormation-Response PRESENCE optional } 

{ ID id-E-DCH-768-Information-Response CRITICALITY ignore EXTENSION E-DCH-7 68-Inf ormation-Response PRESENCE optional } I 

{ ID id-E-DCH-LCR-Information-Response CRITICALITY ignore EXTENSION E-DCH-LCR-Inf ormation-Response PRESENCE optional }, 

} 

Multiple-RL-InformationResponse-RL-ReconfRspTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs-1 ) ) OF RL-InformationResponse-RL-Reconf RspTDD 
— Includes the 2" through the max number of radio link information repetitions . 

************************************************************** 

— RADIO LINK FAILURE INDICATION 

************************************************************** 

RadioLinkFailurelndication ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLinkFailurelndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkFailurelndication-Extensions } } OPTIONAL, 

} 

RadioLinkFailurelndication-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-Reporting-Object-RL-FailureInd CRITICALITY ignore TYPE Reporting-Ob ject-RL-FailureInd PRESENCE mandatory }, 

} 

Reporting-Object-RL-FailureInd ::= CHOICE { 

rL RL-RL-FailureInd, 

rL-Set RL-Set-RL-FailureInd, — FDD only 



cCTrCH CCTrCH-RL-FailureInd — TDD only 



RL-RL-FailureInd ::= SEQUENCE { 

rL-Inf ormationList-RL-FailureInd RL-Inf ormationList-RL-FailureInd, 
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IE-Extensions ProtocolExtensionContainer ( ( RLItem-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

RLItem-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-InformationList-RL-FailureInd ::= SEQUENCE (SIZE ( 1 . . maxNrOf RLs) ) OF ProtocolIE-Single-Container ( { RL-Inf ormation-RL-Failurelnd-IEs } 

} 

RL-Information-RL-Failurelnd-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Information-RL-FailureInd CRITICALITY ignore TYPE RL-Inf ormation-RL-FailureInd PRESENCE mandatory } 
} 

RL-Information-RL-FailureInd ::= SEQUENCE { 
rL-ID RL-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormation-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

RL-Information-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Set-RL-FailureInd ::= SEQUENCE { 

rL-Set-Inf ormationList-RL-FailureInd RL-Set-Inf ormationList-RL-FailureInd, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Setltem-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

RL-Setltem-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RL-Set-InformationList-RL-FailureInd ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( ( RL-Set-Inf ormation-RL- 

Failurelnd-IEs} } 

RL-Set-Information-RL-Failurelnd-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Set-Information-RL-FailureInd CRITICALITY ignore TYPE RL-Set-Inf ormation-RL-FailureInd PRESENCE mandatory } 
} 

RL-Set-Information-RL-FailureInd ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Set-Inf ormation-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

RL-Set-Information-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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RadioLinkFailurelndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
} 

CCTrCH-RL-FailureInd ::= SEQUENCE ( 

rL-ID RL-ID, 

cCTrCH-InformationList-RL-FailureInd CCTrCH-Inf ormationList-RL-FailureInd, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCHItem-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

CCTrCHItem-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CCTrCH-InformationList-RL-FailureInd ::= SEQUENCE (SIZE ( 1 . . maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container ({ CCTrCH-Inf ormationltemlE-RL- 
Failurelnd} } 

CCTrCH-InformationltemlE-RL-FailureInd RNSAP-PROTOCOL-IES ::= { 

( ID id-CCTrCH-Informationltem-RL-FailureInd CRITICALITY ignore TYPE CCTrCH-Inf ormationltem-RL-FallureInd 

PRESENCE mandatory} 
} 

CCTrCH-Inf ormationltem-RL-FailureInd ::= SEQUENCE { 

cCTrCH-ID CCTrCH-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCH-Inf ormationltem-RL-Failurelnd-ExtlEs } } OPTIONAL, 

} 

CCTrCH-Informationltem-RL-Failurelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK PREEMPTION REQUIRED INDICATION 

************************************************************** 

RadioLinkPreemptionRequiredlndication ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {( RadioLinkPreemptionRequiredlndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkPreemptionRequiredlndication-Extensions } } OPTIONAL, 

} 

RadioLinkPreemptionRequiredlndication-IEs RNSAP-PROTOCOL-IES : := { 

( ID Id-RL-InformationList-RL-PreemptRequiredlnd CRITICALITY ignore TYPE RL-Inf ormationList-RL-PreemptRequiredInd PRESENCE optional } , 

} 

RL-InformationList-RL-PreemptRequiredInd :;= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container { { RL-Inf ormationltemlEs-RL- 

PreemptRequiredlnd} } 
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RL-InformationltemlEs-RL-PreemptRequiredInd RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Informationltem-RL-PreemptRequiredInd CRITICALITY ignore TYPE RL-Inf ormationltem-RL-PreemptRequiredInd PRESENCE 
mandatory } 
} 

RL-Inf ormationltem-RL-PreemptRequiredInd: := SEQUENCE { 
rL-ID RL-ID, 

iE-Extensions ProtocolExtensionContainer { { RL-Inf ormation-RL-PreemptRequiredlnd-ExtlEs } } OPTIONAL, 

} 

RL-Information-RL-PreemptRequiredlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredlnd CRITICALITY ignore EXTENSION EDCH-MacdFlowSpecif icinf ormationList-RL- 
PreemptRequiredlnd PRESENCE optional }, 

} 

RadioLinkPreemptionRequiredlndication-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

{ ID id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd CRITICALITY ignore EXTENSION HSDSCHMacdFlowSpecif icInf ormationList-RL- 
PreemptRequiredlnd PRESENCE optional } , 

} 

HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd ::= SEQUENCE (SIZE (1.. maxNrOfMACdFlows) ) OF ProtocolIE-Single-Container { 
(HSDSCHMacdFlowSpecif IcInformationltemlEs-RL-PreemptRequiredlnd} } 

HSDSCHMacdFlowSpecificInformationltemlEs-RL-PreemptRequiredInd RNSAP-PROTOCOL-IES ::= { 

{ ID Id-HSDSCHMacdFlowSpecificInformationltem-RL-PreemptRequiredlnd CRITICALITY ignore TYPE HSDSCHMacdFlowSpecif icInformationltem-RL- 
PreemptRequiredlnd PRESENCE mandatory } 
} 

HSDSCHMacdFlowSpecificInformationltem-RL-PreemptRequiredInd ::= SEQUENCE { 
hSDSCH-MACdFlow-ID HSDSCH-MACdFlow-ID, 

iE-Extensions ProtocolExtensionContainer { { HSDSCHMacdFlowSpecif IcInformation-RL-PreemptRequiredlnd-ExtlEs } } OPTIONAL, 

} 

HSDSCHMacdFlowSpecificInformation-RL-PreemptRequiredlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd ::= SEQUENCE (SIZE (1.. maxNrOf EDCHMACdFlows) ) OF ProtocolIE-Single-Container ( (EDCH- 
MacdFlowSpecif icInf ormationltemlEs-RL-PreemptRequiredInd} } 

EDCH-MacdFlowSpecificInformationltemlEs-RL-PreemptRequiredInd RNSAP-PROTOCOL-IES ::= { 

( ID Id-EDCH-MacdFlowSpecificInformationltem-RL-PreemptRequiredlnd CRITICALITY ignore TYPE EDCH-MacdFlowSpecif icInf ormationltem-RL- 
PreemptRequiredlnd PRESENCE mandatory } 
} 

EDCH-MacdFlowSpecif IcInformationltem-RL-PreemptRequiredlnd : := SEQUENCE { 
eDCH-MACdFlow-ID EDCH-MACdFlow-ID , 

iE-Extensions ProtocolExtensionContainer ( { EDCH-MacdFlowSpecif IcInformation-RL-PreemptRequiredlnd-ExtlEs } } OPTIONAL, 

} 
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EDCH-MacdFlowSpecificInformation-RL-PreemptRequiredlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 

— RADIO LINK RESTORE INDICATION 

************************************************************** 

RadioLinkRestorelndication : := SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLinkRestorelndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkRestorelndication-Extensions } } OPTIONAL, 

} 

RadioLinkRestorelndication-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-Reporing-Object-RL-RestoreInd CRITICALITY ignore TYPE Reporting-Ob ject-RL-RestoreInd PRESENCE mandatory }, 

} 

Reporting-Ob ject-RL-RestoreInd ::= CHOICE { 

rL RL-RL-RestoreInd, — TDD only 

rL-Set RL-Set-RL-RestoreInd, — FDD only 

cCTrCH CCTrCH-RL-RestoreInd — TDD only 

} 

RL-RL-RestoreInd ::= SEQUENCE ( 

rL-Inf ormationList-RL-RestoreInd RL-Inf ormationList-RL-RestoreInd, 

IE-Extensions ProtocolExtensionContainer ( ( RLItem-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

RLItem-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-RL-Restorelnd-IEs } 

} 

RL-Information-RL-Restorelnd-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Information-RL-RestoreInd CRITICALITY ignore TYPE RL-Inf ormation-RL-RestoreInd PRESENCE mandatory } 
} 

RL-Information-RL-RestoreInd ;;= SEQUENCE { 
rL-ID RL-ID, 

IE-Extensions ProtocolExtensionContainer { { RL-Inf ormation-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

RL-Information-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
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RL-Set-RL-RestoreInd ::= SEQUENCE { 

rL-Set-Inf ormationList-RL-RestoreInd RL-Set-Inf ormationList-RL-RestoreInd, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Setltem-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

RL-Setltem-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Set-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE ( 1 . . maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( ( RL-Set-Inf ormation-RL- 

Restorelnd-IEs } } 

RL-Set-Information-RL-Restorelnd-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Set-Information-RL-RestoreInd CRITICALITY ignore TYPE RL-Set-Inf ormation-RL-RestoreInd PRESENCE mandatory } 
} 

RL-Set-Information-RL-RestoreInd ::= SEQUENCE ( 
rL-Set-ID RL-Set-ID, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Set-Inf ormation-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

RL-Set-Information-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RadioLinkRestorelndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CCTrCH-RL-RestoreInd ::= SEQUENCE { 

rL-ID RL-ID, 

cCTrCH-InformationList-RL-RestoreInd CCTrCH-Inf ormationList-RL-RestoreInd, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCHItem-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

CCTrCHItem-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CCTrCH-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF ProtocolIE-Single-Container (( CCTrCH-Inf ormationltemlE-RL- 
Restorelnd} } 

CCTrCH-InformationltemlE-RL-RestoreInd RNSAP-PROTOCOL-IES ::= { 

{ ID id-CCTrCH-Informationltem-RL-RestoreInd CRITICALITY ignore TYPE CCTrCH-Inf ormationltem-RL-RestoreInd 

PRESENCE mandatory} 
} 

CCTrCH-Informationltem-RL-RestoreInd ::= SEQUENCE { 
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cCTrCH-ID CCTrCH-ID, 

iE-Extensions ProtocolExtensionContainer ( ( CCTrCH-Inf ormationltem-RL-Restorelnd-ExtlEs } } OPTIONAL, 

} 

CCTrCH-Informationltem-RL-Restorelnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

************************************************************** 

— DOWNLINK POWER CONTROL REQUEST 

************************************************************** 

DL-PowerControlRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {( DL-PowerControlRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DL-PowerControlRequest-Extensions } } OPTIONAL, 

} 

DL-PowerControlRequest-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-PowerAdjustmentType CRITICALITY ignore TYPE PowerAd justmentType PRESENCE mandatory} 

{ ID id-DLReferencePower CRITICALITY ignore TYPE DL-Power PRESENCE conditional} 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' 

{ ID Id-InnerLoopDLPCStatus CRITICALITY ignore TYPE InnerLoopDLPCStatus PRESENCE optional } I 

{ ID Id-DLReferencePowerList-DL-PC-Rqst CRITICALITY ignore TYPE DL-Ref erencePowerInf ormationList-DL-PC-Rqst PRESENCE conditional} 

— This IE shall be present if Power Adjustment Type IE equals to 'Individual' 

{ ID id-MaxAdjustmentStep CRITICALITY ignore TYPE MaxAd justmentStep PRESENCE conditional } 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 

{ ID id-AdjustmentPeriod CRITICALITY ignore TYPE Ad justmentPeriod PRESENCE conditional } 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 

{ ID Id-AdjustmentRatio CRITICALITY ignore TYPE ScaledAd justmentRatio PRESENCE conditional}, 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 

} 

DL-ReferencePowerlnformationList-DL-PC-Rqst ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OE ProtocolIE-Single-Container ( { DL- 

Ref erencePowerInf ormation-DL-PC-Rqst-IEs } } 

DL-ReferencePowerlnformation-DL-PC-Rqst-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-DL-ReferencePowerlnformation-DL-PC-Rqst CRITICALITY ignore TYPE DL-Ref erencePowerInf ormation-DL-PC-Rqst PRESENCE mandatory } 
} 

DL-ReferencePowerlnformation-DL-PC-Rqst ::= SEQUENCE { 
rL-ID RL-ID, 

dl-Ref erence-Power DL-Power, 

iE-Extensions ProtocolExtensionContainer { (DL-ReferencePowerlnformation-DL-PC-Rqst-ExtlEs } } OPTIONAL, 

} 

DL-ReferencePowerlnformation-DL-PC-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 547 ETSI TS 1 25 423 V7.4.0 (2007-03) 

DL-PowerControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— DOWNLINK POWER TIMESLOT CONTROL REQUEST TDD 

************************************************************** 

DL-PowerTimeslotControlRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ DL-PowerTimeslotControlRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DL-PowerTimeslotControlRequest-Extensions } } OPTIONAL, 

} 

DL-PowerTimeslotControlRequest-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-timeSlot-ISCP CRITICALITY ignore TYPE DL-TimeSlot-ISCP-Inf o PRESENCE optional}, 
— Mandatory for 3.84Mcps TDD and 7.68 Mcps TDD only 

} 

DL-PowerTimeslotControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD CRITICALITY ignore EXTENSION DL-TimeSlot-ISCP-LCR-Inf ormation PRESENCE optional}! 

— Mandatory for 1.2 8Mcps TDD only 

{ ID Id-PrimCCPCH-RSCP-DL-PC-RqstTDD CRITICALITY ignore EXTENSION PrimaryCCPCH-RSCP PRESENCE optional } 

{ ID id-PrimaryCCPCH-RSCP-Delta CRITICALITY ignore EXTENSION PrimaryCCPCH-RSCP-Delta PRESENCE optional }, 

} 

************************************************************** 

— PHYSICAL CHANNEL RECONFIGURATION REQUEST FDD 

************************************************************** 

PhysicalChannelReconfigurationRequestFDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ PhysicalChannelReconf igurationRequestFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { PhysicalChannelReconf igurationRequestFDD-Extensions } } OPTIONAL, 

} 

PhysicalChannelReconf IgurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-RL-Information-PhyChReconfRqstFDD CRITICALITY reject TYPE RL-Inf ormation-PhyChReconf RqstFDD PRESENCE mandatory }, 

} 

RL-Inf ormation-PhyChReconf RqstFDD ::= SEQUENCE { 
rL-ID RL-ID, 

dl-Code Information DL-CodelnformationList-PhyChReconf RqstFDD, 

IE-Extensions ProtocolExtensionContainer { { RL-Inf ormation-PhyChReconf RqstFDD-ExtlEs } } OPTIONAL, 

} 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 548 ETSI TS 1 25 423 V7.4.0 (2007-03) 

RL-Information-PhyChReconfRqstFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CodelnformationList-PhyChReconfRqstFDD : := ProtocolIE-Single-Container ( ( DL-CodeInf ormationListlEs-PhyChReconf RqstFDD } } 

DL-CodelnformationListlEs-PhyChReconfRqstFDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-FDD-DL-Codelnformation CRITICALITY notify TYPE FDD-DL-CodeInf ormation PRESENCE mandatory } 
} 

PhysicalChannelReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD 

************************************************************** 

PhysicalChannelReconfigurationRequestTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ PhysicalChannelReconf igurationRequestTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { PhysicalChannelReconf igurationRequestTDD-Extensions } } OPTIONAL, 

} 

PhysicalChannelReconf IgurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= { 

( ID Id-RL-Information-PhyChReconfRqstTDD CRITICALITY reject TYPE RL-Inf ormation-PhyChReconf RqstTDD PRESENCE mandatory }, 

} 

RL-Inf ormation-PhyChReconf RqstTDD ::= SEQUENCE { 
rL-ID RL-ID, 

ul-CCTrCH-Inf ormation UL-CCTrCH-InformationList-PhyChReconf RqstTDD OPTIONAL, 

dl-CCTrCH-Inf ormation DL-CCTrCH-InformationList-PhyChReconf RqstTDD OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormation-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

RL-Information-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD CRITICALITY reject EXTENSION HSPDSCH-Timeslot-Inf ormationList- 
PhyChReconfRqstTDD PRESENCE optional } I 

— For 3.84Mcps TDD only 

( ID Id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD CRITICALITY reject EXTENSION HSPDSCH-Timeslot-Inf ormationListLCR- 
PhyChReconfRqstTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

( ID id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768 CRITICALITY reject EXTENSION HSPDSCH-Timeslot-Inf ormationList- 
PhyChReconf RqstTDD? 68 PRESENCE optional }, 

— For 7.68Mcps TDD only 

} 

UL-CCTrCH-InformationList-PhyChReconfRqstTDD :;= ProtocolIE-Single-Container { {UL-CCTrCH-InformationListlEs-PhyChReconf RqstTDD } } 
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UL-CCTrCH-InformationListlEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= { 

{ ID Id-UL-CCTrCH-InformationListlE-PhyChReconfRqstTDD CRITICALITY reject TYPE UL-CCTrCH-Inf ormationListlE-PhyChReconf RqstTDD PRESENCE 
mandatory } 
} 

UL-CCTrCH-InformationListlE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF UL-CCTrCH-Informationltem-PhyChReconf RqstTDD 

UL-CCTrCH-Informationltem-PhyChReconf RqstTDD ::= SEQUENCE { 
cCTrCH-ID CCTrCH-ID, 

ul-DPCH-Information UL-DPCH-InformationList-PhyChReconf RqstTDD, 

iE-Extensions ProtocolExtensionContainer ( ( UL-CCTrCH-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-CCTrCH-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

UL-DPCH-InformationList-PhyChReconfRqstTDD : := ProtocolIE-Single-Container ( ( UL-DPCH-InformationListlEs-PhyChReconf RqstTDD } } 

UL-DPCH-InformationListlEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-UL-DPCH-Informationltem-PhyChReconfRqstTDD CRITICALITY notify TYPE UL-DPCH-Informationltem-PhyChReconf RqstTDD PRESENCE mandatory } 
} 

UL-DPCH-Informationltem-PhyChReconf RqstTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod OPTIONAL, 

repetitionLength RepetitionLength OPTIONAL, 

tDD-DPCHOffset TDD-DPCHOf f set OPTIONAL, 

uL-Timeslot-InformationList-PhyChReconf RqstTDD UL-Timeslot-InformationList-PhyChReconf RqstTDD OPTIONAL, 

— For 3.84Mcps TDD only 

iE-Extensions ProtocolExtensionContainer ( ( UL-DPCH-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-DPCH-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD CRITICALITY reject EXTENSION UL-TimeslotLCR-Inf ormationList- 
PhyChReconfRqstTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

( ID id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768 CRITICALITY reject EXTENSION UL-Timeslot-Inf ormationList- 
PhyChReconfRqstTDD768 PRESENCE optional }, 

— For 7.68Mcps TDD only 

} 

UL-TimeslotLCR-InformationList-PhyChReconfRqstTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf TsLCR) ) OF UL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD 

UL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD ::= SEQUENCE ( 
timeSlotLCR TimeSlotLCR, 

midambleShiftLCR MidambleShiftLCR OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

uL-Code-LCR-Information TDD-UL-Code-LCR-Inf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { UL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 
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} 

UL-TimeslotLCR-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-PLCCH-Information-PhyChReconfRqstTDD CRITICALITY reject EXTENSION PLCCHinf ormation PRESENCE optional }, 

} 

UL-Timeslot-InformationList-PhyChReconfRqstTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD 

UL-Timeslot-Informationltem-PhyChReconfRqstTDD ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType MidambleShiftAndBurstType OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

uL-Code-Information TDD-UL-Code-Information OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( UL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

UL-Timeslot-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-Timeslot-InformationList-PhyChReconfRqstTDD768 : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationltem-PhyChReconf RqstTDDV 68 

UL-Timeslot-InformationItem-PhyChReconfRqstTDD768 ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType? 68 MidambleShif tAndBurstTypeV 68 OPTIONAL, 
tFCI-Presence TFCI-Presence OPTIONAL, 

uL-Code-Information768 TDD-UL-Code-Inf ormationV 68 OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( UL-Timeslot-Inf ormationltem-PhyChReconf RqstTDDV 68-ExtIEs } } OPTIONAL, 

} 

UL-Timeslot-InformationItem-PhyChReconfRqstTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-CCTrCH-InformationList-PhyChReconfRqstTDD ::= ProtocolIE-Single-Container ( ( DL-CCTrCH-InformationListlEs-PhyChReconf RqstTDD } } 

DL-CCTrCH-InformationListlEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DL-CCTrCH-InformationListlE-PhyChReconfRqstTDD CRITICALITY reject TYPE DL-CCTrCH-InformationListlE-PhyChReconf RqstTDD PRESENCE 
mandatory } 
} 

DL-CCTrCH-InformationListlE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf CCTrCHs) ) OF DL-CCTrCH-Inf ormationltem-PhyChReconf RqstTDD 

DL-CCTrCH-Inf ormationltem-PhyChReconf RqstTDD ::= SEQUENCE ( 
cCTrCH-ID CCTrCH-ID, 

dl-DPCH-Inf ormation DL-DPCH-InformationList-PhyChReconf RqstTDD, 

IE-Extensions ProtocolExtensionContainer { { DL-CCTrCH-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 

} 

DL-CCTrCH-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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DL-DPCH-InformationList-PhyChReconfRqstTDD 



ProtocolIE-Single-Container ( ( DL-DPCH-Inf ormationListlEs-PhyChReconf RqstTDD } } 



DL-DPCH-InformationListlEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= ( 

( ID Id-DL-DPCH-Informationltem-PhyChReconfRqstTDD CRITICALITY notify TYPE DL-DPCH-Inf ormationltem-PhyChReconf RqstTDD PRESENCE mandatory } 
} 

DL-DPCH-Inf ormationltem-PhyChReconf RqstTDD ::= SEQUENCE { 

repetitionPeriod RepetitionPeriod OPTIONAL, 

repetitionLength RepetitionLength OPTIONAL, 

tDD-DPCHOffset TDD-DPCHOf f set OPTIONAL, 

dL-Timeslot-InformationList-PhyChReconf RqstTDD DL-Timeslot-InformationList-PhyChReconf RqstTDD OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-DPCH-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 



DL-DPCH-Inf ormationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ 



( ID id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD 
PhyChReconfRqstTDD PRESENCE optional } I 

— For 1.28Mcps TDD only 

( ID id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768 
PhyChReconfRqstTDD768 PRESENCE optional }, 

— For 7.68Mcps TDD only 



CRITICALITY reject 



CRITICALITY reject 



EXTENSION DL-TimeslotLCR-InformationList- 



EXTENSION DL-Timeslot-InformationList- 



DL-TimeslotLCR-InformationList-PhyChReconf RqstTDD : 



SEQUENCE ( SIZE ( 1 . .maxNrOf TsLCR) ) OF DL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD 
SEQUENCE { 



DL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD 
timeSlotLCR TimeSlotLCR, 

midambleShiftLCR MidambleShiftLCR OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

dL-Code-LCR-Information TDD-DL-Code-LCR-Inf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { DL-TimeslotLCR-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL 



DL-TimeslotLCR-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-Timeslot-InformationList-PhyChReconfRqstTDD: := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF DL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD 

DL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType MidambleShiftAndBurstType OPTIONAL, 

tFCI-Presence TFCI-Presence OPTIONAL, 

dL-Code-Information TDD-DL-Code-Information OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { DL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } OPTIONAL, 
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DL-Timeslot-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-Timeslot-InformationList-PhyChReconfRqstTDD768 : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF DL-Timeslot-Inf ormationltem-PhyChReconf RqstTDDV 68 

DL-Timeslot-InformationItem-PhyChReconfRqstTDD768 ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68 OPTIONAL, 
tFCI-Presence TFCI-Presence OPTIONAL, 

dL-Code-Information7 68 TDD-DL-Code-Information7 68 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( DL-Timeslot-Inf ormationltem-PhyChReconf RqstTDD7 68-ExtIEs } } OPTIONAL, 

} 

DL-Timeslot-InformationItem-PhyChReconfRqstTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf DLTs) ) OF HSPDSCH-Timeslot-Inf ormationltem-PhyChReconf RqstTDD 

HSPDSCH-Timeslot-Inf ormationltem-PhyChReconf RqstTDD: ;= SEQUENCE ( 
timeslot TimeSlot, 

midambleShiftAndBurstType Midamble Shi ftAndBurst Type, 

iE-Extensions ProtocolExtensionContainer ( { HSPDSCH-Timeslot-Inf ormationltem-PhyChReconf RqstTDD-ExtlEs } } 

OPTIONAL, 

} 

HSPDSCH-Timeslot-Informationltem-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD: := SEQUENCE (SIZE ( 1 . . maxNrOf DLTsLCR) ) OF HSPDSCH-Timeslot-Inf ormationltemLCR- 
PhyChReconf RqstTDD 

HSPDSCH-Timeslot-Inf ormationltemLCR-PhyChReconf RqstTDD: := SEQUENCE { 
timeslotLCR TimeSlotLCR, 

midambleShiftLCR MidambleShiftLCR, 

iE-Extensions ProtocolExtensionContainer ( ( HSPDSCH-Timeslot-InformationltemLCR-PhyChReconfRqstTDD-ExtlEs } } 

OPTIONAL, 

} 

HSPDSCH-Timeslot-InformationltemLCR-PhyChReconfRqstTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf DLTs) ) OF HSPDSCH-Timeslot-Inf ormationltem- 
PhyChReconf RqstTDD7 68 

HSPDSCH-Timeslot-InformationItem-PhyChReconfRqstTDD768 : := SEQUENCE { 
timeslot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShif tAndBurstType7 68 , 
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ProtocolExtensionContainer ( ( HSPDSCH-Timeslot-Inf ormationltem-PhyChReconf RqstTDDV 68-ExtIEs } 



HSPDSCH-Timeslot-InformationItem-PhyChReconfRqstTDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

PhysicalChannelReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— PHYSICAL CHANNEL RECONFIGURATION COMMAND 

************************************************************** 



PhysicalChannelReconf igurationCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ PhysicalChannelReconf igurationCommand-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { PhysicalChannelReconf igurationCommand-Extensions } } 

} 

PhysicalChannelReconf igurationCommand-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-CFN CRITICALITY ignore TYPE CFN PRESENCE mandatory } 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional 



OPTIONAL, 



PhysicalChannelReconfigurationCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— PHYSICAL CHANNEL RECONFIGURATION FAILURE 

************************************************************** 



PhysicalChannelReconfigurationFailure : := SEQUENCE { 

protocolIEs ProtocolIE-Container (( PhysicalChannelReconf IgurationFailure-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( PhysicalChannelReconf IgurationFailure-Extensions } } 



OPTIONAL, 



PhysicalChannelReconf IgurationFailure-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional 



PhysicalChannelReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
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************************************************************** 



— RADIO LINK CONGESTION INDICATION 

************************************************************** 

RadioLinkCongestionlndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( RadioLinkCongestionlndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkCongestionlndication-Extensions } } OPTIONAL, 

} 

RadioLinkCongestionlndication-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-CongestionCause CRITICALITY ignore TYPE CongestionCause PRESENCE optional } I 

{ ID id-RL-InformationList-RL-CongestInd CRITICALITY ignore TYPE RL-Inf ormationList-RL-CongestInd PRESENCE mandatory }, 

} 

RL-InformationList-RL-CongestInd ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormationltemlEs-RL- 

Congestlnd} } 

RL-InformationltemlEs-RL-CongestInd RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Informationltem-RL-CongestInd CRITICALITY ignore TYPE RL-Inf ormationltem-RL-CongestInd PRESENCE mandatory } 
} 

RL-Informationltem-RL-CongestInd ::= SEQUENCE ( 
rL-ID RL-ID, 

dCH-Rate-Inf ormation DCH-Rate-Inf ormation-RL-CongestInd, 
iE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormation-RL-Congestlnd-ExtlEs } } OPTIONAL, 

} 

DCH-Rate-Information-RL-CongestInd ::= SEQUENCE (SIZE ( 1 . . maxNrOf DCHs) ) OF ProtocolIE-Single-Container ( { DCH-Rate-Inf ormationltemlEs-RL- 
Congestlnd} } 

DCH-Rate-InformationltemlEs-RL-CongestInd RNSAP-PROTOCOL-IES ::= ( 

( ID id-DCH-Rate-Informationltem-RL-CongestInd CRITICALITY ignore TYPE DCH-Rate-Inf ormationltem-RL-CongestInd PRESENCE mandatory } 
} 

DCH-Rate-Informationltem-RL-CongestInd ::= SEQUENCE { 
dCH-ID DCH-ID, 

allowed-Rate-Information Allowed-Rate-Information OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( DCH-Rate-Inf ormationltem-RL-Congestlnd-ExtlEs } } OPTIONAL, 

} 

DCH-Rate-Informationltem-RL-Congestlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Information-RL-Congestlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
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{ ID id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd CRITICALITY ignore EXTENSION EDCH-MacdFlowSpecif icinf ormationList-RL-CongestInd 
PRESENCE optional }, 

} 

RadioLinkCongestionlndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

EDCH-MacdFlowSpecificInformationList-RL-CongestInd ::= SEQUENCE (SIZE (1.. maxNrOf EDCHMACdFlows) ) OF ProtocolIE-Single-Container ( (EDCH- 
MacdFlowSpecif icInf ormationltemlEs-RL-CongestInd} } 

EDCH-MacdFlowSpecificInformationltemlEs-RL-CongestInd RNSAP-PROTOCOL-IES ::= { 

( ID id-EDCH-MacdFlowSpecificInformationltem-RL-CongestInd CRITICALITY ignore TYPE EDCH-MacdFlowSpecif icInf ormationltem-RL-CongestInd 

PRESENCE mandatory } 
} 

EDCH-MacdFlowSpecificInformationltem-RL-CongestInd ::= SEQUENCE { 
eDCH-MACdFlow-ID EDCH-MACdFlow-ID , 

iE-Extensions ProtocolExtensionContainer ( ( EDCH-MacdFlowSpecif icInformation-RL-Congestlnd-ExtlEs } } OPTIONAL, 

} 

EDCH-MacdFlowSpecificInformation-RL-Congestlnd-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— UPLINK SIGNALLING TRANSFER INDICATION FDD 

************************************************************** 



UplinkSignallingTransferlndicationFDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ UplinkSignallingTransf erIndicationFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { UplinkSignallingTransf erIndicationFDD-Extensions } } 



OPTIONAL, 



} 



UplinkSignallingTransf erindi 
ID id-UC-ID 
ID id-SAI 
ID id-GA-Cell 
ID id-C-RNTI 
ID id-S-RNTI 
ID id-D-RNTI 
ID Id-PropagationDelay 
ID id-STTD-Supportlndi 
ID Id-ClosedLoopModel- 
ID id-L3-Information 
ID id-CN-PS-Domainlden 
ID id-CN-CS-Domainlden 
ID id-URA-Information 



cationFDD-IEs RNSAP-PROTOCOL-IES ::= { 
CRITICALITY ignore TYPE UC-ID 
CRITICALITY ignore TYPE SAI 
CRITICALITY ignore TYPE GA-Cell 

CRITICALITY ignore TYPE C-RNTI 
CRITICALITY ignore TYPE S-RNTI 



PRESENCE mandatory } | 

PRESENCE mandatory } 

PRESENCE optional } 

PRESENCE mandatory } | 

PRESENCE mandatory } | 

PRESENCE optional } I 

-L y 11 V^ J- V- X X 1_ 1_] X X k^jyOLy (J. L- -L'.^lll-' V- -LOL J' PREoENOE lTl3nQ3tOr"y } | 

cator CRITICALITY ignore TYPE STTD-Supportlndicator PRESENCE mandatory } | 

Supportlndicator CRITICALITY ignore TYPE ClosedLoopModel-Supportlndicator PRESENCE mandatory } | 
CRITICALITY ignore TYPE L3-Inf ormation PRESENCE mandatory } 

CRITICALITY ignore TYPE CN-PS-Domainldentif ier PRESENCE optional } 
CRITICALITY ignore TYPE CN-CS-Domainldentif ier PRESENCE optional } 
CRITICALITY ignore TYPE URA-Inf ormation PRESENCE optional }, 



CRITICALITY ignore TYPE D-RNTI 
CRITICALITY ignore TYPE PropagationDelay 



.tif ier 
tif ier 
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} 



UplinkSignallingTransf erIndicationFD 
{ ID id-GA-CellAdditionalShapes 
{ ID id-DPC-Mode-Change-SupportI 
{ ID id-CommonTransportChannelRe 

CommonTransportChannelRe sources I niti 
{ ID id-CellCapabilityContainer- 
{ ID id-SNA-Information 
{ ID id-CellPortionID 
{ ID id-Active-MBMS-Bearer-Servi 
{ ID id-Inter-Frequency-Cell-Lis 
{ ID id-ExtendedPropagationDelay 



D-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 
ndicator CRITICALITY ignore EXTENSION DPC-Mode-Change-Supportlndicator 
sourcesInitialisationNotRequired CRITICALITY ignore EXTENSION 



ali sat ionNot Required 

FDD CRITICALITY ignore 

CRITICALITY ignore 
CRITICALITY ignore 

ceFDD CRITICALITY ignore 

t CRITICALITY ignore 

CRITICALITY ignore 



PRESENCE optional 
PRESENCE optional 



PRESENCE optional } I 

EXTENSION CellCapabilityContainer-FDD 

EXTENSION SNA-Information 

EXTENSION CellPortionID 

EXTENSION Active-MBMS-Bearer-Service-LlstEDD 

EXTENSION Inter-Frequency-Cell-List 

EXTENSION ExtendedPropagationDelay 



PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 

PRESENCE optional} 
PRESENCE optional } 
PRESENCE optional }, 



************************************************************** 



— UPLINK SIGNALLING TRANSFER INDICATION TDD 

************************************************************** 



UplinkSignallingTransferlndicationTDD : := SEQUENCE ( 

protocolIEs ProtocolIE-Container {( UplinkSignallingTransf erIndicationTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { UplinkSignallingTransf erIndicationTDD-Extensions } } 



OPTIONAL, 



UC- 



UplinkSignallingTransferlndicationTDD-IEs RNSAP-PROTOCOL-IES 
ID id-UC-ID CRITICALITY ignore TYPE 

id-SAI CRITICALITY ignore TYPE SAI 

id-GA-Cell CRITICALITY ignore TYPE GA-Cell 



{ 
ID 



ID 
ID 
ID 
ID 
ID 
ID 
ID 
ID 
ID 
ID 



id-C-RNTI 

id-S-RNTI 

id-D-RNTI 

Id-RxTimingDeviationEorTA 

id-L3- Information 

id-CN-PS-Domain Identifier 

id-CN-CS-Domainldentifier 

id-URA-Information 



PRESENCE mandatory } | 
PRESENCE mandatory } 
PRESENCE optional } 
TYPE C-RNTI PRESENCE mandatory } | 

TYPE S-RNTI PRESENCE mandatory } | 

TYPE D-RNTI PRESENCE optional } I 

ignore TYPE RxTlmingDeviationForTA PRESENCE mandatory } | 
CRITICALITY ignore TYPE L3-Inf ormation PRESENCE mandatory } 

CRITICALITY ignore TYPE CN-PS-Domainldentif ier PRESENCE optional } 
CRITICALITY ignore TYPE CN-CS-Domainldentif ier PRESENCE optional } 
CRITICALITY ignore TYPE URA-Inf ormation PRESENCE optional 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY 



UplinkSignallingTransferlndicationTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-GA-CellAdditionalShapes CRITICALITY ignore EXTENSION GA-CellAdditionalShapes 

( ID Id-CommonTransportChannelResourcesInitialisationNotRequired CRITICALITY ignore EXTENSION 
CommonTransportChannelResourcesInitialisationNotRequired PRESENCE optional } I 

{ ID id-CellCapabilityContainer-TDD CRITICALITY ignore EXTENSION CellCapabilityContainer-TDD 

— Applicable to 3.84Mcps TDD only 
{ ID id-CellCapabilityContainer-TDD-LCR CRITICALITY ignore EXTENSION CellCapabilityContainer-TDD-LCR 

— Applicable to 1.28Mcps TDD only 

{ ID id-SNA-Information CRITICALITY ignore EXTENSION SNA-Information PRESENCE optional } I 

{ ID Id-Active-MBMS-Bearer-ServiceTDD CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-LlstTDD PRESENCE optional} 

{ ID id-CellCapabilityContainer-TDD768 CRITICALITY ignore EXTENSION CellCapabilityContainer-TDD7 68 PRESENCE optional } 



PRESENCE optional } I 

PRESENCE optional } I 

PRESENCE optional 
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— Applicable to 7.68Mcps TDD only 
{ ID id-RxTimingDeviationForTA7 68 
{ ID Id-RxTimingDeviationForTAext 



CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION RxTimingDeviationForTA7 68 
EXTENSION RxTimingDeviationForTAext 



PRESENCE optional } I 
PRESENCE optional }, 



************************************************************** 



— DOWNLINK SIGNALLING TRANSFER REQUEST 

************************************************************** 



DownlinkSignallingTransferRequest : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ DownlinkSignallingTransf erRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DownlinkSignallingTransf erRequest-Extensions } } 



OPTIONAL, 



} 



PRESENCE mandatory } | 



DownlinkSignallingTransferRequest-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-C-ID CRITICALITY ignore TYPE C-ID 

— May be a GERAN cell identifier 

{ ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE mandatory } | 

{ ID id-L3-Information CRITICALITY ignore TYPE L3-Inf ormation PRESENCE mandatory } 

{ ID id-D-RNTI-Releaselndication CRITICALITY ignore TYPE D-RNTI-Releaselndication PRESENCE mandatory }, 



DownlinkSignallingTransferRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-URA-ID CRITICALITY ignore EXTENSION URA-ID PRESENCE optional}! 

{ ID id-MBMS-Bearer-Service-List CRITICALITY ignore EXTENSION MBMS-Bearer-Service-List 

{ ID id-Old-URA-ID CRITICALITY ignore EXTENSION URA-ID PRESENCE optional}! 

{ ID id-SRNC-ID CRITICALITY ignore EXTENSION RNC-ID PRESENCE conditional}, — This IE shall be present if the URA-ID IE or Old 
URA-ID IE is present. 



PRESENCE optional}! 



} 



************************************************************** 



— RELOCATION COMMIT 



************************************************************** 



RelocationCommit ::= SEQUENCE ( 
protocolIEs 
protocolExtensions 



ProtocolIE-Container {( RelocationCommit-IEs } } , 
ProtocolExtensionContainer { { RelocationCommit-Extensions } } 



OPTIONAL, 



RelocationCommit-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE optional } ! 

{ ID id-RANAP-Relocationlnformation CRITICALITY ignore TYPE RANAP-RelocationInf ormation PRESENCE optional }, 
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} 

RelocationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— PAGING REQUEST 

************************************************************** 



PagingRequest ::= SEQUENCE { 
protocolIEs 
protocolExtensions 



ProtocolIE-Container (( PagingRequest-IEs } } , 
ProtocolExtensionContainer { { PagingRequest-Extensions } } 



OPTIONAL, 



PagingRequest-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-PagingArea-PagingRqst CRITICALITY ignore TYPE PagingArea-PagingRqst PRESENCE mandatory } 

{ ID id-SRNC-ID CRITICALITY ignore TYPE RNC-ID PRESENCE mandatory } | — May be a BSC-Id. 

{ ID id-S-RNTI CRITICALITY ignore TYPE S-RNTI PRESENCE mandatory } | 

{ ID id-IMSI CRITICALITY ignore TYPE IMSI PRESENCE mandatory } | 

{ ID id-DRXCycleLengthCoefficient CRITICALITY ignore TYPE DRXCycleLengthCoef f icient PRESENCE mandatory 

{ ID id-CNOriginatedPage-PagingRqst CRITICALITY ignore TYPE CNOriginatedPage-PagingRqst PRESENCE optional 



PagingArea-PagingRqst : := CHOICE ( 

uRA URA-PagingRqst, — May be a GRA-ID . 

cell Cell-PagingRqst, — UTRAN only 



URA-PagingRqst ::= SEQUENCE { 

uRA-ID URA-ID, 

IE-Extensions ProtocolExtensionContainer ( ( URAItem-PagingRqst-ExtlEs } } OPTIONAL, 



URAItem-PagingRqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Cell-PagingRqst ::= SEQUENCE ( 

c-ID C-ID, 

iE-Extensions ProtocolExtensionContainer ( ( Cellltem-PagingRqst-ExtlEs } } OPTIONAL, 



Cellltem-PagingRqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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CNOriginatedPage-PagingRqst : := 
pagingCause 
cNDomainType 
pagingRecordType 
iE-Extensions 



SEQUENCE { 
PagingCause, 
CNDomainType, 
PagingRecordType , 
ProtocolExtensionContainer ( ( CNOriginatedPage-PagingRqst-ExtlEs } } OPTIONAL, 



CNOriginatedPage-PagingRqst-ExtlEs RNSAP-PROTOCOL-EXTENSION 



PagingRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— DEDICATED MEASUREMENT INITIATION REQUEST 

************************************************************** 



DedicatedMeasurementlnitiationRequest ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container (( DedicatedMeasurementlnitiationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DedicatedMeasurementlnitiationRequest-Extensions } } 



OPTIONAL, 



DedicatedMeasurementlnitiationRequest-IEs RNSAP-PROTOCOL-IES : := ( 

{ ID id-MeasurementID CRITICALITY reject TYPE MeasurementID PRESENCE mandatory } 

{ ID id-DedicatedMeasurementObjectType-DM-Rqst CRITICALITY reject TYPE DedicatedMeasurementObjectType-DM-Rqst PRESENCE mandatory 



{ ID id-DedicatedMeasurementType 

{ ID id-MeasurementFilterCoef f icient 

{ ID id-ReportCharacteristics 

{ ID id-CFNReportinglndicator 

{ ID id-CFN 



CRITICALITY reject TYPE DedicatedMeasurementType PRESENCE mandatory } | 
CRITICALITY reject TYPE MeasurementFilterCoeff icient PRESENCE optional } I 

CRITICALITY reject TYPE ReportCharacteristics PRESENCE mandatory } 
CRITICALITY reject TYPE FNReportinglndicator PRESENCE mandatory } | 

CRITICALITY reject TYPE CFN PRESENCE optional }, 



DedicatedMeasurementOb jectType-DM-Rqst 



rL 
rLS 
allRL 
allRLS 



CHOICE { 



RL-DM-Rqst, 
RL-Set-DM-Rqst, 
All-RL-DM-Rqst, 
All-RL-Set-DM-Rqst, 



RL-DM-Rqst ::= SEQUENCE { 

rL-InformationList-DM-Rqst 
iE-Extensions 



RL-InformationList-DM-Rqst, 

ProtocolExtensionContainer ( ( RLItem-DM-Rqst-ExtlEs } } OPTIONAL, 



} 
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RLItem-DM-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RL-InformationList-DM-Rqst 



SEQUENCE (SIZE ( 1 . . maxNrOf RLs ) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-DM-Rqst-IEs } } 



RL-Information-DM-Rqst-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-RL-Informationltem-DM-Rqst CRITICALITY reject TYPE RL-Inf ormationltem-DM-Rqst PRESENCE mandatory } 



RL-Inf ormationltem-DM-Rqst 
rL-ID 
dPCH-ID 
iE-Extensions 



SEQUENCE { 
RL-ID, 
DPCH-ID OPTIONAL, 

ProtocolExtensionContainer ( ( RL-Inf ormationltem-DM-Rqst-ExtlEs } } OPTIONAL, 



RL-Informationltem-DM-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-HSSICH-Info-DM-Rqst CRITICALITY reject EXTENSION HSSICH-Inf o-DM-Rqst 

— TDD only 

{ ID id-DPCH-ID768-DM-Rqst CRITICALITY reject EXTENSION DPCH-ID768 



PRESENCE optional} 
PRESENCE optional} 



HSSICH-Info-DM-Rqst ::= SEQUENCE (SIZE ( 1 . .maxNrOf HSSICHs) ) OF HS-SICH-ID 

RL-Set-DM-Rqst ::= SEQUENCE { 

rL-Set-InformationList-DM-Rqst RL-Set-Inf ormationList-DM-Rqst , 

iE-Extensions ProtocolExtensionContainer ( ( RL-Setltem-DM-Rqst-ExtlEs } } OPTIONAL, 

} 
RL-Setltem-DM-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RL-Set-InformationList-DM-Rqst 
Rqst-IEs} } 



SEQUENCE (SIZE ( 1 . . maxNrOf RLSets ) ) OF ProtocolIE-Single-Container ( ( RL-Set-Inf ormation-DM- 



RL-Set-Inf ormation-DM-Rqst-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Set-Informationltem-DM-Rqst CRITICALITY reject TYPE RL-Set-Inf ormationltem-DM-Rqst PRESENCE mandatory 
} 

RL-Set-Inf ormationltem-DM-Rqst ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Set-Inf ormationltem-DM-Rqst-ExtlEs } } OPTIONAL, 



RL-Set-Informationltem-DM-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



All-RL-DM-Rqst ::= NULL 
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All-RL-Set-DM-Rqst 



NULL 



PRESENCE optional 



DedicatedMeasurementlnitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-PartialReportinglndicator CRITICALITY ignore EXTENSION PartialReportinglndicator 

} I 

{ ID Id-MeasurementRecoveryBehavior CRITICALITY ignore EXTENSION MeasurementRecoveryBehavior PRESENCE optional 

} I 

{ ID Id-AlternativeEormatReportinglndicator CRITICALITY ignore EXTENSION AlternativeEormatReportinglndicator PRESENCE 

optional } , 



} 



************************************************************** 



— DEDICATED MEASUREMENT INITIATION RESPONSE 

************************************************************** 



DedicatedMeasurementlnitiationResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ DedicatedMeasurementlnitiationResponse-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DedicatedMeasurementlnitiationResponse-Extensions } } 



OPTIONAL, 



} 

DedicatedMeasurementlnitiationResponse-IEs RNSAP-PROTOCOL-IES :;= { 

( ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID PRESENCE mandatory } 

{ ID Id-DedicatedMeasurementObjectType-DM-Rsp CRITICALITY ignore TYPE DedicatedMeasurementOb jectType-DM-Rsp PRESENCE optional } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



DedicatedMeasurementOb jectType-DM-Rsp : := CHOICE { 
rLs RL-DM-Rsp, 

rLS RL-Set-DM-Rsp, 

allRL RL-DM-Rsp, 

allRLS RL-Set-DM-Rsp, 



RL-DM-Rsp ::= SEQUENCE { 

rL-Inf ormationList-DM-Rsp 
iE-Extensions 



RL-Inf ormationList-DM-Rsp, 

ProtocolExtensionContainer ( { RLItem-DM-Rsp-ExtlEs } } OPTIONAL, 



RLItem-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION 



RL-Set-DM-Rsp : := SEQUENCE { 

rL-Set-InformationList-DM-Rsp RL-Set-Inf ormationLlst-DM-Rsp, 

iE-Extensions ProtocolExtensionContainer ( { RL-Setltem-DM-Rsp-ExtlEs } } OPTIONAL, 
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} 

RL-Setltem-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-InformationList-DM-Rsp ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-DM-Rsp-IEs } } 

RL-Information-DM-Rsp-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Informationltem-DM-Rsp CRITICALITY ignore TYPE RL-Inf ormationltem-DM-Rsp PRESENCE mandatory } 
} 

RL-Inf ormationltem-DM-Rsp ::= SEQUENCE { 

rL-ID RL-ID, 

dPCH-ID DPCH-ID OPTIONAL, 

dedi cat edMeasurement Value DedicatedMeasurementValue, 

CFN CFN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { (RL-Informationltem-DM-Rsp-ExtlEs } } OPTIONAL, 

} 

RL-Inf ormationltem-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

(ID id-HSSICH-Info-DM CRITICALITY reject EXTENSION HS-SICH-ID PRESENCE optional}! 

— TDD only 

{ ID Id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp CRITICALITY ignore EXTENSION Multiple-DedicatedMeasurementValueList-TDD-DM-Rsp 
PRESENCE optional } I 

— Applicable to 3.84Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple 
dedicated measurement values need to be reported. 

( ID id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp CRITICALITY ignore EXTENSION Multiple-DedicatedMeasurementValueList-LCR- 
TDD-DM-Rsp PRESENCE optional } I 

— Applicable to 1.28Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple 
dedicated measurement values need to be reported. 

{ ID id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp CRITICALITY ignore EXTENSION Multiple-HSSICHMeasurementValueList-TDD-DM- 

Rsp PRESENCE optional } I 

— TDD only. This list of HS-SICH measurement values is used for the 2nd and beyond measurements of a RL when multiple HS-SICH measurement 
values need to be reported. 

( ID id-multiple-DedicatedMeasurementValueList-TDD7 68-DM-Rsp CRITICALITY ignore EXTENSION Multiple-DedicatedMeasurementValueList- 
TDD7 68-DM-RSP PRESENCE optional } I 

— Applicable to 7.68Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple 
dedicated measurement values need to be reported. 

{ ID id-DPCH-ID7 68-DM-Rsp CRITICALITY ignore EXTENSION DPCH-ID768 

PRESENCE optional}, 

} 

RL-Set-InformationList-DM-Rsp ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( ( RL-Set-Inf ormation-DM-Rsp-IEs } } 

RL-Set-Inf ormation-DM-Rsp-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-RL-Set-Informationltem-DM-Rsp CRITICALITY ignore TYPE RL-Set-Inf ormationltem-DM-Rsp PRESENCE mandatory } 
} 

RL-Set-Inf ormationltem-DM-Rsp ::= SEQUENCE { 

rL-Set-ID RL-Set-ID, 

dedi cat edMeasurement Value Dedi cat edMeasurementValue, 
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CFN CFN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { RL-Set-Inf ormationltem-DM-Rspns-ExtlEs } } OPTIONAL, 

} 

RL-Set-Informationltem-DM-Rspns-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DedicatedMeasurementlnitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

{ ID id-MeasurementRecoverySupportlndicator CRITICALITY ignore EXTENSION MeasurementRecoverySupportlndicator PRESENCE optional 
}, 

} 

Multiple-DedicatedMeasurementValueList-TDD-DM-Rsp ::= SEQUENCE (SIZE (1.. maxNrOf DPCHsPerRL-1 ) ) OF Multiple-DedicatedMeasurementValueltem-TDD-DM- 
Rsp 

Multiple-DedicatedMeasurementValueltem-TDD-DM-Rsp : := SEQUENCE { 
dPCH-ID DPCH-ID, 

dedi cat edMeasurement Value Dedi cat edMeasurement Value, 

iE-Extensions ProtocolExtensionContainer ( ( Multiple-DedicatedMeasurementValueltem-TDD-DM-Rsp-ExtlEs } } OPTIONAL, 

} 

Multiple-DedicatedMeasurementValueltem-TDD-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp ::= SEQUENCE (SIZE (1.. maxNrOf DPCHsLCRPerRL-1 ) ) OF Multiple-DedicatedMeasurementValueltem- 
LCR-TDD-DM-Rsp 

Multiple-DedicatedMeasurementValueltem-LCR-TDD-DM-Rsp : := SEQUENCE { 
dPCH-ID DPCH-ID, 

dedi cat edMeasurement Value Dedi cat edMeasurement Value, 

iE-Extensions ProtocolExtensionContainer ( ( Multiple-DedicatedMeasurementValueltem-LCR-TDD-DM-Rsp-ExtlEs } } 

OPTIONAL, 

} 

Multiple-DedicatedMeasurementValueltem-LCR-TDD-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Multiple-HSSICHMeasurementValueList-TDD-DM-Rsp ::= SEQUENCE (SIZE (1.. maxNrOf HSSICHs-1 ) ) OF Multiple-HSSICHMeasurementValueltem-TDD-DM-Rsp 

Multiple-HSSICHMeasurementValueltem-TDD-DM-Rsp ::= SEQUENCE ( 
hsSICH-ID HS-SICH-ID, 

dedi cat edMeasurement Value Dedi cat edMeasurementValue, 

iE-Extensions ProtocolExtensionContainer ( ( Multiple-HSSICHMeasurementValueltem-TDD-DM-Rsp-ExtlEs } } OPTIONAL, 
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Multiple-HSSICHMeasurementValueltem-TDD-DM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

Multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp ::= SEQUENCE (SIZE (1.. maxNrOf DPCHsV 68PerRL-l ) ) OF Multiple-DedicatedMeasurementValueltem- 
TDD768-DM-RSP 

Multiple-DedicatedMeasurementValueItem-TDD768-DM-Rsp ::= SEQUENCE { 
dPCH-ID768 DPCH-ID768, 

dedi cat edMeasurement Value Dedi cat edMeasurement Value, 

IE-Extensions ProtocolExtensionContainer ( ( Multiple-DedicatedMeasurementValueItem-TDD7 68-DM-Rsp-ExtIEs } } OPTIONAL, 

} 

Multiple-DedicatedMeasurementValueItem-TDD768-DM-Rsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— DEDICATED MEASUREMENT INITIATION FAILURE 

************************************************************** 

DedicatedMeasurementlnitiationFailure ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container (( DedicatedMeasurementlnitiationFailure-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DedicatedMeasurementlnitiationFailure-Extensions } } OPTIONAL, 

} 

DedicatedMeasurementlnitiationFailure-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID PRESENCE mandatory } 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

DedicatedMeasurementlnitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID Id-DedicatedMeasurementObjectType-DM-Fail CRITICALITY ignore EXTENSION DedicatedMeasurementOb jectType-DM-Fail PRESENCE optional }, 

} 

DedicatedMeasurementOb jectType-DM-Fail : := CHOICE ( 
rL RL-DM-Fail, 

rLS RL-Set-DM-Fail, 

allRL RL-DM-Fail, 

allRLS RL-Set-DM-Fail, 

} 

RL-DM-Fail ::= SEQUENCE { 

rL-unsuccessf ul-Inf ormationRespList-DM-Fail RL-Unsuccessf ul-Inf ormationRespList-DM-Fail, 
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rL-successful-InformationRespList-DM-Fail RL-Successf ul-Inf ormationRespList-DM-Fail OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( RLItem-DM-Fail-ExtlEs } } OPTIONAL, 

} 

RLItem-DM-Fail-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Set-DM-Fail ::= SEQUENCE { 

rL-Set-unsuccessf ul-Inf ormationRespList-DM-Fail RL-Set-Unsuccessf ul-Inf ormationRespList-DM-Fail, 
rL-Set-successf ul-Inf ormationRespList-DM-Fail RL-Set-Successf ul-Inf ormationRespList-DM-Fail OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( RL-Setltem-DM-Fail-ExtlEs } } OPTIONAL, 

} 

RL-Setltem-DM-Fail-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RL-Unsuccessful-InformationRespList-DM-Fail ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Unsuccessf ul- 

Inf ormationResp-DM-Fail-IEs } } 

RL-Unsuccessful-InformationResp-DM-Fail-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Unsuccessful-Informationltem-DM-Fail CRITICALITY ignore TYPE RL-Unsuccessf ul-Inf ormationltem-DM-Fail PRESENCE mandatory } 
} 

RL-Unsuccessful-Informationltem-DM-Fail ::= SEQUENCE { 
rL-ID RL-ID, 

individualcause Cause OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Unsuccessf ul-Inf ormationltem-DM-Fail-ExtlEs } } OPTIONAL, 

} 

RL-Unsuccessful-Informationltem-DM-Fail-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Successful-InformationRespList-DM-Fail ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs-1 ) ) OF ProtocolIE-Single-Container ( ( RL-Successf ul- 

Inf ormationResp-DM-Fail-IEs } } 

RL-Successf ul-Inf ormationResp-DM-Fail-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Successful-Informationltem-DM-Fail CRITICALITY ignore TYPE RL-Successf ul-Inf ormationltem-DM-Fail PRESENCE mandatory } 
} 

RL-Successful-Informationltem-DM-Fail ::= SEQUENCE { 
rL-ID RL-ID, 

dPCH-ID DPCH-ID OPTIONAL, 

dedi cat edMeasurement Value Dedi cat edMeasurement Value, 
CFN CFN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Successf ul-Inf ormationltem-DM-Fail-ExtlEs } } OPTIONAL, 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 566 ETSI TS 1 25 423 V7.4.0 (2007-03) 

RL-Successful-Informationltem-DM-Fail-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-HSSICH-Info-DM CRITICALITY reject EXTENSION HS-SICH-ID PRESENCE optional}, 

— TDD only 

} 

RL-Set-Unsuccessful-InformationRespList-DM-Fail ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( (RL-Set- 

Unsuccessf ul-Inf ormationResp-DM-Fail-IEs } } 

RL-Set-Unsuccessful-InformationResp-DM-Fail-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Set-Unsuccessful-Informationltem-DM-Fail CRITICALITY ignore TYPE RL-Set-Unsuccessf ul-Inf ormationltem-DM-Fail PRESENCE 
mandatory } 
} 

RL-Set-Unsuccessful-Informationltem-DM-Fail ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

individualcause Cause OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { RL-Set-Unsuccessf ul-Inf ormationltem-DM-Failns-ExtlEs } } OPTIONAL, 

} 

RL-Set-Unsuccessful-Informationltem-DM-Failns-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Set-Successful-InformationRespList-DM-Fail ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets-1 ) ) OF ProtocolIE-Single-Container ( (RL-Set- 

Successf ul-Inf ormationResp-DM-Fail-IEs } } 

RL-Set-Successful-InformationResp-DM-Fail-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RL-Set-Successful-Informationltem-DM-Fail CRITICALITY ignore TYPE RL-Set-Successf ul-Inf ormationltem-DM-Fail PRESENCE 
mandatory } 
} 

RL-Set-Successful-Informationltem-DM-Fail ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

dedicatedMeasurementValue DedicatedMeasurementValue, 
CFN CFN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Set-Successf ul-Inf ormationltem-DM-Failns-ExtlEs } } OPTIONAL, 

} 

RL-Set-Successful-Informationltem-DM-Failns-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

************************************************************** 

— DEDICATED MEASUREMENT REPORT 

************************************************************** 

DedicatedMeasurementReport : := SEQUENCE ( 

protocol lEs Protocol IE -Container { (DedicatedMeasurementReport-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( { DedicatedMeasurementReport-Extensions } } OPTIONAL, 
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DedicatedMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID PRESENCE mandatory } 

( ID id-DedicatedMeasurementObjectType-DM-Rprt CRITICALITY ignore TYPE DedicatedMeasurementObjectType-DM-Rprt PRESENCE mandatory }, 

} 

DedicatedMeasurementObjectType-DM-Rprt ::= CHOICE { 
rLs RL-DM-Rprt, 

rLS RL-Set-DM-Rprt, 

allRL RL-DM-Rprt, 

allRLS RL-Set-DM-Rprt, 

} 

RL-DM-Rprt : := SEQUENCE { 

rL-InformationList-DM-Rprt RL-Inf ormationList-DM-Rprt , 

iE-Extensions ProtocolExtensionContainer ( ( RLItem-DM-Rprt-ExtlEs } } OPTIONAL, 

} 

RLItem-DM-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-Set-DM-Rprt ::= SEQUENCE { 

rL-Set-InformationList-DM-Rprt RL-Set-Inf ormationList-DM-Rprt , 

iE-Extensions ProtocolExtensionContainer ( ( RL-Setltem-DM-Rprt-ExtlEs } } OPTIONAL, 

} 

RL-Setltem-DM-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RL-InformationList-DM-Rprt ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( ( RL-Inf ormation-DM-Rprt-IEs } } 

RL-Inf ormation-DM-Rprt-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-RL-Informationltem-DM-Rprt CRITICALITY ignore TYPE RL-Inf ormationltem-DM-Rprt PRESENCE mandatory } 
} 

RL-Inf ormationltem-DM-Rprt ::= SEQUENCE { 
rL-ID RL-ID, 

dPCH-ID DPCH-ID OPTIONAL, 

dedicatedMeasurementValue Information DedicatedMeasurementValue Information, 
iE-Extensions ProtocolExtensionContainer ( ( RL-Inf ormationltem-DM-Rprt-ExtlEs } } OPTIONAL, 

} 

RL-Informationltem-DM-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-HSSICH-Info-DM-Rprt CRITICALITY ignore EXTENSION HS-SICH-ID PRESENCE optional}! 

— TDD only 
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{ ID id-DPCH-ID768-DM-Rprt CRITICALITY ignore EXTENSION DPCH-ID768 PRESENCE optional}, 

} 

RL-Set-InformationList-DM-Rprt ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( ( RL-Set-Inf ormation-DM- 

Rprt-IEs} } 

RL-Set-Information-DM-Rprt-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Set-Informationltem-DM-Rprt CRITICALITY ignore TYPE RL-Set-Inf ormationltem-DM-Rprt PRESENCE mandatory } 
} 

RL-Set-Inf ormationltem-DM-Rprt ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

dedicatedMeasurementValue Information DedicatedMeasurementValue Information, 
iE-Extensions ProtocolExtensionContainer ( ( RL-Set-Inf ormationltem-DM-Rprt-ExtlEs } } OPTIONAL, 

} 

RL-Set-Informationltem-DM-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DedicatedMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= ( 

( ID id-MeasurementRecoveryReportinglndicator CRITICALITY ignore EXTENSION MeasurementRecoveryReportinglndicator PRESENCE 
optional } , 

} 

************************************************************** 

— DEDICATED MEASUREMENT TERMINATION REQUEST 

************************************************************** 

DedicatedMeasurementTerminationRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( DedicatedMeasurementTerminationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DedicatedMeasurementTerminationRequest-Extensions } } OPTIONAL, 

} 

DedicatedMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES : := { 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID PRESENCE mandatory }, 

} 

DedicatedMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

} 

************************************************************** 



— DEDICATED MEASUREMENT FAILURE INDICATION 



************************************************************** 
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DedicatedMeasurementFailurelndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( DedicatedMeasurementFailurelndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { DedicatedMeasurementFailurelndication-Extensions } } 



OPTIONAL, 



} 



DedicatedMeasurementFailurelndication-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID 

{ ID id-Cause CRITICALITY ignore TYPE Cause 



PRESENCE mandatory 
PRESENCE mandatory } , 



} 

DedicatedMeasurementFailurelndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-DedicatedMeasurementObjectType-DM-Fail-Ind CRITICALITY ignore EXTENSION DedicatedMeasurementOb jectType-DM-Fail-Ind PRESENCE optional 



DedicatedMeasurementObjectType-DM-Fail-Ind : := CHOICE { 
rL RL-DM-Fail-Ind, 

rLS RL-Set-DM-Fail-Ind, 

allRL RL-DM-Fail-Ind, 

allRLS RL-Set-DM-Fail-Ind, 



RL-DM-Fail-Ind ::= SEQUENCE { 

rL-unsuccessf ul-Inf ormationRespLlst-DM-Fail-Ind 
IE-Extensions 



RL-Unsuccessf ul-Inf ormationRespLlst-DM-Fail-Ind, 
ProtocolExtensionContainer ( ( RLItem-DM-Fail-Ind-ExtlEs } } OPTIONAL, 



RLItem-DM-Fail-Ind-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



RL-Set-DM-Fail-Ind ::= SEQUENCE { 

rL-Set-unsuccessf ul-Inf ormationRespLlst-DM-Fail-Ind 
iE-Extensions 



RL-Set-Unsuccessf ul-Inf ormationRespList-DM-Fail-Ind, 
ProtocolExtensionContainer ( ( RL-Setltem-DM-Fail-Ind-ExtlEs } } OPTIONAL, 



RL-Setltem-DM-Fail-Ind-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RL-Unsuccessf ul-Inf ormationRespList-DM-Fail-Ind 
Inf ormationResp-DM-Fail-Ind-IEs } } 



SEQUENCE (SIZE ( 1 . .maxNrOf RLs ) ) OF ProtocolIE-Single-Container { {RL-Unsuccessful- 



RL-Unsuccessful-InformationResp-DM-Fail-Ind-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Unsuccessful-Informationltem-DM-Fail-Ind CRITICALITY ignore TYPE RL-Unsuccessf ul-Inf ormationltem-DM-Fail-Ind PRESENCE 
mandatory } 
} 
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RL-Unsuccessful-Informationltem-DM-Fail-Ind ::= SEQUENCE { 
rL-ID RL-ID, 

individualcause Cause OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( RL-Unsuccessf ul-Inf ormationltem-DM-Fail-Ind-ExtlEs } } OPTIONAL, 

} 

RL-Unsuccessful-Informationltem-DM-Fail-Ind-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RL-Set-Unsuccessful-InformationRespList-DM-Fail-Ind ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLSets) ) OF ProtocolIE-Single-Container ( (RL-Set- 

Unsuccessf ul-Inf ormationResp-DM-Fail-Ind-IEs } } 

RL-Set-Unsuccessful-InformationResp-DM-Fail-Ind-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RL-Set-Unsuccessful-Informationltem-DM-Fail-Ind CRITICALITY ignore TYPE RL-Set-Unsuccessf ul-Inf ormationltem-DM-Fail-Ind PRESENCE 
mandatory } 
} 

RL-Set-Unsuccessful-Informationltem-DM-Fail-Ind ::= SEQUENCE { 
rL-Set-ID RL-Set-ID, 

individualcause Cause OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { RL-Set-Unsuccessf ul-Inf ormationltem-DM-Fail-Indns-ExtlEs } } OPTIONAL, 

} 

RL-Set-Unsuccessful-Informationltem-DM-Fail-Indns-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST 

************************************************************** 

CommonTransportChannelResourcesReleaseRequest ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ CommonTransportChannelResourcesReleaseRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonTransportChannelResourcesReleaseRequest-Extensions } } 

OPTIONAL, 

} 

CommonTransportChannelResourcesReleaseRequest-IEs RNSAP-PROTOCOL-IES : := { 

( ID id-D-RNTI CRITICALITY ignore TYPE D-RNTI PRESENCE mandatory }, 

} 

CommonTransportChannelResourcesReleaseRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 
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— COMMON TRANSPORT CHANNEL RESOURCES REQUEST 



************************************************************** 



CommonTransportChannelResourcesRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ CommonT ran sportChannel Resources Re quest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonTransportChannelResourcesRequest-Extensions } } 



OPTIONAL, 



} 

CommonTransportChannelResourcesRequest-IEs RNSAP-PROTOCOL-IES : := { 

( ID id-D-RNTI CRITICALITY reject TYPE D-RNTI PRESENCE mandatory } | 

{ ID id-C-ID CRITICALITY reject TYPE C-ID PRESENCE optional } I 

{ ID id-TransportBearerRequestlndicator CRITICALITY reject TYPE TransportBearerRequestlndicator PRESENCE mandatory 

{ ID id-TransportBearerlD CRITICALITY reject TYPE TransportBearerlD PRESENCE mandatory }, 

} 



CommonTransportChannelRe sour cesReque St -Ext ens ions RNSAP -PROTOCOL-EXTENSION 



( ID id-Permanent -NAS-UE-Identity CRITICALITY ignore 
{ ID id-BindingID CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP . 
{ ID Id-TransportLayerAddress CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP. 

{ ID id-MBMS-Bearer-Service-List CRITICALITY notify 
{ ID id-TnlQos CRITICALITY ignore 

• . .} 



EXTENSION Permanent-NAS-UE-Identity 
EXTENSION BindingID 

EXTENSION TransportLayerAddress 

EXTENSION MBMS-Bearer-Service-List 
EXTENSION TnlQos 



PRESENCE optional } I 
PRESENCE optional } I 

PRESENCE optional } 

PRESENCE optional}! 
PRESENCE optional } , 



************************************************************** 



— COMMON TRANSPORT CHANNEL RESOURCES RESPONSE FDD 

************************************************************** 



CommonTransportChannelResourcesResponseFDD ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ CommonTransportChannelResourcesResponseFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonTransportChannelResourcesResponseFDD-Extensions } } 



OPTIONAL, 



} 

CommonTransportChannelResourcesResponseFDD-IEs RNSAP-PROTOCOL-IES : := { 

{ ID id-S-RNTI CRITICALITY ignore TYPE S-RNTI PRESENCE mandatory } | 

{ ID id-C-RNTI CRITICALITY ignore TYPE C-RNTI PRESENCE optional } I 

{ ID id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD CRITICALITY ignore TYPE FACH-Inf oForUESelectedS-CCPCH-CTCH-ResourceRspFDD 

PRESENCE mandatory } | 

{ ID Id-TransportLayerAddress CRITICALITY ignore TYPE TransportLayerAddress PRESENCE optional } 

{ ID id-BindingID CRITICALITY ignore TYPE BindingID PRESENCE optional } I 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



FACH-Inf oEorUESelectedS-CCPCH-CTCH-ResourceRspEDD ::= SEQUENCE { 

fACH-FlowControl Information FACH-FlowControlInf ormation-CTCH-ResourceRspFDD, 
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IE-Extensions ProtocolExtensionContainer ( { FACH-Inf oForUESelectedS-CCPCH-CTCH-ResourceRspFDD-ExtlEs } } OPTIONAL, 

} 

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

FACH-FlowControlInformation-CTCH-ResourceRspFDD ::= ProtocolIE-Single-Container ({ FACH-FlowControlInf ormationlEs-CTCH-ResourceRspFDD }} 

FACH-FlowControlInformationlEs-CTCH-ResourceRspFDD RNSAP-PROTOCOL-IES ::= { 

( ID id-FACH-FlowControlInformation CRITICALITY ignore TYPE FACH-FlowControlInf ormation PRESENCE mandatory } 
} 

CommonTransportChannelResourcesResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

{ ID id-C-ID CRITICALITY ignore EXTENSION C-ID PRESENCE mandatory } | 

{ ID id-Active-MBMS-Bearer-ServiceFDD CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD PRESENCE optional}, 

} 

************************************************************** 

— COMMON TRANSPORT CHANNEL RESOURCES RESPONSE TDD 

************************************************************** 

CommonTransportChannelResourcesResponseTDD ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( CommonTransportChannelResourcesResponseTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonTransportChannelResourcesResponseTDD-Extensions } } OPTIONAL, 

} 

CommonTransportChannelResourcesResponseTDD-IEs RNSAP-PROTOCOL-IES : := { 

{ ID id-S-RNTI CRITICALITY ignore TYPE S-RNTI PRESENCE mandatory } | 

{ ID id-C-RNTI CRITICALITY ignore TYPE C-RNTI PRESENCE optional } I 

{ ID id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD CRITICALITY ignore TYPE FACH-Inf oForUESelectedS-CCPCH-CTCH-ResourceRspTDD 

PRESENCE mandatory } | 

{ ID Id-TransportLayerAddress CRITICALITY ignore TYPE TransportLayerAddress PRESENCE optional } 

{ ID id-BindingID CRITICALITY ignore TYPE BindingID PRESENCE optional } I 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

FACH-Inf oForUESelectedS-CCPCH-CTCH-ResourceRspTDD ::= SEQUENCE { 

fACH-FlowControl Information FACH-FlowControlInf ormation-CTCH-ResourceRspTDD, 

IE-Extensions ProtocolExtensionContainer ( (FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtlEs } } OPTIONAL, 

} 

FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

FACH-FlowControlInformation-CTCH-ResourceRspTDD ::= ProtocolIE-Single-Container {{ FACH-FlowControlInf ormationlEs-CTCH-ResourceRspTDD }} 
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FACH-FlowControlInformationlEs-CTCH-ResourceRspTDD RNSAP-PROTOCOL-IES ::= { 

{ ID id-FACH-FlowControlInformation CRITICALITY ignore TYPE FACH-FlowControlInf ormation PRESENCE mandatory } 
} 



CommonTransportChannelResourcesResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

( ID id-C-ID CRITICALITY ignore EXTENSION C-ID 

{ ID id-Active-MBMS-Bearer-ServiceTDD CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListTDD 



PRESENCE mandatory } | 
PRESENCE optional}, 



} 



************************************************************** 



COMMON TRANSPORT CHANNEL RESOURCES FAILURE 



************************************************************** 



CommonTransportChannelResourcesFailure ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ CommonTransportChannelResourcesFailure-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonTransportChannelResourcesFailure-Extensions } } 



OPTIONAL, 



} 

CommonTransportChannelResourcesFailure-IEs RNSAP-PROTOCOL-IES : := { 

{ ID id-S-RNTI CRITICALITY ignore TYPE S-RNTI PRESENCE mandatory } | 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



CommonTransportChannelResourcesFailure-Extensions RNSAP-PROTOCOL-EXTENSION : := { 



************************************************************** 



COMPRESSED MODE COMMAND 
************************************************************** 



CompressedModeCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { ( CompressedModeCommand-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CompressedModeCommand-Extensions } } 



OPTIONAL, 



CompressedModeCommand-IEs RNSAP-PROTOCOL-IES ;:= { 

( ID id-Active-Pattern-Sequence-Information CRITICALITY ignore TYPE Active-Pattern-Sequence-Information 



PRESENCE mandatory }, 



CompressedModeCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
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************************************************************** 



ERROR INDICATION 



************************************************************** 



Errorlndication : := SEQUENCE { 
protocolIEs 
protocolExtensions 



ProtocolIE-Container { {Errorlndication-IEs} } , 
ProtocolExtensionContainer { { Errorlndication-Extensions } } 



OPTIONAL, 



Errorlndication-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE optional} I 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



Errorlndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-S-RNTI CRITICALITY ignore EXTENSION S-RNTI 

( ID id-D-RNTI CRITICALITY ignore EXTENSION D-RNTI 

} 

************************************************************** 

— COMMON MEASUREMENT INITIATION REQUEST 

************************************************************** 



PRESENCE optional } I 
PRESENCE optional }, 



CommonMeasurementlnitiationRequest ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {( CommonMeasurementlnitiationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( CommonMeasurementlnitiationRequest-Extensions } } OPTIONAL, 

} 



CommonMeasurementlnitiationRequest-IEs RNSAP-PROTOCOL-IES 

{ ID id-MeasurementID 
mandatory } | 

( ID Id-CommonMeasurementOb jectType-CM-Rqst 
mandatory } | 

( ID Id-CommonMeasurementType 
mandatory } | 

{ ID id-MeasurementFilterCoef f icient 

} I 

— UTRAN only 

{ ID id-ReportCharacteristics 
mandatory } | 

{ ID id-SFNReportinglndicator 
mandatory 

} I 

{ ID id-SFN 



CRITICALITY reject 
CRITICALITY reject 

CRITICALITY reject 
CRITICALITY reject 

CRITICALITY reject 
CRITICALITY reject 

CRITICALITY reject 



TYPE MeasurementID PRESENCE 

TYPE CommonMeasurementObjectType-CM-Rqst PRESENCE 



TYPE CommonMeasurementType 

TYPE MeasurementFilterCoeff icient 

TYPE ReportCharacteristics 

TYPE FNReportinglndicator 

TYPE SFN 



PRESENCE 
PRESENCE optional 

PRESENCE 
PRESENCE 

PRESENCE optional 
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} I 

— UTRAN only 

{ ID id-CommonMeasurementAccuracy 

}, 

— UTRAN only 



CRITICALITY reject 



TYPE CommonMeasurementAccuracy 



PRESENCE optional 



CommonMeasurementlnitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION 



( ID Id-MeasurementRecoveryBehavior 
— UTRAN only 



CRITICALITY ignore 



EXTENSION MeasurementRecoveryBehavior PRESENCE optional 



CommonMeasurementObjectType-CM-Rqst ::= CHOICE { 
cell Cell-CM-Rqst, 



Cell-CM-Rqst ::= SEQUENCE { 

uC-ID UC-ID, 

— May be a GERAN cell identifier 
timeSlot TimeSlot 
timeSlotLCR TimeSlotLCR 
neighbour ingCellMeasurement Information 

— UTRAN only 

IE-Extensions ProtocolExtensionContainer { { Cellltem-CM-Rqst-ExtlEs } } 



OPTIONAL, — 3.84Mcps TDD and 7 . 68Mcps TDD only 

OPTIONAL, — 1.28Mcps TDD only 

Neighbour IngCellMeasurement Info OPTIONAL, 



OPTIONAL, 



SEQUENCE (SIZE ( 1 . . maxNrOf MeasNCell ) ) OF 



NeighbouringCellMeasurementInf o 
CHOICE ( 

neighbour ingFDDCellMeasurement Information 
neighbour IngTDDCellMeasurement Information 



Neighbour ingFDDCellMeasurement Information, 
Neighbour IngTDDCellMeasurement Information, 



extension-neighbour IngCellMeasurement Information Extension-neighbour IngCellMeasurement Information, 
extension-neighbour IngCellMeasurement Information? 68 Extension-neighbour IngCellMeasurement Information? i 



Extension-neighbour IngCellMeasurement Information 



ProtocolIE-Single-Container { { Extension-neighbouringCellMeasurementInf ormationlE } } 



Extension-neighbouringCellMeasurementlnformationlE RNSAP-PROTOCOL-IES : := { 

{ ID id-neighbouringTDDCellMeasurementlnformationLCR CRITICALITY reject TYPE NeighbouringTDDCellMeasurementInf ormationLCR PRESENCE 
mandatory } , 



Extension-neighbouringCellMeasurementInformation?68 ::= ProtocolIE-Single-Container {{ Extension-neighbouringCellMeasurementInformation?68IE }} 

Extension-neighbouringCellMeasurementInformation?68IE RNSAP-PROTOCOL-IES : := ( 

{ ID id-neighbouringTDDCellMeasurementInformation?68 CRITICALITY reject TYPE NeighbouringTDDCellMeasurementInf ormation? 68 PRESENCE 
mandatory } , 
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} 

Cellltem-CM-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

************************************************************** 

— COMMON MEASUREMENT INITIATION RESPONSE 

************************************************************** 

CommonMeasurementlnitiationResponse ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ CommonMeasurementlnitiationResponse-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( CommonMeasurementlnitiationResponse-Extensions } } OPTIONAL, 

} 

CommonMeasurementlnitiationResponse-IEs RNSAP-PROTOCOL-IES 
{ ID id-MeasurementID 
mandatory } | 

{ ID id-CommonMeasurementOb jectType-CM-Rsp 
} I 

{ ID id-SFN 
} I 

— UTRAN only 

{ ID id-CriticalityDiagnostics 
} I 
{ ID id-CommonMeasurementAccuracy 



- { 
CRITICALITY ignore 

CRITICALITY ignore 

CRITICALITY ignore 

CRITICALITY ignore 

CRITICALITY reject 



TYPE MeasurementID 

TYPE CommonMeasurementOb jectType-CM-Rsp 

TYPE SFN 

TYPE CriticalityDiagnostics 

TYPE CommonMeasurementAccuracy 



PRESENCE 

PRESENCE optional 
PRESENCE optional 

PRESENCE optional 
PRESENCE optional 



} 



UTRAN only 



CommonMeasurementlnitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION : := 
( ID Id-MeasurementRecoverySupportlndicator CRITICALITY ignore 
}, 
— UTRAN only 



EXTENSION MeasurementRecoverySupportlndicator PRESENCE optional 



CommonMeasurementOb jectType-CM-Rsp ::= CHOICE { 
cell Cell-CM-Rsp, 



} 



Cell-CM-Rsp ::= SEQUENCE { 
commonMeasurement Value 
IE-Extensions 



CommonMeasurementValue , 

ProtocolExtensionContainer { { Cellltem-CM-Rsp-ExtlEs } } 



OPTIONAL, 



} 



Cellltem-CM-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
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************************************************************** 



COMMON MEASUREMENT INITIATION FAILURE 



************************************************************** 



CommonMeasurementlnitiationFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {( CommonMeasurementlnitiationFailure-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonMeasurementlnitiationFailure-Extensions } } 



OPTIONAL, 



} 



CommonMeasurementlnitiationFailure-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-MeasurementID CRITICALITY ignore 

{ ID id-Cause CRITICALITY ignore 

{ ID id-CriticalityDiagnostics CRITICALITY ignore 



TYPE MeasurementID 

TYPE Cause 

TYPE CriticalityDiagnostics 



PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE optional }, 



CommonMeasurementlnitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION 



************************************************************** 



COMMON MEASUREMENT REPORT 



************************************************************** 



CommonMeasurementReport ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ CommonMeasurementReport-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( CommonMeasurementReport-Extensions } } 



OPTIONAL, 



CommonMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= 
( ID id-MeasurementID 

{ ID Id-CommonMeasurementOb jectType-CM-Rprt 
mandatory } | 
{ ID id-SFN 
— UTRAN only 



CRITICALITY ignore 
CRITICALITY ignore 

CRITICALITY ignore 



TYPE MeasurementID PRESENCE mandatory } | 

TYPE CommonMeasurementObjectType-CM-Rprt PRESENCE 



SEN 



PRESENCE optional }, 



CommonMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-MeasurementRecoveryReportinglndicator CRITICALITY ignore 
optional } , 

— UTRAN only 



EXTENSION MeasurementRecoveryReportinglndicator PRESENCE 
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CommonMeasurementObjectType-CM-Rprt ::= CHOICE { 
cell Cell-CM-Rprt, 



} 



Cell-CM-Rprt ::= SEQUENCE { 

commonMeasurementValue Information CommonMeasurementValue Information, 

iE-Extensions ProtocolExtensionContainer ( ( Cellltem-CM-Rprt-ExtlEs } } 



OPTIONAL, 



Cellltem-CM-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— COMMON MEASUREMENT TERMINATION REQUEST 



************************************************************** 



CommonMeasurementTerminationRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container (( CommonMeasurementTerminationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( CommonMeasurementTerminationRequest-Extensions } } 



OPTIONAL, 



CommonMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES : := { 
( ID id-MeasurementID CRITICALITY ignore 

} 



TYPE MeasurementID PRESENCE mandatory} 



CommonMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

} 

************************************************************** 

— COMMON MEASUREMENT FAILURE INDICATION 

************************************************************** 



CommonMeasurementFailurelndication ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ CommonMeasurementFailurelndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { CommonMeasurementFailurelndication-Extensions } } 



OPTIONAL, 



CommonMeasurementFailurelndication-IEs RNSAP-PROTOCOL-IES : 
{ ID id-MeasurementID CRITICALITY ignore 

{ ID id-Cause CRITICALITY ignore 

} 



TYPE MeasurementID 
TYPE Cause 



PRESENCE mandatory 
PRESENCE mandatory 
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CommonMeasurementFailurelndication-Extensions RNSAP-PROTOCOL-EXTENSION : := { 

} 

************************************************************** 



— INFORMATION EXCHANGE INITIATION REQUEST 

************************************************************** 

Inf ormationExchangelnitiationRequest ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container { { Inf ormationExchangelnitiationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Inf ormationExchangelnitiationRequest-Extensions } } 



OPTIONAL, 



InformationExchangelnitiationRequest-IEs RNSAP-PROTOCOL-IES : := { 

{ ID id-InformationExchangelD CRITICALITY reject 

} I 

{ ID Id-InformationExchangeObjectType-InfEx-Rqst CRITICALITY reject 
mandatory } | 



{ ID 
} I 
{ ID 



id-Inf ormationType 

id-Inf ormationReportCharacteristics 



CRITICALITY reject 
CRITICALITY reject 



TYPE InformationExchangelD PRESENCE mandatory 

TYPE InformationExchangeObjectType-InfEx-Rqst PRESENCE 

TYPE InformationType PRESENCE mandatory 

TYPE InformationReportCharacteristics PRESENCE mandatory 



InformationExchangelnitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION : := { 



Inf ormationExchangeOb jectType-Inf Ex-Rqst ::= CHOICE ( 
cell 



Cell-InfEx-Rqst, 
extension-Inf ormationExchangeOb jectType-Inf Ex-Rqst Extension-Inf ormationExchangeOb jectType-Inf Ex-Rqst 



} 



Cell-InfEx-Rqst ::= SEQUENCE { 

c-ID C-ID, — May be a GERAN cell identifier 

IE-Extensions ProtocolExtensionContainer ( ( Cellltem-Inf Ex-Rqst-ExtlEs } } OPTIONAL, 

} 

Cellltem-InfEx-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Extension-Inf ormationExchangeOb jectType-Inf Ex-Rqst ::= ProtocolIE-Single-Container (( Extension-Inf ormationExchangeOb jectType-InfEx-RqstlE }} 

Extension-InformationExchangeObjectType-InfEx-RqstlE RNSAP-PROTOCOL-IES : := { 
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{ ID id-GSM-Cell-InfEx-Rqst CRITICALITY reject TYPE GSM-Cell-Inf Ex-Rqst PRESENCE mandatory } | 

{ ID id-MBMS-Bearer-Service-List CRITICALITY reject TYPE MBMS-Bearer-Service-List PRESENCE mandatory} 



} 



GSM-Cell-Inf Ex-Rqst ::= SEQUENCE { 

cGI CGI, 

IE-Extensions ProtocolExtensionContainer ( ( GSMCellltem-Inf Ex-Rqst-ExtlEs } } OPTIONAL, 

} 

GSMCellltem-InfEx-Rqst-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— INFORMATION EXCHANGE INITIATION RESPONSE 



************************************************************** 



Inf ormationExchangelnitiationResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container ( ( Inf ormationExchangelnitiationResponse-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Inf ormationExchangelnitiationResponse-Extensions } } 



OPTIONAL, 



InformationExchangelnitiationResponse-IEs RNSAP-PROTOCOL-IES : := { 

( ID Id-InformationExchangelD CRITICALITY ignore 

mandatory } | 

{ ID Id-InformationExchangeObjectType-InfEx-Rsp CRITICALITY ignore 

optional } I 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore 



TYPE InformationExchangelD PRESENCE 

TYPE InformationExchangeObjectType-InfEx-Rsp PRESENCE 

TYPE CriticalityDiagnostics PRESENCE optional 



InformationExchangelnitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION : := { 



Inf ormationExchangeOb jectType-Inf Ex-Rsp ::= CHOICE { 
cell Cell-InfEx-Rsp, 



extension-Inf ormationExchangeOb jectType-Inf Ex-Rsp Extension-Inf ormationExchangeOb jectType-Inf Ex-Rsp 



Cell-Inf Ex-Rsp ::= SEQUENCE { 
requestedDataValue 
iE-Ext ens ions 



RequestedDataValue, 

ProtocolExtensionContainer { { Cellltem-Inf Ex-Rsp-ExtlEs } } 



OPTIONAL, 
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Extension-Inf ormationExchangeOb jectType-Inf Ex-Rsp 



ProtocolIE-Single-Container { { Extension-Inf ormationExchangeOb jectType-InfEx-RspIE } } 



Extension-InformationExchangeObjectType-InfEx-RspIE RNSAP-PROTOCOL-IES : := ( 

{ ID id-MBMS-Bearer-Service-List-InfEx-Rsp CRITICALITY ignore TYPE MBMS-Bearer-Service-List-Inf Ex-Rsp PRESENCE mandatory} 
} 

MBMS-Bearer-Service-List-InfEx-Rsp ::= SEQUENCE (SIZE ( 1 . . maxNrOfMBMSServices) ) OF MBMS-Bearer-ServiceltemlEs-Inf Ex-Rsp 

MBMS-Bearer-ServiceltemlEs-InfEx-Rsp : :=SEQUENCE{ 
tmgi TMGI, 

requestedDataValue RequestedDataValue, 
iE-Extensions ProtocolExtensionContainer ( { MBMS-Bearer-Serviceltem-Inf Ex-Rsp-ExtlEs } } OPTIONAL, 



MBMS-Bearer-Serviceltem-InfEx-Rsp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— INFORMATION EXCHANGE INITIATION FAILURE 



************************************************************** 



Inf ormationExchangelnitiationFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { ( Inf ormationExchangelnitiationFailure-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Inf ormationExchangelnitiationFailure-Extensions } } 



OPTIONAL, 



InformationExchangelnitiationFailure-IEs RNSAP-PROTOCOL-IES ;;= { 

( ID id-InformationExchangelD CRITICALITY ignore 

{ ID id-Cause CRITICALITY ignore 

{ ID id-CriticalityDiagnostics CRITICALITY ignore 



TYPE InformationExchangelD 

TYPE Cause 

TYPE CriticalityDiagnostics 



PRESENCE mandatory } | 
PRESENCE mandatory } | 
PRESENCE optional }, 



InformationExchangelnitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— INFORMATION REPORT 



************************************************************** 
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InformationReport : := SEQUENCE { 

protocolIEs ProtocolIE-Container ( ( Inf ormationReport-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Inf ormationReport-Extensions } } 



OPTIONAL, 



InformationReport-IEs RNSAP-PROTOCOL-IES ::= { 
( ID id-Inf ormationExchangelD 
mandatory } | 

( ID id-Inf ormationExchangeObjectType-InfEx-Rprt 
mandatory } , 



CRITICALITY ignore 
CRITICALITY ignore 



TYPE InformationExchangelD PRESENCE 

TYPE InformationExchangeObjectType-InfEx-Rprt PRESENCE 



InformationReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



Inf ormationExchangeOb jectType-Inf Ex-Rprt ::= CHOICE ( 
cell Cell-InfEx-Rprt, 



} 



Cell-InfEx-Rprt ::= SEQUENCE { 

requestedDataValueInf ormation RequestedDataValueInf ormation, 

IE-Extensions ProtocolExtensionContainer { { Cellltem-Inf Ex-Rprt-ExtlEs } } 



OPTIONAL, 



Cellltem-InfEx-Rprt-ExtlEs RNSAP-PROTOCOL-EXTENSION 



************************************************************** 

— INFORMATION EXCHANGE TERMINATION REQUEST 

************************************************************** 



Inf ormationExchangeTerminationRequest ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container ( ( Inf ormationExchangeTerminationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( Inf ormationExchangeTerminationRequest-Extensions } } 



OPTIONAL, 



InformationExchangeTerminationRequest-IEs RNSAP-PROTOCOL-IES 
{ ID Id-InformationExchangelD CRITICALITY 



ignore 



InformationExchangelD 



PRESENCE mandatory} 



InformationExchangeTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION 
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************************************************************** 



— INFORMATION EXCHANGE FAILURE INDICATION 

************************************************************** 



Inf ormationExchangeFailurelndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { Inf ormationExchangeFailurelndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Inf ormationExchangeFailurelndication-Extensions } } 



OPTIONAL, 



InformationExchangeFailurelndication-IEs RNSAP-PROTOCOL-IES : := { 
{ ID id-InformationExchangelD CRITICALITY ignore 

{ ID id-Cause CRITICALITY ignore 



TYPE InformationExchangelD 
TYPE Cause 



PRESENCE mandatory 
PRESENCE mandatory 



InformationExchangeFailurelndication-Extensions RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

************************************************************** 

— RESET REQUEST 

************************************************************** 



ResetRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container ( ( ResetRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { ResetRequest-Extensions } } 



OPTIONAL, 



ResetRequest-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-RNC-ID CRITICALITY reject TYPE RNC-ID PRESENCE mandatory} | 

( ID id-Resetlndicator CRITICALITY reject TYPE Resetlndicator PRESENCE 



mandatory} , 



ResetRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



Resetlndicator ::= CHOICE { 

context ContextList-Reset, 

all-contexts NULL, 

context Group ContextGroupList-Reset 
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ContextList-Reset ::= SEQUENCE { 

contextlnfoList-Reset ContextlnfoList-Reset, 

iE-Extensions ProtocolExtensionContainer ( ( Contextltem-Reset-ExtlEs } } OPTIONAL, 

} 

Contextltem-Reset-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

ContextlnfoList-Reset ::= SEQUENCE (SIZE (1.. maxResetContext ) ) OF ProtocolIE-Single-Container (( Contextinf oltemlE-Reset }} 

ContextlnfoItemlE-Reset RNSAP-PROTOCOL-IES ::= { 

(ID id-ContextlnfoItem-Reset CRITICALITY reject TYPE Contextinf oltem-Reset PRESENCE mandatory} 
} 

Contextinf oltem-Reset ::= SEQUENCE { 

context Type -Re set Context Type -Re set, 

iE-Extensions ProtocolExtensionContainer ( ( Contextinf oltem-Reset-ExtlEs } } OPTIONAL, 

} 

ContextlnfoItem-Reset-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

ContextType-Reset ::= CHOICE { 
sRNTI S-RNTI, 

dRNTI D-RNTI, 

} 

ContextGroupList-Reset : := SEQUENCE { 

contextGroupInf oList-Reset ContextGroupInf oList-Reset , 

iE-Extensions ProtocolExtensionContainer { { ContextGroupItem-Reset-ExtlEs } } OPTIONAL, 

} 

ContextGroupItem-Reset-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

ContextGroupInfoList-Reset ::= SEQUENCE (SIZE (1.. maxResetContextGroup) ) OF ProtocolIE-Single-Container (( ContextGroupInf oltemlE-Reset }} 

ContextGroupInf oltemlE-Reset RNSAP-PROTOCOL-IES ::= { 

(ID Id-ContextGroupInfoItem-Reset CRITICALITY reject TYPE ContextGroupInf oltem-Reset PRESENCE mandatory} 
} 

ContextGroupInf oltem-Reset ::= SEQUENCE { 

s-RNTI-Group S-RNTI-Group, 

iE-Extensions ProtocolExtensionContainer { { ContextGroupInf oltem-Reset-ExtlEs } } OPTIONAL, 
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************************************************************** 
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RESET RESPONSE 



************************************************************** 



ResetResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { ResetResponse-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { ResetResponse-Extensions } } 



OPTIONAL, 



ResetResponse-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RNC-ID CRITICALITY ignore TYPE RNC-ID 

{ ID id-CriticalityDiagnostics CRITICALITY ignore 



PRESENCE mandatory} | 

TYPE CriticalityDiagnostics 



PRESENCE optional} 



ResetResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



RADIO LINK ACTIVATION COMMAND FDD 



************************************************************** 



RadioLin}cActivationCommandFDD ::= SEQUENCE ( 

protocolIEs ProtocolIE-Container (( RadioLin}^ActivationCommandFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( ( RadioLin};ActivationCommandFDD-Extensions } } 



OPTIONAL, 



RadioLinkActivationCommandFDD-IEs RNSAP-PROTOCOL-IES : 
{ ID Id-DelayedActivationList-RL-ActivationCmdEDD 
PRESENCE mandatory } , 



CRITICALITY ignore TYPE DelayedActivationInf ormationList-RL-ActivationCmdFDD 



RadioLinkActivationCommandFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DelayedActivationlnformationList-RL-ActivationCmdFDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container { 
( DelayedActivationInf ormation-RL-ActivationCmdFDD-IEs } } 

DelayedActivationInf ormation-RL-ActivationCmdFDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DelayedActivationlnformation-RL-ActivationCmdEDD CRITICALITY ignore TYPE DelayedActivationInf ormation-RL-ActivationCmdFDD PRESENCE 
optional } 
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} 

DelayedActivationlnformation-RL-ActivationCmdFDD : := SEQUENCE { 
rL-ID RL-ID, 

delay ed-acti vat ion-update DelayedActivationUpdate, 
iE-Extensions ProtocolExtensionContainer { { DelayedActivationInf ormation-RL-ActivationCmdFDD-ExtlEs } } OPTIONAL, 

} 

DelayedActivationInf ormation-RL-ActivationCmdFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— RADIO LINK ACTIVATION COMMAND TDD 

************************************************************** 

RadioLinkActivationCommandTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ RadioLinkActivationCommandTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkActivationCommandTDD-Extensions } } OPTIONAL, 

} 

RadioLinkActivationCommandTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID Id-DelayedActivationList-RL-ActivationCrndTDD CRITICALITY ignore TYPE DelayedActivationInf ormationList-RL-ActivationCmdTDD 
PRESENCE mandatory } , 

} 

RadioLinkActivationCommandTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DelayedActivationlnformationList-RL-ActivationCmdTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container { 
{ DelayedActivationInf ormation-RL-ActivationCmdTDD-IEs } } 

DelayedActivationInf ormation-RL-ActivationCmdTDD-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-DelayedActivationlnformation-RL-ActivationCmdTDD CRITICALITY ignore TYPE DelayedActivationInf ormation-RL-ActivationCmdTDD PRESENCE 
optional } 
} 

DelayedActivationInf ormation-RL-ActivationCmdTDD : := SEQUENCE { 
rL-ID RL-ID, 

delay ed-acti vat ion-update DelayedActivationUpdate, 
iE-Extensions ProtocolExtensionContainer ( ( DelayedActivationInf ormation-RL-ActivationCmdTDD-ExtlEs } } OPTIONAL, 

} 

DelayedActivationlnformation-RL-ActivationCmdTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



587 



ETSI TS 125 423 V7.4.0 (2007-03) 



************************************************************** 



— GERAN UPLINK SIGNALLING TRANSFER INDICATION 

************************************************************** 



GERANUplinkSignallingTransferlndication ::= SEQUENCE { 

protocol lEs Protocol IE-Container { (GERANUplinkSignallingTransferlndication-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { GERANUplinkSignallingTransf erIndication-Extensions } } OPTIONAL, 



GERANUplinkSignallingTransferlndication-IEs RNSAP-PROTOCOL-IES ::= ( 

( ID id-UC-ID CRITICALITY ignore TYPE UC-ID 

— UC-Id may be GERAN cell identifier. 



{ ID id-SAI 

{ ID id-S-RNTI 

{ ID id-D-RNTI 

{ ID id-L3-Inf ormation 

{ ID id-CN-PS-Domainldentifier 

{ ID id-CN-CS-Domainldentifier 

{ ID id-URA-Information 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



TYPE SAI 

TYPE S-RNTI 

TYPE D-RNTI 

TYPE L3-Information 

TYPE CN-PS-Domainldentifier 

TYPE CN-CS-Domainldentifier 

TYPE URA-Information 



URA information may be GRA information 



GERANUplinkSignallingTransf erIndication-Extensions RNSAP-PROTOCOL-EXTENSION 



************************************************************** 



— RADIO LINK PARAMETER UPDATE INDICATION FDD 

************************************************************** 



PRESENCE mandatory } 



PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 



mandatory 

mandatory 

optional 

mandatory 

optional 

optional 

optional 



RadioLinkParameterUpdatelndicationFDD : := SEQUENCE ( 

protocolIEs ProtocolIE-Container {{ RadioLinkParameterUpdatelndicationFDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkParameterUpdatelndicationFDD-Extensions } } 



OPTIONAL, 



CRITICALITY ignore TYPE 



HSDSCH-FDD-Update-Inf ormation 



PRESENCE 



RadioLinkParameterUpdatelndicationFDD-IEs RNSAP-PROTOCOL-IES ::= { 
{ ID id-HSDSCH-FDD-Update-Information 
optional } I 

{ ID Id-RL-ParameterUpdatelndicationEDD-RL-InformationList CRITICALITY ignore TYPE RL-ParameterUpdatelndicationFDD-RL-Inf ormationList 
PRESENCE optional }, 



RL-ParameterUpdatelndicationFDD-RL-InformationList ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF ProtocolIE-Single-Container ( { RL- 
ParameterUpdatelndicationFDD-RL-Inf ormationList-IEs } } 

RL-ParameterUpdatelndicationFDD-RL-InformationList-IEs RNSAP-PROTOCOL-IES ::= { 
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{ ID id-RL-ParameterUpdatelndicationFDD-RL-Information-Item CRITICALITY ignore TYPE RL-ParameterUpdatelndicationFDD-RL-Inf ormation-Item 
PRESENCE mandatory } 
} 

RL-ParameterUpdatelndicationFDD-RL-Information-Item: := SEQUENCE { 
rL-ID RL-ID, 

phase-Re ference-Update-Indicator Phase-Re ference-Update-Indicator OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { { RL-ParameterUpdatelndicationFDD-RL-Inf ormation-ExtlEs } } OPTIONAL, 

} 

RL-ParameterUpdatelndicationFDD-RL-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

RadioLinkParameterUpdatelndicationFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-E-DCH-FDD-Update-Information CRITICALITY ignore EXTENSION E-DCH-FDD-Update-Information PRESENCE optional }, 

} 

************************************************************** 

— RADIO LINK PARAMETER UPDATE INDICATION TDD 

************************************************************** 

RadioLinkParameterUpdatelndicationTDD : := SEQUENCE { 

protocolIEs ProtocolIE-Container (( RadioLinkParameterUpdatelndicationTDD-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { RadioLinkParameterUpdatelndicationTDD-Extensions } } OPTIONAL, 

} 

RadioLinkParameterUpdatelndicationTDD-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-HSDSCH-TDD-Update-Information CRITICALITY ignore TYPE HSDSCH-TDD-Update-Inf ormation PRESENCE optional}, 

} 

RadioLinkParameterUpdatelndicationTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— UE MEASUREMENT INITIATION REQUEST 

************************************************************** 

UEMeasurementlnitiationRequest : := SEQUENCE ( 

protocolIEs ProtocolIE-Container { {UEMeasurementlnitiationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( (UEMeasurementlnitiationRequest-Extensions } } OPTIONAL, 

} 

UEMeasurementlnitiationRequest-IEs RNSAP-PROTOCOL-IES ::= { 
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ID id-AllowedQueuingTime 

ID id-Measurement ID 

ID id-UEMeasurementType 

ID id-UEMeasurementTimeslotlnfoHCR 

ID id-UEMeasurementTimeslotlnfoLCR 

ID id-MeasurementFilterCoef f icient 

ID id-UEMeasurementReportCharacteristics 

ID id-UEMeasurementParameterModAllow 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



TYPE AllowedQueuingTime PRESENCE optional 

TYPE MeasurementID PRESENCE mandatory 

TYPE UEMeasurementType PRESENCE mandatory 

TYPE UEMeasurementTimeslotlnfoHCR PRESENCE optional 

TYPE UEMeasurementTimeslotlnfoLCR PRESENCE optional 

TYPE MeasurementFilterCoefficient PRESENCE optional 
TYPE UEMeasurementReportCharacteristics PRESENCE mandatory 

TYPE UEMeasurementParameterModAllow PRESENCE mandatory 



UEMeasurementlnitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-UEMeasurementTimeslotInfo768 CRITICALITY reject EXTENSION UEMeasurementTimeslotInf o7 68 PRESENCE optional}, 



************************************************************** 



— UE MEASUREMENT INITIATION RESPONSE 



************************************************************** 



UEMeasurementlnitiationResponse 
protocolIEs 
protocolExtensions 



SEQUENCE ( 

ProtocolIE-Container { {UEMeasurementlnitiationResponse-IEs } } , 

ProtocolExtensionContainer { { UEMeasurementlnitiationResponse-Extensions } } 



OPTIONAL, 



UEMeasurementlnitiationResponse-IEs RNSAP-PROTOCOL-IES ::= ( 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID PRESENCE mandatory 

{ ID Id-MeasurementFilterCoef ficient CRITICALITY reject TYPE MeasurementFilterCoefficient PRESENCE optional 

{ ID Id-UEMeasurementReportCharacteristics CRITICALITY reject TYPE UEMeasurementReportCharacteristics PRESENCE optional 

{ ID Id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



UEMeasurementlnitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION 



************************************************************** 



— UE MEASUREMENT INITIATION FAILURE 



************************************************************** 



UEMeasurementlnitiationFailure 
protocolIEs 
protocolExtensions 



SEQUENCE ( 
ProtocolIE-Container { {UEMeasurementlnitiationFailure-IEs } } , 
ProtocolExtensionContainer { { UEMeasurementlnitiationFailure-Extensions } } 



OPTIONAL, 



UEMeasurementlnitiationFailure-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID 



PRESENCE mandatory } | 
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{ ID id-Cause 

{ ID id-CriticalityDiagnostics 



CRITICALITY ignore TYPE Cause 

CRITICALITY ignore TYPE CriticalityDiagnostics 



PRESENCE mandatory } | 
PRESENCE optional }, 



} 

UEMeasurementlnitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION 

} 

************************************************************** 

— UE MEASUREMENT REPORT 

************************************************************** 



UEMeasurementReport ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { ( UEMeasurementReport-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( { UEMeasurementReport-Extensions } } 



OPTIONAL, 



} 



UEMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID 

{ ID id-UEMeasurementValuelnformation CRITICALITY ignore TYPE UEMeasurementValueInf ormation 



PRESENCE mandatory } | 
PRESENCE mandatory } , 



UEMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— UE MEASUREMENT TERMINATION REQUEST 



************************************************************** 



UEMeasurementTerminationRequest : := SEQUENCE { 

protocolIEs ProtocolIE-Container {{ UEMeasurementTerminationRequest-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { UEMeasurementTerminationRequest-Extensions } } 



OPTIONAL, 



UEMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID 



PRESENCE mandatory 



UEMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 
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— UE MEASUREMENT FAILURE INDICATION 



************************************************************** 



UEMeasurement Failure Indication 
protocolIEs 
protocolExtensions 



SEQUENCE ( 
ProtocolIE-Container ( (UEMeasurementFailurelndication-IEs } } , 
ProtocolExtensionContainer { { UEMeasurementFailurelndication-Extensions } } 



OPTIONAL, 



UEMeasurementFailurelndication-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-MeasurementID CRITICALITY ignore TYPE MeasurementID 

{ ID id-Cause CRITICALITY ignore TYPE Cause 



PRESENCE mandatory 
PRESENCE mandatory 



UEMeasurementFailure Indication-Extensions RNSAP-PROTOCOL-EXTENSION 



************************************************************** 



lUR INVOKE TRACE 



************************************************************** 



lurlnvokeTrace ::= SEQUENCE { 
protocolIEs 
protocolExtensions 



ProtocolIE-Container { ( lurlnvokeTrace-IEs } } , 
ProtocolExtensionContainer { { lurlnvokeTrace-Extensions } } 



OPTIONAL, 



lurlnvokeTrace-IEs RNSAP-PROTOCOL-IES ::= 

{ ID id-D-RNTI 

{ ID Id-TraceRef erence 

{ ID id-UEIdentity 

{ ID Id-TraceRecordingSessionRef erence 

{ ID id-ListOf InterfacesToTrace 

{ ID Id-TraceDepth 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



TYPE D-RNTI PRESENCE optional 

TYPE TraceReference PRESENCE mandatory 

TYPE UEIdentity PRESENCE mandatory 

TYPE TraceRecordingSessionReference PRESENCE mandatory 

TYPE ListOf InterfacesToTrace PRESENCE optional 

TYPE TraceDepth PRESENCE mandatory 



ListOf InterfacesToTrace ::= SEQUENCE (SIZE ( 1 . .maxNrOf Interfaces) ) OF ProtocolIE-Single-Container {( Interf acesToBeTracedltemIE }} 

InterfacesToBeTracedltemIE RNSAP-PROTOCOL-IES ::= ( 

( ID id-InterfacesToTraceltem CRITICALITY ignore TYPE Interf acesToTraceltem PRESENCE mandatory 



InterfacesToTraceltem 
interface 
IE-Extensions 



SEQUENCE { 

ENUMERATED { iub, iur , . . . } , 

ProtocolExtensionContainer ( ( Interf acesToTraceltem-ExtlEs } } OPTIONAL, 
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lurlnvokeTrace-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— lUR DEACTIVATE TRACE 

************************************************************** 



lurDeactivateTrace ::= 
protocolIEs 
protocolExtensions 



SEQUENCE { 



ProtocolIE-Container { { lurDeactivateTrace-IEs } } , 
ProtocolExtensionContainer { { lurDeactivateTrace-Extensions } } OPTIONAL, 



lurDeactivateTrace-IEs RNSAP-PROTOCOL-IES 
( ID id-D-RNTI 
( ID id-TraceRef erence 



CRITICALITY ignore TYPE D-RNTI 
CRITICALITY ignore TYPE TraceRef erence 



PRESENCE optional 
PRESENCE mandatory 



lurDeactivateTrace-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 



— MBMS ATTACH COMMAND 

************************************************************** 

MBMSAttachCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container ( (MBMSAttachCommand-IEs } } , 

protocolExtensions ProtocolExtensionContainer { {MBMSAttachCommand-Extensions } } 

} 



OPTIONAL, 



MBMSAttachCommand-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-MBMS-Bearer-Service-List CRITICALITY ignore TYPE MBMS-Bearer-Service-List PRESENCE mandatory} 
( ID id-UE-State CRITICALITY ignore TYPE UE-State PRESENCE optional}, 



MBMSAttachCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 
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— MBMS DETACH COMMAND 



************************************************************** 



MBMSDetachCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container ( (MBMSDetachCommand-IEs } } , 

protocolExtensions ProtocolExtensionContainer ( {MBMSDetachCommand-Extensions } } 



OPTIONAL, 



MBMSDetachCommand-IEs RNSAP-PROTOCOL-IES ::= { 

( ID id-MBMS-Bearer-Service-List CRITICALITY ignore 
( ID id-UE-State CRITICALITY ignore 

} 

MBMSDetachCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 

} 

************************************************************** 

— DIRECT INFORMATION TRANSFER 

************************************************************** 



TYPE MBMS-Bearer-Service-List PRESENCE mandatory } | 
TYPE UE-State PRESENCE optional}. 



DirectlnformationTransfer ::= SEQUENCE { 

protocolIEs ProtocolIE-Container {{ Direct InformationTransfer-IEs } } , 

protocolExtensions ProtocolExtensionContainer { { Directinf ormationTransf er-Extensions } } 



OPTIONAL, 



DirectlnformationTransfer-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-RNC-ID CRITICALITY ignore TYPE RNC-ID 

{ ID id-Providedlnformation CRITICALITY ignore TYPE Providedinf ormation 



PRESENCE mandatory} | 
PRESENCE mandatory} , 



} 

DirectlnformationTransfer-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 



************************************************************** 

— PRIVATE MESSAGE 

************************************************************** 

PrivateMessage ::= SEQUENCE { 

privatelEs PrivatelE-Container ( ( PrivateMessage-IEs } } , 
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PrivateMessage-IEs RNSAP-PRIVATE-IES ::= { 



END 



9.3.4 Information Element Definitions 

************************************************************** 

— Information Element Definitions 

************************************************************** 

RNSAP-IEs { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-IEs (2) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN 

IMPORTS 

maxCellSIB110rSIB12, 

maxNrOfFACHs, 

maxIBSEG, 

maxCellsMeas, 

maxNoOfDSCHs, 

maxNoOfUSCHs, 

maxNrOfDCHs, 

maxNrOfDL-Codes, 

maxNrOfDLTs, 

maxNrOfDLTsLCR, 

maxNrOfDPCHs, 

maxNrOfDPCHs768, 

maxNrOfDPCHsLCR, 

maxNrOfEDCH-HARQ-PO-QUANTSTEPs, 

maxNrOfEDCHHARQProcesses2msEDCH, 

maxNrOfBits-MACe-PDU-non-scheduled, 

maxNrOfEDPCCH-PO-QUANTSTEPs, 

maxNrOfRefETFCI-PO-QUANTSTEPs, 

maxNrOfRefETFCIs, 

maxNrOf Error s , 

maxNrOfFDDNeighboursPerRNC, 

maxNrOfMACcshSDU-Length, 

maxNrOfNeighbouringRNCs, 

maxNrOfTDDNeighboursPerRNC, 

maxNrOfLCRTDDNeighboursPerRNC, 

maxNrOfTS, 

maxNrOfTsLCR, 

maxNrOfULTs, 

maxNrOfULTsLCR, 
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maxNrOfGSMNeighboursPerRNC, 

maxRateMatching, 

maxNrOfPoints, 

maxNoOfRB, 

maxNrOfRLs, 

maxNrOfTFCs, 

maxNrOfTFs, 

maxCTFC, 

maxRNCinURA-1, 

maxNrOfSCCPCHs, 

maxNrOfSCCPCHs7 68, 

maxTGPS, 

maxTTI-Count, 

maxNoGPSTypes, 

maxNoSat, 

maxNrOfActiveMBMS Services, 

maxNrOfCells, 

maxNrOfSNAs, 

maxNrOfHARQProc, 

maxNrOfHSSCCHCodes, 

maxNrOfMACdFlows, 

maxNrOfMACdFlows-1, 

maxNrOfMACdPDUSize, 

maxNrOf EDCHMACdFlows , 

maxNrOf EDCHMACdFlows-1 , 

maxNrOfMBMSServices, 

maxNrOfPDUIndexes, 

maxNrOfPDUIndexes-1, 

maxNrOfPrioQueues, 

maxNrOf PrioQueues-1 , 

maxNrOf SatAlmanac-maxNoSat , 

maxNrOfGERANSI, 

maxNrof SigSeqERGHICH-1 , 

maxNrOfUEs, 

maxNrOfAddFreq, 

maxNrOfCellsPerFreq, 

maxNoOfLogicalChannels, 

maxNrOfRefBetas, 

maxNrOf EAGCHCodes , 

maxNrOfHS-DSCHTBSs, 

maxNrOfHS-DSCHTBSs-HS-SCCHless, 

maxHS-PDSCHCodeNrComp-1 , 

maxNrOfEHICHCodes, 



id-Allowed-Rate-Inf ormation, 

id- Ant ennaColocat ion Indicator, 

id-BindingID, 

id-Cell -Capacity-Class -Value, 

id-CellCapabilityContainer-FDD, 

id-CellCapabilityContainer-TDD, 

id-CellCapabilityContainer-TDD-LCR, 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation, 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Informat ion-Response, 
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id-Cove rage Indicator, 

id-DPC-Mode-Change -Support Indicator, 

id-E-DCH-Minimum-Set-E-TFCIValidity Indicator, 

id-E-RGCH-E-HICH-ChannelisationCode Validity Indicator, 

id-Extended-Round-Trip-Time -Value, 

id-ExtendedPropagationDelay , 

id-GERAN-Cell-Capability, 

id-GERAN-Classmark, 

id-Guaranteed-Rate-Information, 

id- HARQ-Preamble-Mode -Activation- Indicator, 

id-HCS-Prio, 

id-Inter-Frequency-Cell-Inf ormation, 

id-Load-Value , 

id-Load-Value-IncrDecrThres, 

id-Neighbour ing-GSM-Cell Information, 

id-Neighbour ing-UMTS-Celllnformationltem, 

id-neighbour ing-LCR-TDD-Cell Information, 

id-NRT-Load-Informat ion-Value, 

id-NRT-Load-Inf ormation-Value-IncrDecrThres, 

id-OnModif ication, 

id-Received-Total -Wideband-Power-Value, 

id-Received-Total-Wideband-Power-Value-IncrDecrThres, 

id-RT-Load-Value , 

Id-RT-Load-Value-IncrDecrThres, 

Id-SFNSFNMeasurementThresholdln format ion, 

id-SNA-Information, 

id-Traf f icClass, 

id-Transmitted-Carrier-Power-Value, 

Id-Transmitted-Carrier-Power-Value-IncrDecrThres, 

Id-TUTRANGPSMeasurementThresholdln format ion, 

id-UL-Timeslot-ISCP-Value, 

id-UL-Timeslot-ISCP-Value-IncrDecrThres, 

maxNrOf Levels , 

maxNrOfMeasNCell, 

maxNrOfMeasNCell-1 , 

id-Message Structure, 

id-Rest rictionSt ate Indicator, 

id-Rx-Timing-Deviat ion-Value -LCR, 

id-TransportLayerAddress, 

id-TypeOfError, 

id-Angle -Of -Arrival -Value -LCR, 

id-IPDL-TDD-ParametersLCR, 

id-DSCH-InitialWindowSize, 

id-Maximum-DL-Power-TimeslotLCR-Inf ormationltem, 

id-MBMS-Bearer-Service-Full-Address, 

id-Minimum-DL-Power-TimeslotLCR-Inf ormationltem, 

id-HS-SICH-Recept ion-Quality, 

id-HS-S I CH-Recept ion-Quality-Measurement -Value, 

id-HS-PDSCH-Code-Change-Grant, 

id-HS-PDSCH-Code-Change-Indicator, 

id-ExtendedGSMCelllndividualOffset, 

id-Unidirectional-DCH- Indicator, 

id-RTLoadValue , 

id-NRTLoadlnformationValue, 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



597 



ETSI TS 125 423 V7.4.0 (2007-03) 



id-Satellite-Almanac-Inf ormation-Extltem, 
id-TnlQos, 

id-UpPTS Inter ferenceValue, 
id-NACC-Related-Data, 
id-HARQ-Preamble-Mode, 

id-User-Plane-Conge stion-Fields-Inclusion, 
id-FrequencyBandlndicator , 

id-PLCCH-Information-UL-TimeslotLCR-Info, 
id-CellCapabilityContainer-TDD7 68, 
id-hSSCCH-TDD-Specific-InfoList-Response7 68, 
id-hSPDSCH-TDD-Specific-InfoList-Response7 6S 
id-Rx-Timing-Deviation-Value-7 68 , 
id-UEMeasurementValueTransmittedPowerList7 5£ 
id-UEMeasurementValueTimeslotISCPList7 68, 
id-E-DCH-PowerOf fset-for-Schedulinglnfo, 
id-Rx-Timing-Deviat ion-Value -ext, 
id-TrCH-SrcStatisticsDescr, 

id-eDCH-MACdFlow-Retransmiss ion-Time r-LCR, 
id-MIMO- Information, 
id-MIMO-InformationResponse, 
Id-MIMO-InformationToModify 



FROM RNSAP-Constants 

Criticality, 
ProcedurelD, 
ProtocolIE-ID, 
TransactionID, 
TriggeringMessage 
FROM RNSAP-CommonDataTypes 

ProtocolIE-Single-Container { } , 
ProtocolExtensionContainer { } , 
RNSAP-PROTOCOL-IES, 
RNSAP-PROTOCOL-EXTENSION 
FROM RNSAP-Containers; 



A 



AccessPointName 



OCTET STRING (SIZE (1..255) 



AckNack-RepetitionFactor ::= INTEGER (1..4,...) 

— Step: 1 

Ack-Power-Offset ::= INTEGER (0..8,...) 

— According to mapping in ref. [21] subclause 4.2.1 

Active-MBMS-Bearer-Service-ListFDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf ActiveMBMSServices) ) OF MBMS-Bearer-ServiceltemFDD 
Active-MBMS-Bearer-Service-ListFDD-PFL ::= SEQUENCE (SIZE ( 1 . .maxNrOf ActiveMBMSServices) ) OF MBMS-Bearer-ServiceltemFDD-PFL 

Active-MBMS-Bearer-Service-ListTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf ActiveMBMSServices) ) OF MBMS-Bearer-ServiceltemTDD 
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Active-MBMS-Bearer-Service-ListTDD-PFL ::= SEQUENCE (SIZE ( 1 . .maxNrOf ActiveMBMSServices) ) OF MBMS-Bearer-ServiceltemTDD-PFL 

Active-Pattern-Sequence-Information : := SEQUENCE { 
cMConfigurationChangeCFN CFN, 

transmission-Gap-Pattern-Sequence-Status Transmission-Gap-Pattern-Sequence-Status-List OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { { Active-Pattern-Sequence-Inf ormation-ExtlEs } } OPTIONAL, 

} 

Active-Pattern-Sequence-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

AdditionalPreferredFrequency ::= SEQUENCE (SIZE ( 1 . .maxNrOf AddFreq) ) OF AdditionalPref erredFrequencyltem 

AdditionalPreferredFrequencyltem : := SEQUENCE { 
dL-UARFCN UARFCN, 

correspondingCells CorrespondingCells , 

iE-Extensions ProtocolExtensionContainer { { AdditionalPref erredFrequencyltem-ExtlEs } } OPTIONAL, 



AdditionalPreferredFrequencyltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 
} 

AdjustmentPeriod ::= INTEGER (1 .. 256) 

— Unit Frame 

AffectedUEInformationForMBMS ::= SEQUENCE (SIZE ( 1 . .maxNrOf UEs) ) OF S-RNTI 

AllocationRetentionPriority : := SEQUENCE ( 

priorityLevel PriorityLevel, 

pre-empt ionCapability Pre-empt ionCapability, 

pre-empt ionVulnerability Pre-empt ionVulnerability, 

iE-Extensions ProtocolExtensionContainer { { AllocationRetentionPriority-ExtlEs } } OPTIONAL, 



AllocationRetentionPriority-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Allowed-Rate-Information ::= SEQUENCE ( 

allowed-UL-Rate Allowed-Rate OPTIONAL, 

allowed-DL-Rate Allowed-Rate OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { Allowed-Rate-Inf ormation-ExtlEs } } OPTIONAL, 



Allowed-Rate-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 
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Allowed-Rate ::= INTEGER ( 1 . . maxNrOf TFs) 

— "1": TFI 0, "2": TFI 1, "3": TFI 2, ... 



AllowedQueuingTime 
— seconds 



INTEGER (1 . .60) 



AlphaValue ::= INTEGER (0..8) 

— Actual value = Alpha / 8 

AlternativeFormatReportinglndicator : := ENUMERATED { 

alternativeFormatAllowed, . . . 
} 

Angle-Of-Arrival-Value-LCR ::= SEQUENCE { 

aOA-LCR AOA-LCR, 

aOA-LCR-Accuracy-Class AOA-LCR-Accuracy-Class, 

IE-Extensions ProtocolExtensionContainer ( ( Angle-Of-Arrival-Value-LCR-ExtlEs } } OPTIONAL, 



Angle-Of-Arrival-Value-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

AOA-LCR ::= INTEGER (0..719) 

— Angle Of Arrival for 1.28Mcps TDD 

AOA-LCR-Accuracy-Class ::= ENUMERATED ( a, b, c, d, e, f , g, h, . . . } 

AntennaColocationlndicator : := ENUMERATED ( 
co-located, 

} 

— B 



BadSatellites ::= SEQUENCE { 
badSatellite Information 
SEQUENCE ( 

badSAT-ID 
IE-Extensions 



}, 



IE-Extensions 



SEQUENCE (SIZE ( 1 . . maxNoSat ) ) OF 

SAT-ID, 

ProtocolExtensionContainer { { BadSatelliteInf ormation-ExtlEs } } 



OPTIONAL, 



ProtocolExtensionContainer { { BadSatellites-ExtlEs } } 



OPTIONAL, 



BadSatellitelnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



BadSatellites-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 
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} 



Band-Indicator : 
dcsl800Band, 
pcsl900Band, 



ENUMERATED { 



BCC ::= BIT STRING (SIZE (3)) 
BCCH-ARFCN ::= INTEGER (0..1023) 
BetaCD ::= INTEGER (0..15) 



BindingID ::= OCTET STRING (SIZE (1..4,...)) 

— If the Binding ID includes an UDP port, the UDP port is included in octet 1 and 2. 

BLER ::= INTEGER (-63.. 0) 

— Step 0.1 (Range -6.3..0). It is the LoglO of the BLER 



SCTD-Indicator 
active, 
inactive 

} 



ENUMERATED { 



3SIC : := SEQUENCE { 
nCC NCC, 

bCC BCC 



BundlingMode Indicator 
bundling, 
no-bundling 



ENUMERATED { 



BurstModeParameters ::= SEQUENCE { 

burstStart INTEGER (0..15), 

burstLength INTEGER (10.. 25), 

burstFreq INTEGER (1..16), 

iE-Extensions ProtocolExtensionContainer { { BurstModeParameters-ExtlEs } } 



OPTIONAL, 



BurstModeParameters-ExtlEs RNSAP-PROTOCOL-EXTENSION 



Cause : := CHOICE { 
radioNetwork 
transport 
protocol 
misc 



CauseRadioNetwork, 
CauseTransport, 
CauseProtocol, 
CauseMisc, 
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CauseMisc ::= ENUMERATED { 

control -processing-overload, 

hardware -failure, 

om-intervention, 

not -enough-user-plane -processing-re sources, 

unspecified, 



CauseProtocol ::= ENUMERATED { 
transfer-syntax-error, 
abstract -syntax-error-reject, 
abstract-syntax-error-ignore-and-notif y , 
mes sage -not -compatible-with-receiver-st ate, 
semantic-error, 
unspecified, 
abstract-syntax-error-f alsely-constructed-message. 



} 



CauseRadioNetwork ::= ENUMERATED { 
unknown-C-ID, 
cell -not -available, 
power-level -not -supported, 
ul-scrambling-code-already-in-use, 
dl-radio-re sources -not -available, 
ul-radio-re sources -not -available, 
measurement -not -supported- f or-t he -object , 
combining-re sources -not -available, 
combining-not -supported, 
re con figuration-not -allowed, 
requested-conf igur at ion-not -supported, 
synchronisation- failure, 

requested-tx-diversity-mode-not-supported, 
measurement-temporaily-not -available, 
unspecified, 
invalid-CM-set tings, 
reconf igur at ion-CFN-not -elapsed, 
number-of-DL-codes -not -supported, 
dedicated-transport -channel -type -not -supported, 
dl-shared-channel-type -not -supported, 
ul-shared-channel -type -not -supported, 
common-transport -channel -type -not -supported, 
ul -spreading- factor-not -supported, 
dl -spreading- factor-not -supported, 
cm-not -supported, 

transact ion-not -supported-by-destination-node-b, 
rl-al ready-act i vat ed-or-alocated. 



number-of-UL-codes -not -supported, 
cell-reserved-f or-operator-use. 
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dpc-mode -change -not -supported, 
information-temporarily-not -available, 
inf ormation-provi sion-not -support ed-for-t he -object , 
power-balancing-s tat us -not -compatible, 
delayed-activation-not -supported, 
rl-timing-ad jus tment -not -supported, 
unknown-RNTI , 

measurement-repetition-rate-not-compatible, 
ue -not -capable -of -support, 
f-dpch-not -supported, 
e-dch-not -supported, 

continuos-packet-connectivity-dtx-drx-ope ration-not -supported, 
continuos-packet-connectivity-hs-scch-less -ope ration-not -supported, 
mimo-not -supported 
} 

CauseTransport : := ENUMERATED ( 

transport -re source-unavailable, 
unspecified, 

} 

CellCapabilityContainer-FDD ::= BIT STRING (SIZE (32)) 

— First bit: Flexible Hard Split Support Indicator 

— Second bit: Delayed Activation Support Indicator 

— Third bit: HS-DSCH Support Indicator 

— Fourth bit: DSCH Support Indicator 

— Fifth bit: F-DPCH Support Indicator 

— sixth bit: E-DCH Support Indicator 

— Seventh bit: E-DCH TTl2ms Support Indicator 

— Eighth bit: E-DCH 2sf2and2sf4 and all inferior SFs Support Indicator 

— Ninth bit: E-DCH 2sf2 and all inferior SFs Support Indicator 

— Tenth bit: E-DCH 2sf4 and all inferior SFs Support Indicator 

— Eleventh bit: E-DCH sf4 and all inferior SFs Support Indicator 

— Twelveth bit: E-DCH sf8 and all inferior SFs Support Indicator 

— Thirteenth bit: E-DCH HARQ IR Combining Support Indicator 

— Fourteenth bit: E-DCH HARQ Chase Combining Support Indicator 

— Fifteenth bit: Continuous Packet Connectivity DTX-DRX Support Indicator 

— Sixteenth bit: Continuous Packet Connectivity HS-SCCH less Support Indicator 

— Seventeenth bit: MIMO Support Indicator 

— Note that undefined bits are considered as a spare bit and spare bits shall be set to by the transmitter and shall be ignored by the receiver. 

CellCapabilityContainer-TDD ::= BIT STRING (SIZE (32)) 

— First bit: Delayed Activation Support Indicator 

— Second bit: HS-DSCH Support Indicator 

— Third bit: DSCH Support Indicator 

— Note that undefined bits are considered as a spare bit and spare bits shall be set to by the transmitter and shall be ignored by the receiver. 

CellCapabilityContainer-TDD-LCR ::= BIT STRING (SIZE (32)) 

— First bit: Delayed Activation Support Indicator 

— Second bit: HS-DSCH Support Indicator 

— Third bit: DSCH Support Indicator 

— Note that undefined bits are considered as a spare bit and spare bits shall be set to by the transmitter and shall be ignored by the receiver. 
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CellCapabilityContainer-TDD768 ::= BIT STRING (SIZE (32)) 

— First bit : Delayed Activation Support Indicator 

— Second bit: HS-DSCH Support Indicator 

— Third bit: DSCH Support Indicator 

— Note that undefined bits are considered as a spare bit and spare bits shall be set to by the transmitter and shall be ignored by the receiver. 

C-ID ::= INTEGER (0.. 65535) 

CCTrCH-ID ::= INTEGER (0..15) 

Cell-Capacity-Class-Value ::= SEQUENCE { 

uplinkCellCapacityClassValue INTEGER(1 . . 100, . . . ) , 

downlinkCellCapacityClassValue INTEGER(1 . . 100, . . . ) 
1 

CelllndividualOffset ::= INTEGER (-20.. 20) 

CellParameterlD ::= INTEGER (0..127,...) 

CellPortionID ::= INTEGER (0..63,...) 

CFN ::= INTEGER (0..255) 

CGI : := SEQUENCE { 

lAI SEQUENCE { 

pLMN-Identity PLMN-Identity , 

lAC LAC , 

IE-Extensions ProtocolExtensionContainer ( (LAI-ExtlEs} } OPTIONAL, 

}, 

cl CI, 

IE-Extensions ProtocolExtensionContainer ( (CGI-ExtlEs} } OPTIONAL 

} 

LAI-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CGI-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

ChannelCodingType ::= ENUMERATED { 
no-codingTDD, 
convolutional- coding, 
turbo-coding, 

} 

ChipOffset ::= INTEGER (0.. 38399) 

CI ::= OCTET STRING (SIZE (2)) 
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ClosedLoopModel -Support Indicator 
closedLoop-Model -Supported, 
closedLoop-Model -not -Supported 



ENUMERATED { 



Closedlooptimingad justmentmode 
adj-1-slot, 
adj-2-slot, 



ENUMERATED { 



CodingRate 
half, 
third, 



ENUMERATED ( 



CommonMeasurementAccuracy : := CHOICE ( 
tUTRANGPSMeasurement Accuracy Class 



TUTRANGPSAccuracyClass, 



} 

CommonMeasurementType ::= ENUMERATED { 

uTRAN-GPS-timing-of-cell-f rames-for-UE-Positioning, 

sFN-SFN-observerd-time-dif f erence, 

load, 

transmitted-carrier-power , 

received-total -wide -band-power, 

upl ink-times lot -i Sep, 

rT-load, 

nRT-load-Information, 

upPTS Interference 
} 
— For measurements on the lur-g interface, only load, RT Load and NRT Load information are requested. 

CommonMeasurementValue ::= CHOICE { 

tUTRANGPSMeasurementValue Information TUTRANGPSMeasurementValue Information, 
sFNSFNMeasurementValue Information SFNSFNMeasurementValue Information, 

loadValue LoadValue, 

transmittedCarrierPowerValue INTEGER(0 . . 100) , 

receivedTotalWideBandPowerValue INTEGER (0. .621) , 

uplinkTimeslotlSCPValue UL-TimeslotlSCP, 



extension-CommonMeasurementValue 



Extension-CommonMeasurementValue 



Ext ens lon-CommonMeasurement Value 



ProtocolIE-Single-Container { { Extension-CommonMeasurementValuelE } } 



Extension-CommonMeasurementValuelE RNSAP-PROTOCOL-IES ::= { 

{ ID id-RTLoadValue CRITICALITY ignore TYPE RTLoadValue PRESENCE mandatory } | 

{ ID id-NRTLoadlnformationValue CRITICALITY ignore TYPE NRTLoadInf ormationValue PRESENCE mandatory } | 

{ ID id-UpPTSInterferenceValue CRITICALITY reject TYPE UpPTSInterf erenceValue PRESENCE mandatory } 
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— For measurements on the lur-g interface, only load, RT Load and NRT Load values are reported. 

CommonMeasurementValueInf ormation ::= CHOICE { 

measurementAvailable CommonMeasurementAvailable, 

measurementnotAvailable NULL 
} 



CommonMeasurementAvailable : := SEQUENCE { 

commonMeasurementValue CommonMeasurementValue , 

IE-Extensions ProtocolExtensionContainer { { CommonMeasurementAvailableltem-ExtlEs } } 



OPTIONAL, 



} 

CommonMeasurementAvailableltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

CongestionCause ::= ENUMERATED { 
uTRAN-dynamic-re sources, 
uTRAN-semi static-re sources, 

} 

CommonTransportChannelResourcesInitialisationNotRequired ::= ENUMERATED { 
not -Required 



Continuous-Packet-Connectivity-DTX-DRX-Inf ormation ::= SEQUENCE ( 

uE-DTX-DRX-Offset UE-DTX-DRX-Of f set , 

enabling-Delay Enabling-Delay, 

dTX-Information DTX-Inf ormation, 

dRX-Information DRX-Information OPTIONAL, 

cPC-DPCCH-Slot-Format CPC-DPCCH-Slot-Format , 

iE-Extensions ProtocolExtensionContainer { { Continuous-Packet-Connectivity-DTX-DRX-Inf ormation-ExtlEs } } 
OPTIONAL, 

} 

Continuous-Packet-Connectivity-DTX-DRX-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



Continuous-Packet-Connectivity-DTX-DRX-Information-to-Modify ::= SEQUENCE { 

uE-DTX-DRX-Offset UE-DTX-DRX-Offset 

enabling-Delay Enabling-Delay 

dTX-Information-to-Modify DTX-Inf ormation-to-Modify 

dRX-Information-to-Modify DRX-Inf ormation-to-Modify 

cPC-DPCCH-Slot-Format CPC-DPCCH-Slot-Format 

iE-Extensions ProtocolExtensionContainer { 

} } OPTIONAL, 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
Continuous-Packet-Connectivity-DTX-DRX-Inf ormation-to-Modif y-ExtlEs 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



606 



ETSI TS 125 423 V7.4.0 (2007-03) 



} 

Continuous-Packet-Connectivity-DTX-DRX-Information-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 
} 

Continuous-Packet-Connectivity-HS-SCCH-Less-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf HS-DSCHTBSs-HS-SCCHless) ) OF Continuous-Packet-Connectivity- 
HS-SCCH-Less-Inf ormationltem 

Continuous-Packet-Connectivity-HS-SCCH-Less-Informationltem ::= SEQUENCE { 
transport-Block-Si ze-Index Transport-Block-Si ze-Index, 

hSPDSCH-Second-Code-Support HSPDSCH-Second-Code-Support , 

IE-Extensions ProtocolExtensionContainer { { Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormationltem-ExtlEs } } 

OPTIONAL, 

} 

Continuous-Packet-Connectivity-HS-SCCH-Less-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION : ;= { 
} 

Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation-Response ::= SEQUENCE { 

hSPDSCH-First-Code-Index HSPDSCH-First-Code-Index, 

hSPDSCH-Second-Code-Index HSPDSCH-Second-Code-Index OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { { Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation-Response-ExtlEs 

} } OPTIONAL, 

} 

Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

CorrespondingCells ::= SEQUENCE (SIZE ( 1 . . maxNrOf CellsPerFreq) ) OF C-ID 



Cove rage Indicator 
overlap, 
covers, 
containedin, 

} 



ENUMERATED { 



CPC-DPCCH-Slot-Format 



ENUMERATED {vl, v3, v4 } 



CPC-Information ;;= SEQUENCE { 

continuous-Packet-Connectivity-DTX-DRX-Inf ormation 

continuous-Packet-Connectivity-DTX-DRX-Inf ormation-to-Modif y 

OPTIONAL, 

continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation 

OPTIONAL, 

IE-Extensions ProtocolExtensionContainer ( ( CPC-Inf ormation-ExtlEs } } OPTIONAL, 



Continuous-Packet-Connectivity-DTX-DRX-Inf ormation OPTIONAL, 
Continuous-Packet-Connectivity-DTX-DRX-Inf ormation-to-Modif y 

Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation 
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CPC-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 



CRC-Size 
vO, 
v8, 
vl2, 
vl6, 
v2 4, 

} 

CriticalityDiagnostics 
procedurelD 
triggeringMessage 
procedureCriticality 
transactionID 
iEsCriticalityDiagnostics 
iE-Extensions 



ENUMERATED { 



SEQUENCE { 

ProcedurelD 
TriggeringMessage 
Criticality 
TransactionID 



OPTIONAL, 

OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



CriticalityDiagnostics-IE-List OPTIONAL, 
ProtocolExtensionContainer ( ( CriticalityDiagnostics-ExtlEs } } OPTIONAL, 



} 

CriticalityDiagnostics-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



CriticalityDiagnostics-IE-List 
SEQUENCE ( 

iECriticality 
iE-ID 

repetitionNumber 
iE-Extensions 



::= SEQUENCE (SIZE ( 1 . .maxNrOf Errors) ) OF 

Criticality, 

ProtocolIE-ID, 

RepetitionNumberO OPTIONAL, 

ProtocolExtensionContainer ( ( CriticalityDiagnostics-IE-List-ExtlEs } } OPTIONAL, 



CriticalityDiagnostics-IE-List-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-MessageStructure CRITICALITY ignore EXTENSION MessageStructure 

{ ID Id-TypeOfError CRITICALITY ignore EXTENSION TypeOfError 



PRESENCE optional } I 
PRESENCE mandatory } , 



MessageStructure 



SEQUENCE (SIZE ( 1 .. maxNrOf Levels ) 



SEQUENCE ( 
IE-ID 

repetitionNumber 
iE-Extensions 



OF 



ProtocolIE-ID, 

RepetitionNumberl OPTIONAL, 

ProtocolExtensionContainer ( (MessageStructure-ExtlEs } } OPTIONAL, 
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MessageStructure-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

CN-CS-Domainldentifier ::= SEQUENCE { 

pLMN-Identity PLMN-Identity , 

lAC LAC , 

iE-Extensions ProtocolExtensionContainer ( { CN-CS-Domainldentif ier-ExtlEs } } OPTIONAL 
} 

CN-CS-Domainldentifier-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
} 

CN-PS-Domainldentifier ::= SEQUENCE { 

pLMN-Identity PLMN-Identity, 

lAC LAC, 

rAC RAC, 

iE-Extensions ProtocolExtensionContainer ( ( CN-PS-Domainldentif ier-ExtlEs } } OPTIONAL 
} 

CN-PS-Domainldentifier-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



CNDomainType ::= ENUMERATED { 
cs-domain, 
ps-domain, 
dont-care, 

} 

— See in [16] 

CommonPhysicalChannellD ::= INTEGER (0..255) 

CQI-DTX-Timer ::= ENUMERATED (vO, vl, v2 , v4, v8, vl6, v32, v64, vl28, v256, v512, infinity} 
— Unit subframe 

CQI-Feedback-Cycle ::= ENUMERATED (vO, v2 , v4, v8, vlO, v20, v40, v80, vl60,..., vl6, v32, v64} 

CQI-Power-Offset ::= INTEGER (0..8,...) 

— According to mapping in ref. [21] subclause 4.2.1 

CQI-RepetitionFactor ::= INTEGER (1..4,...) 

— Step: 1 

C-RNTI ::= INTEGER (0.. 65535) 

CodeRate ::= INTEGER (0..63) 
CodeRate-short ::= INTEGER (0..10) 
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— D 

DATA-ID ::= INTEGER (0..3) 

DCH-FDD-Information : : 



SEQUENCE (SIZE ( 1 . .maxNrOf DCHs ) ) OF DCH-FDD-Inf ormationltem 



DCH-FDD-Informationltem ::= SEQUENCE { 

pay loadCRC-Presence Indicator PayloadCRC-Presence Indicator, 

ul-FP-Mode UL-FP-Mode, 

toAWS ToAWS, 

toAWE ToAWE, 

dCH-Specif icinf ormationList DCH-Specif ic-FDD-Inf ormationList , 

iE-Extensions ProtocolExtensionContainer ( ( DCH-FDD-Inf ormationltem-ExtlEs } } OPTIONAL, 



DCH-FDD-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TnlQos CRITICALITY ignore EXTENSION TnlQos 



PRESENCE 



optional } , 



DCH-Specific-FDD-Inf ormationList 



SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF DCH-Specif ic-FDD-Item 



DCH-Specific-FDD-Item : : 
dCH-ID 

trCH-SrcStatisticsDescr 
ul-transport Format Set 
dl-transport Format Set 
ul-BLER 
dl-BLER 

allocationRetentionPriority 
f rameHandlingPriority 
qE-Selector 
dRACControl 
iE-Extensions 



} 



SEQUENCE { 



DCH-ID, 

TrCH-SrcStatisticsDescr, 

Transport Format Set, 

Transport Format Set, 

BLER, 

BLER, 

AllocationRetentionPriority, 

FrameHandlingPriority, 

QE-Selector, 

DRACControl, 

ProtocolExtensionContainer ( { DCH-FDD-Specif icItem-ExtlEs } } OPTIONAL, 



DCH-FDD-SpecificItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-Guaranteed-Rate-Information CRITICALITY ignore EXTENSION Guaranteed-Rate-Inf ormation PRESENCE optional } I 

{ ID id-TrafficClass CRITICALITY ignore EXTENSION TrafficClass PRESENCE mandatory} | 

{ ID id-Unidirectional-DCH-Indicator CRITICALITY reject EXTENSION Unidirectional-DCH-Indicator PRESENCE optional }, 



DCH-Indicator-For-E-DCH-HSDPA-Operation 
dch-not -present 



ENUMERATED { 



DCH-ID ::= INTEGER (0..255) 

DCH-InformationResponse ::= SEQUENCE (SIZE ( 1 . .maxNrOf DCHs) ) OF DCH-Inf ormationResponseltem 
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DCH-Inf ormationResponseltem 
dCH-ID 
bindingID 

transportLayerAddress 
iE-Extensions 



SEQUENCE { 

DCH-ID, 

BindingID OPTIONAL, 

TransportLayerAddress OPTIONAL, 

ProtocolExtensionContainer ( ( DCH-Inf ormationResponseltem-ExtlEs } } OPTIONAL, 



DCH-InformationResponseltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-Allowed-Rate-Information CRITICALITY ignore EXTENSION Allowed-Rate-Inf ormation PRESENCE optional }, 



DCH-TDD-Information 



SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF DCH-TDD-Inf ormationltem 



DCH-TDD-Informationltem ::= SEQUENCE { 

pay loadCRC-Presence Indicator Pay loadCRC-Presence Indicator, 

ul-FP-Mode UL-FP-Mode, 

toAWS ToAWS, 

toAWE ToAWE, 

dCH-Specif icinf ormationList DCH-Specif ic-TDD-Inf ormationList , 

iE-Extensions ProtocolExtensionContainer ( ( DCH-TDD-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

DCH-TDD-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TnlQos CRITICALITY ignore EXTENSION TnlQos PRESENCE optional } 



DCH-Specif ic-TDD-Inf ormationList 



SEQUENCE (SIZE ( 1 . .maxNrOf DCHs ) ) OF DCH-Specif ic-TDD-Item 



DCH-Specific-TDD-Item : : 
dCH-ID 

ul-cCTrCH-ID 
dl-cCTrCH-ID 
trCH-SrcStatisticsDescr 
ul -transport Format Set 
dl -transport Format Set 
ul-BLER 
dl-BLER 

allocationRetentionPriority 
f rameHandlingPriority 
qE-Selector 



SEQUENCE { 

DCH-ID, 

CCTrCH-ID, — UL CCTrCH in which the DCH is mapped 

CCTrCH-ID, — DL CCTrCH in which the DCH is mapped 

TrCH-SrcStatisticsDescr, 

Transport Format Set, 

Transport Format Set, 

BLER, 

BLER, 

AllocationRetentionPriority, 

FrameHandlingPriority , 

QE-Selector OPTIONAL, 

— This IE shall be present if DCH is part of set of Co-ordinated DCHs 
iE-Extensions ProtocolExtensionContainer ( ( DCH-Specif ic-TDD-Item-ExtlEs } } OPTIONAL, 



DCH-Specific-TDD-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-Guaranteed-Rate-Information CRITICALITY ignore EXTENSION Guaranteed-Rate-Inf ormation PRESENCE optional } I 

{ ID id-TrafficClass CRITICALITY ignore EXTENSION TrafficClass PRESENCE mandatory} | 

{ ID id-Unidirectional-DCH-Indicator CRITICALITY reject EXTENSION Unidirectional-DCH-Indicator PRESENCE optional }, 
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} 



DedicatedMeasurementType ::= 
sir, 

sir-error, 

transmitted-code -power, 
rSCP, 

rx-timing-deviation, 
round- trip -time, 



ENUMERATED { 



} 



rx-timing-deviation-LCR, 
angle -Of-Arrival-LCR, 
hs-sich-quality, 
rx-timing-deviation-7 68 , 
rx-timing-deviation-ext 



DedicatedMeasurementValue : := CHOICE { 
sIR-Value SIR-Value, 

SIR-ErrorValue SIR-Error-Value, 

transmittedCodePowerValue Transmitted-Code -Power-Value, 
rSCP RSCP-Value, — TDD only 

rxTimingDeviationValue Rx-Timing-Deviation-Value, — 3.84Mcps TDD only 
roundTripTime Round-Trip-Time-Value, — FDD only 



ext ens ion-Dedi cat edMeasurement Value 



Ext ens ion-Dedi cat edMeasurement Value 



Ext ens ion-Dedi cat edMeasurement Value 



ProtocolIE-Single-Container { { Extension-DedicatedMeasurementValuelE } } 



Extension-DedicatedMeasurementValuelE RNSAP-PROTOCOL-IES 



{ 



{ ID id-Rx-Timing-Deviation-Value-LCR 

{ ID id-Angle-Of-Arrival-Value-LCR 

{ ID id-HS-SICH-Reception-Quality 

{ ID id-Rx-Timing-Deviation-Value-7 68 

{ ID id-Rx-Timing-Deviation-Value-ext 

{ ID id-Extended-Round-Trip-Time-Value 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



TYPE Rx-Timing-Deviation-Value-LCR PRESENCE mandatory } 
TYPE Angle-Of-Arrival-Value-LCR PRESENCE mandatory } | 
TYPE HS-SICH-Reception-Quality-Value PRESENCE mandatory } 
TYPE Rx-Timing-Deviation-Value-7 68 PRESENCE mandatory } 
TYPE Rx-Timing-Deviation-Value-ext PRESENCE mandatory } 



CRITICALITY reject TYPE Extended-Round-Trip-Time-Value PRESENCE mandatory }, 



} 

DedicatedMeasurementValueInf ormation ::= CHOICE { 

measurement Available Dedi cat edMeasurement Available, 
measurement not Available Dedi cat edMeasurement not Available 



DedicatedMeasurementAvailable : : = 
dedi cat edmeasurement Value 
CFN 
ie-Ext ens ions 



SEQUENCE { 

DedicatedMeasurementValue, 

CEN OPTIONAL, 

ProtocolExtensionContainer ( ( DedicatedMeasurementAvailableltem-ExtlEs } } 



OPTIONAL, 



DedicatedMeasurementAvailable I tem-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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DedicatedMeasurementnotAvailable ::= NULL 

DelayedActivation ::= CHOICE ( 

cfn CFN, 

separate-indication NULL 
} 

DelayedActivationUpdate ::= CHOICE { 

activate Activate-Inf o, 

deactivate Deactivate-Info 
} 

Activate-Info : := SEQUENCE { 

activation-type Execution-Type, 

initial-dl-tx-power DL-Power, 

firstRLS-Indicator FirstRLS-Indicator OPTIONAL, — FDD Only 

propagation-delay PropagationDelay OPTIONAL, — FDD Only 

IE-Extensions ProtocolExtensionContainer ( ( Activate-Inf o-ExtlEs } } OPTIONAL, 



Activate-Info-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID Id-ExtendedPropagationDelay CRITICALITY ignore EXTENSION ExtendedPropagationDelay PRESENCE optional 



Deactivate-Info ::= SEQUENCE { 

deacti vat ion-type Execution-Type, 

iE-Extensions ProtocolExtensionContainer { { Deactivate-Info-ExtlEs } } OPTIONAL, 



Deactivate-Info-ExtlEs RNSAP-PROTOCOL-EXTENSION 



} 



Execution-Type ::= CHOICE { 
synchronised CFN, 
unsynchronised NULL 



DeltaSIR ::= INTEGER (0..30) 

— Step 0.1 dB, Range 0..3 dB . 

DGPSCorrections ::= SEQUENCE { 

gPSTOW GPSTOW, 

gPS-Status-Health GPS-Status-Health, 

satellite-DGPSCorrections-Information SEQUENCE (SIZE ( 1 . .maxNoSat ) ) OF 
SEQUENCE { 
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SAT-ID SAT-ID, 

iode-dgps BIT STRING (SIZE (8)), 

uDRE UDRE , 

pRC PRC, 

range -Correct ion-Rate Range-Correction-Rate, 

iE-Extensions ProtocolExtensionContainer ( ( Satellite-DGPSCorrections-Inf ormation-ExtlEs } } OPTIONAL, 

}, 

iE-Extensions ProtocolExtensionContainer { { DGPSCorrections-ExtlEs } } OPTIONAL, 



Satellite-DGPSCorrections-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DGPSCorrections-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



DGPSThreshold ::= SEQUENCE { 

pRCDeviation PRCDeviation, 

iE-Extensions ProtocolExtensionContainer ( ( DGPSThreshold-ExtlEs } } OPTIONAL, 

} 

DGPSThreshold-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DiscardTimer ::= ENUMERATED 

{V2 0,v4 0,v60,v8 0,vl00,vl20,vl40,vl60,vl80,v2 00,v250,v300,v4 00,v500,v7 50,vl000,vl250,vl500,vl750,v2 000,v2500,v3000,v3500,v4 000,v4 500,v5000,v7 5c 

} 

DiversityControlField :;= ENUMERATED { 

may, 

must, 

must-not 
} 

DiversityMode :;= ENUMERATED { 

none, 
sTTD, 

closedLoopModel, 
not-used-closedLoopMode2, 

} 

DL-DPCH-SlotFormat ::= INTEGER (0..16,...) 
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DL-DPCH-TimingAdjustment ::= ENUMERATED { 

timing-advance , 

timing-delay 
} 

DL-Power :;= INTEGER (-350.. 150) 

— Value = DL-Power / 10 

— Unit dB, Range -35dB .. +15dB, Step . IdB 

DL-PowerBalancing-Information ::= SEQUENCE { 

power Adjustment Type PowerAd justmentType, 

dLReferencePower DL-Power OPTIONAL, 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' 
dLRef erencePowerList DL-Ref erencePowerInf ormationList OPTIONAL, 

— This IE shall be present if Power Adjustment Type IE equals to 'Individual' 
maxAdjustmentStep MaxAd justmentStep OPTIONAL, 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 
adjustmentPeriod AdjustmentPeriod OPTIONAL, 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 
adjustmentRatio ScaledAdjustmentRatio OPTIONAL, 

— This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual' 

IE-Extensions ProtocolExtensionContainer { { DL-PowerBalancing-Inf ormation-ExtlEs } } OPTIONAL, 

} 

DL-PowerBalancing-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-ReferencePowerlnformationList ::= SEQUENCE (SIZE ( 1 . .maxNrOf RLs) ) OF DL-Ref erencePowerInf ormationltem 

DL-Ref erencePowerInf ormationltem : := SEQUENCE ( 
rL-ID RL-ID, 

dl-Ref erence-Power DL-Power, 

IE-Extensions ProtocolExtensionContainer { { DL-Ref erencePowerInf ormationltem-ExtlEs } } OPTIONAL, 

} 

DL-ReferencePowerlnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

DL-PowerBalancing-Activationlndicator : := ENUMERATED { 

dL-Power Balancing-Activated 
} 

DL-PowerBalancing-Updatedlndicator : := ENUMERATED { 

dL-Power Balancing-Updated 
} 

DL-Ref erencePowerInf ormation ::= SEQUENCE { 

common-DL-Ref erencePowerInf ormation DL-Power OPTIONAL, 

individual-DL-Ref erencePowerInf ormation DL-Ref erencePowerInf ormationList OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { { DL-Ref erencePowerInf ormation-ExtlEs } } OPTIONAL, 
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DL-ReferencePowerlnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION 

} 

D-RNTI ::= INTEGER (0.. 1048575) 

D-RNTI-Releaselndication ::= ENUMERATED { 
release-D-RNTI, 
not -re lease -D-RNTI 



DL-ScramblingCode 

DL-FrameType 
typeA, 
typeB, 



INTEGER (0 . .15) 



ENUMERATED { 



DL-Timeslot-Inf ormation 



SEQUENCE ( SIZE ( 1 . . maxNrOf TS ) ) OF DL-Timeslot-Inf ormationltem 



DL-Timeslot-Inf ormationltem : : 
timeSlot 

midamble Shi ftAndBurst Type 
tFCI-Presence 
dL-Code-Inf ormation 
iE-Ext ens ions 



SEQUENCE { 

TimeSlot, 

Midamble Shi ftAndBurst Type, 

TFCI-Presence, 

TDD-DL-Code-Inf ormation, 

ProtocolExtensionContainer ( ( DL-Timeslot-Inf ormationltem-ExtlEs } } OPTIONAL, 



DL-Timeslot-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1.. maxNrOfDLTsLCR) ) OF DL-TimeslotLCR-Inf ormationltem 



DL-TimeslotLCR-Inf ormationltem 
timeSlotLCR 
midambleShiftLCR 
tFCI-Presence 
dL-Code-LCR-Inf ormation 
IE-Extensions 



SEQUENCE ( 

TimeSlotLCR, 
MidambleShiftLCR, 
TFCI-Presence, 
TDD-DL-Code-LCR-Inf ormation, 

ProtocolExtensionContainer ( ( DL-TimeslotLCR-Inf ormationltem-ExtlEs } } OPTIONAL, 



DL-TimeslotLCR-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-Maximum-DL-Power-TimeslotLCR-Informationltem CRITICALITY ignore EXTENSION DL-Power 

— Applicable to 1.28Mcps TDD only 

{ ID id-Minimum-DL-Power-TimeslotLCR-Informationltem CRITICALITY ignore EXTENSION DL-Power 

— Applicable to 1.28Mcps TDD only 



PRESENCE optional 
PRESENCE optional 
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} 

DL-Timeslot-Information768 ::= SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF DL-Timeslot-Inf ormationltemV 68 

DL-Timeslot-InformationItem768 ::= SEQUENCE { 

timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68, 

tFCI-Presence TFCI-Presence, 

dL-Code-Information7 68 TDD-DL-Code-Information7 68, 

iE-Extensions ProtocolExtensionContainer ( { DL-Timeslot-Inf ormationItem7 68-ExtIEs } } OPTIONAL, 

} 

DL-Timeslot-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

DL-TimeSlot-ISCP-Info ::= SEQUENCE (SIZE ( 1 . . maxNrOf DLTs) ) OF DL-TimeSlot-ISCP-Inf oltem 

DL-TimeSlot-ISCP-InfoItem ::= SEQUENCE ( 
timeSlot TimeSlot, 

dL-TimeslotlSCP DL-TimeslotlSCP, 

iE-Extensions ProtocolExtensionContainer ( ( DL-TimeSlot-ISCP-Inf oltem-ExtlEs } } OPTIONAL, 

} 

DL-TimeSlot-ISCP-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-TimeSlot-ISCP-LCR-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf DLTsLCR) ) OF DL-TimeSlot-ISCP-LCR-Inf oltem 

DL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE { 

timeSlotLCR TimeSlotLCR, 

dL-TimeslotlSCP DL-TimeslotlSCP, 

iE-Extensions ProtocolExtensionContainer ( { DL-TimeSlot-ISCP-LCR-Inf oltem-ExtlEs } } OPTIONAL, 

} 

DL-TimeSlot-ISCP-LCR-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DL-TimeslotlSCP :;= INTEGER (0..91) 

— According to mapping in [24] 

Downlink-Compressed-Mode-Method : := ENUMERATED { 
not -Used-puncturing, 
sFdiv2, 
higher-layer-scheduling, 

} 

DPC-Mode ::= ENUMERATED { 
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modeO , 

model. 



} 



DPC-Mode -Change -Support Indicator 

dPC-ModeChange Supported 
} 



ENUMERATED { 



DPCH-ID ::= INTEGER (0..23S 

DPCH-ID768 ::= INTEGER (0..479) 

DPCHConstantValue ::= INTEGER (-10.. 10) 
— Unit dB, Step IdB 

DRACControl ::= ENUMERATED { 

not -Used-requested, 

not -requested 
} 



DRXCycleLengthCoef f icient 
— See in [16] 



INTEGER (3. 



DRX-Information ::= SEQUENCE { 

uE-DRX-Cycle UE-DRX-Cycle, 

inactivity-Threshold-for-UE-DRX-Cycle Inactivity-Threshold-f or-UE-DRX-Cycle, 

inactivity-Threshold-for-UE -Grant -Monitoring Inactivity-Threshold-f or-UE -Grant -Monitoring, 

uE-DRX-Gr ant -Monitoring UE-DRX-Gr ant -Monitoring, 

IE-Extensions ProtocolExtensionContainer ( ( DRX-Inf ormation-ExtlEs } } OPTIONAL, 



DRX-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



DRX-Information-to-Modify ::= CHOICE ( 

modify DRX-Inf ormation-to-Modify-I terns, 

deactivate NULL, 



DRX-Information-to-Modify-Items ::= SEQUENCE { 

uE-DRX-Cycle UE-DRX-Cycle 

inactivity-Threshold-f or-UE-DRX-Cycle 
inactivity-Threshold-for-UE -Grant -Monitoring 
uE-DRX-Gr ant -Monitoring UE-DRX-Gr ant-Monitoring 



OPTIONAL, 
Inactivity-Threshold-f or-UE-DRX-Cycle 
Inactivity-Threshold-f or-UE -Grant -Monitoring 
OPTIONAL, 



OPTIONAL, 

OPTIONAL, 



IE-Extensions 



ProtocolExtensionContainer ( ( DRX-Inf ormation-to-Modif y-Items-ExtlEs } } OPTIONAL, 
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DRX-Information-to-Modify-Items-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

DSCH-RNTI ::= INTEGER (0.. 65535) 

DSCH-FlowControlInformation ::= SEQUENCE (SIZE ( 1 . . 1 6) ) OF DSCH-FlowControlItem 



DSCH-FlowControlItem ::= SEQUENCE { 
dSCH-SchedulingPriority 
mAC-c-sh-SDU-Lengths 
iE-Ext ens ions 



SchedulingPr iority Indicator , 

MAC-c-sh-SDU-LengthList, 

ProtocolExtensionContainer ( ( DSCH-FlowControlItem-ExtlEs } } OPTIONAL, 



DSCH-FlowControlItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-DSCH-InitialWindowSize CRITICALITY ignore EXTENSION DSCH-InitialWindowSize PRESENCE optional }, 



DSCH-ID 



INTEGER (0 . .255) 



DSCH-InitialWindowSize 

— Number of MAC-c/sh SDUs . 

— 255 = Unlimited number of MAC-c/sh SDUs 



INTEGER (1 . .255) 



DSCH-TDD-Information 



DSCH-TDD-Informationltem 



SEQUENCE (SIZE ( 1 . . maxNoOf DSCHs ) ) OF DSCH-TDD-Inf ormationltem 



SEQUENCE ( 



dSCH-ID 

dl-ccTrCHID 

trChSourceStatisticsDescriptor 

transportFormatSet 

allocationRetentionPriority 

schedulingPr lor ity Indicator 

bLER 

IE-Extensions 



DSCH-ID, 

CCTrCH-ID, — DL CCTrCH in which the DSCH is mapped 

TrCH-SrcStatisticsDescr, 

TransportFormatSet, 

AllocationRetentionPriority, 

SchedulingPr lor ity Indicator , 

BLER, 

ProtocolExtensionContainer ( ( DSCH-TDD-Inf ormationltem-ExtlEs } } OPTIONAL, 



DSCH-TDD-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
{ ID id-TrafficClass CRITICALITY ignore 

{ ID id-BindingID CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP . 

{ ID Id-TransportLayerAddress CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP. 

{ ID id-TnlQos CRITICALITY ignore 

— Shall be ignored if bearer establishment with ALCAP. 



EXTENSION TrafficClass 
EXTENSION BindingID 



EXTENSION 



EXTENSION 



TransportLayerAddress 
TnlQos 



PRESENCE mandatory} 
PRESENCE optional } 

PRESENCE optional } 

PRESENCE optional } 



DsField 



BIT STRING (SIZE {i 
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DTX-Cycle-2ms-Items : : 
uE-DTX-Cyclel-2ms 
uE-DTX-Cycle2-2ms 
mAC-DTX-Cycle-2ms 
iE-Extensions 



SEQUENCE { 



UE-DTX-Cyclel-2ms, 
UE-DTX-Cycle2-2ms, 
MAC-DTX-Cycle-2ms, 

ProtocolExtensionContainer { { DTX-Cycle-2ms-Items-ExtIEs } } 



OPTIONAL, 



DTX-Cycle-2ms-Items-ExtIEs RNSAP-PROTOCOL-EXTENSION 



DTX-Cycle-2ms-to-Modify-Items 
uE-DTX-Cyclel-2ms 
uE-DTX-Cycle2-2ms 
mAC-DTX-Cycle-2ms 
iE-Extensions 



SEQUENCE ( 

UE-DTX-Cyclel-2ms OPTIONAL, 

UE-DTX-Cycle2-2ms OPTIONAL, 

MAC-DTX-Cycle-2ms OPTIONAL, 

ProtocolExtensionContainer { ( DTX-Cycle-2ms-to-Modif y-Items-ExtlEs } } 



OPTIONAL, 



DTX-Cycle-2ms-to-Modify-Items-ExtIEs RNSAP-PROTOCOL-EXTENSION 



DTX-Cycle-lOms-Items : : 
uE-DTX-Cyclel-lOms 
uE-DTX-Cycle2-10ms 
mAC-DTX-Cycle-lOms 
iE-Extensions 



SEQUENCE { 



UE-DTX-Cyclel-lOms, 
UE-DTX-Cycle2-10ms, 
MAC-DTX-Cycle-lOms, 

ProtocolExtensionContainer { { DTX-Cycle-lOms-Items-ExtlEs } } 



OPTIONAL, 



DTX-Cycle-lOms-Items-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



DTX-Cycle-lOms-to-Modify-I terns 
uE-DTX-Cyclel-lOms 
uE-DTX-Cycle2-10ms 
mAC-DTX-Cycle-lOms 
iE-Extensions 



SEQUENCE ( 
UE-DTX-Cyclel-lOms OPTIONAL, 

UE-DTX-Cycle2-10ms OPTIONAL, 

MAC-DTX-Cycle-lOms 

ProtocolExtensionContainer { { DTX-Cycle-lOms-to-Modif y-Items-ExtlEs } } 



OPTIONAL, 

OPTIONAL, 



DTX-Cycle-lOms-to-Modify-Items-ExtlEs RNSAP-PROTOCOL-EXTENSION 



DTX-Information ::= SEQUENCE { 

e-DCH-TTI -Length E-DCH-TTI-Length, 

inactivity-Threshold-for-UE-DTX-Cycle2 Inactivity-Threshold-f or-UE-DTX-Cycle2 , 

uE-DTX-Long-Preamble UE-DTX-Long-Preamble, 

uE-Inactivity-Threshold UE-Inactivity-Threshold , 

CQI-DTX-Timer CQI-DTX-Timer , 
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uE-DPCCH-burstl 
uE-DPCCH-burst2 
iE-Extensions 



UE-DPCCH-burstl, 
UE-DPCCH-burst2, 
ProtocolExtensionContainer ( ( DTX-Inf ormation-ExtlEs } } OPTIONAL, 



DTX-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



DTX-Information-to-Modify ::= CHOICE ( 

modify DTX-Inf ormation-to-Modify-I terns, 

deactivate NULL, 



DTX-Inf ormation-to-Modify-I terns 
e-DCH-TTI-Length-to-Modify 
inactivity-Threshold-for-UE-DTX-Cycle2 
uE-DTX-Long-Pr Gamble 
uE- Inactivity-Threshold 
CQI-DTX-Timer 
uE-DPCCH-burstI 
uE-DPCCH-burst2 
iE-Extensions 



SEQUENCE { 

E-DCH-TTI-Length-to-Modify OPTIONAL, 

Inactivity-Threshold-for-UE-DTX-Cycle2 OPTIONAL, 

UE-DTX-Long-Preamble OPTIONAL, 

UE-Inactivity-Threshold OPTIONAL, 

CQI-DTX-Timer OPTIONAL, 

UE-DPCCH-burstl OPTIONAL, 

UE-DPCCH-burst2 OPTIONAL, 

ProtocolExtensionContainer ( { DTX-Inf ormation-to-Modif y-Items-ExtlEs } } OPTIONAL, 



DTX-Inf ormation-to-Modify-Items-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EDCH-DDI-Value 



INTEGER (0 . .62) 



EDCH-FDD-DL-ControlChannellnformation ::= SEQUENCE { 
eAGCH-ERGCH-EHICH-FDD-ScramblingCode 
eAGCH-ChannelisationCode 
primary-e-RNTI 
secondary-e-RNTI 

eRGCH-EHICH-ChannelisationCode 
eRGCH-Signature Sequence 
eHICH-Signature Sequence 
serving-Grant -Value 
primary-Secondary-Grant -Select or 
e-RGCH-Re lease -Indicator 
iE-Extensions 
OPTIONAL, 



DL-ScramblingCode OPTIONAL, 

FDD-DL-ChannelisationCodeNumber OPTIONAL, 

E-RNTI OPTIONAL, 

E-RNTI OPTIONAL, 

FDD-DL-ChannelisationCodeNumber , 

ERGCH-SignatureSequence OPTIONAL, 

EHICH-SignatureSequence OPTIONAL, 

E-Serving-Grant-Value OPTIONAL, 

E-Primary-Secondary-Gr ant -Select or OPTIONAL, 

E-RGCH-Release-Indicator OPTIONAL, 

ProtocolExtensionContainer ( { EDCH-FDD-DL-ControlChannelInf ormation-ExtlEs } } 



EDCH-FDD-DL-ControlChannellnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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{ ID id-E-RGCH-E-HICH-ChannelisationCodeValiditylndicator CRITICALITY ignore EXTENSION E-RGCH-E-HICH-ChannelisationCodeValiditylndicator 
PRESENCE optional }, 

} 

E-RGCH-E-HICH-ChannelisationCodeValiditylndicator ::= ENUMERATED { 
e-RGCH-E-H I CH-Channeli sat ion-Code -response -not -valid 



EDCH-FDD-Information ::= SEQUENCE { 
eDCH-MACdFlows-Information 

hARQ-Process-Allocation-Scheduled-2ms-EDCH 
e-DCH-Maximum-Bitrate 
e-DCH-Proces sing-Over load-Level 
e-DCH-Reference-Power-Of f set 
iE-Extensions 



EDCH-MACdFlows-Information, 

HARQ-Process-Allocation-2ms-EDCH 

E-DCH-Maximum-Bitrate 

E-DCH-Proces sing-Over load-Level 

E-DCH-Reference -Power-Off set 

ProtocolExtensionContainer ( ( EDCH-FDD-Inf ormation-ExtlEs } } 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



EDCH-FDD-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-E-DCH-PowerOffset-for-Schedulinglnfo CRITICALITY ignore EXTENSION E-DCH-PowerOf f set-f or-SchedulingInf o PRESENCE optional}, 

} 



EDCH-FDD-Inf ormationResponse ::= SEQUENCE { 

eDCH-MACdFlow-Specif Ic-InformationResponse 
hARQ-Process-Allocation-Scheduled-2ms-EDCH 
iE-Extensions 



EDCH-MACdFlow-Specific-Inf ormationResponse, 

HARQ-Process-Allocation-2ms-EDCH OPTIONAL, 

ProtocolExtensionContainer { { EDCH-FDD-Inf ormationResponse-ExtlEs } } OPTIONAL, 



EDCH-FDD-Inf ormationResponse-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EDCH-MACdFlow-Specific-Inf ormationResponse 



SEQUENCE (SIZE ( 1 . . maxNrOf EDCHMACdFlows ) ) OF EDCH-MACdFlow-Specif ic-Inf ormationResponseltem 



EDCH-MACdFlow-Specific-Inf ormationResponse Item 
eDCH-MACdFlow-ID 
bindingID 

transportLayerAddress 
hARQ-Process-Allocation-NonSched-2ms-EDCH 



SEQUENCE ( 
EDCH-MACdFlow-ID, 
BindingID 

TransportLayerAddress 
HARQ-Process-Allocation-2ms-EDCH 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



iE-Extensions 



ProtocolExtensionContainer ( ( EDCH-MACdFlow-Specif ic-Inf ormationResponseltem-ExtlEs } } OPTIONAL, 



EDCH-MACdFlow-Specif ic-Inf ormationResponse I tem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EDCH-FDD-Information-To-Modify ::= SEQUENCE { 
eDCH-MACdFlow-Specif ic-Inf ormat ion 
hARQ-Process-Allocation-Scheduled-2ms-EDCH 
e-DCH-Maximum-Bitrate 



EDCH-MACdFlow-Specif ic-Inf oToModifyList, 

HARQ-Process-Allocation-2ms-EDCH 

E-DCH-Maximum-Bitrate 



OPTIONAL, 
OPTIONAL, 
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e-DCH-Proces sing-Over load-Level 
e-DCH-Ref erence-Power-Of f set 
mACeReset-Indicator 
IE-Extensions 



E-DCH-Processing-Over load-Level OPTIONAL, 

E-DCH-Reference-Power-Of fset OPTIONAL, 

MACeReset-Indicator OPTIONAL, 

ProtocolExtensionContainer ( ( EDCH-FDD-Inf ormation-To-Modif y-ExtlEs } } OPTIONAL, 



EDCH-FDD-Information-To-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-E-DCH-PowerOffset-for-Schedulinglnfo CRITICALITY ignore EXTENSION E-DCH-PowerOf f set-f or-SchedulingInf o PRESENCE optional}, 



} 

E-DCH-FDD-Update-Information ::= SEQUENCE { 

e-DCH-MACdFlow-Specific-Update Information 

hARQ-Process-Allocation-Scheduled-2ms-EDCH 

IE-Extensions 



E-DCH-MACdFlow-Specific-Update Information 

HARQ-Process-Allocation-2ms-EDCH 

ProtocolExtensionContainer ( ( E-DCH-FDD-Update-Inf ormation-ExtlEs } } 



OPTIONAL, 
OPTIONAL, 

OPTIONAL, 



E-DCH-FDD-Update-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-MACdFlow-Specific-Update Information 



SEQUENCE (SIZE ( 1 . . maxNrOf EDCHMACdFlows ) ) OF E-DCH-MACdFlow-Specif ic-UpdateInf ormation-Item 



E-DCH-MACdFlow-Specific-Update Information-Item 
e-DCH-MACdFlow-ID 

hARQ-Process-Allocation-NonSched-2ms-EDCH 
iE-Ext ens ions 
OPTIONAL, 



SEQUENCE { 
EDCH-MACdFlow-ID, 

HARQ-Process-Allocation-2ms-EDCH OPTIONAL, 

ProtocolExtensionContainer { { E-DCH-MACdFlow-Specif ic-UpdateInf ormation-Item-ExtlEs } } 



} 

E-DCH-MACdFlow-Specific-Updatelnformation-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-Grant-Type-Information ::= CHOICE ( 
e-DCH-Non-Scheduled-Transmiss ion-Grant 
e-DCH-Scheduled-Transmiss ion-Grant 



E-DCH-Non-Scheduled-Transmission-Grant-Items, 
NULL, 



E-DCH-HARQ-PO-FDD 



INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs) 



E-DCH-LogicalChannellnformation ::= SEQUENCE (SIZE (1 . .maxNoOfLogicalChannels) ) OF E-DCH-LogicalChannellnformationltem 

E-DCH-LogicalChannellnformationltem ::= SEQUENCE { 

logicalChannelld LogicalChannellD, 

schedulingPr lor ity Indicator SchedulingPr lor ity Indicator , 
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schedulingin format ion 
mACes-Guar ant eedBit Rate 
eDCH-DDI-Value 
mACd-PDU-Size-List 
iE-Extensions 



Schedulingin format ion, 

MACes-Guaranteed-Bitrate OPTIONAL, 

EDCH-DDI-Value, 

E-DCH-MACdPDU-SizeList, 

ProtocolExtensionContainer { { E-DCH-LogicalChannelInf ormationltem-ExtlEs } } 



OPTIONAL, 



E-DCH-LogicalChannellnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-Maximum-Bitrate ::= INTEGER ( . . 5742 , . . . ) 

E-DCH-PowerOffset-for-Schedulinglnfo ::= INTEGER (0.. maxNrOf EDCH-HARQ-PO-QUANTSTEPs) 

E-DCH-Processing-Overload-Level ::= INTEGER (0..10,...) 

E-DCH-Reference-Power-Offset ::= INTEGER (0.. maxNrOf EDCH-HARQ-PO-QUANTSTEPs) 

E-DCH-MACdPDU-SizeList ::= SEQUENCE (SIZE ( 1 . .maxNrOfMACdPDUSize) ) OF E-DCH-MACdPDU-SizeListltem 

E-DCH-MACdPDU-SizeListltem ::= SEQUENCE ( 

mACdPDU-Size MACdPDU-Size, 

iE-Extensions ProtocolExtensionContainer ( { E-DCH-MACdPDU-SizeListltem-ExtlEs } } 



OPTIONAL, 



E-DCH-MACdPDU-SizeListltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-LogicalChannelToModify 

E-DCH-LogicalChannelToModifyltem 
logicalChannelld 
schedulingPr lor ity Indicator 
schedulingin format ion 
mACes-Guar ant eedBit Rate 
eDCH-DDI-Value 
mACd-PDU-Size-List 
iE-Extensions 



SEQUENCE (SIZE ( 1 . . maxNoOf LogicalChannels ) ) OF E-DCH-LogicalChannelToModif yitem 

= SEQUENCE ( 
LogicalChannellD, 

SchedulingPr lor ity Indicator OPTIONAL, 
Schedulinglnformation OPTIONAL, 

MACes-Guaranteed-Bitrate OPTIONAL, 
EDCH-DDI-Value OPTIONAL, 

E-DCH-MACdPDU-SizeToModifyList, 
ProtocolExtensionContainer ( ( E-DCH-LogicalChannelToModif yItem-ExtlEs } } 



OPTIONAL, 



E-DCH-LogicalChannelToModifyltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-MACdPDU-SizeToModifyList 



SEQUENCE (SIZE ( . .maxNrOf MACdPDUSize ) ) OF E-DCH-MACdPDU-SizeListltem 
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E-DCH-LogicalChannelToDelete ::= SEQUENCE (SIZE ( 1 . .maxNoOf LogicalChannels) ) OF E-DCH-LogicalChannelToDeleteltem 

E-DCH-LogicalChannelToDeleteltem ::= SEQUENCE ( 

logicalChannelld LogicalChannellD, 

iE-Extensions ProtocolExtensionContainer { { E-DCH-LogicalChannelToDeleteltem-ExtlEs } } 



OPTIONAL, 



E-DCH-LogicalChannelToDeleteltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



LogicalChannellD ::= INTEGER (1..15) 



EDCH-MACdFlow-ID ::= INTEGER ( . .maxNrOf EDCHMACdFlows-1 ) 



EDCH-MACdFlows-Information ::= SEQUENCE { 
eDCH-MACdFlow-Specific-Information 
iE-Extensions 



EDCH-MACdFlow-Specific-InfoList, 

ProtocolExtensionContainer ( ( EDCH-MACdFlow-Inf ormation-ExtlEs } } 



OPTIONAL, 



E-DCH-MACdFlow-Multiplexing-List ::= BIT STRING ( SIZE (maxNrOf EDCHMACdFlows) ) 
EDCH-MACdFlow-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



EDCH-MACdFlow-Specific-InfoList 

EDCH-MACdFlow-Specific-InfoItem 
eDCH-MACdFlow-ID 
allocationRetentionPriority 
tnlQoS 

pay loadCRC-Presence Indicator 
maxNr-Retransmissions-EDCH 
traf f icClass 
eDCH-HARQ-PO-FDD 

eDCH-MACdFlow-Multiplexing-List 
eDCH-Grant-Type-Information 
bundlingMode Indicator 
eDCHLogicalChannel Information 
iE-Extensions 



SEQUENCE (SIZE ( 1 .. maxNrOf EDCHMACdFlows ) ) OF EDCH-MACdFlow-Specif ic-Inf oltem 



SEQUENCE { 



EDCH-MACdFlow-ID, 

AllocationRetentionPriority 

TnlQos 

Pay loadCRC-Presence Indicator, 

MaxNr-Retransmissions-EDCH, 

Traf ficClass, 

E-DCH-HARQ-PO-FDD , 

E-DCH-MACdFlow-Multiplexing-List 

E-DCH-Grant-Type-Information 

BundlingMode Indicator 

E-DCH-LogicalChannel Information, 

ProtocolExtensionContainer ( ( EDCH-MACdFlow-Specif ic-Inf oltem-ExtlEs } } 



OPTIONAL, 
OPTIONAL, 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



OPTIONAL, 



EDCH-MACdFlow-Specific-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-TrCH-SrcStatisticsDescr CRITICALITY ignore EXTENSION TrCH-SrcStatisticsDescr PRESENCE optional }, 
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EDCH-MACdFlow-Specific-InfoToModifyList 

EDCH-MACdFlow-Specific-InfoToModifyltem 
eDCH-MACdFlow-ID 
allocationRetentionPriority 
transportBearerRequest Indicator 
tnlQoS 

maxNr-Retransmissions-EDCH 
traf f icClass 
eDCH-HARQ-PO-FDD 

eDCH-MACdFlow-Multiplexing-List 
eDCH-Grant-Type-Inf ormation 
bundlingMode Indicator 
eDCH-LogicalChannelToAdd 
eDCH-LogicalChannelToModify 
eDCH-LogicalChannelToDelete 
iE-Extensions 



} 



::= SEQUENCE (SIZE ( 1 . .maxNrOf EDCHMACdFlows) ) OF EDCH-MACdFlow-Specif ic-Inf oToModif yitem 

: ;= SEQUENCE ( 
EDCH-MACdFlow-ID, 

AllocationRetentionPriority OPTIONAL, 
TransportBearerRequest Indicator , 

TnlQos OPTIONAL, 

MaxNr-Retransmissions-EDCH OPTIONAL, 

TrafficClass OPTIONAL, 

E-DCH-HARQ-PO-FDD OPTIONAL, 

E-DCH-MACdFlow-Multiplexing-List OPTIONAL, 

E-DCH-Grant-Type-Inf ormation OPTIONAL, 

BundlingModelndicator OPTIONAL, 

E-DCH-LogicalChannel Information OPTIONAL, 

E-DCH-LogicalChannelToModify OPTIONAL, 

E-DCH-LogicalChannelToDelete OPTIONAL, 



ProtocolExtensionContainer ( ( EDCH-MACdFlow-Specif ic-Inf oToModifyltem-ExtlEs } } 



OPTIONAL, 



EDCH-MACdFlow-Specific-InfoToModifyltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

EDCH-MACdFlows-To-Delete ::= SEQUENCE (SIZE ( 1 . .maxNrOf EDCHMACdFlows) ) OF EDCH-MACdFlows-To-Delete-Item 

EDCH-MACdFlows-To-Delete-Item ::= SEQUENCE { 

eDCH-MACdFlow-ID EDCH-MACdFlow-ID, 

IE-Extensions ProtocolExtensionContainer ( ( EDCH-MACdFlows-To-Delete-Item-ExtlEs } } 



OPTIONAL, 



EDCH-MACdFlows-To-Delete-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

EDCH-RL-Indication ::= ENUMERATED ( 
eDCH, 
non-EDCH 



E-DCH-Non-Scheduled-Transmission-Grant-Items 
maxBits-MACe-PDU-non-scheduled 
hARQ-Process-Allocation-NonSched-2ms 
OPTIONAL, 
iE-Ext ens ions 
OPTIONAL, 



= SEQUENCE { 

Max-Bit s-MACe-PDU-non-scheduled, 
HARQ-Process-Allocation-2ms-EDCH 

ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtlEs } } 



E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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E-DCH-TFCI-Table-Index ::= INTEGER (0..1,...) 

E-DCH-Serving-cell-change-inf ormationResponse ::= SEQUENCE { 

e-DCH-serving-ce 11 -out come -choice E-DCH-serving-ce 11 -change -choice, 

IE-Extensions ProtocolExtensionContainer { { E-DCH-serving-cell-change-inf ormationResponse-ExtlEs } } OPTIONAL, 

} 

E-DCH-serving-cell-change-informationResponse-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-DCH-serving-cell-change-choice ::= CHOICE ( 

e-DCH-serving-cell-change-successf ul E-DCH-serving-cell-change-successf ul, 
e-DCH-serving-cell-change-unsuccessf ul E-DCH-serving-cell-change-unsuccessf ul, 

} 

E-DCH-serving-cell-change-successful ::= SEQUENCE { 

e-DCH-RL-Inf ormationList-Rsp E-DCH-RL-Inf ormationList-Rsp, 

IE-Extensions ProtocolExtensionContainer { { E-DCH-serving-cell-change-successf ul-ExtlEs } } OPTIONAL, 

} 

E-DCH-serving-cell-change-successful-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

E-DCH-RL-InformationList-Rsp ::= SEQUENCE (SIZE ( . .maxNrOf RLs) ) OF E-DCH-RL-Inf ormationList-Rsp-Item 

E-DCH-RL-InformationList-Rsp-Item ::= SEQUENCE ( 

e-DCH-reconfigured-RL-Id RL-ID, 

e-DCH-FDD-DL-Control-Channel-Info EDCH-FDD-DL-ControlChannel Information, 

IE-Extensions ProtocolExtensionContainer ( ( E-DCH-RL-Inf ormationList-Rsp-Item-ExtlEs } } OPTIONAL, 

} 

E-DCH-RL-InformationList-Rsp-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



E-DCH-serving-cell-change-unsuccessf ul ::= SEQUENCE { 
cause Cause, 

iE-Extensions ProtocolExtensionContainer { { E-DCH-serving-cell-change-unsuccessf ul-ExtlEs } } OPTIONAL, 

} 

E-DCH-serving-cell-change-unsuccessful-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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E-DCH-TTI-Length ::= CHOICE { 

two-ms DTX-Cycle-2ms-Items, 
ten-ms DTX-Cycle-lOms-Items, 



E-DCH-TTI-Length-to-Modify ::= CHOICE ( 

two-ms DTX-Cycle-2ms-to-Modif y-Items, 
ten-ms DTX-Cycle-lOms-to-Modif y-Items, 



EDPCH-Information-FDD ::= SEQUENCE { 
maxSet-E-DPDCHs 
punctureLimit 
e-TFCS-Information 
e-TTI 

e-DPCCH-PO 

e-RGCH-2-IndexStepThreshold 
e-RGCH-3-IndexStepThreshold 
hARQ-Info-for-E-DCH 
hSDSCH-Configured-Indicator 
iE-Extensions 



Max-Set-E-DPDCHs, 
PunctureLimit, 

E-TFCS-Information, 
E-TTI, 
E-DPCCH-PO, 

E-RGCH-2-IndexStepThreshold, 
E-RGCH-3-IndexStepThreshold, 
HARQ-Info-for-E-DCH, 
HSDSCH-Configured-Indicator, 
ProtocolExtensionContainer ( ( EDPCH-Inf ormation-FDD-ExtlEs } } 



OPTIONAL, 



EDPCH-Inf ormation-FDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EDPCH-Inf ormation-RLReconfPrepare-FDD 
maxSet-E-DPDCHs 
punctureLimit 
e-TFCS-Information 
e-TTI 

e-DPCCH-PO 

e-RGCH-2-IndexStepThreshold 
e-RGCH-3-IndexStepThreshold 
hARQ-Info-for-E-DCH 
hSDSCH-Configured-Indicator 
iE-Extensions 



SEQUENCE ( 

Max-Set-E-DPDCHs OPTIONAL, 
PunctureLimit OPTIONAL, 

E-TFCS-Information OPTIONAL, 
E-TTI OPTIONAL, 

E-DPCCH-PO OPTIONAL, 

E-RGCH-2-IndexStepThreshold 
E-RGCH-3-IndexStepThreshold 
HARQ-Info-for-E-DCH 
HSDSCH-Configured-Indicator 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer { { EDPCH-Inf ormation-RLReconfPrepare-FDD-ExtlEs } } 



OPTIONAL, 



EDPCH-Inf ormation-RLReconfPrepare-FDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EDPCH-Inf ormation-RLReconf Request-FDD 
maxSet-E-DPDCHs 
punctureLimit 
e-TFCS-Information 
e-TTI 
e-DPCCH-PO 



SEQUENCE { 



Max-Set-E-DPDCHs 

PunctureLimit 

E-TFCS-Information 

E-TTI 

E-DPCCH-PO 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 628 ETSI TS 1 25 423 V7.4.0 (2007-03) 

e-RGCH-2-IndexStepThreshold E-RGCH-2-IndexStepThreshold OPTIONAL, 

e-RGCH-3-IndexStepThreshold E-RGCH-3-IndexStepThreshold OPTIONAL, 

hARQ-Info-for-E-DCH HARQ-Inf o-f or-E-DCH OPTIONAL, 

hSDSCH-Configured-Indicator HSDSCH-Conf igured-Indicator OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( EDPCH-Inf ormation-RLReconf Request-FDD-ExtlEs } } OPTIONAL, 

} 

EDPCH-Information-RLReconfRequest-FDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-DPCCH-PO ::= INTEGER ( . .maxNrOf EDPCCH-PO-QUANTSTEPs) 

E-Primary-Secondary-Grant-Selector : := ENUMERATED ( 

primary, 

secondary 
} 

EHICH-SignatureSequence ::= INTEGER ( . . maxNrof SigSeqERGHICH-1 ) 

E-RGCH-Release-Indicator ::= ENUMERATED ( e-RGCHreleased} 
ERGCH-SignatureSequence ::= INTEGER ( . . maxNrof SigSeqERGHICH-1 ) 
E-Serving-Grant-Value ::= INTEGER (0..38) 
E-RGCH-2-IndexStepThreshold ::= INTEGER (0..37) 
E-RGCH-3-IndexStepThreshold ::= INTEGER (0..37) 

EDCH-Serving-RL ::= CHOICE { 

e-DCH-Serving-RL-in-this-DRNS EDCH-Serving-RL-in-this-DRNS, 

e-DCH-Serving-RL-not-in-this-DRNS NULL, 

} 

EDCH-Serving-RL-in-this-DRNS ::= SEQUENCE { 
e-DCH-Serving-RL-Id RL-ID, 

iE-Extensions ProtocolExtensionContainer ( { EDCH-Serving-RL-in-this-DRNS-ExtlEs } } OPTIONAL, 

} 

EDCH-Serving-RL-in-this-DRNS-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

E-RNTI ::= INTEGER (0.. 65535) 

E-TFCI ::= INTEGER (0..127) 

E-TFCS-Information ::= SEQUENCE { 
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e-DCH-TFCI-Table-Index 
e-DCH-Min-Set-E-TFCI 
reference-E-TFCI -Information 
iE-Ext ens ions 



E-DCH-TFCI-Table-Index, 
E-TFCI, 

Ref erence-E-TFCI-Inf ormation, 
ProtocolExtensionContainer ( ( E-TFCS-Inf ormation-ExtlEs } } 



OPTIONAL, 



} 

E-TFCS-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-E-DCH-Minimum-Set-E-TFCIValiditylndicator CRITICALITY reject EXTENSION E-DCH-Minimum-Set-E-TFCIValiditylndicator PRESENCE 
optional } , 



E-DCH-Minimum-Set-E-TFCIValidity Indicator : := ENUMERATED { 
e-DCH-Minimum-Set -E-TFCI -response -not -valid 



E-TTI ::= ENUMERATED { 

ttilO, 

tti2 
— 10ms TTI, 2ms TTI 



E-AGCH-PowerOffset ::= INTEGER (0..255,...) 

— PowerOffset = -32 + offset * 0.25 

— Unit dB, Range -32dB .. +31.75dB, Step +0.25dB 

E-RGCH-PowerOffset ::= INTEGER (0..255,...) 

— PowerOffset = -32 + offset * 0.25 

— Unit dB, Range -32dB .. +31.75dB, Step +0.25dB 

E-HICH-PowerOffset ::= INTEGER (0..255,...) 

— PowerOffset = -32 + offset * 0.25 

— Unit dB, Range -32dB .. +31.75dB, Step +0.25dB 



Enhanced-PrimaryCPICH-EcNo 



INTEGER (0 . .' 



EventA ::= SEQUENCE ( 

measurement Treshold Measurement Threshold, 

measurementHysteresisTime MeasurementHysteresisTime OPTIONAL, 
IE-Extensions ProtocolExtensionContainer ( (EventA-ExtlEs } } OPTIONAL, 



EventA-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

EventB ::= SEQUENCE { 

measurement Treshold Measurement Threshold, 

measurementHysteresisTime MeasurementHysteresisTime OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( (EventB-ExtlEs } } OPTIONAL, 
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EventB-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EventC ::= SEQUENCE { 

measurement I ncreaseDecreaseThreshold Measurement I ncreaseDecreaseThreshold, 

measurement ChangeTime MeasurementChangeTime, 

iE-Extensions ProtocolExtensionContainer ( ( EventC-ExtlEs } } OPTIONAL, 



EventC-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EventD : := SEQUENCE ( 

measurement I ncreaseDecreaseThreshold Measurement I ncreaseDecreaseThreshold, 

measurementChangeTime MeasurementChangeTime , 

iE-Extensions ProtocolExtensionContainer ( (EventD-ExtlEs } } OPTIONAL, 

} 

EventD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

EventE ::= SEQUENCE { 

measurement Thresholdl Measurement Threshold, 

measurementThreshold2 MeasurementThreshold OPTIONAL, 

measurementHysteresisTime MeasurementHysteresisTime OPTIONAL, 

reportPeriodicity ReportPeriodicity OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { EventE-ExtlEs } } OPTIONAL, 



EventE-ExtlEs RNSAP-PROTOCOL-EXTENSION 



EventE ::= SEQUENCE { 

measurement Thresholdl MeasurementThreshold, 

measurementThreshold2 MeasurementThreshold OPTIONAL, 

measurementHysteresisTime MeasurementHysteresisTime OPTIONAL, 

reportPeriodicity ReportPeriodicity OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( EventF-ExtlEs } } OPTIONAL, 



EventF-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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ExtendedGSMCelllndividualOffset : 

E-DCH-Information ::= SEQUENCE { 
e-PUCH-Information 
e-TFCS-Information-TDD 
e-DCH-MACdFlows-Information-TDD 
e-DCH-TDD-Information 
iE-Extensions 



INTEGER (-50. .-11 I 11. .50) 



E-PUCH-Information, 

E-TFCS-Information-TDD, 

E-DCH-MACdFlows-Information-TDD, 

E-DCH-TDD-Information, 

ProtocolExtensionContainer { ( E-DCH-Inf ormation-ExtlEs } } 



OPTIONAL, 



E-DCH-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-PUCH-Information 
minCR 
maxCR 
harqinfo 
n-E-UCCH 
iE-Extensions 



SEQUENCE { 



CodeRate, 

CodeRate, 

HARQ-Info-for-E-DCH, 

N-E-UCCH, 

ProtocolExtensionContainer { { E-PUCH-Inf ormation-ExtlEs } } 



OPTIONAL, 



E-PUCH-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



E-TFCS-Information-TDD ::= SEQUENCE { 
e-DCH-QPSK-RefBetalnfo 
e-DCH-sixteenQAM-RefBetalnfo 
iE-Extensions 



E-DCH-QPSK-RefBetalnfo, 

E-DCH-sixteenQAM-RefBetalnfo, 

ProtocolExtensionContainer ( { E-TFCS-Inf ormation-TDD-ExtlEs } } 



OPTIONAL, 



E-TFCS-Information-TDD-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-QPSK-RefBetalnfo ::= SEQUENCE (SIZE ( 1 . .maxNrOfRef Betas) ) OF E-DCH-Ref Beta-Item 
E-DCH-sixteenQAM-RefBetalnfo ::= SEQUENCE (SIZE ( 1 . .maxNrOfRef Betas) ) OF E-DCH-Ref Beta-Item 



E-DCH-Ref Beta-Item 
refCodeRate 
refBeta 



SEQUENCE ( 

CodeRate -short, 
RefBeta 



E-DCH-MACdFlows-Information-TDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf EDCHMACdFlows) ) OF E-DCH-MACdFlow-Inf oTDDItem 

SEQUENCE { 



E-DCH-MACdFlow-Inf oTDDItem 
e-DCH-MACdFlow-ID 
allocationRetentionPriority 



EDCH-MACdFlow-ID, 
AllocationRetentionPriority, 
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tnlQos 

bindingID 

transportLayerAddress 

payloadCRC-Presence Indicator 

maximum-Number-of-Retransmissions-For-E-DCH 

eDCH-HARQ-PO-TDD 

eDCH-MACdFlow-Multiplexing-List 

eDCH-Grant-TypeTDD 

eDCHLogicalChannel Information 

iE-Extensions 



TnlQos OPTIONAL, 

BindingID OPTIONAL, 

TransportLayerAddress OPTIONAL, 

PayloadCRC-Presence Indicator, 

MaxNr-Retransmissions-EDCH, 

E-DCH-HARQ-PO-TDD, 

E-DCH-MACdFlow-Multiplexing-List OPTIONAL, 

E-DCH-Grant-TypeTDD , 

E-DCH-LogicalChannel Information, 

ProtocolExtensionContainer ( { E-DCH-MACdFlow-Inf oTDDItem-ExtlEs } } 



OPTIONAL, 



E-DCH-MACdFlow-InfoTDDItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-eDCH-MACdFlow-Retransmission-Timer-LCR CRITICALITY ignore 



EXTENSION E-DCH-MACdFlow-Retransmission-Timer-LCR 



PRESENCE optional 



E-DCH-MACdFlow-Retransmission-Tlmer-LCR ::= ENUMERATED ( 

mslO, msl5, ms2 0, ms25, ms30, ms35, ms4 0, ms4 5, ms50, ms55, ms60, ms65, ms7 0, ms7 5, ms8 0, ms85, ms90, 

ms95, mslOO, msllO, msl20, msl40, msl60, ms200, ms240, ms280, ms320, ms400, ms480, ms560,... 

} 



E-DCH-HARQ-PO-TDD : : 

E-DCH-Grant-TypeTDD 
scheduled, 
non-scheduled 



INTEGER (0 . .6) 
:= ENUMERATED { 



E-DCH-TlmeslotResource ::= BIT STRING (SIZE (13) 
E-DCH-PowerResource ::= INTEGER ( 1 .. 1 6) 
TddE-PUCH-Offset ::= INTEGER ( .. 255) 



E-DCH-TDD-Information ::= SEQUENCE { 
e-DCH-TDD -Maximum-Bit rate 
e-DCH-Proces sing-Over load-Level 
e-DCH-PowerOf f set-f or-SchedulingInf o 
iE-Extensions 



E-DCH-TDD-Maximum-Bltrate OPTIONAL, 

E-DCH-Proces sing-Over load-Level OPTIONAL, 

E-DCH-PowerOff set-f or-Schedulinglnfo OPTIONAL, 

ProtocolExtensionContainer ( ( E-DCH-TDD-Inf ormation-ExtlEs } } OPTIONAL, 



E-DCH-TDD-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-TDD-Maximum-Bitrate : 

E-DCH-Inf ormation-Reconf ig 
e-PUCH-Information 



INTEGER (0 . . 9201, 
= SEQUENCE { 



E-PUCH-Information 



OPTIONAL, 
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e-TFCS-Information-TDD 

e-DCH-MACdFlows-to-Add 

e-DCH-MACdFlows-to-Delete 

e-DCH-Non-Scheduled-Grant-Info 

e-DCH-TDD-Information 

e-DCH-TDD-Information-to-Modify 

iE-Extensions 



E-TFCS-Information-TDD 

E-DCH-MACdFlows-Information-TDD 

EDCH-MACdFlows-To-Delete 

E-DCH-Non-Scheduled-Grant-Info 

E-DCH-TDD-Information 

E-DCH-TDD-Information-to-Modify 

ProtocolExtensionContainer { { E- 



DCH-Inf ormation-Reconf ig-ExtlEs } } 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 

OPTIONAL, 



E-DCH-Information-Reconfig-ExtlEs RNSAP-PROTOCOL-EXTENSION 



-DCH-TDD-Information-to-Modify ::= SEQUENCE ( 

e-DCH-TDD-Information-to-Modify-List E-DCH-TDD-Inf ormation-to-Modif y-List OPTIONAL, 
mACeReset-Indicator MACeReset-Indicator OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { E-DCH-TDD-Inf ormation-to-Modif y-ExtlEs } } 



OPTIONAL, 



E-DCH-TDD-Inf ormation-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION 



} 

E-DCH-TDD-Inf ormation-to-Modif y-List 



SEQUENCE (SIZE ( 1 . . maxNrOf EDCHMACdFlows ) ) OF E-DCH-MACdFlow-Modif yTDDItem 



E-DCH-MACdFlow-ModifyTDDItem ::= SEQUENCE { 
e-DCH-MACdFlow-ID 
allocationRetentionPriority 
transportBearerRequest Indicator 
bindingID 

transportLayerAddress 
tnlQos 

maximum-Number-of-Retransmissions-For-E-DCH 
eDCH-HARQ-PO-TDD 

eDCH-MACdFlow-Multiplexing-List 
eDCH-Grant-TypeTDD 
e-DCH-LogicalChannelToAdd 
e-DCH-LogicalChannelToModify 
e-DCH-LogicalChannelToDelete 
iE-Extensions 



EDCH-MACdFlow-ID, 

AllocationRetentionPriority OPTIONAL, 
TransportBearerRequest Indicator , 
BindingID OPTIONAL, 

TransportLayerAddress OPTIONAL, 
TnlQos OPTIONAL, 

MaxNr-Retransmissions-EDCH OPTIONAL, 
E-DCH-HARQ-PO-TDD 

E-DCH-MACdFlow-Multiplexing-List 
E-DCH-Grant-TypeTDD 
E-DCH-LogicalChannel Information 
E-DCH-LogicalChannelToModify 
E-DCH-LogicalChannelToDelete 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer ( { E-DCH-MACdFlow-Modif yTDDItem-ExtlEs } } OPTIONAL, 



E-DCH-MACdFlow-ModifyTDDItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID Id-eDCH-MACdFlow-Retransmission-Timer-LCR CRITICALITY ignore 
optional } , 



EXTENSION E-DCH-MACdFlow-Retransmission-Timer-LCR 



PRESENCE 



E-DCH-Information-Response ::= SEQUENCE { 

e-DCH-TDD-MACdFlow-Specific-InformationResp 
e-AGCH-Specif Ic-Information-ResponseTDD 
e-HICH-Informat ion-Response 



E-DCH-TDD-MACdFlow-Specific-InformationResp OPTIONAL, 
E-AGCH-Specific-InformationRespListTDD OPTIONAL, 
E-HICH-InformationResp OPTIONAL, 
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e-DCH-Non-Scheduled-Grant-Info E-DCH-Non-Scheduled-Grant-Inf o OPTIONAL, 

e-RNTI E-RNTI, 

iE-Extensions ProtocolExtensionContainer ( { E-DCH-Inf ormation-Response-ExtlEs } } OPTIONAL, 

} 

E-DCH-Information-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-DCH-TDD-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE ( 1 . .maxNrOf EDCHMACdFlows) ) OF E-DCH-TDD-MACdFlow-Specif ic-Inf ormationResp-Item 

E-DCH-TDD-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE ( 

e-DCH-MacdFlow-Id EDCH-MACdFlow-ID, 

bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( E-DCH-TDD-MACdFlow-Specif ic-InformationRespItem-ExtlEs } } 

OPTIONAL, 

} 

E-DCH-TDD-MACdFlow-Specific-InformationRespItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

E-AGCH-Specific-InformationRespListTDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf EAGCHCodes) ) OF E-AGCH-Specif ic-Inf ormationResp-ItemTDD 

E-AGCH-Specific-InformationResp-ItemTDD ::= SEQUENCE { 

timeslot TimeSlot, 

midambleShiftAndBurstType Midamble Shi ftAndBurst Type, 

tDD-ChannelisationCode TDD-ChannelisationCode, 

iE-Extensions ProtocolExtensionContainer ( ( E-AGCH-Specif Ic-InformationResp-ItemTDD-ExtlEs } } OPTIONAL, 

} 

E-AGCH-Specific-InformationResp-ItemTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-HICH-InformationResp: := SEQUENCE { 

timeslot TimeSlot, 

midambleShiftAndBurstType MidambleShiftAndBurstType, 

tDD-ChannelisationCode TDD-ChannelisationCode, 

e-HICH-TimeOffset E-HICH-TimeOf f set , 

iE-Extensions ProtocolExtensionContainer ( ( E-HICH-Inf ormationResp-ExtlEs } } OPTIONAL, 

} 

E-HICH-InformationResp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-HICH-TimeOffset ::= INTEGER (4.. 44) 
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E-DCH-Non-Scheduled-Grant-Info 
time slot Re source 
power Re source 
repetitionPeriod 
repetitionLength 
tddE-PUCH-Offset 
tdd-ChannelisationCode 
iE-Extensions 



SEQUENCE { 



E-DCH-Time slot Re source, 

E-DCH-PowerResource, 

RepetitionPeriod, 

RepetitionLength, 

TddE-PUCH-Offset, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer ( ( E-DCH-Non-Scheduled-Grant-Inf o-ExtlEs } } 



OPTIONAL, 



E-DCH-Non-Scheduled-Grant-Info-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-768-Information ::= SEQUENCE { 
e-PUCH-Information 
e-TFCS-Information-TDD 
e-DCH-MACdFlows-Information-TDD 
e-DCH-TDD-Information7 68 
IE-Extensions 



E-PUCH-Information, 
E-TFCS-Information-TDD, 
E-DCH-MACdFlows-Information-TDD, 
E-DCH-TDD-Information7 68, 
ProtocolExtensionContainer { { E- 



DCH-768-Information-ExtIEs} } 



OPTIONAL, 



E-DCH-7 68-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION 



DCH-TDD-Information768 ::= SEQUENCE { 
e-DCH-TDD-Maximum-Bitrate7 68 
e-DCH-Proces sing-Over load-Level 
e-DCH-PowerOf f set-for-Schedulinglnfo 
IE-Extensions 



E-DCH-TDD-Maximum-Bitrate7 68 OPTIONAL, 

E-DCH-Processing-Over load-Level OPTIONAL, 

E-DCH-PowerOffset-for-Schedulinglnfo OPTIONAL, 

ProtocolExtensionContainer ( ( E-DCH-TDD-Inf ormation7 68-ExtIEs } } OPTIONAL, 



E-DCH-TDD-Information7 68-ExtIEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-TDD-Maximum-Bitrate7 68 



INTEGER (0 . .17713, 



E-DCH-7 68-Information-Reconf ig 



SEQUENCE { 



e-PUCH-Information 
e-TFCS-Information-TDD 
e-DCH-MACdFlows-to-Add 
e-DCH-MACdFlows-to-Delete 
e-DCH-Non-Scheduled-Grant-Info7 68 
e-DCH-TDD-Information7 68 
e-DCH-TDD-Information-to-Modify 
IE-Extensions 



E-PUCH-Information 

E-TFCS-Information-TDD 

E-DCH-MACdFlows-Information-TDD 

EDCH-MACdFlows-To-Delete 

E-DCH-Non-Scheduled-Grant-Info7 68 

E-DCH-TDD-Information7 68 

E-DCH-TDD-Information-to-Modify 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer { { E-DCH-7 68-Inf ormation-Reconf ig-ExtlEs } } 



OPTIONAL, 
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E-DCH-768-Information-Reconfig-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



} 

E-DCH-7 68-Information-Response ::= SEQUENCE ( 

e-DCH-TDD-MACdFlow-Specific-InformationResp 

e-AGCH-Specif ic-Information-Response7 68TDD 

e-HICH-Inf ormation-Response? 68 

e-DCH-Non-Scheduled-Grant-Info7 68 

e-RNTI 

iE-Extensions 



E-DCH-TDD-MACdFlow-Specific-InformationResp OPTIONAL, 

E-AGCH-Specific-InformationRespList7 68TDD OPTIONAL, 

E-HICH-InformationResp7 68 OPTIONAL, 

E-DCH-Non-Scheduled-Grant-Info7 68 OPTIONAL, 

E-RNTI, 

ProtocolExtensionContainer { ( E-DCH-7 68-Inf ormation-Response-ExtlEs } } 



OPTIONAL, 



E-DCH-7 68-Inf ormation-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-AGCH-Specific-InformationRespList7 68TDD 



SEQUENCE (SIZE ( 1 . . maxNrOf EAGCHCodes ) ) OF E-AGCH-Specif ic-Inf ormationResp-Item7 68TDD 



E-AGCH-Specific-InformationResp-Item7 68TDD 
timeslot 

midambleShiftAndBurstType7 68 
tDD-ChannelisationCode7 68 
iE-Extensions 
OPTIONAL, 



SEQUENCE ( 

TimeSlot, 

MidambleShiftAndBurstType7 68, 

TDD-ChannelisationCode7 68 , 

ProtocolExtensionContainer { { E-AGCH-Specif ic-Inf ormationResp-Item7 68TDD-ExtIEs } } 



E-AGCH-Speci f ic-Inf ormationResp-Item7 6 8TDD-ExtIEs RNSAP-PROTOCOL-EXTENSION 
} 



E-HICH-InformationResp768 : := SEQUENCE { 
timeslot 

midambleShiftAndBurstType7 68 
tDD-ChannelisationCode7 68 
e-HICH-TimeOffset 
iE-Extensions 



TimeSlot, 

MidambleShiftAndBurstType7 68, 

TDD-ChannelisationCode7 68 , 

E-HICH-TimeOffset, 

ProtocolExtensionContainer { { E-HICH-Inf ormationResp7 68-ExtIEs } } 



OPTIONAL, 



E-HICH-InformationResp7 68-ExtIEs RNSAP-PROTOCOL-EXTENSION 



-DCH-Non-Scheduled-Grant-Info7 68 
time slot Re source 
power Re source 
repetitionPeriod 
repetitionLength 
tddE-PUCH-Offset 
tdd-ChannelisationCode7 68 
iE-Extensions 



SEQUENCE ( 



E-DCH-TimeslotRe source, 

E-DCH -Power Re source, 

RepetitionPeriod, 

RepetitionLength, 

TddE-PUCH-Offset, 

TDD-ChannelisationCode7 68 , 

ProtocolExtensionContainer 



( ( E-DCH-Non-Scheduled-Grant-Info768-ExtIEs } } 



OPTIONAL, 
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E-DCH-Non-Scheduled-Grant-Info7 68-ExtIEs RNSAP-PROTOCOL-EXTENSION 
} 



E-DCH-LCR-Information ::= SEQUENCE { 
e-PUCH-LCR-Information 
e-TFCS-Information-TDD 
e-DCH-MACdFlows-Information-TDD 
e-DCH-LCR-TDD-Information 
iE-Extensions 



E-PUCH-LCR-Information, 
E-TFCS-Information-TDD, 
E-DCH-MACdFlows-Information-TDD, 
E-DCH-LCR-TDD-Information, 
ProtocolExtensionContainer { { E- 



DCH-Information-LCR-ExtlEs} } 



OPTIONAL, 



E-DCH-Information-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 



-PUCH-LCR-Information : 
minCR 
maxCR 
harqinfo 
pRxdesBase 

e-PUCH-TPC-Step-Size 
n-E-UCCH-LCR 
iE-Extensions 



SEQUENCE { 



CodeRate, 

CodeRate, 

HARQ-Info-for-E-DCH, 

E-PUCH-PRXdesBase , 

TDD-TPC-UplinkStepSize-LCR, 

N-E-UCCH-LCR, 

ProtocolExtensionContainer { { E-PUCH-Inf ormation-LCR-ExtlEs } } 



OPTIONAL, 



E-PUCH-Information-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 

} 

E-PUCH-PRXdesBase ::= INTEGER (-112 .. -50 ) 
— SETP=1 



E-DCH-LCR-TDD-Information ::= SEQUENCE { 
e-DCH-Physical-Layer-Category-LCR 
e-DCH-Proces sing-Over load-Level 
e-DCH-PowerOf f set-f or-SchedulingInf o 
iE-Extensions 



E-DCH-Physical-Layer-Category-LCR OPTIONAL, 

E-DCH-Proces sing-Over load-Level OPTIONAL, 

E-DCH-PowerOff set-f or-Schedulinglnfo OPTIONAL, 

ProtocolExtensionContainer ( ( E-DCH-LCR-TDD-Inf ormation-ExtlEs } } OPTIONAL, 



E-DCH-LCR-TDD-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-DCH-Physical-Layer-Category-LCR ::= INTEGER (1..5) 

■ SEQUENCE { 



E-DCH-LCR-Information-Reconfig 
e-PUCH-LCR-Information 



E-PUCH-LCR-Information 



OPTIONAL, 
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e-TFCS-Information-TDD 

e-DCH-MACdFlows-to-Add 

e-DCH-MACdFlows-to-Delete 

e-DCH-LCR-TDD-Information 

e-DCH-TDD-Information-to-Modify 

iE-Extensions 



E-TFCS-Information-TDD 

E-DCH-MACdFlows-Information-TDD 

EDCH-MACdFlows-To-Delete 

E-DCH-LCR-TDD-Information 

E-DCH-TDD-Information-to-Modify 

ProtocolExtensionContainer { { E- 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
DCH-Information-Reconfig-LCR-ExtlEs} } OPTIONAL, 



} 



E-DCH-Information-Reconfig-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



-DCH-LCR-Information-Response ::= SEQUENCE { 
e-DCH-TDD-MACdFlow-Specific-InformationResp 
e-AGCH-Specif ic-Information-Response-LCR-TDD 
e-HICH-Specif ic-Inf ormation-Response-LCR 
e-DCH-Non-Scheduled-Grant-Info-LCR 
e-RNTI 
iE-Extensions 



E-DCH-TDD-MACdFlow-Specif ic-Inf ormationResp OPTIONAL, 

E-AGCH-Specif ic-Inf ormationRespList-LCR-TDD OPTIONAL, 

E-HICH-Specif ic-Inf ormationResp-LCR OPTIONAL, 

E-DCH-Non-Scheduled-Grant-Info-LCR OPTIONAL, 

E-RNTI OPTIONAL, 

ProtocolExtensionContainer ( ( E-DCH-Information-Response-LCR-ExtlEs } } 



OPTIONAL, 



} 



E-DCH-Information-Response-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

E-AGCH-Specific-InformationRespList-LCR-TDD ::= SEQUENCE (SIZE ( 1 . .maxNrOf EAGCHCodes) ) OF E-AGCH-Specif ic-Inf ormationResp-Item-LCR-TDD 



E-AGCH-Specif ic-Inf ormationResp-Item-LCR-TDD 
timeSlotLCR 
midambleShiftLCR 
tDD-ChannelisationCode 
iE-Extensions 
OPTIONAL, 



SEQUENCE ( 

TimeSlotLCR, 

MidambleShiftLCR, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer ( ( E-AGCH-Specif Ic-InformationResp-ItemTDD-LCR-ExtlEs } } 



E-AGCH-Specif Ic-InformationResp-ItemTDD-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-HICH-Specific-InformationResp-LCR: := SEQUENCE { 

e-HICH-Scheduled-InformationResp-LCR E-HICH-Scheduled-Inf ormationRespList-LCR-TDD OPTIONAL, 

e-HICH-non-Scheduled-InformationResp-LCR E-HICH-InformationResp-LCR OPTIONAL, 

e-HICH-TimeOffset-lcr E-HICH-TimeOf f set-LCR, 

iE-Extensions ProtocolExtensionContainer { { E-HICH-Specif ic-Inf ormationResp-LCR-ExtlEs } } 



OPTIONAL, 



E-HICH-Specif ic-Inf ormationResp-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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E-HICH-Scheduled-InformationRespList-LCR-TDD ::= SEQUENCE (SIZE ( 1 . . maxNrOf EHICHCodes) ) OF E-HICH-Scheduled-Inf ormationResp-Item-LCR-TDD 

E-HICH-Scheduled-InformationResp-Item-LCR-TDD ;;= SEQUENCE ( 

e-HICH-EI E-HICH-EI, 

e-HICH- Scheduled- In formatlonResp-LCR E-HICH-Inf ormationResp-LCR, 

IE-Extensions ProtocolExtensionContainer ( ( E-HICH-Scheduled-Inf ormationResp-LCR-ExtlEs } } OPTIONAL, 



E-HICH-Scheduled-InformationResp-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



E-HICH-EI 



INTEGER (0 . .3) 



E-HICH-InformationResp-LCR: := 
timeSlotLCR 
midambleShiftLCR 
tDD-ChannelisationCode 
iE-Extensions 



SEQUENCE { 



TimeSlotLCR, 

MidambleShiftLCR, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer ( ( E-HICH-Inf ormationResp-LCR-ExtlEs } } 



OPTIONAL, 



E-HICH-Inf ormationResp-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 



E-HICH-TimeOffset-LCR 



INTEGER (4 . .15) 



E-DCH-SubframeNumber-LCR 



ENUMERATED (sO, si} 



E-DCH-Time slot Re sour ce-LCR 



BIT STRING (SIZE (5) ) 



E-DCH-Non-Scheduled-Grant-Info-LCR 
time slot Re sour ce-LCR 
power Re source 
repetitionPeriod 
repetitionLength 
subf ramenumber 
tddE-PUCH-Offset 
tdd-ChannelisationCode 
iE-Extensions 



SEQUENCE ( 

E-DCH-TimeslotResour ce-LCR, 

E-DCH-P owe r Re source, 

RepetitionPeriod, 

RepetitionLength, 

E-DCH-SubframeNumber-LCR, 

TddE-PUCH-Offset, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Inf o-LCR-ExtlEs } } 



OPTIONAL, 



E-DCH-Non-Scheduled-Grant-Info-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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Enabling-Delay ::= ENUMERATED (vO, vl, v2 , v4, v8, vl6, v32, v64, vl28} 
— Unit radio frame 



ExtendedPropagationDelay 



INTEGER(255. .1023) 



Extended-Round-Trip -Time -Value 
— See also mapping in [23] 



INTEGER (32 7 67. .103041) 



— F 

FACH-FlowControl Information 

FACH-FlowControlInf ormationltem 
fACH-SchedulingPriority 
mAC-c-sh-SDU-Lengths 
fACH-InitialWindowSize 
iE-Extensions 



SEQUENCE (SIZE (1..16)) OF FACH-FlowControlInf ormationltem 

SEQUENCE ( 

SchedulingPr iority Indicator , 

MAC-c-sh-SDU-LengthList, 

FACH-InitialWindowSize, 

ProtocolExtensionContainer ( (FACH-FlowControlInformationltem-ExtlEs } } OPTIONAL, 



} 

FACH-FlowControlInformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 



FACH-InitialWindowSize ::= INTEGER { unlimited (255) } (0..255) 

— Number of frames MAC-c-sh SDUs . 

— 255 = Unlimited number of EACH data frames 



FACH-InformationList : : 

FACH-Informationltem : : 
transport Format Set 
iE-Extensions 



SEQUENCE (SIZE(0.. maxNrOf FACHs ) ) OF FACH-Inf ormationltem 

SEQUENCE ( 

Transport Format Set, 

ProtocolExtensionContainer ( { FACH-Inf ormationltem-ExtlEs } } OPTIONAL, 



FACH-Inf ormationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



Fast-Reconfiguration-Mode ::= ENUMERATED {fast,...} 
Fast-Reconfiguration-Permission ::= ENUMERATED {allowed,...} 



FDD-DCHs-to-Modify 



FDD-DCHs-to-Modifyltem 



SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF FDD-DCHs-to-Modif yitem 



SEQUENCE { 



ul-FP-Mode 

toAWS 

to AWE 

transportBearerRequest Indicator 

dCH-Specif icInformationList 

iE-Extensions 



UL-FP-Mode OPTIONAL, 

ToAWS OPTIONAL, 

ToAWE OPTIONAL, 

TransportBearerRequest Indicator, 

FDD-DCHs-to-Modify Specif icInformationList, 

ProtocolExtensionContainer { { FDD-DCHs-to-Modif yItem-ExtlEs } } OPTIONAL, 
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FDD-DCHs-to-Modifyltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-TnlQos CRITICALITY ignore 



EXTENSION 



TnlQos PRESENCE optional }, 



FDD-DCHs-to-ModifySpecif IcInformationList 



SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF FDD-DCHs-to-Modif ySpecif icitem 



FDD-DCHs-to-ModifySpecificItem : 
dCH-ID 

ul -Transport format Set 
dl-Transport format Set 
allocationRetentionPriority 
f rameHandlingPriority 
not-Used-dRACControl 
IE-Extensions 



SEQUENCE { 

DCH-ID, 

TransportFormatSet OPTIONAL, 

TransportFormatSet OPTIONAL, 

AllocationRetentionPriority OPTIONAL, 

FrameHandlingPriority OPTIONAL, 

NULL OPTIONAL, 

ProtocolExtensionContainer { { FDD-DCHs-to-Modif ySpecif icItem-ExtlEs } } OPTIONAL, 



} 



FDD-DCHs-to-ModifySpecificItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
( ID id-Guaranteed-Rate-Information CRITICALITY ignore 
{ ID id-TrafficClass CRITICALITY ignore 

{ ID id-Unidirectional-DCH-Indicator CRITICALITY reject 



EXTENSION Guaranteed-Rate-Information 

EXTENSION TrafficClass 

EXTENSION Unidirectional-DCH-Indicator 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional} 



FDD-DL-ChannelisationCodeNumber ::= INTEGER (0..511) 

— According to the mapping in [27] . The maximum value is equal to the DL spreading factor -1- 



FDD-DL-Code Information 



SEQUENCE (SIZE ( 1 . . maxNrOf DL-Codes ) ) OF FDD-DL-CodeInf ormationltem 
SEQUENCE { 



FDD-DL-CodeInf ormationltem 

dl-ScramblingCode DL-ScramblingCode, 

fDD-DL-ChannelisationCodeNumber FDD-DL-ChannelisationCodeNumber , 

transmission-Gap-Pattern-Sequence-ScramblingCode-Inf ormation Transmission-Gap-Pattern-Sequence-ScramblingCode-Inf ormation OPTIONAL, 
IE-Extensions ProtocolExtensionContainer ( {FDD-DL-CodeInf ormationltem-ExtlEs } } OPTIONAL, 



FDD-DL-Codelnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



} 



FDD-TPC-DownlinkStepSize 
step-sizeO-5, 
step-sizel , 
step-sizel-5, 
step-size2 , 



ENUMERATED { 



SchedulingPr lor ity Indicator 



INTEGER { lowest (0), highest (15) } (0..15) 
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FirstRLS-Indicator 
first-RLS, 
not-first-RLS 



ENUMERATED { 



FNReportinglndicator : := ENUMERATED { 
fN-reporting-required, 
fN-reporting-not -required 



FPACH-Information 



SEQUENCE { 



timeSlotLCR 

tDD-ChannelisationCodeLCR 

midambleShiftLCR 

wT 



TimeSlotLCR, 

TDD-ChannelisationCodeLCR, 
MidambleShiftLCR, 
INTEGER (1 . . 4) , 



} 



FrameHandlingPriority 



F 


rameOf f set 


- 


- Frames 


F 


requencyBandlndicator 




bandl. 




bandll. 




bandlll. 




bandIV, 




bandV, 




bandVI, 




bandVII, 




bandVIII, 




bandIX, 




bandX, 




bandXI, 




bandXII, 




bandXIII, 




bandXIV, 




bandXV, 




bandXVI, 




bandXVII, 




bandXVIII, 




bandXIX, 




bandXX, 




bandXXI, 




bandXXII, 



::= INTEGER ( lowest (0), highest (15) } (0..15) 
INTEGER (0 . .255) 

: : = ENUMERATED { 



GapLength 



INTEGER (1 . .14) 
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— Unit Slot 



GapDuration 
— Unit Frame 



INTEGER (1 . .144, 



GA-Cell ::= SEQUENCE (SIZE ( 1 . .maxNrOf Points) ) OF 
SEQUENCE ( 

cell-GAI geographical Coordinate GeographicalCoordinate, 

IE-Extensions ProtocolExtensionContainer ( ( GA-Cell-ExtlEs } } OPTIONAL, 



GA-Cell-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GA-CellAdditionalShapes ::= CHOICE { 
pointWithUncertainty 
pointWithUncertaintyEllipse 
pointWithAltitude 

pointWithAltitudeAndUncertaintyEllipsoid 
ellipsoidArc 



GA-PointWithUnCertainty, 

GA-PointWithUnCertaintyEllipse, 

GA-PointWithAltitude, 

GA-PointWithAltitudeAndUncertaintyEllipsoid, 

GA-EllipsoidArc, 



} 



GA-AltitudeAndDirection 
direct ionOf Altitude 
altitude 



SEQUENCE { 

ENUMERATED (height, depth}, 

INTEGER (0 . .32767) , 



GA-EllipsoidArc ::= SEQUENCE { 
geographicalCoordinates 
innerRadius 
uncertainty Radius 
of f setAngle 
includedAngle 
confidence 
IE-Extensions 



GeographicalCoordinate, 



INTEGER 





. 65535 


INTEGER 





.127), 


INTEGER 





.179) , 


INTEGER 





.179) , 


INTEGER 





.127) , 



ProtocolExtensionContainer ( ( GA-EllipsoidArc-ExtlEs } } OPTIONAL, 



GA-EllipsoidArc-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GA-PointWithAltitude ::= SEQUENCE ( 

geographicalCoordinates GeographicalCoordinate, 

altitudeAndDirection GA-AltitudeAndDirection, 

IE-Extensions ProtocolExtensionContainer ( ( GA-PointWithAltitude-ExtlEs } } OPTIONAL, 



GA-PointWithAltitude-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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GA-PointWithAltitudeAndUncertaintyEllipsoid 



SEQUENCE { 



geographicalCoordinates 

altitudeAndDir action 

uncertaintyEllipse 

uncertaintyAltitude 

confidence 

iE-Ext ens ions 



GeographicalCoordinate, 

GA-AltitudeAndDirection, 

GA-UncertaintyEllipse, 

INTEGER (0 . . 127) , 

INTEGER (0 . .127) , 

ProtocolExtensionContainer ( ( GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtlEs } } OPTIONAL, 



} 



GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 



GA-PointWithUnCertaintyEllipse 
geographicalCoordinates 
uncertaintyEllipse 
confidence 
iE-Ext ens ions 



} 



: := SEQUENCE { 
GeographicalCoordinate, 
GA-UncertaintyEllipse, 
INTEGER (0 . . 127) , 
ProtocolExtensionContainer ( ( GA-PointWithUnCertaintyEllipse-ExtlEs } } OPTIONAL, 



GA-PointWithUnCertaintyEllipse-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 



GA-UncertaintyEllipse ::= SEQUENCE { 

uncertaintySemi -major INTEGER (0..127), 

uncertaintySemi -minor INTEGER (0..127), 

orientationOfMajorAxis INTEGER (0..179), 



— The values 90.. 179 shall not be used. 



GA-PointWithUnCertainty ::=SEQUENCE ( 

geographicalCoordinates GeographicalCoordinate, 

uncertaintyCode INTEGER (0..127), 

iE-Extensions ProtocolExtensionContainer ( ( GA-PointWithUnCertainty-ExtlEs } } OPTIONAL, 



GA-PointWithUnCertainty-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



GA-AccessPointPosition ::= SEQUENCE { 

geographical Coordinate GeographicalCoordinate, 

iE-Extensions ProtocolExtensionContainer ( ( GA-AccessPoint-ExtlEs } } OPTIONAL, 



GA-AccessPoint-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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} 

GeographicalCoordinate ::= SEQUENCE { 

latitudeSign ENUMERATED ( north, south }, 

latitude INTEGER ( .. 8388 607 ) , 

longitude INTEGER (-8388 608 .. 8388 607 ) , 

iE-Extensions ProtocolExtensionContainer { { GeographicalCoordinate-ExtlEs } } OPTIONAL, 

} 

GeographicalCoordinate-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
} 

GERAN-Cell-Capability ::= BIT STRING (SIZE (16)) 

— First bit: A/Gb mode — 

— Second bit: lu mode 

— Note: undefined bits are considered as a spare bit and spare bits shall be set to by the transmitter and shall be ignored by the receiver. — 

GERAN-Classmark ::= OCTET STRING 

— GERAN Classmark as defined in (38) — 

GERAN-SI-Type ::= CHOICE { 

si GERAN-Systemlnfo, 

pSI GERAN-Systemlnfo, 

} 

GERAN-Systemlnfo ::= SEQUENCE (SIZE ( 1 . .maxNrOf GERANSI ) ) OF 
SEQUENCE ( 

gERAN-SI-block OCTET STRING (SIZE (1..23)), 

iE-Extensions ProtocolExtensionContainer ( { GERAN-SystemInf o-ExtlEs } } OPTIONAL, 

} 

GERAN-Systemlnfo-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

GenericTrafficCategory ::= BIT STRING (SIZE (8)) 

GPS-Almanac ::= SEQUENCE { 

wna-alm BIT STRING (SIZE (8)), 

satellite-Almanac-Information SEQUENCE (SIZE ( 1 . .maxNoSat ) ) OF 
SEQUENCE { 

dATA-ID DATA-ID, 

SAT-ID SAT-ID, 

gps-e-alm BIT STRING (SIZE (16)), 

gps-toa-alm BIT STRING (SIZE (8)), 

gps-delta-I-alm BIT STRING (SIZE (16)), 

omegadot-alm BIT STRING (SIZE (16)), 

svhealth-alm BIT STRING (SIZE (8)), 

gps-a-sqrt-alm BIT STRING (SIZE (24)), 
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omega zero-aim 
m-zero-alm 
gps -omega -aim 
gps-af -zero-aim 
gps-af-one-alm 
IE-Extensions 



}, 



IT 


STRING 


(SIZE 


(24) ) , 


IT 


STRING 


(SIZE 


(24) ) , 


IT 


STRING 


(SIZE 


(24) ) , 


IT 


STRING 


(SIZE 


(11) ) , 


IT 


STRING 


(SIZE 


(11) ) , 



ProtocolExtensionContainer { { Satellite-Almanac-Inf ormation-ExtlEs } } 



OPTIONAL, 



— This GPS-Almanac-Inf ormation is for the 1^" 16 satellites 

sVGlobalHealth-alm BIT STRING (SIZE (364)) OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { GPS-Almanac-ExtlEs } } 



OPTIONAL, 



Satellite-Almanac-Inf ormation-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GPS-Almanac-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-Satellite-Almanac-Information-Extltem CRITICALITY ignore 
optional } , 



EXTENSION 



Satellite-Almanac-Inf ormation-Ext Item 



PRESENCE 



Satellite-Almanac-Inf ormation- 


-Extltem ::= SEQUENCE (SIZE (1. 


. maxNrOf SatAlmanac-m 


SEQUENCE { 












dATA-ID 


DATA-ID, 








SAT- ID 


SAT- 


-ID, 








gps-e-alm 


BIT 


STRING 


(SIZE 


(16) ) , 




gps-toa-alm 


BIT 


STRING 


(SIZE 


(8) ) , 




gps -de It a- I -aim 


BIT 


STRING 


(SIZE 


(16) ) , 




omegadot-alm 


BIT 


STRING 


(SIZE 


(16) ) , 




svhealth-alm 


BIT 


STRING 


(SIZE 


(8) ) , 




gps-a-sqrt-alm 


BIT 


STRING 


(SIZE 


(24) ) , 




omegazero-alm 


BIT 


STRING 


(SIZE 


(24) ) , 




m-zero-alm 


BIT 


STRING 


(SIZE 


(24) ) , 




gps-omega-alm 


BIT 


STRING 


(SIZE 


(24) ) , 




gps-af -zero-aim 


BIT 


STRING 


(SIZE 


(11) ) , 




gps-af-one-alm 


BIT 


STRING 


(SIZE 


(11) ) , 




iE-Extensions 


ProtocolExt 


ensionContainer ( 


( Satellite-Almanac 



OF 



-Inf ormation-ExtltemlEs } } 



OPTIONAL, 



} 
— Includes the GPS-Almanac-Inf ormation for the 17 ' through 32" satellites. 

Satellite-Almanac-Information-ExtltemlEs RNSAP-PROTOCOL-EXTENSION ::= { 



GPSInformation ::= SEQUENCE (SIZE ( 1 . .maxNoGPSTypes) ) OF 
SEQUENCE { 

gPSInformationltem ENUMERATED { 

gPS -Navi gat ionModel-and-Time Recovery, 
gPS- Ionospheric-Model, 
gPS-UTC-Model, 
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gPS -Almanac, 
gPS-RealTime-Integrity , 



iE -Extensions 



ProtocolExtensionContainer { { GPSInf ormation-ExtlEs } } 



OPTIONAL, 



} 
— This IE shall be present if the Information Type IE indicates ''GPS Information' 

GPSInformation-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

GPS- Ionospheric-Model ; 
alpha- zero-ionos 
alpha-one -ionos 
alpha-two-ionos 
alpha-three -ionos 
beta- zero-ionos 
beta-one -ionos 
beta-two-ionos 
beta-three -ionos 
IE-Extensions ProtocolExtensionContainer { { GPS-Ionospheric-Model-ExtlEs } } 



SEQUENCE { 




BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 


BIT 


STRING 


(SIZE 



OPTIONAL, 



GPS-Ionospheric-Model-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GPS-NavigationModel-and-TimeRecovery : 
SEQUENCE { 

tx-tow-nav 

sAT-ID 

tlm-message-nav 

tlm-revd-c-nav 

ho-word-nav 

w-n-nav 

ca-or-p-on-12-nav 

user-range-accuracy-index-nav 

sv-health-nav 

iodc-nav 

12-p-dataf lag-nav 

sf 1-reserved-nav 

t-gd-nav 

t-oc-nav 

a-f-2-nav 

a-f-1-nav 

a-f-zero-nav 

c-rs-nav 

delta-n-nav 

m-zero-nav 

c-uc-nav 

gps-e-nav 



SEQUENCE (SIZE (1 . .maxNoSat) ) OF 



INTEGER (0 


.1048575) , 


SAT- 


-ID, 






BIT 


STRING 


(SIZE 


(14) ) 


BIT 


STRING 


(SIZE 


(2)), 


BIT 


STRING 


(SIZE 


(22) ) 


BIT 


STRING 


(SIZE 


(10) ) 


BIT 


STRING 


(SIZE 


(2) ) , 


BIT 


STRING 


(SIZE 


(4) ) , 


BIT 


STRING 


(SIZE 


(6) ) , 


BIT 


STRING 


(SIZE 


(10) ) 


BIT 


STRING 


(SIZE 


(1) ) , 


BIT 


STRING 


(SIZE 


(87) ) 


BIT 


STRING 


(SIZE 


(8) ) , 


BIT 


STRING 


(SIZE 


(16) ) 


BIT 


STRING 


(SIZE 


(8) ) , 


BIT 


STRING 


(SIZE 


(16) ) 


BIT 


STRING 


(SIZE 


(22)) 


BIT 


STRING 


(SIZE 


(16) ) 


BIT 


STRING 


(SIZE 


(16) ) 


BIT 


STRING 


(SIZE 


(32) ) 


BIT 


STRING 


(SIZE 


(16) ) 


BIT 


STRING 


(SIZE 


(32) ) 
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c-us-nav 

a-sqrt-nav 

t-oe-nav 

f it-interval- flag-nav 

aodo-nav 

c-ic-nav 

omega- zero-nav 

c-is-nav 

i-zero-nav 

c-rc-nav 

gps -omega -nav 

omegadot-nav 

idot-nav 

spare-zero- fill 

IE -Extensions 



BIT 


STRING 


(SIZE 


(16) ) , 


BIT 


STRING 


(SIZE 


(32) ) , 


BIT 


STRING 


(SIZE 


(16) ) , 


BIT 


STRING 


(SIZE 


(1) ) , 


BIT 


STRING 


(SIZE 


(5) ) , 


BIT 


STRING 


(SIZE 


(16) ) , 


BIT 


STRING 


(SIZE 


(32) ) , 


BIT 


STRING 


(SIZE 


(16) ) , 


BIT 


STRING 


(SIZE 


(32) ) , 


BIT 


STRING 


(SIZE 


(16) ) , 


BIT 


STRING 


(SIZE 


(32) ) , 


BIT 


STRING 


(SIZE 


(24) ) , 


BIT 


STRING 


(SIZE 


(14) ) , 


BIT 


STRING 


(SIZE 


(20) ) , 



ProtocolExtensionContainer { { GPS-NavigationModel-and-TimeRecoveryltem-ExtlEs } } 



OPTIONAL, 



GPS-NavigationModel-and-TimeRecoveryltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GPS-RealTime-Integrity 
badSatellites 
noBadSatellite 

} 



CHOICE ( 

BadSatellites, 
NULL 



GPS-RX-POS ::= SEQUENCE { 
geographical Coordinate 
altitudeAndDirection 
iE-Extensions 



GeographicalCoordinate, 

GA-AltitudeAndDirection, 

ProtocolExtensionContainer ( ( GPS-RX-POS-ExtlEs } } OPTIONAL, 



GPS-RX-POS-ExtlEs RNSAP-PROTOCOL-EXTENSION 



GPS-Status-Health 
udre-1-0, 
udre-0-75, 
udre-0-5, 
udre-0-3, 
udre-0-1, 
no-data, 
in valid- data 



ENUMERATED { 



GPSTOW : := INTE 

GPS-UTC-Model : 
a-one-utc 
a-zero-utc 

t-ot-utc 



^ (0. . 604799) 
SEQUENCE { 



BIT STRING (SIZE (24) 
BIT STRING (SIZE (32) 
BIT STRING (SIZE (8) ) 
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delta-t-ls-utc 

w-n-t-utc 

w-n-lsf-utc 

dn-utc 

delta-t-lsf-utc 

iE-Ext ens ions 



BIT STRING (SIZE 
BIT STRING (SIZE 
BIT STRING (SIZE 
BIT STRING (SIZE 
BIT STRING (SIZE 
ProtocolExtensionContainer ( ( GPS-UTC-Model-ExtlEs } } 



OPTIONAL, 



} 



GPS-UTC-Model-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 



Guaranteed-Rate-Inf ormation 
guar ant eed-UL-Rate 
guar ant eed-DL-Rate 
iE-Extensions 



SEQUENCE { 

Guaranteed-Rate OPTIONAL, 

Guaranteed-Rate OPTIONAL, 

ProtocolExtensionContainer { { Guaranteed-Rate-Inf ormation-ExtlEs } } OPTIONAL, 



Guaranteed-Rate-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Guaranteed-Rate ::= INTEGER ( 1 . . maxNrOf TFs) 

— "1": TFI 0, "2": TFI 1, "3": TFI 2, ... 

— H 



HARQ-Info-for-E-DCH ::= ENUMERATED { 
rvO, 
rvtable 



HARQ-MemoryPartitioning ::= CHOICE ( 

implicit HARQ-MemoryPartitioning-Implicit , 
explicit HARQ-MemoryPartitioning-Explicit , 

} 

HARQ-MemoryPartitioning-Implicit ::= SEQUENCE { 
number-of -Processes INTEGER (1..8,...), 

iE-Extensions ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Implicit-ExtlEs } } 



OPTIONAL, 



HARQ-MemoryPartitioning-Implicit-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



HARQ-MemoryPartitioning-Explicit 
hARQ-MemoryPartitioningList 
iE-Extensions 



SEQUENCE { 

HARQ-MemoryPartitioningList , 

ProtocolExtensionContainer { { HARQ-MemoryPartitioning-Explicit-ExtlEs } } 



OPTIONAL, 
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HARQ-MemoryPartitioning-Explicit-ExtlEs RNSAP-PROTOCOL-EXTENSION 



HARQ-MemoryPartitioningList 

HARQ-MemoryPartitioningltem 
process-Memory-Size 



iE-Extensions 



SEQUENCE (SIZE ( 1 . . maxNrOf HARQProc) ) OF HARQ-MemoryPartitioningltem 

SEQUENCE { 

ENUMERATED { 

hms800, hmsieOO, hms2400, hms3200, hms4000, 

hms4800, hms5600, hms6400, hms7200, hms8000, 

hmsBBOO, hms9 60 0, hmsl0400, hmsll200, hmsl2000, 

hmsl2800, hmsl3600, hmsl4400, hmsl5200, hmsl6000, 

hmsl7600, hmsl9200, hms20800, hms22400, hms24000, 

hms25600, hms27200, hms28800, hms30400, hms32000, 

hms36000, hms40000, hms44000, hms48000, hms52000, 

hms56000, hms60000, hms64000, hms68000, hms72000, 

hms76000, hms80000, hms88000, hms96000, hmsl04000, 

hmsll2000, hmsl20000, hmsl28000, hmsl36000, hmsl44000, 

hmsl52000, hmsl60000, hmsl76000, hmsl92000, hms208000, 

hms224000, hms240000, hms256000, hms272000, hms288000, 

hms304000, . . . }, 

ProtocolExtensionContainer { { HARQ-MemoryPartitioningltem-ExtlEs } 



OPTIONAL, 



HARQ-MemoryPartitioningltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

HARQ-Preamble-Mode ::= ENUMERATED { 
modeO, 
model 



HARQ-Process-Allocation-2ms-EDCH 



HARQ-Preamble-Mode -Activation- Indicator 
harqPreambleMode Supported 



BIT STRING ( SIZE (maxNrOfEDCHHARQProcesses2msEDCH) 
^ENUMERATED { 



HCS-Prio ::= INTEGER (0..7) 

— = lowest priority, . . .7 = highest priority 



HSDSCH-Configured-Indicator 
configured-HS-DSCH, 
no-configured-HS-DSCH 



ENUMERATED { 



HSDSCH-FDD-Information ::= SEQUENCE { 
hSDSCH-MACdFlows-Information 
uE-Capabilities-Info 
mAChs-Reordering-Buf fer-Size-for-RLC-UM 



HSDSCH-MACdFlows-Information, 
UE-Capabilities-Info, 
MAChsReorderingBuf ferSize-for-RLC-UM, 
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cqiFeedback-CycleK CQ I -Feedback-Cycle, 

cqiRepetitionFactor CQI-RepetitionFactor 
— This IE shall be present if the CQI Feedback Cycle k IE is set to a 

ackNackRepetitionFactor AckNack-RepetitionFactor , 

cqiPowerOf fset CQI-Power-Of f set , 

ackPowerOf f set Ack-Power-Of f set, 

nackPowerOf f set Nack-Power-Of f set, 

hsscch-PowerOffset HSSCCH-PowerOf f set 

IE-Extensions ProtocolExtensionContainer 



OPTIONAL, 
value greater than . 



OPTIONAL, 
( HSDSCH-FDD-Information-ExtlEs } } 



OPTIONAL, 



HSDSCH-FDD-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 
{ ID id-HARQ-Preamble-Mode CRITICALITY ignore EXTENSION 
{ ID id-MIMO-Information CRITICALITY reject EXTENSION 



HARQ-Preamble-Mode 
MIMO-Information 



PRESENCE optional}! 
PRESENCE optional}. 



HSDSCH-FDD-Information-Response ::= SEQUENCE { 
hSDSCH-MACdFlow-Specific-InfoList-Response 
hSSCCH-Specific-InfoList-Response 
hSPDSCH-and-HSSCCH-ScramblingCode 
measurement-Power-Offset 
hARQ-MemoryPartitioning 
IE-Extensions 



HSDSCH-MACdFlow-Specific-InfoList-Response OPTIONAL, 

HSSCCH-FDD-Specific-InfoList-Response OPTIONAL, 
DL-ScramblingCode OPTIONAL, 

Measurement-Power-Offset OPTIONAL, 

HARQ-MemoryPartitioning OPTIONAL, 

ProtocolExtensionContainer ( ( HSDSCH-FDD-Inf ormation-Response-ExtlEs } } OPTIONAL, 



HSDSCH-FDD-Information-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ 



{ ID id-User-Plane-Congestion-Fields-Inclusion 
{ ID id-HARQ-Preamble-Mode-Activation-Indicator 
{ ID Id-MIMO-InformationResponse 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION User-Plane -Conge St ion-Fields -Indus ion 
EXTENSION HARQ-Preamble-Mode-Acti vat ion- Indicator 
EXTENSION MIMO-InformationResponse 



PRESENCE optional}! 
PRESENCE optional}! 
PRESENCE optional}. 



} 



HSDSCH-Information-to-Modify ::= SEQUENCE { 

hSDSCH-MACdFlow-Specific-InfoList-to-Modify 

priorityQueue-Info-to-Modify 

mAChs-Reordering-Buf fer-Size-for-RLC-UM 

cqiFeedback-CycleK 

cqiRepetitionFactor 

ackNackRepetitionFactor 

cqiPowerOf f set 

ackPowerOf f set 

nackPowerOf f set 

hsscch-PowerOf f set 

hSSCCH-CodeChangeGrant 

tODAckNackPowerOf fset 

iE-Ext ens ions 



HSDSCH-MACdFlow-Specific-InfoList-to-Modify OPTIONAL, 

PriorityQueue-InfoList-to-Modify OPTIONAL, 

MAChsReorderingBufferSize-for-RLC-UM OPTIONAL, 

CQI-Feedback-Cycle OPTIONAL, — For FDD only 

CQI-RepetitionFactor OPTIONAL, — For FDD only 

AckNack-RepetitionFactor OPTIONAL, — For FDD only 

CQI-Power-Offset OPTIONAL, — For FDD only 

Ack-Power-Of fset OPTIONAL, — For FDD only 

Nack-Power-Offset OPTIONAL, — For FDD only 

HSSCCH-PowerOffset OPTIONAL, — For FDD only 

HSSCCH-Code-Change-Grant OPTIONAL, 

TDD-AckNack-Power-Of fset OPTIONAL, — For TDD only 

ProtocolExtensionContainer ( ( HSDSCH-Inf ormation-to-Modif y-ExtlEs } } 



OPTIONAL, 



HSDSCH-Inf ormation-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION 
{ ID id-HARQ-Preamble-Mode CRITICALITY ignore 



EXTENSION HARQ-Preamble-Mode 



PRESENCE optional} 
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{ ID id-HS-PDSCH-Code-Change-Grant 

— Applicable to FDD only 
{ ID Id-MIMO-InformationToModify 



} 



CRITICALITY ignore 
CRITICALITY reject 



EXTENSION HS-PDSCH-Code-Change-Grant 
EXTENSION MIMO-InformationToModify 



HSDSCH-Information-to-Modify-Unsynchronised ::= SEQUENCE ( 
hSDSCH-MACdFlow-Specific-InfoList-to-Modify 
priorityQueueInf otoModif yUnsynchronised 
cqiPowerOf f set 
ackPowerOf f set 
nackPowerOf f set 
hsscch-PowerOf f set 
tDDAckNackPowerOf fset 
iE-Ext ens ions 
OPTIONAL, 



HSDSCH-MACdFlow-Specific-InfoList-to-Modify 
PriorityQueue-Inf oList-to-Modif y-Unsynchronised 



PRESENCE optional} 
PRESENCE optional} 



OPTIONAL, 



CQI-Power-Of fset 
Ack-Power-Of f set 
Nack-Power-Of f set 
HSSCCH-PowerOffset 
TDD-AckNack-Power-Of fset 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



— Eor EDD only 

— Eor EDD only 

— Eor EDD only 

— Only for EDD 

— Eor TDD only 



OPTIONAL, 



ProtocolExtensionContainer { { HSDSCH-Inf ormation-to-Modif y-Unsynchronised-ExtlEs } } 



HSDSCH-Information-to-Modify-Unsynchronised-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-HARQ-Preamble-Mode CRITICALITY ignore EXTENSION HARQ-Preamble-Mode PRESENCE optional}! 

{ ID Id-MIMO-InformationToModify CRITICALITY reject EXTENSION MIMO-Inf ormationToModif y PRESENCE optional}. 



HSDSCH-MACdElow-ID 



INTEGER (0 . .maxNrOfMACdElows-1) 



HSDSCH-MACdElow-Specific-InfoList 

HSDSCH-MACdFlow-Specific-InfoItem 
hSDSCH-MACdFlow-ID 
allocationRetentionPriority 
traf f icClass 
bindingID 

transportLayerAddress 
IE-Extensions 



} 



SEQUENCE (SIZE ( 1 . . maxNrOfMACdElows ) ) OE HSDSCH-MACdElow-Specif ic-Inf oltem 

SEQUENCE ( 

HSDSCH-MACdElow-ID, 

AllocationRetentionPriority, 

Traf ficClass, 

BindingID OPTIONAL, 

TransportLayerAddress OPTIONAL, 

ProtocolExtensionContainer ( ( HSDSCH-MACdFlow-Specif ic-Inf oltem-ExtlEs } } 



OPTIONAL, 



HSDSCH-MACdElow-Specific-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-TnlQos CRITICALITY ignore EXTENSION TnlQos PRESENCE optional }| 

(ID id-TrCH-SrcStatisticsDescr CRITICALITY ignore EXTENSION TrCH-SrcStatisticsDescr PRESENCE optional }, 



HSDSCH-MACdElow-Specif ic-Inf oList-Response 



SEQUENCE (SIZE ( .. maxNrOfMACdElows ) ) OE HSDSCH-MACdElow-Specif ic-Inf oltem-Response 



HSDSCH-MACdFlow-Specific-InfoItem-Response ::= SEQUENCE ( 

hSDSCH-MACdFlow-ID HSDSCH-MACdFlow-ID, 

bindingID BindingID OPTIONAL, 

transportLayerAddress TransportLayerAddress OPTIONAL, 

hSDSCH-Initial-Capacity-Allocation HSDSCH-Initial-Capacity-Allocation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { HSDSCH-MACdFlow-Specif ic-Inf oltem-Response-ExtlEs } } 



OPTIONAL, 
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HSDSCH-MACdFlow-Specific-InfoItem-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



HSDSCH-MACdFlow-Specific-InfoList-to-Modify 



SEQUENCE (SIZE ( 1 . . maxNrOfMACdFlows ) ) OF HSDSCH-MACdFlow-Specif ic-Inf oltem-to-Modif y 



HSDSCH-MACdFlow-Specific-InfoItem-to-Modify 



SEQUENCE { 



hSDSCH-MACdFlow-ID 

allocationRetentionPriority 

transportBearerRequest Indicator 

traf f icClass 

bindingID 

transportLayerAddress 

iE-Ext ens ions 



HSDSCH-MACdFlow-ID, 

AllocationRetentionPriority OPTIONAL, 

TransportBearerRequest Indicator , 

TrafficClass OPTIONAL, 

BindingID OPTIONAL, 

TransportLayerAddress OPTIONAL, 

ProtocolExtensionContainer ( ( HSDSCH-MACdFlow-Specif ic-Inf oltem-to-Modify-ExtlEs } } 



OPTIONAL, 



HSDSCH-MACdFlow-Specific-InfoItem-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

(ID id-TnlQos CRITICALITY ignore EXTENSION TnlQos PRESENCE optional }, 



HSDSCH-MACdFlows-Information ::= SEQUENCE { 
hSDSCH-MACdFlow-Specif ic-Inf o 
priorityQueue-Info 
IE-Extensions 



HSDSCH-MACdFlow-Specif ic-Inf oList, 

PriorityQueue-InfoList, 

ProtocolExtensionContainer ( ( HSDSCH-MACdFlows-Inf ormation-ExtlEs } } 



OPTIONAL, 



} 



HSDSCH-MACdFlows-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION 



HSDSCH-MACdFlows-to-Delete ::= SEQUENCE (SIZE ( 1 . .maxNrOfMACdFlows) ) OF HSDSCH-MACdFlows-to-Delete-Item 



HSDSCH-MACdFlows-to-Delete-Item 
hsDSCH-MACdFlow-ID 
IE-Extensions 



SEQUENCE ( 

HSDSCH-MACdFlow-ID, 

ProtocolExtensionContainer ( ( HSDSCH-MACdFlows-to-Delete-Item-ExtlEs } } 



OPTIONAL, 



HSDSCH-MACdFlows-to-Delete-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION 



HSDSCH-Initial-Capacity-Allocation: := SEQUENCE (SIZE ( 1 . .maxNrOf PrioQueues) ) OF HSDSCH-Initial-Capacity-Allocationltem 

HSDSCH-Initial-Capacity-Allocationltem ::= SEQUENCE { 

schedulingPriority Indicator SchedulingPr lor ity Indicator , 
maximum-MACdPDU-Size MACdPDU-Size, 

hSDSCH-InitialWindowSize HSDSCH-InitialWindowSize, 
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IE-Extensions ProtocolExtensionContainer ( ( HSDSCH-Initial-Capacity-Allocationltem-ExtlEs } } OPTIONAL, 

} 

HSDSCH-Initial-Capacity-Allocationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

HSDSCH-InitialWindowSize ::= INTEGER (1..255) 

— Number of MAC-d PDUs . 

HSDSCH-RNTI ::= INTEGER (0.. 65535) 

HS-DSCH-serving-cell-change-information ::= SEQUENCE { 
hS-PDSCH-RLID RL-ID, 

hSDSCH-FDD-Information HSDSCH-FDD-Inf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { HS-DSCH-serving-cell-change-information-ExtlEs } } OPTIONAL, 

} 

HS-DSCH-serving-cell-change-information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information CRITICALITY reject EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less- 

Inf ormation PRESENCE optional}. 



HS-DSCH-serving-cell-change-inf ormationResponse ::= SEQUENCE { 

hS-DSCH-serving-ce 11 -choice HS-DSCH-serving-ce 11 -change -choice, 

IE-Extensions ProtocolExtensionContainer { { HS-DSCH-serving-cell-change-inf ormationResponse-ExtlEs } } OPTIONAL, 

} 

HS-DSCH-serving-cell-change-informationResponse-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

HS-DSCH-serving-cell-change-choice : := CHOICE ( 

hS-serving-cell-change-successf ul HS-serving-cell-change-successf ul, 
hS-serving-cell-change-unsuccessf ul HS-serving-cell-change-unsuccessf ul, 

} 

HS-serving-cell-change-successf ul ::= SEQUENCE { 

hSDSCH-FDD-Informat ion-Response HSDSCH-FDD-Inf ormat ion-Response, 

hSDSCH-RNTI HSDSCH-RNTI, 

IE-Extensions ProtocolExtensionContainer ( ( HS-serving-cell-change-successf ul-ExtlEs } } OPTIONAL, 

} 

HS-serving-cell-change-successful-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response CRITICALITY ignore EXTENSION Continuous-Packet-Connectivity-HS-SCCH- 

Less-Inf ormation-Response PRESENCE optional}. 
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HS-serving-cell-change-unsuccessf ul ::= SEQUENCE { 
cause Cause, 

iE-Extensions ProtocolExtensionContainer { { HS-serving-cell-change-unsuccessf ul-ExtlEs } } OPTIONAL, 

} 

HS-serving-cell-change-unsuccessful-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

HSPDSCH-First-Code-Index ::= INTEGER ( 1 . .maxHS-PDSCHCodeNrComp-1 ) 

— index of first HS-PDSCH code 

HSPDSCH-Second-Code-Index ::= INTEGER ( 1 . .maxHS-PDSCHCodeNrComp-1 ) 

— index of second HS-PDSCH code 

HSPDSCH-Second-Code-Support ::= BOOLEAN 

— true : applied, false : not applied 



HSDSCH-TDD-Information ::= SEQUENCE { 
hSDSCH-MACdFlows-Information 
uE-Capabilities-Inf o 

mAChs-Reordering-Buf fer-Size-for-RLC-UM 
tDD-AckNack-Power-Of fset 
iE-Extensions 



HSDSCH-MACdFlows-Information, 

UE-Capabilities-Inf o, 

MAChsReorderingBuf ferSize-for-RLC-UM, 

TDD-AckNack-Power-Of fset, 

ProtocolExtensionContainer ( ( HSDSCH-TDD-Inf ormation-ExtlEs } } 



OPTIONAL, 



HSDSCH-TDD-Inf ormation-ExtlEs RNSAP-PROTOCOL-EXTENSION 



HSDSCH-TDD-Inf ormation-Response ::= SEQUENCE ( 
hSDSCH-MACdFlow-Specific-InfoList-Response 
hSSCCH-TDD-Specific-InfoList-Response 

— Not Applicable to 1.28Mcps TDD 

hSSCCH-TDD-Specific-InfoList-Response-LCR 

— Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD 

hSPDSCH-TDD-Specific-InfoList-Response 

hSPDSCH-TDD-Specific-InfoList-Response-LCR 

hARQ-MemoryPartitioning 

iE-Extensions 



HSDSCH-MACdFlow-Specific-InfoList-Response OPTIONAL, 

HSSCCH-TDD-Specific-InfoList-Response OPTIONAL, 

HSSCCH-TDD-Specific-InfoList-Response-LCR OPTIONAL, 

HSPDSCH-TDD-Specific-InfoList-Response OPTIONAL, 

HSPDSCH-TDD-Specific-InfoList-Response-LCR OPTIONAL, 

HARQ-MemoryPartitioning OPTIONAL, 
ProtocolExtensionContainer ( ( HSDSCH-TDD-Inf ormation-Response-ExtlEs } } 



OPTIONAL, 



HSDSCH-TDD-Information-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-User-Plane-Congestion-Fields-Inclusion CRITICALITY ignore EXTENSION User-Plane-Congestion-Fields-Inclusion PRESENCE optional}! 

{ ID id-hSSCCH-TDD-Specific-InfoList-Response768 CRITICALITY ignore EXTENSION HSSCCH-TDD-Specif ic-Inf oList-ResponseV 68 PRESENCE optional}! 

{ ID id-hSPDSCH-TDD-Specific-InfoList-Response768 CRITICALITY ignore EXTENSION HSPDSCH-TDD-Specif ic-Inf oList-ResponseV 68 PRESENCE optional}. 
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HSPDSCH-TDD-Specific-InfoList-Response ::= SEQUENCE (SIZE ( . .maxNrOfDLTs) ) OF HSPDSCH-TDD-Specif ic-Inf oltem-Response 



HSPDSCH-TDD-Specific-InfoI tern-Response 
timeslot 

midamble Shi ftAndBurst Type 
iE-Extensions 
OPTIONAL, 



SEQUENCE ( 

TimeSlot, 

Midamble Shi ftAndBurst Type, 

ProtocolExtensionContainer ( { HSPDSCH-TDD-Specif ic-Inf oltem-Response-ExtlEs } } 



HSPDSCH-TDD-Specific-InfoItem-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



HSPDSCH-TDD-Specific-InfoList-Response-LCR ::= SEQUENCE (SIZE (1.. maxNrOfDLTsLCR) ) OF HSPDSCH-TDD-Specif ic-Inf oltem-Response-LCR 



HSPDSCH-TDD-Specif ic-Inf oltem-Response-LCR 
timeslotLCR 
midambleShiftLCR 
iE-Extensions 
OPTIONAL, 



SEQUENCE { 
TimeSlotLCR, 
MidambleShiftLCR, 
ProtocolExtensionContainer ( ( HSPDSCH-TDD-Specif ic-Inf oltem-Response-LCR-ExtlEs } } 



HSPDSCH-TDD-Specific-InfoItem-Response-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



HSPDSCH-TDD-Specific-InfoList-Response768 ::= SEQUENCE (SIZE ( . .maxNrOf DLTs) ) OF HSPDSCH-TDD-Specif ic-Inf oltem-ResponseV 68 



HSPDSCH-TDD-Speci f ic-Inf oltem-ResponseV 6 S 
timeslot 

midambleShiftAndBurstType7 68 
iE-Extensions 
OPTIONAL, 



SEQUENCE { 

TimeSlot, 

MidambleShiftAndBurstType7 68, 

ProtocolExtensionContainer ( ( HSPDSCH-TDD-Specif ic-Inf oItem-Response-7 68-ExtIEs } 



HSPDSCH-TDD-Specific-InfoItem-Response-768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



HSSCCH-FDD-Specific-InfoList-Response ::= SEQUENCE (SIZE ( . .maxNrOf HSSCCHCodes) ) OF HSSCCH-FDD-Specif ic-Inf oltem-Response 
HSSCCH-FDD-Specific-Infoltem-Response ::= SEQUENCE ( 



code -Number 

iE-Extensions 

OPTIONAL, 



INTEGER (0 . .127) , 

ProtocolExtensionContainer { { HSSCCH-FDD-Specif ic-Inf oltem-Response-ExtlEs } } 



HSSCCH-FDD-Specific-InfoItem-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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HSSCCH-PowerOffset ::= INTEGER (0..255) 

— PowerOffset = -32 + offset * 0.25 

— Unit dB, Range -32dB .. +31.75dB, Step +0.25dB 

HSSCCH-TDD-Specific-InfoList-Response ::= SEQUENCE (SIZE ( . .maxNrOf HSSCCHCodes) ) OF HSSCCH-TDD-Specif ic-Inf oltem-Response 

HSSCCH-TDD-Specific-Infoltem-Response ::= SEQUENCE { 

timeslot TimeSlot, 

midambleShiftAndBurstType Midamble Shi ftAndBurst Type, 

tDD-ChannelisationCode TDD-ChannelisationCode, 

hSSICH-Info HSSICH-Info, 

iE-Extensions ProtocolExtensionContainer { { HSSCCH-TDD-Specif ic-Inf oltem-Response-ExtlEs } } 

OPTIONAL, 

} 

HSSCCH-TDD-Specific-InfoItem-Response-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

HSSCCH-TDD-Specific-InfoList-Response-LCR ::= SEQUENCE (SIZE ( . .maxNrOf HSSCCHCodes) ) OF HSSCCH-TDD-Specif ic-Inf oltem-Response-LCR 



HSSCCH-TDD-Specif ic-Inf oltem-Response-LCR 
timeslotLCR 
midambleShiftLCR 
f irst-TDD-ChannelisationCode 
second-TDD-ChannelisationCode 
hSSICH-InfoLCR 
iE-Extensions 
OPTIONAL, 



:= SEQUENCE { 

TimeSlotLCR, 
MidambleShiftLCR, 
TDD-ChannelisationCode, 
TDD-ChannelisationCode, 
HSSICH-InfoLCR, 
ProtocolExtensionContainer ( ( HSSCCH-TDD-Specif ic-Inf oltem-Response-LCR-ExtlEs } } 



HSSCCH-TDD-Specif ic-InfoItem-Response-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 



HSSCCH-TDD-Specific-InfoList-Response7 68 

HSSCCH-TDD-Speci f ic-Inf oltem-ResponseV 68 
timeslot 

midambleShiftAndBurstType7 68 
tDD-ChannelisationCode7 68 
hSSICH-Info768 
iE-Extensions 
OPTIONAL, 



SEQUENCE (SIZE ( .. maxNrOf HSSCCHCodes ) ) OF HSSCCH-TDD-Specif ic-Inf oItem-Response7 68 

SEQUENCE { 

TimeSlot, 

MidambleShiftAndBurstType7 68, 

TDD-ChannelisationCode7 68 , 

HSSICH-Info768, 

ProtocolExtensionContainer ( ( HSSCCH-TDD-Specif ic-Inf oItem-Response7 68-ExtIEs } } 



HSSCCH-TDD-Speci f ic-Inf oItem-Response7 6 8 -Ext lEs RNSAP-PROTOCOL-EXTENSION 
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} 



HSSICH-Info ::= SEQUENCE { 
hsSICH-ID 
timeslot 

midamble Shi ftAndBurst Type 
tDD-ChannelisationCode 
iE-Extensions 



HS-SICH-ID, 

TimeSlot, 

Midamble Shi ftAndBurst Type, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer ( { HSSICH-Inf o-ExtlEs } } 



OPTIONAL, 



HSSICH-Info-ExtlEs RNSAP-PROTOCOL-EXTENSION 



} 



HSSICH-InfoLCR ::= SEQUENCE { 
hsSICH-ID 
timeslotLCR 
midambleShiftLCR 
tDD-ChannelisationCode 
iE-Extensions 



HS-SICH-ID, 
TimeSlotLCR, 
MidambleShiftLCR, 
TDD-ChannelisationCode, 

ProtocolExtensionContainer ( ( HSSICH-Inf o-LCR-ExtlEs } } 



OPTIONAL, 



HSSICH-Info-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



HSSICH-Info768 ::= SEQUENCE { 
hsSICH-ID 
timeslot 

midambleShiftAndBurstType7 68 
tDD-ChannelisationCode7 68 
iE-Extensions 



HS-SICH-ID, 

TimeSlot, 

MidambleShiftAndBurstType7 68, 

TDD-ChannelisationCode7 68 , 

ProtocolExtensionContainer ( ( HSSICH-Info-768-ExtIEs } } 



OPTIONAL, 



} 

HSSICH-Info-768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

HS-SICH-Reception-Quality-Value ::= SEQUENCE { 
failed-HS-SICH HS-SICH-failed, 

missed-HS-SICH HS-SICH-missed, 

total-HS-SICH HS-SICH-total, 

iE-Extensions ProtocolExtensionContainer { { HS-SICH-Reception-Quality-Value-ExtlEs } } OPTIONAL, 



HS-SICH-Reception-Quality-Value-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

HS-SICH-failed ::= INTEGER (0..20) 
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HS-SICH-missed ::= INTEGER (0..20) 

HS-SICH-total ::= INTEGER (0..20) 

HS-S I CH-Recept ion-Quality-Measurement -Value 
— According to mapping in [23] 

HS-SICH-ID ::= INTEGER (0..31) 



INTEGER (0 . .20) 



HSSCCH-CodeChange Indicator 
hsSCCHCodeChangeNeeded 



ENUMERATED { 



HSSCCH-Code-Change-Grant 
change Granted 



ENUMERATED { 



HS-PDSCH-Code-Change-Indicator 
hsPDSCHCodeChangeNeeded 



ENUMERATED { 



HS-PDSCH-Code-Change-Grant 
change Granted 



ENUMERATED { 



HSDSCH-FDD-Update-Information 
hsSCCHCodeChange Indicator 
cqiFeedback-CycleK 
cqiRepetitionFactor 
ackNackRepetitionFactor 
cqiPowerOf f set 
ackPowerOf f set 
nackPowerOf f set 
IE-Extensions 



SEQUENCE { 



HSSCCH-CodeChange Indicator 
CQI -Feedback-Cycle 
CQI-RepetitionFactor 
AckNack-RepetitionFactor 
CQI-Power-Offset 
Ack-Power-Of f set 
Nack-Power-Of f set 
ProtocolExtensionContainer 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
( HSDSCH-FDD-Update-Information-ExtlEs } } 



OPTIONAL, 



HSDSCH-FDD-Update-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION : 
{ID id-HS-PDSCH-Code-Change-Indicator CRITICALITY ignore 



EXTENSION HS-PDSCH-Code-Change-Indicator 



PRESENCE optional }, 



HSDSCH-TDD-Update-Information 
hsSCCHCodeChange Indicator 
tDDAckNackPowerOf fset 
IE-Extensions 



SEQUENCE { 



HSSCCH-CodeChange Indicator OPTIONAL, 

TDD-AckNack-Power-Offset OPTIONAL, 

ProtocolExtensionContainer ( ( HSDSCH-TDD-Update-Inf ormation-ExtlEs } } 



OPTIONAL, 



HSDSCH-TDD-Update-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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— I 

IMEI 
IMEISV 
IMS I 



OCTET STRING (SIZE (8) 
OCTET STRING (SIZE (8) 
OCTET STRING (SIZE (3. 



Inactivity-Threshold-for-UE-DTX-Cycle2 

— Unit E-DCH TTI 

Inactivity-Threshold-for-UE-DRX-Cycle : 

— Unit subframe 



ENUMERATED (vl, v2 , v4, v8, vl6, v32, v64, vl28, v256} 



ENUMERATED (vO, vl, v2 , v4, v8, vl6, v32, v64, vl28, v256, v512} 



I nactivity-Threshold-for-UE -Grant -Monitoring 
— Unit E-DCH TTI 



ENUMERATED (vl, v2 , v4, v8, vl6, v32, v64, vl28, v256} 



InformationAvailable: := SEQUENCE { 

requestedDataValue RequestedDataValue, 

iE-Extensions ProtocolExtensionContainer { { InformationAvailable-ExtlEs } } 



OPTIONAI, 



InformationAvailable-ExtlEs RNSAP-PROTOCOI-EXTENSION 



Inf ormationExchangelD : : 
Inf ormationNotAvailable 



INTEGER (0 . .1048575) 
:= NULL 

: := CHOICE { 



Inf ormationReportCharacteristics 
onDemand NULL, 

periodic Periodiclnformation, 

onModif ication OnModif icationinf ormation. 



Inf ormationReportPeriodicity ::= CHOICE ( 
min INTEGER (1 . . 60, . . . ) , 

— Unit min. Step Imin 

hour INTEGER (1..24,...), 

— Unit hour. Step Ihour 



Inf ormationThreshold 
dGPSThreshold 



= CHOICE { 
DGPSThreshold, 
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InformationType ::= SEQUENCE { 

informationTypeltem ENUMERATED { 

gA-AccessPointPositionwithAltitude, 

gA-AccessPoint Posit ion, 

iPDLParameters, 

gPS Information, 

dGPSCorrections, 

gPS-RX-POS, 

sFNSFN-GA-AccessPoint Posit ion, 

cell -Capacity-Class, 
nACC-Related-Data, 
mBMSBearerServiceFullAddress, 
interFrequencyCellInf ormation 



gPS Information 
iE-Extensions 



GPSInformation OPTIONAL, 

ProtocolExtensionContainer { { Inf ormationType-ExtlEs } } 



OPTIONAL, 



— The GPS Information IE shall be present if the Information Exchange lype IE indicates ^GPS Information' 

— For information exchange on the lur-g interface, only the Cell Capacity Class is used. 

InformationType-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 



Initial-DL-DPCH-TimingAdjustment-Allowed ::= ENUMERATED { 
Initial-DL-DPCH-TimingAdj us tment -Allowed 



InnerLoopDLPCStatus 



ENUMERATED (active, inactive} 



IPDLParameters ::= CHOICE { 
iPDL-FDD-Parameters 
iPDL-TDD-Parameters 



IPDL-FDD-Parameters, 

IPDL-TDD-Parameters, — 3.84Mcps TDD and 7 . 68Mcps TDD only 



extension-IPDLParameters Extension-IPDLParameters 



Extension-IPDLParameters 



ProtocolIE-Single-Container { { Extension-IPDLParametersIE } } 



Extension-IPDLParametersIE RNSAP-PROTOCOL-IES ::= { 

{ ID id-IPDL-TDD-ParametersLCR CRITICALITY reject TYPE IPDL-TDD-ParametersLCR PRESENCE mandatory }, 



Inter-Frequency-Cell-List ;;= SEQUENCE (SIZE (0 . .maxCellsMeas) ) OF Inter-Frequency-Cell 

Inter-Frequency-Cell ::= SEQUENCE { 

dL-UARFCN UARFCN, 

uL-UARFCN UARFCN OPTIONAL, 

primaryScramblingCode PrimaryScramblingCode, 

iE-Extensions ProtocolExtensionContainer { { Inter-Frequency-Cell-ExtlEs } } OPTIONAL, 
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Inter-Frequency-Cell-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 
} 

Inter-Frequency-Cell-Information : := SEQUENCE { 

inter-Frequency-Cell-Inf ormation-SIBll Inter-Frequency-Cell-Inf ormation-SIBll , 
inter-Frequency-Cell-Inf ormation-SIB12 Inter-Frequency-Cell-Inf ormation-SIBl 2 , 
IE-Extensions ProtocolExtensionContainer { { Inter-Frequency-Cell-Inf ormation-ExtlEs } } OPTIONAL, 

} 

Inter-Frequency-Cell-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Inter-Frequency-Cell-Information-SIBll ::= SEQUENCE (SIZE (0..2)) OF Inter-Frequency-Cells-Inf ormation-SIBll-Per-Indication 

Inter-Frequency-Cell-Information-SIB12 ::= SEQUENCE (SIZE (0..2)) OF Inter-Frequency-Cells-Inf ormation-SIB12-Per-Indication 

Inter-Frequency-Cells-Information-SIBll-Per-Indication ::= SEQUENCE ( 

inter-Frequency-Cell-Indication-SIBll Inter-Frequency-Cell-Indication, 

inter-Frequency-Cell-List-SIBll Inter-Frequency-Cell-SIBll-or-SIB12-List, 

IE-Extensions ProtocolExtensionContainer ( ( Inter-Frequency-Cells-Information-SIBll-Per-Indication-ExtlEs } } OPTIONAL, 

} 

Inter-Frequency-Cells-Information-SIBll-Per-Indication-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Inter-Frequency-Cells-Inf ormation-SIB12-Per-Indication ::= SEQUENCE ( 

inter-Frequency-Cell-Indication-SIB12 Inter-Frequency-Cell-Indication, 

inter-Frequency-Cell-List-SIB12 Inter-Frequency-Cell-SIBll-or-SIB12-List, 

IE-Extensions ProtocolExtensionContainer ( ( Inter-Frequency-Cells-Information-SIB12-Per-Indication-ExtIEs } } OPTIONAL, 

} 

Inter-Frequency-Cells-Information-SIB12-Per-Indication-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Inter-Frequency-Cell-Indication ::= INTEGER (0..1) 

Inter-Frequency-Cell-SIBll-or-SIB12-List ::= SEQUENCE (SIZE ( . .maxCellSIB110rSIB12 ) ) OF Inter-Frequency-Cell-SIBll-or-SIB12 

Inter-Frequency-Cell-SIBll-or-SIB12 ::= SEQUENCE { 

interFrequencyCelllD InterFrequencyCelllD, 

dL-UARFCN UARFCN, 

uL-UARFCN UARFCN OPTIONAL, 

primaryScramblingCode PrimaryScramblingCode, 

IE-Extensions ProtocolExtensionContainer { { Inter-Frequency-Cell-ExtlEs } } OPTIONAL, 
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InterFrequencyCelllD ::= INTEGER (0..31) 



IPDL-FDD-Parameters ::= SEQUENCE ( 

iPSpacingFDD IPSpacingFDD, 

iPLength IPLength, 

iPOffset IPOffset, 

seed Seed, 

burstModeParameters BurstModeParameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { IPDL-FDD-Parameters-ExtlEs } } 



OPTIONAL, 



IPDL-FDD-Parameters-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



IPDL-TDD-Parameters ::= SEQUENCE ( 

iPSpacingTDD IPSpacingTDD, 

iPStart IPStart, 

iPSlot IPSlot, 

iP-P-CCPCH IP-P-CCPCH, 

burstModeParameters BurstModeParameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { IPDL-TDD-Parameters-ExtlEs } } OPTIONAL, 



— The BurstModeParameters IE shall be included if the Idle Periods are arranged in Burst Mode. 
IPDL-TDD-Parameters-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



IPDL-TDD-ParametersLCR ::= SEQUENCE ( 

iPSpacingTDD IPSpacingTDD, 

iPStart IPStart, 

iPSub IPSub, 

burstModeParameters BurstModeParameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { IPDL-TDD-ParametersLCR-ExtlEs } } OPTIONAL, 



— The BurstModeParameters IE shall be included if the Idle Periods are arranged in Burst Mode. 
IPDL-TDD-ParametersLCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



IPLength ::= ENUMERATED { 
ipl5, 
ipllO, 
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IPMulticastAddress ::= OCTET STRING (SIZE (4.. 16) 

IPOffset ::= INTEGER (0..9) 

IP-P-CCPCH ::= ENUMERATED { 
s wit chOff-1 -Frame, 
switchOff -2 -Frames 



IPSlot 



INTEGER (0 . .14) 



IPSpacingFDD 
ipsF5, 
ipsF7, 
ipsFlO, 
ipsFlS, 
ipsF20, 
ipsF30, 
ipsF40, 
ipsFSO, 



ENUMERATED { 



IPSpacingTDD 
ipsT30, 
ipsT40, 
ipsTSO, 
ipsTVO, 
ipsTlOO, 



ENUMERATED { 



IPStart ::= INTEGER (0..4095) 

IPSub ::= ENUMERATED { 
first, 
second, 
both 



} 



LAC : 

LimitedPower Increase 
used, 
not-used 



OCTET STRING (SIZE (2)) — (EXCEPT ( ' ' H I' FFFE ' H) ) 
= ENUMERATED { 
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L3-Information ::= BIT STRING 

Load-Value-IncrDecrThres ::= INTEGER ( .. 100 ) 
Load-Value ::= INTEGER (0 .. 100) 

LoadValue ::= SEQUENCE ( 

uplinkLoadValue INTEGER (0 .. 100) , 

downlinkLoadValue INTEGER (0 . .100) 
} 

— M 

MaxNrOfUL-DPCHs ::= INTEGER (1..6) 

MAC-c-sh-SDU-Length ;:= INTEGER (1..5000) 

MAC-c-sh-SDU-LengthList ::= SEQUENCE (SIZE ( 1 .. maxNrOfMACcshSDU-Length) ) OF MAC-c-sh-SDU-Length 

MAC-DTX-Cycle-2ms ::= ENUMERATED (vl, v4, v5, v8, vlO, vl6, v20} 

MAC-DTX-Cycle-lOms ::= ENUMERATED (v5, vlO, v20} 
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MACdPDU-Size ::= INTEGER ( 1 . . 5000 , . . . ) 

MACdPDU-Size-IndexList ::= SEQUENCE (SIZE ( 1 . .maxNrOf PDUIndexes) ) OF MACdPDU-Size-IndexItem 

MACdPDU-Size-IndexItem ::= SEQUENCE ( 

sID SID, 

mACdPDU-Size MACdPDU-Size, 

IE-Extensions ProtocolExtensionContainer { ( MACdPDU-Size-IndexItem-ExtlEs } } 



OPTIONAL, 



MACdPDU-Size-IndexItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



MACdPDU-Size-IndexList-to-Modify ::= SEQUENCE (SIZE ( 1 .. maxNrOf PDUIndexes) ) OF MACdPDU-Size-IndexItem-to-Modif y 

MACdPDU-Size-IndexItem-to-Modify ::= SEQUENCE { 
sID SID, 

mACdPDU-Size MACdPDU-Size, 

iE-Extensions ProtocolExtensionContainer ( ( MACdPDU-Size-IndexItem-to-Modif y-ExtlEs } } 



OPTIONAL, 



MACdPDU-Size-IndexItem-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

MACes-Guaranteed-Bitrate ::= INTEGER ( .. 1 6777215, ... ) 
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MACeReset-Indicator ::= ENUMERATED {mACeReset} 
MAChsGuaranteedBitRate ::= INTEGER ( .. 1 6777215, ... ) 

MAChsReorderingBufferSize-for-RLC-UM ::= INTEGER (0..300,...) 

— Unit kBytes 

MAC-hsWindowSize ::= ENUMERATED {v4, v6, v8, vl2, vl6, v24, v32,...} 

MaximumAllowedULTxPower ::= INTEGER (-50.. 33) 

Max-Bits-MACe-PDU-non-scheduled : := INTEGER (1. .maxNrOf Bits-MACe-PDU-non-scheduled) 

MaxNrDLPhysicalchannels ::= INTEGER (1..224) 

— 1.28Mcps TDD 97 - 224 are unused 

MaxNrDLPhysicalchannels768 ::= INTEGER (1..448) 

MaxNrDLPhysicalchannelsTS ::= INTEGER (1..16) 

MaxNrDLPhysicalchannelsTS768 ::= INTEGER (1..32) 

MaxNr-Retransmissions-EDCH ::= INTEGER (0..15) 

MaxNrTimeslots ::= INTEGER (1..14) 

— 1.28Mcps values 7-14 are unused 

MaxNrULPhysicalchannels ::= INTEGER (1..2) 

Max-Set-E-DPDCHs ::= ENUMERATED ( 

VN256, VN128, vN64, vN32, vN16, vN8, vN4, v2xN4, v2xN2, v2xN2plus2xN4 , 

} 

— Values releated to [9] 

MBMS-Bearer-Service-Full-Address ::= SEQUENCE ( 

accessPointName AccessPointName, 

iPMulticastAddress IPMulticastAddress, 

IE-Extensions ProtocolExtensionContainer ( { MBMS-Bearer-Service-Full-Address-ExtlEs } } OPTIONAL, 

} 

MBMS-Bearer-Service-Full-Address-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

MBMS-Bearer-Service-List ;;= SEQUENCE (SIZE (1 . .maxNrOfMBMSServices) ) OF TMGI 

MBMS-Bearer-ServiceltemFDD : :=SEQUENCE{ 
tmgi TMGI, 
transmissionMode TransmissionMode, 
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IE-Extensions ProtocolExtensionContainer ( { MBMS-Bearer-ServiceltemFDD-ExtlEs } } OPTIONAL, 

} 

MBMS-Bearer-ServiceltemFDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

MBMS-Bearer-ServiceltemFDD-PFL : :=SEQUENCE{ 
tmgi TMGI, 

transmissionMode TransmissionMode OPTIONAL, 
preferredFrequencyLayer UARFCN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( MBMS-Bearer-ServiceltemFDD-PFL-ExtlEs } } OPTIONAL, 

} 

MBMS-Bearer-ServiceltemFDD-PFL-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

MBMS-Bearer-ServiceltemTDD : :=SEQUENCE{ 
tmgi TMGI, 

transmissionMode TransmissionMode, 
iE-Extensions ProtocolExtensionContainer ( { MBMS-Bearer-ServiceltemTDD-ExtlEs } } OPTIONAL, 

} 

MBMS-Bearer-ServiceltemTDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

MBMS-Bearer-ServiceltemTDD-PFL : :=SEQUENCE{ 
tmgi TMGI, 

transmissionMode TransmissionMode OPTIONAL, 
preferredFrequencyLayer UARFCN OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( MBMS-Bearer-ServiceltemTDD-PFL-ExtlEs } } OPTIONAL, 

} 

MBMS-Bearer-ServiceltemTDD-PFL-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

MBMSChannelTypelnfo ::= SEQUENCE { 
tMGI TMGI, 

pTM-Cell-List PTMCellList OPTIONAL, 
pTP-Cell-List PTPCellList OPTIONAL, 
not-Provided-Cell-List NotProvidedCellList OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( MBMSChannelTypeInf o-ExtlEs } } OPTIONAL, 

} 

MBMSChannelTypelnfo-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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} 

MBMSChannelTypeCellList ::= SEQUENCE { 

C-ID C-ID, 

affectedUEInformationForMBMS Af fectedUEInformationForMBMS OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( MBMSChannelTypeCellList-ExtlEs } } OPTIONAL, 

} 

MBMSChannelTypeCellList-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

MBMSPreferredFreqLayerlnfo ::= SEQUENCE { 
tMGI TMGI, 

pre ferredFrequencyLayer Info Pre ferredFrequencyLayer Info, 
iE-Extensions ProtocolExtensionContainer ( { MBMSPref erredFreqLayerInf o-ExtlEs } } OPTIONAL, 

} 

MBMSPreferredFreqLayerlnfo-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 



MeasurementFilterCoefficient ::= ENUMERATED { kO , kl, k2, k3, k4, k5, k6, k7, k8, k9, kll, kl3, kl5, kl7, kl9,...} 

— Measurement Filter Coefficient to be used for measurement 

MeasurementID ::= INTEGER (0.. 1048575) 

Measurement-Power-Offset ::= INTEGER(-12 .. 26) 

— Actual value = IE value * 0.5 

MinimumSpreadingFactor ::= INTEGER (1..16) 
MinimumSpreadingFactor7 68 ::= INTEGER (1..32) 

MultipleURAsIndicator ::= ENUMERATED { 

multiple-URAs-exist , 

single-URA-exists 
} 

MaxAdjustmentStep ::= INTEGER (1 .. 10) 

— Unit Slot 

MeasurementChangeTime ::= INTEGER ( 1 . . 6000 , . . . ) 

— The MeasurementChangeTime gives the MeasurementChangeTime 

— in number of 10 ms periods. 

— E.g. Value 6000 means 60000ms ( Imin) 

— Unit is ms. Step is 10 ms 

MeasurementHysteresisTime ;;= INTEGER ( 1 . . 6000 , . . . ) 

— The MeasurementHysteresisTime gives the 

— MeasurementHysteresisTime in number of 10 ms periods. 
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— E.g. Value 6000 means 60000ms ( Imin) 

— Unit is ms, Step is 10ms 

MeasurementlncreaseDecreaseThreshold ::= CHOICE { 

sir SIR-Value-IncrDecrThres, 

sir-error SIR-Error-Value-IncrDecrThres, 

transmitted-code -power Transmitted-Code-Power-Value-IncrDecrThres, 

rscp RSCP-Value-IncrDecrThres, 

round- trip -time Round-Trip-Time-IncrDecrThres, 



ext ens ion-Measurement I ncreaseDecreaseThreshold 



Ext ens ion-Measurement I ncreaseDecreaseThreshold 



Ext ens ion-Measurement I ncreaseDecreaseThreshold 



ProtocolIE-Single-Container { { Extension-MeasurementlncreaseDecreaseThresholdlE } } 



Extension-MeasurementlncreaseDecreaseThresholdlE RNSAP-PROTOCOL-IES : := ( 

{ ID Id-Load-Value-IncrDecrThres CRITICALITY reject TYPE Load-Value-IncrDecrThres PRESENCE mandatory } | 

{ ID Id-Transmitted-Carrier-Power-Value-IncrDecrThres CRITICALITY reject TYPE Transmitted-Carrier-Power-Value-IncrDecrThres PRESENCE 

mandatory } | 

{ ID id-Received-Total-Wideband-Power-Value-IncrDecrThres CRITICALITY reject TYPE Received-Total-Wideband-Power-Value-IncrDecrThres 

PRESENCE mandatory } | 

{ ID id-UL-Timeslot-ISCP-Value-IncrDecrThres CRITICALITY reject TYPE UL-Timeslot-ISCP-Value-IncrDecrThres PRESENCE mandatory } 

{ ID Id-RT-Load-Value-IncrDecrThres CRITICALITY reject TYPE RT-Load-Value-IncrDecrThres PRESENCE mandatory } | 

{ ID Id-NRT-Load-Information-Value-IncrDecrThres CRITICALITY reject TYPE NRT-Load-Information-Value-IncrDecrThres PRESENCE mandatory }| 

{ ID id-UpPTSInterferenceValue CRITICALITY reject TYPE UpPTSInterf erenceValue PRESENCE mandatory } 

} 

MeasurementRecoveryBehavior ::= NULL 
MeasurementRecoveryReportinglndicator ::= NULL 
MeasurementRecoverySupportlndicator ::= NULL 



Measurement Threshold 
sir 

sir-error 

transmitted-code -power 
rscp 

rx-timing-deviation 
round- trip -time 



CHOICE { 

SIR-Value, 

SIR-Error-Value, 

Transmitted-Code -Power-Value, 

RSCP-Value, 

Rx-Timing-Deviat ion-Value, 

Round-Trip-Time-Value, 



ext ens ion-Measurement Threshold Ext ens ion-Measurement Threshold 



Ext ens ion-Measurement Threshold 



ProtocolIE-Single-Container { { Extension-MeasurementThresholdlE } } 



Extension-MeasurementThresholdlE RNSAP-PROTOCOL-IES : 

{ ID Id-TUTRANGPSMeasurementThresholdlnformation 

{ ID id-SFNSFNMeasurementThresholdlnformation 

{ ID id-Load-Value 

{ ID id-Transmitted-Carrier-Power-Value 

{ ID id-Received-Total-Wideband-Power-Value 

{ ID id-UL-Timeslot-ISCP-Value 

{ ID id-RT-Load-Value 



{ 

CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



TYPE TUTRANGPSMeasurementThresholdIn format ion 

TYPE SFNSFNMeasurementThresholdIn format ion 

TYPE Load-Value 

TYPE Transmitted-Carrier-Power-Value 

TYPE Received-Total -Wideband-Power-Value 

TYPE UL-Timeslot-ISCP-Value 

TYPE RT-Load-Value 



PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE mandatory 
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} 



{ ID id-NRT-Load-Information-Value 

{ ID id-Rx-Timing-Deviation-Value-LCR 



CRITICALITY reject 
CRITICALITY reject 



{ ID id-HS-SICH-Reception-Quality-Measurement-Value CRITICALITY reject 



{ ID id-UpPTSInterferenceValue 

{ ID id-Rx-Timing-Deviation-Value-7 68 

{ ID id-Rx-Timing-Deviation-Value-ext 

( ID id-Extended-Round-Trip-Time-Value 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 



TYPE NRT-Load-Information-Value PRESENCE mandatory } | 

TYPE Rx-Timing-Deviation-Value-LCR PRESENCE mandatory} | 
TYPE HS-SICH-Reception-Quality-Measurement-Value PRESENCE mandatory} | 

TYPE UpPTSInterferenceValue PRESENCE mandatory } | 

TYPE Rx-Timing-Deviation-Value-7 68 PRESENCE mandatory} | 

TYPE Rx-Timing-Deviation-Value-ext PRESENCE mandatory} | 

TYPE Extended-Round-Trip-Time-Value PRESENCE mandatory } 



MidambleConfigurationBurstTypelAnd3 ::= ENUMERATED {v4, v8, vl6} 

MidambleConfigurationBurstType2 ::= ENUMERATED (v3, v6} 

MidambleConfigurationLCR ::= ENUMERATED (v2, v4 , v6, v8, vlO, vl2, vl4, vl6, ...} 

MidambleShiftAndBurstType ::= CHOICE { 

typel SEQUENCE { 

midambleConf IgurationBurstTypelAndS MidambleConf igur at lonBurst Typel And3, 

midambleAllocationMode CHOICE { 

defaultMidamble NULL, 

commonMidamble NULL, 

ueSpecif icMidamble MidambleShiftLong, 

}, 

}, 

type2 SEQUENCE { 

midambleConf igur at lonBurst Type 2 MidambleConf igur at lonBurst Type 2 , 

midambleAllocationMode CHOICE ( 
defaultMidamble NULL, 

commonMidamble NULL, 

ueSpecif icMidamble Midamble Shi ft Short, 

}, 

}, 

type3 SEQUENCE ( 

midambleConf IgurationBurstTypelAndS MidambleConf IgurationBurstTypelAndS, 
midambleAllocationMode CHOICE ( 

defaultMidamble NULL, 

ueSpecif icMidamble MidambleShiftLong, 



MidambleShiftLong : 
MidambleShi ft Short 



INTEGER (0 . .15) 
INTEGER (0 . .5) 



MidambleShiftLCR ::= SEQUENCE { 

midambleAllocationMode MidambleAllocationMode, 
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midambleShift MidambleShiftLong OPTIONAL, 

— The IE shall be present if the Midamble Allocation Mode IE is set to "UE specific midamble". 
midambleConf igurationLCR MidambleConf IgurationLCR, 
IE-Extensions ProtocolExtensionContainer ( (MidambleShif tLCR-ExtlEs } } OPTIONAL, 

} 



MidambleAllocationMode 
defaultMidamble, 
commonMidamble , 
uESpecif icMidamble, 



ENUMERATED { 



} 



MidambleShiftLCR-ExtlEs RNSAP-PROTOCOL-EXTENSION 



MidambleShif tAndBurstType? 68 ::= CHOICE { 

typel SEQUENCE { 

midambleConf igur at lonBurst Type lAnd3 MidambleConf igur at lonBurst Typel And3, 

midambleAllocationMode CHOICE { 

defaultMidamble NULL, 

commonMidamble NULL, 

ue Specif icMidamble MidambleShiftLong, 



}, 

type2 SEQUENCE { 

midambleConf igurationBurstType2-7 68 MidambleConf igurationBurstType2-7 i 

midambleAllocationMode CHOICE ( 

defaultMidamble NULL, 

commonMidamble NULL, 

ueSpecif icMidamble MidambleShif tShortV 68, 



}, 

type3 SEQUENCE { 

midambleConf igur at lonBurst Typel And3 MidambleConf igur at lonBurst Typel And3, 
midambleAllocationMode CHOICE { 

defaultMidamble NULL, 

ueSpecif icMidamble MidambleShiftLong, 



MidambleConfigurationBurstType2-768 ::= ENUMERATED {v4, v8 } 
MidambleShiftShort768 ::= INTEGER (0..7) 
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MIMO-Information ::= SEQUENCE { 

mIMO-N-M-Ratio MIMO-N-M-Ratio, 

iE-Extensions ProtocolExtensionContainer ( ( MIMO-Inf ormation-ExtlEs } } OPTIONAL, 

} 

MIMO-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

MIMO-Inf ormationResponse ::= SEQUENCE { 

mIMO-Pi lot Con figuration MIMO-Pi lot Con figuration, 

iE-Extensions ProtocolExtensionContainer ( ( MIMO-Inf ormationResponse-ExtlEs } } OPTIONAL, 

} 

MIMO-InformationResponse-ExtlEs RNSAP-PROTOCOL-EXTENSION ;:= { 

} 

MIMO-InformationToModify ::= SEQUENCE { 

mIMO-Mode-Indicator MIMO-Mode-Indicator OPTIONAL, 

mIMO-N-M-Ratio MIMO-N-M-Ratio OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( MIMO-Inf ormationToModify-ExtlEs } } OPTIONAL, 

} 

MIMO-InformationToModify-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

MIMO-Mode-Indicator ::= ENUMERATED { 

activate, 

deactivate 
} 

MIMO-N-M-Ratio ::= ENUMERATED (vl-2, v2-3, v3-4, v4-5, v5-6, v6-7, v7-8, v8-9, v9-10, vl-1,...} 

MIMO-PilotConfiguration ::= CHOICE ( 

primary-and-secondary-CPICH CommonPhysical Channel ID, 

normal-and-diversity-primary-CPICH NULL, 

} 

MinUL-ChannelisationCodeLength ::= ENUMERATED { 
v4, 
v8, 
vl6, 
v32, 
v64, 
vl28, 
v256 
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} 



Modif yPriorityQueue ::= 
addPriorityQueue 
modif yPriorityQueue 
deletePriorityQueue 



CHOICE { 



PriorityQueue-Inf oltem-to-Add, 
PriorityQueue-Inf oltem-to-Modif y , 
PriorityQueue-Id, 



Modulation : := ENUMERATED { 
qPSK, 
eightPSK, 



MultiplexingPosition 
fixed, 
flexible 



ENUMERATED { 



MAChs -Re set Indicator 
mAChs-NotReset 



ENUMERATED { 



— N 



NACC-Related-Data ::= SEQUENCE { 

gERAN-SI-Type GERAN-SI-Type, 

IE-Extensions ProtocolExtensionContainer { {NACC-Related-Data-ExtlEs } } 



OPTIONAL, 



} 
NACC-Related-Data-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Nack-Power-Offset ::= INTEGER (0..8,...) 

— According to mapping in ref. [21] subclause 4.2.1 



NCC 



BIT STRING (SIZE (3) 



Neighbouring-UMTS-Celllnformation ::= SEQUENCE (SIZE ( 1 . . maxNrOfNeighbouringRNCs) ) OF ProtocolIE-Single-Container (( Neighbouring-UMTS- 
Celllnf ormationltemIE } } 

Neighbouring-UMTS-CelllnformationltemIE RNSAP-PROTOCOL-IES ::= { 

( ID id-Neighbouring-UMTS-Celllnformationltem CRITICALITY ignore TYPE Neighbouring-UMTS-CellInf ormationltem PRESENCE mandatory } 
} 

Neighbouring-UMTS-Celllnformationltem ::= SEQUENCE { 
rNC-ID RNC-ID, 

cN-PS-Domainldentifier CN-PS-Domainldentif ier OPTIONAL, 

cN-CS-Domainldentifier CN-CS-Domainldentif ier OPTIONAL, 

neighbouring-FDD-Cell Information Neighbouring-FDD-Cell Information OPTIONAL, 
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neighbour ing-TDD-Cell Information 
iE-Extensions 



Neighbour ing-TDD-Cell Information OPTIONAL, 

ProtocolExtensionContainer ( (Neighbouring-UMTS-CellInf ormationltem-ExtlEs } } OPTIONAL, 



} 



Neighbouring-UMTS-Celllnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

( ID id-neighbouring-LCR-TDD-Celllnformation CRITICALITY ignore 

optional } , 



EXTENSION Neighbour ing-LCR-TDD-Cell Information 



PRESENCE 



} 



Neighbouring-FDD-Cell Information 



SEQUENCE ( SIZE ( 1 . . maxNrOf FDDNeighboursPerRNC, 



OF Neighbour ing-FDD-Celllnformationltem 



Neighbour ing-FDD-Celllnformationltem 
C-ID 

uARFCNforNu 
uARFCNforNd 

frameOffset FrameOffset OPTIONAL, 

primaryScramblingCode 

primaryCPICH-Power PrimaryCPICH-Power OPTIONAL, 

celllndividualOffset CelllndividualOf f set OPTIONAL, 

txDi vers it vindicator 

STTD-Supportlndicator STTD-Supportlndicator OPTIONAL, 

closedLoopModel -Support Indicator ClosedLoopModel -Support Indicator OPTIONAL, 
not-used-closedLoopMode2-SupportIndicator NULL OPTIONAL, 
iE-Extensions ProtocolExtensionContainer ( ( Neighbouring-FDD-Celllnformationltem-ExtlEs } } OPTIONAL, 



= SEQUENCE ( 
C-ID, 
UARFCN, 
UARFCN, 
FrameOffset 
PrimaryScramblingCode, 
PrimaryCPICH-Power 
CelllndividualOffset 
TxDi versify Indicator, 
STTD-Supportlndicator 



} 



Neighbouring-FDD-Celllnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION : : 
( ID id-RestrictionStatelndicator CRITICALITY ignore 

{ ID id-DPC-Mode-Change-Supportlndicator CRITICALITY ignore 



ID id-Coveragelndicator 

ID id-AntennaColocationlndicator 

ID id-HCS-Prio 

ID id-CellCapabilityContainer-FDD 

ID id-SNA-Information 

ID Id-FrequencyBandlndicator 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 

CRITICALITY ignore 
CRITICALITY ignore 

CRITICALITY ignore 



= { 

EXTENSION RestrictionStatelndicator PRESENCE optional } 
EXTENSION DPC-Mode-Change-Supportlndicator PRESENCE optional } I 
EXTENSION Coveragelndicator PRESENCE optional } 

EXTENSION AntennaColocationlndicator PRESENCE optional } 
EXTENSION HCS-Prio PRESENCE optional } 

EXTENSION CellCapabilityContainer-FDD PRESENCE optional } I 

EXTENSION SNA-Information PRESENCE optional } I 

EXTENSION FrequencyBandlndicator PRESENCE optional }, 



} 

NeighbouringFDDCellMeasurementlnformation ::= SEQUENCE { 
uC-ID UC-ID, 

uARFCN UARFCN, 

primaryScramblingCode PrimaryScramblingCode, 

iE-Extensions ProtocolExtensionContainer ( ( NeighbouringFDDCellMeasurementInf ormationltem-ExtlEs } } OPTIONAL, 

} 

NeighbouringFDDCellMeasurementlnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Neighbouring-GSM-CellInf ormation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInf ormationlE }} 
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Neighbouring-GSM-CelllnformationlE RNSAP-PROTOCOL-IES ::= { 

{ ID id-Neighbouring-GSM-Celllnformation CRITICALITY ignore 
} 



Neighbouring-GSM-CelllnformationlEs PRESENCE mandatory } 



Neighbour ing-GSM-CelllnformationlEs 



SEQUENCE ( SIZE ( 1 . .maxNrOf GSMNeighboursPerRNC, . . . ) ) OE Neighbouring-GSM-CellInf ormationltem 



Neighbour ing-GSM-Celllnformationltem 
cGI 

celllndividualOf f set 
bSIC 

band- Indicator 
bCCH-ARFCN 
iE-Extensions 



= SEQUENCE { 
CGI, 

CelllndividualOffset OPTIONAL, 
BSIC, 

Band- Indicator, 
BCCH-ARFCN, 
ProtocolExtensionContainer ( ( Neighbouring-GSM-CellInf ormationltem-ExtlEs } } OPTIONAL, 



} 



Neighbour ing-GSM-Celllnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 

( ID id-Coveragelndicator CRITICALITY ignore 

{ ID id-AntennaColocationlndicator CRITICALITY ignore 

{ ID id-HCS-Prio CRITICALITY ignore 

{ ID id-SNA-Information CRITICALITY ignore 

{ ID id-GERAN-Cell-Capability CRITICALITY ignore 

{ ID id-GERAN-Classmark CRITICALITY ignore 



= { 

EXTENSION Coveragelndicator 

EXTENSION Ant ennaColocat ion Indicator 

EXTENSION HCS-Prio 

EXTENSION SNA-Information 

EXTENSION GERAN-Cell-Capability 

EXTENSION GERAN-Classmark 



PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 



optional 
optional 
optional 
optional 
optional 
optional 



EXTENSION ExtendedGSMCelllndividualOffset PRESENCE optional }, 



Neighbour ing-TDD-Cell Information 



SEQUENCE ( SIZE ( 1 . .maxNrOf TDDNeighboursPerRNC, 



. ) ) OE Neighbouring-TDD-Celllnformationltem 



Neighbour ing-TDD-Cell Inf ormationltem 



SEQUENCE ( 



c-ID 

uARFCNforNt 

f rameOf f set 

cellParameterlD 

syncCase 

timeSlot 

— This IE shall be present 
sCH-TimeSlot 

— This IE shall be present 
sCTD-Indicator 
CelllndividualOffset 
dPCHConstantValue 
pCCPCH-Power 
IE-Extensions 



C-ID, 

UARFCN, 

FrameOf f set 

CellParameterlD, 

SyncCase, 

TimeSlot 
if Sync Case = Casel 

SCH-TimeSlot 
if Sync Case = Case2 — , 
SCTD-Indicator, 

CelllndividualOffset OPTIONAL, 

DPCHConstantValue OPTIONAL, 

PCCPCH-Power OPTIONAL, 

ProtocolExtensionContainer ( ( Neighbouring-TDD-CellInf ormationltem-ExtlEs } } OPTIONAL, 



OPTIONAL, 

OPTIONAL 

OPTIONAL 



Neighbour ing-TDD-Cell Inf ormationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ ID id-RestrictionStatelndicator 

{ ID id-Coveragelndicator 

{ ID id-AntennaColocationlndicator 

{ ID id-HCS-Prio 

{ ID id-CellCapabilityContainer-TDD 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



= { 

EXTENSION RestrictionStatelndicator PRESENCE optional 
EXTENSION Coveragelndicator PRESENCE optional } 

EXTENSION AntennaColocationlndicator PRESENCE optional } 
EXTENSION HCS-Prio PRESENCE optional } 



CRITICALITY ignore EXTENSION CellCapabilityContainer-TDD 



PRESENCE optional } 
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{ ID id-SNA-Information CRITICALITY ignore EXTENSION SNA-Information PRESENCE optional } 

{ ID id-CellCapabilityContainer-TDD768 CRITICALITY ignore EXTENSION CellCapabilityContainer-TDD7 68 PRESENCE optional }, 

} 

NeighbouringTDDCellMeasurementlnformation : := SEQUENCE { 

uC-ID UC-ID, 

uARFCN UARFCN, 

cellParameterlD CellParameterlD, 

timeSlot TimeSlot OPTIONAL, 

midambleShiftAndBurstType MidambleShiftAndBurstType OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInf ormationltem-ExtlEs } } OPTIONAL, 

} 

NeighbouringTDDCellMeasurementlnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

NeighbouringTDDCellMeasurementlnformationLCR : := SEQUENCE { 

uC-ID UC-ID, 

uARFCN UARFCN, 

cellParameterlD CellParameterlD, 

timeSlotLCR TimeSlotLCR OPTIONAL, 

midambleShiftLCR MidambleShiftLCR OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementlnformationLCRItem-ExtlEs } } OPTIONAL, 

} 

NeighbouringTDDCellMeasurementlnformationLCRItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

NeighbouringTDDCellMeasurementInformation7 68 : := SEQUENCE { 

uC-ID UC-ID, 

uARFCN UARFCN, 

cellParameterlD CellParameterlD, 

timeSlot TimeSlot OPTIONAL, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68 OPTIONAL, 

IE-Extensions ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem7 68-ExtIEs } } OPTIONAL, 

} 

NeighbouringTDDCellMeasurementInformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

Neighbouring-LCR-TDD-Celllnformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC, . . . ) ) OF Neighbouring-LCR-TDD-CellInf ormationltem 

Neighbouring-LCR-TDD-Celllnformationltem ::= SEQUENCE { 
C-ID C-ID, 

uARFCNforNt UARFCN, 
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f rameOf f set 

cellParameterlD 

sCTD-Indicator 

celllndividualOf f set 

dPCHConstantValue 

pCCPCH-Power 



FrameOffset OPTIONAL, 

CellParameterlD, 
SCTD-Indicator, 

CelllndividualOffset OPTIONAL, 
DPCHConstantValue OPTIONAL, 
PCCPCH-Power OPTIONAL, 



restrictionStatelndicator 
IE-Extensions 



RestrictionStatelndicator OPTIONAL, 

ProtocolExtensionContainer ( ( Neighbouring-LCR-TDD-CellInf ormationltem-ExtlEs } } OPTIONAL, 



Neighbour ing-LCR-TDD-Celllnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION 



{ 



( ID id-Coveragelndicator CRITICALITY ignore EXTENSION 

{ ID id-AntennaColocationlndicator CRITICALITY ignore EXTENSION 

{ ID id-HCS-Prio CRITICALITY ignore EXTENSION 

{ ID id-CellCapabilityContainer-TDD-LCR CRITICALITY ignore EXTENSION 

{ ID id-SNA-Information CRITICALITY ignore EXTENSION 



Cove rage Indicator 

Ant ennaColocat ion Indicator 

HCS-Prio 

CellCapabilityContainer-TDD-LCR 

SNA-Information 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
PRESENCE optional 
PRESENCE optional 



NotProvidedCellLlst ::= SEQUENCE (SIZE ( 1 . .maxNrOf Cells) ) OF MBMSChannelTypeCellLlst 
NrOfDLchannelisationcodes ::= INTEGER (1..8) 
NrOfTransportBlocks ::= INTEGER (0..512) 

NRT-Load-Information-Value-IncrDecrThres ::= INTEGER ( .. 3) 
NRT-Load-Information-Value ::= INTEGER ( .. 3) 

NRTLoadlnformationValue ::= SEQUENCE ( 

uplinkNRTLoadlnformationValue INTEGER(0. .3) , 

downlinkNRTLoadlnformationValue INTEGER(0. .3) 
} 

N-E-UCCH ::= INTEGER (1..12) 

N-E-UCCH-LCR ::= INTEGER (1..5) 

— 

OnModification ::= SEQUENCE { 

measurement Threshold Measurement Threshold, 

iE-Extensions ProtocolExtensionContainer ( ( OnModif ication-ExtlEs } } OPTIONAL, 



OnModification-ExtlEs RNSAP-PROTOCOL-EXTENSION 



OnModif icationlnformat ion 
in format lonThreshold 



:= SEQUENCE { 
Informat lonThreshold 



OPTIONAL, 
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iE-Extensions 



ProtocolExtensionContainer ( ( OnModif icationinf ormation-ExtlEs } } OPTIONAL, 



OnModificationlnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



PagingCause ::= ENUMERATED { 

t erminating-conver sat ional -call, 
terminating-streaming-call, 
terminating-inter active -call, 
terminating-background-call, 
terminating-low-pr lor ity-signal ling, 

terminating-high-pr lor ity-signal ling, 

terminating- cause -unknown 
} 
— See in [16] 



PagingRecordType : : 
imsi-gsm-map, 
tmsi-gsm-map, 
p-tmsi-gsm-map, 
imsi-ds-41 , 
tmsi-ds-41 , 



ENUMERATED { 



} 



See in [16] 



PartialReportinglndicator ::= ENUMERATED ( 
partial -report ing-al lowed 



PayloadCRC-Presencelndicator ;;= ENUMERATED { 

crc-included, 

crc-not-included 
} 

PCCPCH-Power ::= INTEGER (-150 . . 400 , . . . ) 

— PCCPCH-power = power * 10 

— If power <= -15 PCCPCH shall be set to -150 

— If power >= 40 PCCPCH shall be set to 400 

— Unit dBm, Range -15dBm .. +40 dBm, Step . IdBm 



PCH-Inf ormationList 



SEQUENCE (SIZE(0..1)) OF PCH-Inf ormationltem 



PCH-Informationltem ::= SEQUENCE ( 

transport Format Set Transport Format Set, 

iE-Extensions ProtocolExtensionContainer ( { PCH-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 
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PCH-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



PC-Preamble ::= INTEGER (0 .. 7, ... ) 

Periodic ::= SEQUENCE { 

report Periodicity ReportPeriodicity, 

iE-Extensions ProtocolExtensionContainer ( ( Periodic-ExtlEs } } OPTIONAL, 



Periodic-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 
} 



Periodiclnformation ::= SEQUENCE { 
inf ormationReport Per iodi city 
iE-Extensions 



Inf ormationReportPeriodicity , 

ProtocolExtensionContainer ( ( Periodicinf ormation-ExtlEs } } OPTIONAL, 



} 

PeriodicInformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 
} 

Permanent-NAS-UE-Identity ::= CHOICE { 
imsi IMSI, 



Phase-Reference-Update-Indicator : := ENUMERATED { 
phase-reference-needs-to-be-changed 



PLCCHsequenceNumber ::= INTEGER (0..14) 

PLMN-Identity ::= OCTET STRING (SIZE (3)) 

PowerAdjustmentType : := ENUMERATED { 
none, 
common, 
individual 



PowerOf f set 



INTEGER (0 . .24) 



PRC ::= INTEGER (-2047 .. 2047 ) 

— pseudo range correction; scaling factor 0.32 meters 



PRCDeviation 
prcdl, 
prcd2 , 



ENUMERATED { 
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prcd5, 
prcdlO, 



} 



Pre-emptionCapability : := ENUMERATED { 
shall-not-t rigger-pre-empt ion, 
may-t rigger-pre-empt ion 



Pre-empt ion Vulnerability 
not -pre-empt able, 
pre-emptable 



ENUMERATED { 



PredictedSFNSFNDeviationLimit ::= INTEGER (1..256) 

— Unit chip, Step 1/16 chip, Range 1/16. .16 chip 

PredictedTUTRANGPSDeviationLimit ::= INTEGER (1..256) 

— Unit chip. Step 1/16 chip. Range 1/16.. 16 chip 

PreferredFrequencyLayerlnfo ::= SEQUENCE ( 
defaultPreferredFrequency UARFCN, 

additionalPreferredFrequency AdditionalPreferredFrequency OPTIONAL, 
IE-Extensions ProtocolExtensionContainer { { Pref erredFrequencyLayerInf o-ExtlEs } } OPTIONAL, 

} 

PreferredFrequencyLayerlnfo-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



PrimaryCPICH-Power ::= INTEGER (-100.. 500) 

— step 0.1 (Range -10.0.. 50.0) Unit is dBm 



PrimaryCPICH-EcNo 



INTEGER (-30 . .30) 



Primary-CPICH-Usage-For-Channel-Estimation ::= ENUMERATED { 
primary-CPICH-may-be-used, 
primary-CPICH-shall-not-be-used 



PrimaryCCPCH-RSCP ::= INTEGER (0..91) 

— Mapping of Non Negative values according to maping in [24] 

PrimaryCCPCH-RSCP-Delta ::= INTEGER (-5..-1,...) 

— Mapping of Negative values according to maping in [24] 



PrimaryScramblingCode 



: := INTEGER (0 . .511) 



PriorityLevel ::= INTEGER (0..15) 

— = spare, 1 = highest priority, . . .14 = lowest priority and 15 = no priority 

PriorityQueue-Id ::= INTEGER ( . .maxNrOf PrioQueues-1 ) 
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PriorityQueue-InfoList 



PriorityQueue-Inf oltem 
priorityQueue-Id 
associatedHSDSCH-MACdFlow 
schedulingPriority Indicator 
tl 

discardTimer 
mAC-hsWindowSize 
mAChsGuar ant eedBit Rate 
mACdPDU-Size- Index 
rLC-Mode 
iE-Ext ens ions 



} 



SEQUENCE (SIZE ( 1 . . maxNrOf PrioQueues ) ) OF PriorityQueue-Inf oltem 
SEQUENCE ( 



PriorityQueue-Id, 

HSDSCH-MACdFlow-ID, 

SchedulingPr iority Indicator , 

Tl, 

DiscardTimer OPTIONAL, 

MAC-hsWindowSize, 

MAChsGuaranteedBitRate OPTIONAL, 

MACdPDU-Size-IndexList, 

RLC-Mode, 

ProtocolExtensionContainer { { PriorityQueue-Inf oltem-ExtlEs } } 



{ 



OPTIONAL, 



Prior ityQueue-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION 

} 

PriorityQueue-InfoList-to-Modify ::= SEQUENCE (SIZE ( 1 . .maxNrOf PrioQueues) ) OF Modif yPriorityQueue 



PriorityQueue-Inf oltem-to-Add : : 
priorityQueue-Id 
associatedHSDSCH-MACdFlow 
schedulingPriority Indicator 
tl 

discardTimer 
mAC-hsWindowSize 
mAChsGuar ant eedBit Rate 
mACdPDU-Size-Index 
rLC-Mode 
iE-Extensions 



SEQUENCE { 

PriorityQueue-Id, 

HSDSCH-MACdFlow-ID, 

SchedulingPr iority Indicator , 

Tl, 

DiscardTimer OPTIONAL, 

MAC-hsWindowSize, 

MAChsGuaranteedBitRate OPTIONAL, 

MACdPDU-Size-IndexList, 

RLC-Mode, 

ProtocolExtensionContainer { { PriorityQueue-Inf oltem-to-Add-ExtlEs } } 



OPTIONAL, 



Prior ityQueue-InfoItem-to-Add-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 



PriorityQueue-Inf oltem-to-Modify 
prior ityQueue-Id 
SchedulingPr iority Indicator 
tl 

discardTimer 
mAC-hsWindowSize 
mAChsGuar ant eedBit Rate 
mACdPDU-Size-Index-to-Modify 
iE-Extensions 



SEQUENCE { 

PriorityQueue-Id, 

SchedulingPr iority Indicator 

Tl 

DiscardTimer 

MAC-hsWindowSize 

MAChsGuaranteedBitRate 

MACdPDU-Size-IndexList-to-Modify 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



OPTIONAL, 



ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-ExtlEs } } 



OPTIONAL, 



Prior ityQueue-InfoItem-to-Modify-ExtlEs RNSAP-PROTOCOL-EXTENSION 
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PriorityQueue-Inf oList-to-Modif y-Unsynchronised ::= SEQUENCE (SIZE ( . .maxNrOf PrioQueues) ) OF PriorityQueue-Inf oltem-to-Modif y-Unsynchronised 

PriorityQueue-InfoItem-to-Modify-Unsynchronised ::= SEQUENCE ( 
priorityQueueld PriorityQueue-Id, 

schedulingPriority Indicator SchedulingPriority Indicator OPTIONAL, 

discardTimer DiscardTimer OPTIONAL, 

mAChsGuaranteedBitRate MAChsGuaranteedBitRate OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { PriorityQueue-Inf oltem-to-Modif y-Unsynchronised-ExtlEs } } OPTIONAL, 

} 

PriorityQueue-InfoItem-to-Modify-Unsynchronised-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

PropagationDelay ::= INTEGER (0..255) 

Providedlnformation ::= SEQUENCE ( 

mBMSChannelTypelnfo MBMSChannelTypeInf o OPTIONAL, 

mBMSPreferredFreqLayerlnfo MBMSPref erredFreqLayerInf o OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { Provideinf ormation-ExtlEs } } OPTIONAL, 

} 

Providelnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

PunctureLimit ::= INTEGER (0..15) 

— 0: 40%; 1: 44%; ... 14: 96%; 15: 100 

— is not applicable for E-DPCH 

PTMCellList ::= SEQUENCE (SIZE ( 1 .. maxNrOf Cells) ) OF MBMSChannelTypeCellList 
PTPCellList ::= SEQUENCE (SIZE ( 1 .. maxNrOf Cells) ) OF MBMSChannelTypeCellList 

— Q 

QE-Selector ::= ENUMERATED { 

selected, 

non-selected 
} 

— R 

RAC ::= OCTET STRING (SIZE(l)) 

RANAP-Relocationlnformation ::= BIT STRING 
Range-Correction-Rate ::= INTEGER (-127.. 127) 
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— scaling factor . 032 m/s 

RateMatchingAttribute ::= INTEGER ( 1 . .maxRateMatching) 

RB-Identity ::= INTEGER (0..31) 

RB-Info ::= SEQUENCE (SIZE ( 1 . .maxNoOf RB) ) OF RB-Identity 
Received-Total-Wideband-Power-Value : := Received-total-wide-band-power 

Received-Total -Wideband-Power-Value- I ncrDecrThres : := INTEGER (0 . .620) 

— Unit dB Step . IdB 

— e.g. value 100 means lOdB 

Reference-E-TFCI-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf Ref ETFCIs) ) OF Ref erence-E-TFCI-Inf ormation-Item 

Reference-E-TFCI-Information-Item ::= SEQUENCE { 
reference-E-TFCI E-TFCI, 

reference-E-TFCI-PO Reference-E-TFCI-PO, 

IE-Extensions ProtocolExtensionContainer ( ( Ref erence-E-TFCI-Inf ormation-Item-ExtlEs } } OPTIONAL, 

} 

Reference-E-TFCI-Information-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Reference-E-TFCI-PO ::= INTEGER (0.. maxNrOf Ref ETFCI-PO-QUANTSTEPs) 

RefTFCNumber ::= INTEGER (0..15) 

RepetitionLength ;:= INTEGER (1..63) 

RepetitionPeriod : := ENUMERATED { 

vl, 

v2, 

v4, 

v8, 

vl6, 

v32, 

v64 
} 

RepetitionNumberO ::= INTEGER (0..255) 

RepetitionNumberl ::= INTEGER (1..256) 

ReportCharacteristics ::= CHOICE { 

onDemand NULL, 

periodic Periodic, 

eventA EventA, 

eventB EventB, 

eventC EventC, 

eventD EventD, 
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eventE 
eventF 



EventE, 
EventF, 



extension-ReportCharacteristics 



Extension-ReportCharacteristics 



Extension-ReportCharacteristics 



Extension-ReportCharacteristicsIE RNSAP-PROTOCOL-IES ::= ( 

{ ID id-OnModification CRITICALITY reject TYPE OnModif ication 



ProtocolIE-Single-Container { { Extension-ReportCharacteristicsIE } } 

PRESENCE mandatory } 



ReportPeriodicity ::= CHOICE ( 

ten-msec INTEGER ( 1 . . 6000 , . . . ) , 

— The Report Periodicity gives the reporting periodicity in number of 10 ms periods. 

— E.g. value 6000 means 60000ms (i.e. Imin) 

— Unit ms, Step 10ms 

min INTEGER (1 . . 60, . . . ) , 

— Unit min. Step Imin 



RequestedDataValue ::= SEQUENCE ( 

gA-AccessPointPositionwithAltitude 

iPDLParameters 

dGPSCorrections 

gPS-NavigationModel-and-TimeRecovery 

gPS- Ionospheric-Model 

gPS-UTC-Model 

gPS-Almanac 

gPS-RealTime-Integrity 

gPS-RX-POS 

sFNSFN-GA-AccessPoint Posit ion 

iE-Extensions 



GA-AccessPointPositionwithOptionalAltitude OPTIONAL, 

IPDLParameters OPTIONAL, 

DGPSCorrections OPTIONAL, 

GPS-NavigationModel-and-TimeRecovery OPTIONAL, 

GPS-Ionospheric-Model OPTIONAL, 

GPS-UTC-Model OPTIONAL, 

GPS-Almanac OPTIONAL, 

GPS-RealTime-Integrity OPTIONAL, 

GPS-RX-POS OPTIONAL, 

GA-AccessPointPositionwithOptionalAltitude OPTIONAL, 
ProtocolExtensionContainer { { RequestedDataValue-ExtlEs } } 



OPTIONAL, 



RequestedDataValue-ExtlEs RNSAP-PROTOCOL-EXTENSION 
( ID id-Cell-Capacity-Class-Value 
{ ID id-NACC-Related-Data 

{ ID id-MBMS-Bearer-Service-Full-Address 
{ ID id-Inter-Frequency-Cell-Inf ormation 



CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION Cell-Capacity-Class-Value 
EXTENSION NACC-Related-Data 

EXTENSION MBMS-Bearer-Service-Full-Address 
EXTENSION Inter-Frequency-Cell-Inf ormation 



PRESENCE optional } I 

PRESENCE optional } I 

PRESENCE optional } I 

PRESENCE optional }, 



RequestedDataValue Information 
inf ormationAvailable 
in format ionNot Available 



:= CHOICE { 
Inf ormationAvailable, 
Inf ormationNotAvailable 



RestrictionStatelndicator : := ENUMERATED { 
cellNotResevedForOperatorUse, 
cellResevedForOperatorUse, 
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} 

RL-ID 

RL-Set-ID 

RL-Specific-DCH-Info 



: := INTEGER (0 . .31) 
: := INTEGER (0 . .31) 
SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF RL-Specif ic-DCH-Inf o-Item 



RL-Specific-DCH-Info-Item ::= SEQUENCE { 
dCH-id DCH-ID, 

bindingID BindingID OPTIONAL, 

— Shall be ignored if bearer establishment with ALCAP . 
transportLayerAddress TransportLayerAddress OPTIONAL, 

— Shall be ignored if bearer establishment with ALCAP. 

IE-Extensions ProtocolExtensionContainer ( ( RL-Specif ic-DCH-Inf o-Item-ExtlEs } } OPTIONAL, 



RL-Specif ic-DCH-Inf o-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION 



RL-Specif ic-EDCH-Informat ion 
rL-Specific-EDCH-Info 
e-AGCH-PowerOffset 
e-RGCH-PowerOffset 
e-HICH-PowerOffset 
iE-Ext ens ions 



SEQUENCE ( 
RL-Specific-EDCH-Info, 
E-AGCH-PowerOffset 
E-RGCH-PowerOffset 
E-HICH-PowerOffset 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 



ProtocolExtensionContainer ( ( RL-Specif ic-EDCH-Inf ormation-Item-ExtlEs } } OPTIONAL, 



RL-Specif ic-EDCH-Information-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION 



RL-Specific-EDCH-Info 



SEQUENCE (SIZE ( 1 . .maxNrOf EDCHMACdFlows ) ) OF RL-Specif ic-EDCH-Inf oltem 



RL-Specific-EDCH-Infoltem ::= SEQUENCE ( 

eDCH-MACdFlow-ID EDCH-MACdFlow-ID, 

bindingID BindingID OPTIONAL, 

— Shall be ignored if bearer establishment with ALCAP. 
transportLayerAddress TransportLayerAddress OPTIONAL, 

— Shall be ignored if bearer establishment with ALCAP. 

IE-Extensions ProtocolExtensionContainer ( ( RL-Specif ic-EDCH-Inf o-Item-ExtlEs } } OPTIONAL, 



RL-Specific-EDCH-Info-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

RLC-Mode ;;= ENUMERATED { 
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rLC-AM, 
rLC-UM, 



} 

RNC-ID :;= INTEGER (0..4095) 

Round-Trip-Time-IncrDecrThres ::= INTEGER ( .. 327 66) 

Round-Trip-Time-Value ::= INTEGER ( .. 327 67 ) 

— According to mapping in [23] 

RSCP-Value ::= INTEGER (0..127) 

— According to mapping in [24] 



RSCP-Value- I ncrDecrThres 



INTEGER (0 . .126) 



Received-total-wide-band-power : := 

— According to mapping in [23] 

RT-Load-Value-IncrDecrThres ::= INTEGER ( .. 100 ) 

RT-Load-Value ::= INTEGER (0 .. 100) 



INTEGER (0 . . 621) 



RTLoadValue ::= SEQUENCE { 
uplinkRTLoadValue 
downlinkRTLoadValue 

} 



INTEGER(0 . . 100) 
INTEGER(0 . . 100) 



RxTimingDeviationForTA 

— As specified in [5], ch . 6.2.7.6 

— For 1.28Mcps TDD this IE must be set to 0. 



INTEGER (0 . . 127) 



RxTimingDeviationForTAext ::= 

— As specified in [5] [3.84 Mcps TDD only] 

RxTimingDeviationForTA7 68 : := 

— As specified in [5] 



INTEGER (0 . .511) 



INTEGER (0 . . 1023) 



Rx-Timing-Deviation-Value ::= INTEGER (0..8191) 
— According to mapping in [24] [3.84Mcps TDD only] 

Rx-Timing-Deviation-Value-ext ::= INTEGER (0.. 32767) 
— According to mapping in [24] [3.84Mcps TDD only] 

Rx-Timing-Deviation-Value-LCR ::= INTEGER (0..511) 
— According to mapping in [24] [1.28Mcps TDD only] 

Rx-Timing-Deviation-Value-7 68 ::= INTEGER (0.. 65535) 
— According to mapping in [24] [7.68Mcps TDD only] 



RefBeta 
— S 



INTEGER (-15. .IE 
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SAC 

SAI 



: := SEQUENCE { 

pLMN-Identity 

lAC 

SAC 

iE-Extensions 



OCTET STRING (SIZE (2) 



PLMN-Identity, 

LAC, 

SAC, 

ProtocolExtensionContainer ( (SAI-ExtlEs} } OPTIONAL 



SAI-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



SAT-ID ::= INTEGER (0..63) 

SCH-TimeSlot ::= INTEGER (0..6) 

ScaledAdjustmentRatio ::= INTEGER (0 .. 100) 

— AdjustmentRatio = ScaledAdjustmentRatio / 100 



Schedulingin format ion 
included, 
not-included 



ENUMERATED { 



Secondary-CCPCH-Info-TDD: := SEQUENCE { 
dl-TFCS 
tFCI-Coding 

secondary-CCPCH-TDD-InformationList 
f ACH-Inf ormationList 
pCH-Inf ormationList 
iE-Extensions 



TFCS, 

TFCI-Coding, 

Secondary-CCPCH-TDD-Inf ormationList, 

FACH-Inf ormationList, 

PCH-Inf ormationList , 

ProtocolExtensionContainer ( ( Secondary-CCPCH-Inf o-TDD-ExtlEs } } OPTIONAL, 



Secondary-CCPCH-Info-TDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Secondary-CPICH-Information ::= SEQUENCE { 

dl-ScramblingCode DL-ScramblingCode, 

f DD-DL-ChannelisationCodeNumber FDD-DL-ChannelisationCodeNumber , 

iE-Extensions ProtocolExtensionContainer ( { Secondary-CPICH-Inf ormation-ExtlEs } } OPTIONAL, 



Secondary-CPICH-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



Secondary-CPICH-Information-Change ::= CHOICE { 

new-secondary-CPICH Secondary-CPICH-Information, 

secondary-CPICH-shall-not-be-used NULL, 
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} 

Secondary-LCR-CCPCH-Info-TDD: := SEQUENCE { 

dl-TFCS TFCS, 

tFCI-Coding TFCI-Coding, 

secondary-LCR-CCPCH-TDD-InformationList Secondary-LCR-CCPCH-TDD-Inf ormationList , 

fACH-InformationList FACH-Inf ormationList , 

pCH-Inf ormationList PCH-Inf ormationList , 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-LCR-CCPCH-Inf o-TDD-ExtlEs } } OPTIONAL, 

} 

Secondary-LCR-CCPCH-Info-TDD-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

Secondary-CCPCH-Info-TDD768 : := SEQUENCE { 

dl-TFCS TFCS, 

tFCI-Coding TFCI-Coding, 

secondary-CCPCH-TDD-Inf ormationList? 68 Secondary-CCPCH-TDD-Inf ormationList? 68 , 

fACH-InformationList FACH-InformationList, 

pCH- I nf ormationList PCH-Inf ormationList, 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-CCPCH-Info-TDD768-ExtIEs } } OPTIONAL, 

} 

Secondary-CCPCH-Info-TDD768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Secondary-CCPCH-TDD-InformationList ::= SEQUENCE (SIZE(0.. maxNrOf SCCPCHs) ) OF Secondary-CCPCH-TDD-Inf ormationltem 

Secondary-CCPCH-TDD-Informationltem ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType Midamble Shi ftAndBurst Type, 
tFCI-Presence TFCI-Presence, 

secondary-CCPCH-TDD-Code-Information Secondary-CCPCH-TDD-Code-Inf ormation, 

tDD-PhysicalChannelOf fset TDD-PhysicalChannelOf f set , 
repetitionLength RepetitionLength, 

repetitionPeriod RepetitionPeriod, 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-CCPCH-TDD-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

Secondary-CCPCH-TDD-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

Secondary-LCR-CCPCH-TDD-InformationList ::= SEQUENCE (SIZE(0.. maxNrOf SCCPCHs) ) OF Secondary-LCR-CCPCH-TDD-Inf ormationltem 

Secondary-LCR-CCPCH-TDD-Inf ormationltem ::= SEQUENCE { 

timeSlotLCR TimeSlotLCR, 

midambleShiftLCR MidambleShiftLCR, 
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tFCI-Presence TFCI-Presence, 

secondary-LCR-CCPCH-TDD-Code-Information Secondary-LCR-CCPCH-TDD-Code-Inf ormation, 

tDD-PhysicalChannelOf fset TDD-PhysicalChannelOf f set , 

repetitionLength RepetitionLength, 

repetitionPeriod RepetitionPeriod, 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-LCR-CCPCH-TDD-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

Secondary-LCR-CCPCH-TDD-Inf ormationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Secondary-CCPCH-TDD-InformationList768 ::= SEQUENCE (SIZE(0.. maxNrOf SCCPCHsV 68 ) ) OF Secondary-CCPCH-TDD-Inf ormationltemV 68 

Secondary-CCPCH-TDD-InformationItem768 ::= SEQUENCE { 
timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShif tAndBurstType? 68 , 
tFCI-Presence TFCI-Presence, 

secondary-CCPCH-TDD-Code-Information7 68 Secondary-CCPCH-TDD-Code-Inf ormationV 68 , 

tDD-PhysicalChannelOf fset TDD-PhysicalChannelOf f set , 
repetitionLength RepetitionLength, 

repetitionPeriod RepetitionPeriod, 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-CCPCH-TDD-InformationItem768-ExtIEs } } OPTIONAL, 

} 

Secondary-CCPCH-TDD-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

Secondary-CCPCH-TDD-Code-Information ::= SEQUENCE ( SIZE ( 1 . .maxNrOf SCCPCHs) ) OF Secondary-CCPCH-TDD-Code-Inf ormationltem 

Secondary-CCPCH-TDD-Code-Inf ormationltem ::= SEQUENCE { 

tDD-ChannelisationCode TDD-ChannelisationCode, 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-CCPCH-TDD-Code-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

Secondary-CCPCH-TDD-Code-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

Secondary-LCR-CCPCH-TDD-Code-Information ::= SEQUENCE ( SIZE ( 1 . .maxNrOf SCCPCHs) ) OF Secondary-LCR-CCPCH-TDD-Code-Inf ormationltem 

Secondary-LCR-CCPCH-TDD-Code-Inf ormationltem ::= SEQUENCE ( 

tDD-ChannelisationCodeLCR TDD-ChannelisationCodeLCR, 

s-CCPCH-TimeSlotFormat-LCR TDD-DL-DPCH-TimeSlotFormat-LCR, 

iE-Extensions ProtocolExtensionContainer { ( Secondary-LCR-CCPCH-TDD-Code-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

Secondary-LCR-CCPCH-TDD-Code-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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Secondary-CCPCH-TDD-Code-Information768 ::= SEQUENCE ( SIZE ( 1 . .maxNrOf SCCPCHs? 68 ) ) OF Secondary-CCPCH-TDD-Code-Inf ormationltemV 68 

Secondary-CCPCH-TDD-Code-InformationItem768 ::= SEQUENCE ( 

tDD-ChannelisationCode7 68 TDD-ChannelisationCode7 68 , 

iE-Extensions ProtocolExtensionContainer ( ( Secondary-CCPCH-TDD-Code-Inf ormationltemV 68-ExtIEs } } OPTIONAL, 



Secondary-CCPCH-TDD-Code-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 



SecondlnterleavingMode 
frame -related, 
time slot -related, 



ENUMERATED ( 



Seed ::= INTEGER (0..63) 

Service-ID ::= OCTET STRING (SIZE (3)) 

SEN ::= INTEGER (0..4095) 

SFNSFN-FDD ::= INTEGER ( . . 61 43 9 9 ) 

SFNSFN-TDD ::= INTEGER ( .. 40 961 ) 

SFNSFN-TDD768 ::= INTEGER ( .. 81 923) 

GA-AccessPointPositionwithOptionalAltitude 
geographical Coordinate 
altitudeAndDirection 
iE-Extensions 

} 



SEQUENCE { 
GeographicalCoordinate, 
GA-AltitudeAndDirection OPTIONAL, 
ProtocolExtensionContainer ( ( GA-AccessPointPositionwithOptionalAltitude-ExtlEs } } OPTIONAL, 



GA-AccessPointPositionwithOptionalAltitude-ExtlEs RNSAP-PROTOCOL-EXTENSION 
} 

SFNSFNChangeLimit ::= INTEGER (1..256) 

— Unit chip. Step 1/16 chip. Range 1/16. .16 chip 

SFNSFNDriftRate ::= INTEGER (-100.. 100) 

— Unit chip/s. Step 1/256 chip/s. Range -100/256 .. +100/256 chip/s 

SFNSFNDriftRateQuality ::= INTEGER (0..100) 

— Unit chip/s. Step 1/256 chip/s. Range 0. .100/256 chip/s 

SFNSFNMeasurementThresholdlnformation: := SEQUENCE { 

SFNSFNChangeLimit SFNSFNChangeLimit 



OPTIONAL, 
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predictedSFNSFNDeviationLimit PredictedSFNSFNDeviationLimit OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { SFNSFNMeasurementThresholdInf ormation-ExtlEs } } OPTIONAL, 

} 

SFNSFNMeasurementThresholdlnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

SFNSFNMeasurementValuelnformation ::= SEQUENCE ( 

successfullNeighbouringCellSFNSFNObservedTimeDif ferenceMeasurementlnformation SEQUENCE (SIZE(1. .maxNrOfMeasNCell) ) OF 
SEQUENCE ( 

uC-ID UC-ID, 

sFNSFNValue SFNSFNValue, 

sFNSFNQuality SFNSFNQuality OPTIONAL, 

sFNSFNDriftRate SFNSFNDrif tRate, 

sFNSFNDriftRateQuality SFNSFNDriftRateQuality OPTIONAL, 

sFNSFNTimeStampInformation SFNSFNTimeStampInf ormation, 

iE-Extensions ProtocolExtensionContainer ( ( 

Success fullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementlnformationltem-ExtlEs } } OPTIONAL, 

}, 
unsuccessfullNeighbouringCellSFNSFNObservedTimeDif ferenceMeasurementlnformation SEQUENCE (SIZE(0. .maxNrOfMeasNCell-1 ) ) OF 
SEQUENCE ( 

uC-ID UC-ID, 

iE-Extensions ProtocolExtensionContainer { { Unsuccessf ullNeighbouringCellSFNSFNObservedTimeDif f erenceMeasurementInf ormationltem- 
ExtlEs} } OPTIONAL, 

}, 
iE-Extensions ProtocolExtensionContainer ( { SFNSFNMeasurementValueInf ormationltem-ExtlEs } } OPTIONAL, 

} 

SFNSFNMeasurementValuelnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

SuccessfullNeighbouringCellSFNSFNObservedTimeDiff erenceMeasurementInf ormationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

Unsuccessf ullNeighbouringCellSFNSFNObservedTimeDiff erenceMeasurementInf ormationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

SFNSFNQuality ::= INTEGER (0..255) 

— Unit chip. Step 1/16 chip. Range 0.. 255/16 chip 

SFNSFNTimeStampInformation : := CHOICE { 
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sFNSFNTimeStamp-FDD SEN, 
sFNSFNTimeStamp-TDD SFNSFNTimeStamp-TDD, 



} 



SFNSFNTimeStamp-TDD: := SEQUENCE { 
SFN SEN, 

timeSlot TimeSlot, 

iE-Ext ens ions 



ProtocolExtensionContainer ( ( SFNSFNTimeStamp-ExtlEs } } OPTIONAL, 



SFNSFNTimeStamp-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



} 



SFNSFNValue ::= CHOICE ( 

SFNSFN-FDD SFNSFN-FDD, 

SFNSFN-TDD SFNSFN-TDD, — LCR & HCR TDD 



sFNSFN-TDD7f 



SFNSFN-TDD7f 



} 



SID ::= INTEGER ( . .maxNrOf PDUIndexes-1 ) 

SIR-Error-Value ::= INTEGER (0..125) 

SIR-Error-Value-IncrDecrThres ::= INTEGER (0..124) 

SIR-Value ::= INTEGER (0..63) 

— According to mapping in [11]/ [14] 

SIR-Value-IncrDecrThres ::= INTEGER (0..62) 

SixtyfourQAM-DL-Supportlndicator ::= ENUMERATED { 
sixteenQAM-DL-supported, 
sixteenQAM-DL-not -supported 



SNA-Information ::= SEQUENCE { 

pLMN-Identity PLMN-Identity, 
listOfSNAs ListOfSNAs OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { SNA-Information-ExtlEs } } OPTIONAL, 

} 

SNA-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



ListOfSNAs ::= SEQUENCE (SIZE (1.. maxNrOf SNAs) ) OF SNACode 
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SNACode ::= INTEGER (0.. 65535) 



SpecialBurst Scheduling 

S-RNTI 

— From to 2-^20-1 



INTEGER (1 . .256) 
= INTEGER (0 . . 1048575) 



S-RNTI-Group 
SRNTI 
sRNTI-BitMasklndex 

bl, 

b2, 

b3, 

b4, 

b5, 

b6, 

b7, 

b8, 

b9, 

blO, 

bll, 

bl2, 

bl3, 

bl4, 

bl5, 

bl6, 

bl7, 

bl8, 

bl9, . . . 



SEQUENCE { 
S-RNTI, 
ENUMERATED { 



} 



SRB-Delay 



INTEGER (0 ..!,...) 



SSDT-Supportlndicator ::= ENUMERATED { 
not-Used-sSDT-supported, 
sSDT-not -supported 



STTD-Supportlndicator ;;= ENUMERATED { 

STTD-Supported, 

sTTD-not-Supported 
} 

Support-8PSK ::= ENUMERATED { 
v8PSK-Supported 



Support-PLCCH ::= ENUMERATED { 
vPLCCH-Supported 
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SyncCase 



INTEGER (1 . .2, 



SynchronisationConf iguration ::= SEQUENCE ( 

n-INSYNC-IND INTEGER (1..256), 

n-OUTSYNC-IND INTEGER (1..256), 

t-RLFAILURE INTEGER (0..255), 

— Unit seconds, Range Os . . 25.5s, Step 0.1s 

iE-Extensions ProtocolExtensionContainer { 



( SynchronisationConf iguration-ExtlEs } } 



OPTIONAL, 



SynchronisationConf iguration-ExtlEs RNSAP-PROTOCOL-EXTENSION 



SYNC-UL-ProcParameters ::= SEQUENCE { 
maxSYNC-UL-transmissions 
power Ramp Step 



ENUMERATED 
INTEGER (0 



(vl, 
• 3, 



v2, v4, v8. 



•}, 



Tl 



ENUMERATED { vl , v2 , v30 , v4 , v50 , v60 , v7 , v8 , v90 , vl , vl2 , vl 4 , vl 60 , v2 , v30 , v4 , 



.} 



TDD-AckNack-Power-Of fset 
— Unit dB, Range -7dB . . 



: := INTEGER (-7 . , 
+8dB, Step IdB 



TDD-ChannelisationCode 
chCodeldivl, 
chCode2divl, 
chCode2div2, 
chCode4divl, 
chCode4div2, 
chCode4div3, 
chCode4div4, 
chCodeBdivl, 
chCode8div2, 
chCode8div3, 
chCode8div4, 
chCode8div5, 
chCode8div6, 
chCode8div7, 
chCode8div8, 
chCodel6divl, 
chCodel6div2, 
chCodel6div3, 
chCodel6div4, 
chCodel6div5, 
chCodel6div6, 
chCodel6div7, 
chCodel6div8, 
chCodel6div9, 



ENUMERATED { 
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chCodel6divlO, 
chCodel6divll, 
chCodel6divl2, 
chCodel6divl3, 
chCodel6divl4, 
chCodel6divl5, 
chCodel5divl6, 



TDD-ChannelisationCode7 68 
chCodeldivl, 
chCode2divl, 
chCode2div2, 
chCode4divl, 
chCode4div2, 
chCode4div3, 
chCode4div4, 
chCodeSdivl, 
chCode8div2, 
chCode8div3, 
chCode8div4, 
chCode8div5, 
chCode8div6, 
chCode8div7, 
chCode8div8, 
chCodel6divl, 
chCodel6div2, 
chCodel6div3, 
chCodel6div4, 
chCodel6div5, 
chCodel6div6, 
chCodel6div7, 
chCodel6div8, 
chCodel6div9, 
chCodel6divlO, 
chCodel6divll, 
chCodel6divl2, 
chCodel6divl3, 
chCodel6divl4, 
chCodel6divl5, 
chCodel6divl6, 
chCode32divl, 
chCode32div2, 
chCode32div3, 
chCode32div4, 
chCode32div5, 
chCode32div5, 
chCode32div7, 
chCode32div8, 
chCode32div9, 
chCode32divlO, 
chCode32divll, 
chCode32divl2, 



ENUMERATED { 
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chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 
chCodeS 



2divl3, 
2divl4, 
2divl5, 
2divl6, 
2divl7, 
2divl8, 
2divl9, 
2div20, 
2div21, 
2div22 , 
2div23, 
2div24, 
2div25, 
2div26, 
2div27, 
2div28, 
2div29, 
2div30, 
2div31, 
2div32 , 



TDD-ChannelisationCodeLCR : 
tDD-ChannelisationCode 
modulation 



SEQUENCE { 

TDD-ChannelisationCode, 

Modulation, — Modulation options for 1.28Mcps TDD in contrast to 3.84Mcps TDD or 7 . 68Mcps TDD 



TDD-DCHs-to-Modify 



SEQUENCE (SIZE ( 1 . . maxNrOf DCHs ) ) OF TDD-DCHs-to-Modif yitem 



TDD-DCHs-to-Modifyltem 



SEQUENCE ( 



ul-FP-Mode 

toAWS 

to AWE 

transportBearerRequest Indicator 

dCH-Specif icinf ormationList 

IE -Extensions 



UL-FP-Mode OPTIONAL, 

ToAWS OPTIONAL, 

To AWE OPTIONAL, 

TransportBearerRequest Indicator , 

TDD-DCHs-to-Modify Sped ficinf ormationList, 

ProtocolExtensionContainer ( (TDD-DCHs-to-Modifyltem-ExtlEs } } OPTIONAL, 



TDD-DCHs-to-Modifyltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TnlQos CRITICALITY ignore 



EXTENSION 



TnlQos PRESENCE optional }, 



TDD-DCHs-to-Modify Sped ficinf ormationList 



SEQUENCE (SIZE ( 1 . .maxNrOf DCHs ) ) OF TDD-DCHs-to-Modif ySpecif icitem 



TDD-DCHs-to-Modify Specif id tem 
dCH-ID 

ul-CCTrCH-ID 
dl-CCTrCH-ID 
ul-Transport format Set 
dl -Transport format Set 



SEQUENCE { 

DCH-ID, 

CCTrCH-ID OPTIONAL, 

CCTrCH-ID OPTIONAL, 

TransportFormatSet OPTIONAL, 

TransportFormatSet OPTIONAL, 
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allocationRetentionPriority AllocationRetentionPriority OPTIONAL, 

f rameHandlingPriority FrameHandlingPriority OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( { TDD-DCHs-to-Modif ySpecif icItem-ExtlEs } } OPTIONAL, 

} 

TDD-DCHs-to-ModifySpecificItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-Guaranteed-Rate-Information CRITICALITY ignore EXTENSION Guaranteed-Rate-Inf ormation PRESENCE optional } I 
{ ID id-TrafficClass CRITICALITY ignore EXTENSION TrafficClass PRESENCE optional}, 

} 

TDD-DL-Code-Information ::= SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHs) ) OF TDD-DL-Code-Inf ormationltem 

TDD-DL-Code-Informationltem ::= SEQUENCE { 

dPCH-ID DPCH-ID, 

tDD-ChannelisationCode TDD-ChannelisationCode, 

iE-Extensions ProtocolExtensionContainer ( { TDD-DL-Code-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

TDD-DL-Code-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

TDD-DL-Code-LCR-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf DPCHsLCR) ) OF TDD-DL-Code-LCR-Inf ormationltem 

TDD-DL-Code-LCR-Inf ormationltem ::= SEQUENCE { 

dPCH-ID DPCH-ID, 

tdd-ChannelisationCodeLCR TDD-ChannelisationCodeLCR, 

tdd-DL-DPCH-TimeSlotFormat-LCR TDD-DL-DPCH-TimeSlotFormat-LCR, 

iE-Extensions ProtocolExtensionContainer ( ( TDD-DL-Code-LCR-Inf ormationltem-ExtlEs } } OPTIONAL, 

} 

TDD-DL-Code-LCR-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TDD-DL-Code-Information768 ::= SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHsV 68 ) ) OF TDD-DL-Code-Inf ormationltem? 68 

TDD-DL-Code-Inf ormationltem? 68 ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCode7 68 TDD-ChannelisationCode7 68 , 
iE-Extensions ProtocolExtensionContainer ( ( TDD-DL-Code-Inf ormationltem? 68-ExtIEs } } OPTIONAL, 

} 

TDD-DL-Code-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

TDD-DL-DPCH-TimeSlotFormat-LCR ::= CHOICE { 

qPSK QPSK-DL-DPCH-TimeSlotFormatTDD-LCR, 
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eightPSK EightPSK-DL-DPCH-TimeSlotFormatTDD-LCR, 

} 

QPSK-DL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER ( .. 24 ,... ) 

EightPSK-DL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER ( .. 24 ,... ) 

TDD-DPCHOffset ::= CHOICE { 

initialOffset INTEGER (0..255), 
noinitialOffset INTEGER (0..63) 
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TDD-PhysicalChannelOf fset 

TDD-TPC-DownlinkStepSize : 
step-sizel, 
step-size2 , 
step-size3, 



: := INTEGER (0 . . 63) 
ENUMERATED { 



TDD-TPC-UplinkStepSize-LCR 
step-sizel, 
step-size2, 
step-size3, 



ENUMERATED ( 



TDD-UL-Code-Information 

TDD-UL-Code-Informationltem 
dPCH-ID 

tDD-ChannelisationCode 
iE-Extensions 



SEQUENCE ( SIZE ( 1 . . maxNrOf DPCHs ) ) OF TDD-UL-Code-Inf ormationltem 

SEQUENCE ( 

DPCH-ID, 

TDD-ChannelisationCode, 

ProtocolExtensionContainer ( { TDD-UL-Code-Inf ormationltem-ExtlEs } } OPTIONAL, 



TDD-UL-Code-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



TDD-UL-Code-LCR-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf DPCHsLCR) ) OF TDD-UL-Code-LCR-Inf ormationltem 

TDD-UL-Code-LCR-Inf ormationltem ::= SEQUENCE ( 

dPCH-ID DPCH-ID, 

tdd-ChannelisationCodeLCR TDD-ChannelisationCodeLCR, 

tdd-UL-DPCH-TimeSlotFormat-LCR TDD-UL-DPCH-TimeSlotFormat-LCR, 

iE-Extensions ProtocolExtensionContainer { { TDD-UL-Code-LCR-Inf ormationltem-ExtlEs } } OPTIONAL, 



TDD-UL-Code-LCR-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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} 

TDD-UL-Code-Information7 68 ::= SEQUENCE ( SIZE ( 1 . .maxNrOf DPCHsV 68 ) ) OF TDD-UL-Code-Inf ormationltemV 68 

TDD-UL-Code-InformationItem768 ::= SEQUENCE { 
dPCH-ID DPCH-ID, 

tDD-ChannelisationCode7 68 TDD-ChannelisationCode7 68 , 
iE-Extensions ProtocolExtensionContainer ( { TDD-UL-Code-Inf ormationltem? 68-ExtIEs } } OPTIONAL, 

} 

TDD-UL-Code-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION :;= { 
} 

TDD-UL-DPCH-TimeSlotFormat-LCR ::= CHOICE { 

qPSK QPSK-UL-DPCH-TimeSlotFormatTDD-LCR, 

eightPSK EightPSK-UL-DPCH-TimeSlotFormatTDD-LCR, 

} 

QPSK-UL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER ( .. 69, ... ) 

EightPSK-UL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER ( .. 24 ,... ) 

TFCI-Coding : := ENUMERATED { 
v4, 
v8, 
vl6, 
v32, 

} 

TFCI-Presence : := ENUMERATED { 

present, 

not-present 
} 

TFCI-SignallingMode ::= ENUMERATED { 

normal, 

not -Used-split 
} 

— The value "Not Used" shall not be used by the SRNC. The procedure shall be rejected by the DRNC if the value "Not Used" is received. 

TGD ::= INTEGER (0|15..269) 

— = Undefined, only one transmission gap in the transmission gap pattern sequence 

TGPRC ::= INTEGER (0..511) 

— = infinity 

TGPSID ::= INTEGER (1.. maxTGPS) 

TGSN ::= INTEGER (0..14) 
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TimeSlot ::= INTEGER (0..14) 

TimeSlotLCR ::= INTEGER (0..6) 

TimingAdvanceApplied : := ENUMERATED { 
yes, 
no 



Synchronisationlndicator : := ENUMERATED { 
timingMaintainedSynchronisation, 



TMGI : := SEQUENCE ( 

plmn-id PLMN-Identity , 
service-id Service-ID, 
iE-Extensions 



ProtocolExtensionContainer ( ( TMGI-ExtlEs} } OPTIONAL, 



TMGI-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 



TnlQos : := CHOICE { 

dsField DsField, 

genericTraf f icCategory GenericTraf f icCategory , 



To AWE 

ToAWS 

TraceDepth 
minimum, 
medium, 
maximum. 



: ;= INTEGER (0 . .2559) 
: := INTEGER (0 . .1279) 

; := ENUMERATED { 



Trace Re cordingSessionReference 

Trace Reference 

TrafficClass ::= ENUMERATED { 
conversational, 
streaming, 
interactive, 
background. 



INTEGER (0 . . 65535) 

OCTET STRING (SIZE (2.. 3) 
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Transmission-Gap-Pattern-Sequence-Information ::= SEQUENCE (SIZE ( 1 . .maxTGPS) ) OF 
SEQUENCE { 

tGPSID TGPSID, 

tGSN TGSN, 

tGLl GapLength, 

tGL2 GapLength OPTIONAL, 

tCD TGD, 

tCPLl GapDuration, 

not-to-be-used-1 GapDuration OPTIONAL, 

— This IE shall never be included in the SEQUENCE. If received it shall be ignored 
uL-DL-mode UL-DL-mode, 

downlink-Compressed-Mode-Method Downlink-Compressed-Mode -Met hod OPTIONAL, 

— This IE shall be present if the value of the UL/DL mode IE is "DL only" or "UL/DL" 
uplink-Compressed-Mode -Met hod Uplink-Compressed-Mode-Method OPTIONAL, 

— This IE shall be present if the value of the UL/DL mode IE is "UL only" or "UL/DL" 
dL-FrameType DL-FrameType, 

delta-SIRl DeltaSIR, 

delta-SIR-afterl DeltaSIR, 

delta-SIR2 DeltaSIR OPTIONAL, 

delta-SIR-after2 DeltaSIR OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Inf ormation-ExtlEs } } OPTIONAL, 

} 

Transmission-Gap-Pattern-Sequence-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

Transmission-Gap-Pattern-Sequence-ScramblingCode-Inf ormation : := ENUMERATED { 

code-change, 

no code -change 
} 

Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE ( . . maxTGPS) ) OF 
SEQUENCE { 

tGPSID TGPSID, 

tGPRC TGPRC, 

tGCFN CFN, 

iE-Extensions ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtlEs } } OPTIONAL, 

} 

Transmission-Gap-Pattern-Sequence-Status-List-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TransmissionMode : :=ENUMERATED ( 
p-t-p, 
p-t-m, 
not -provided, 

} 

TransmissionTimelntervalDynamic : := ENUMERATED { 
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msec-lO f 
msec-20 , 
msec-40 , 
msec-80. 



TransmissionTimelntervalSemiStatic : := ENUMERATED { 
msec-10 , 
msec-20, 
msec-40, 
msec-80, 
dynamic, 



TransmitDiversitylndicator 
active, 
inactive 



ENUMERATED { 



Transmitted-Carrier-Power-Value ::= INTEGER ( .. 100 ) 

— according to mapping in [23] and [24] 

Transmitted-Carrier-Power-Value-IncrDecrThres : := INTEGER(0. .100) 

— according to mapping in [23] and [24] 

Transport-Block-Size-Index ::= INTEGER ( 1 . .maxNrOfHS-DSCHTBSs) 

TUTRANGPS ::= SEQUENCE ( 

ms-part INTEGER (0.. 16383), 
Is-part INTEGER ( . . 42 94 9672 95) 



TUTRANGPSChangeLimit ::= INTEGER (1..256) 

— Unit chip. Step 1/16 chip. Range 1/16. .16 chip 

TUTRANGPSDriftRate ::= INTEGER (-50.. 50) 

— Unit chip/s. Step 1/256 chip/s. Range -50/256 .. +50/256 chip/s 

TUTRANGPSDriftRateQuality ::= INTEGER (0..50) 

— Unit chip/s. Step 1/256 chip/s. Range 0. .50/256 chip/s 



TUTRANGPSAccuracyClass 
accuracy-class -A, 
accuracy-class -B, 
accuracy-class -C, 



ENUMERATED { 



TUTRANGPSMeasurementThresholdlnformation ::= SEQUENCE { 

tUTRANGPSChangeLimit TUTRANGPSChangeLimit OPTIONAL, 

predictedTUTRANGPSDeviationLimit PredictedTUTRANGPSDeviationLimit OPTIONAL, 
iE-Extensions ProtocolExtensionContainer { ( TUTRANGPSMeasurementThresholdInf ormation-ExtlEs } } 



OPTIONAL, 
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TUTRANGPSMeasurementThresholdlnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TUTRANGPSMeasurementValuelnformation ::= SEQUENCE { 
tUTRANGPS TUTRANGPS, 

tUTRANGPSQuality TUTRANGPSQuality OPTIONAL, 

tUTRANGPSDriftRate TUTRANGPSDrif tRate, 

tUTRANGPSDriftRateQuality TUTRANGPSDriftRateQuality OPTIONAL, 
iEe-Extensions ProtocolExtensionContainer { { TUTRANGPSMeasurementValuelnformationltem-ExtlEs } } OPTIONAL, 

} 

TUTRANGPSMeasurementValuelnformationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TUTRANGPSQuality ::= INTEGER (0..255) 

— Unit chip. Step 1/16 chip. Range 0. . 255/16 chip 

TransportBearerlD ::= INTEGER (0..4095) 

TransportBearerRequestlndicator ; ;= ENUMERATED { 
bearer-requested, 
bear er-not -requested, 

} 

TransportBlockSize :;= INTEGER (0..5000) 

— Unit is bits 

TransportFormatCombination-Beta : := CHOICE { 
signalledGainFactors SEQUENCE ( 
betaC BetaCD, 

betaD BetaCD, 

refTFCNumber RefTFCNumber OPTIONAL, 

iE-Extensions ProtocolExtensionContainer ( ( SignalledGainFactors-ExtlEs } } OPTIONAL, 

}, 

refTFCNumber RefTFCNumber, 

} 

SignalledGainFactors-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

TECS : := SEQUENCE ( 

tFCSvalues CHOICE { 
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no-Split-in-TFCI TFCS-TFCSList , 

not-Used-split-in-TFCI NULL, 

— This choice shall never be made by the SRNC and the DRNC shall consider the procedure as failed if it is received. 

}, 

IE-Extensions ProtocolExtensionContainer ( ( TFCS-ExtlEs} } OPTIONAL, 



TFCS-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



TFCS-TFCSList ::= SEQUENCE (SIZE ( 1 . .maxNrOf TFCs) ) OF 
SEQUENCE ( 

cTFC TFCS-CTFC, 

tFC-Beta TransportFormatCombination-Beta OPTIONAL, 

— The IE shall be present if the TFCS concerns a UL DPCH [FDD - or PRACH channel in FDD] 

IE-Extensions ProtocolExtensionContainer ( { TFCS-TFCSList-ExtlEs } } OPTIONAL, 



TFCS-TFCSList-ExtlEs RNSAP-PROTOCOL-EXTENSION 



TFCS-CTFC ::= CHOICE { 
Ctfc2bit 
ctfc4bit 
ctf c6bit 
ctfcSbit 
ctfcl2bit 
ctfcl6bit 
ctf cmaxbit 



INTEGER 





.3) , 


INTEGER 





.15) , 


INTEGER 





.63) , 


INTEGER 





.255) , 


INTEGER 





.4095) , 


INTEGER 





. 65535) , 


INTEGER 





.maxCTFC 



TransportFormatSet : 
dynamicParts 
semi-staticPart 
IE-Extensions 



SEQUENCE ( 

TransportFormatSet-DynamicPartList , 
TransportFormatSet-Semi-staticPart, 
ProtocolExtensionContainer ( (TransportFormatSet-ExtlEs } } OPTIONAL, 



TransportFormatSet-ExtlEs RNSAP-PROTOCOL-EXTENSION 



TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1 . .maxNrOfTFs) ) OF 
SEQUENCE { 

nrOfTransportBlocks NrOfTransportBlocks, 

transportBlockSize TransportBlockSize OPTIONAL 

— This IE shall be present if nrOfTransportBlocks is greater than — , 

mode TransportFormatSet-ModeDP, 

IE-Extensions ProtocolExtensionContainer ( ( TransportFormatSet-DynamicPartList-ExtlEs } } OPTIONAL, 
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} 

TransportFormatSet-DynamicPartList-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 
} 

TransportFormatSet-ModeDP ::= CHOICE { 

tdd TDD -Transport Format Set-ModeDP, 

notApplicable NULL, 

} 

TDD-TransportFormatSet-ModeDP ::= SEQUENCE { 

transmissionTime Interval Information TransmissionTime Interval Information OPTIONAL, 

— This IE shall be present if the "Transmission Time Interval" of the "Semi-static Transport Format Information" is "dynamic". Otherwise it is 
absent . 

IE-Extensions ProtocolExtensionContainer ( { TDD-TransportFormatSet-ModeDP-ExtlEs } } OPTIONAL, 

} 

TDD-TransportFormatSet-ModeDP-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

TransmissionTimelntervallnformation ::= SEQUENCE (SIZE ( 1 . .maxTTI-Count ) ) OF 
SEQUENCE { 

transmissionTime Interval TransmissionTime I ntervalDynamic, 

IE-Extensions ProtocolExtensionContainer { { TransmissionTimelntervalInf ormation-ExtlEs } } OPTIONAL, 

} 

TransmissionTimelntervallnformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

Transmitted-Code-Power-Value ::= INTEGER (0..127) 
— According to mapping in [11]/ [14] 



Transmitted-Code -Power-Value- I ncrDecrThres 



INTEGER (0 . .112, . . . ) 



TransportFormatManagement 
cell-based, 
ue-based. 



ENUMERATED { 



TransportFormatSet-Semi-staticPart ::= SEQUENCE { 

transmissionTime TransmissionTime IntervalSemiStatic, 

channelCoding ChannelCodingType, 

codingRate CodingRate OPTIONAL 

— This IE shall be present if channelCoding is ' convolutional ' or 'turbo' 

r at eMatcingAt tribute Rat eMatchingAt tribute, 

cRC-Size CRC-Size, 
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mode TransportFormatSet-ModeSSP, 

iE-Extensions ProtocolExtensionContainer { { TransportFormatSet-Semi-staticPart-ExtlEs } } OPTIONAL, 

} 

TransportFormatSet-Semi-staticPart-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

TransportFormatSet-ModeSSP ::= CHOICE { 

tdd SecondlnterleavingMode, 

notApplicable NULL, 

} 

TransportLayerAddress ::= BIT STRING (SIZE ( 1 . . 1 60 , ...)) 

TrCH-SrcStatisticsDescr ;;= ENUMERATED { 
speech, 
rRC, 
unknown, 

} 

TSTD-Indicator ::= ENUMERATED { 

active, 

inactive 
} 

TSTD-Support-Indicator ::= ENUMERATED ( 

tSTD-supported, 

tSTD-not -supported 
} 

TxDiversity Indicator : := ENUMERATED { 

true, 

false 
} 

TypeOf Error ::= ENUMERATED { 
not-understood, 
missing. 



UARFCN ;;= INTEGER ( . . 1 6383 , . . . ) 

— Corresponds to: . OHz . . 327 6 . 6Mhz . See [7], [43] 

UDRE : : = ENUMERATED { 
lessThanl, 
between 1 -and- 4, 
between 4 -and- 8 , 
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over 8 , 
} 

UE-Capabilities-Info ::= SEQUENCE ( 

hSDSCH-Physical-Layer-Category INTEGER (1..64,...), 

iE-Extensions ProtocolExtensionContainer ( ( UE-Capabilities-Inf o-ExtlEs } } OPTIONAL, 

} 

UE-Capabilities-Info-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UE-DPCCH-burstl ::= ENUMERATED (vl, v2 , v5 } 

— Unit subframe 

UE-DPCCH-burst2 ::= ENUMERATED (vl, v2 , v5 } 

— Unit subframe 

UE-DRX-Cycle ::= ENUMERATED (v4, v5, v8, vlO, vl6, v20} 

— Unit subframe 

UE-DRX-Grant-Monitoring ::= BOOLEAN 

— true : applied, false : not applied 

UE-DTX-Cyclel-2ms ::= ENUMERATED (vl, v4, v5, v8, vlO, vl6, v20} 

— Unit subframe 

UE-DTX-Cyclel-lOms ::= ENUMERATED (vl, v5, vlO, v20} 

— Unit subframe 

UE-DTX-Cycle2-2ms ::= ENUMERATED (v4, v5, v8, vlO, vl6, v20, v32, v40, v64, v80, vl28, vl60} 

— Unit subframe 

UE-DTX-Cycle2-10ms ::= ENUMERATED {v5, vlO, v20, v40, v80, vl60} 

— Unit subframe 

UE-DTX-DRX-Offset ::= INTEGER (0..159) 

— Unit subframe 

UE-DTX-Long-Preamble : := BOOLEAN 

— true : applied, false : not applied 

UE-Inactivity-Threshold ::= ENUMERATED (vl, v2 , v4, v8, vl6, v32, v64, vl28, v256, v512, infinity} 

— Unit subframe 

UEIdentity ::= CHOICE { 

imsi IMSI, 

imei IMEI, 

imeisv IMEISV, 

} 
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UEMeasurementHysteresisTime 

— Unit dB 

— Range . .7 .5 dB 

— Step 0.5 dB 



INTEGER (0 . .15) 



UEMeasurementParameterModAllow : : 
par ame t e rModifi cat ionAl lowed, 



ENUMERATED ( 



UEMeasurementReportCharacteristics ::= CHOICE { 

periodic UEMeasurementReportCharacteristicsPer iodic, 

event Ih UEMeasurementReportCharacteristicsEventlh, 

event 11 UEMeasurementReportCharacteristicsEventli, 

event 5a UEMeasurementReportCharacteristicsEvent 5a, 

event 5b UEMeasurementReportCharacteristicsEvent 5b, 

event 5 c UEMeasurementReportCharacteristicsEvent 5c, 

event 5d UEMeasurementReportCharacteristicsEvent 5d, 



extension-ReportCharacteristics 



UEMeasurementReportCharacteristics-Extension 



UEMeasurementReportCharacteristicsEventlh : := SEQUENCE { 
uEMeasurementTreshold UEMeasurement Threshold, 
uEMeasurementTlmeToTrigger UEMeasurementTlmeToTrigger , 
UEMeasurementHysteresisTime UEMeasurementHysteresisTime, 
IE-Extensions ProtocolExtensionContainer { ( UEMeasurementReportCharacteristicsEventlh-ExtlEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsEventlh-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UEMeasurementReportCharacteristicsEventli : := SEQUENCE { 
uEMeasurementTreshold UEMeasurement Threshold, 
UEMeasurementTlmeToTrigger UEMeasurementTlmeToTrigger, 
UEMeasurementHysteresisTime UEMeasurementHysteresisTime, 
IE-Extensions ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEventli-ExtlEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsEventli-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementReportCharacteristicsEvent5a ::= SEQUENCE { 
uEMeasurementTreshold UEMeasurement Threshold, 
UEMeasurementTlmeToTrigger UEMeasurementTlmeToTrigger, 
iE-Extensions ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent 5a-ExtIEs } } OPTIONAL, 
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UEMeasurementReportCharacteristicsEvent6a-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UEMeasurementReportCharacteristicsEvent6b : := SEQUENCE { 
uEMeasurementTreshold UEMeasurement Threshold, 
uEMeasurementTimeToTrigger UEMeasurement TimeToTrigger, 
iE-Extensions ProtocolExtensionContainer ( { UEMeasurementReportCharacteristicsEvent6b-ExtIEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsEvent6b-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UEMeasurementReportCharacteristicsEvent6c ::= SEQUENCE { 

UEMeasurementTimeToTrigger UEMeasurementTimeToTrigger, 

iE-Extensions ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent6c-ExtIEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsEvent6c-ExtIEs RNSAP-PROTOCOL-EXTENSION : := { 

} 

UEMeasurementReportCharacteristicsEvent6d : := SEQUENCE { 

UEMeasurementTimeToTrigger UEMeasurementTimeToTrigger, 

iE-Extensions ProtocolExtensionContainer { ( UEMeasurementReportCharacteristicsEvent6d-ExtIEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsEvent6d-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementReportCharacteristicsPeriodic ::= SEQUENCE { 

amount of Reporting UEMeasurementReportCharacteristicsPeriodicAmountof Reporting, 
report inglnterval UEMeasurementReportCharacteristicsPeriodicReportinglnterval, 
iE-Extensions ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsPeriodic-ExtlEs } } OPTIONAL, 

} 

UEMeasurementReportCharacteristicsPeriodicAmountof Reporting : := ENUMERATED ( 

rl, 

r2, 

r4, 

r8, 

rl6, 

r32, 

r64, 

rinf inity 
} 

UEMeasurementReportCharacteristicsPeriodicReportinglnterval : := ENUMERATED { 
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UEMeasurementReportCharacteristicsPeriodic-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementReportCharacteristics-Extension ::= ProtocolIE-Single-Container {{ UEMeasurementReportCharacteristics-ExtensionlE }} 

UEMeasurementReportCharacteristics-ExtensionlE RNSAP-PROTOCOL-IES : := { 

} 



UEMeasurement Threshold 
timeslotlSCP 
uETransmit Power 



: := CHOICE { 

UEMeasurementThresholdDLTimeslotlSCP, 
UEMeasurementThresholdUETransmit Power, 



ext ens ion-UEMeasurement Threshold 



UEMeasurement Threshold-Extension 



UEMeasurementThresholdDLTimeslotlSCP : 
UEMeasurementThresholdUETransmit Power 
UEMeasurementThreshold-Extension : : 



INTEGER(-115. .-25) 
:= INTEGER(-50 . .33) 
ProtocolIE-Single-Container { { UEMeasurementThreshold-ExtensionlE } } 



UEMeasurementThreshold-ExtensionlE RNSAP-PROTOCOL-IES 



{ 



UEMeasurementTimeslotlnfoHCR: := SEQUENCE (SIZE ( 1 . .maxNrOf TS) ) OF UEMeasurementTimeslotInf oHCR-IEs 

UEMeasurementTimeslotlnfoHCR-IEs ::= SEQUENCE { 
timeSlot TimeSlot, 

burst Type UEMeasurementTimeslotInf oHCRBurstType, 

IE-Extensions ProtocolExtensionContainer { { UEMeasurementTimeslotInf oHCR-IEs-ExtlEs } } OPTIONAL, 



UEMeasurementTimeslotInf oHCRBurstType : := ENUMERATED { 
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typel, 
type2, 
type3, 



UEMeasurementTimeslotlnfoHCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UEMeasurementTimeslotlnfoLCR: := SEQUENCE (SIZE ( 1 . .maxNrOf TsLCR) ) OF UEMeasurementTimeslotInf oLCR-IEs 

UEMeasurementTimeslotlnfoLCR-IEs ::= SEQUENCE ( 
timeSlot TimeSlotLCR, 

iE-Extensions ProtocolExtensionContainer ( ( UEMeasurementTimeslotInf oLCR-IEs-ExtlEs } } OPTIONAL, 



UEMeasurementTimeslotlnfoLCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 

UEMeasurementTimeslotInfo768 : := SEQUENCE (SIZE ( 1 . .maxNrOf TS) ) OF UEMeasurementTimeslotInf o7 68-IEs 

UEMeasurementTimeslotInfo768-IEs ::= SEQUENCE ( 
timeSlot TimeSlot, 

burst Type UEMeasurementTimeslotInf o7 6 8 Burst Type, 

iE-Extensions ProtocolExtensionContainer ( ( UEMeasurementTimeslotInf o7 68-IEs-ExtIEs } } OPTIONAL, 



UEMeasurementTimeslotInf o7 68BurstType : := ENUMERATED { 
typel, 
type2, 
type3, 

} 

UEMeasurementTimeslotInfo768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UEMeasurementTimeToTrigger : := ENUMERATED { 
rO, 
rlO, 
r20, 
r40, 
r60, 
r80, 
rlOO, 
rl20, 
rl60, 
r200. 
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r240, 

r320, 

r640, 

rl280, 

r2560, 

rSOOO 



UEMeasurementType : := ENUMERATED { 
pr imary-CCPCH-RSCP , 
dL-Timeslot-ISCP, 
uE-Transmitted-power, 



UEMeasurementValue ::= CHOICE { 

uE-Transmitted-Power UE -Measurement Value -UE-Transmitted-Power, 

pr imary-CCPCH-RSCP UE-MeasurementValue-Pr imary-CCPCH-RSCP, 

dL-Timeslot-ISCP UE-MeasurementValue-DL-Timeslot-ISCP, 



ext ens ion-UEMeasurement Value 



UEMeasurementValue -Ext ens ion 



UE-MeasurementValue-UE-Transmitted-Power ::= SEQUENCE { 

uEMeasurementTransmittedPowerListHCR UEMeasurementValueTransmittedPowerListHCR OPTIONAL, 

— Mandatory for 3.84Mcps TDD, Not applicable for 1.28Mcps TDD or 7 . 68Mcps TDD 

uEMeasurementTransmittedPowerListLCR UEMeasurementValueTransmittedPowerListLCR OPTIONAL, 

— Mandatory for 1.28Mcps TDD, Not applicable for 3.84Mcps TDD or 7 . 68Mcps TDD 

iE-Extensions ProtocolExtensionContainer { { UE-MeasurementValue-UE-Transmitted-Power-ExtlEs } } 



OPTIONAL, 



UE-MeasurementValue-UE-Transmitted-Power-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID id-UEMeasurementValueTransmittedPowerList7 68 CRITICALITY ignore EXTENSION UEMeasurementValueTransmittedPowerList7 68 

PRESENCE optional }, 



UEMeasurementValueTransmittedPowerListHCR 



SEQUENCE (SIZE ( 1 . . maxNrOf TS ) ) OF UEMeasurementValueTransmittedPowerListHCR-IEs 
:= SEQUENCE { 



UEMeasurementValueTransmittedPowerListHCR-IEs 
timeSlot TimeSlot, 

uETransmitPower INTEGER ( .. 104 ) , 

— mapping according to [24], values 0..20 not used 

iE-Extensions ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerListHCR-IEs-ExtlEs } } 

OPTIONAL, 



UEMeasurementValueTransmittedPowerListHCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UEMeasurementValueTransmittedPowerListLCR 



SEQUENCE (SIZE ( 1 . . maxNrOf TsLCR) ) OF UEMeasurementValueTransmittedPowerListLCR-IEs 
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UEMeasurementValueTransmittedPowerListLCR-IEs ::= SEQUENCE { 
timeSlotLCR TimeSlotLCR, 

uETransmitPower INTEGER ( .. 104 ) , 

— mapping according to [24], values 0..20 not used 

IE-Extensions ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerListLCR-IEs-ExtlEs } } 

OPTIONAL, 

} 

UEMeasurementValueTransmittedPowerListLCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementValueTransmittedPowerList768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf TS) ) OF UEMeasurementValueTransmittedPowerListV 68-IEs 

UEMeasurementValueTransmittedPowerList768-IEs ::= SEQUENCE { 
timeSlot TimeSlot, 

UETransmitPower INTEGER (0 .. 104) , 

— mapping according to [24], values 0..20 not used 

iE-Extensions ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerList7 68-IEs-ExtIEs } } 

OPTIONAL, 

} 

UEMeasurementValueTransmittedPowerList768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UE-MeasurementValue-Primary-CCPCH-RSCP: := SEQUENCE ( 

primaryCCPCH-RSCP PrimaryCCPCH-RSCP OPTIONAL, 

primaryCCPCH-RSCP-Delta PrimaryCCPCH-RSCP-Delta OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { UE-MeasurementValue-Primary-CCPCH-RSCP-ExtlEs } } OPTIONAL, 

} 

UE-MeasurementValue-Primary-CCPCH-RSCP-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
} 

UE-MeasurementValue-DL-Timeslot-ISCP ::= SEQUENCE { 

uEMeasurementTimeslotlSCPListHCR UEMeasurementValueTimeslotlSCPListHCR OPTIONAL, 

— Mandatory for 3.84Mcps TDD, Not applicable for 1.28Mcps TDD or 7.68Mcps TDD 

uEMeasurementTimeslotlSCPListLCR UEMeasurementValueTimeslotlSCPListLCR OPTIONAL, 

— Mandatory for 1.28Mcps TDD, Not applicable for 3.84Mcps TDD or 7 . 68Mcps TDD 

iE-Extensions ProtocolExtensionContainer ( ( UE-MeasurementValue-DL-Timeslot-ISCP-ExtlEs } } OPTIONAL, 

} 

UE-MeasurementValue-DL-Timeslot-ISCP-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-UEMeasurementValueTimeslotISCPList768 CRITICALITY ignore EXTENSION UEMeasurementValueTimeslotISCPList7 68 PRESENCE 

optional } , 

£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 71 4 ETSI TS 1 25 423 V7.4.0 (2007-03) 

} 

UEMeasurementValueTimeslotlSCPListHCR ::= SEQUENCE (SIZE ( 1 . .maxNrOf TS) ) OF UEMeasurementValueTimeslotlSCPListHCR-IEs 

UEMeasurementValueTimeslotlSCPListHCR-IEs ::= SEQUENCE { 
timeSlot TimeSlot, 

dL-TimeslotlSCP DL-TimeslotlSCP, 

iE-Extensions ProtocolExtensionContainer ( { UEMeasurementValueTimeslotlSCPListHCR-IEs-ExtlEs } } OPTIONAL, 

} 

UEMeasurementValueTimeslotlSCPListHCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementValueTimeslotlSCPListLCR ::= SEQUENCE (SIZE ( 1 . .maxNrOf TsLCR) ) OF UEMeasurementValueTimeslotlSCPListLCR-IEs 

UEMeasurementValueTimeslotlSCPListLCR-IEs ::= SEQUENCE { 
timeSlotLCR TimeSlotLCR, 

dL-TimeslotlSCP DL-TimeslotlSCP, 

iE-Extensions ProtocolExtensionContainer ( ( UEMeasurementValueTimeslotlSCPListLCR-IEs-ExtlEs } } OPTIONAL, 

} 

UEMeasurementValueTimeslotlSCPListLCR-IEs-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementValueTimeslotISCPList768 ::= SEQUENCE (SIZE ( 1 . .maxNrOf TS) ) OF UEMeasurementValueTimeslotlSCPListV 68-IEs 

UEMeasurementValueTimeslotISCPList768-IEs ::= SEQUENCE { 
timeSlot TimeSlot, 

dL-TimeslotlSCP DL-TimeslotlSCP, 

iE-Extensions ProtocolExtensionContainer ( { UEMeasurementValueTimeslotlSCPList? 68-IEs-ExtIEs } } OPTIONAL, 

} 

UEMeasurementValueTimeslotISCPList768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UEMeasurementValue-Extension ::= ProtocolIE-Single-Container {( UEMeasurementValue-ExtensionlE }} 

UEMeasurementValue-ExtensionlE RNSAP-PROTOCOL-IES ::= { 

} 

UEMeasurementValuelnformation ::= CHOICE { 

measurement Available UEMeasurementValuelnformationAvailable, 

measurement not Avail able UEMeasurementValueInf ormationnotAvailable 
} 

UEMeasurementValuelnformationAvailable : := SEQUENCE { 
uEmeasurementValue UEMeasurementValue , 

ie-Extensions ProtocolExtensionContainer { { UEMeasurementValueInf ormationAvailableltem-ExtlEs } } OPTIONAL, 
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UEMeasurementValuelnformationAvailableltem-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 



UEMeasurementValueInf ormationnotAvailable ::= NULL 



UE-State : := CHOICE { 
cell-fach-pch 
ura-pch 



Cell-Fach-Pch-State, 
Ura-Pch-State, 



Cell-Fach-Pch-State ::= SEQUENCE { 

d-RNTI D-RNTI, 

IE-Extensions ProtocolExtensionContainer ( ( Cell-Fach-Pch-State-ExtlEs } } OPTIONAL, 

} 

Cell-Fach-Pch-State-ExtlEs RNSAP-PROTOCOL-EXTENSION ;;= { 

} 



Ura-Pch-State ::= SEQUENCE { 
srnc-id 
ura-id 
IE-Extensions 



RNC-ID, 
URA-ID, 
ProtocolExtensionContainer ( ( Ura-Pch-State-ExtlEs } } OPTIONAL, 



Ura-Pch-State-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UL-DL-mode ::= ENUMERATED { 
ul-only , 
dl-only , 
both-ul-and-dl 



UL-DPDCHIndicatorEDCH ::= ENUMERATED { 
uL-DPDCH-present, 
uL-DPDCH-not-present } 

UL-Timeslot-Information: := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationltem 

UL-Timeslot-Informationltem ::= SEQUENCE { 

timeSlot TimeSlot, 
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midamble Shi ftAndBurst Type 
tFCI-Presence 
uL-Code-Inf ormation 
iE-Extensions 



Midamble Shi ftAndBurst Type, 

TFCI-Presence, 

TDD-UL-Code-Inf ormation, 

ProtocolExtensionContainer ( ( UL-Timeslot-Inf ormationltem-ExtlEs } } OPTIONAL, 



UL-Timeslot-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UL-TimeslotLCR-Information ::= SEQUENCE (SIZE ( 1 . .maxNrOf ULTsLCR) ) OF UL-TimeslotLCR-Inf ormationltem 



UL-TimeslotLCR-Inf ormationltem : 
timeSlotLCR 
midambleShiftLCR 
tFCI-Presence 

uL-Code-LCR-InformationList 
iE-Extensions 



SEQUENCE ( 

TimeSlotLCR, 
MidambleShiftLCR, 
TFCI-Presence, 
TDD-UL-Code-LCR-Inf ormation, 

ProtocolExtensionContainer ( { UL-TimeslotLCR-Inf ormationltem-ExtlEs } } OPTIONAL, 



UL-TimeslotLCR-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= ( 

{ ID Id-PLCCH-Information-UL-TimeslotLCR-Info CRITICALITY ignore 



EXTENSION PLCCHinformation PRESENCE optional }, 



PLCCHinf ormation ::= SEQUENCE { 
tDD-ChannelisationCode 
timeSlotLCR 
midambleShiftLCR 
sequenceNumber 
iE-Extensions 



} 



TDD-ChannelisationCode, 

TimeSlotLCR, 

MidambleShiftLCR, 

PLCCHsequenceNumber, 

ProtocolExtensionContainer ( ( PLCCHinf ormation-ExtlEs } } 



OPTIONAL, 



PLCCHinformation-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-Timeslot-Information768 : := SEQUENCE ( SIZE ( 1 . .maxNrOf TS) ) OF UL-Timeslot-Inf ormationltemV 68 

UL-Timeslot-Inf ormationltemV 68 : := SEQUENCE { 

timeSlot TimeSlot, 

midambleShiftAndBurstType7 68 MidambleShiftAndBurstType7 68, 

tFCI-Presence TFCI-Presence, 

uL-Code-Information7 68 TDD-UL-Code-Inf ormationV 68 , 

iE-Extensions ProtocolExtensionContainer ( ( UL-Timeslot-Inf ormationltemV 68-ExtIEs } } OPTIONAL, 



UL-Timeslot-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= { 
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UL-TimeSlot-ISCP-Info 



SEQUENCE (SIZE ( 1 . . maxNrOf ULTs ) ) OF UL-TimeSlot-ISCP-Inf oltem 



UL-TimeSlot-ISCP-InfoItem 
timeSlot 
uL-TimeslotlSCP 
iE-Extensions 



SEQUENCE ( 
TimeSlot, 
UL-TimeslotlSCP, 
ProtocolExtensionContainer ( ( UL-TimeSlot-ISCP-Inf oltem-ExtlEs } } OPTIONAL, 



UL-TimeSlot-ISCP-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-TimeSlot-ISCP-LCR-Info ::= SEQUENCE (SIZE ( 1 . . maxNrOf ULTsLCR) ) OF UL-TimeSlot-ISCP-LCR-Inf oltem 

UL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE { 

timeSlotLCR TimeSlotLCR, 

iSCP UL-Timeslot-ISCP-Value, 

iE-Extensions ProtocolExtensionContainer ( { UL-TimeSlot-ISCP-LCR-Inf oltem-ExtlEs } } 



OPTIONAL, 



} 
UL-TimeSlot-ISCP-LCR-InfoItem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UL-Timeslot-ISCP-Value 



UL-TimeslotlSCP 



UL-Time slot -ISCP -Value- I ncrDecrThres 

— Unit dB. Step . 5dB 

— e.g. Value 100 means 50dB 



INTEGER(0 . . 126) 



UL-TimingAdvanceCtrl-LCR 
sync-UL-codes -bitmap 
fPACH-info 
prxUpPCHdes 
syncUL-procParameter 
mMax 



SEQUENCE { 



BIT STRING (SIZE (8) ) , 
FPACH-Information, 
INTEGER (-120 . . -58, . 
SYNC-UL-ProcParameters, 
INTEGER (1 . .32) , 



} 



Uplink-Compressed-Mode -Met hod 
sFdiv2, 
higher-layer-scheduling. 



ENUMERATED { 



UL-SIR ;;= INTEGER (-82.. 173) 

— The UL-SIR gives the UL-SIR in number of 0.1 dB steps. 

— E.g. Value 173 means 17.3 dB 

— Unit dB. Step 0.1 dB . 

UC-ID : := SEQUENCE { 

rNC-ID RNC-ID, 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



718 



ETSI TS 125 423 V7.4.0 (2007-03) 



C-ID 
iE-Extensions 



ProtocolExtensionContainer ( { UC-ID-ExtlEs } } OPTIONAL, 



} 



UC-ID-ExtlEs RNSAP-PROTOCOL-EXTENSION :;= { 

} 

UL-DPCCH-SlotFormat ::= INTEGER (0..5, 

UL-FP-Mode ::= ENUMERATED ( 
normal, 
silent, 



UL-PhysCH-SF-Variation ::= ENUMERATED { 
sf -variation-supported, 
sf-variation-not -supported 



UL-ScramblingCode ::= SEQUENCE ( 

ul-ScramblingCodeNumber UL-ScramblingCodeNumber, 
ul-ScramblingCodeLength UL-ScramblingCodeLength, 
iE-Extensions ProtocolExtensionContainer { {UL-ScramblingCode-ExtlEs } } OPTIONAL 



UL-ScramblingCode-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



UL-ScramblingCodeLength ::= ENUMERATED { 
short, 
long 



UL-ScramblingCodeNumber 



INTEGER (0. .16777215) 



UL-Synchronisation-Parameters-LCR ::= SEQUENCE ( 

uL-Synchronisation-StepSize UL-Synchronisation-StepSize, 

uL-Synchroni sat ion-Frequency UL-Synchroni sat ion-Frequency, 

iE-Extensions ProtocolExtensionContainer { { UL-Synchronisation-Parameters-LCR-ExtlEs } } 



OPTIONAL, 



UL-Synchronisation-Parameters-LCR-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

UL-Synchronisation-StepSize ::= INTEGER (1..8) 

UL-Synchronisation-Frequency ::= INTEGER (1..8) 
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UL-TimeslotlSCP 



INTEGER (0 . . 127) 



— According to mapping in [14] 

UpPTSInterferenceValue ::= INTEGER (0..127,...) 

Unidirectional-DCH-Indicator ::= ENUMERATED { 
downlink-DCH-only , 
uplink-DCH-only 



URA-ID 



URA-Inf ormation 
uRA-ID 
mult ipleURAs Indicator 



: := INTEGER (0 . 
SEQUENCE { 



55535) 



URA-ID, 

Mult ipleURAs Indicator, 



rNCsWithCellsInTheAccessedURA-List RNCsWithCellsInTheAccessedURA-List OPTIONAL, 



iE-Extensions 



ProtocolExtensionContainer ( { URA-Inf ormation-ExtlEs } } OPTIONAL, 



URA-Information-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



RNCsWithCellsInTheAccessedURA-List ::= SEQUENCE (SIZE ( 1 . .maxRNCinURA-1 ) ) OF RNCsWithCellsInTheAccessedURA-Item 

RNCsWithCellsInTheAccessedURA-Item ::= SEQUENCE { 
rNC-ID RNC-ID, 

iE-Extensions ProtocolExtensionContainer ( ( RNCsWithCellsInTheAccessedURA-Item-ExtlEs } } OPTIONAL, 



RNCsWithCellsInTheAccessedURA-Item-ExtlEs RNSAP-PROTOCOL-EXTENSION 



USCH-ID 



USCH-Inf ormation 



: := INTEGER (0 . .255) 
SEQUENCE (SIZE ( 1 . . maxNoOf USCHs ) ) OF USCH-Inf ormationltem 



USCH-Inf ormationltem ::= SEQUENCE { 
uSCH-ID 
ul-CCTrCH-ID 

trChSourceStatisticsDescriptor 
transport Format Set 
allocationRetentionPriority 
schedulingPriority Indicator 
rb-Inf o 
iE-Extensions 



USCH-ID, 

CCTrCH-ID, 

TrCH-SrcStatisticsDescr, 

Transport Format Set, 

AllocationRetentionPriority, 

SchedulingPr iority Indicator , 

RB-Info, 

ProtocolExtensionContainer ( { USCH-Inf ormationltem-ExtlEs } } OPTIONAL, 



USCH-Informationltem-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

{ ID id-TrafficClass CRITICALITY ignore EXTENSION TrafficClass 



PRESENCE mandatory 
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{ ID id-BindingID CRITICALITY ignore EXTENSION BindingID PRESENCE optional } I 

— Shall be ignored if bearer establishment with ALCAP . 

{ ID Id-TransportLayerAddress CRITICALITY ignore EXTENSION TransportLayerAddress PRESENCE optional }, 

— Shall be ignored if bearer establishment with ALCAP. 

} 

User-Plane-Congestion-Fields-Inclusion ;;= ENUMERATED { shall-be-included } 

— V 

— W 

— X 

— Y 

— Z 

END 

9.3.5 Common Definitions 

************************************************************** 

— Common definitions 

************************************************************** 

RNSAP-CommonDataTypes ( 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-CommonDataTypes (3) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN 

************************************************************** 



— Extension constants 



************************************************************** 



maxPrivatelEs 
maxProtocolExt ens ions 
maxProtocolIEs 



INTEGER ; 


= 65535 


INTEGER : 


= 65535 


INTEGER : 


= 65535 



************************************************************** 

— Common Data Types 

************************************************************** 

Criticality : := ENUMERATED ( reject, ignore, notify } 

Presence ::= ENUMERATED { optional, conditional, mandatory } 
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PrivatelE-ID 
local 
global 

} 

ProcedureCode 



CHOICE { 

INTEGER (0.. maxPrivatelEs) 
OBJECT IDENTIFIER 



INTEGER (0 . .255) 



ProcedurelD ::= SEQUENCE { 

procedureCode ProcedureCode, 

ddMode ENUMERATED { tdd, fdd, common, 



• . . } 



ProtocolIE-ID 



INTEGER (0 . .maxProtocolIEs) 



TransactionID ::= CHOICE ( 

shortTransActionId INTEGER (0..127), 

longTransActionId INTEGER (0.. 32767) 
} 

TriggeringMessage ::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome, outcome } 

END 



9.3.6 Constant Definitions 



************************************************************** 

— Constant definitions 

************************************************************** 

RNSAP-Constants { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN 

IMPORTS 

ProcedureCode, 

ProtocolIE-ID 
FROM RNSAP-CommonDataTypes; 

************************************************************** 



Elementary Procedures 



************************************************************** 



Id-commonTransportChannelResources Initialisation 

Id-commonTransportChannelResourcesRelease 

Id-compressedModeCommand 



ProcedureCode 
ProcedureCode 
ProcedureCode 
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id-downlinkPower Control 

id-downlinkPowerTime slot Control 

Id-downlinkSignallingTransf er 

id-error Indication 

id-dedi cat edMeasurement Failure 

id-dedicatedMeasurement Initiation 

id-dedi cat edMeasurementRepor ting 

id-dedi cat edMeasurement Termination 

id-paging 

id-physicalChannelRe con figuration 

Id-privateMessage 

Id-radioLinkAddition 

id-radioLinkCongestion 

id-radioLinkDeletion 

Id-radioLlnkFailure 

id-radioLinkPreemption 

id-radioLinkRestoration 

id-radioLinkSetup 

id-re locationCommit 

Id-synchronisedRadioLinkReconf igurationCancellation 

id-synchronisedRadioLinkReconf igurationCommit 

id-sy nchronisedRadioLinkRe con figur at ionP reparation 

id-unSynchronisedRadioLinkRe con figuration 

id-uplinkSignallingTransf er 

id-commonMeasurement Failure 

Id-commonMeasurement Initiation 

Id-commonMeasurementReporting 

id-commonMeasurement Termination 

id-inf ormationExchangeFailure 

id-in format ionExchange Initiation 

id-inf ormationRepor ting 

id-inf ormationExchangeTerminat ion 

id-reset 

Id-radioLlnkActivation 

id-gERANuplinkSignallingTransf er 

id-radioLinkParameter Update 

Id-uEMeasurementFailure 

id-uEMeasurement Initiation 

id-uEMeasurement Reporting 

id-uEMeasurementTermination 

Id-iurDeactivateTrace 

id-iurlnvokeTrace 

id-mBMSAttach 

Id-mBMSDetach 

id-direct InformationTransfer 



ProcedureCode : 


= 3 


ProcedureCode : 


= 4 


ProcedureCode : 


= 5 


ProcedureCode : 


= 6 


ProcedureCode : 


= 7 


ProcedureCode : 


= 8 


ProcedureCode : 


= 9 


ProcedureCode : 


= 10 


ProcedureCode : 


= 11 


ProcedureCode : 


= 12 


ProcedureCode : 


= 13 


ProcedureCode : 


= 14 


ProcedureCode : 


= 34 


ProcedureCode : 


= 15 


ProcedureCode : 


= 16 


ProcedureCode : 


= 17 


ProcedureCode : 


= 18 


ProcedureCode : 


= 19 


ProcedureCode : 


= 20 


ProcedureCode : 


= 21 


ProcedureCode : 


= 22 


ProcedureCode : 


= 23 


ProcedureCode : 


= 24 


ProcedureCode : 


= 25 


ProcedureCode : 


= 26 


ProcedureCode : 


= 27 


ProcedureCode : 


= 28 


ProcedureCode : 


= 29 


ProcedureCode : 


= 30 


ProcedureCode : 


= 31 


ProcedureCode : 


= 32 


ProcedureCode : 


= 33 


ProcedureCode : 


= 35 


ProcedureCode : 


= 36 


ProcedureCode : 


= 37 


ProcedureCode : 


= 38 


ProcedureCode : 


= 39 


ProcedureCode : 


= 40 


ProcedureCode : 


= 41 


ProcedureCode : 


= 42 


ProcedureCode : 


= 43 


ProcedureCode : 


= 44 


ProcedureCode : 


= 45 


ProcedureCode : 


= 46 


ProcedureCode : 


= 48 



************************************************************** 



— Lists 



************************************************************** 



maxCellSIB110rSIB12 
maxCellsMeas 



INTEGER 
INTEGER 



32 
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maxRateMatching 

maxNoOfDSCHs 

maxNoOfDSCHsLCR 

maxNoOfRB 

maxNoOfUSCHs 

maxNoOfUSCHsLCR 

maxNrOfTFCs 

maxNrOfTFs 

maxNrOfCCTrCHs 

maxNrOfCCTrCHsLCR 

maxNrOfDCHs 

maxNrOfDL-Codes 

maxNrOfDPCHs 

maxNrOfDPCHsPerRL-1 

maxNrOfDPCHsLCR 

maxNrOfDPCHsLCRPerRL-1 

maxNrOfDPCHs7 68 

maxNrOfDPCHs7 68PerRL-l 

maxNr Of Errors 

maxNrOfMACcshSDU-Length 

maxNr Of MBMS Services 

maxNrOfActiveMBMS Services 

maxNr Of Points 

maxNrOfRLs 

maxNrOfRLSets 

maxNrOfRLSets-1 

maxNrOfRLs-1 

maxNrOfRLs-2 

maxNrOfUEs 

maxNrOfULTs 

maxNrOfULTsLCR 

maxNrOfDLTs 

maxNrOfDLTsLCR 

maxRNCinURA-1 

maxTTI-Count 

maxCTFC 

maxNrOfNeighbouringRNCs 

maxNrOfFDDNeighboursPerRNC 

maxNrOfGSMNeighboursPerRNC 

maxNrOfTDDNeighboursPerRNC 

maxNrOfFACHs 

maxNrOfLCRTDDNeighboursPerRNC 

maxIBSEG 

maxNrOfSCCPCHs 

maxNrOfSCCPCHs7 68 

maxTGPS 

maxNrOfTS 

maxNrOf Levels 

maxNrOfTsLCR 

maxNoSat 

maxNoGPSTypes 

maxNrOfMeasNCell 

maxNrOfMeasNCell-1 

maxRe set Context 



INTEGER : 


: = 


256 


INTEGER : 


: = 


10 


INTEGER ; 


: = 


10 


INTEGER ; 


: = 


32 


INTEGER : 


: = 


10 


INTEGER : 


: = 


10 


INTEGER ; 


: = 


1024 


INTEGER ; 


: = 


32 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


128 


INTEGER ; 


: = 


8 


INTEGER ; 


; = 


240 


INTEGER ; 


: = 


239 — maxNrofCCTrCH*maxNrOfULTs-l 


INTEGER ; 


: = 


240 


INTEGER ; 


: = 


95 — maxNrofCCTrCH*maxNrOfULTsLCR-l 


INTEGER ; 


: = 


480 


INTEGER ; 


: = 


479 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


128 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


15 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


maxNrOfRLs 


INTEGER ; 


: = 


15 — maxNrOfRLSets - 1 


INTEGER ; 


: = 


15 — maxNrOfRLs - 1 


INTEGER ; 


: = 


14 — maxNrOfRLs - 2 


INTEGER ; 


: = 


4096 


INTEGER ; 


: = 


15 


INTEGER ; 


: = 


6 


INTEGER ; 


: = 


15 


INTEGER ; 


: = 


6 


INTEGER ; 


: = 


15 


INTEGER ; 


: = 


4 


INTEGER ; 


: = 


16777215 


INTEGER ; 


: = 


10 


INTEGER ; 


; = 


256 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


8 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


8 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


6 


INTEGER ; 


: = 


15 


INTEGER ; 


: = 


256 


INTEGER ; 


: = 


6 


INTEGER ; 


: = 


16 


INTEGER ; 


: = 


8 


INTEGER ; 


: = 


96 


INTEGER ; 


: = 


95 — maxNrOfMeasNCell - 1 


INTEGER : 


: = 


250 
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maxResetContextGroup INTEGER 

maxNrOfHARQProc INTEGER 

maxNrOfHSSCCHCodes INTEGER 

maxNrOfHSSICHs INTEGER 

maxNrOfHSSICHs-1 INTEGER 

maxNrOfMACdFlows INTEGER 

maxNrOfMACdFlows-1 INTEGER 

maxNrOfMACdPDUSize INTEGER 

maxNrOfPDUIndexes INTEGER 

maxNrOfPDUIndexes-1 INTEGER 

maxNrOfPrioQueues INTEGER 

maxNrOfPrioQueues-1 INTEGER 

maxNrOfSNAs INTEGER 

maxNrOfSatAlmanac-maxNoSat INTEGER 

maxNrOfGERANSI INTEGER 

maxNrOflnterfaces INTEGER 

maxNrofSigSeqERGHICH-1 INTEGER 

maxNrOfCells INTEGER 

maxNrOfAddFreq INTEGER 

maxNrOfCellsPerFreq INTEGER 

maxNrOfEDCHMACdFlows-1 INTEGER 

maxNrOfEDCH-HARQ-PO-QUANTSTEPs INTEGER 

maxNrOfEDPCCH-PO-QUANTSTEPs INTEGER 

maxNrOfEDCHHARQProcesses2msEDCH INTEGER 

maxNrOfBits-MACe-PDU-non-scheduled INTEGER 

maxNrOfRefETFCIs INTEGER 

maxNrOfRefETFCI-PO-QUANTSTEPs INTEGER 

maxNrOfEDCHMACdFlows INTEGER 

maxNoOfLogicalChannels INTEGER 

maxNrOfRefBetas INTEGER 

maxNrOfEAGCHCodes INTEGER 

maxNrOfHS-DSCHTBSs INTEGER 

maxNrOfHS-DSCHTBSs-HS-SCCHless INTEGER 

maxHS-PDSCHCodeNrComp-1 INTEGER 

maxNrOfEHICHCodes INTEGER 



32 



7 
32 



maxNrOfMACdFlows - 1 



7 — maxNrOfPDUIndexes - 1 
8 

7 — maxNrOf PrioQueues - 1 
65536 
16 
8 

16 
39 

65536 
8 

65536 
7 
6 



19982 

8 

29 

8 

16 — only maximum 15 can be used 

8 

4 

90 

4 

15 



************************************************************** 



— lEs 



************************************************************** 



id-All owe dQueuingTime 

id-Allowed-Rate-Inf ormation 

id- Ant ennaColocat ion Indicator 

id-BindingID 

id-C-ID 

id-C-RNTI 

id-Cell -Capacity-Class -Value 

id-CFN 

id-CN-CS-Domainldentifier 

id-CN-PS -Domain Identifier 



Prot 
Prot 
Prot 
Prot 
Prot 
Prot 
Prot 
Prot 
Prot 
Prot 



ocol 
ocol 
ocol 
ocol 
ocol 
ocol 
ocol 
ocol 
ocol 
ocol 



IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 
IE-ID 



42 

309 

5 

6 

7 

303 



10 
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id-Cause 

id-Cove rage Indicator 

id-CriticalityDiagnostics 

id-Context Infol tern-Reset 

id-ContextGroupInf oltem-Reset 

id-D-RNTI 

id-D-RNT I -Re lease Indication 

id-DCHs-to-Add-FDD 

id-DCHs-to-Add-TDD 

id-DCH-DeleteList-RL-ReconfPrepFDD 

id-DCH-DeleteList-RL-ReconfPrepTDD 

Id-DCH-DeleteList-RL-ReconfRqstFDD 

Id-DCH-DeleteList-RL-ReconfRqstTDD 

id-DCH-FDD- Information 

id-DCH-TDD- Information 

id-FDD-DCHs-to-Modify 

id-TDD-DCHs-to-Modify 

id-DCH-Inf ormationResponse 

id-DCH-Rate-Inf ormationltem-RL-CongestInd 

id-DL-CCTrCH-InformationAddltem-RL-ReconfPrepTDD 

id-DL-CCTrCH-InformationListlE-RL-ReconfReadyTDD 

id-DL-CCTrCH-InformationDeleteltem-RL-ReconfRqstTDD 
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id-Rx-Timing-Deviat ion-Value -LCR 

id-DPC-Mode -Change -Support Indicator 

id-Unused-Protocol IE-ID-2 4 7 

id-Unused-Protocol IE-ID-2 95 

id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD 

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD 

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD 

id-DSCH-RNTI 

Id-DL-PowerBalancing-Inf ormation 

Id-DL-PowerBalancing-Acti vat ion Indicator 

Id-DL-PowerBalancing-Updatedlndicator 

id-DL-ReferencePower Information 

id-Enhanced-PrimaryCPICH-EcNo 

id-IPDL-TDD-ParametersLCR 

id-CellCapabilityContainer-FDD 

id-CellCapabilityContainer-TDD 

id-CellCapabilityContainer-TDD-LCR 

id-RL-Specific-DCH-Info 

id-RL-Reconf IgurationRequestFDD-RL-Inf ormationList 

id-RL-Reconf IgurationRequestFDD-RL-Inf ormation-IEs 

id-RL-Reconf IgurationRequestTDD-RL-Inf ormation 

Id-CommonTr anspor t Channe IRe sources I nitiali sat lonNot Required 

Id-DelayedActivation 

id-Delay edActi vat lonList-RL-Acti vat lonCmdFDD 

Id-DelayedActivationlnf ormation-RL-ActivationCmdFDD 

id-Delay edActi vat lonList-RL-Acti vat lonCmdTDD 

Id-DelayedActivationlnformation-RL-ActivationCmdTDD 

id-neighbour ingTDDCellMeasurementlnformationLCR 

id-UL-SIR-Target-CCTrCH-Informationltem-RL-SetupRspTDD 

id-UL-SIR-Target-CCTrCH-LCR-Informationltem-RL-SetupRspTDD 

Id-PrimCCPCH-RSCP-DL-PC-RqstTDD 

id-HSDSCH-FDD-Inf ormation 

id-HSDSCH-FDD- Information-Response 

id-HSDSCH-FDD-Update-Inf ormation 

id-HSDSCH-Information-to-Modify 

id-HSDSCHMacdFlowSpecif icinf ormationList-RL-PreemptRequiredInd 

id-HSDSCHMacdFlowSpecif IcInformationltem-RL-PreemptRequiredlnd 

id-HSDSCH-RNTI 

id-HSDSCH-TDD-Inf ormation 

id-HSDSCH-TDD-Informat ion-Response 

id-HSDSCH-TDD-Update-Inf ormation 

id-HSPDSCH-RL-ID 

id-HSDSCH-MACdFlows-to-Add 

id-HSDSCH-MACdFlows-to-Delete 

id-Angle-Of-Arrival-Value-LCR 

id-Traf ficClass 

id-Unused-Protocol IE-ID-2 4 8 

id-Unused-Protocol IE-ID-2 53 

id-PDSCH-RL-ID 

id-Time S lot -RL-SetupRspTDD 

id-GERAN-Cell-Capability 

id-GERAN-Classmark 

id-DSCH-InitialWindowSize 

id-UL-Synchronisat ion-Parameter s-LCR 



ProtocolIE- 


-ID : 


= 293 


ProtocolIE- 


-ID : 


= 19 


ProtocolIE- 


-ID : 


= 247 


ProtocolIE- 


-ID : 


= 295 


ProtocolIE- 


-ID : 


= 202 


ProtocolIE- 


-ID : 


= 203 


ProtocolIE- 


-ID : 


= 204 


ProtocolIE- 


-ID : 


= 249 


ProtocolIE- 


-ID : 


= 296 


ProtocolIE- 


-ID : 


= 297 


ProtocolIE- 


-ID : 


= 298 


ProtocolIE- 


-ID : 


= 299 


ProtocolIE- 


-ID : 


= 224 


ProtocolIE- 


-ID : 


= 252 


ProtocolIE- 


-ID : 


= 300 


ProtocolIE- 


-ID : 


= 301 


ProtocolIE- 


-ID : 


= 302 


ProtocolIE- 


-ID : 


= 317 


ProtocolIE- 


-ID : 


= 318 


ProtocolIE- 


-ID : 


= 319 


ProtocolIE- 


-ID : 


= 321 


ProtocolIE- 


-ID : 


= 250 


ProtocolIE- 


-ID : 


= 312 


ProtocolIE- 


-ID : 


= 313 


ProtocolIE- 


-ID : 


= 314 


ProtocolIE- 


-ID : 


= 315 


ProtocolIE- 


-ID : 


= 316 


ProtocolIE- 


-ID : 


= 251 


ProtocolIE- 


-ID : 


= 150 


ProtocolIE- 


-ID : 


= 151 


ProtocolIE- 


-ID : 


= 451 


ProtocolIE- 


-ID : 


= 452 


ProtocolIE- 


-ID : 


= 453 


ProtocolIE- 


-ID : 


= 466 


ProtocolIE- 


-ID : 


= 456 


ProtocolIE- 


-ID : 


= 516 


ProtocolIE- 


-ID : 


= 517 


ProtocolIE- 


-ID : 


= 457 


ProtocolIE- 


-ID : 


= 458 


ProtocolIE- 


-ID : 


= 459 


ProtocolIE- 


-ID : 


= 467 


ProtocolIE- 


-ID : 


= 463 


ProtocolIE- 


-ID : 


= 531 


ProtocolIE- 


-ID : 


= 532 


ProtocolIE- 


-ID : 


= 148 


ProtocolIE- 


-ID : 


= 158 


ProtocolIE- 


-ID : 


= 248 


ProtocolIE- 


-ID : 


= 253 


ProtocolIE- 


-ID : 


= 323 


ProtocolIE- 


-ID : 


= 325 


ProtocolIE- 


-ID : 


= 468 


ProtocolIE- 


-ID : 


= 469 


ProtocolIE- 


-ID : 


= 480 


ProtocolIE- 


-ID : 


= 464 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



731 



ETSI TS 125 423 V7.4.0 (2007-03) 



id-SNA-Information 

id-MAChs-Re set Indicator 

id-TDD-DL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD 

id-TDD-UL-DPCH-TimeSlotFormatModifyltem-LCR-RL-ReconfReadyTDD 

id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD 

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD 

id-UL-CCTrCH-Informationltem-RL-AdditionRqstTDD 

id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD 

id-DL-CCTrCH-Informationltem-RL-AdditionRqstTDD 

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD 

id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD 

id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD 

id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD 

id-UL-TimingAdvanceCtrl-LCR 

Ld-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD 

Ld-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD 

id-HS-SICH-Recept ion-Quality 

id-HS-S I CH-Recept ion-Quality-Measurement -Value 

id-HSSICH-Info-DM-Rprt 

id-HSSICH-Info-DM-Rqst 

id-HSSICH-Info-DM 

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD 

id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD 

id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD 

id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD 

id-CCTrCH-Maximum-DL-Power-RL-Re con f Ready TDD 

id-CCTrCH-Minimum-DL-Power-RL-Re con f Ready TDD 

id-Maximum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD 

Ld-Minimum-DL-Power-TimeslotLCR-InformationModifyltem-RL-ReconfReadyTDD 

id-DL-CCTrCH-InformationList-RL-ReconfRspTDD 

id-DL-DPCH-InformationModifyltem-LCR-RL-ReconfRspTDD 

id-Maximum-DL-Power-TimeslotLCR-Inf ormationltem 

id-Minimum-DL-Power-TimeslotLCR-Inf ormationltem 

id-TDD-Support-8PSK 

id-TDD-maxNrDLPhys leal channels 

id-ExtendedGSMCelllndividualOffset 

id-RL-ParameterUpdatelndicationFDD-RL-InformationList 

id-Primary-CP I CH-Usage-For-Channel -Estimation 

id-Secondary-CPICH-Inf ormation 

id-Secondary-CPICH-Informat ion-Change 

Ld-Unused-ProtocolIE-ID-522 

id-Unused-Protocol IE-ID-52 3 

i d-RL -P a rameterUpdatelndicationFDD-RL -Information -Item 

id-Phase-Re ference-Update-Indicator 

id-Unidirectional-DCH- Indicator 

id-RL-Information-RL-ReconfPrepTDD 

id-Mult Iple-RL-InformationResponse-RL-ReconfReadyTDD 

id-RL-ReconfigurationResponseTDD-RL-Inf ormation 

id-Satellite-Almanac-Inf ormation-Extltem 

id-HSDSCH-Inf ormation-to-Modif y-Unsynchronised 

id-TnlQos 

id-RTLoadValue 

id-NRTLoadlnformationValue 

id-CellPortionID 
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id-UpPTS Inter ferenceValue 

id-PrimaryCCPCH-RSCP-Delta 

id-UEMeasurementType 

id-UEMeasurementTimeslotlnfoHCR 

id-UEMeasurementTimeslotlnfoLCR 

id-UEMeasurementReportCharacteristics 

id-UEMeasurementParameterModAllow 

id-UEMeasurementValue Information 

id-Inter facesToTraceltem 

id-Li s t Of Inter facesToTr ace 

id-TraceDepth 

id-TraceRecordingSessionRef erence 

id-Trace Reference 

id-UEIdentity 

id-NACC-Related-Data 

id-GSM-Cell-InfEx-Rqst 

id-MeasurementRecoveryBehavior 

id-MeasurementRecoveryReportinglndicator 

id-MeasurementRecovery Support Indicator 

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD 

id-F-DPCH-Information-RL-ReconfPrepFDD 

id-F-DPCH-Information-RL-SetupRqstFDD 

id-MBMS-Bearer-Service-List 

id-MBMS-Bearer-Service-List-InfEx-Rsp 

id-Act ive-MBMS-Bearer-ServiceFDD 

id-Act ive-MBMS-Bearer-ServiceTDD 

id-Old-URA-ID 

id-UE-State 

id-URA-ID 

id-HARQ-Preamble-Mode 

id-Synchronisation Indicator 

id-UL-DPDCHIndicatorEDCH 

id-EDPCH- Information 

id-RL-Specif ic-EDCH-Information 

id-EDCH-RL-Indication 

id-EDCH-FDD-Information 

id-EDCH-RLSet-Id 

id-Serving-EDCHRL-Id 

id-EDCH-FDD-DL-ControlChannel Information 

id-EDCH-FDD-InformationResponse 

id-EDCH-MACdFlows-To-Add 

id-EDCH-FDD-Information-To-Modify 

id-EDCH-MACdFlows-To-Delete 

id-EDPCH- I nformation-RLReconf Request-FDD 

id-EDCH-MacdFlowSpecif icInformationList-RL-PreemptRequiredInd 

id-EDCH-MacdFlowSpecif icInformationltem-RL-PreemptRequiredInd 

id-EDCH-MacdFlowSpecif icInformationList-RL-CongestInd 

id-EDCH-MacdFlowSpecif icInformationltem-RL-CongestInd 

id-MBMS-Bearer-Service-Full-Address 

id-Initial-DL-DPCH-TimingAdjustment 

id- I nitial-DL-DPCH-TimingAdjustment -Allowed 

id-User-Plane-Congest ion-Fields- Indus ion 

id-HARQ-Preamble-Mode -Activation- Indicator 

id-mult iple-Dedi cat edMeasurementValueLi St -TDD -DM-Rsp 
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Id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp 

id-ProvidedIn format ion 

id-Act ive-MBMS-Bearer-ServiceFDD-PFL 

id-Act ive-MBMS -Bear er-ServiceTDD-PFL 

id-FrequencyBandlndicator 

id-Serving-ce 11 -change -CFN 

id-HS-DSCH-serving- cell -change -in format ion 

id-HS-DSCH-se rving-ce 11 -change -in formationResponse 

id-E -DCH-Serving-ce 11 -change -in formationResponse 

id-secondary-LCR-CCPCH-Info-TDD 

id-E-DCH-FDD-Update-Information 

id- Inter-Frequency-Cell -List 

id-Inter-Frequency-Cell-Inf ormation 

id-mult iple-HSS I CHMeasurementValueLi St -TDD -DM-Rsp 

id-TDD-Support-PLCCH 

id-PLCCH-Information-UL-TimeslotLCR-Info 

Id-PLCCH-Information-PhyChReconfRqstTDD 

id-TDD7 68-maxNrDLPhysicalchannelsTS 

id-RL-InformationResponse-RL-AdditionRspTDD7 68 

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD7 68 

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD7 68 

id-UL-DPCH-InformationItem-RL-AdditionRspTDD7 68 

id-DL-DPCH-InformationItem-RL-AdditionRspTDD7 68 

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD7 68 

id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD7 6£ 

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD7 68 

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD7 6g 

id-secondary-CCPCH-Info-RL-ReconfReadyTDD7 68 

id-hSSCCH-TDD-Specific-InfoList-Response7 68 

id-hSPDSCH-TDD-Specific-InfoList-Response7 68 

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD7 6S 

id-UL-Timeslot-InformationList-PhyChReconfRqstTDD7 68 

id-DL-Timeslot-InformationList-PhyChReconfRqstTDD7 68 

id-CellCapabilityContainer-TDD7 68 

id-mult iple-DedicatedMeasurementValueList-TDD7 6 8 -DM-Rsp 

id-neighbour ingTDDCellMeasurementInformation7 68 

id-UEMeasurementTimeslotInf o7 68 

id-Rx-Timing-Deviat ion-Value -7 68 

id-UEMeasurementValueTransmittedPowerList7 68 

id-UEMeasurementValueTimeslotISCPList7 68 

id-RL-InformationResponse-RL-SetupRspTDD7 68 

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD7 68 

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD7 68 

id-UL-DPCH-InformationItem-RL-SetupRspTDD7 68 

id-DL-DPCH-InformationItem-RL-SetupRspTDD7 68 

id-TDD7 68-minimumSpreadingFactor-UL 

id-TDD7 68-minimumSpreadingFactor-DL 

id-TDD7 6 8 -maxNrDLPhysical channels 

id-DL-DPCH-InformationDeleteList7 68-RL-ReconfReadyTDD 

id-DPCH-ID7 68-DM-Rsp 

id-DPCH-ID7 68-DM-Rqst 

id-DPCH-ID7 68-DM-Rprt 

id-EDPCH-Information-RLAdditionReq-FDD 

id-HSDSCH-Configured-Indicator 
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Id-RxTimingDeviationForTAext 

id-RxTimingDeviationForTA7 68 

id-Rx-Timing-Deviat ion-Value -ext 

id-E-DCH-PowerOf fset-for-Schedulinglnfo 

id-TrCH-SrcStatisticsDescr 

id-E-DCH- Information 

id-E-DCH-Serving-RL-ID 

id-E-DCH-Information-Reconf ig 

id-E-DCH-Informat ion-Response 

id-E-DCH-7 68-Information 

id-E-DCH-7 68-Information-Reconf ig 

id-E-DCH-7 6 8 -Information-Response 

id-ExtendedPropagationDelay 

id-Extended-Round-Trip-Time -Value 

id-AlternativeFormatReportinglndicator 

id-DCH-Indicator-For-E-DCH-HSDPA-Operation 

id-E-RGCH-E-HICH-ChannelisationCode Validity Indicator 

id-E-DCH-Minimum-Set-E-TFCI Validity Indicator 

id-Fast-Reconfiguration-Mode 

id-Fast-Reconfiguration-Permission 

id-Continuous-Packet-Connectivity-DTX-DRX-Inf ormation 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Inf ormation 

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Informat ion-Response 

id-CPC-Inf ormation 

id-MIMO-Inf ormation 

id-MIMO-InformationResponse 

id-MIMO-InformationToModify 

id-E-DCH-LCR- Information 

id-E-DCH-LCR- Information-Re con fig 

id-E-DCH-LCR-Informat ion-Response 

id-HS-PDSCH-Code-Change-Grant 

id-HS-PDSCH-Code-Change-Indicator 

id-S ixt yf our QAM-DL-Support Indicator 

Id-eDCH-MACdFlow-Retransmiss ion-Time r-LCR 
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END 



9.3.7 Container Definitions 

************************************************************** 

— Container definitions 

************************************************************** 

RNSAP-Containers { 

itu^t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) versionl (1) rnsap-Containers (5) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN 
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************************************************************** 

— IE parameter types from other modules . 

************************************************************** 

IMPORTS 

maxPrivatelEs, 

max? rotocolExt ens ions, 

maxProtocolIEs, 

Criticality, 

Presence, 

PrivatelE-ID, 

ProtocolIE-ID 
FROM RNSAP-CommonDataTypes; 

************************************************************** 

— Class Definition for Protocol lEs 

************************************************************** 



RNSAP-PROTOCOL-IES 

&id 

Scriticality 

SValue, 

Spresence 
} 
WITH SYNTAX { 

ID 

CRITICALITY 

TYPE 

PRESENCE 



: := CLASS { 
ProtocolIE-ID 

Criticality, 

Presence 



&id 



Scriticality 

SValue 

Spresence 



UNIQUE, 



************************************************************** 



Class Definition for Protocol lEs 



************************************************************** 



RNSAP-PROTOCOL-IES-PAIR ::= CLASS { 
Sid ProtocolIE-ID 

&f irstCriticality Criticality, 
SFirstValue, 

&secondCriticality Criticality, 
&SecondValue, 
Spresence Presence 



UNIQUE, 



WITH SYNTAX { 

ID &id 

FIRST CRITICALITY & f irstCriticality 

FIRST TYPE SFirstValue 
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SECOND CRITICALITY SsecondCriticality 
SECOND TYPE SSecondValue 

PRESENCE Spresence 



************************************************************** 



— Class Definition for Protocol Extensions 

************************************************************** 



RNSAP-PROTOCOL-EXTENSION ::= CLASS { 



&id 

Scriticality 
SExtension, 
Spresence 

} 

WITH SYNTAX { 
ID 

CRITICALITY 
EXTENSION 
PRESENCE 



ProtocolIE-ID 

Criticality , 

Presence 



&id 



Scriticality 

SExtension 

Spresence 



UNIQUE, 



************************************************************** 



— Class Definition for Private lEs 



************************************************************** 



RNSAP-PRIVATE-IES 
Sid 

Scriticality 
SValue, 
Spresence 



:= CLASS { 
PrivatelE-ID, 

Criticality, 

Presence 



WITH SYNTAX { 

ID 

CRITICALITY 

TYPE 

PRESENCE 
1 



Sid 

Scriticality 
SValue 

Spresence 



************************************************************** 

— Container for Protocol lEs 

************************************************************** 

ProtocolIE-Container { RNSAP-PROTOCOL-IES : lEsSetParam} ::= 
SEQUENCE (SIZE ( . . maxProtocolIEs ) ) OF 
ProtocolIE-Field { { lEsSetParam} } 

ProtocolIE-Single-Container (RNSAP-PROTOCOL-IES : lEsSetParam} :;= 
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ProtocolIE-Field { ( lEsSetParam} } 

ProtocolIE-Field { RNSAP-PROTOCOL-IES : lEsSetParam} ::= SEQUENCE { 

id RNSAP-PROTOCOL-IES. &id ({lEsSetParam}), 

criticality RNSAP-PROTOCOL-IES . Scriticality ( (lEsSetParam} (@id} ) , 

value RNSAP-PROTOCOL-IES. SValue (( lEsSetParam} ( @id} ) 

} 

************************************************************** 

— Container for Protocol IE Pairs 

************************************************************** 

ProtocolIE-ContainerPair ( RNSAP-PROTOCOL-IES-PAIR : lEsSetParam} ::= 
SEQUENCE (SIZE ( . . maxProtocolIEs ) ) OF 
ProtocolIE-FieldPair { {lEsSetParam} } 

ProtocolIE-FieldPair (RNSAP-PROTOCOL-IES-PAIR : lEsSetParam} ::= SEQUENCE { 
id RNSAP-PROTOCOL-IES-PAIR. &id ((lEsSetParam}), 

firstCriticality RNSAP-PROTOCOL-IES-PAIR. & fir stCr it icality ( (lEsSetParam} (@id} ) , 
firstValue RNSAP-PROTOCOL-IES-PAIR. SFirstValue ( ( lEsSetParam} ((aid} ) , 

secondCriticality RNSAP-PROTOCOL-IES-PAIR. SsecondCriticality ( (lEsSetParam} (@id} ) , 
secondValue RNSAP-PROTOCOL-IES-PAIR. sSecondValue ( (lEsSetParam} (@id} ) 

} 

************************************************************** 

— Container Lists for Protocol IE Containers 

************************************************************** 

ProtocolIE-ContainerList (INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES : lEsSetParam} ::= 
SEQUENCE (SIZE ( lowerBound .. upperBound) ) OF 
ProtocolIE-Container ( (lEsSetParam} } 

ProtocolIE-ContainerPairList (INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES-PAIR : lEsSetParam} 
SEQUENCE (SIZE ( lowerBound .. upperBound) ) OF 
ProtocolIE-ContainerPair ( (lEsSetParam} } 

************************************************************** 

— Container for Protocol Extensions 

************************************************************** 

ProtocolExtensionContainer ( RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 
SEQUENCE (SIZE ( 1 . . maxProtocolExtensions ) ) OF 
ProtocolExtensionField ( (ExtensionSetParam} } 

ProtocolExtensionField (RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE ( 
id RNSAP-PROTOCOL-EXTENSION. Sid ((ExtensionSetParam}), 

criticality RNSAP-PROTOCOL-EXTENSION. & criticality ( (ExtensionSetParam} (@id} ) , 

extensionValue RNSAP-PROTOCOL-EXTENSION. SExtension ( (ExtensionSetParam} (@id} ) 
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************************************************************** 

— Container for Private lEs 

************************************************************** 

PrivatelE-Container { RNSAP-PRIVATE-IES : lEsSetParam} ::= 
SEQUENCE (SIZE ( 1 . . maxPrivatelEs ) ) OF 
PrivatelE-Field ( ( lEsSetParam} } 

PrivatelE-Field (RNSAP-PRIVATE-IES : lEsSetParam} ::= SEQUENCE ( 

id RNSAP-PRIVATE-IES. Sid ((lEsSetParam}), 

criticality RNSAP-PRIVATE-IES . Scriticality (( lEsSetParam} ( @id} ) 

value RNSAP-PRIVATE-IES. SValue (( lEsSetParam} ( @id} ) 
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9.4 Message Transfer Syntax 



RNSAP shall use the ASN.l Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as 
specified in ref. [20] . 



9.5 



Timers 



Preempt 



Specifies the maximum time that a DRNS may wait for pre-emption of resources for establishment or 
reconfiguration of Radio Links. 



10 Handling of Unknown, Unforeseen and Erroneous 
Protocol Data 

10.1 General 

Protocol Error cases can be divided into three classes: 

1. Transfer Syntax Error; 

2. Abstract Syntax Error; 

3. Logical Error. 

Protocol errors can occur in the following functions within a receiving node. 



RNSAP 

functional 
entity 



>- 



^ 



ASN.l Decoding 



> 



Logical Errors 
Abstract Syntax Errors 



Transfer Syntax Errors 



/N 



Figure 34: Protocol Errors in RNSAP 

The information stated in subclauses 10.2, 10.3 and 10.4, to be included in the message used when reporting an error, is 
what at minimum shall be included. Other optional information elements within the message may also be included, if 
available. This is also valid for the case when the reporting is done with a response message. The latter is an exception 
to what is stated in subclause 4. 1 . 



10.2 Transfer Syntax Error 



A Transfer Syntax Error occurs when the receiver is not able to decode the received physical message. Transfer syntax 
errors are always detected in the process of ASN. 1 decoding. If a Transfer Syntax Error occurs, the receiver should 
initiate Error Indication procedure with appropriate cause value for the Transfer Syntax protocol error. 

Examples for Transfer Syntax Errors are: 

Violation of value ranges in ASN. 1 definition of messages, e.g.: If an IE has a defined value range of to 10 
(ASN.l: INTEGER (0..10)), and 12 will be received, then this will be treated as a transfer syntax error; 
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Violation in list element constraints, e.g.: If a list is defined as containing 1 to 10 elements, and 12 elements will 
be received, than this case will be handled as a transfer syntax error; 

Missing mandatory elements in ASN. 1 SEQUENCE definitions (as sent by the originator of the message); 

Wrong order of elements in ASN. 1 SEQUENCE definitions (as sent by the originator of the message). 

1 0.3 Abstract Syntax Error 

10.3.1 General 

An Abstract Syntax Error occurs when the receiving functional RNSAP entity: 
1 . Receives lEs or IE groups that cannot be understood (unknown IE id); 

2 Receives lEs for which the logical range is violated (e.g.: ASN.l definition: to 15, the logical range is to 10 
(values 11 to 15 are undefined), and 12 will be received; this case will be handled as an abstract syntax error 
using criticality information sent by the originator of the message); 

3 Does not receive lEs or IE groups but according to the specified presence of the concerned object, the lEs or IE 
groups should have been present in the received message; 

4 Receives lEs or IE groups that are defined to be part of that message in wrong order or with too many 
occurrences of the same IE or IE group; 

5 receives lEs or IE groups but according to the conditional presence of the concerned object and the specified 
condition, the lEs or IE groups should not have been present in the received message. 

Cases 1 and 2 (not comprehended IE/IE group) are handled based on received Criticality information. Case 3 (missing 
IE/IE group) is handled based on Criticality information and Presence information for the missing IE/IE group specified 
in the version of the specification used by the receiver. Case 4 (lEs or IE groups in wrong order or with too many 
occurrences) and Case 5 (erroneously present conditional lEs or IE groups) result in rejecting the procedure. 

If an Abstract Syntax Error occurs, the receiver shall read the remaining message and shall then for each detected 
Abstract Syntax Error that belong to cases 1-3 act according to the Criticality Information and Presence Information for 
the IE/IE group due to which Abstract Syntax Error occurred in accordance with subclauses 10.3.4 and 10.3.5. The 
handling of cases 4 and 5 is specified in subclause 10.3.6. 

10.3.2 Criticality Information 

In the RNSAP messages there is criticality information set for individual lEs and/or IE groups. This criticality 
information instructs the receiver how to act when receiving an IE or an IE group that is not comprehended, i.e. the 
entire item (IE or IE group) which is not (fully or partially) comprehended shall be treated in accordance with its own 
criticality information as specified in subclause 10.3.4. 

In addition, the criticality information is used in case of the missing IE/IE group abstract syntax error (see subclause 
10.3.5). 

The receiving node shall take different actions depending on the value of the Criticality Information. The three possible 
values of the Criticality Information for an IE/IE group are: 

1. Reject IE; 

2. Ignore IE and Notify Sender; 

3. Ignore IE. 

The following rules restrict when a receiving entity may consider an IE, an IE group or an EP not comprehended (not 
implemented), and when action based on criticality information is applicable: 

1 . IE or IE group: When one new or modified IE or IE group is implemented for one EP from a standard version, 
then other new or modified lEs or IE groups specified for that EP in that standard version shall be considered 
comprehended by a receiving entity (some may still remain unsupported). 
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2. EP: The comprehension of different EPs within a standard version or between different standard versions is not 
mandated. Any EP that is not supported may be considered not comprehended, even if another EP from that 
standard version is comprehended, and action based on criticahty shall be applied. 

10.3.3 Presence Information 

For many lEs/IE groups which are optional according to the ASN.l transfer syntax, RNSAP specifies separately if the 
presence of these lEs/IE groups is optional or mandatory with respect to RNS application by means of the presence field 
f the concerned object of class RNSAP-PROTOCOL-IES, RNSAP-PROTOCOL-IES-PAIR, RNSAP-PROTOCOL- 
EXTENSION or RNSAP-PRIVATE-IES. 

The presence field of the indicated classes supports three values: 

1. Optional; 

2. Conditional; 

3. Mandatory. 

If an IE/IE group is not included in a received message and the presence of the IE/IE group is mandatory or the 
presence is conditional and the condition is true according to the version of the specification used by the receiver, an 
abstract syntax error occurs due to a missing IE/IE group. 

If an IE/IE group is included in a received message and the presence of the IE/IE group is conditional and the condition 
is false according to the version of the specification used by the receiver, an abstract syntax error occurs due to this 
erroneously present conditional IE/IE group. 

1 0.3.4 Not Comprehended IE/IE Group 
10.3.4.1 Procedure ID 

The receiving node shall treat the different types of received criticahty information of the Procedure ID according to 
the following: 

Reject IE: 

If a message is received with a Procedure ID marked with "Reject IE" which the receiving node does not 
comprehend, the receiving node shall reject the procedure using the Error Indication procedure. 

Ignore IE and Notify Sender: 

If a message is received with a Procedure ID marked with "Ignore IE and Notify Sender" which the receiving 
node does not comprehend, the receiving node shall ignore the procedure and initiate the Error Indication 
procedure. 

Ignore IE: 

If a message is received with a Procedure ID marked with "Ignore IE" which the receiving node does not 
comprehend, the receiving node shall ignore the procedure. 

When using the Error Indication procedure to reject a procedure or to report an ignored procedure it shall include the 
Procedure ID IE, the Triggering Message IE, and the Procedure Criticality IE in the Criticality Diagnostics IE. 

1 0.3.4.1 A Type of Message 

When the receiving node cannot decode the Type of Message IE, the Error Indication procedure shall be initiated with 
an appropriate cause value. 

1 0.3.4.2 lEs Other Than the Procedure ID and Type of Message 

The receiving node shall treat the different types of received criticality information of an IE/IE group other than the 
Procedure ID IE and Type of Message IE according to the following: 
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Reject IE: 

If a message initiating a procedure is received containing one or more lEs/IE groups marked with "Reject IE" 
which the receiving node does not comprehend; none of the functional requests of the message shall be executed. 
The receiving node shall reject the procedure and report the rejection of one or more lEs/IE groups using the 
message normally used to report unsuccessful outcome of the procedure. In case the information received in the 
initiating message was insufficient to determine a value for all lEs that are required to be present in the message 
used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the 
procedure and initiate the Error Indication procedure. 

If a message initiating a procedure that does not have a message to report unsuccessful outcome is received 
containing one or more lEs/IE groups marked with "Reject IE" which the receiving node does not comprehend, 
the receiving node shall terminate the procedure and initiate the Error Indication procedure. 

If a response message is received containing one or more lEs/IE groups marked with "Reject IE, that the 
receiving node does not comprehend, the receiving node shall consider the procedure as unsuccessfully 
terminated and initiate local error handling. 

Ignore IE and Notify Sender: 

If a message initiating a procedure is received containing one or more lEs/IE groups marked with "Ignore IE and 
Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the 
not comprehended lEs/IE groups, continue with the procedure as if the not comprehended lEs/IE groups were 
not received (except for the reporting) using the understood lEs/IE groups, and report in the response message of 
the procedure that one or more lEs/IE groups have been ignored. In case the information received in the 
initiating message was insufficient to determine a value for all lEs that are required to be present in the response 
message, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure. 

If a message initiating a procedure that does not have a message to report the outcome of the procedure is 
received containing one or more lEs/IE groups marked with "Ignore IE and Notify Sender" which the receiving 
node does not comprehend, the receiving node shall ignore the content of the not comprehended lEs/IE groups, 
continue with the procedure as if the not comprehended lEs/IE groups were not received (except for the 
reporting) using the understood lEs/IE groups, and initiate the Error Indication procedure to report that one or 
more lEs/IE groups have been ignored. 

If a response message is received containing one or more lEs/IE groups marked with "Ignore IE and Notify 
Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the not 
comprehended lEs/IE groups, continue with the procedure as if the not comprehended lEs/IE groups were not 
received (except for the reporting) using the understood lEs/IE groups and initiate the Error Indication 
procedure. 

Ignore IE: 

If a message initiating a procedure is received containing one or more lEs/IE groups marked with "Ignore IE" 
which the receiving node does not comprehend, the receiving node shall ignore the content of the not 
comprehended lEs/IE groups and continue with the procedure as if the not comprehended lEs/IE groups were 
not received using the understood lEs/IE groups. 

If a response message is received containing one or more lEs/IE groups marked with "Ignore IE" which the 
receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended lEs/IE 
groups and continue with the procedure as if the not comprehended lEs/IE groups were not received using the 
understood lEs/IE groups. 

When reporting not comprehended lEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using a 
response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the 
Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the 
Repetition Number IE shall be included and in addition, if the not comprehended IE/IE group is not at message 
hierarchy level 1 (top level; see annex C) also the Message Structure IE shall be included. 

When reporting not comprehended lEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using the 
Error Indication procedure, the Procedure ID IE, the Triggering Message IE, Procedure Criticality IE, the Transaction 
ID IE, and the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for 
each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Repetition Number IE shall be 
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included and in addition, if the not comprehended IE/IE group is not at message hierarchy level 1 (top level; see annex 
C) also the Message Structure IE shall be included. 

1 0.3.5 Missing IE or IE Group 

The receiving node shall treat the missing IE/IE group according to the criticality information for the missing IE/IE 
group in the received message specified in the version of this specification used by the receiver: 

Reject IE: 

If a received message initiating a procedure is missing one or more lEs/IE groups with specified criticality 
"Reject IE"; none of the functional requests of the message shall be executed. The receiving node shall reject 
the procedure and report the missing lEs/IE groups using the message normally used to report unsuccessful 
outcome of the procedure. In case the information received in the initiating message was insufficient to 
determine a value for all lEs that are required to be present in the message used to report the unsuccessful 
outcome of the procedure, the receiving node shall instead terminate the procedure and initiate the Error 
Indication procedure. 

If a received message initiating a procedure that does not have a message to report unsuccessful outcome is 
missing one or more lEs/IE groups with specified criticality "Reject IE", the receiving node shall terminate the 
procedure and initiate the Error Indication procedure. 

If a received response message is missing one or more lEs/IE groups with specified criticality "Reject IE, the 
receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling. 

Ignore IE and Notify Sender: 

If a received message initiating a procedure is missing one or more lEs/IE groups with specified criticality 
"Ignore IE and Notijy Sender", the receiving node shall ignore that those lEs are missing and continue with the 
procedure based on the other lEs/IE groups present in the message and report in the response message of the 
procedure that one or more lEs/IE groups were missing. In case the information received in the initiating 
message was insufficient to determine a value for all lEs that are required to be present in the response message, 
the receiving node shall instead terminate the procedure and initiate the Error Indication procedure. 

If a received message initiating a procedure that does not have a message to report the outcome of the procedure 
is missing one or more lEs/IE groups with specified criticality "Ignore IE and Notijy Sender", the receiving node 
shall ignore that those lEs are missing and continue with the procedure based on the other lEs/IE groups present 
in the message and initiate the Error Indication procedure to report that one or more lEs/IE groups were missing. 

If a received response message is missing one or more lEs/IE groups with specified criticality "Ignore IE and 
Notify Sender", the receiving node shall ignore that those lEs are missing and continue with the procedure based 
on the other lEs/IE groups present in the message and initiate the Error Indication procedure to report that one or 
more lEs/IE groups were missing. 

Ignore IE: 

If a received message initiating a procedure is missing one or more lEs/IE groups with specified criticality 
"Ignore IE", the receiving node shall ignore that those lEs are missing and continue with the procedure based on 
the other lEs/IE groups present in the message. 

If a received response message is missing one or more lEs/IE groups with specified criticality "Ignore IE", the 
receiving node shall ignore that those lEs/IE groups are missing and continue with the procedure based on the 
other lEs/IE groups present in the message. 

When reporting missing lEs/IE groups with specified criticality "Reject IE" or "Ignore IE and Notijy Sender" using a 
response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the 
Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the 
Repetition Number IE shall be included and in addition, if the missing IE/IE group is not at message hierarchy level 1 
(top level; see annex C) also the Message Structure IE shall be included. 

When reporting missing lEs/IE groups with specified criticality "Reject IE" or "Ignore IE and Notify Sender" using the 
Error Indication procedure, the Procedure ID IE, the Triggering Message IE, Procedure Criticality IE, the Transaction 
ID IE, and the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for 
each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Repetition Number IE shall be 
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included and in addition, if the missing IE/IE group is not at message hierarchy level 1 (top level; see annex C) also the 
Message Structure IE shall be included. 

1 0.3.6 lEs or IE Groups Received in Wrong Order or Witin Too Many 
Occurrences or Erroneously Present 

If a message with lEs or IE groups in wrong order or with too many occurrences is received or if lEs or IE groups with 
a conditional presence are present when the condition is not met (i.e. erroneously present), the receiving node shall 
behave according to the following: 

If a message initiating a procedure is received containing lEs or IE groups in wrong order or with too many 
occurrences or erroneously present, none of the functional requests of the message shall be executed. The 
receiving node shall reject the procedure and report the cause value "Abstract Syntax Error (Falsely Constructed 
Message)" using the message normally used to report unsuccessful outcome of the procedure. In case the 
information received in the initiating message was insufficient to determine a value for all lEs that are required 
to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall 
instead terminate the procedure and initiate the Error Indication procedure. 

If a message initiating a procedure that does not have a message to report unsuccessful outcome is received 
containing lEs or IE groups in wrong order or with too many occurrences or erroneously present, the receiving 
node shall terminate the procedure and initiate the Error Indication procedure, and use cause value "Abstract 
Syntax Error (Falsely Constructed Message)". 

If a response message is received containing lEs or IE groups in wrong order or with too many occurrences or 
erroneously present, the receiving node consider the procedure as unsuccessfully terminated and initiate local 
error handling. 

When determining the correct order only the lEs specified in the specification version used by the receiver shall be 
considered. 



10.4 Logical Error 



Logical error situations occur when a message is comprehended correctly, but the information contained within the 
message is not valid (i.e. semantic error), or describes a procedure which is not compatible with the state of the receiver. 
In these conditions, the following behaviour shall be performed (unless otherwise specified) as defined by the class of 
the elementary procedure, irrespective of the criticality information of the lEs/IE groups containing the erroneous 
values. 

Class 1: 

Where the logical error occurs in a request message of a class 1 procedure, and the procedure has a message to report 
this unsuccessful outcome, this message shall be sent with an appropriate cause value. Typical cause values are: 

Protocol Causes: 

1 . Semantic Error; 

2. Message not Compatible with Receiver State. 

Where the logical error is contained in a request message of a class 1 procedure, and the procedure does not have a 
message to report this unsuccessful outcome, the procedure shall be terminated and the Error Indication procedure shall 
be initiated with an appropriate cause value. The Procedure ID IE, the Triggering Message IE and the Transaction ID 
IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical 
error. 

Where the logical error exists in a response message of a class 1 procedure, the procedure shall be considered as 
unsuccessfully terminated and local error handling shall be initiated. 

Class 2: 

Where the logical error occurs in a message of a class 2 procedure, the procedure shall be terminated and the Error 
Indication procedure shall be initiated with an appropriate cause value. The Procedure ID IE, the Triggering Message 
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IE and the Transaction ID IE within the Criticality Diagnostics IE shall then be included in order to identify the 
message containing the logical error. 



10.5 Exceptions 



The error handling for all the cases described hereafter shall take precedence over any other error handling described in 
the other subclauses of clause 10. 

If any type of error (Transfer Syntax Error, Abstract Syntax Error or Logical Error) is detected in the ERROR 
INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error 
handling. 

In case a response message or ERROR INDICATION message needs to be returned, but the information 
necessary to determine the receiver of that message is missing, the procedure shall be considered as 
unsuccessfully terminated and local error handling shall be initiated. 

If an error that terminates a procedure occurs, the returned cause value shall reflect the error that caused the 
termination of the procedure even if one or more abstract syntax errors with criticality "ignore and notify" have 
earlier occurred within the same procedure. 
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Annex A (normative): 

Allocation and Pre-emption of Radio Links in the DRNS 

A.1 Deriving Allocation Information for a Radio Link 
A.1 .1 Establishment of a New Radio Link 

The Allocation Information for a Radio Link in the case of establishment of a new Radio Link shall be derived as 
follows: 

The latest received Allocation/Retention Priority IE for each transport channel shall be used. 

Note: The Allocation/Retention Priority IE for a transport channel may have been received in 

a) the procedure that establishes the first Radio Link for the UE in the DRNS or 

b) a procedure adding or modifying the transport channel. 

If the Priority Level IE in the Allocation/Retention Priority IE for all transport channels that are intended to use 
the Radio Link is set to "no priority", the pre-emption capability of the Radio Link shall be set to "shall not 
trigger pre-emption" . 

If the Priority Level IE in the Allocation/Retention Priority IE for one or more of the transport channels that are 
intended to use the Radio Link is not set to "no priority", the allocation priority and the pre-emption capability of 
the Radio Link shall be set according to the following: 

The transport channels that have the Priority Level IE in the Allocation/Retention Priority IE set to "no 
priority" shall be excluded when setting the allocation priority and pre-emption capability of a Radio Link. 

The allocation priority for a Radio Link shall be set to highest priority level, given by the Priority Level IE in 
the Allocation/Retention Priority IE, for all non excluded transport channels that are intended to use the 
Radio Link. 

If all non-excluded transport channels that are intended to use a Radio Link to be established have the pre- 
emption capability, given by the Pre-emption Capability IE in the Allocation/Retention Priority IE, set to 
"shall not trigger pre-emption", the pre-emption capability of the Radio Link shall be set to "shall not trigger 
pre-emption". 

If one or more non-excluded transport channels that are intended to use the Radio Link to be established have 
the value of the Pre-emption Capability IE in the Allocation/Retention Priority IE set to "may trigger pre- 
emption", the pre-emption capability of the Radio Link shall be set to "may trigger pre-emption". 

The derived allocation priority and pre-emption capability are only valid during this allocation/retention process. 

A.1 .2 Modification of an Existing Radio Link 

The Allocation Information for a Radio Link in the case of modification of a Radio Link (addition or modification of 
transport channels using the Radio Link) shall be derived as follows: 

The latest received Allocation/Retention Priority IE for each transport channel shall be used. 

Note: The Allocation/Retention Priority IE for a transport channel may have been received in 

a) the procedure that establishes the first Radio Link for the UE in the DRNS, 

b) a previous procedure adding or modifying the transport channel, or 

c) the current procedure adding or modifying the transport channel. 

If the Priority Level IE in the Allocation/Retention Priority IE for all transport channels to be added or modified 
in the Radio Link is set to "no priority", the pre-emption capability of the Radio Link to be modified shall be set 
to "shall not trigger pre-emption". 
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If the Priority Level IE in the Allocation/Retention Priority IE for one or more of the transport channels to be 
added or modified in the Radio Link is not set to "no priority", the allocation priority of and the pre-emption 
capability of the Radio Link to be modified shall be set according to the following: 

The transport channels to be added or modified that have the Priority Level IE in the Allocation/Retention 
Priority IE set to "no priority" shall be excluded when setting the allocation priority and pre-emption 
capability of a Radio Link to be modified. 

The allocation priority for a Radio Link to be modified shall be set to highest priority level, given by the 
Priority Level IE in the Allocation/Retention Priority IE, for all the non-excluded transport channels that are 
to be added or modified. 

If all non-excluded transport channels that are to be added or modified in the Radio Link have the pre- 
emption capability, given by the Pre-emption Capability IE in the Allocation/Retention Priority IE, set to 
"shall not trigger pre-emption", the pre-emption capability of the Radio Link to be modified shall be set to 
"shall not trigger pre-emption". 

If one or more of the non-excluded transport channels to be added or modified in the Radio Link have the 
value of the Pre-emption Capability IE in the Allocation/Retention Priority IE set to "may trigger pre- 
emption", the pre-emption capability of the Radio Link to be modified shall be set to "may trigger pre- 
emption". 

The derived allocation priority and pre-emption capability are only valid during this allocation/retention process. 



A.2 Deriving Retention Information for a Radio Link 

The Retention Information for an existing Radio Link shall be derived as follows: 

The latest received Allocation/Retention Priority IE for each transport channel shall be used. 

Note: The Allocation/Retention Priority IE for a transport channel may have been received in 

a) the procedure that establishes the first Radio Link for the UE in the DRNS or 

b) a procedure adding or modifying the transport channel. 

If the Priority Level IE in the Allocation/Retention Priority IE for one or more transport channels using the 
Radio Link is set to "no priority", the pre-emption vulnerability of the Radio Link shall be set to "not pre- 
emptable". 

If the Priority Level IE in the Allocation/Retention Priority IE for all the transport channels using the Radio Link 
is not set to "no priority", the retention priority of the Radio Link and the pre-emption vulnerability of the Radio 
Link shall be set according to the following: 

The retention priority for a Radio Link shall be set to highest priority level, given by the Priority Level IE in 
the Allocation/Retention Priority IE, for all transport channels that uses the Radio Link. 

If all transport channels that uses the Radio Link have the pre-emption vulnerability, given by the Pre- 
emption Vulnerability IE in the Allocation/Retention Priority IE, set to "pre-emptable", the pre-emption 
vulnerability of the Radio Link shall be set to "pre-emptable". 

If one or more transport channels that uses the Radio Link have the value of the Pre-emption Vulnerability IE 
in the Allocation/Retention Priority IE set to "not pre-emptable", the pre-emption vulnerability of the Radio 
Link shall be set to "not pre-emptable". 

The derived retention priority and pre-emption vulnerability are valid until they are changed, or until the Radio Link is 
deleted. When new transport channels are added to or deleted from the Radio Link or when existing transport channels 
are modified with regards to the Allocation/Retention Priority IE, the retention information shall be derived again 
according to above. 



A.3 The Allocation/Retention Process 

The DRNS shall establish or modify the resources for a Radio Link according to: 
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The value of the Allocation Information (allocation priority and pre-emption capability) of the Radio to be 
established or modified. The Allocation Information is derived according to clause A. 1 . 

The value of the Retention Information (retention priority and pre-emption vulnerability) of existing Radio 
Links. The Retention Information derived according to clause A.2. 

The resource situation in the DRNS. 

Whilst the process and the extent of the pre-emption functionality is operator dependent, the pre-emption indicators 
(pre-emption capability and pre-emption vulnerability) shall be treated as follows: 

-. If the pre-emption capability for a Radio Link to be established or modified is set to "may trigger pre- 
emption" and the resource situation so requires, the DRNS may trigger the pre-emption process in clause A.4 
to free resources for this allocation request. 

-. If the pre-emption capability for a Radio Link to be established or modified is set to "shall not trigger pre- 
emption", then this allocation request shall not trigger the pre-emption process in clause A.4. 

-. If the pre-emption vulnerability for an existing Radio Link is set to "pre-emptable", then this Radio Link 
shall be included in the pre-emption process in clause A.4. 

-. If the pre-emption vulnerability for an existing Radio Link is set to "not pre-emptable", then this Radio Link 
shall not be included in the pre-emption process in clause A.4. 



A.4 The Pre-emption Process 



The pre-emption process shall only pre-empt Radio Links with lower retention priority than the allocation priority of the 
Radio Link to be established or modified. The Radio Links to be pre-empted shall be selected in ascending order of the 
retention priority. 

When the pre-emption process detects that one or more Radio Links have to be pre-empted to free resources for a Radio 
Link(s) to be established or modified, the DRNS shall initiate the Radio Link Pre-emption procedure for all the UE 
Contexts having Radio Links selected for pre-emption and start the Tpieempt timer. 

When enough resources are freed to establish or modify the Radio Link(s) according to the request, the DRNS shall 
stop the Tpreempt timer and complete the procedure that triggered the pre-emption process in accordance with the 
"Successful Operation" subclause of the procedure. 

If the Tpi-eempt timer expires, the DRNS shall reject the procedure that triggered the pre-emption process and complete the 
procedure in accordance with the "Unsuccessful Operation" subclause of the procedure. 
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Annex B (informative): 
Measurement Reporting 



When the Report Characteristics IE is set to "Event A" (figure B.l), the Measurement Reporting procedure is initiated 
when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no 
hysteresis time is given, the value zero shall be used for the hysteresis time. 



Measured 
entity ▲ 





Hysteresis 
Time 



Requested 
threshold 



Time 



Measurement 
Report 



Measurement 
Report 



Figure B.1 : Event A reporting with l-iysteresis Time specified 

When the Report Characteristics IE is set to "Event B" (figure B.2), the Measurement Reporting procedure is initiated 
when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no 
hysteresis time is given, the value zero shall be used for the hysteresis time. 
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Measured 
entity A 



Hysteresis 
Time 



Hysteresis 
Time 




Requested 
treshold 



Measurement 
Report 



Measurement 
Report 



Figure B.2: Event B reporting with l-iysteresis Time specified 

When the Report Characteristics IE is set to "Event C" (figure B.3), the Measurement Reporting procedure is initiated 
always when the measured entity rises by an amount greater than the requested threshold within the requested time. The 
reporting in figure B.3 is initiated if the Rising Time Tl is less than the requested time. 



Measured 
entity 




Rising time 
Requested threshold 



Time 



Measurement 
Reports 

Figure B.3: Event C reporting 



When the Report Characteristics IE is set to "Event D" (figure B.4), the Measurement Reporting procedure is initiated 
always when the measured entity falls by an amount greater than the requested threshold within the requested time. The 
reporting in figureB.4 is initiated if the Falling Time Tl is less than the requested time. 
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Measured 
entity , 




T1 - Falling time 

M1 - Requested threshold 



Measurement 
Reports 



Time 



Figure B.4: Event D reporting 



When the Report Characteristics IE is set to "Event E" (figure B.5), the Measurement Reporting procedure (Report A) 
is initiated always when the measured entity rises above the "Measurement Threshold 1" and stays there for the 
"Measurement Hysteresis Time" (Tl in figure B.5). \f Report Periodicity IE is provided DRNS shall also initiate 
Measurement Reporting procedure periodically. The periodic reporting continues although the measured entity falls 
below the "Measurement Threshold 1" and is terminated by the Report B. 

When the Report A conditions have been met and the measured entity falls below the "Measurement Threshold 2" and 
stays there for the "Measurement Hysteresis Time" (Tl) the Measurement Reporting procedure (Report B) is initiated 
and the periodic reporting is terminated. 
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Measured 
entity 



T1 - Measurement Hysteresis Time 




Measurement 
Tliresliold 1 

Measurement 
Tiiresiiold 2 



Report A 



Periodic 



Report B 



Reports 
Measurement Reports 



Report A Periodic 
Report 



Time 



Figure B.5: Event E reporting with l-iysteresis Time specified and Periodic Reporting requested 



When the Report Characteristics IE is set to "Event F" (figure B.6), the Measurement Reporting procedure (Report A) 
is initiated always when the measured entity falls below the "Measurement Threshold 1" and stays there for the 
"Measurement Hysteresis Time" (Tl in figure B.6). If Report Periodicity IE is provided DRNS shall also initiate 
Measurement Reporting procedure periodically. The periodic reporting continues although the measured entity rises 
above the "Measurement Threshold 1" and is terminated by the Report B. 

When the Report A conditions have been met and the measured entity rises above the "Measurement Threshold 2" and 
stays there for the "Measurement Hysteresis Time" (Tl) Measurement Reporting procedure (Report B) is initiated and 
the periodic reporting is terminated. 
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Measured 
entity 



Report A 



T1 - Measurement Hysteresis Time 




Measurement 
Tliresliold 2 



Measurement 
Tiiresiiold 1 



Time 



Periodic 
Reports 



Report B 



Report A Periodic 
Report 



Measurement Reports 
Figure B.6: Event F reporting with Hysteresis Time specified and Periodic Reporting requested 
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Annex C (informative): 

Guidelines for Usage of the Criticality Diagnostics IE 



C.1 EXAMPLE MESSAGE Layout 



Assume the following message format: 



IE/Group Name 


Presence 


Range 


IE Type 

and 

Referenc 

e 


Semantics 
Description 


Criticality 


Assigned 
Criticality 


Message Type 


M 








YES 


reject 


Transaction ID 


M 








— 




A 


M 








YES 


reject 


B 


M 








YES 


reject 


>E 




1..<maxE> 






EACH 


ignore 


»F 




1..<maxF> 






- 




»>G 




0..3, ... 






EACH 


ignore 


»H 




1..<maxH> 






EACH 


ignore 


»>G 




0..3, ... 






EACH 


ignore and 
notify 


»G 


M 








YES 


reject 


»J 




1..<maxJ> 






- 




»>G 




0..3, ... 






EACH 


reject 


C 


M 








YES 


reject 


>K 




1..<maxK> 






EACH 


ignore and 
notify 


»L 




1..<maxL> 






- 




»>M 











- 




D 


M 








YES 


reject 



Note 1 . The lEs F, J, and L do not have assigned criticality. The IBs F, J, and L are consequently realised as the 

ASN.l type SEQUENCE OF of "ordinary" ASN.l type, e.g. INTEGER. On the other hand, the repeatable 
lEs with assigned criticality are realised as the ASN.l type SEQUENCE OF of an IE object, e.g. 
ProtocolIE-Single-Container. 

For the corresponding ASN.l layout, see subclause C.4. 
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C.2 Example on a Received EXAMPLE MESSAGE 

Assume further more that a received message based on the above tabular format is according to the figure below. 



Level 1 
(top level) 



Level 2 



Level 3 



Level 4 



1 F I 



G 



H 



B 



G 



C 



K 



T 



: J !- 



D 



:n... 



G 



Legend: 




r""' repetition 



,nd 



2 repetition 



rth 



N repetition 



IE based on a protocol container, e.g., Protocol-Single-Container 
; IE being an "ordinary" ASN.l type 



Figure C.1 : Example of content of a received RNSAP message based on the EXAMPLE MESSAGE 
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C.3 Content of Criticality Diagnostics 
C.3.1 Example 1 



Level 1 
(top level) 



Level 2 



Included in the 
Message Structure IE. 



Level 3 



.[- 



Level 4 











"i 


--- 


1 












G 

1 


- 






G 

4 


1 


2 










H 


— 1 


V 












G 


- 


1 





Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 

Figure C.2: Example of a received RNSAP message containing a not comprehended IE 

If there is an error within the instance marked as grey in the IE G in the IE J shown in the figure C.2 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 4. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 4. 


Repetition 
Number 


11 


Repetition number on the reported level, i.e. level 4. 

(Since the IE E (level 2) is the lowest level included in the Message Structure IE this is 

the eleventh occurrence of IE G within the IE E (level 2). 


Type of Error 


not 

underst 

ood 




Message Structure, first repetition 


>IEID 1 Jd-B 1 IE ID from level 1. 


Message Structure, second repetition 


>IEID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



Note 2. The IE J on level 3 cannot be included in the Message Structure IE since they have no criticality of their 
own. 

Note 3. The repetition number of the reported IE indicates the number of repetitions of IE G received up to the 
detected erroneous repetition, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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C.3.2 Example 2 



Level 1 
(top level) 



Level 2 



Included in the 
Message Structure IE. 



Level 3 



Level 4 











"1 


— 1 


1 












G 


- 






G 


1 











H 


— 1 


V 












G 


— 


1 






Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 

Figure C.3: Example of a received RNSAP message containing a not comprehended IE 

If there is an error within the second instance (marked as grey) in the sequence (IE L in the tabular format) on level 3 
below IE K in the structure shown in the figure C.3 above, this will be reported within the Information Element 
Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


ignore 

and 

notify 


Criticality for IE on the reported level, i.e. level 2. 


IE ID 


id-K 


IE ID from the reported level, i.e. level 2. 


Repetition 
Number 


3 


Repetition number on the reported level, i.e. level 2. 


Type of Error 


not 

underst 

ood 




IVIessage Structure, first repetition 


>IEID 


id-C 


IE ID from the lowest level above the reported level, i.e. 


level 1 . 



Note 4. The IE L on level 3 cannot be reported individually included in the Message Structure IE since it has no 
criticality of its own. 
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C.3.3 Example 3 



Level 1 
(top level) 



Level 2 



Included in the 
Message Structure IE. 



Level 3 




Level 4 



Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure C.4: Example of a received RNSAP message containing a not comprehended IE 

If there is an error within the instance marked as grey in the IE G in the IE H shown in the figure C.4 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


ignore 

and 

notify 


Criticality for IE on the reported level, i.e. level 4. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 4. 


Repetition 
Number 


2 


Repetition number on the reported level, i.e. level 4. 


Type of Error 


not 

underst 

ood 




l\/lessage Structure, first repetition 


>IEID 1 id-B 1 IE ID from level 1. 


Message Structure, second repetition 


>IEID 


Jd-E 


IE ID from level 2. 


>Repetition 
Number 


3 


Repetition number from level 2. 


IVIessage Structure, third repetition 


>IEID 


id-H 


IE ID from the lowest level above the reported level, i.e. level 3. 


>Repetition 
Number 


1 


Repetition number from the lowest level above the reported level, i.e. level 3. 



Note 5. The repetition number of level 4 indicates the number of repetitions of IE G received up to the detected 
erroneous repetition, counted below the same instance of the previous level with assigned criticality 
(instance 1 of IE H on level 3). 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



759 



ETSI TS 125 423 V7.4.0 (2007-03) 



C.3.4 Example 4 



Level 1 
(top level) 



Level 2 



Included in the 
Message Structure IE. 



Level 3 



Level 4 











"1 


1 


1 












G 

1 


- 






G 

4 


1 


2 










Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 

Figure C.5: Example of a received RNSAP message containing a not comprehended IE 

If there is an error within the instance marked as grey in the IE G in the IE E shown in the figure C.5 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 3. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 3. 


Repetition 
Number 


5 


Repetition number on the reported level, i.e. level 3. 

(Since the IE E (level 2) is the lowest level included in the Message Structure IE this is 

the fifth occurrence of IE G within the IE E (level 2). 


Type of Error 


not 

underst 

ood 




IVIessage Structure, first repetition 


>IEID 1 id-B 1 IE ID from level 1. 


Message Structure, second repetition 


>IEID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



Note 6. The repetition number of the reported IE indicates the number of repetitions of IE G received up to the 
detected erroneous repetition, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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C.3.5 Example 5 



Level 1 
(top level) 



Level 2 



Included in the 
Message Structure IE. 



Level 3 



Level 4 



G 



T 




H 


— 1 


V 












G 


— 


1 





Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure C.6: Example of a received RNSAP message with a missing IE 

If the instance marked as grey in the IE G in the IE E shown in the figure C.6 above, is missing this will be reported 
within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows; 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 3. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 3. 


Repetition 
Number 


4 


Repetition number up to the missing IE on the reported level, i.e. level 3. 

(Since the IE E (level 2) is the lowest level included in the Message Structure IE there 

have been four occurrences of IE G within the IE E (level 2) up to the missing 

occurrence. 


Type of Error 


missing 




IVIessage Structure, first repetition 


>IEID id-B IE ID from level 1. 


Message Structure, second repetition 


>IEID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



Note 7. The repetition number of the reported IE indicates the number of repetitions of IE G received up to but 

not including the missing occurrence, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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C.4 ASN.1 of EXAMPLE MESSAGE 

ExampleMessage ::= SEQUENCE ( 

ProtocolIEs Protocol IE-Container { ( ExampleMessage- IE s } } , 

ProtocolExtensions ProtocolExtensionContainer ( (ExampleMessage-Extensions } } OPTIONAL, 

} 

ExampleMessage-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-A CRITICALITY reject TYPE A PRESENCE mandatory} | 

{ ID id-B CRITICALITY reject TYPE B PRESENCE mandatory} | 

{ ID id-C CRITICALITY reject TYPE C PRESENCE mandatory} | 

{ ID id-D CRITICALITY reject TYPE D PRESENCE mandatory} , 

} 

B : := SEQUENCE { 

e E-List, 

iE-Extensions ProtocolExtensionContainer { {B-ExtlEs} } OPTIONAL, 

) 

B-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 



E-List ::= SEQUENCE (SIZE (L.maxE)) OF ProtocolIE-Single-Container { {E-IEs} 

E-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-E CRITICALITY ignore TYPE E PRESENCE mandatory } 
} 

E : := SEQUENCE { 

f F-List, 

h H-List, 

g G-Listl, 

j J-List, 

iE-Extensions ProtocolExtensionContainer { {E-ExtlEs} } OPTIONAL, 



E-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= 



F-List ::= SEQUENCE (SIZE (L.maxF)) OF F 

F : := SEQUENCE { 

g G-List2 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {F-ExtlEs} } OPTIONAL, 



F-ExtlEs RNSAP-PROTOCOL-EXTENSION 



G-List2 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Single-Container { {G2-IEs} } 

G2-IES RNSAP-PROTOCOL-IES ::= { 

{ ID id-G CRITICALITY ignore TYPE G PRESENCE mandatory } 
} 

H-List ::= SEQUENCE (SIZE (l..maxH)) OF ProtocolIE-Single-Container { {H-IEs} } 

H-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-H CRITICALITY ignore TYPE H PRESENCE mandatory } 
} 

H : := SEQUENCE { 

g G-List3 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {H-ExtlEs} } OPTIONAL, 



H-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 
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G-List3 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Single-Container { {G3-IEs) 

G3-IES RNSAP-PROTOCOL-IES ::= { 

{ ID id-G CRITICALITY notify TYPE G PRESENCE mandatory } 
} 

G-Listl ::= ProtocolIE-Single-Container { {Gl-IEs} } 

Gl-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-G CRITICALITY reject TYPE G PRESENCE mandatory } 
} 

J-List ::= SEQUENCE (SIZE (L.maxJ)) OF J 

J : := SEQUENCE { 

g G-List4 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {J-ExtlEs} } OPTIONAL, 



J-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= 



G-List4 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Single-Container { {G4-IEs) 

G4-IES RNSAP-PROTOCOL-IES ::= { 

{ ID id-G CRITICALITY reject TYPE G PRESENCE mandatory } 
} 

C : := SEQUENCE { 

k K-List, 

iE-Extensions ProtocolExtensionContainer { {C-ExtlEs} } OPTIONAL, 



C-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= 



K-List ::= SEQUENCE (SIZE (L.maxK)) OF ProtocolIE-Single-Container { (K-IEs) 

K-IEs RNSAP-PROTOCOL-IES ::= { 

{ ID id-K CRITICALITY notify TYPE K PRESENCE mandatory } 



K : := SEQUENCE { 

1 L-List, 

iE-Extensions ProtocolExtensionContainer { {K-ExtlEs} } OPTIONAL, 



K-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

L-List ::= SEQUENCE (SIZE (L.maxL)) OF L 

L : := SEQUENCE { 

m M OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {L-ExtlEs} } OPTIONAL, 

} 

L-ExtlEs RNSAP-PROTOCOL-EXTENSION ::= { 

} 

ExampleMessage-Extensions RNSAP-PROTOCOL-EXTENSION ::= { 
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Annex D (normative): 

DRNS Behaviour at SRNC or RNSAP Signalling Bearer 

Failure 

This annex describes the DRNC actions in the event of SRNC or RNSAP Signalling Bearer failure when all or some of 
the UE Contexts related to the SRNC need to be removed in DRNC. 

D.1 Detection of SRNC or RNSAP Signalling Bearer/Connection 
Failure 

Termination of all or some of the UE Contexts in DRNC which are related to an SRNC may be triggered due to failure 
of SRNC, RNSAP Signalling Bearer or the lur signalling connection of an UE(s). 

D.1 .1 Termination of all UE Contexts Related to a Specific SRNC 

Termination of all UE Contexts in DRNC which are related to a specific SRNC is triggered if the RNSAP Signalling 
Bearer failure is detected by the RNSAP according to the procedure described in the sub-clause 4.5.1.5.1 of TS 25.420. 
By "all" UE Contexts, it means all UEs having dedicated and/or common channel resources. 

D.1 .2 Termination of Specific UE Context 

Termination of a specific UE Context in DRNC is triggered for an UE which has dedicated transport channel resources 
according to the procedure described in the sub-clause 4.5.1.5.2 of TS 25.420. 

D.2 DRNC Actions at UE Context Termination 

When termination of the UE Context is required, the DRNC shall remove any common and/or dedicated radio resources 
related to the UE Context. The DRNC shall also initiate release of the dedicated or common user plane resources that 
were involved in these UE contexts. In addition, if it is possible the DRNC shall release the RRC connection. 
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5.2.0 


5.3.0 


09/2002 


17 


RP-020648 


682 


3 


CQI and ACK/NACK Repetition factor and Power Offset and k- 
value 


5.2.0 


5.3.0 


09/2002 


17 


RP-020622 


683 




Change of Maximum Number of HS-SCCH Codes 


5.2.0 


5.3.0 


09/2002 


17 


RP-020652 


684 


2 


Required enhancements due to GERAN specific impacts on the lu- 
es interface 


5.2.0 


5.3.0 


09/2002 


17 


RP-020618 


685 




Clarification for the initial power of the power balancing (Pinit) 


5.2.0 


5.3.0 


09/2002 


17 


RP-020651 


686 


2 


Partial dedicated measurement reporting 


5.2.0 


5.3.0 


09/2002 


17 


RP-020646 


687 


1 


DSCH Initial Credits 


5.2.0 


5.3.0 


09/2002 


17 


RP-020619 


688 




Removal of BLER for HS-DSCH 


5.2.0 


5.3.0 


09/2002 


17 


RP-020617 


689 


1 


Correction for inconsistency in length of TFCI field 2 


5.2.0 


5.3.0 


09/2002 


17 


RP-020612 


691 




WG4 Reference Corrections 


5.2.0 


5.3.0 


09/2002 


17 


RP-020607 


694 


2 


RNSAP Procedures alignment to NBAP and other corrections 


5.2.0 


5.3.0 


09/2002 


17 


RP-020607 


696 


2 


Handling of Common measurement of neighbor cell information 
elements 


5.2.0 


5.3.0 


09/2002 


17 


RP-020589 


700 


1 


Replacing all occurences of PsiR(k) by dPourr in 25.423 


5.2.0 


5.3.0 


09/2002 


17 


RP-020623 


701 


1 


RL Parameter Update Procedure 


5.2.0 


5.3.0 
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09/2002 


17 


RP-020625 


702 


1 


Introduction of Shared Network Area information support 


5.2.0 


5.3.0 


09/2002 


17 


RP-020603 


705 


2 


Correction of the Error Indication 


5.2.0 


5.3.0 


09/2002 


17 


RP-020613 


707 


2 


Uplink Synchronisation in 1 .28Mcps TDD 


5.2.0 


5.3.0 


09/2002 


17 


RP-020628 


714 




Traffic Class for HS-DSCH 


5.2.0 


5.3.0 


09/2002 


17 


RP-020607 


716 


1 


Clarification of the DCH rate coding 


5.2.0 


5.3.0 


09/2002 


17 


RP-020649 


717 


1 


HS-SCCH Power offset 


5.2.0 


5.3.0 


09/2002 


17 


RP-020603 


720 


1 


Correction to Compressed Mode in RL Addition Failure 


5.2.0 


5.3.0 


09/2002 


17 


RP-020615 


722 




Quality les for UE positioning measurements 


5.2.0 


5.3.0 
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12/2002 


18 


RP-020758 


724 




Add UL SIR target for Unsynchronized RL Reconfiguration in 
1 .28IVIcps TDD 


5.3.0 


5.4.0 


12/2002 


18 


RP-020757 


726 




Correction to RX Timing Deviation LCR value range 


5.3.0 


5.4.0 


12/2002 


18 


RP-020759 


728 


2 


Slot Format for 1 .28Mcps TDD 


5.3.0 


5.4.0 


12/2002 


18 


RP-020762 


729 


1 


MAC-hs Reset Indicator 


5.3.0 


5.4.0 


12/2002 


18 


RP-020773 


730 


1 


Measurement power offset signalling for HSDPA 


5.3.0 


5.4.0 


12/2002 


18 


RP-020768 


731 




Power offset values for HS-DPCCH 


5.3.0 


5.4.0 


12/2002 


18 


RP-020762 


732 




Correction on the Cell Capacity Class 


5.3.0 


5.4.0 


12/2002 


18 


RP-020762 


733 




Rel-5ASN.1 Error correction 


5.3.0 


5.4.0 


12/2002 


18 


RP-020753 


738 


2 


Final Corrections from RNSAP Procedure Review 


5.3.0 


5.4.0 


12/2002 


18 


RP-020767 


742 


1 


Addition of the second TDD Channelisation Code of HS-SCCH for 
the 1.28Mcps TDD option. 


5.3.0 


5.4.0 


12/2002 


18 


RP-020765 


744 


1 


Clarfication of the usage of HS-DSCH-RNTI 


5.3.0 


5.4.0 


12/2002 


18 


RP-020766 


753 




Clarification for the inclusion of the DL Power Balancing Updated 
Indicator IE 


5.3.0 


5.4.0 


12/2002 


18 


RP-020744 


756 




Correction for the DL DPDCH transmission 


5.3.0 


5.4.0 


12/2002 


18 


RP-020855 


757 


3 


MAC-hs Window Size 


5.3.0 


5.4.0 


12/2002 


18 


RP-020743 


763 


1 


DSCH-RNTI in RADIO LINK SETUP FAILURE 


5.3.0 


5.4.0 


03/2003 


19 


RP-030068 


767 




Clarification to DL Power definition for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030077 


768 


2 


Correction to DL Tx Power for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030072 


770 


1 


TPC Step Size for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030069 


772 




Clarification to 2™ Interleaving Mode for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030078 


773 


1 


HS-PDSCH RNSAP Corrections for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030073 


775 


1 


Clarification of HS-SCCH power offset usage in case of multiple 
HS-SCCHs 


5.4.0 


5.5.0 


03/2003 


19 


RP-030062 


778 




Correction of Guaranteed DL Rate 


5.4.0 


5.5.0 


03/2003 


19 


RP-030062 


780 


1 


Correction of the TDD UE capabilities necessary to pass from 
SRNC to CRNC 


5.4.0 


5.5.0 


03/2003 


19 


RP-030080 


781 


1 


Measurement for HS-SICH Outer Loop Power Control 


5.4.0 


5.5.0 


03/2003 


19 


RP-030082 


784 


1 


Corrections to Channelisation Code TFCI Mapping for TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030070 


786 




Correction for the Information Exchange Initiation procedure 


5.4.0 


5.5.0 


03/2003 


19 


RP-030074 


787 


1 


T1 signalling for HSDPA 


5.4.0 


5.5.0 


03/2003 


19 


RP-030183 


790 


5 


Support of Cell Individual Offset in RNSAP 


5.4.0 


5.5.0 


03/2003 


19 


RP-030071 


792 




Midamble Configuration for Midamble Shift LCR 


5.4.0 


5.5.0 


03/2003 


19 


RP-030067 


796 




Alignment of "Uncertainty Ellipse" with RRC 


5.4.0 


5.5.0 


03/2003 


19 


RP-030058 


798 


2 


Uplink Timing Advance Control Parameters in LCR TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030119 


800 


1 


Signalling of Midamble Shift and Burst type for HS-PDSCH in TDD 


5.4.0 


5.5.0 


03/2003 


19 


RP-030066 


803 




Corrections to DCH Combining in RL SETUP and RL ADDITION 


5.4.0 


5.5.0 


03/2003 


19 


RP-030058 


809 




Correction on CGA Additional Shapes 


5.4.0 


5.5.0 


03/2003 


19 


RP-030076 


810 


2 


Guaranteed Bit Rate for HSDPA 


5.4.0 


5.5.0 


06/2003 


20 


RP-030332 


815 




Alignment of TDD HSDPA parameters to RAN2 and RAN 1 . 


5.5.0 


5.6.0 


06/2003 


20 


RP-030333 


816 




HSDPA General Corrections 


5.5.0 


5.6.0 


06/2003 


20 


RP-030358 


820 


3 


Group reset 


5.5.0 


5.6.0 


06/2003 


20 


RP-030334 


821 




TDD Channelisation Code LCR correction for HSDPA 


5.5.0 


5.6.0 


06/2003 


20 


RP-030319 


822 




Correction of the figure of the Information Exchange Failure 
procedure 


5.5.0 


5.6.0 


06/2003 


20 


RP-030324 


824 


1 


Alignment of the Requested Data Value Information IE description 


5.5.0 


5.6.0 


06/2003 


20 


RP-030325 


826 




GPS trigger condition 


5.5.0 


5.6.0 


06/2003 


20 


RP-030319 


827 




Alignment of tables in Information Exchange Initiation procedure 
description 


5.5.0 


5.6.0 


06/2003 


20 


RP-030329 


832 


2 


HS-SCCH Change Indicator 


5.5.0 


5.6.0 


06/2003 


20 


RP-030335 


835 




Correction to HARO Memory Partitioning 


5.5.0 


5.6.0 


06/2003 


20 


RP-030337 


836 




Correction for the value range of "CGI Feedback cycle, k" 


5.5.0 


5.6.0 


06/2003 


20 


RP-030279 


837 


2 


Clarification for the handling of the HS-DSCH 


5.5.0 


5.6.0 


06/2003 


20 


RP-030328 


838 


2 


Resource handling of HS-DSCH Guaranteed Bit Rate 


5.5.0 


5.6.0 


06/2003 


20 


RP-030326 


842 




Correction of Failure message used for logical errors 


5.5.0 


5.6.0 


09/2003 


21 


RP-030451 


843 


2 


Discard timer signalling for HSDPA 


5.6.0 


5.7.0 


09/2003 


21 


RP-030452 


844 


1 


Phase Reference Signalling Support 


5.6.0 


5.7.0 


09/2003 


21 


RP-030449 


847 


2 


HS-DSCH Priority Queue to Modify 


5.6.0 


5.7.0 


09/2003 


21 


RP-030536 


848 


2 


MAC-hs Reordering Buffer Size 


5.6.0 


5.7.0 


09/2003 


21 


RP-030443 


852 




Corrections to Tx Diversity 


5.6.0 


5.7.0 


09/2003 


21 


RP-030440 


853 


1 


Correction of the Measurement Increase/Decrease Threshold IE 


5.6.0 


5.7.0 


09/2003 


21 


RP-030444 


856 




"On Modification" and "Periodic" reporting alignment for Information 
Exchange procedures 


5.6.0 


5.7.0 


09/2003 


21 


RP-030445 


857 




Alignment of title and sub-clause text of chapter 10.3.4.2 


5.6.0 


5.7.0 


09/2003 


21 


RP-030440 


858 




Corrections on Uplink Signalling Transfer 


5.6.0 


5.7.0 


09/2003 


21 


RP-030447 


860 


2 


Coordination with RRC about the TFS of DL DCH for HS-DSCH 


5.6.0 


5.7.0 


09/2003 


21 


RP-030453 


862 


1 


HS-DSCH information usage description clarification 


5.6.0 


5.7.0 


09/2003 


21 


RP-030440 


865 


1 


RNSAP correction for CRRM alignment 


5.6.0 


5.7.0 


09/2003 


21 


RP-030446 


866 




Removal of the note in chapter 10 


5.6.0 


5.7.0 


12/2003 


22 


RP-030687 


867 




Correction for the HS-DSCH Initial Capacity Allocation 


5.7.0 


5.8.0 


12/2003 


22 


RP-030688 


868 




Correction of Backward Compatibility for Uni-directional DCH 


5.7.0 


5.8.0 
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indicator. 






12/2003 


22 


RP-030692 


869 




Reconfiguration of IVIultiple Radio Linl<s in TDD 


5.7.0 


5.8.0 


12/2003 


22 


RP-030693 


870 




Tine usage of ttie MAC-|-is Reordering Buffer Size 


5.7.0 


5.8.0 


12/2003 


22 


RP-030691 


877 


1 


Range Extension for GPS Almanac Reporting 


5.7.0 


5.8.0 


12/2003 


22 


RP-030713 


879 


2 


Explicit HARQ Memory Partitioning Clarification' 


5.7.0 


5.8.0 


12/2003 


22 


RP-030686 


880 


1 


RT Load Value Clarification 


5.7.0 


5.8.0 


12/2003 


22 


RP-030677 


881 


1 


RNSAP TDD Review 


5.7.0 


5.8.0 


12/2003 


22 


RP-030684 


885 


1 


Removal of the ambiguity about the activation time 


5.7.0 


5.8.0 


12/2003 


22 


RP-030690 


888 


2 


Correction to Addition of HS-DSCH MAC-d Flows 


5.7.0 


5.8.0 


12/2003 


22 


RP-030695 


889 


2 


Unsynchronised RL Reconfiguration for HSDPA 


5.7.0 


5.8.0 


12/2003 


22 


RP-030694 


890 


2 


TNL QoS for uplink IP traffic 


5.7.0 


5.8.0 


12/2003 


22 


RP-030689 


891 




Correction of Transmission Gap Pattern Sequence Information 


5.7.0 


5.8.0 


12/2003 


22 


RP-030683 


893 




Information Exchange Initiation behavior correction 


5.7.0 


5.8.0 


12/2003 


22 


RP-030677 


894 


2 


RNSAP review 


5.7.0 


5.8.0 


12/2003 


22 


RP-030726 


887 




Signalling Support for Beamforming Enhancement 


5.8.0 


6.0.0 


03/2004 


23 


RP-040052 


901 




Correction of RL Congestion Indication 


6.0.0 


6.1.0 


03/2004 


23 


RP-040088 


902 




Interference measurement in UpPTS for 1 .28Mcps TDD 


6.0.0 


6.1.0 


03/2004 


23 


RP-040074 


903 




Introduction of UE measurement forwarding over the lur for TDD 


6.0.0 


6.1.0 


03/2004 


23 


RP-040070 


908 




Ignore Criticality for RL Activation Command 


6.0.0 


6.1.0 


03/2004 


23 


RP-040070 


910 




Ignore Criticality for RL Parameter Update 


6.0.0 


6.1.0 


03/2004 


23 


RP-040065 


912 




Corrections for HS-DSCH Configuration Signalling 


6.0.0 


6.1.0 


03/2004 


23 


RP-040066 


914 


1 


Priority Queue ID for HSDPA 


6.0.0 


6.1.0 


03/2004 


23 


RP-040070 


922 




Correction of ASN.1 code 


6.0.0 


6.1.0 


03/2004 


23 


RP-040053 


925 




Alignment with 23.032 correction of Included Angle for Ellipsoid Arc 


6.0.0 


6.1.0 


03/2004 


23 


RP-040067 


939 




Correction Related to HS-DSCH Information Response 


6.0.0 


6.1.0 


03/2004 


23 


RP-040059 


932 




Correction to the threshold of Rx Timing Deviation LCR in tabular 


6.0.0 


6.1.0 


03/2004 


23 


RP-040068 


934 




Extension of the range of PCCPCH RSCP 


6.0.0 


6.1.0 


03/2004 


23 


RP-040069 


936 




Introduce the description of ADA measurement in the Allowed 
Combinations of Dedicated Measurement 


6.0.0 


6.1.0 


03/2004 


23 


RP-040070 


942 




Criticality Settings for HSDPA. 


6.0.0 


6.1.0 


03/2004 


23 


RP-040070 


944 




GA Incompatibility issue 


6.0.0 


6.1.0 


03/2004 


23 


RP-040064 


949 




Setting of TGPSI 


6.0.0 


6.1.0 


03/2004 


23 


RP-040057 


951 




DCH Information Response Issue 


6.0.0 


6.1.0 


06/2004 


24 


RP-040175 


955 


1 


Correction the presence of Traffic Class IE 


6.1.0 


6.2.0 


06/2004 


24 


RP-040175 


957 


1 


Inclusion of scrambling code information in HS-DSCH FDD 
Information Response IE 


6.1.0 


6.2.0 


06/2004 


24 


RP-040178 


961 




Node B usage of the MAC-hs re-ordering buffer size 


6.1.0 


6.2.0 


06/2004 


24 


RP-040180 


963 


1 


Unsuccessful Operation of RL Setup Procedure for HSDPA 


6.1.0 


6.2.0 


06/2004 


24 


RP-040184 


966 


1 


Measurement Recovery Behavior for Common and Dedicated 
Measurement Procedures 


6.1.0 


6.2.0 


06/2004 


24 


RP-040182 


967 


3 


Introduction of support of NetworkAssisstedCellChange from 
UTRAN to GERAN 


6.1.0 


6.2.0 


06/2004 


24 


RP-040179 


969 




Clarification on number of and capacity reporting of Priority Queues 


6.1.0 


6.2.0 


06/2004 


24 


RP-040184 


972 




Correction of HS-SICH reception quality 


6.1.0 


6.2.0 


06/2004 


24 


RP-040181 


976 




Power Balancing Corrections 


6.1.0 


6.2.0 


06/2004 


24 


RP-040175 


978 




HSDPA Corrections in RL Reconfiguration 


6.1.0 


6.2.0 


06/2004 


24 


RP-040183 


979 


1 


Trace Parameter Propagation over the lur 


6.1.0 


6.2.0 


09/2004 


25 


RP-040307 


985 


1 


Correction of Trace reference in Deactivate trace 


6.2.0 


6.3.0 


09/2004 


25 


RP-040302 


989 




Correction to tabular text associated with TDD DPCH Qffset IE 


6.2.0 


6.3.0 


09/2004 


25 


RP-040300 


995 


1 


Traffic Class IE in RNSAP 


6.2.0 


6.3.0 


12/2004 


26 


RP-040435 


998 


1 


Correction to the Assigned Criticality of UL Synchronisation 
Parameters LCR IE for 1 .28Mcps TDD 


6.3.0 


6.4.0 


12/2004 


26 


RP-040437 


999 


2 


MBMS changes for RNSAP 


6.3.0 


6.4.0 


12/2004 


26 


RP-040433 


1002 




Correction of reference to "MAC-hs Guaranteed Bit Rate" 


6.3.0 


6.4.0 


12/2004 


26 


RP-040433 


1004 




Correction of duplicated and misplaced procedure text for RL 
Addition 


6.3.0 


6.4.0 


12/2004 


26 


RP-040433 


1006 




Correction to not mention Flexible Hard Split Support Indicator IE in 
procedure text 


6.3.0 


6.4.0 


12/2004 


26 


RP-040440 


1007 


2 


Changes for Introducing EDCH 


6.3.0 


6.4.0 


12/2004 


26 


RP-040441 


1010 




outdated ITU-T reference 


6.3.0 


6.4.0 


12/2004 


26 


RP-040519 


1011 




HS-DPCCH ACK/NACK preamble and postamble 


6.3.0 


6.4.0 


01/2005 










space removed in ASN.1 from MBMSAttach- and DetachCommand 


6.4.0 


6.4.1 


03/2005 


27 


RP-050057 


1021 


3 


Optimisation of MBMS channel type indication via lur 


6.4.1 


6.5.0 


03/2005 


27 


RP-050038 


1025 


1 


Removal of TGPL2 


6.4.1 


6.5.0 


03/2005 


27 


RP-050053 


1027 




Wrong HS IE referenced 


6.4.1 


6.5.0 


03/2005 


27 


RP-050054 


1029 




Measurement Power Offset IE procedure text missing 


6.4.1 


6.5.0 


03/2005 


27 


RP-050058 


1034 


1 


Correction of RNSAP E-DCH lEs 


6.4.1 


6.5.0 


03/2005 


27 


RP-050057 


1035 


2 


MBMS Identifiers Retrieval 


6.4.1 


6.5.0 


03/2005 


27 


RP-050056 


1036 


1 


Introduction of Fractional DPCH 


6.4.1 


6.5.0 


03/2005 


27 


RP-050059 


1037 




Initial Radio Link Timing Adjustment 


6.4.1 


6.5.0 


03/2005 


27 


RP-050058 


1039 




EDCH RNSAP ASN.1 


6.4.1 


6.5.0 


03/2005 


27 


RP-050053 


1041 




Interaction between Synchronised RL Reconfiguration and RL 


6.4.1 


6.5.0 
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Deletion 






03/2005 


27 


RP-050053 


1043 




Clarification on HS-DSCH Information IE 


6.4.1 


6.5.0 


06/2005 


28 


RP-050254 


1042 


3 


Timing maintained hard HO 


6.5.0 


6.6.0 


06/2005 


28 


RP-050217 


1046 


1 


Correction to the RL Reconf for serving HS-DSCH cell change 


6.5.0 


6.6.0 


06/2005 


28 


RP-050233 


1050 




Proposed CR to 25.423 [Rel-6] on some lEs with SatID 


6.5.0 


6.6.0 


06/2005 


28 


RP-050233 


1051 




Correction to the on demand mesurement with no DPCH ID In the 
dedicated measurement procedure for TDD 


6.5.0 


6.6.0 


06/2005 


28 


RP-050236 


1052 


3 


Revision to HARQ Preamble Mode support 


6.5.0 


6.6.0 


06/2005 


28 


RP-050225 


1059 




Feature Cleanup: Removal of CPCH 


6.5.0 


6.6.0 


06/2005 


28 


RP-050229 


1060 


1 


E-DCH general corrections and Improvements 


6.5.0 


6.6.0 


06/2005 


28 


RP-050224 


1065 


1 


Feature clean-up: Removal of Compressed mode by puncturing 


6.5.0 


6.6.0 


06/2005 


28 


RP-050221 


1067 


1 


Feature clean-up: Removal of Tx diversity closed loop mode2 


6.5.0 


6.6.0 


06/2005 


28 


RP-050222 


1069 


1 


Feature clean-up: Removal of DSCH (FDD mode) 


6.5.0 


6.6.0 


06/2005 


28 


RP-050218 


1071 


1 


Feature Clean-up: Removal of 80 ms TTI for DCH for all other 
cases but when the UE supports SF512 


6.5.0 


6.6.0 


06/2005 


28 


RP-050220 


1073 




Feature Clean-up: Removal of Support of dedicated pilot as sole 
phase reference 


6.5.0 


6.6.0 


06/2005 


28 


RP-050219 


1075 


1 


Feature Clean-up: Removal of SSDT 


6.5.0 


6.6.0 


06/2005 


28 


RP-050229 


1076 


1 


Correction on E-RGCH Sequence Signature 


6.5.0 


6.6.0 


06/2005 


28 


RP-050230 


1077 


1 


Introduction of Bundling Feature 


6.5.0 


6.6.0 


06/2005 


28 


RP-050229 


1078 


1 


Alignment of RNSAP with latest status of EUDCH stage 2 (TS 
25.309) and RRC(TS 25.331) 


6.5.0 


6.6.0 


06/2005 


28 


RP-050235 


1080 


1 


Congestion control for HSDPA 


6.5.0 


6.6.0 


06/2005 


28 


RP-050228 


1081 




Direct Information Transfer for MBMS purposes 


6.5.0 


6.6.0 


09/2005 


29 


RP-050597 


1082 


3 


RNSAP stage 3 alignment with current status 


6.6.0 


6.7.0 


09/2005 


29 


RP-050433 


1084 




EDCH capability In neighboring cells 


6.6.0 


6.7.0 


09/2005 


29 


RP-050444 


1085 


2 


Adding frequency band Indicator 


6.6.0 


6.7.0 


09/2005 


29 


RP-050431 


1087 


1 


Correction of ambiguity Introduced by "feature cleanup" 


6.6.0 


6.7.0 


09/2005 


29 


RP-050432 


1091 


1 


Feature Cleanup: Removal of DRAC 


6.6.0 


6.7.0 


09/2005 


29 


RP-050433 


1095 




E-DCH miscellaneous corrections 


6.6.0 


6.7.0 


09/2005 


29 


RP-050434 


1096 


1 


Maximum UE TX Power for E-DCH 


6.6.0 


6.7.0 


09/2005 


29 


RP-050433 


1097 




EDCH cleanup 


6.6.0 


6.7.0 


09/2005 


29 


RP-050433 


1098 




Reconfiguration of E-RGCH/HICH at serving cell change 


6.6.0 


6.7.0 


12/2005 


30 


RP-050698 


1101 


2 


Indexed Inter-frequency RACH measurement reporting 


6.7.0 


6.8.0 


12/2005 


30 


RP-050695 


1104 




FDD Downlink Unidirectional DCH Indicator 


6.7.0 


6.8.0 


12/2005 


30 


RP-050695 


1105 


3 


FDD Unidirectional DCH Indicator reconfiguration 


6.7.0 


6.8.0 


12/2005 


30 


RP-050698 


1106 


1 


Correctlos to the synchronised radio link reconfiguration procedure 
for 1 .28Mcps TDD 


6.7.0 


6.8.0 


12/2005 


30 


RP-050694 


1107 


4 


HARQ Process Management for E-DCH 


6.7.0 


6.8.0 


12/2005 


30 


RP-050694 


1108 


2 


E-DCH processing Issue and rate limitation 


6.7.0 


6.8.0 


12/2005 


30 


RP-050698 


1109 


1 


Cleanup of editorials found during the Rel6 review before 
specification freezing 


6.7.0 


6.8.0 


12/2005 


30 


RP-050694 


1111 


3 


Alignment of RNSAP with latest HSUPA agreements 


6.7.0 


6.8.0 


12/2005 


30 


RP-050697 


1112 


1 


Correction on E-DCH MAC-Flow to Add IE 


6.7.0 


6.8.0 


12/2005 


30 


RP-050696 


1113 


2 


Correction for HARQ Preamble and Postamble 


6.7.0 


6.8.0 


12/2005 


30 


RP-050696 


1114 


4 


HSPA Serving Cell Change by RL Addition Procedure 


6.7.0 


6.8.0 


12/2005 


30 


RP-050694 


1117 


1 


EDCH setup by unsynchronlsed reconfiguration 


6.7.0 


6.8.0 


12/2005 


30 


RP-050688 


1120 


1 


ASN.1 error corrections to RADIQ LINK RECQNFIGURATIQN 
READY TDD 


6.7.0 


6.8.0 


12/2005 


30 


RP-050696 


1121 




FDPCH and HS-SCCH power offset 


6.7.0 


6.8.0 


12/2005 


30 


RP-050695 


1123 


1 


EDCH Cell Capability Enhancement 


6.7.0 


6.8.0 


12/2005 


30 


RP-050849 


1125 


1 


E-DCH HARQ RV Configuration 


6.7.0 


6.8.0 


03/2006 


31 


RP-060064 


1124 


1 


E-DCH HARQ Combining Capability 


6.8.0 


6.9.0 


03/2006 


31 


RP-060063 


1130 


1 


Combined Active Set Update and E-DCH Serving Cell Change with 
Radio Link Addition Request (Inter RNC Case) 


6.8.0 


6.9.0 


03/2006 


31 


RP-060064 


1133 


1 


E-DCH Mac-D PDU Size List Alignment 


6.8.0 


6.9.0 


03/2006 


31 


RP-060064 


1134 


2 


Non serving HSDPA Indicator for E-DCH 


6.8.0 


6.9.0 


03/2006 


31 


RP-060064 


1136 




Clarification on serving EDCH cell change 


6.8.0 


6.9.0 


03/2006 


31 


RP-060066 


1139 




Error Correction Radio Link Parameter Update 


6.8.0 


6.9.0 


03/2006 


31 


RP-060063 


1140 


1 


CR cross-dependencies for HS cell change by RL ADDITION 


6.8.0 


6.9.0 


03/2006 


31 


RP-060064 


1142 




Alignment of E-DCH RL Set ID 


6.8.0 


6.9.0 


03/2006 


31 


RP-060063 


1143 




Compressed Mode Correction 


6.8.0 


6.9.0 


03/2006 


31 


RP-060063 


1145 


1 


Correction to the on demand mesurement for the HS-SICH In the 
dedicated measurement procedure for TDD 


6.8.0 


6.9.0 


03/2006 


31 


RP-060064 


1146 




Correction of critlcallty for Unlrectlonal DCH Indictor 


6.8.0 


6.9.0 


03/2006 


31 


RP-060066 


1147 


1 


HARQ Failure Indication due to MAC-e Reset In UE 


6.8.0 


6.9.0 


03/2006 


31 


RP-060069 


1152 


2 


Introduction of E-DCH Reference Power Offset 


6.8.0 


6.9.0 


03/2006 


31 


RP-060060 


1154 




Correction of the presence of the cell capacity class value IE 


6.8.0 


6.9.0 


03/2006 


31 


RP-060065 


1155 


1 


Adding HS-DSCH TDD Info In Radio Link Addition procedure 


6.8.0 


6.9.0 


03/2006 


31 


RP-060070 


1127 


1 


Introduction of the PLCCH 


6.9.0 


7.0.0 


03/2006 


31 


RP-060073 


1128 


1 


Introduction of 7.68Mcps TDD option 


6.9.0 


7.0.0 


06/2006 


32 


RP-060279 


1159 


2 


CR to 25.423[Rel-7] on correction for DL DPCH Power Information 


7.0.0 


7.1.0 
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06/2006 


32 


RP-060280 


1162 


2 


CR cross-dependencies for E-DCH Reference Power Offset by RL 
ADDITION 


7.0.0 


7.1.0 


06/2006 


32 


RP-060280 


1166 


1 


Corrections to E-DCH Uplink Combination in RL SETUP and RL 
ADDITION 


7.0.0 


7.1.0 


06/2006 


32 


RP-060281 


1170 


1 


Correction of the common related information for E-HICH and E- 
RGCH 


7.0.0 


7.1.0 


06/2006 


32 


RP-060281 


1172 




E-RGCH/E-HICH Power Offset value range 


7.0.0 


7.1.0 


06/2006 


32 


RP-060279 


1176 




Corrections to Combined RL Additoin with HS-DSCH /E-DCH 
Serving change 


7.0.0 


7.1.0 


06/2006 


32 


RP-060290 


1177 


2 


Release 7 Timing Advance (3.84 Mpcs and 7.68 Mcps TDD) 


7.0.0 


7.1.0 


06/2006 


32 


RP-060291 


1178 




Addition of HS-DSCH information in radio link addition procedure 
for 7.68 Mcps TDD 


7.0.0 


7.1.0 


06/2006 


32 


RP-060280 


1180 


2 


E-DCH and HS-DSCH same serving cell 


7.0.0 


7.1.0 


06/2006 


32 


RP-060280 


1182 


1 


HS-DSCH Configured Indicator for Radio Link Addition 


7.0.0 


7.1.0 


06/2006 


32 


RP-060281 


1184 


1 


E-RNTI allocation on serving change 


7.0.0 


7.1.0 


06/2006 


32 


RP-060407 


1187 


2 


Introduction of TNL QoS IE for shared channels 


7.0.0 


7.1.0 


06/2006 


32 


RP-060284 


1189 




RNL cause "E-DCH not supported" missing in the ASN.1 


7.0.0 


7.1.0 


06/2006 


32 


RP-060431 


1192 


2 


Power Offset for E-DCH control-only transmissions 


7.0.0 


7.1.0 


06/2006 


32 


RP-060281 


1196 


1 


Abnormal condition for HS-DSCH Configured Indicator IE 


7.0.0 


7.1.0 


09/2006 


33 


RP-060501 


1203 


1 


Correction on the value range of E-DCH lEs 


7.1.0 


7.2.0 


09/2006 


33 


RP-060503 


1205 


1 


Presence of "E-DCH FDD Information Response" IE 


7.1.0 


7.2.0 


09/2006 


33 


RP-060501 


1207 


1 


E-AGCH and E-RGCH/E-HICH FDD scrambling code in response 
messages 


7.1.0 


7.2.0 


09/2006 


33 


RP-060500 


1209 


1 


DCH combined when EDCH operation 


7.1.0 


7.2.0 


09/2006 


33 


RP-060503 


1211 




Correction of maxNrOfMACdFlows for EDCH in ASN.1 


7.1.0 


7.2.0 


09/2006 


33 


RP-060503 


1213 




Use of the RL Specific E-DCH Information IE for E-DCH 
modification 


7.1.0 


7.2.0 


09/2006 


33 


RP-060500 


1215 


1 


Optional usage of the E-DCH Reference Power Offset IE 


7.1.0 


7.2.0 


09/2006 


33 


RP-060504 


1217 


1 


MAC-HS reset Indicator alignment for the Radio Link Addition 
Response 


7.1.0 


7.2.0 


09/2006 


33 


RP-06051 1 


1219 


1 


Introduction of 3.84 Mcps and 7.68Mcps TDD Enhanced Uplink 


7.1.0 


7.2.0 


09/2006 


33 


RP-060503 


1221 


1 


E-DCH not optional in RNSAP message RL SETUP RESPONSE 


7.1.0 


7.2.0 


09/2006 


33 


RP-060509 


1222 


3 


Extended WCDMA Cell Range 


7.1.0 


7.2.0 


09/2006 


33 


RP-06051 4 


1223 


1 


Ignore Traffic Class if HS-DSCH or E-DCH MAC-d flow user is SRB 
(RRC) 


7.1.0 


7.2.0 


09/2006 


33 


RP-060500 


1229 




Further Abnormal Conditions for E-DCH 


7.1.0 


7.2.0 


09/2006 


33 


RP-060504 


1232 


1 


Correction for RL Reconfiguration 


7.1.0 


7.2.0 


09/2006 


33 


RP-060504 


1234 


1 


Correction on the value range of E-DCH les 


7.1.0 


7.2.0 


09/2006 


33 


RP-060502 


1238 




Introduction of new indicator for non DCH operation 


7.1.0 


7.2.0 


09/2006 


33 


RP-060479 


1239 




Correction to coding of PLCCH for 1 .28Mcps TDD 


7.1.0 


7.2.0 


12/2006 


34 


RP-060698 


1241 


2 


Enhancing RNSAP specification to support Mobile TV 


7.2.0 


7.3.0 


12/2006 


34 


RP-060699 


1243 


2 


Correction for Misalignment between Tabular and ASN.1 for "E- 
RGCH and E-HICH Channelisation Code" IE 


7.2.0 


7.3.0 


12/2006 


34 


RP-060777 


1245 


3 


Correction for Misalignment between Tabular and ASN.1 for "E- 
DCH Minimum Set E-TFCI " IE 


7.2.0 


7.3.0 


12/2006 


34 


RP-060700 


1247 


1 


Correction for the max reptition of RL Information Response IE in 
tabular 


7.2.0 


7.3.0 


12/2006 


34 


RP-060700 


1253 




Correction to an abnormal case in E-DCH RL ADDITION 


7.2.0 


7.3.0 


12/2006 


34 


RP-060709 


1256 


2 


Fast Reconfiguration 


7.2.0 


7.3.0 


12/2006 


34 


RP-060705 


1257 




Correction of Round Trip Time for Extended Cell Range 


7.2.0 


7.3.0 


12/2006 


34 


RP-060707 


1259 




RL Setup Procedure Combined with HSPA Serving Cell Change 


7.2.0 


7.3.0 


03/2007 


35 


RP-070057 


1258 


2 


Introduction of Continuous Packet Connectivity in RNSAP 


7.3.0 


7.4.0 


03/2007 


35 


RP-070057 


1260 




HS-PDSCH code change for CPC mode 


7.3.0 


7.4.0 


03/2007 


35 


RP-070053 


1263 




Abnormal conditions for IP Transport Option and Diversity Control 
field 


7.3.0 


7.4.0 


03/2007 


35 


RP-070056 


1265 




Correction of the Maximum number of logical channel ID 


7.3.0 


7.4.0 


03/2007 


35 


RP-070061 


1267 




Introduction of MIMO in RNSAP 


7.3.0 


7.4.0 


03/2007 


35 


RP-070063 


1268 


2 


Presence of Guaranteed Bit Rate 


7.3.0 


7.4.0 


03/2007 


35 


RP-070129 


1269 


2 


Introduction of 1 .28 Mcps TDD Enhanced Uplink 


7.3.0 


7.4.0 


03/2007 


35 


RP-070067 


1270 


1 


Introduction of Downlink Higher Order Modulation in RNSAP 


7.3.0 


7.4.0 


03/2007 


35 


RP-070053 


1275 




Correction of the procedure code ID 


7.3.0 


7.4.0 



£75/ 



3GPP TS 25.423 version 7.4.0 Release 7 



773 



ETSI TS 125 423 V7.4.0 (2007-03) 



History 



Document history 


V7.0.0 


March 2006 


PubHcation 


V7.1.0 


June 2006 


PubHcation 


V7.2.0 


September 2006 


PubHcation 


V7.3.0 


December 2006 


PubHcation 


V7.4.0 


March 2007 


PubHcation 



£75/ 



